From: Kyle Olson

To:

Subject: UPLOAD C:\Users\kolson1\Desktop\Jacki Schilke\RE air quality (13).msg
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mailto:Kyle Olson

RE: air quality

		From

		Semerad, Jim L.

		To

		Jacki

		Cc

		Dihle, Mark A.; Peterson, Todd F.; Jahraus, Tim M.; O'Clair, Terry L.; Pfeiffer, Tricia; North, Alexis; Olson, Kyle; Beeler, Cindy; dglatt@nd.gov; Roberts, Kris D.

		Recipients

		jboid@dia.net; mdihle@nd.gov; tfpeterson@nd.gov; tjahraus@nd.gov; toclair@nd.gov; Pfeiffer.Tricia@epa.gov; North.Alexis@epa.gov; Olson.Kyle@epa.gov; Beeler.Cindy@epa.gov; dglatt@nd.gov; kroberts@nd.gov



 



 



Jacki:



 



Our website has a plethora of information from our ambient monitoring program including a complete description of our network and a review of the results annually.  Note that we are currently packaging data from 2012 and it will be added to the website as soon as we are finished.  EPA requires completion by July 1 of each year.



 



Attached is the data for January and February of 2013.  I have included the Williston, TRNP-NU, Lostwood, and Dunn Center sites with all parameters reported on an hourly basis.  All criteria pollutants reported are lower than the levels set by the EPA for health risks.



 



Also the following link shows the Department’s data on an hourly basis with the exception of Williston and TRNP-NU.  Note that we are in the process of adding Williston to the site (with the installation of a phone line) and TRNP-NU has no access to phone service so it is not listed on the site:   http://www.airnow.gov/



 



In addition, real time data is available at a site maintained by the National Park Service at:  http://www.nature.nps.gov/air/WebCams/parks/throcam/throcam.cfm.



 



Kris Roberts informed me that he found no information relating to explosions in the area.  Kris recommends that you contact your local officials in the matter.



 



Jim Semerad 
Division of Air Quality



Manager, Permitting and Compliance  
State Dept. of Health



918 E. Divide Ave. 2nd Floor



Bismarck ND 58501-1947 
(701) 328-5188 
jsemerad@nd.gov 



Division Website: 
http://www.ndhealth.gov/AQ/



 



 



 



 



From: Jacki [mailto:jboid@dia.net] 
Sent: Friday, March 08, 2013 7:53 AM
To: Semerad, Jim L.
Cc: Dihle, Mark A.; Peterson, Todd F.; Jahraus, Tim M.; O'Clair, Terry L.; pfeiffer.Tricia@epamail.epa.gov; Alexis North; Kyle Olson; Cindy Beeler; Glatt, Dave D.; Roberts, Kris D.
Subject: Re: air quality



 



Were there any type of readings, air samples taken yesterday in my area? Can the air monitor reports taken in Williston be viewed online? What type of contaminate concentrations does it monitor? The only thing I have viewed on your website is an old page from 2007 from Williston for just certain contaminates I assume to track the industry on the east side of town. I would be interested in seeing the new air quality reports from Williston. 



Also, several weeks ago I had asked Kris to check on emergency contacts for the explosions or rumbles that have been occuring in our area, wonder if any information was found about this? You can actually feel the ground move and the windows in the house rattle. We had no idea if there was an explosion in the area or what had happened. I have no idea who to contact when this happens again, whatever the cause of it we now have a large crack in a wall of our house from the last one. This occured on the evening of Jan 31, 2013. 



----- Original Message ----- 



From: Semerad, Jim L. 



To: jacki 



Cc: Dihle, Mark A. ; Peterson, Todd F. ; Jahraus, Tim M. ; O'Clair, Terry L. ; pfeiffer.Tricia@epamail.epa.gov ; Alexis North ; Kyle Olson ; Cindy Beeler ; Glatt, Dave D. ; Roberts, Kris D. 



Sent: Thursday, March 07, 2013 3:45 PM



Subject: RE: air quality



 



 



Jacki:



 



Shane Clarey of my staff has been checking on compliance of operations (relating to both air quality and water quality) in the Bakken all week.  



 



In response to your email, I contacted Shane to see if he could change his schedule to assess air quality immediately in the vicinity of your farm ASAP.   



 



Shane just called in and reported that he has not seen any problems relating to air quality (plumes, odors, etc.) anytime this week.  He was in the vicinity of your farm around 11:45 am and did not note any air quality issues.    



 



Note that we have not received other complaints or any reports of operational problems.   Also note that we continue to check our ambient monitors, including the new one installed in Williston, and all monitors have continued to show that health standards are being met – measured concentrations continue to be reported to EPA. 



 



I understand that this may not resolve your concerns but hope that it provides some level of assurance.



 



Jim Semerad 
Division of Air Quality



Manager, Permitting and Compliance  
State Dept. of Health



918 E. Divide Ave. 2nd Floor



Bismarck ND 58501-1947 
(701) 328-5188 
jsemerad@nd.gov 



Division Website: 
http://www.ndhealth.gov/AQ/



 



 



 



 



 



 



From: jacki [mailto:jboid@dia.net] 
Sent: Thursday, March 07, 2013 10:34 AM
To: Semerad, Jim L.
Cc: pfeiffer.Tricia@epamail.epa.gov; Alexis North; Cindy Beeler; Kyle Olson
Subject: air quality



 



I have no idea what is going on in our area today, nothing I can see within site from my house as far as drilling rigs, workover rigs or a frack job. I can see no large release of smoke from a fire anywhere in the area. Our air quality is absolutely terrible, I can hardly get my cattle fed and chores done this morning. My eyes, nose and throat are burning and my throat is actually closing and I can hardly swallow. It has been bad here for several weeks or more, but today is exceptionally bad. 



  _____  



No virus found in this incoming message.
Checked by AVG - www.avg.com 
Version: 9.0.932 / Virus Database: 2641.1.1/5652 - Release Date: 03/06/13 01:18:00





Jan Feb 2013 Data.txt

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .9  

                            01                    .9  

                            02                    .8  

                            03                    .6  

                            04                    .5  

                            05                    .6  

                            06                    .5  

                            07                    .6  

                            08                    .5  

                            09                    .5  

                            10                    .6  

                            11                    .8  

                            12                   1.0  

                            13                   1.4  

                            14                   1.3  

                            15                   1.1  

                            16                    .9  

                            17                    .9  

                            18                    .9  

                            19                    .9  

                            20                   1.0  

                            21                    .9  

                            22                    .9  

                            23                    .9  

 

                           Max                   1.4

                           Min                    .5

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average
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                            01                   1.3  

                            02                   1.3  

                            03                   1.2  

                            04                    .8  

                            05                    .9  

                            06                    .9  

                            07                   1.0  

                            08                   1.2  

                            09                   1.6  

                            10                   1.0  

                            11                    .5  

                            12                    .4  

                            13                       z

                            14                    .5  

                            15                    .4  

                            16                    .4  

                            17                    .4  

                            18                    .4  

                            19                    .4  

                            20                    .4  

                            21                    .6  

                            22                    .4  

                            23                    .5  

 

                           Max                   1.6

                           Min                    .4

                           Mean                   .7

                           Hours                  23

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                   1.7  

                            02                   1.1  

                            03                    .5  

                            04                    .4  

                            05                    .4  

                            06                    .4  

                            07                    .4  

                            08                    .6  

                            09                    .6  

                            10                    .7  

                            11                    .6  

                            12                    .6  

                            13                    .6  

                            14                    .6  

                            15                    .6  

                            16                    .5  

                            17                    .5  

                            18                    .5  

                            19                    .5  

                            20                    .5  

                            21                    .5  

                            22                    .4  

                            23                    .4  

 

                           Max                   1.7

                           Min                    .4

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .4  

                            02                    .4  

                            03                    .4  

                            04                    .4  

                            05                    .3  

                            06                    .4  

                            07                    .4  

                            08                    .4  

                            09                    .4  

                            10                    .5  

                            11                   1.0  

                            12                    .9  

                            13                    .8  

                            14                    .7  

                            15                    .6  

                            16                    .5  

                            17                    .4  

                            18                    .4  

                            19                    .4  

                            20                    .4  

                            21                    .4  

                            22                    .4  

                            23                    .4  

 

                           Max                   1.0

                           Min                    .3

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .7  

                            02                    .9  

                            03                   2.4  

                            04                   2.2  

                            05                   2.1  

                            06                   2.6  

                            07                   2.6  

                            08                   2.4  

                            09                   3.1  

                            10                   2.6  

                            11                   2.0  

                            12                   1.9  

                            13                   2.2  

                            14                   1.2  

                            15                    .9  

                            16                   1.1  

                            17                   1.0  

                            18                    .8  

                            19                    .7  

                            20                    .7  

                            21                    .7  

                            22                    .6  

                            23                    .6  

 

                           Max                   3.1

                           Min                    .5

                           Mean                  1.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .5  

                            02                    .5  

                            03                    .4  

                            04                    .4  

                            05                    .4  

                            06                    .4  

                            07                    .8  

                            08                   1.2  

                            09                   1.7  

                            10                   1.2  

                            11                    .7  

                            12                    .7  

                            13                    .7  

                            14                    .7  

                            15                    .7  

                            16                    .6  

                            17                    .5  

                            18                    .5  

                            19                    .5  

                            20                    .4  

                            21                    .4  

                            22                    .5  

                            23                    .6  

 

                           Max                   1.7

                           Min                    .4

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .5  

                            02                    .7  

                            03                    .6  

                            04                    .5  

                            05                    .5  

                            06                    .5  

                            07                    .4  
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                            09                    .4  

                            10                    .5  

                            11                    .6  

                            12                    .6  

                            13                    .6  

                            14                    .5  

                            15                    .5  

                            16                    .4  

                            17                    .4  

                            18                    .4  

                            19                    .4  

                            20                    .5  

                            21                    .7  

                            22                    .9  

                            23                   1.3  

 

                           Max                   1.3

                           Min                    .4

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average
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                            09                    .6  
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                            15                    .5  

                            16                    .6  

                            17                    .5  

                            18                    .6  

                            19                    .6  

                            20                    .6  

                            21                    .7  

                            22                    .7  

                            23                    .6  

 

                           Max                   1.1

                           Min                    .5

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average
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                            13                    .5  
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                            15                    .5  

                            16                    .5  

                            17                    .6  

                            18                    .8  

                            19                    .8  

                            20                    .7  

                            21                    .6  

                            22                    .5  

                            23                    .5  

 

                           Max                   1.4

                           Min                    .4

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .6  

                            01                    .6  
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                            14                    .9  

                            15                    .8  

                            16                   1.1  

                            17                   1.5  

                            18                   1.8  

                            19                   1.1  

                            20                    .4  

                            21                    .3  

                            22                    .3  

                            23                    .3  

 

                           Max                   2.4

                           Min                    .3

                           Mean                  1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average
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                            09                   1.9  
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                            11                   1.4  

                            12                   1.0  

                            13                   1.1  

                            14                    .7  

                            15                   1.4  

                            16                   3.1  

                            17                   1.5  

                            18                   1.3  

                            19                   1.0  

                            20                    .8  

                            21                    .7  

                            22                    .6  

                            23                    .5  

 

                           Max                   3.1

                           Min                    .4

                           Mean                  1.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .6  

                            01                    .5  

                            02                    .5  

                            03                    .5  

                            04                    .4  

                            05                    .4  

                            06                    .4  

                            07                    .4  

                            08                    .4  

                            09                    .4  

                            10                    .4  

                            11                    .6  

                            12                   1.4  

                            13                   2.6  

                            14                   2.6  

                            15                   2.2  

                            16                   1.9  

                            17                   1.1  

                            18                    .6  

                            19                    .5  

                            20                    .5  

                            21                    .4  

                            22                    .4  

                            23                    .4  

 

                           Max                   2.6

                           Min                    .4

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .4  

                            02                    .4  

                            03                    .4  

                            04                    .4  

                            05                    .4  

                            06                    .5  

                            07                    .6  

                            08                    .9  

                            09                   1.0  

                            10                   1.0  

                            11                   1.3  

                            12                   1.2  

                            13                    .9  

                            14                    .8  

                            15                    .7  

                            16                    .7  

                            17                    .7  

                            18                    .5  

                            19                    .5  

                            20                    .5  

                            21                    .5  

                            22                    .5  

                            23                    .5  

 

                           Max                   1.3

                           Min                    .4

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .5  

                            02                    .5  

                            03                    .5  

                            04                    .5  

                            05                    .4  

                            06                    .5  

                            07                    .6  

                            08                    .6  

                            09                   1.0  

                            10                   1.2  

                            11                   1.1  

                            12                    .9  

                            13                    .7  

                            14                    .7  

                            15                    .7  

                            16                    .7  

                            17                    .9  

                            18                    .9  

                            19                    .9  

                            20                    .8  

                            21                    .7  

                            22                    .7  

                            23                    .5  

 

                           Max                   1.2

                           Min                    .4

                           Mean                   .7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .7  

                            02                    .8  

                            03                    .7  

                            04                   1.1  

                            05                   1.2  

                            06                    .9  

                            07                    .8  

                            08                    .8  

                            09                    .5  

                            10                    .5  

                            11                    .5  

                            12                    .4  

                            13                    .4  

                            14                    .4  

                            15                    .4  

                            16                    .5  

                            17                    .5  

                            18                    .5  

                            19                    .5  

                            20                    .5  

                            21                    .5  

                            22                    .6  

                            23                    .6  

 

                           Max                   1.2

                           Min                    .4

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .6  

                            01                    .5  

                            02                    .4  

                            03                    .4  

                            04                    .5  

                            05                    .5  

                            06                    .5  

                            07                    .5  

                            08                    .5  

                            09                    .6  

                            10                   1.2  

                            11                   3.2  

                            12                       z

                            13                       z

                            14                    .7  

                            15                    .7  

                            16                    .6  

                            17                    .5  

                            18                    .5  

                            19                    .5  

                            20                    .5  

                            21                    .5  

                            22                    .5  

                            23                    .5  

 

                           Max                   3.2

                           Min                    .4

                           Mean                   .6

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .8  

                            01                   1.1  

                            02                   1.1  

                            03                    .8  

                            04                    .7  

                            05                    .5  

                            06                    .5  

                            07                    .5  

                            08                    .5  

                            09                    .5  

                            10                    .6  

                            11                   1.0  

                            12                   1.3  

                            13                    .8  

                            14                    .6  

                            15                    .9  

                            16                    .9  

                            17                    .7  

                            18                    .6  

                            19                    .5  

                            20                    .4  

                            21                    .4  

                            22                    .4  

                            23                    .4  

 

                           Max                   1.3

                           Min                    .4

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .4  

                            02                    .4  

                            03                    .4  

                            04                    .6  

                            05                    .5  

                            06                    .5  

                            07                    .5  

                            08                    .5  

                            09                    .4  

                            10                    .4  

                            11                    .4  

                            12                    .4  

                            13                    .3  

                            14                    .4  

                            15                    .4  

                            16                    .4  

                            17                    .5  

                            18                    .6  

                            19                    .5  

                            20                    .5  

                            21                    .5  

                            22                    .8  

                            23                    .8  

 

                           Max                    .8

                           Min                    .3

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .6  

                            01                    .6  

                            02                    .7  

                            03                    .9  

                            04                   1.0  

                            05                    .6  

                            06                    .4  

                            07                    .4  

                            08                    .4  

                            09                    .5  

                            10                    .6  

                            11                    .6  

                            12                    .5  

                            13                    .5  

                            14                    .5  

                            15                    .4  

                            16                    .4  

                            17                    .4  

                            18                    .4  

                            19                    .4  

                            20                    .4  

                            21                    .5  

                            22                    .6  

                            23                    .7  

 

                           Max                   1.0

                           Min                    .4

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .8  

                            01                    .9  

                            02                    .9  

                            03                   1.1  

                            04                   1.5  

                            05                   1.5  

                            06                   1.1  

                            07                    .8  

                            08                    .8  

                            09                   1.0  

                            10                    .9  

                            11                    .9  

                            12                    .8  

                            13                    .7  

                            14                    .7  

                            15                    .7  

                            16                   2.7  

                            17                   2.5  

                            18                   1.5  

                            19                    .7  

                            20                   1.4  

                            21                    .6  

                            22                    .7  

                            23                   1.5  

 

                           Max                   2.7

                           Min                    .6

                           Mean                  1.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                   2.0  

                            01                   2.6  

                            02                   3.0  

                            03                   3.8  

                            04                   1.8  

                            05                    .9  

                            06                    .9  

                            07                    .9  

                            08                    .8  

                            09                    .8  

                            10                   1.0  

                            11                   1.0  

                            12                    .7  

                            13                    .6  

                            14                    .6  

                            15                    .6  

                            16                    .7  

                            17                    .6  

                            18                    .6  

                            19                    .6  

                            20                    .5  

                            21                    .5  

                            22                   1.0  

                            23                   1.4  

 

                           Max                   3.8

                           Min                    .5

                           Mean                  1.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.1  

                            01                   1.5  

                            02                   2.5  

                            03                   1.8  

                            04                    .9  

                            05                    .6  

                            06                    .5  

                            07                    .9  

                            08                   1.3  

                            09                    .9  

                            10                    .8  

                            11                    .7  

                            12                    .7  

                            13                    .6  

                            14                    .6  

                            15                    .9  

                            16                    .7  

                            17                    .5  

                            18                   2.1  

                            19                   1.2  

                            20                   1.0  

                            21                    .9  

                            22                    .8  

                            23                    .7  

 

                           Max                   2.5

                           Min                    .5

                           Mean                  1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .7  

                            01                    .7  

                            02                    .6  

                            03                    .6  

                            04                    .6  

                            05                    .6  

                            06                    .7  

                            07                    .9  

                            08                    .9  

                            09                    .9  

                            10                    .9  

                            11                    .8  

                            12                    .8  

                            13                    .9  

                            14                    .9  

                            15                   1.1  

                            16                   1.3  

                            17                   2.5  

                            18                   3.7  

                            19                   2.7  

                            20                   2.0  

                            21                   1.4  

                            22                   1.7  

                            23                   4.2  

 

                           Max                   4.2

                           Min                    .6

                           Mean                  1.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.5  

                            01                   1.1  

                            02                   1.0  

                            03                    .9  

                            04                   1.0  

                            05                    .9  

                            06                    .9  

                            07                    .7  

                            08                    .6  

                            09                    .6  

                            10                    .6  

                            11                    .6  

                            12                    .8  

                            13                    .7  

                            14                    .6  

                            15                    .6  

                            16                    .7  

                            17                    .6  

                            18                    .6  

                            19                    .7  

                            20                    .8  

                            21                    .8  

                            22                    .8  

                            23                    .7  

 

                           Max                   1.5

                           Min                    .6

                           Mean                   .7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .7  

                            01                    .8  

                            02                    .8  

                            03                    .7  

                            04                    .6  

                            05                    .9  

                            06                   1.5  

                            07                   2.0  

                            08                   1.8  

                            09                   1.7  

                            10                   1.7  

                            11                   1.8  

                            12                   1.8  

                            13                   1.7  

                            14                   1.5  

                            15                   1.5  

                            16                   1.4  

                            17                   1.3  

                            18                   1.1  

                            19                   1.1  

                            20                   1.0  

                            21                    .9  

                            22                    .9  

                            23                   1.2  

 

                           Max                   2.0

                           Min                    .6

                           Mean                  1.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.4  

                            01                   1.5  

                            02                   1.1  

                            03                   1.3  

                            04                    .9  

                            05                    .9  

                            06                   1.1  

                            07                   1.2  

                            08                   1.2  

                            09                   1.8  

                            10                   2.5  

                            11                   2.4  

                            12                   1.8  

                            13                   1.3  

                            14                    .7  

                            15                    .6  

                            16                    .6  

                            17                    .5  

                            18                    .5  

                            19                    .5  

                            20                    .5  

                            21                    .5  

                            22                    .4  

                            23                    .6  

 

                           Max                   2.5

                           Min                    .4

                           Mean                  1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .8  

                            01                    .9  

                            02                   1.0  

                            03                    .9  

                            04                    .8  

                            05                    .8  

                            06                    .7  

                            07                    .6  

                            08                    .7  

                            09                    .7  

                            10                    .7  

                            11                    .8  

                            12                    .8  

                            13                    .9  

                            14                   1.0  

                            15                   1.0  

                            16                   1.3  

                            17                   1.2  

                            18                   1.3  

                            19                   1.0  

                            20                    .7  

                            21                    .6  

                            22                    .5  

                            23                    .5  

 

                           Max                   1.3

                           Min                    .5

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .5  

                            02                    .4  

                            03                    .4  

                            04                    .4  

                            05                    .4  

                            06                    .4  

                            07                    .4  

                            08                    .4  

                            09                    .5  

                            10                    .6  

                            11                    .6  

                            12                    .5  

                            13                    .4  

                            14                    .4  

                            15                    .4  

                            16                    .4  

                            17                    .3  

                            18                    .3  

                            19                    .4  

                            20                    .3  

                            21                    .3  

                            22                    .3  

                            23                    .3  

 

                           Max                    .6

                           Min                    .3

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                    .3  

                            03                    .3  

                            04                    .3  

                            05                    .3  

                            06                    .3  

                            07                    .3  

                            08                    .3  

                            09                    .9  

                            10                   1.7  

                            11                   1.3  

                            12                   2.5  

                            13                   5.5  

                            14                   3.1  

                            15                    .7  

                            16                    .4  

                            17                    .4  

                            18                    .4  

                            19                    .5  

                            20                    .7  

                            21                   1.3  

                            22                   1.8  

                            23                   1.6  

 

                           Max                   5.5

                           Min                    .3

                           Mean                  1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                   4.7  

                            01                   1.9  

                            02                    .8  

                            03                   3.7  

                            04                   4.7  

                            05                   3.6  

                            06                   1.8  

                            07                   1.2  

                            08                   1.1  

                            09                    .9  

                            10                   1.1  

                            11                   2.3  

                            12                       z

                            13                       z

                            14                   2.7  

                            15                   3.6  

                            16                   1.8  

                            17                   1.1  

                            18                   1.0  

                            19                   1.0  

                            20                    .9  

                            21                    .7  

                            22                    .6  

                            23                    .7  

 

                           Max                   4.7

                           Min                    .6

                           Mean                  1.9

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .8  

                            01                    .8  

                            02                    .8  

                            03                    .7  

                            04                    .7  

                            05                    .7  

                            06                    .7  

                            07                    .8  

                            08                   1.7  

                            09                   3.7  

                            10                   3.3  

                            11                   2.0  

                            12                   1.4  

                            13                   1.4  

                            14                    .9  

                            15                    .7  

                            16                    .6  

                            17                    .5  

                            18                    .6  

                            19                    .6  

                            20                    .5  

                            21                    .6  

                            22                    .7  

                            23                    .7  

 

                           Max                   3.7

                           Min                    .5

                           Mean                  1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .7  

                            01                    .9  

                            02                   1.0  

                            03                   1.6  

                            04                   1.6  

                            05                   2.1  

                            06                   1.8  

                            07                   1.7  

                            08                   1.3  

                            09                   1.2  

                            10                   1.3  

                            11                   1.9  

                            12                   2.7  

                            13                   2.2  

                            14                   1.9  

                            15                   1.5  

                            16                   1.0  

                            17                    .9  

                            18                   1.8  

                            19                   1.4  

                            20                    .7  

                            21                    .6  

                            22                    .9  

                            23                   1.1  

 

                           Max                   2.7

                           Min                    .6

                           Mean                  1.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.1  

                            01                   1.1  

                            02                   1.1  

                            03                   1.1  

                            04                   1.0  

                            05                    .9  

                            06                    .8  

                            07                    .8  

                            08                    .7  

                            09                    .6  

                            10                    .9  

                            11                    .6  

                            12                    .4  

                            13                    .4  

                            14                    .4  

                            15                    .5  

                            16                    .8  

                            17                   1.2  

                            18                   2.2  

                            19                   1.4  

                            20                    .7  

                            21                   1.0  

                            22                    .8  

                            23                    .7  

 

                           Max                   2.2

                           Min                    .4

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .7  

                            01                    .8  

                            02                    .6  

                            03                    .5  

                            04                    .4  

                            05                    .4  

                            06                    .4  

                            07                    .8  

                            08                   1.4  

                            09                   1.2  

                            10                   1.0  

                            11                   1.3  

                            12                    .9  

                            13                   1.1  

                            14                   1.2  

                            15                   1.5  

                            16                   3.5  

                            17                   2.4  

                            18                   1.5  

                            19                   1.6  

                            20                   1.2  

                            21                   1.1  

                            22                   1.3  

                            23                   1.4  

 

                           Max                   3.5

                           Min                    .4

                           Mean                  1.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.2  

                            01                   1.1  

                            02                   1.3  

                            03                   1.2  

                            04                   1.4  

                            05                   1.3  

                            06                    .9  

                            07                    .6  

                            08                    .6  

                            09                    .5  

                            10                    .5  

                            11                    .4  

                            12                    .4  

                            13                    .4  

                            14                    .8  

                            15                    .7  

                            16                    .5  

                            17                    .7  

                            18                    .6  

                            19                    .4  

                            20                    .4  

                            21                    .6  

                            22                    .8  

                            23                   1.1  

 

                           Max                   1.4

                           Min                    .4

                           Mean                   .7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .8  

                            01                   1.2  

                            02                    .9  

                            03                    .9  

                            04                   1.3  

                            05                   1.5  

                            06                   1.3  

                            07                    .9  

                            08                   1.1  

                            09                    .8  

                            10                    .6  

                            11                    .5  

                            12                    .4  

                            13                    .5  

                            14                    .5  

                            15                    .6  

                            16                    .6  

                            17                    .6  

                            18                   1.4  

                            19                    .9  

                            20                    .7  

                            21                    .7  

                            22                    .7  

                            23                    .5  

 

                           Max                   1.5

                           Min                    .4

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .4  

                            02                    .4  

                            03                    .5  

                            04                    .4  

                            05                    .4  

                            06                    .4  

                            07                    .4  

                            08                    .4  

                            09                    .6  

                            10                    .7  

                            11                   1.0  

                            12                   1.3  

                            13                   1.3  

                            14                   1.6  

                            15                   1.4  

                            16                   1.3  

                            17                    .6  

                            18                    .4  

                            19                    .4  

                            20                    .5  

                            21                    .5  

                            22                    .6  

                            23                    .5  

 

                           Max                   1.6

                           Min                    .4

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .5  

                            02                    .6  

                            03                    .5  

                            04                    .5  

                            05                    .9  

                            06                    .7  

                            07                    .6  

                            08                    .5  

                            09                    .6  

                            10                    .6  

                            11                    .6  

                            12                    .5  

                            13                    .5  

                            14                    .6  

                            15                   1.0  

                            16                    .7  

                            17                    .5  

                            18                    .4  

                            19                    .4  

                            20                    .5  

                            21                    .5  

                            22                    .3  

                            23                    .4  

 

                           Max                   1.0

                           Min                    .3

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .4  

                            02                    .3  

                            03                    .3  

                            04                    .3  

                            05                    .3  

                            06                    .3  

                            07                    .3  

                            08                    .3  

                            09                    .3  

                            10                    .3  

                            11                    .3  

                            12                    .3  

                            13                    .3  

                            14                    .3  

                            15                    .3  

                            16                    .4  

                            17                    .3  

                            18                    .3  

                            19                    .3  

                            20                    .3  

                            21                    .3  

                            22                    .3  

                            23                    .3  

 

                           Max                    .4

                           Min                    .3

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                    .3  

                            03                    .3  

                            04                    .3  

                            05                    .4  

                            06                    .3  

                            07                    .4  

                            08                    .4  

                            09                    .4  

                            10                    .5  

                            11                    .7  

                            12                    .9  

                            13                   1.3  

                            14                   1.3  

                            15                   1.1  

                            16                    .7  

                            17                    .4  

                            18                    .4  

                            19                    .3  

                            20                    .3  

                            21                    .3  

                            22                    .3  

                            23                    .4  

 

                           Max                   1.3

                           Min                    .3

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .4  

                            02                    .6  

                            03                    .8  

                            04                   1.1  

                            05                    .7  

                            06                    .6  

                            07                    .7  

                            08                    .7  

                            09                    .8  

                            10                    .7  

                            11                    .5  

                            12                    .4  

                            13                    .4  

                            14                    .4  

                            15                    .4  

                            16                    .4  

                            17                    .4  

                            18                    .4  

                            19                    .4  

                            20                    .6  

                            21                    .6  

                            22                    .6  

                            23                    .5  

 

                           Max                   1.1

                           Min                    .4

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .4  

                            02                    .4  

                            03                    .4  

                            04                    .4  

                            05                    .4  

                            06                    .5  

                            07                    .9  

                            08                    .9  

                            09                    .5  

                            10                    .3  

                            11                    .3  

                            12                    .3  

                            13                    .4  

                            14                    .5  

                            15                    .5  

                            16                    .5  

                            17                    .4  

                            18                    .4  

                            19                    .4  

                            20                    .4  

                            21                    .4  

                            22                    .4  

                            23                    .4  

 

                           Max                    .9

                           Min                    .3

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .5  

                            02                    .7  

                            03                    .8  

                            04                    .8  

                            05                    .8  

                            06                    .8  

                            07                    .7  

                            08                    .7  

                            09                    .9  

                            10                   1.5  

                            11                   1.2  

                            12                   1.7  

                            13                   2.2  

                            14                   1.6  

                            15                    .8  

                            16                    .5  

                            17                    .5  

                            18                    .4  

                            19                    .4  

                            20                    .4  

                            21                    .4  

                            22                    .4  

                            23                    .3  

 

                           Max                   2.2

                           Min                    .3

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .4  

                            02                    .4  

                            03                    .4  

                            04                    .3  

                            05                    .3  

                            06                    .4  

                            07                    .3  

                            08                    .3  

                            09                    .4  

                            10                    .4  

                            11                    .4  

                            12                       z

                            13                       z

                            14                   3.7  

                            15                    .7  

                            16                    .6  

                            17                    .6  

                            18                    .8  

                            19                   1.2  

                            20                    .6  

                            21                    .6  

                            22                    .5  

                            23                    .5  

 

                           Max                   3.7

                           Min                    .3

                           Mean                   .6

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .4  

                            02                    .4  

                            03                   1.0  

                            04                    .6  

                            05                   1.0  

                            06                   2.7  

                            07                   2.4  

                            08                    .5  

                            09                    .5  

                            10                    .4  

                            11                    .4  

                            12                    .4  

                            13                    .6  

                            14                    .4  

                            15                    .6  

                            16                    .5  

                            17                    .8  

                            18                    .5  

                            19                   1.5  

                            20                   1.7  

                            21                   3.1  

                            22                   1.6  

                            23                   1.1  

 

                           Max                   3.1

                           Min                    .4

                           Mean                   .9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.0  

                            01                    .9  

                            02                   1.1  

                            03                    .8  

                            04                    .9  

                            05                    .7  

                            06                    .7  

                            07                    .6  

                            08                    .7  

                            09                    .8  

                            10                    .8  

                            11                    .6  

                            12                    .8  

                            13                   1.6  

                            14                   1.5  

                            15                   1.1  

                            16                   1.0  

                            17                    .9  

                            18                    .8  

                            19                    .7  

                            20                    .7  

                            21                    .6  

                            22                    .6  

                            23                    .6  

 

                           Max                   1.6

                           Min                    .6

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .6  

                            01                    .5  

                            02                    .5  

                            03                    .7  

                            04                   1.3  

                            05                   1.0  

                            06                    .7  

                            07                    .7  

                            08                    .8  

                            09                   1.0  

                            10                   1.6  

                            11                   1.3  

                            12                   2.6  

                            13                   4.8  

                            14                   2.7  

                            15                   1.3  

                            16                   2.1  

                            17                   1.1  

                            18                    .7  

                            19                    .5  

                            20                    .5  

                            21                    .5  

                            22                    .6  

                            23                    .5  

 

                           Max                   4.8

                           Min                    .5

                           Mean                  1.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .5  

                            02                    .5  

                            03                    .4  

                            04                    .4  

                            05                    .4  

                            06                    .4  

                            07                    .4  

                            08                    .4  

                            09                    .4  

                            10                    .5  

                            11                    .5  

                            12                    .6  

                            13                    .5  

                            14                    .4  

                            15                    .5  

                            16                   1.2  

                            17                    .3  

                            18                    .3  

                            19                    .3  

                            20                    .4  

                            21                    .4  

                            22                    .5  

                            23                    .5  

 

                           Max                   1.2

                           Min                    .3

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .5  

                            02                    .8  

                            03                   3.5  

                            04                   6.5  

                            05                   5.7  

                            06                   4.0  

                            07                   2.1  

                            08                   2.1  

                            09                   1.5  

                            10                   1.7  

                            11                   1.4  

                            12                   1.0  

                            13                   1.0  

                            14                    .8  

                            15                    .7  

                            16                    .7  

                            17                    .6  

                            18                    .6  

                            19                    .6  

                            20                    .5  

                            21                    .5  

                            22                    .5  

                            23                    .4  

 

                           Max                   6.5

                           Min                    .4

                           Mean                  1.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .4  

                            02                    .4  

                            03                    .4  

                            04                    .4  

                            05                    .4  

                            06                    .9  

                            07                   1.0  

                            08                   1.0  

                            09                   1.4  

                            10                   1.5  

                            11                   1.7  

                            12                   2.2  

                            13                   2.5  

                            14                   1.5  

                            15                   1.2  

                            16                    .8  

                            17                    .6  

                            18                    .7  

                            19                    .7  

                            20                    .6  

                            21                    .6  

                            22                    .6  

                            23                    .5  

 

                           Max                   2.5

                           Min                    .4

                           Mean                   .9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .4  

                            02                    .4  

                            03                    .4  

                            04                    .4  

                            05                    .4  

                            06                    .4  

                            07                    .4  

                            08                    .4  

                            09                    .4  

                            10                    .6  

                            11                    .5  

                            12                    .4  

                            13                    .4  

                            14                    .5  

                            15                    .5  

                            16                    .4  

                            17                    .4  

                            18                    .5  

                            19                    .4  

                            20                    .4  

                            21                    .4  

                            22                    .4  

                            23                    .4  

 

                           Max                    .6

                           Min                    .4

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .4  

                            02                    .4  

                            03                    .4  

                            04                    .5  

                            05                    .4  

                            06                    .4  

                            07                    .4  

                            08                    .5  

                            09                    .7  

                            10                    .8  

                            11                    .8  

                            12                    .7  

                            13                    .6  

                            14                    .6  

                            15                    .5  

                            16                    .5  

                            17                    .5  

                            18                    .4  

                            19                    .5  

                            20                    .4  

                            21                    .5  

                            22                    .7  

                            23                    .5  

 

                           Max                    .8

                           Min                    .4

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .5  

                            02                    .6  

                            03                    .6  

                            04                    .7  

                            05                    .6  

                            06                    .6  

                            07                    .7  

                            08                    .6  

                            09                    .7  

                            10                    .7  

                            11                    .7  

                            12                    .8  

                            13                    .8  

                            14                    .9  

                            15                    .9  

                            16                    .8  

                            17                    .7  

                            18                    .6  

                            19                    .5  

                            20                    .5  

                            21                    .6  

                            22                   1.4  

                            23                   1.0  

 

                           Max                   1.4

                           Min                    .4

                           Mean                   .7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .8  

                            01                    .7  

                            02                    .6  

                            03                    .5  

                            04                    .6  

                            05                    .7  

                            06                   1.1  

                            07                   1.0  

                            08                    .8  

                            09                    .5  

                            10                    .6  

                            11                    .6  

                            12                    .6  

                            13                    .6  

                            14                    .6  

                            15                    .5  

                            16                    .4  

                            17                    .5  

                            18                    .6  

                            19                    .5  

                            20                    .7  

                            21                    .7  

                            22                    .6  

                            23                    .5  

 

                           Max                   1.1

                           Min                    .4

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .4  

                            02                    .7  

                            03                   1.0  

                            04                   1.3  

                            05                   2.9  

                            06                   1.0  

                            07                   1.1  

                            08                    .9  

                            09                   1.3  

                            10                   1.9  

                            11                   1.3  

                            12                   1.3  

                            13                   1.1  

                            14                    .9  

                            15                   1.1  

                            16                   1.4  

                            17                   1.2  

                            18                    .7  

                            19                    .6  

                            20                    .5  

                            21                    .4  

                            22                    .5  

                            23                   1.0  

 

                           Max                   2.9

                           Min                    .4

                           Mean                  1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.0  

                            01                    .7  

                            02                    .6  

                            03                    .6  

                            04                    .6  

                            05                    .7  

                            06                    .7  

                            07                    .7  

                            08                    .6  

                            09                    .6  

                            10                    .5  

                            11                    .5  

                            12                    .4  

                            13                    .4  

                            14                    .4  

                            15                    .4  

                            16                    .4  

                            17                    .4  

                            18                    .4  

                            19                    .4  

                            20                    .4  

                            21                    .4  

                            22                    .4  

                            23                    .3  

 

                           Max                   1.0

                           Min                    .3

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                    .3  

                            03                    .3  

                            04                    .3  

                            05                    .3  

                            06                    .3  

                            07                    .4  

                            08                    .4  

                            09                    .5  

                            10                    .5  

                            11                    .4  

                            12                    .4  

                            13                    .4  

                            14                    .3  

                            15                    .3  

                            16                    .4  

                            17                    .5  

                            18                    .4  

                            19                    .4  

                            20                    .4  

                            21                    .3  

                            22                   2.3  

                            23                   2.1  

 

                           Max                   2.3

                           Min                    .3

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.1  

                            01                   2.8  

                            02                    .8  

                            03                   1.2  

                            04                   8.6  

                            05                   7.1  

                            06                   2.4  

                            07                   1.0  

                            08                   1.1  

                            09                   1.2  

                            10                   1.5  

                            11                   1.5  

                            12                       z

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                   8.6

                           Min                    .8

                           Mean                  2.5

                           Hours                  12

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : SO2PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                -999.0

                           Min                -999.0

                           Mean                  2.5

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                       z

                            12                       z

                            13                       z

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     3  

                            12                     1  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     1  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  
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                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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                                   01/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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                                   01/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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                                ND Dept. of Health
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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                                   01/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Current Time : 09:09
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Current Time : 09:09
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                                   01/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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                                   01/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            23                     0  

 

                           Max                     4

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     7

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  
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                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  
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                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            18                        

                            19                        

                            20                        

                            21                        

                            22                        
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                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  11

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                           Max                  -999

                           Min                  -999

                           Mean                    0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     6

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     4

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            10                     1  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            17                     0  

                            18                     0  

                            19                     1  

                            20                     2  

                            21                     3  

                            22                     2  

                            23                     1  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            20                     1  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                    13

                           Min                     0

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     2  

                            20                     2  

                            21                     4  

                            22                     5  

                            23                     4  

 

                           Max                     5

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            21                     4  

                            22                     1  

                            23                     1  

 

                           Max                     4

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     1  

                            03                     1  

                            04                     2  

                            05                     2  

                            06                     3  

                            07                     4  

                            08                     6  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  
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                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     6

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     2  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     2  
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                            22                     1  
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                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     
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                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     1  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     2  

                            19                     2  

                            20                     1  

                            21                     0  

                            22                     1  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     0  

                            03                     1  

                            04                     1  

                            05                     2  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     2  

                            10                     1  

                            11                     1  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     1  

                            17                     1  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     3  

                            23                     4  

 

                           Max                     4

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     1  

                            05                     2  

                            06                     2  

                            07                     5  

                            08                     2  

                            09                     1  

                            10                     1  

                            11                     2  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     2  

                            17                     3  

                            18                     3  

                            19                     2  

                            20                     3  

                            21                     2  

                            22                     1  

                            23                     3  

 

                           Max                     5

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     1  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     1  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     4  

                            06                     6  

                            07                     4  

                            08                     2  

                            09                     2  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     3  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     3  

                            21                     3  

                            22                     3  

                            23                     3  

 

                           Max                     6

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     4  

                            03                     4  

                            04                     3  

                            05                     3  

                            06                     4  

                            07                     5  

                            08                     4  

                            09                     4  

                            10                     4  

                            11                     3  

                            12                     3  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     4  

                            17                     4  

                            18                     5  

                            19                    11  

                            20                    12  

                            21                     7  

                            22                     6  

                            23                     5  

 

                           Max                    12

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     3  

                            08                     4  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     7  

                            13                     6  

                            14                     5  

                            15                     5  

                            16                     5  

                            17                     5  

                            18                     5  

                            19                     5  

                            20                     4  

                            21                     4  

                            22                     3  

                            23                     2  

 

                           Max                     7

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     1  

                            08                     4  

                            09                    11  

                            10                    10  

                            11                     7  

                            12                     6  

                            13                     7  

                            14                     5  

                            15                     2  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     2  

                            23                     1  

 

                           Max                    11

                           Min                     0

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     1  

                            02                     1  

                            03                     2  

                            04                     2  

                            05                     1  

                            06                     1  

                            07                     0  

                            08                     0  

                            09                     1  

                            10                     1  

                            11                       z

                            12                       z

                            13                     2  

                            14                     3  

                            15                     5  

                            16                     5  

                            17                     4  

                            18                     5  

                            19                     2  

                            20                     2  

                            21                     1  

                            22                     1  

                            23                     0  

 

                           Max                     5

                           Min                     0

                           Mean                    1

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     2  

                            07                     2  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     2  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     4  

                            19                     4  

                            20                     2  

                            21                     2  

                            22                     5  

                            23                     6  

 

                           Max                     6

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     6  

                            03                     7  

                            04                     6  

                            05                     5  

                            06                     5  

                            07                     2  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     1  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     7

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     1  

                            07                     2  

                            08                     4  

                            09                     3  

                            10                     1  

                            11                     0  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     2  

                            16                     4  

                            17                     5  

                            18                     2  

                            19                     3  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     5

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     2  

                            06                     3  

                            07                     1  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  
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                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            18                     1  

                            19                     1  

                            20                     2  

                            21                     1  

                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     2  

                            20                     3  

                            21                     2  

                            22                     3  

                            23                     2  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     4  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     1  

 

                           Max                     4

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            16                     0  

                            17                     0  

                            18                     0  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     1  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            18                     0  

                            19                     0  

                            20                     0  

                            21                     2  

                            22                     1  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     2  

                            08                     2  

                            09                     1  

                            10                     1  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     1  
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                            20                     2  

                            21                     0  

                            22                     1  

                            23                     1  

 

                           Max                     7

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            20                     5  
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                            22                     3  

                            23                     2  

 

                           Max                     5

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     1  

                            08                     1  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     1  

                            17                     3  

                            18                     1  

                            19                     3  

                            20                     4  

                            21                     4  

                            22                     3  

                            23                     3  

 

                           Max                     4

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     3  

                            06                     6  

                            07                     4  

                            08                     2  

                            09                     1  

                            10                     1  

                            11                     0  

                            12                     2  

                            13                     1  

                            14                     1  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     6

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     1  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     2  

                            05                     2  

                            06                     3  

                            07                     4  

                            08                     3  

                            09                     2  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     3  

                            19                     6  

                            20                     3  

                            21                     3  

                            22                     4  

                            23                     3  

 

                           Max                     6

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     3  

                            03                     2  

                            04                     2  

                            05                     2  

                            06                     3  

                            07                     2  

                            08                     1  

                            09                     1  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     1  

                            19                     1  

                            20                     2  

                            21                     1  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     1  

                            04                     1  

                            05                     3  

                            06                     2  

                            07                     2  

                            08                     3  

                            09                     2  

                            10                     2  

                            11                     2  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     0  

                            21                     3  

                            22                     4  

                            23                     4  

 

                           Max                     4

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     0  

                            04                     0  

                            05                     1  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     3  

                            23                     2  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     2  

                            02                     1  

                            03                     1  

                            04                     5  

                            05                     4  

                            06                     2  

                            07                     3  

                            08                     3  

                            09                     3  

                            10                     3  

                            11                       z

                            12                       z

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                     5

                           Min                     1

                           Mean                    2

                           Hours                  11

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                    2

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    29  

                            01                    27  

                            02                    26  

                            03                    33  

                            04                    34  

                            05                    33  

                            06                    31  

                            07                    29  

                            08                    26  

                            09                    26  

                            10                    32  

                            11                    34  

                            12                    35  

                            13                    35  

                            14                    35  

                            15                    35  

                            16                    35  

                            17                    36  

                            18                    36  

                            19                    36  

                            20                    37  

                            21                    38  

                            22                    38  

                            23                    38  

 

                           Max                    38

                           Min                    26

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    38  

                            01                    38  

                            02                    38  

                            03                    39  

                            04                    38  

                            05                    38  

                            06                    39  

                            07                    39  

                            08                    38  

                            09                    38  

                            10                    39  

                            11                    39  

                            12                    39  

                            13                       z

                            14                    38  

                            15                    37  

                            16                    37  

                            17                    36  

                            18                    36  

                            19                    37  

                            20                    36  

                            21                    38  

                            22                    38  

                            23                    38  

 

                           Max                    39

                           Min                    36

                           Mean                   37

                           Hours                  23

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    38  

                            02                    40  

                            03                    40  

                            04                    38  

                            05                    39  

                            06                    38  

                            07                    36  

                            08                    39  

                            09                    39  

                            10                    40  

                            11                    41  

                            12                    42  

                            13                    43  

                            14                    43  

                            15                    43  

                            16                    43  

                            17                    42  

                            18                    41  

                            19                    40  

                            20                    39  

                            21                    38  

                            22                    36  

                            23                    33  

 

                           Max                    43

                           Min                    33

                           Mean                   39

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    32  

                            01                    31  

                            02                    28  

                            03                    27  

                            04                    23  

                            05                    23  

                            06                    21  

                            07                    19  

                            08                    20  

                            09                    24  

                            10                    27  

                            11                    29  

                            12                    32  

                            13                    37  

                            14                    40  

                            15                    39  

                            16                    37  

                            17                    33  

                            18                    30  

                            19                    24  

                            20                    23  

                            21                    31  

                            22                    34  

                            23                    39  

 

                           Max                    40

                           Min                    19

                           Mean                   29

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    40  

                            01                    36  

                            02                    35  

                            03                    34  

                            04                    31  

                            05                    34  

                            06                    34  

                            07                    35  

                            08                    35  

                            09                    36  

                            10                    38  

                            11                    40  

                            12                    40  

                            13                    42  

                            14                    43  

                            15                    42  

                            16                    40  

                            17                    38  

                            18                    35  

                            19                    34  

                            20                    33  

                            21                    32  

                            22                    30  

                            23                    30  

 

                           Max                    43

                           Min                    30

                           Mean                   36

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    28  

                            01                    28  

                            02                    26  

                            03                    24  

                            04                    22  

                            05                    20  

                            06                    18  

                            07                    18  

                            08                    18  

                            09                    23  

                            10                    40  

                            11                    46  

                            12                    46  

                            13                    45  

                            14                    45  

                            15                    44  

                            16                    43  

                            17                    42  

                            18                    43  

                            19                    42  

                            20                    42  

                            21                    42  

                            22                    42  

                            23                    42  

 

                           Max                    46

                           Min                    18

                           Mean                   34

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    41  

                            01                    41  

                            02                    40  

                            03                    40  

                            04                    40  

                            05                    41  

                            06                    41  

                            07                    40  

                            08                    40  

                            09                    40  

                            10                    40  

                            11                    40  

                            12                    40  

                            13                    41  

                            14                    41  

                            15                    40  

                            16                    37  

                            17                    36  

                            18                    32  

                            19                    28  

                            20                    27  

                            21                    28  

                            22                    29  

                            23                    31  

 

                           Max                    41

                           Min                    27

                           Mean                   37

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    41  

                            02                    41  

                            03                    41  

                            04                    41  

                            05                    40  

                            06                    38  

                            07                    37  

                            08                    37  

                            09                    36  

                            10                    36  

                            11                    36  

                            12                    37  

                            13                    38  

                            14                    39  

                            15                    41  

                            16                    42  

                            17                    42  

                            18                    41  

                            19                    40  

                            20                    40  

                            21                    40  

                            22                    39  

                            23                    39  

 

                           Max                    42

                           Min                    36

                           Mean                   39

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    39  

                            01                    39  

                            02                    39  

                            03                    38  

                            04                    35  

                            05                    31  

                            06                    29  

                            07                    28  

                            08                    30  

                            09                    36  

                            10                    36  

                            11                    36  

                            12                    37  

                            13                    39  

                            14                    38  

                            15                    38  

                            16                    37  

                            17                    32  

                            18                    32  

                            19                    33  

                            20                    33  

                            21                    35  

                            22                    36  

                            23                    34  

 

                           Max                    39

                           Min                    28

                           Mean                   35

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    34  

                            01                    32  

                            02                    30  

                            03                    29  

                            04                    28  

                            05                    24  

                            06                    22  

                            07                    20  

                            08                    21  

                            09                    23  

                            10                    25  

                            11                    26  

                            12                    28  

                            13                    31  

                            14                    24  

                            15                    21  

                            16                    20  

                            17                    21  

                            18                    25  

                            19                    26  

                            20                    28  

                            21                    29  

                            22                    29  

                            23                    29  

 

                           Max                    34

                           Min                    20

                           Mean                   26

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    28  

                            01                    27  

                            02                    28  

                            03                    28  

                            04                    28  

                            05                    29  

                            06                    28  

                            07                    28  

                            08                    29  

                            09                    29  

                            10                    30  

                            11                    31  

                            12                    33  

                            13                    33  

                            14                    34  

                            15                    36  

                            16                    36  

                            17                    37  

                            18                    38  

                            19                    40  

                            20                    40  

                            21                    40  

                            22                    39  

                            23                    39  

 

                           Max                    40

                           Min                    27

                           Mean                   32

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    39  

                            01                    38  

                            02                    37  

                            03                    37  

                            04                    38  

                            05                    38  

                            06                    38  

                            07                    39  

                            08                    37  

                            09                    38  

                            10                    39  

                            11                    39  

                            12                    39  

                            13                    39  

                            14                    40  

                            15                    40  

                            16                    39  

                            17                    37  

                            18                    34  

                            19                    32  

                            20                    32  

                            21                    25  

                            22                    26  

                            23                    25  

 

                           Max                    40

                           Min                    25

                           Mean                   36

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    23  

                            01                    25  

                            02                    24  

                            03                    25  

                            04                    27  

                            05                    29  

                            06                    28  

                            07                    28  

                            08                    32  

                            09                    33  

                            10                    32  

                            11                    32  

                            12                    32  

                            13                    33  

                            14                    34  

                            15                    34  

                            16                    32  

                            17                    29  

                            18                    27  

                            19                    25  

                            20                    23  

                            21                    21  

                            22                    22  

                            23                    22  

 

                           Max                    34

                           Min                    21

                           Mean                   28

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    20  

                            01                    19  

                            02                    19  

                            03                    19  

                            04                    18  

                            05                    17  

                            06                    16  

                            07                    19  

                            08                    21  

                            09                    28  

                            10                    33  

                            11                    35  

                            12                    39  

                            13                    42  

                            14                    43  

                            15                    43  

                            16                    43  

                            17                    42  

                            18                    41  

                            19                    40  

                            20                    35  

                            21                    32  

                            22                    33  

                            23                    29  

 

                           Max                    43

                           Min                    16

                           Mean                   30

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    26  

                            01                    27  

                            02                    28  

                            03                    26  

                            04                    27  

                            05                    27  

                            06                    28  

                            07                    28  

                            08                    27  

                            09                    36  

                            10                    37  

                            11                    37  

                            12                    37  

                            13                    38  

                            14                    39  

                            15                    39  

                            16                    39  

                            17                    38  

                            18                    38  

                            19                    38  

                            20                    37  

                            21                    37  

                            22                    37  

                            23                    37  

 

                           Max                    39

                           Min                    26

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    36  

                            02                    37  

                            03                    37  

                            04                    37  

                            05                    38  

                            06                    38  

                            07                    37  

                            08                    37  

                            09                    37  

                            10                    33  

                            11                    26  

                            12                       z

                            13                       z

                            14                    32  

                            15                    31  

                            16                    33  

                            17                    35  

                            18                    34  

                            19                    33  

                            20                    32  

                            21                    29  

                            22                    27  

                            23                    26  

 

                           Max                    38

                           Min                    26

                           Mean                   33

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    32  

                            01                    35  

                            02                    34  

                            03                    34  

                            04                    34  

                            05                    32  

                            06                    30  

                            07                    30  

                            08                    31  

                            09                    32  

                            10                    31  

                            11                    31  

                            12                    32  

                            13                    33  

                            14                    32  

                            15                    30  

                            16                    30  

                            17                    28  

                            18                    26  

                            19                    30  

                            20                    37  

                            21                    37  

                            22                    37  

                            23                    37  

 

                           Max                    37

                           Min                    26

                           Mean                   32

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    38  

                            01                    37  

                            02                    37  

                            03                    37  

                            04                    37  

                            05                    38  

                            06                    38  

                            07                    37  

                            08                    37  

                            09                    38  

                            10                    39  

                            11                    39  

                            12                    40  

                            13                    41  

                            14                    41  

                            15                    40  

                            16                    39  

                            17                    39  

                            18                    38  

                            19                    38  

                            20                    38  

                            21                    38  

                            22                    37  

                            23                    37  

 

                           Max                    41

                           Min                    37

                           Mean                   38

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    37  

                            02                    39  

                            03                    40  

                            04                    41  

                            05                    35  

                            06                    30  

                            07                    30  

                            08                    31  

                            09                    31  

                            10                    30  

                            11                    32  

                            12                    34  

                            13                    35  

                            14                    35  

                            15                    34  

                            16                    32  

                            17                    30  

                            18                    31  

                            19                    30  

                            20                    30  

                            21                    30  

                            22                    30  

                            23                    29  

 

                           Max                    41

                           Min                    29

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    28  

                            01                    27  

                            02                    27  

                            03                    26  

                            04                    25  

                            05                    26  

                            06                    29  

                            07                    31  

                            08                    35  

                            09                    35  

                            10                    36  

                            11                    36  

                            12                    37  

                            13                    39  

                            14                    39  

                            15                    40  

                            16                    38  

                            17                    38  

                            18                    40  

                            19                    39  

                            20                    40  

                            21                    39  

                            22                    39  

                            23                    38  

 

                           Max                    40

                           Min                    25

                           Mean                   34

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    38  

                            02                    37  

                            03                    37  

                            04                    37  

                            05                    38  

                            06                    38  

                            07                    38  

                            08                    38  

                            09                    38  

                            10                    38  

                            11                    39  

                            12                    39  

                            13                    40  

                            14                    40  

                            15                    40  

                            16                    39  

                            17                    38  

                            18                    36  

                            19                    35  

                            20                    36  

                            21                    36  

                            22                    35  

                            23                    34  

 

                           Max                    40

                           Min                    34

                           Mean                   37

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    34  

                            01                    34  

                            02                    35  

                            03                    34  

                            04                    33  

                            05                    33  

                            06                    33  

                            07                    33  

                            08                    32  

                            09                    32  

                            10                    32  

                            11                    33  

                            12                    34  

                            13                    36  

                            14                    37  

                            15                    36  

                            16                    35  

                            17                    34  

                            18                    32  

                            19                    32  

                            20                    31  

                            21                    30  

                            22                    30  

                            23                    30  

 

                           Max                    37

                           Min                    30

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    36  

                            01                    37  

                            02                    36  

                            03                    36  

                            04                    37  

                            05                    37  

                            06                    37  

                            07                    34  

                            08                    37  

                            09                    39  

                            10                    40  

                            11                    39  

                            12                    40  

                            13                    40  

                            14                    40  

                            15                    39  

                            16                    38  

                            17                    36  

                            18                    36  

                            19                    37  

                            20                    34  

                            21                    36  

                            22                    37  

                            23                    32  

 

                           Max                    40

                           Min                    32

                           Mean                   37

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    36  

                            01                    37  

                            02                    37  

                            03                    36  

                            04                    36  

                            05                    36  

                            06                    35  

                            07                    36  

                            08                    35  

                            09                    34  

                            10                    33  

                            11                    33  

                            12                    33  

                            13                    32  

                            14                    33  

                            15                    33  

                            16                    35  

                            17                    35  

                            18                    34  

                            19                    36  

                            20                    36  

                            21                    35  

                            22                    35  

                            23                    34  

 

                           Max                    37

                           Min                    32

                           Mean                   34

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    32  

                            01                    31  

                            02                    30  

                            03                    29  

                            04                    27  

                            05                    25  

                            06                    23  

                            07                    29  

                            08                    30  

                            09                    31  

                            10                    31  

                            11                    32  

                            12                    32  

                            13                    32  

                            14                    32  

                            15                    32  

                            16                    32  

                            17                    29  

                            18                    30  

                            19                    30  

                            20                    29  

                            21                    29  

                            22                    27  

                            23                    26  

 

                           Max                    32

                           Min                    23

                           Mean                   29

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    24  

                            01                    23  

                            02                    20  

                            03                    19  

                            04                    17  

                            05                    16  

                            06                    17  

                            07                    15  

                            08                    16  

                            09                    18  

                            10                    20  

                            11                    22  

                            12                    25  

                            13                    30  

                            14                    32  

                            15                    32  

                            16                    25  

                            17                    20  

                            18                    17  

                            19                    10  

                            20                     9  

                            21                    10  

                            22                     9  

                            23                    10  

 

                           Max                    32

                           Min                     9

                           Mean                   19

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    11  

                            01                    14  

                            02                    16  

                            03                    15  

                            04                    14  

                            05                    13  

                            06                    12  

                            07                    11  

                            08                    12  

                            09                    14  

                            10                    17  

                            11                    21  

                            12                    21  

                            13                    24  

                            14                    28  

                            15                    29  

                            16                    28  

                            17                    28  

                            18                    27  

                            19                    26  

                            20                    29  

                            21                    27  

                            22                    25  

                            23                    25  

 

                           Max                    29

                           Min                    11

                           Mean                   20

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    26  

                            01                    32  

                            02                    30  

                            03                    26  

                            04                    25  

                            05                    26  

                            06                    24  

                            07                    23  

                            08                    22  

                            09                    25  

                            10                    31  

                            11                    33  

                            12                    35  

                            13                    34  

                            14                    33  

                            15                    33  

                            16                    30  

                            17                    26  

                            18                    24  

                            19                    20  

                            20                    17  

                            21                    12  

                            22                    11  

                            23                    12  

 

                           Max                    35

                           Min                    11

                           Mean                   25

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    13  

                            01                    12  

                            02                    11  

                            03                    10  

                            04                    10  

                            05                    11  

                            06                    12  

                            07                    14  

                            08                    15  

                            09                    16  

                            10                    20  

                            11                    29  

                            12                    34  

                            13                    33  

                            14                    36  

                            15                    39  

                            16                    33  

                            17                    26  

                            18                    25  

                            19                    25  

                            20                    25  

                            21                    24  

                            22                    24  

                            23                    25  

 

                           Max                    39

                           Min                    10

                           Mean                   21

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    25  

                            01                    27  

                            02                    27  

                            03                    26  

                            04                    25  

                            05                    26  

                            06                    25  

                            07                    25  

                            08                    25  

                            09                    26  

                            10                    26  

                            11                    27  

                            12                       z

                            13                       z

                            14                    27  

                            15                    25  

                            16                    25  

                            17                    26  

                            18                    26  

                            19                    28  

                            20                    30  

                            21                    31  

                            22                    29  

                            23                    29  

 

                           Max                    31

                           Min                    25

                           Mean                   26

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    28  

                            01                    28  

                            02                    28  

                            03                    28  

                            04                    28  

                            05                    29  

                            06                    29  

                            07                    30  

                            08                    30  

                            09                    31  

                            10                    32  

                            11                    33  

                            12                    35  

                            13                    35  

                            14                    36  

                            15                    36  

                            16                    36  

                            17                    35  

                            18                    35  

                            19                    33  

                            20                    34  

                            21                    33  

                            22                    33  

                            23                    32  

 

                           Max                    36

                           Min                    28

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    33  

                            01                    32  

                            02                    32  

                            03                    31  

                            04                    31  

                            05                    30  

                            06                    29  

                            07                    29  

                            08                    29  

                            09                    28  

                            10                    29  

                            11                    31  

                            12                    32  

                            13                    33  

                            14                    33  

                            15                    33  

                            16                    33  

                            17                    32  

                            18                    29  

                            19                    28  

                            20                    34  

                            21                    35  

                            22                    28  

                            23                    23  

 

                           Max                    35

                           Min                    23

                           Mean                   30

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    22  

                            01                    22  

                            02                    22  

                            03                    21  

                            04                    21  

                            05                    20  

                            06                    20  

                            07                    35  

                            08                    40  

                            09                    42  

                            10                    44  

                            11                    44  

                            12                    40  

                            13                    39  

                            14                    39  

                            15                    38  

                            16                    40  

                            17                    41  

                            18                    40  

                            19                    40  

                            20                    42  

                            21                    42  

                            22                    43  

                            23                    44  

 

                           Max                    44

                           Min                    20

                           Mean                   35

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    43  

                            01                    42  

                            02                    39  

                            03                    36  

                            04                    33  

                            05                    29  

                            06                    26  

                            07                    26  

                            08                    27  

                            09                    32  

                            10                    41  

                            11                    41  

                            12                    41  

                            13                    40  

                            14                    40  

                            15                    39  

                            16                    38  

                            17                    35  

                            18                    38  

                            19                    37  

                            20                    37  

                            21                    37  

                            22                    38  

                            23                    35  

 

                           Max                    43

                           Min                    26

                           Mean                   36

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    35  

                            01                    34  

                            02                    33  

                            03                    33  

                            04                    32  

                            05                    31  

                            06                    31  

                            07                    41  

                            08                    43  

                            09                    44  

                            10                    43  

                            11                    42  

                            12                    41  

                            13                    41  

                            14                    42  

                            15                    43  

                            16                    42  

                            17                    41  

                            18                    42  

                            19                    41  

                            20                    41  

                            21                    41  

                            22                    42  

                            23                    41  

 

                           Max                    44

                           Min                    31

                           Mean                   39

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    43  

                            01                    44  

                            02                    44  

                            03                    44  

                            04                    42  

                            05                    42  

                            06                    41  

                            07                    41  

                            08                    40  

                            09                    41  

                            10                    40  

                            11                    41  

                            12                    42  

                            13                    43  

                            14                    43  

                            15                    43  

                            16                    41  

                            17                    41  

                            18                    41  

                            19                    39  

                            20                    38  

                            21                    39  

                            22                    39  

                            23                    37  

 

                           Max                    44

                           Min                    37

                           Mean                   41

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    35  

                            01                    33  

                            02                    31  

                            03                    30  

                            04                    26  

                            05                    23  

                            06                    20  

                            07                    21  

                            08                    29  

                            09                    39  

                            10                    39  

                            11                    40  

                            12                    40  

                            13                    40  

                            14                    40  

                            15                    39  

                            16                    38  

                            17                    31  

                            18                    26  

                            19                    24  

                            20                    27  

                            21                    26  

                            22                    30  

                            23                    33  

 

                           Max                    40

                           Min                    20

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    34  

                            01                    33  

                            02                    33  

                            03                    32  

                            04                    32  

                            05                    30  

                            06                    29  

                            07                    29  

                            08                    29  

                            09                    29  

                            10                    30  

                            11                    31  

                            12                    33  

                            13                    34  

                            14                    34  

                            15                    33  

                            16                    32  

                            17                    28  

                            18                    26  

                            19                    24  

                            20                    25  

                            21                    24  

                            22                    23  

                            23                    22  

 

                           Max                    34

                           Min                    22

                           Mean                   29

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    21  

                            01                    22  

                            02                    24  

                            03                    26  

                            04                    27  

                            05                    28  

                            06                    28  

                            07                    28  

                            08                    28  

                            09                    28  

                            10                    27  

                            11                    27  

                            12                    27  

                            13                    28  

                            14                    27  

                            15                    26  

                            16                    27  

                            17                    22  

                            18                    19  

                            19                    16  

                            20                    14  

                            21                    10  

                            22                     8  

                            23                     9  

 

                           Max                    28

                           Min                     8

                           Mean                   22

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     8  

                            01                     8  

                            02                     9  

                            03                     8  

                            04                     7  

                            05                    10  

                            06                     9  

                            07                    12  

                            08                    14  

                            09                    16  

                            10                    19  

                            11                    24  

                            12                    27  

                            13                    37  

                            14                    45  

                            15                    46  

                            16                    40  

                            17                    33  

                            18                    30  

                            19                    26  

                            20                    22  

                            21                    19  

                            22                    17  

                            23                    19  

 

                           Max                    46

                           Min                     7

                           Mean                   21

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    21  

                            01                    21  

                            02                    26  

                            03                    32  

                            04                    36  

                            05                    36  

                            06                    36  

                            07                    33  

                            08                    34  

                            09                    33  

                            10                    31  

                            11                    32  

                            12                    29  

                            13                    28  

                            14                    28  

                            15                    31  

                            16                    32  

                            17                    30  

                            18                    30  

                            19                    32  

                            20                    37  

                            21                    37  

                            22                    36  

                            23                    36  

 

                           Max                    37

                           Min                    21

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    36  

                            01                    35  

                            02                    34  

                            03                    32  

                            04                    32  

                            05                    32  

                            06                    32  

                            07                    34  

                            08                    37  

                            09                    39  

                            10                    39  

                            11                    38  

                            12                    39  

                            13                    39  

                            14                    38  

                            15                    39  

                            16                    38  

                            17                    37  

                            18                    37  

                            19                    37  

                            20                    38  

                            21                    39  

                            22                    39  

                            23                    38  

 

                           Max                    39

                           Min                    32

                           Mean                   36

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    38  

                            01                    37  

                            02                    38  

                            03                    38  

                            04                    39  

                            05                    39  

                            06                    38  

                            07                    36  

                            08                    37  

                            09                    38  

                            10                    40  

                            11                    41  

                            12                    42  

                            13                    43  

                            14                    43  

                            15                    45  

                            16                    42  

                            17                    41  

                            18                    39  

                            19                    38  

                            20                    37  

                            21                    35  

                            22                    33  

                            23                    29  

 

                           Max                    45

                           Min                    29

                           Mean                   38

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    27  

                            01                    33  

                            02                    34  

                            03                    32  

                            04                    33  

                            05                    35  

                            06                    36  

                            07                    35  

                            08                    36  

                            09                    37  

                            10                    39  

                            11                    39  

                            12                       z

                            13                       z

                            14                    36  

                            15                    40  

                            16                    42  

                            17                    41  

                            18                    40  

                            19                    39  

                            20                    42  

                            21                    44  

                            22                    44  

                            23                    42  

 

                           Max                    44

                           Min                    27

                           Mean                   37

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    41  

                            01                    40  

                            02                    39  

                            03                    39  

                            04                    40  

                            05                    38  

                            06                    37  

                            07                    40  

                            08                    41  

                            09                    42  

                            10                    43  

                            11                    43  

                            12                    43  

                            13                    42  

                            14                    42  

                            15                    42  

                            16                    42  

                            17                    41  

                            18                    41  

                            19                    41  

                            20                    41  

                            21                    37  

                            22                    38  

                            23                    40  

 

                           Max                    43

                           Min                    37

                           Mean                   40

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    40  

                            01                    40  

                            02                    39  

                            03                    40  

                            04                    39  

                            05                    36  

                            06                    35  

                            07                    33  

                            08                    33  

                            09                    39  

                            10                    40  

                            11                    42  

                            12                    43  

                            13                    45  

                            14                    46  

                            15                    46  

                            16                    44  

                            17                    43  

                            18                    35  

                            19                    35  

                            20                    38  

                            21                    42  

                            22                    41  

                            23                    40  

 

                           Max                    46

                           Min                    33

                           Mean                   39

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    38  

                            01                    38  

                            02                    35  

                            03                    36  

                            04                    36  

                            05                    35  

                            06                    36  

                            07                    35  

                            08                    34  

                            09                    37  

                            10                    39  

                            11                    42  

                            12                    43  

                            13                    43  

                            14                    45  

                            15                    44  

                            16                    42  

                            17                    34  

                            18                    30  

                            19                    22  

                            20                    18  

                            21                    18  

                            22                    21  

                            23                    20  

 

                           Max                    45

                           Min                    18

                           Mean                   34

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    22  

                            01                    21  

                            02                    18  

                            03                    19  

                            04                    18  

                            05                    19  

                            06                    24  

                            07                    25  

                            08                    29  

                            09                    30  

                            10                    32  

                            11                    35  

                            12                    38  

                            13                    35  

                            14                    33  

                            15                    35  

                            16                    39  

                            17                    42  

                            18                    41  

                            19                    38  

                            20                    40  

                            21                    39  

                            22                    39  

                            23                    42  

 

                           Max                    42

                           Min                    18

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    39  

                            01                    41  

                            02                    41  

                            03                    40  

                            04                    38  

                            05                    37  

                            06                    36  

                            07                    34  

                            08                    34  

                            09                    36  

                            10                    35  

                            11                    35  

                            12                    35  

                            13                    36  

                            14                    38  

                            15                    39  

                            16                    38  

                            17                    36  

                            18                    38  

                            19                    38  

                            20                    36  

                            21                    34  

                            22                    31  

                            23                    28  

 

                           Max                    41

                           Min                    28

                           Mean                   36

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    27  

                            01                    26  

                            02                    24  

                            03                    24  

                            04                    22  

                            05                    20  

                            06                    19  

                            07                    22  

                            08                    32  

                            09                    38  

                            10                    40  

                            11                    42  

                            12                    41  

                            13                    41  

                            14                    42  

                            15                    45  

                            16                    44  

                            17                    44  

                            18                    43  

                            19                    43  

                            20                    43  

                            21                    43  

                            22                    43  

                            23                    43  

 

                           Max                    45

                           Min                    19

                           Mean                   35

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    43  

                            01                    43  

                            02                    42  

                            03                    42  

                            04                    42  

                            05                    42  

                            06                    42  

                            07                    42  

                            08                    41  

                            09                    41  

                            10                    41  

                            11                    42  

                            12                    42  

                            13                    42  

                            14                    42  

                            15                    41  

                            16                    41  

                            17                    40  

                            18                    39  

                            19                    38  

                            20                    35  

                            21                    34  

                            22                    32  

                            23                    32  

 

                           Max                    43

                           Min                    32

                           Mean                   40

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    30  

                            01                    30  

                            02                    28  

                            03                    26  

                            04                    30  

                            05                    30  

                            06                    30  

                            07                    30  

                            08                    29  

                            09                    28  

                            10                    28  

                            11                    28  

                            12                    28  

                            13                    28  

                            14                    28  

                            15                    28  

                            16                    30  

                            17                    30  

                            18                    31  

                            19                    33  

                            20                    32  

                            21                    32  

                            22                    31  

                            23                    30  

 

                           Max                    33

                           Min                    26

                           Mean                   29

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    30  

                            01                    30  

                            02                    28  

                            03                    27  

                            04                    25  

                            05                    23  

                            06                    21  

                            07                    21  

                            08                    23  

                            09                    26  

                            10                    28  

                            11                    30  

                            12                    30  

                            13                    31  

                            14                    33  

                            15                    34  

                            16                    34  

                            17                    32  

                            18                    27  

                            19                    22  

                            20                    21  

                            21                    21  

                            22                    21  

                            23                    26  

 

                           Max                    34

                           Min                    21

                           Mean                   26

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    26  

                            01                    24  

                            02                    24  

                            03                    25  

                            04                    25  

                            05                    28  

                            06                    28  

                            07                    31  

                            08                    36  

                            09                    39  

                            10                    41  

                            11                    41  

                            12                    41  

                            13                    41  

                            14                    39  

                            15                    39  

                            16                    38  

                            17                    33  

                            18                    33  

                            19                    33  

                            20                    33  

                            21                    32  

                            22                    34  

                            23                    34  

 

                           Max                    41

                           Min                    24

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    38  

                            01                    39  

                            02                    36  

                            03                    30  

                            04                    33  

                            05                    34  

                            06                    38  

                            07                    38  

                            08                    37  

                            09                    38  

                            10                    40  

                            11                    42  

                            12                    45  

                            13                    46  

                            14                    47  

                            15                    47  

                            16                    46  

                            17                    43  

                            18                    35  

                            19                    31  

                            20                    29  

                            21                    22  

                            22                    21  

                            23                    23  

 

                           Max                    47

                           Min                    21

                           Mean                   36

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    25  

                            01                    35  

                            02                    39  

                            03                    39  

                            04                    38  

                            05                    38  

                            06                    38  

                            07                    38  

                            08                    39  

                            09                    39  

                            10                    40  

                            11                    41  

                            12                    42  

                            13                    43  

                            14                    43  

                            15                    43  

                            16                    43  

                            17                    36  

                            18                    29  

                            19                    24  

                            20                    23  

                            21                    19  

                            22                    16  

                            23                    12  

 

                           Max                    43

                           Min                    12

                           Mean                   34

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    11  

                            01                    12  

                            02                    11  

                            03                    10  

                            04                    10  

                            05                    11  

                            06                    10  

                            07                    13  

                            08                    17  

                            09                    25  

                            10                    33  

                            11                    33  

                            12                    33  

                            13                    34  

                            14                    35  

                            15                    35  

                            16                    35  

                            17                    37  

                            18                    36  

                            19                    39  

                            20                    40  

                            21                    41  

                            22                    37  

                            23                    37  

 

                           Max                    41

                           Min                    10

                           Mean                   26

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    40  

                            01                    41  

                            02                    47  

                            03                    50  

                            04                    39  

                            05                    39  

                            06                    43  

                            07                    43  

                            08                    42  

                            09                    44  

                            10                    44  

                            11                    43  

                            12                       z

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                    50

                           Min                    39

                           Mean                   42

                           Hours                  12

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                   42

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.0  

                            01                   2.9  

                            02                   1.5  

                            03                   4.4  

                            04                   5.3  

                            05                   5.8  

                            06                   2.5  

                            07                   2.8  

                            08                   2.0  

                            09                   2.0  

                            10                   4.2  

                            11                   9.2  

                            12                   7.7  

                            13                   7.8  

                            14                   4.6  

                            15                   6.3  

                            16                   8.7  

                            17                  11.4  

                            18                  11.5  

                            19                   9.9  

                            20                   9.8  

                            21                  12.7  

                            22                  15.0  

                            23                  12.6  

 

                           Max                  15.0

                           Min                   1.5

                           Mean                  6.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  11.4  

                            01                  12.1  

                            02                  11.8  

                            03                  11.8  

                            04                  12.1  

                            05                  12.0  

                            06                  13.4  

                            07                  11.8  

                            08                   9.2  

                            09                  10.9  

                            10                  13.2  

                            11                  16.2  

                            12                  17.0  

                            13                  12.5  

                            14                  11.2  

                            15                  11.0  

                            16                  10.8  

                            17                  11.0  

                            18                  12.2  

                            19                   7.2  

                            20                   6.5  

                            21                   9.9  

                            22                   8.1  

                            23                   5.5  

 

                           Max                  17.0

                           Min                   5.5

                           Mean                 11.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   4.4  

                            01                   5.0  

                            02                   6.0  

                            03                   4.9  

                            04                   2.8  

                            05                   3.1  

                            06                   2.4  

                            07                   3.1  

                            08                   3.8  

                            09                   3.7  

                            10                   3.9  

                            11                   8.4  

                            12                   8.3  

                            13                   8.8  

                            14                   7.5  

                            15                   4.7  

                            16                   5.4  

                            17                   3.5  

                            18                   4.4  

                            19                   4.2  

                            20                   3.5  

                            21                   2.7  

                            22                   2.8  

                            23                   1.8  

 

                           Max                   8.8

                           Min                   1.8

                           Mean                  4.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.4  

                            01                   1.7  

                            02                   2.3  

                            03                   1.6  

                            04                   1.7  

                            05                   1.1  

                            06                   1.1  

                            07                   1.1  

                            08                   1.9  

                            09                   1.4  

                            10                   2.3  

                            11                   2.1  

                            12                   2.3  

                            13                   2.6  

                            14                   4.8  

                            15                   4.3  

                            16                   2.1  

                            17                   2.0  

                            18                   2.4  

                            19                   2.4  

                            20                   2.0  

                            21                   1.9  

                            22                   2.3  

                            23                   7.3  

 

                           Max                   7.3

                           Min                   1.1

                           Mean                  2.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  15.1  

                            01                  18.3  

                            02                  17.1  

                            03                  16.9  

                            04                  12.8  

                            05                  12.3  

                            06                   8.4  

                            07                   6.0  

                            08                   6.3  

                            09                   4.9  

                            10                   5.2  

                            11                   5.8  

                            12                   6.7  

                            13                   8.2  

                            14                   4.0  

                            15                   5.1  

                            16                   5.4  

                            17                   2.4  

                            18                   1.7  

                            19                   2.2  

                            20                   1.8  

                            21                   1.6  

                            22                   2.9  

                            23                   2.6  

 

                           Max                  18.3

                           Min                   1.6

                           Mean                  7.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.8  

                            01                   1.4  

                            02                   1.7  

                            03                    .9  

                            04                    .7  

                            05                    .6  

                            06                    .7  

                            07                   1.3  

                            08                    .9  

                            09                   1.5  

                            10                   5.8  

                            11                   8.5  

                            12                   6.6  

                            13                   4.9  

                            14                   5.5  

                            15                   6.8  

                            16                   4.2  

                            17                   4.1  

                            18                   6.9  

                            19                   6.1  

                            20                   7.5  

                            21                   9.2  

                            22                  14.3  

                            23                  15.6  

 

                           Max                  15.6

                           Min                    .6

                           Mean                  4.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  14.5  

                            01                  13.4  

                            02                  10.6  

                            03                  12.9  

                            04                  11.3  

                            05                   9.9  

                            06                   9.9  

                            07                   8.7  

                            08                  10.1  

                            09                   7.2  

                            10                   9.1  

                            11                  10.1  

                            12                   8.6  

                            13                   9.0  

                            14                   7.0  

                            15                   3.4  

                            16                   2.7  

                            17                   3.1  

                            18                   2.4  

                            19                   3.6  

                            20                   5.2  

                            21                   3.7  

                            22                   3.6  

                            23                   6.0  

 

                           Max                  14.5

                           Min                   2.4

                           Mean                  7.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   7.4  

                            01                   9.3  

                            02                   9.5  

                            03                  10.5  

                            04                   7.4  

                            05                  10.2  

                            06                  14.0  

                            07                  12.6  

                            08                   9.1  

                            09                  10.3  

                            10                  12.8  

                            11                  12.1  

                            12                  13.7  

                            13                  13.4  

                            14                  14.0  

                            15                  15.1  

                            16                  16.5  

                            17                  19.9  

                            18                  20.8  

                            19                  17.4  

                            20                  13.7  

                            21                   7.9  

                            22                   8.4  

                            23                   5.7  

 

                           Max                  20.8

                           Min                   5.7

                           Mean                 12.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   6.4  

                            01                   6.8  

                            02                   5.7  

                            03                   2.8  

                            04                   3.3  

                            05                   4.0  

                            06                   4.0  

                            07                   2.9  

                            08                   5.2  

                            09                   5.4  

                            10                   8.1  

                            11                   9.3  

                            12                   6.7  

                            13                   5.2  

                            14                   4.8  

                            15                   4.4  

                            16                   5.9  

                            17                   7.1  

                            18                   7.2  

                            19                   7.7  

                            20                   8.6  

                            21                   7.8  

                            22                   4.1  

                            23                   7.0  

 

                           Max                   9.3

                           Min                   2.8

                           Mean                  5.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   5.4  

                            01                   3.7  

                            02                   3.1  

                            03                   4.6  

                            04                   2.1  

                            05                   3.5  

                            06                   2.8  

                            07                   5.2  

                            08                   3.7  

                            09                   2.4  

                            10                   5.2  

                            11                   1.9  

                            12                   6.2  

                            13                   4.3  

                            14                   5.5  

                            15                   4.6  

                            16                   6.0  

                            17                   6.5  

                            18                  10.8  

                            19                   9.7  

                            20                  11.7  

                            21                   9.8  

                            22                   9.0  

                            23                   8.6  

 

                           Max                  11.7

                           Min                   1.9

                           Mean                  5.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  10.2  

                            01                  10.3  

                            02                   8.6  

                            03                   9.1  

                            04                   7.7  

                            05                   7.1  

                            06                   7.1  

                            07                   8.6  

                            08                   8.5  

                            09                   9.2  

                            10                   7.1  

                            11                   8.2  

                            12                  10.8  

                            13                  11.2  

                            14                  12.5  

                            15                  15.6  

                            16                  16.1  

                            17                  14.8  

                            18                  12.4  

                            19                  13.7  

                            20                  15.3  

                            21                  13.9  

                            22                  11.2  

                            23                  12.9  

 

                           Max                  16.1

                           Min                   7.1

                           Mean                 10.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  14.9  

                            01                  14.9  

                            02                  11.9  

                            03                  12.7  

                            04                  13.1  

                            05                   9.0  

                            06                   8.2  

                            07                   6.7  

                            08                   5.6  

                            09                   6.2  

                            10                   9.9  

                            11                   9.1  

                            12                   9.3  

                            13                   8.1  

                            14                   6.4  

                            15                   5.0  

                            16                   3.5  

                            17                   2.3  

                            18                   1.7  

                            19                   2.1  

                            20                   1.6  

                            21                   1.3  

                            22                   1.3  

                            23                   1.4  

 

                           Max                  14.9

                           Min                   1.3

                           Mean                  6.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.2  

                            01                   1.3  

                            02                   1.7  

                            03                   1.7  

                            04                   1.4  

                            05                   2.1  

                            06                   1.7  

                            07                   3.4  

                            08                   5.0  

                            09                   6.4  

                            10                   7.0  

                            11                   7.9  

                            12                   8.0  

                            13                   7.8  

                            14                   8.2  

                            15                   6.1  

                            16                   4.5  

                            17                   2.5  

                            18                   1.3  

                            19                   1.3  

                            20                   1.1  

                            21                   2.4  

                            22                   2.4  

                            23                   1.4  

 

                           Max                   8.2

                           Min                   1.1

                           Mean                  3.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.7  

                            01                   1.0  

                            02                   1.1  

                            03                   1.2  

                            04                   1.5  

                            05                   1.3  

                            06                   1.7  

                            07                   1.9  

                            08                   2.5  

                            09                   2.6  

                            10                   2.7  

                            11                   3.6  

                            12                   6.4  

                            13                   6.4  

                            14                   4.0  

                            15                   2.9  

                            16                   2.7  

                            17                   5.1  

                            18                   2.5  

                            19                   2.5  

                            20                   3.7  

                            21                   3.6  

                            22                   2.2  

                            23                   1.9  

 

                           Max                   6.4

                           Min                   1.0

                           Mean                  2.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.9  

                            01                   2.2  

                            02                   2.0  

                            03                   2.4  

                            04                   2.8  

                            05                   3.5  

                            06                   2.5  

                            07                   3.1  

                            08                   2.2  

                            09                   6.5  

                            10                   8.8  

                            11                   9.7  

                            12                  13.0  

                            13                  13.6  

                            14                  18.6  

                            15                  18.1  

                            16                  19.6  

                            17                  18.8  

                            18                  16.6  

                            19                  16.1  

                            20                  16.0  

                            21                  13.5  

                            22                  15.7  

                            23                  14.9  

 

                           Max                  19.6

                           Min                   1.9

                           Mean                 10.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  14.3  

                            01                  13.2  

                            02                  14.7  

                            03                  14.5  

                            04                  12.2  

                            05                  12.4  

                            06                  11.4  

                            07                  11.5  

                            08                   9.8  

                            09                   8.9  

                            10                   9.2  

                            11                   9.0  

                            12                   5.1  

                            13                   5.5  

                            14                   6.4  

                            15                   6.3  

                            16                   7.0  

                            17                   3.9  

                            18                   1.4  

                            19                   1.4  

                            20                   2.4  

                            21                   1.5  

                            22                   1.2  

                            23                   2.3  

 

                           Max                  14.7

                           Min                   1.2

                           Mean                  7.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   6.6  

                            01                   8.1  

                            02                   7.2  

                            03                   9.7  

                            04                   8.3  

                            05                   4.8  

                            06                   3.4  

                            07                   4.3  

                            08                   5.0  

                            09                   4.9  

                            10                   5.9  

                            11                   7.7  

                            12                   8.2  

                            13                   8.4  

                            14                   8.6  

                            15                   7.0  

                            16                   5.6  

                            17                   6.4  

                            18                   5.0  

                            19                   2.7  

                            20                   3.7  

                            21                   5.2  

                            22                   7.7  

                            23                   9.0  

 

                           Max                   9.7

                           Min                   2.7

                           Mean                  6.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   7.9  

                            01                   8.3  

                            02                   7.8  

                            03                   6.4  

                            04                   9.6  

                            05                  13.2  

                            06                   5.2  

                            07                   2.6  

                            08                   2.7  

                            09                   6.4  

                            10                   8.2  

                            11                   9.4  

                            12                   9.9  

                            13                  11.6  

                            14                  10.7  

                            15                   9.6  

                            16                   5.7  

                            17                   6.2  

                            18                   7.7  

                            19                   8.3  

                            20                   8.7  

                            21                  10.6  

                            22                   8.1  

                            23                   5.2  

 

                           Max                  13.2

                           Min                   2.6

                           Mean                  7.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   6.5  

                            01                   7.5  

                            02                  11.0  

                            03                  12.1  

                            04                  14.8  

                            05                  19.9  

                            06                  16.5  

                            07                  12.4  

                            08                  16.2  

                            09                  19.0  

                            10                  18.9  

                            11                  16.3  

                            12                  13.1  

                            13                  13.8  

                            14                  11.1  

                            15                   7.1  

                            16                   3.6  

                            17                   2.8  

                            18                   2.4  

                            19                   3.6  

                            20                   1.2  

                            21                   2.3  

                            22                   1.3  

                            23                   3.3  

 

                           Max                  19.9

                           Min                   1.2

                           Mean                  9.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.7  

                            01                   2.5  

                            02                   2.8  

                            03                   4.1  

                            04                   3.5  

                            05                   8.8  

                            06                  12.4  

                            07                  14.8  

                            08                  12.9  

                            09                  11.8  

                            10                  14.5  

                            11                  14.7  

                            12                  14.8  

                            13                  14.0  

                            14                  14.5  

                            15                  13.6  

                            16                  12.9  

                            17                   9.9  

                            18                  11.3  

                            19                  12.4  

                            20                  13.6  

                            21                  12.0  

                            22                  10.4  

                            23                  12.4  

 

                           Max                  14.8

                           Min                   2.5

                           Mean                 10.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  11.0  

                            01                   8.8  

                            02                   7.5  

                            03                   6.1  

                            04                   7.2  

                            05                   6.8  

                            06                   6.9  

                            07                   6.2  

                            08                   6.2  

                            09                   5.5  

                            10                   6.7  

                            11                   8.2  

                            12                   7.4  

                            13                   7.7  

                            14                   7.0  

                            15                   4.8  

                            16                   3.3  

                            17                   2.3  

                            18                   3.1  

                            19                   3.6  

                            20                   4.0  

                            21                   3.3  

                            22                   5.1  

                            23                   3.7  

 

                           Max                  11.0

                           Min                   2.3

                           Mean                  5.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.2  

                            01                   5.5  

                            02                   5.7  

                            03                   4.6  

                            04                   4.1  

                            05                   5.5  

                            06                   4.2  

                            07                   4.2  

                            08                   4.1  

                            09                   4.3  

                            10                   5.0  

                            11                   2.4  

                            12                   3.2  

                            13                   9.6  

                            14                  10.5  

                            15                   8.2  

                            16                   7.8  

                            17                   5.7  

                            18                   4.4  

                            19                   3.8  

                            20                   2.7  

                            21                   3.0  

                            22                   3.9  

                            23                   5.6  

 

                           Max                  10.5

                           Min                   2.2

                           Mean                  5.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   7.4  

                            01                   8.2  

                            02                   6.7  

                            03                   5.1  

                            04                   3.6  

                            05                   6.4  

                            06                   5.8  

                            07                   3.4  

                            08                   5.2  

                            09                   6.1  

                            10                   5.2  

                            11                   5.5  

                            12                   4.9  

                            13                   5.1  

                            14                   5.8  

                            15                   8.0  

                            16                   7.3  

                            17                   9.5  

                            18                   9.8  

                            19                  11.5  

                            20                  12.0  

                            21                  11.9  

                            22                  12.1  

                            23                  14.4  

 

                           Max                  14.4

                           Min                   3.4

                           Mean                  7.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  15.9  

                            01                  14.8  

                            02                  13.3  

                            03                  15.3  

                            04                  16.6  

                            05                  13.7  

                            06                  13.0  

                            07                  11.1  

                            08                   9.7  

                            09                  10.8  

                            10                   8.1  

                            11                   6.5  

                            12                   5.6  

                            13                   4.0  

                            14                   3.5  

                            15                  10.4  

                            16                  11.4  

                            17                   8.6  

                            18                   9.3  

                            19                  10.8  

                            20                   9.1  

                            21                   6.7  

                            22                   8.1  

                            23                  11.0  

 

                           Max                  16.6

                           Min                   3.5

                           Mean                 10.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   7.4  

                            01                   7.6  

                            02                   7.0  

                            03                   4.4  

                            04                   1.7  

                            05                   3.1  

                            06                   2.6  

                            07                   5.0  

                            08                   6.6  

                            09                   6.3  

                            10                   7.4  

                            11                   8.5  

                            12                   7.0  

                            13                   7.0  

                            14                   7.9  

                            15                   8.6  

                            16                   6.6  

                            17                   6.3  

                            18                   6.6  

                            19                   8.6  

                            20                   8.0  

                            21                   7.9  

                            22                   4.1  

                            23                   3.4  

 

                           Max                   8.6

                           Min                   1.7

                           Mean                  6.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.8  

                            01                   3.3  

                            02                   3.1  

                            03                   2.4  

                            04                   1.9  

                            05                   1.3  

                            06                   1.6  

                            07                   1.0  

                            08                   2.0  

                            09                   3.6  

                            10                   1.4  

                            11                   2.8  

                            12                   3.0  

                            13                   2.3  

                            14                   3.2  

                            15                   2.3  

                            16                   2.5  

                            17                   2.4  

                            18                   2.7  

                            19                   3.1  

                            20                   1.6  

                            21                   1.8  

                            22                   1.6  

                            23                   2.6  

 

                           Max                   3.6

                           Min                   1.0

                           Mean                  2.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.7  

                            01                   2.7  

                            02                   1.6  

                            03                   2.7  

                            04                   1.7  

                            05                   2.8  

                            06                   2.3  

                            07                   1.0  

                            08                   3.6  

                            09                   3.5  

                            10                   2.4  

                            11                   6.4  

                            12                   7.1  

                            13                   8.7  

                            14                   7.9  

                            15                   7.3  

                            16                   4.0  

                            17                   2.2  

                            18                   2.5  

                            19                   2.2  

                            20                   3.4  

                            21                   2.6  

                            22                   2.2  

                            23                   2.8  

 

                           Max                   8.7

                           Min                   1.0

                           Mean                  3.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.9  

                            01                   2.0  

                            02                   2.7  

                            03                   2.4  

                            04                   3.0  

                            05                   1.6  

                            06                   1.2  

                            07                   2.0  

                            08                   1.6  

                            09                   1.7  

                            10                   2.3  

                            11                   1.7  

                            12                   4.7  

                            13                   6.3  

                            14                   4.7  

                            15                   5.0  

                            16                   3.2  

                            17                   2.3  

                            18                   1.7  

                            19                   1.9  

                            20                   1.7  

                            21                   1.2  

                            22                   1.0  

                            23                   1.7  

 

                           Max                   6.3

                           Min                   1.0

                           Mean                  2.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.0  

                            01                   1.2  

                            02                    .7  

                            03                    .6  

                            04                    .6  

                            05                    .6  

                            06                    .6  

                            07                    .6  

                            08                   1.1  

                            09                   4.2  

                            10                   2.4  

                            11                   1.8  

                            12                   4.7  

                            13                   7.3  

                            14                   9.4  

                            15                  12.3  

                            16                  15.1  

                            17                  15.8  

                            18                  13.4  

                            19                  13.3  

                            20                  12.9  

                            21                  13.8  

                            22                  11.7  

                            23                   8.8  

 

                           Max                  15.8

                           Min                    .6

                           Mean                  6.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   7.5  

                            01                   8.0  

                            02                   5.3  

                            03                   4.7  

                            04                   5.6  

                            05                   2.8  

                            06                   1.7  

                            07                   2.3  

                            08                   3.4  

                            09                   6.0  

                            10                   7.1  

                            11                   8.1  

                            12                   7.8  

                            13                   8.0  

                            14                   6.9  

                            15                   7.8  

                            16                   6.7  

                            17                   6.8  

                            18                   8.6  

                            19                   9.4  

                            20                   9.1  

                            21                  12.7  

                            22                  13.9  

                            23                  13.2  

 

                           Max                  13.9

                           Min                   1.7

                           Mean                  7.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  12.0  

                            01                  12.8  

                            02                  10.2  

                            03                   9.9  

                            04                   9.4  

                            05                   8.4  

                            06                   6.6  

                            07                   7.0  

                            08                   9.1  

                            09                  10.0  

                            10                  11.2  

                            11                  11.8  

                            12                  12.1  

                            13                  11.6  

                            14                  10.2  

                            15                   6.4  

                            16                   4.1  

                            17                   2.1  

                            18                   3.3  

                            19                   5.6  

                            20                   5.2  

                            21                   6.7  

                            22                   6.9  

                            23                   6.7  

 

                           Max                  12.8

                           Min                   2.1

                           Mean                  8.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   4.3  

                            01                   7.1  

                            02                   1.9  

                            03                   5.0  

                            04                   3.4  

                            05                   3.6  

                            06                   2.4  

                            07                   1.6  

                            08                   2.8  

                            09                   6.3  

                            10                   5.2  

                            11                   4.8  

                            12                   7.2  

                            13                   9.4  

                            14                   8.5  

                            15                   8.1  

                            16                   6.4  

                            17                   6.8  

                            18                   7.5  

                            19                   4.6  

                            20                   4.1  

                            21                   4.5  

                            22                   4.5  

                            23                   2.5  

 

                           Max                   9.4

                           Min                   1.6

                           Mean                  5.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.3  

                            01                   1.5  

                            02                   1.3  

                            03                   1.5  

                            04                   1.3  

                            05                   1.6  

                            06                   1.7  

                            07                  10.3  

                            08                  16.8  

                            09                  16.8  

                            10                  21.7  

                            11                  21.5  

                            12                  21.1  

                            13                  21.8  

                            14                  18.3  

                            15                  12.1  

                            16                  13.5  

                            17                  11.6  

                            18                   7.9  

                            19                   6.4  

                            20                   5.6  

                            21                   5.1  

                            22                   6.4  

                            23                   6.7  

 

                           Max                  21.8

                           Min                   1.3

                           Mean                  9.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   5.0  

                            01                   2.4  

                            02                   2.8  

                            03                   2.5  

                            04                   2.1  

                            05                   2.4  

                            06                   1.7  

                            07                   2.4  

                            08                   3.1  

                            09                   2.9  

                            10                   7.0  

                            11                   8.4  

                            12                   5.7  

                            13                   5.6  

                            14                   1.8  

                            15                   1.8  

                            16                   4.2  

                            17                   6.9  

                            18                   4.0  

                            19                   4.8  

                            20                   5.1  

                            21                   3.2  

                            22                   2.7  

                            23                   3.1  

 

                           Max                   8.4

                           Min                   1.7

                           Mean                  3.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.8  

                            01                   2.4  

                            02                   4.9  

                            03                   2.7  

                            04                   4.2  

                            05                   1.8  

                            06                   4.6  

                            07                   3.3  

                            08                   3.8  

                            09                   6.4  

                            10                   9.6  

                            11                  13.0  

                            12                  13.2  

                            13                  17.5  

                            14                  13.8  

                            15                  13.0  

                            16                   7.4  

                            17                   8.1  

                            18                   9.2  

                            19                   9.5  

                            20                   8.3  

                            21                   8.8  

                            22                   9.2  

                            23                  10.6  

 

                           Max                  17.5

                           Min                   1.8

                           Mean                  7.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  10.9  

                            01                  10.3  

                            02                   8.8  

                            03                   8.0  

                            04                   8.6  

                            05                   9.2  

                            06                  10.5  

                            07                  10.2  

                            08                   7.5  

                            09                   8.3  

                            10                   7.0  

                            11                   3.5  

                            12                   3.0  

                            13                   4.5  

                            14                   5.4  

                            15                   5.0  

                            16                   4.8  

                            17                   5.7  

                            18                   6.7  

                            19                   5.7  

                            20                   6.6  

                            21                   6.4  

                            22                   6.8  

                            23                   6.4  

 

                           Max                  10.9

                           Min                   3.0

                           Mean                  7.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   6.8  

                            01                   5.7  

                            02                   4.3  

                            03                   4.7  

                            04                   3.2  

                            05                   2.2  

                            06                   2.4  

                            07                   2.5  

                            08                   5.1  

                            09                  14.8  

                            10                  15.9  

                            11                  13.9  

                            12                  11.6  

                            13                  10.6  

                            14                   8.6  

                            15                   8.0  

                            16                   3.3  

                            17                   2.2  

                            18                   1.8  

                            19                   2.4  

                            20                   2.1  

                            21                   2.4  

                            22                   6.3  

                            23                   8.8  

 

                           Max                  15.9

                           Min                   1.8

                           Mean                  6.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   6.8  

                            01                   5.8  

                            02                   7.7  

                            03                   7.0  

                            04                   6.9  

                            05                   4.5  

                            06                   4.9  

                            07                   4.3  

                            08                   4.4  

                            09                   6.1  

                            10                   5.0  

                            11                   4.9  

                            12                   6.2  

                            13                   6.0  

                            14                   7.7  

                            15                   6.1  

                            16                   4.1  

                            17                   6.9  

                            18                   4.8  

                            19                   5.0  

                            20                   6.4  

                            21                   5.3  

                            22                   5.4  

                            23                   5.8  

 

                           Max                   7.7

                           Min                   4.1

                           Mean                  5.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   5.4  

                            01                   5.1  

                            02                   4.2  

                            03                   5.9  

                            04                   7.7  

                            05                   7.4  

                            06                   6.5  

                            07                   6.6  

                            08                   5.3  

                            09                   7.2  

                            10                   6.8  

                            11                   7.0  

                            12                   5.8  

                            13                   5.0  

                            14                   4.1  

                            15                   3.3  

                            16                   2.8  

                            17                   1.9  

                            18                   2.1  

                            19                   1.6  

                            20                   1.7  

                            21                   1.2  

                            22                   1.7  

                            23                   2.0  

 

                           Max                   7.7

                           Min                   1.2

                           Mean                  4.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.5  

                            01                   2.2  

                            02                   1.8  

                            03                   1.1  

                            04                    .9  

                            05                    .7  

                            06                   1.0  

                            07                   1.1  

                            08                    .9  

                            09                    .9  

                            10                   1.1  

                            11                   1.4  

                            12                   2.3  

                            13                   2.6  

                            14                   3.3  

                            15                   3.2  

                            16                   2.4  

                            17                   2.6  

                            18                   1.4  

                            19                   1.8  

                            20                   1.9  

                            21                   1.4  

                            22                   1.3  

                            23                   1.9  

 

                           Max                   3.3

                           Min                    .7

                           Mean                  1.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.5  

                            01                   3.4  

                            02                   5.3  

                            03                   5.1  

                            04                   9.0  

                            05                  11.0  

                            06                  11.9  

                            07                  13.9  

                            08                  15.7  

                            09                  15.3  

                            10                  15.8  

                            11                  15.0  

                            12                  18.0  

                            13                  16.5  

                            14                  15.3  

                            15                  14.7  

                            16                  12.1  

                            17                  10.7  

                            18                  10.4  

                            19                   9.7  

                            20                   8.5  

                            21                   8.1  

                            22                   8.7  

                            23                  10.5  

 

                           Max                  18.0

                           Min                   1.5

                           Mean                 11.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  10.8  

                            01                   9.5  

                            02                   9.8  

                            03                   8.0  

                            04                   8.9  

                            05                   6.8  

                            06                   7.7  

                            07                   6.1  

                            08                   8.3  

                            09                  10.7  

                            10                   9.0  

                            11                   9.4  

                            12                  11.2  

                            13                   9.1  

                            14                   9.6  

                            15                   7.4  

                            16                   5.3  

                            17                   4.8  

                            18                   3.6  

                            19                   3.0  

                            20                   4.5  

                            21                   6.2  

                            22                  10.4  

                            23                   7.5  

 

                           Max                  11.2

                           Min                   3.0

                           Mean                  7.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   6.2  

                            01                   6.0  

                            02                   7.1  

                            03                   4.2  

                            04                   2.8  

                            05                   2.6  

                            06                   2.5  

                            07                   2.1  

                            08                   2.6  

                            09                   6.6  

                            10                  10.1  

                            11                  12.7  

                            12                  12.3  

                            13                   9.5  

                            14                   7.3  

                            15                   6.6  

                            16                   9.4  

                            17                   8.2  

                            18                   5.9  

                            19                   4.3  

                            20                   5.7  

                            21                   1.9  

                            22                   3.0  

                            23                   2.1  

 

                           Max                  12.7

                           Min                   1.9

                           Mean                  5.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.6  

                            01                   2.1  

                            02                   2.6  

                            03                   2.1  

                            04                   5.5  

                            05                  11.4  

                            06                  11.1  

                            07                   8.2  

                            08                   6.5  

                            09                   9.5  

                            10                  10.7  

                            11                  10.5  

                            12                   9.8  

                            13                   9.7  

                            14                  11.1  

                            15                   9.8  

                            16                   9.1  

                            17                   8.0  

                            18                   8.3  

                            19                   9.9  

                            20                  14.8  

                            21                  13.7  

                            22                  16.7  

                            23                  16.7  

 

                           Max                  16.7

                           Min                   1.6

                           Mean                  9.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  16.6  

                            01                  15.7  

                            02                  13.8  

                            03                  13.6  

                            04                  19.5  

                            05                  14.3  

                            06                  13.6  

                            07                  13.7  

                            08                  12.8  

                            09                   9.6  

                            10                  13.5  

                            11                  13.1  

                            12                  10.1  

                            13                  11.6  

                            14                   9.1  

                            15                   9.7  

                            16                   8.4  

                            17                   9.1  

                            18                   9.2  

                            19                   6.7  

                            20                   5.7  

                            21                   8.9  

                            22                   9.4  

                            23                   8.3  

 

                           Max                  19.5

                           Min                   5.7

                           Mean                 11.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   5.5  

                            01                   8.4  

                            02                   6.6  

                            03                   5.3  

                            04                   5.5  

                            05                   2.6  

                            06                   3.8  

                            07                   1.6  

                            08                   2.0  

                            09                   2.9  

                            10                   2.5  

                            11                   3.0  

                            12                   3.4  

                            13                   5.1  

                            14                   6.0  

                            15                   5.7  

                            16                   3.7  

                            17                   3.3  

                            18                   3.5  

                            19                   3.6  

                            20                   2.6  

                            21                   2.1  

                            22                   5.4  

                            23                   5.5  

 

                           Max                   8.4

                           Min                   1.6

                           Mean                  4.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   5.8  

                            01                   2.3  

                            02                   4.0  

                            03                   8.8  

                            04                   5.0  

                            05                   3.4  

                            06                   7.3  

                            07                   6.8  

                            08                   4.5  

                            09                   7.2  

                            10                   7.6  

                            11                   7.9  

                            12                   8.7  

                            13                   6.4  

                            14                   6.7  

                            15                   6.2  

                            16                   2.6  

                            17                   2.1  

                            18                   2.9  

                            19                   2.3  

                            20                   2.6  

                            21                   3.4  

                            22                   3.2  

                            23                   2.8  

 

                           Max                   8.8

                           Min                   2.1

                           Mean                  5.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.1  

                            01                   3.2  

                            02                   2.8  

                            03                   2.0  

                            04                   2.1  

                            05                   2.6  

                            06                   3.3  

                            07                   2.4  

                            08                   3.1  

                            09                   3.9  

                            10                   7.2  

                            11                  12.5  

                            12                  13.1  

                            13                  15.2  

                            14                  14.7  

                            15                  13.9  

                            16                  12.5  

                            17                  14.2  

                            18                  14.3  

                            19                  18.4  

                            20                  19.6  

                            21                  17.2  

                            22                  13.4  

                            23                  14.7  

 

                           Max                  19.6

                           Min                   2.0

                           Mean                  9.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  13.2  

                            01                  13.2  

                            02                  13.2  

                            03                  12.8  

                            04                   9.2  

                            05                   9.5  

                            06                   7.4  

                            07                   9.0  

                            08                   9.0  

                            09                  10.5  

                            10                  11.9  

                            11                  12.9  

                            12                  13.3  

                            13                  11.3  

                            14                  11.7  

                            15                  11.5  

                            16                   9.5  

                            17                   8.8  

                            18                   8.0  

                            19                   7.0  

                            20                   3.3  

                            21                   1.9  

                            22                   2.6  

                            23                   2.5  

 

                           Max                  13.3

                           Min                   1.9

                           Mean                  9.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.9  

                            01                   2.3  

                            02                   1.6  

                            03                   1.8  

                            04                   1.4  

                            05                   2.2  

                            06                   2.6  

                            07                   2.2  

                            08                   5.6  

                            09                   9.4  

                            10                  10.0  

                            11                  11.1  

                            12                  16.0  

                            13                  15.5  

                            14                  16.5  

                            15                  17.7  

                            16                  16.2  

                            17                  14.9  

                            18                  15.2  

                            19                  14.1  

                            20                  16.0  

                            21                  19.3  

                            22                  19.8  

                            23                  19.1  

 

                           Max                  19.8

                           Min                   1.4

                           Mean                 10.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  16.7  

                            01                  17.3  

                            02                  17.1  

                            03                  17.8  

                            04                  14.7  

                            05                  13.1  

                            06                  10.9  

                            07                  12.2  

                            08                  12.2  

                            09                  13.9  

                            10                  14.9  

                            11                  14.7  

                            12                  14.5  

                            13                  13.2  

                            14                  12.9  

                            15                  11.6  

                            16                   9.5  

                            17                   9.7  

                            18                  10.0  

                            19                   8.2  

                            20                   6.7  

                            21                   5.8  

                            22                   6.5  

                            23                   5.6  

 

                           Max                  17.8

                           Min                   5.6

                           Mean                 12.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.5  

                            01                   4.7  

                            02                   3.2  

                            03                   1.5  

                            04                   4.7  

                            05                   6.5  

                            06                   6.7  

                            07                   5.3  

                            08                   6.5  

                            09                   5.7  

                            10                   5.4  

                            11                   6.9  

                            12                   6.9  

                            13                   6.8  

                            14                   7.7  

                            15                   6.0  

                            16                   6.8  

                            17                   7.1  

                            18                   6.6  

                            19                   6.7  

                            20                   6.8  

                            21                   6.6  

                            22                   6.1  

                            23                   4.9  

 

                           Max                   7.7

                           Min                   1.5

                           Mean                  5.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   4.6  

                            01                   5.3  

                            02                   5.4  

                            03                   5.1  

                            04                   5.4  

                            05                   2.0  

                            06                   2.9  

                            07                   4.3  

                            08                   5.0  

                            09                   4.5  

                            10                   3.7  

                            11                   4.3  

                            12                   8.3  

                            13                   7.1  

                            14                   9.0  

                            15                   7.4  

                            16                   3.5  

                            17                   3.6  

                            18                   2.3  

                            19                   2.1  

                            20                   3.0  

                            21                   2.8  

                            22                   4.8  

                            23                   3.1  

 

                           Max                   9.0

                           Min                   2.0

                           Mean                  4.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   4.0  

                            01                   5.8  

                            02                   3.4  

                            03                   4.2  

                            04                   4.9  

                            05                   6.8  

                            06                   6.2  

                            07                   6.6  

                            08                   6.6  

                            09                   5.7  

                            10                   5.1  

                            11                   6.4  

                            12                   5.8  

                            13                   5.8  

                            14                   5.2  

                            15                   4.0  

                            16                   3.5  

                            17                   3.7  

                            18                   3.9  

                            19                   6.1  

                            20                   4.3  

                            21                   3.7  

                            22                   2.3  

                            23                   2.8  

 

                           Max                   6.8

                           Min                   2.3

                           Mean                  4.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.6  

                            01                   5.4  

                            02                   8.5  

                            03                   9.2  

                            04                  10.8  

                            05                  11.9  

                            06                  10.7  

                            07                   9.4  

                            08                   9.0  

                            09                   9.9  

                            10                  11.1  

                            11                  11.9  

                            12                  13.5  

                            13                  13.0  

                            14                  10.7  

                            15                  10.1  

                            16                   7.0  

                            17                   3.7  

                            18                   1.6  

                            19                   1.7  

                            20                   2.2  

                            21                   3.7  

                            22                   2.5  

                            23                   3.0  

 

                           Max                  13.5

                           Min                   1.6

                           Mean                  7.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.9  

                            01                   4.4  

                            02                   9.1  

                            03                   9.8  

                            04                   6.5  

                            05                   5.8  

                            06                   5.1  

                            07                   3.5  

                            08                   4.2  

                            09                   5.8  

                            10                   6.9  

                            11                   7.4  

                            12                   7.0  

                            13                   8.0  

                            14                   7.5  

                            15                   6.8  

                            16                   4.7  

                            17                   2.5  

                            18                   2.0  

                            19                   1.5  

                            20                   2.0  

                            21                   1.4  

                            22                   2.0  

                            23                   1.4  

 

                           Max                   9.8

                           Min                   1.4

                           Mean                  4.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                    .6  

                            01                   1.4  

                            02                   1.4  

                            03                   2.4  

                            04                   1.8  

                            05                   1.3  

                            06                   1.5  

                            07                   1.3  

                            08                    .9  

                            09                   5.0  

                            10                  11.6  

                            11                  13.4  

                            12                  13.2  

                            13                  11.7  

                            14                  10.2  

                            15                   9.9  

                            16                  10.2  

                            17                   9.1  

                            18                   8.7  

                            19                   9.9  

                            20                   9.1  

                            21                   8.8  

                            22                   9.4  

                            23                   6.9  

 

                           Max                  13.4

                           Min                    .6

                           Mean                  6.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   8.8  

                            01                  10.6  

                            02                   9.7  

                            03                   7.9  

                            04                   8.0  

                            05                   7.5  

                            06                   6.5  

                            07                   5.5  

                            08                   6.1  

                            09                   5.4  

                            10                   5.8  

                            11                   5.5  

                            12                   5.9  

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  10.6

                           Min                   5.4

                           Mean                  7.2

                           Hours                  13

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                -999.0

                           Min                -999.0

                           Mean               -999.0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    86  

                            01                    71  

                            02                   176  

                            03                   269  

                            04                   241  

                            05                   208  

                            06                   240  

                            07                   239  

                            08                   284  

                            09                   288  

                            10                   240  

                            11                   270  

                            12                   285  

                            13                   285  

                            14                   290  

                            15                   294  

                            16                   287  

                            17                   282  

                            18                   288  

                            19                   288  

                            20                   287  

                            21                   286  

                            22                   289  

                            23                   295  

 

                           Max                   295

                           Min                    71

                           Mean                  272

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   298  

                            01                   294  

                            02                   284  

                            03                   286  

                            04                   286  

                            05                   282  

                            06                   281  

                            07                   279  

                            08                   286  

                            09                   296  

                            10                   307  

                            11                   316  

                            12                   322  

                            13                   317  

                            14                   316  

                            15                   315  

                            16                   324  

                            17                   317  

                            18                   316  

                            19                   312  

                            20                   296  

                            21                   292  

                            22                   312  

                            23                   274  

 

                           Max                   324

                           Min                   274

                           Mean                  300

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   278  

                            01                   282  

                            02                   251  

                            03                   266  

                            04                   235  

                            05                   263  

                            06                   249  

                            07                   264  

                            08                   222  

                            09                   219  

                            10                   202  

                            11                   243  

                            12                   251  

                            13                   248  

                            14                   262  

                            15                   276  

                            16                   278  

                            17                   259  

                            18                   300  

                            19                   298  

                            20                   322  

                            21                   247  

                            22                   254  

                            23                   200  

 

                           Max                   322

                           Min                   200

                           Mean                  257

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   240  

                            01                   299  

                            02                    85  

                            03                   253  

                            04                   308  

                            05                   223  

                            06                   238  

                            07                   163  

                            08                   188  

                            09                   243  

                            10                    90  

                            11                   157  

                            12                   119  

                            13                   327  

                            14                   251  

                            15                   242  

                            16                   209  

                            17                    61  

                            18                    65  

                            19                    95  

                            20                   130  

                            21                    97  

                            22                    81  

                            23                   256  

 

                           Max                   327

                           Min                    61

                           Mean                  188

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   285  

                            01                   292  

                            02                   292  

                            03                   298  

                            04                   302  

                            05                   301  

                            06                   296  

                            07                   287  

                            08                   290  

                            09                   278  

                            10                   282  

                            11                   297  

                            12                   276  

                            13                   285  

                            14                   289  

                            15                   269  

                            16                   263  

                            17                   302  

                            18                    99  

                            19                   185  

                            20                   169  

                            21                   273  

                            22                   267  

                            23                   284  

 

                           Max                   302

                           Min                    99

                           Mean                  280

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    98  

                            01                   111  

                            02                   122  

                            03                   178  

                            04                   228  

                            05                   175  

                            06                   189  

                            07                   162  

                            08                   164  

                            09                   143  

                            10                   175  

                            11                   218  

                            12                   240  

                            13                   230  

                            14                   265  

                            15                   264  

                            16                   308  

                            17                   297  

                            18                   273  

                            19                   273  

                            20                   279  

                            21                   273  

                            22                   252  

                            23                   272  

 

                           Max                   308

                           Min                    98

                           Mean                  222

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   272  

                            01                   271  

                            02                   273  

                            03                   259  

                            04                   249  

                            05                   273  

                            06                   274  

                            07                   269  

                            08                   257  

                            09                   279  

                            10                   284  

                            11                   278  

                            12                   283  

                            13                   297  

                            14                   288  

                            15                   283  

                            16                   174  

                            17                    73  

                            18                    65  

                            19                    85  

                            20                    75  

                            21                   102  

                            22                   120  

                            23                    77  

 

                           Max                   297

                           Min                    65

                           Mean                  274

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   109  

                            01                   199  

                            02                   190  

                            03                   218  

                            04                   237  

                            05                   255  

                            06                   264  

                            07                   281  

                            08                   283  

                            09                   280  

                            10                   278  

                            11                   276  

                            12                   275  

                            13                   278  

                            14                   278  

                            15                   276  

                            16                   271  

                            17                   271  

                            18                   274  

                            19                   281  

                            20                   279  

                            21                   283  

                            22                   280  

                            23                   307  

 

                           Max                   307

                           Min                   109

                           Mean                  266

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   333  

                            01                   322  

                            02                   318  

                            03                   267  

                            04                    88  

                            05                    78  

                            06                    91  

                            07                   126  

                            08                    83  

                            09                    80  

                            10                    51  

                            11                    42  

                            12                    58  

                            13                   150  

                            14                   128  

                            15                    95  

                            16                    63  

                            17                    57  

                            18                    72  

                            19                    47  

                            20                    41  

                            21                    44  

                            22                    51  

                            23                    63  

 

                           Max                   333

                           Min                    41

                           Mean                   62

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    84  

                            01                    89  

                            02                   122  

                            03                    65  

                            04                   113  

                            05                    93  

                            06                   106  

                            07                    74  

                            08                   118  

                            09                   352  

                            10                    63  

                            11                    46  

                            12                    56  

                            13                   147  

                            14                   313  

                            15                    11  

                            16                   358  

                            17                   356  

                            18                   352  

                            19                    28  

                            20                    15  

                            21                    15  

                            22                    25  

                            23                    17  

 

                           Max                   358

                           Min                    11

                           Mean                   49

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                     1  

                            01                     3  

                            02                     5  

                            03                     7  

                            04                    16  

                            05                    19  

                            06                     9  

                            07                    11  

                            08                     9  

                            09                     4  

                            10                   359  

                            11                     6  

                            12                   356  

                            13                     1  

                            14                   355  

                            15                   336  

                            16                   340  

                            17                   339  

                            18                   334  

                            19                   323  

                            20                   332  

                            21                   330  

                            22                   319  

                            23                   314  

 

                           Max                   359

                           Min                     1

                           Mean                  352

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   317  

                            01                   309  

                            02                   304  

                            03                   313  

                            04                   313  

                            05                   309  

                            06                   293  

                            07                   284  

                            08                   273  

                            09                   283  

                            10                   279  

                            11                   279  

                            12                   275  

                            13                   283  

                            14                   283  

                            15                   285  

                            16                   260  

                            17                   293  

                            18                   201  

                            19                   278  

                            20                   263  

                            21                    71  

                            22                   274  

                            23                   276  

 

                           Max                   317

                           Min                    71

                           Mean                  286

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    74  

                            01                   259  

                            02                   278  

                            03                   243  

                            04                   257  

                            05                    30  

                            06                   241  

                            07                   290  

                            08                   293  

                            09                   290  

                            10                   287  

                            11                   287  

                            12                   297  

                            13                   310  

                            14                   313  

                            15                   298  

                            16                   268  

                            17                   249  

                            18                   197  

                            19                   229  

                            20                   116  

                            21                    92  

                            22                   116  

                            23                   131  

 

                           Max                   313

                           Min                    30

                           Mean                  271

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   284  

                            01                   121  

                            02                   107  

                            03                   278  

                            04                   286  

                            05                   125  

                            06                   292  

                            07                    80  

                            08                   175  

                            09                    47  

                            10                    46  

                            11                    40  

                            12                   262  

                            13                   211  

                            14                   185  

                            15                   239  

                            16                   280  

                            17                   216  

                            18                   358  

                            19                   251  

                            20                    51  

                            21                    66  

                            22                     4  

                            23                    76  

 

                           Max                   358

                           Min                     4

                           Mean                  337

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    97  

                            01                   103  

                            02                   116  

                            03                    90  

                            04                    79  

                            05                    73  

                            06                    76  

                            07                    56  

                            08                    37  

                            09                   253  

                            10                   248  

                            11                   249  

                            12                   255  

                            13                   264  

                            14                   272  

                            15                   275  

                            16                   276  

                            17                   279  

                            18                   284  

                            19                   281  

                            20                   280  

                            21                   285  

                            22                   276  

                            23                   277  

 

                           Max                   285

                           Min                    37

                           Mean                  282

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   276  

                            01                   276  

                            02                   275  

                            03                   274  

                            04                   272  

                            05                   275  

                            06                   277  

                            07                   278  

                            08                   283  

                            09                   291  

                            10                   321  

                            11                   359  

                            12                   308  

                            13                   293  

                            14                   326  

                            15                   349  

                            16                    33  

                            17                    49  

                            18                   266  

                            19                    54  

                            20                   317  

                            21                   232  

                            22                   163  

                            23                   347  

 

                           Max                   359

                           Min                    33

                           Mean                  301

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   296  

                            01                   300  

                            02                   304  

                            03                   318  

                            04                   324  

                            05                   329  

                            06                     4  

                            07                    52  

                            08                    64  

                            09                    54  

                            10                    55  

                            11                    56  

                            12                   110  

                            13                   144  

                            14                   149  

                            15                   123  

                            16                    93  

                            17                    59  

                            18                    63  

                            19                    76  

                            20                   247  

                            21                   258  

                            22                   257  

                            23                   265  

 

                           Max                   329

                           Min                     4

                           Mean                   25

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   276  

                            01                   266  

                            02                   285  

                            03                   301  

                            04                   295  

                            05                   277  

                            06                   301  

                            07                   270  

                            08                   262  

                            09                   262  

                            10                   248  

                            11                   244  

                            12                   269  

                            13                   273  

                            14                   271  

                            15                   273  

                            16                   301  

                            17                   301  

                            18                   287  

                            19                   288  

                            20                   282  

                            21                   280  

                            22                   284  

                            23                   292  

 

                           Max                   301

                           Min                   244

                           Mean                  278

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   306  

                            01                   293  

                            02                   295  

                            03                   303  

                            04                   309  

                            05                   334  

                            06                   339  

                            07                   320  

                            08                   315  

                            09                   317  

                            10                   342  

                            11                   327  

                            12                   328  

                            13                   316  

                            14                   315  

                            15                   323  

                            16                   285  

                            17                    85  

                            18                   109  

                            19                    68  

                            20                   355  

                            21                   333  

                            22                   293  

                            23                    81  

 

                           Max                   355

                           Min                    68

                           Mean                  327

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    59  

                            01                    10  

                            02                   302  

                            03                   290  

                            04                   298  

                            05                   292  

                            06                   322  

                            07                   332  

                            08                   326  

                            09                   316  

                            10                   311  

                            11                   311  

                            12                   305  

                            13                   314  

                            14                   298  

                            15                   297  

                            16                   292  

                            17                   291  

                            18                   289  

                            19                   288  

                            20                   295  

                            21                   292  

                            22                   291  

                            23                   293  

 

                           Max                   332

                           Min                    10

                           Mean                  306

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   294  

                            01                   296  

                            02                   296  

                            03                   285  

                            04                   279  

                            05                   277  

                            06                   272  

                            07                   275  

                            08                   272  

                            09                   295  

                            10                   301  

                            11                   305  

                            12                   299  

                            13                   305  

                            14                   313  

                            15                   311  

                            16                   313  

                            17                   347  

                            18                    58  

                            19                    53  

                            20                    56  

                            21                    42  

                            22                    43  

                            23                    70  

 

                           Max                   347

                           Min                    42

                           Mean                  316

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                     6  

                            01                    59  

                            02                    60  

                            03                    67  

                            04                    92  

                            05                   103  

                            06                   121  

                            07                   143  

                            08                    90  

                            09                    57  

                            10                    38  

                            11                    54  

                            12                    52  

                            13                   289  

                            14                   296  

                            15                   289  

                            16                   295  

                            17                   303  

                            18                   297  

                            19                   310  

                            20                   300  

                            21                   281  

                            22                   299  

                            23                   309  

 

                           Max                   310

                           Min                     6

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   321  

                            01                   333  

                            02                   331  

                            03                   307  

                            04                   298  

                            05                   329  

                            06                   337  

                            07                   344  

                            08                   310  

                            09                   346  

                            10                     8  

                            11                   353  

                            12                    51  

                            13                    54  

                            14                    51  

                            15                    79  

                            16                   107  

                            17                   143  

                            18                   136  

                            19                   135  

                            20                   121  

                            21                   120  

                            22                   120  

                            23                   119  

 

                           Max                   353

                           Min                     8

                           Mean                   30

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   122  

                            01                   120  

                            02                   125  

                            03                   130  

                            04                   138  

                            05                   135  

                            06                   134  

                            07                   147  

                            08                   144  

                            09                   151  

                            10                   168  

                            11                   142  

                            12                   182  

                            13                   166  

                            14                   331  

                            15                   281  

                            16                   279  

                            17                   285  

                            18                   283  

                            19                   285  

                            20                   278  

                            21                   280  

                            22                   295  

                            23                   282  

 

                           Max                   331

                           Min                   120

                           Mean                  188

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   275  

                            01                   270  

                            02                   278  

                            03                   305  

                            04                     6  

                            05                   295  

                            06                    10  

                            07                    47  

                            08                    53  

                            09                    52  

                            10                    57  

                            11                    67  

                            12                   150  

                            13                   152  

                            14                   145  

                            15                   136  

                            16                   115  

                            17                    90  

                            18                    92  

                            19                    91  

                            20                    68  

                            21                    59  

                            22                    91  

                            23                    94  

 

                           Max                   305

                           Min                     6

                           Mean                   72

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   120  

                            01                   131  

                            02                   134  

                            03                   103  

                            04                   281  

                            05                   300  

                            06                   102  

                            07                    15  

                            08                   287  

                            09                    84  

                            10                   332  

                            11                    76  

                            12                    83  

                            13                    81  

                            14                    20  

                            15                    95  

                            16                   237  

                            17                   235  

                            18                    94  

                            19                    78  

                            20                   141  

                            21                   169  

                            22                   121  

                            23                    86  

 

                           Max                   332

                           Min                    15

                           Mean                   96

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   126  

                            01                   122  

                            02                   167  

                            03                    95  

                            04                   206  

                            05                   135  

                            06                   299  

                            07                   170  

                            08                    66  

                            09                   312  

                            10                   347  

                            11                   291  

                            12                   295  

                            13                   288  

                            14                   294  

                            15                   289  

                            16                   290  

                            17                   285  

                            18                   303  

                            19                   296  

                            20                   289  

                            21                   277  

                            22                   109  

                            23                   308  

 

                           Max                   347

                           Min                    66

                           Mean                  283

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   283  

                            01                   331  

                            02                   276  

                            03                   277  

                            04                   283  

                            05                   109  

                            06                   157  

                            07                   190  

                            08                   197  

                            09                   123  

                            10                   110  

                            11                   338  

                            12                   275  

                            13                   273  

                            14                   245  

                            15                   252  

                            16                   226  

                            17                   231  

                            18                    95  

                            19                    74  

                            20                   263  

                            21                   248  

                            22                   114  

                            23                   267  

 

                           Max                   338

                           Min                    74

                           Mean                  240

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   218  

                            01                   170  

                            02                   161  

                            03                   194  

                            04                   227  

                            05                   202  

                            06                   111  

                            07                   200  

                            08                   225  

                            09                   299  

                            10                    36  

                            11                   244  

                            12                   331  

                            13                   308  

                            14                   307  

                            15                   306  

                            16                   308  

                            17                   312  

                            18                   304  

                            19                   311  

                            20                   302  

                            21                   306  

                            22                   306  

                            23                   293  

 

                           Max                   331

                           Min                    36

                           Mean                  273

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   290  

                            01                   290  

                            02                   289  

                            03                   298  

                            04                   290  

                            05                   285  

                            06                   303  

                            07                   294  

                            08                   309  

                            09                   325  

                            10                   323  

                            11                   321  

                            12                   326  

                            13                   336  

                            14                   322  

                            15                   344  

                            16                   335  

                            17                   315  

                            18                   320  

                            19                   315  

                            20                   320  

                            21                   318  

                            22                   319  

                            23                   322  

 

                           Max                   344

                           Min                   285

                           Mean                  312

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   315  

                            01                   310  

                            02                   300  

                            03                   300  

                            04                   289  

                            05                   286  

                            06                   285  

                            07                   293  

                            08                   291  

                            09                   287  

                            10                   276  

                            11                   285  

                            12                   284  

                            13                   273  

                            14                   282  

                            15                   277  

                            16                   266  

                            17                    10  

                            18                    56  

                            19                    44  

                            20                    45  

                            21                    41  

                            22                    38  

                            23                    48  

 

                           Max                   315

                           Min                    10

                           Mean                  312

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    14  

                            01                    47  

                            02                   106  

                            03                    67  

                            04                    71  

                            05                    51  

                            06                    40  

                            07                   315  

                            08                   147  

                            09                   294  

                            10                   280  

                            11                   280  

                            12                   285  

                            13                   283  

                            14                   292  

                            15                   287  

                            16                   289  

                            17                   297  

                            18                   318  

                            19                   307  

                            20                   295  

                            21                   302  

                            22                   327  

                            23                   290  

 

                           Max                   327

                           Min                    14

                           Mean                  319

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    77  

                            01                    68  

                            02                    86  

                            03                    63  

                            04                    85  

                            05                   220  

                            06                   146  

                            07                   279  

                            08                   277  

                            09                   294  

                            10                   310  

                            11                   311  

                            12                   327  

                            13                   320  

                            14                   315  

                            15                   311  

                            16                   296  

                            17                   288  

                            18                   281  

                            19                   277  

                            20                   292  

                            21                   287  

                            22                   261  

                            23                   259  

 

                           Max                   327

                           Min                    63

                           Mean                  300

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   273  

                            01                    21  

                            02                    89  

                            03                   109  

                            04                    36  

                            05                   114  

                            06                   123  

                            07                   111  

                            08                    94  

                            09                   117  

                            10                   128  

                            11                   132  

                            12                   137  

                            13                   149  

                            14                   195  

                            15                   318  

                            16                    20  

                            17                   357  

                            18                    61  

                            19                    51  

                            20                    36  

                            21                    23  

                            22                    43  

                            23                    59  

 

                           Max                   357

                           Min                    20

                           Mean                   78

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   309  

                            01                    78  

                            02                    53  

                            03                    95  

                            04                    65  

                            05                    69  

                            06                    62  

                            07                    61  

                            08                    61  

                            09                   236  

                            10                   255  

                            11                   251  

                            12                   262  

                            13                   269  

                            14                   276  

                            15                   277  

                            16                   289  

                            17                   275  

                            18                   275  

                            19                   280  

                            20                   286  

                            21                   263  

                            22                   283  

                            23                   282  

 

                           Max                   309

                           Min                    53

                           Mean                  294

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   295  

                            01                   295  

                            02                   286  

                            03                   288  

                            04                   290  

                            05                   287  

                            06                   290  

                            07                   294  

                            08                   287  

                            09                   303  

                            10                   329  

                            11                   355  

                            12                     9  

                            13                   197  

                            14                   140  

                            15                   139  

                            16                   123  

                            17                   102  

                            18                   136  

                            19                   111  

                            20                   102  

                            21                   104  

                            22                   105  

                            23                   118  

 

                           Max                   355

                           Min                     9

                           Mean                  304

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   117  

                            01                   100  

                            02                    92  

                            03                    76  

                            04                   113  

                            05                   234  

                            06                   184  

                            07                    85  

                            08                   309  

                            09                   281  

                            10                   295  

                            11                   296  

                            12                   305  

                            13                   295  

                            14                   319  

                            15                     2  

                            16                   331  

                            17                   244  

                            18                   226  

                            19                   236  

                            20                   159  

                            21                    89  

                            22                   158  

                            23                   154  

 

                           Max                   331

                           Min                     2

                           Mean                  231

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   117  

                            01                   115  

                            02                   113  

                            03                   123  

                            04                   142  

                            05                   141  

                            06                   148  

                            07                   173  

                            08                   200  

                            09                   182  

                            10                   178  

                            11                   165  

                            12                   155  

                            13                   148  

                            14                   148  

                            15                   163  

                            16                   145  

                            17                   128  

                            18                    93  

                            19                    65  

                            20                    62  

                            21                    64  

                            22                    60  

                            23                    72  

 

                           Max                   200

                           Min                    60

                           Mean                  130

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    65  

                            01                    82  

                            02                    87  

                            03                   101  

                            04                   128  

                            05                   141  

                            06                   147  

                            07                   137  

                            08                   167  

                            09                   164  

                            10                   174  

                            11                   156  

                            12                   141  

                            13                   101  

                            14                   109  

                            15                    66  

                            16                   327  

                            17                   236  

                            18                    74  

                            19                   242  

                            20                   351  

                            21                   253  

                            22                   247  

                            23                   254  

 

                           Max                   351

                           Min                    65

                           Mean                  136

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   266  

                            01                   273  

                            02                   279  

                            03                   215  

                            04                   206  

                            05                   211  

                            06                   170  

                            07                   125  

                            08                   101  

                            09                   213  

                            10                    11  

                            11                    87  

                            12                   117  

                            13                    96  

                            14                   317  

                            15                   313  

                            16                   235  

                            17                   242  

                            18                   342  

                            19                    32  

                            20                   280  

                            21                   235  

                            22                   306  

                            23                   286  

 

                           Max                   342

                           Min                    11

                           Mean                  253

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   278  

                            01                   310  

                            02                   279  

                            03                   281  

                            04                   298  

                            05                   308  

                            06                   317  

                            07                   334  

                            08                   329  

                            09                   323  

                            10                   326  

                            11                   328  

                            12                   321  

                            13                   314  

                            14                   314  

                            15                   316  

                            16                   309  

                            17                   291  

                            18                   288  

                            19                   293  

                            20                   303  

                            21                   299  

                            22                   304  

                            23                   309  

 

                           Max                   334

                           Min                   278

                           Mean                  307

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   310  

                            01                   303  

                            02                   301  

                            03                   294  

                            04                   296  

                            05                   294  

                            06                   288  

                            07                   285  

                            08                   286  

                            09                   275  

                            10                   258  

                            11                   252  

                            12                   257  

                            13                   255  

                            14                   254  

                            15                   252  

                            16                   232  

                            17                   235  

                            18                   262  

                            19                   287  

                            20                   290  

                            21                   315  

                            22                   287  

                            23                   282  

 

                           Max                   315

                           Min                   232

                           Mean                  277

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   286  

                            01                   294  

                            02                   291  

                            03                     6  

                            04                   112  

                            05                   162  

                            06                   196  

                            07                    47  

                            08                   242  

                            09                   296  

                            10                   292  

                            11                   285  

                            12                   285  

                            13                   287  

                            14                   267  

                            15                   258  

                            16                   255  

                            17                   254  

                            18                   253  

                            19                   273  

                            20                   257  

                            21                     5  

                            22                   219  

                            23                    91  

 

                           Max                   296

                           Min                     5

                           Mean                  272

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   305  

                            01                     9  

                            02                   261  

                            03                   245  

                            04                   277  

                            05                   261  

                            06                   266  

                            07                   283  

                            08                   285  

                            09                   285  

                            10                   297  

                            11                   290  

                            12                   294  

                            13                   299  

                            14                   300  

                            15                   302  

                            16                   293  

                            17                   290  

                            18                   288  

                            19                   288  

                            20                   282  

                            21                   287  

                            22                   281  

                            23                   280  

 

                           Max                   305

                           Min                     9

                           Mean                  286

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   285  

                            01                   281  

                            02                   285  

                            03                   304  

                            04                   357  

                            05                   356  

                            06                   348  

                            07                   345  

                            08                   336  

                            09                   319  

                            10                   326  

                            11                   327  

                            12                   316  

                            13                   322  

                            14                   310  

                            15                   290  

                            16                   288  

                            17                   293  

                            18                   318  

                            19                   324  

                            20                   318  

                            21                   309  

                            22                   309  

                            23                   301  

 

                           Max                   357

                           Min                   281

                           Mean                  315

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   287  

                            01                   287  

                            02                   274  

                            03                   283  

                            04                   286  

                            05                    19  

                            06                   305  

                            07                   275  

                            08                   287  

                            09                     1  

                            10                    70  

                            11                    63  

                            12                    50  

                            13                   218  

                            14                   219  

                            15                   223  

                            16                   151  

                            17                   147  

                            18                   126  

                            19                    69  

                            20                    79  

                            21                   119  

                            22                    89  

                            23                    73  

 

                           Max                   305

                           Min                     1

                           Mean                  359

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    51  

                            01                    89  

                            02                   296  

                            03                   275  

                            04                   273  

                            05                   297  

                            06                   275  

                            07                   301  

                            08                   324  

                            09                   293  

                            10                   301  

                            11                   296  

                            12                   293  

                            13                   289  

                            14                   267  

                            15                   257  

                            16                   250  

                            17                   156  

                            18                    70  

                            19                   106  

                            20                    70  

                            21                   102  

                            22                   116  

                            23                   118  

 

                           Max                   324

                           Min                    51

                           Mean                  296

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   112  

                            01                    99  

                            02                    59  

                            03                    90  

                            04                   335  

                            05                   143  

                            06                   224  

                            07                   280  

                            08                   278  

                            09                   313  

                            10                   275  

                            11                   278  

                            12                   285  

                            13                   277  

                            14                   276  

                            15                   283  

                            16                   296  

                            17                   308  

                            18                   308  

                            19                   312  

                            20                   309  

                            21                   306  

                            22                   304  

                            23                   319  

 

                           Max                   335

                           Min                    59

                           Mean                  297

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   311  

                            01                   317  

                            02                   312  

                            03                   321  

                            04                   325  

                            05                   323  

                            06                   301  

                            07                   303  

                            08                   311  

                            09                   335  

                            10                   329  

                            11                   328  

                            12                   328  

                            13                   317  

                            14                   344  

                            15                   348  

                            16                   345  

                            17                    12  

                            18                     2  

                            19                     5  

                            20                   273  

                            21                   235  

                            22                   219  

                            23                   248  

 

                           Max                   348

                           Min                     2

                           Mean                  318

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   220  

                            01                   139  

                            02                   258  

                            03                   182  

                            04                   243  

                            05                   125  

                            06                   104  

                            07                   119  

                            08                    82  

                            09                    62  

                            10                    80  

                            11                    87  

                            12                   113  

                            13                   121  

                            14                   118  

                            15                   117  

                            16                   114  

                            17                   111  

                            18                   113  

                            19                   121  

                            20                   123  

                            21                   124  

                            22                   126  

                            23                   124  

 

                           Max                   258

                           Min                    62

                           Mean                  121

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   125  

                            01                   125  

                            02                   122  

                            03                   127  

                            04                   125  

                            05                   122  

                            06                   121  

                            07                   121  

                            08                   123  

                            09                   124  

                            10                   130  

                            11                   138  

                            12                   137  

                            13                   134  

                            14                   149  

                            15                   143  

                            16                   127  

                            17                   119  

                            18                   123  

                            19                   115  

                            20                   114  

                            21                    79  

                            22                    77  

                            23                    73  

 

                           Max                   149

                           Min                    73

                           Mean                  121

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   100  

                            01                    85  

                            02                    80  

                            03                   231  

                            04                   119  

                            05                   116  

                            06                   125  

                            07                   119  

                            08                   121  

                            09                   129  

                            10                   142  

                            11                   144  

                            12                   149  

                            13                   152  

                            14                   135  

                            15                   141  

                            16                   132  

                            17                   120  

                            18                   103  

                            19                    99  

                            20                   102  

                            21                   108  

                            22                   120  

                            23                   125  

 

                           Max                   231

                           Min                    80

                           Mean                  122

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   102  

                            01                    95  

                            02                    75  

                            03                    67  

                            04                    51  

                            05                   114  

                            06                    84  

                            07                    65  

                            08                   114  

                            09                   136  

                            10                   170  

                            11                   150  

                            12                   135  

                            13                   147  

                            14                   140  

                            15                   150  

                            16                   110  

                            17                   101  

                            18                    83  

                            19                    70  

                            20                   114  

                            21                   111  

                            22                    77  

                            23                    86  

 

                           Max                   170

                           Min                    51

                           Mean                  105

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    72  

                            01                    79  

                            02                    73  

                            03                    73  

                            04                    67  

                            05                    54  

                            06                    66  

                            07                    71  

                            08                    68  

                            09                    98  

                            10                   157  

                            11                   162  

                            12                   165  

                            13                   168  

                            14                   250  

                            15                   244  

                            16                   282  

                            17                   270  

                            18                   302  

                            19                   278  

                            20                   277  

                            21                   308  

                            22                   305  

                            23                   324  

 

                           Max                   324

                           Min                    54

                           Mean                   49

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   294  

                            01                   292  

                            02                   279  

                            03                   286  

                            04                   298  

                            05                   314  

                            06                   308  

                            07                   304  

                            08                   307  

                            09                   296  

                            10                   304  

                            11                   309  

                            12                   318  

                            13                   318  

                            14                   310  

                            15                   309  

                            16                   301  

                            17                   276  

                            18                   152  

                            19                    56  

                            20                    75  

                            21                    89  

                            22                   125  

                            23                    89  

 

                           Max                   318

                           Min                    56

                           Mean                  310

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    72  

                            01                   185  

                            02                   223  

                            03                   219  

                            04                   229  

                            05                   260  

                            06                   274  

                            07                   290  

                            08                   206  

                            09                   216  

                            10                   220  

                            11                   218  

                            12                   231  

                            13                   229  

                            14                   228  

                            15                   211  

                            16                   222  

                            17                   155  

                            18                   357  

                            19                    24  

                            20                   146  

                            21                    83  

                            22                   264  

                            23                   265  

 

                           Max                   357

                           Min                    24

                           Mean                  225

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   239  

                            01                   101  

                            02                   164  

                            03                   259  

                            04                   251  

                            05                   248  

                            06                   264  

                            07                   255  

                            08                   293  

                            09                   272  

                            10                   286  

                            11                   290  

                            12                   288  

                            13                   299  

                            14                   295  

                            15                   288  

                            16                   291  

                            17                   278  

                            18                   306  

                            19                   295  

                            20                   296  

                            21                   300  

                            22                   325  

                            23                   306  

 

                           Max                   325

                           Min                   101

                           Mean                  280

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   306  

                            01                   295  

                            02                   313  

                            03                   312  

                            04                   312  

                            05                   312  

                            06                   336  

                            07                     1  

                            08                     3  

                            09                     5  

                            10                   337  

                            11                   351  

                            12                   354  

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                   354

                           Min                     1

                           Mean                  332

                           Hours                  13

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                 -999

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -10.4  

                            01                 -10.1  

                            02                  -9.6  

                            03                  -7.7  

                            04                  -7.9  

                            05                  -9.3  

                            06                 -11.3  

                            07                 -12.0  

                            08                 -12.6  

                            09                  -9.6  

                            10                  -6.3  

                            11                  -5.6  

                            12                  -4.6  

                            13                  -4.1  

                            14                  -4.4  

                            15                  -4.3  

                            16                  -3.1  

                            17                  -2.2  

                            18                  -2.8  

                            19                  -3.0  

                            20                  -3.1  

                            21                  -2.7  

                            22                  -2.5  

                            23                  -2.0  

 

                           Max                  -2.0

                           Min                 -12.6

                           Mean                 -6.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -1.8  

                            01                  -1.8  

                            02                  -1.9  

                            03                  -2.0  

                            04                  -2.4  

                            05                  -3.1  

                            06                  -3.6  

                            07                  -4.7  

                            08                  -5.0  

                            09                  -4.5  

                            10                  -3.6  

                            11                  -3.2  

                            12                  -3.5  

                            13                  -4.1  

                            14                  -4.6  

                            15                  -5.0  

                            16                  -5.5  

                            17                  -5.9  

                            18                  -6.3  

                            19                  -7.3  

                            20                  -7.4  

                            21                  -7.8  

                            22                  -7.9  

                            23                  -7.9  

 

                           Max                  -1.8

                           Min                  -7.9

                           Mean                 -4.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -8.0  

                            01                  -7.4  

                            02                  -6.9  

                            03                  -6.9  

                            04                  -8.2  

                            05                  -8.4  

                            06                  -9.5  

                            07                 -10.1  

                            08                  -8.3  

                            09                  -5.8  

                            10                  -3.4  

                            11                  -2.2  

                            12                   -.8  

                            13                    .2  

                            14                    .5  

                            15                   -.1  

                            16                  -2.1  

                            17                  -3.3  

                            18                  -3.4  

                            19                  -4.3  

                            20                  -5.1  

                            21                  -6.3  

                            22                  -7.2  

                            23                  -9.2  

 

                           Max                    .5

                           Min                 -10.1

                           Mean                 -5.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -10.8  

                            01                 -11.8  

                            02                 -13.8  

                            03                 -14.5  

                            04                 -16.5  

                            05                 -17.1  

                            06                 -16.7  

                            07                 -18.0  

                            08                 -17.1  

                            09                 -12.4  

                            10                  -9.3  

                            11                  -5.4  

                            12                  -2.1  

                            13                   -.2  

                            14                    .2  

                            15                  -1.5  

                            16                  -4.2  

                            17                  -7.3  

                            18                  -9.6  

                            19                 -10.4  

                            20                  -9.8  

                            21                  -6.5  

                            22                  -4.6  

                            23                  -1.5  

 

                           Max                    .2

                           Min                 -18.0

                           Mean                 -9.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -1.2  

                            01                  -5.5  

                            02                  -7.3  

                            03                  -9.4  

                            04                 -10.7  

                            05                 -10.1  

                            06                  -9.5  

                            07                  -9.3  

                            08                  -9.2  

                            09                  -7.7  

                            10                  -6.5  

                            11                  -5.4  

                            12                  -4.3  

                            13                  -3.7  

                            14                  -2.2  

                            15                  -2.9  

                            16                  -3.9  

                            17                  -5.2  

                            18                  -7.3  

                            19                  -8.2  

                            20                  -9.9  

                            21                 -10.6  

                            22                 -10.6  

                            23                 -10.7  

 

                           Max                  -1.2

                           Min                 -10.7

                           Mean                 -7.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -12.1  

                            01                 -13.9  

                            02                 -14.0  

                            03                 -15.3  

                            04                 -15.8  

                            05                 -16.9  

                            06                 -17.6  

                            07                 -17.0  

                            08                 -15.8  

                            09                 -11.9  

                            10                  -1.6  

                            11                   3.1  

                            12                   3.0  

                            13                   2.0  

                            14                   2.1  

                            15                   1.7  

                            16                    .5  

                            17                    .4  

                            18                   1.7  

                            19                   1.7  

                            20                   2.5  

                            21                   2.4  

                            22                   2.4  

                            23                   2.3  

 

                           Max                   3.1

                           Min                 -17.6

                           Mean                 -5.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   1.6  

                            01                   1.0  

                            02                    .2  

                            03                    .0  

                            04                   -.5  

                            05                   -.1  

                            06                   -.2  

                            07                   -.6  

                            08                   -.5  

                            09                   -.3  

                            10                    .5  

                            11                    .7  

                            12                   1.3  

                            13                   1.6  

                            14                   1.9  

                            15                   1.2  

                            16                  -2.3  

                            17                  -4.6  

                            18                  -6.8  

                            19                  -8.9  

                            20                  -9.6  

                            21                  -9.8  

                            22                  -9.0  

                            23                  -6.7  

 

                           Max                   1.9

                           Min                  -9.8

                           Mean                 -2.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -1.9  

                            01                   1.6  

                            02                    .2  

                            03                    .6  

                            04                   1.2  

                            05                   2.2  

                            06                   3.4  

                            07                   3.0  

                            08                   2.8  

                            09                   3.4  

                            10                   3.8  

                            11                   3.2  

                            12                   3.3  

                            13                   3.3  

                            14                   3.1  

                            15                   2.9  

                            16                   2.5  

                            17                   1.8  

                            18                   1.0  

                            19                    .0  

                            20                  -1.1  

                            21                  -2.2  

                            22                  -2.5  

                            23                  -3.4  

 

                           Max                   3.8

                           Min                  -3.4

                           Mean                  1.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -3.7  

                            01                  -3.5  

                            02                  -4.0  

                            03                  -5.1  

                            04                  -7.8  

                            05                  -9.3  

                            06                  -9.3  

                            07                  -8.8  

                            08                  -7.3  

                            09                  -2.4  

                            10                   -.8  

                            11                   1.0  

                            12                   3.8  

                            13                   6.4  

                            14                   6.0  

                            15                   5.8  

                            16                   5.4  

                            17                   4.4  

                            18                   4.9  

                            19                   4.3  

                            20                   5.0  

                            21                   6.0  

                            22                   5.4  

                            23                   5.8  

 

                           Max                   6.4

                           Min                  -9.3

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   6.4  

                            01                   4.6  

                            02                   3.8  

                            03                   2.9  

                            04                   1.3  

                            05                   -.2  

                            06                   -.3  

                            07                    .2  

                            08                    .3  

                            09                   1.1  

                            10                   2.7  

                            11                   3.9  

                            12                   4.4  

                            13                   4.3  

                            14                   3.2  

                            15                   1.9  

                            16                   1.1  

                            17                    .4  

                            18                  -1.1  

                            19                  -2.5  

                            20                  -3.4  

                            21                  -4.4  

                            22                  -4.9  

                            23                  -5.7  

 

                           Max                   6.4

                           Min                  -5.7

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.1  

                            01                  -8.0  

                            02                  -8.3  

                            03                  -9.1  

                            04                  -9.7  

                            05                  -9.8  

                            06                  -9.9  

                            07                 -10.4  

                            08                 -10.8  

                            09                 -10.9  

                            10                 -10.9  

                            11                 -11.0  

                            12                 -10.9  

                            13                 -11.2  

                            14                 -11.4  

                            15                 -12.9  

                            16                 -13.7  

                            17                 -14.3  

                            18                 -14.4  

                            19                 -14.7  

                            20                 -15.1  

                            21                 -15.6  

                            22                 -16.1  

                            23                 -16.3  

 

                           Max                  -7.1

                           Min                 -16.3

                           Mean                -11.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -16.6  

                            01                 -17.0  

                            02                 -17.7  

                            03                 -17.3  

                            04                 -17.3  

                            05                 -17.8  

                            06                 -18.3  

                            07                 -18.6  

                            08                 -19.2  

                            09                 -18.4  

                            10                 -17.6  

                            11                 -17.0  

                            12                 -15.4  

                            13                 -14.5  

                            14                 -14.4  

                            15                 -14.4  

                            16                 -15.4  

                            17                 -17.1  

                            18                 -19.0  

                            19                 -21.3  

                            20                 -22.7  

                            21                 -25.2  

                            22                 -25.9  

                            23                 -26.1  

 

                           Max                 -14.4

                           Min                 -26.1

                           Mean                -18.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -27.5  

                            01                 -27.0  

                            02                 -26.9  

                            03                 -26.8  

                            04                 -25.9  

                            05                 -23.1  

                            06                 -22.2  

                            07                 -20.8  

                            08                 -19.0  

                            09                 -17.9  

                            10                 -16.8  

                            11                 -16.0  

                            12                 -15.2  

                            13                 -14.9  

                            14                 -14.9  

                            15                 -15.1  

                            16                 -15.6  

                            17                 -16.9  

                            18                 -18.4  

                            19                 -18.5  

                            20                 -18.9  

                            21                 -19.2  

                            22                 -19.1  

                            23                 -19.2  

 

                           Max                 -14.9

                           Min                 -27.5

                           Mean                -19.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -19.4  

                            01                 -19.5  

                            02                 -19.5  

                            03                 -19.6  

                            04                 -19.9  

                            05                 -20.8  

                            06                 -21.4  

                            07                 -20.3  

                            08                 -19.4  

                            09                 -16.2  

                            10                 -14.1  

                            11                 -12.2  

                            12                 -10.3  

                            13                 -10.4  

                            14                  -9.4  

                            15                  -9.5  

                            16                  -9.8  

                            17                  -9.8  

                            18                 -10.5  

                            19                  -9.9  

                            20                 -10.7  

                            21                 -12.6  

                            22                 -13.8  

                            23                 -16.6  

 

                           Max                  -9.4

                           Min                 -21.4

                           Mean                -14.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -17.9  

                            01                 -16.8  

                            02                 -16.0  

                            03                 -16.4  

                            04                 -15.6  

                            05                 -14.2  

                            06                 -11.9  

                            07                  -9.2  

                            08                  -7.2  

                            09                  -3.6  

                            10                  -1.9  

                            11                   -.3  

                            12                   1.1  

                            13                   1.6  

                            14                   1.6  

                            15                   2.0  

                            16                   2.6  

                            17                   3.1  

                            18                   3.5  

                            19                   3.9  

                            20                   3.8  

                            21                   3.8  

                            22                   4.0  

                            23                   4.2  

 

                           Max                   4.2

                           Min                 -17.9

                           Mean                 -4.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   4.5  

                            01                   4.0  

                            02                   4.2  

                            03                   4.3  

                            04                   4.2  

                            05                   4.2  

                            06                   4.0  

                            07                   4.0  

                            08                   3.7  

                            09                   3.7  

                            10                   2.7  

                            11                    .3  

                            12                    .2  

                            13                    .4  

                            14                   -.1  

                            15                   -.9  

                            16                  -2.7  

                            17                  -3.1  

                            18                  -3.1  

                            19                  -2.9  

                            20                  -2.8  

                            21                  -2.7  

                            22                  -2.5  

                            23                  -1.7  

 

                           Max                   4.5

                           Min                  -3.1

                           Mean                   .9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .8  

                            01                   1.5  

                            02                   1.0  

                            03                    .2  

                            04                   -.8  

                            05                  -1.9  

                            06                  -2.6  

                            07                  -3.2  

                            08                  -3.6  

                            09                  -3.2  

                            10                  -2.5  

                            11                  -1.5  

                            12                   -.1  

                            13                    .4  

                            14                   -.2  

                            15                    .3  

                            16                    .5  

                            17                    .0  

                            18                    .0  

                            19                   1.6  

                            20                   3.3  

                            21                   3.4  

                            22                   3.8  

                            23                   4.8  

 

                           Max                   4.8

                           Min                  -3.6

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   5.1  

                            01                   4.8  

                            02                   4.0  

                            03                   2.7  

                            04                   2.6  

                            05                   3.2  

                            06                   2.2  

                            07                   1.2  

                            08                   2.3  

                            09                   4.4  

                            10                   5.3  

                            11                   5.9  

                            12                   6.4  

                            13                   6.6  

                            14                   6.4  

                            15                   5.8  

                            16                   5.1  

                            17                   5.0  

                            18                   4.3  

                            19                   4.5  

                            20                   4.0  

                            21                   3.9  

                            22                   3.5  

                            23                   3.2  

 

                           Max                   6.6

                           Min                   1.2

                           Mean                  4.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   3.4  

                            01                   3.4  

                            02                   3.6  

                            03                   3.1  

                            04                   2.8  

                            05                   -.9  

                            06                  -6.8  

                            07                  -9.3  

                            08                  -9.8  

                            09                 -10.0  

                            10                 -12.2  

                            11                 -13.2  

                            12                 -14.0  

                            13                 -14.4  

                            14                 -14.6  

                            15                 -15.0  

                            16                 -15.7  

                            17                 -16.3  

                            18                 -16.3  

                            19                 -16.1  

                            20                 -15.4  

                            21                 -14.8  

                            22                 -14.4  

                            23                 -14.2  

 

                           Max                   3.6

                           Min                 -16.3

                           Mean                 -9.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -14.2  

                            01                 -14.3  

                            02                 -14.2  

                            03                 -14.2  

                            04                 -15.1  

                            05                 -13.9  

                            06                 -14.0  

                            07                 -16.0  

                            08                 -19.4  

                            09                 -20.2  

                            10                 -20.7  

                            11                 -21.0  

                            12                 -20.5  

                            13                 -20.2  

                            14                 -20.1  

                            15                 -20.4  

                            16                 -21.4  

                            17                 -22.0  

                            18                 -21.9  

                            19                 -21.6  

                            20                 -21.3  

                            21                 -21.6  

                            22                 -21.8  

                            23                 -21.9  

 

                           Max                 -13.9

                           Min                 -22.0

                           Mean                -18.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -22.0  

                            01                 -21.8  

                            02                 -21.7  

                            03                 -21.5  

                            04                 -21.6  

                            05                 -21.3  

                            06                 -20.9  

                            07                 -20.5  

                            08                 -20.1  

                            09                 -18.9  

                            10                 -18.1  

                            11                 -17.2  

                            12                 -16.3  

                            13                 -15.8  

                            14                 -16.0  

                            15                 -16.1  

                            16                 -16.3  

                            17                 -16.2  

                            18                 -16.3  

                            19                 -16.2  

                            20                 -16.2  

                            21                 -16.5  

                            22                 -16.3  

                            23                 -16.0  

 

                           Max                 -15.8

                           Min                 -22.0

                           Mean                -18.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -16.0  

                            01                 -15.7  

                            02                 -15.4  

                            03                 -15.2  

                            04                 -15.0  

                            05                 -14.8  

                            06                 -14.4  

                            07                 -14.0  

                            08                 -13.4  

                            09                 -12.3  

                            10                 -11.3  

                            11                  -9.0  

                            12                  -7.1  

                            13                  -7.2  

                            14                  -7.1  

                            15                  -7.1  

                            16                  -8.2  

                            17                  -9.3  

                            18                 -10.4  

                            19                 -11.0  

                            20                 -11.4  

                            21                 -11.7  

                            22                 -11.9  

                            23                 -12.4  

 

                           Max                  -7.1

                           Min                 -16.0

                           Mean                -11.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -12.8  

                            01                 -13.3  

                            02                 -13.7  

                            03                 -14.3  

                            04                 -14.6  

                            05                 -14.8  

                            06                 -15.2  

                            07                 -15.8  

                            08                 -15.5  

                            09                 -15.0  

                            10                 -14.3  

                            11                 -14.4  

                            12                 -13.8  

                            13                 -14.6  

                            14                 -14.4  

                            15                 -14.0  

                            16                 -13.6  

                            17                 -14.2  

                            18                 -14.8  

                            19                 -15.3  

                            20                 -15.6  

                            21                 -15.7  

                            22                 -15.6  

                            23                 -15.8  

 

                           Max                 -12.8

                           Min                 -15.8

                           Mean                -14.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -15.8  

                            01                 -15.9  

                            02                 -16.1  

                            03                 -15.7  

                            04                 -15.5  

                            05                 -15.1  

                            06                 -14.5  

                            07                 -13.6  

                            08                 -13.0  

                            09                 -12.3  

                            10                 -11.3  

                            11                  -9.7  

                            12                  -6.4  

                            13                  -3.1  

                            14                    .0  

                            15                    .4  

                            16                   -.8  

                            17                  -2.3  

                            18                  -3.1  

                            19                  -3.2  

                            20                  -3.3  

                            21                  -3.7  

                            22                  -3.8  

                            23                  -4.6  

 

                           Max                    .4

                           Min                 -16.1

                           Mean                 -8.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.7  

                            01                  -6.6  

                            02                  -7.2  

                            03                  -8.6  

                            04                 -10.5  

                            05                 -10.8  

                            06                 -11.1  

                            07                 -11.5  

                            08                 -12.2  

                            09                 -12.0  

                            10                 -11.4  

                            11                  -9.9  

                            12                  -7.0  

                            13                  -6.8  

                            14                  -6.8  

                            15                  -7.3  

                            16                  -7.9  

                            17                  -8.3  

                            18                  -7.9  

                            19                  -7.0  

                            20                  -6.5  

                            21                  -6.9  

                            22                  -7.3  

                            23                  -6.7  

 

                           Max                  -5.7

                           Min                 -12.2

                           Mean                 -8.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.0  

                            01                  -6.9  

                            02                  -7.1  

                            03                  -7.1  

                            04                  -6.8  

                            05                  -6.9  

                            06                  -6.2  

                            07                  -5.8  

                            08                  -5.0  

                            09                  -3.3  

                            10                    .0  

                            11                   2.5  

                            12                   5.1  

                            13                   7.6  

                            14                   6.9  

                            15                   6.5  

                            16                   2.6  

                            17                   -.9  

                            18                  -2.7  

                            19                  -3.8  

                            20                  -4.3  

                            21                  -5.0  

                            22                  -6.3  

                            23                  -6.4  

 

                           Max                   7.6

                           Min                  -7.1

                           Mean                 -2.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -6.1  

                            01                  -6.0  

                            02                  -6.1  

                            03                  -6.6  

                            04                  -6.4  

                            05                  -7.2  

                            06                  -7.9  

                            07                  -8.7  

                            08                  -7.8  

                            09                  -5.8  

                            10                  -3.0  

                            11                  -1.3  

                            12                  -1.9  

                            13                  -1.3  

                            14                  -1.8  

                            15                  -1.8  

                            16                  -1.7  

                            17                  -1.6  

                            18                  -1.7  

                            19                  -1.7  

                            20                  -1.3  

                            21                  -1.6  

                            22                  -1.5  

                            23                  -1.5  

 

                           Max                  -1.3

                           Min                  -8.7

                           Mean                 -3.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -1.0  

                            01                   -.3  

                            02                   -.6  

                            03                  -1.8  

                            04                  -1.9  

                            05                  -2.3  

                            06                  -2.7  

                            07                  -3.0  

                            08                  -3.3  

                            09                  -1.4  

                            10                    .5  

                            11                   3.0  

                            12                   2.6  

                            13                   2.2  

                            14                   2.8  

                            15                   2.2  

                            16                   -.5  

                            17                  -3.8  

                            18                  -5.2  

                            19                  -7.6  

                            20                  -8.8  

                            21                 -10.7  

                            22                 -12.7  

                            23                 -12.5  

 

                           Max                   3.0

                           Min                 -12.7

                           Mean                 -2.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -12.4  

                            01                 -12.5  

                            02                 -13.3  

                            03                 -14.6  

                            04                 -15.1  

                            05                 -15.4  

                            06                 -15.0  

                            07                 -14.2  

                            08                 -12.3  

                            09                 -10.5  

                            10                 -10.1  

                            11                  -7.7  

                            12                  -8.6  

                            13                  -8.2  

                            14                  -7.9  

                            15                  -7.8  

                            16                  -9.0  

                            17                 -11.5  

                            18                 -14.4  

                            19                 -16.4  

                            20                 -18.2  

                            21                 -19.3  

                            22                 -20.0  

                            23                 -20.3  

 

                           Max                  -7.7

                           Min                 -20.3

                           Mean                -13.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -20.2  

                            01                 -20.3  

                            02                 -21.2  

                            03                 -21.9  

                            04                 -22.4  

                            05                 -23.1  

                            06                 -24.0  

                            07                 -23.8  

                            08                 -22.1  

                            09                 -21.2  

                            10                 -20.8  

                            11                 -20.6  

                            12                 -20.6  

                            13                 -20.8  

                            14                 -20.4  

                            15                 -21.0  

                            16                 -21.5  

                            17                 -21.7  

                            18                 -21.9  

                            19                 -22.1  

                            20                 -22.5  

                            21                 -22.7  

                            22                 -23.7  

                            23                 -24.2  

 

                           Max                 -20.2

                           Min                 -24.2

                           Mean                -21.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -25.1  

                            01                 -25.8  

                            02                 -26.4  

                            03                 -26.9  

                            04                 -27.4  

                            05                 -27.7  

                            06                 -28.0  

                            07                 -28.2  

                            08                 -27.0  

                            09                 -25.9  

                            10                 -24.9  

                            11                 -24.0  

                            12                 -23.1  

                            13                 -22.2  

                            14                 -21.3  

                            15                 -20.5  

                            16                 -21.4  

                            17                 -21.7  

                            18                 -20.9  

                            19                 -20.3  

                            20                 -19.6  

                            21                 -19.0  

                            22                 -18.1  

                            23                 -16.9  

 

                           Max                 -16.9

                           Min                 -28.2

                           Mean                -23.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -15.8  

                            01                 -15.3  

                            02                 -14.9  

                            03                 -14.2  

                            04                 -13.5  

                            05                 -13.0  

                            06                 -12.6  

                            07                 -12.1  

                            08                  -9.9  

                            09                  -7.3  

                            10                  -6.7  

                            11                  -4.6  

                            12                  -4.5  

                            13                  -3.8  

                            14                  -3.7  

                            15                  -3.3  

                            16                  -3.3  

                            17                  -3.6  

                            18                  -4.2  

                            19                  -4.6  

                            20                  -5.1  

                            21                  -5.7  

                            22                  -7.3  

                            23                  -9.1  

 

                           Max                  -3.3

                           Min                 -15.8

                           Mean                 -8.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -9.5  

                            01                  -9.3  

                            02                  -9.2  

                            03                  -9.0  

                            04                  -8.7  

                            05                  -8.1  

                            06                  -7.2  

                            07                  -1.2  

                            08                   1.7  

                            09                   2.3  

                            10                   2.1  

                            11                    .8  

                            12                  -1.9  

                            13                  -3.2  

                            14                  -3.7  

                            15                  -3.7  

                            16                  -3.7  

                            17                  -4.7  

                            18                  -4.9  

                            19                  -5.1  

                            20                  -4.0  

                            21                  -3.1  

                            22                  -2.4  

                            23                  -2.2  

 

                           Max                   2.3

                           Min                  -9.5

                           Mean                 -4.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -2.4  

                            01                  -3.6  

                            02                  -6.4  

                            03                  -7.7  

                            04                  -9.3  

                            05                 -10.8  

                            06                 -11.8  

                            07                 -11.6  

                            08                 -10.2  

                            09                  -7.0  

                            10                  -3.6  

                            11                  -2.8  

                            12                  -1.9  

                            13                  -1.7  

                            14                    .9  

                            15                   -.3  

                            16                  -2.7  

                            17                  -4.0  

                            18                  -5.3  

                            19                  -5.8  

                            20                  -6.4  

                            21                  -6.6  

                            22                  -6.8  

                            23                  -6.9  

 

                           Max                    .9

                           Min                 -11.8

                           Mean                 -5.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -6.1  

                            01                  -5.8  

                            02                  -6.4  

                            03                  -6.3  

                            04                  -6.2  

                            05                  -5.7  

                            06                  -4.6  

                            07                  -3.3  

                            08                  -1.9  

                            09                    .6  

                            10                   2.5  

                            11                   4.2  

                            12                   5.1  

                            13                   5.2  

                            14                   5.2  

                            15                   4.6  

                            16                   4.3  

                            17                   3.9  

                            18                   4.0  

                            19                   3.6  

                            20                   2.8  

                            21                   2.5  

                            22                   2.0  

                            23                   1.7  

 

                           Max                   5.2

                           Min                  -6.4

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .9  

                            01                    .2  

                            02                   -.7  

                            03                  -1.4  

                            04                  -1.4  

                            05                  -1.3  

                            06                  -1.5  

                            07                  -1.6  

                            08                  -1.8  

                            09                  -1.2  

                            10                   -.8  

                            11                    .7  

                            12                   1.5  

                            13                   1.2  

                            14                    .9  

                            15                    .9  

                            16                    .6  

                            17                    .0  

                            18                   -.3  

                            19                   -.7  

                            20                  -1.3  

                            21                  -1.4  

                            22                   -.5  

                            23                   -.2  

 

                           Max                   1.5

                           Min                  -1.8

                           Mean                  -.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .1  

                            02                   -.9  

                            03                  -1.8  

                            04                  -3.8  

                            05                  -5.0  

                            06                  -5.3  

                            07                  -3.5  

                            08                   1.1  

                            09                   4.2  

                            10                   3.9  

                            11                   3.5  

                            12                   3.1  

                            13                   2.9  

                            14                   2.7  

                            15                   1.2  

                            16                    .1  

                            17                  -1.8  

                            18                  -3.9  

                            19                  -3.5  

                            20                  -2.8  

                            21                  -2.6  

                            22                  -2.6  

                            23                  -2.5  

 

                           Max                   4.2

                           Min                  -5.3

                           Mean                  -.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -2.6  

                            01                  -2.7  

                            02                  -2.7  

                            03                  -3.0  

                            04                  -3.3  

                            05                  -3.3  

                            06                  -3.4  

                            07                  -3.3  

                            08                  -3.1  

                            09                  -2.6  

                            10                  -1.9  

                            11                    .2  

                            12                    .9  

                            13                   1.4  

                            14                   1.2  

                            15                    .7  

                            16                   -.2  

                            17                  -1.4  

                            18                  -2.0  

                            19                  -2.3  

                            20                  -2.3  

                            21                  -2.2  

                            22                  -1.8  

                            23                  -1.7  

 

                           Max                   1.4

                           Min                  -3.4

                           Mean                 -1.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -2.0  

                            01                  -2.0  

                            02                  -2.5  

                            03                  -2.5  

                            04                  -2.3  

                            05                  -2.4  

                            06                  -2.6  

                            07                  -2.6  

                            08                  -2.3  

                            09                  -2.0  

                            10                  -1.0  

                            11                   -.3  

                            12                    .6  

                            13                   1.4  

                            14                   1.7  

                            15                   1.8  

                            16                    .7  

                            17                  -1.3  

                            18                  -2.9  

                            19                  -4.0  

                            20                  -5.1  

                            21                  -6.2  

                            22                  -7.0  

                            23                  -7.6  

 

                           Max                   1.8

                           Min                  -7.6

                           Mean                 -2.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -8.7  

                            01                  -9.3  

                            02                 -10.2  

                            03                 -11.1  

                            04                 -12.0  

                            05                 -12.0  

                            06                 -12.4  

                            07                 -11.6  

                            08                 -10.4  

                            09                  -6.9  

                            10                  -3.7  

                            11                  -1.4  

                            12                   1.1  

                            13                   3.1  

                            14                   4.1  

                            15                   3.7  

                            16                   1.7  

                            17                  -2.5  

                            18                  -4.9  

                            19                  -6.1  

                            20                  -7.8  

                            21                  -8.2  

                            22                  -8.8  

                            23                  -7.7  

 

                           Max                   4.1

                           Min                 -12.4

                           Mean                 -5.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -6.5  

                            01                  -5.1  

                            02                  -3.3  

                            03                  -2.2  

                            04                  -1.5  

                            05                  -1.4  

                            06                  -1.5  

                            07                  -1.6  

                            08                  -2.1  

                            09                  -2.9  

                            10                  -3.3  

                            11                  -3.5  

                            12                  -4.2  

                            13                  -5.0  

                            14                  -5.6  

                            15                  -6.0  

                            16                  -6.3  

                            17                  -6.6  

                            18                  -6.7  

                            19                  -6.7  

                            20                  -6.4  

                            21                  -6.6  

                            22                  -6.7  

                            23                  -6.8  

 

                           Max                  -1.4

                           Min                  -6.8

                           Mean                 -4.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -6.9  

                            01                  -7.1  

                            02                  -7.5  

                            03                  -7.9  

                            04                  -8.0  

                            05                  -8.1  

                            06                  -8.0  

                            07                  -7.6  

                            08                  -7.0  

                            09                  -6.3  

                            10                  -5.4  

                            11                  -3.9  

                            12                  -3.1  

                            13                  -1.9  

                            14                  -1.2  

                            15                   -.5  

                            16                   -.7  

                            17                  -1.7  

                            18                  -2.2  

                            19                  -2.2  

                            20                  -1.7  

                            21                  -1.5  

                            22                  -2.0  

                            23                  -2.6  

 

                           Max                   -.5

                           Min                  -8.1

                           Mean                 -4.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -3.3  

                            01                  -4.0  

                            02                  -3.9  

                            03                  -4.3  

                            04                  -4.6  

                            05                  -4.6  

                            06                  -5.0  

                            07                  -5.3  

                            08                  -3.2  

                            09                  -1.1  

                            10                    .9  

                            11                   2.1  

                            12                   2.9  

                            13                   3.6  

                            14                   4.5  

                            15                   4.3  

                            16                   3.9  

                            17                   3.4  

                            18                   3.0  

                            19                   2.6  

                            20                   2.3  

                            21                   1.2  

                            22                   -.1  

                            23                  -2.3  

 

                           Max                   4.5

                           Min                  -5.3

                           Mean                  -.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -1.9  

                            01                   -.5  

                            02                   1.0  

                            03                    .5  

                            04                   1.5  

                            05                   2.4  

                            06                   2.4  

                            07                   2.0  

                            08                   2.4  

                            09                   3.7  

                            10                   3.8  

                            11                   3.7  

                            12                   4.0  

                            13                   3.7  

                            14                   3.5  

                            15                   3.3  

                            16                   1.8  

                            17                   1.8  

                            18                   1.9  

                            19                   1.8  

                            20                   1.6  

                            21                    .5  

                            22                   -.1  

                            23                   -.3  

 

                           Max                   4.0

                           Min                  -1.9

                           Mean                  1.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.6  

                            01                   -.8  

                            02                   -.6  

                            03                  -1.2  

                            04                  -3.9  

                            05                  -5.4  

                            06                  -5.2  

                            07                  -5.6  

                            08                  -5.4  

                            09                  -4.9  

                            10                  -4.1  

                            11                  -3.9  

                            12                  -3.5  

                            13                  -3.3  

                            14                  -2.9  

                            15                  -2.4  

                            16                  -2.5  

                            17                  -3.3  

                            18                  -3.9  

                            19                  -4.2  

                            20                  -4.8  

                            21                  -4.7  

                            22                  -5.1  

                            23                  -5.4  

 

                           Max                   -.6

                           Min                  -5.6

                           Mean                 -3.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -6.5  

                            01                  -6.9  

                            02                  -7.1  

                            03                  -7.8  

                            04                  -8.5  

                            05                  -9.7  

                            06                  -9.9  

                            07                 -10.1  

                            08                  -7.5  

                            09                  -6.5  

                            10                  -4.4  

                            11                  -3.3  

                            12                  -1.9  

                            13                  -1.2  

                            14                   -.8  

                            15                   -.8  

                            16                  -1.4  

                            17                  -2.1  

                            18                  -2.7  

                            19                  -2.9  

                            20                  -1.9  

                            21                  -1.2  

                            22                  -1.5  

                            23                  -1.4  

 

                           Max                   -.8

                           Min                 -10.1

                           Mean                 -4.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -1.5  

                            01                  -1.5  

                            02                   -.8  

                            03                   1.3  

                            04                   1.0  

                            05                    .2  

                            06                    .4  

                            07                    .6  

                            08                   1.6  

                            09                   2.7  

                            10                   4.0  

                            11                   5.0  

                            12                   5.5  

                            13                   6.6  

                            14                   7.5  

                            15                   7.5  

                            16                   7.1  

                            17                   3.4  

                            18                    .8  

                            19                  -1.4  

                            20                  -1.6  

                            21                  -2.0  

                            22                  -2.0  

                            23                  -2.5  

 

                           Max                   7.5

                           Min                  -2.5

                           Mean                  1.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -2.4  

                            01                  -2.4  

                            02                  -2.8  

                            03                  -1.0  

                            04                  -1.2  

                            05                   -.9  

                            06                   1.3  

                            07                   2.2  

                            08                   3.4  

                            09                   4.7  

                            10                   5.8  

                            11                   5.9  

                            12                   5.1  

                            13                   4.3  

                            14                   2.8  

                            15                   1.4  

                            16                   1.0  

                            17                    .9  

                            18                    .4  

                            19                   -.6  

                            20                  -4.0  

                            21                  -5.2  

                            22                  -5.9  

                            23                  -6.9  

 

                           Max                   5.9

                           Min                  -6.9

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.2  

                            01                  -7.7  

                            02                  -8.1  

                            03                  -8.9  

                            04                  -9.5  

                            05                  -9.8  

                            06                 -10.0  

                            07                 -10.2  

                            08                 -10.0  

                            09                 -10.1  

                            10                  -9.7  

                            11                  -9.8  

                            12                 -10.3  

                            13                 -10.5  

                            14                 -11.1  

                            15                 -11.7  

                            16                 -12.2  

                            17                 -13.4  

                            18                 -14.6  

                            19                 -16.1  

                            20                 -17.8  

                            21                 -19.3  

                            22                 -20.6  

                            23                 -22.2  

 

                           Max                  -7.2

                           Min                 -22.2

                           Mean                -12.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -23.2  

                            01                 -24.4  

                            02                 -25.5  

                            03                 -26.1  

                            04                 -27.0  

                            05                 -27.5  

                            06                 -27.0  

                            07                 -25.8  

                            08                 -22.4  

                            09                 -19.9  

                            10                 -17.4  

                            11                 -15.4  

                            12                 -14.1  

                            13                 -13.7  

                            14                 -13.1  

                            15                 -13.1  

                            16                 -13.9  

                            17                 -14.7  

                            18                 -15.1  

                            19                 -15.3  

                            20                 -15.7  

                            21                 -15.7  

                            22                 -15.8  

                            23                 -15.8  

 

                           Max                 -13.1

                           Min                 -27.5

                           Mean                -19.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -15.6  

                            01                 -15.5  

                            02                 -15.2  

                            03                 -15.5  

                            04                 -15.8  

                            05                 -15.8  

                            06                 -15.9  

                            07                 -15.8  

                            08                 -15.2  

                            09                 -14.1  

                            10                 -12.9  

                            11                 -10.4  

                            12                  -8.9  

                            13                  -7.7  

                            14                  -6.4  

                            15                  -6.5  

                            16                  -6.7  

                            17                  -7.9  

                            18                  -8.4  

                            19                  -9.0  

                            20                  -9.3  

                            21                  -9.9  

                            22                 -10.2  

                            23                 -10.1  

 

                           Max                  -6.4

                           Min                 -15.9

                           Mean                -11.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -11.0  

                            01                 -10.7  

                            02                 -11.7  

                            03                 -12.0  

                            04                  -8.7  

                            05                  -8.3  

                            06                  -8.2  

                            07                  -8.0  

                            08                  -7.6  

                            09                  -6.9  

                            10                  -5.9  

                            11                  -5.0  

                            12                  -4.4  

                            13                  -3.9  

                            14                  -3.6  

                            15                  -3.0  

                            16                  -2.9  

                            17                  -3.3  

                            18                  -4.2  

                            19                  -4.5  

                            20                  -4.5  

                            21                  -4.9  

                            22                  -5.4  

                            23                  -5.7  

 

                           Max                  -2.9

                           Min                 -12.0

                           Mean                 -6.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -6.0  

                            01                  -6.4  

                            02                  -6.9  

                            03                  -7.4  

                            04                  -7.4  

                            05                  -8.4  

                            06                  -8.3  

                            07                  -8.3  

                            08                  -5.9  

                            09                  -3.7  

                            10                   -.5  

                            11                   1.5  

                            12                    .8  

                            13                   1.4  

                            14                   1.8  

                            15                   2.2  

                            16                   2.2  

                            17                    .0  

                            18                  -3.4  

                            19                  -4.8  

                            20                  -6.0  

                            21                  -6.6  

                            22                  -6.3  

                            23                  -5.6  

 

                           Max                   2.2

                           Min                  -8.4

                           Mean                 -3.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.9  

                            01                  -6.1  

                            02                  -7.4  

                            03                  -7.0  

                            04                  -7.1  

                            05                  -5.5  

                            06                  -5.6  

                            07                  -3.1  

                            08                    .0  

                            09                   2.5  

                            10                   5.0  

                            11                   5.7  

                            12                   6.3  

                            13                   6.5  

                            14                   6.7  

                            15                   6.7  

                            16                   6.2  

                            17                   4.9  

                            18                   3.9  

                            19                   3.2  

                            20                   2.7  

                            21                   2.1  

                            22                   1.7  

                            23                   1.3  

 

                           Max                   6.7

                           Min                  -7.4

                           Mean                   .7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   1.6  

                            01                   2.0  

                            02                   2.0  

                            03                   1.3  

                            04                    .3  

                            05                  -1.5  

                            06                  -2.5  

                            07                  -3.2  

                            08                  -3.2  

                            09                  -2.3  

                            10                   -.6  

                            11                    .5  

                            12                   1.1  

                            13                   1.4  

                            14                   1.9  

                            15                   2.3  

                            16                   2.2  

                            17                    .6  

                            18                  -1.6  

                            19                  -3.6  

                            20                  -5.1  

                            21                  -6.0  

                            22                  -6.4  

                            23                  -6.3  

 

                           Max                   2.3

                           Min                  -6.4

                           Mean                 -1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.5  

                            01                  -2.3  

                            02                   -.5  

                            03                   -.6  

                            04                  -1.2  

                            05                  -1.2  

                            06                  -1.1  

                            07                    .0  

                            08                   1.5  

                            09                   2.6  

                            10                   3.8  

                            11                   5.0  

                            12                   6.2  

                            13                   7.0  

                            14                   7.8  

                            15                   8.2  

                            16                   7.7  

                            17                   4.3  

                            18                    .7  

                            19                  -1.1  

                            20                  -1.8  

                            21                  -2.8  

                            22                  -3.4  

                            23                  -4.4  

 

                           Max                   8.2

                           Min                  -5.5

                           Mean                  1.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.1  

                            01                  -5.6  

                            02                  -6.1  

                            03                  -6.7  

                            04                  -6.8  

                            05                  -7.0  

                            06                  -7.0  

                            07                  -5.0  

                            08                  -1.0  

                            09                   1.4  

                            10                   3.4  

                            11                   3.1  

                            12                   1.5  

                            13                   -.1  

                            14                    .4  

                            15                    .8  

                            16                    .8  

                            17                    .8  

                            18                    .4  

                            19                    .1  

                            20                   -.1  

                            21                   -.3  

                            22                  -1.1  

                            23                  -1.8  

 

                           Max                   3.4

                           Min                  -7.0

                           Mean                 -1.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -2.3  

                            01                  -2.7  

                            02                  -3.2  

                            03                  -3.3  

                            04                  -3.9  

                            05                  -4.2  

                            06                  -3.9  

                            07                  -3.7  

                            08                  -3.5  

                            09                  -3.2  

                            10                  -2.7  

                            11                  -2.3  

                            12                  -1.8  

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -1.8

                           Min                  -4.2

                           Mean                 -3.1

                           Hours                  13

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        
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                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                -999.0

                           Min                -999.0

                           Mean                 -3.1

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            18                     6  

                            19                     6  

                            20                     6  

                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            22                     6  

                            23                     6  

 

                           Max                     8

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     5

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            23                     6  

 

                           Max                     6

                           Min                     5

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            22                     5  

                            23                     6  

 

                           Max                     6

                           Min                     5

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            23                     6  

 

                           Max                     6

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     5

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     5

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                           Max                     7

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                           Max                     6

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                           Max                     6

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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                                   01/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     6  

                            03                     6  

                            04                     6  

                            05                     6  

                            06                     6  

                            07                     6  

                            08                     6  

                            09                     6  

                            10                     6  

                            11                     6  

                            12                     6  

                            13                     6  

                            14                     6  

                            15                     6  

                            16                     6  

                            17                     6  

                            18                     6  

                            19                     7  

                            20                     6  

                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                     7

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Parameter   : RH      

     Units       : %       
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                            05                     6  

                            06                     6  

                            07                     6  

                            08                     6  

                            09                     6  

                            10                     6  

                            11                     6  

                            12                     6  

                            13                     6  

                            14                     6  

                            15                     6  

                            16                     6  

                            17                     6  

                            18                     6  

                            19                     6  

                            20                     6  

                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            15                     6  

                            16                     6  

                            17                     6  

                            18                     6  

                            19                     6  

                            20                     6  

                            21                     6  

                            22                     7  

                            23                     7  

 

                           Max                     7

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            19                     7  

                            20                     7  

                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                     7

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            02                     6  

                            03                     6  
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                            15                     6  

                            16                     6  

                            17                     6  

                            18                     6  

                            19                     6  

                            20                     6  

                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            16                     6  
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                            18                     6  

                            19                     6  

                            20                     6  

                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            01                     6  

                            02                     6  

                            03                     6  

                            04                     6  

                            05                     6  

                            06                     6  

                            07                     6  

                            08                     6  

                            09                     6  

                            10                     6  

                            11                     6  

                            12                     6  

                            13                     6  

                            14                     6  

                            15                     6  

                            16                     6  

                            17                     6  

                            18                     6  

                            19                     6  

                            20                     6  

                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            02                     6  
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                            15                     6  

                            16                     6  

                            17                     6  

                            18                     6  

                            19                     6  

                            20                     6  

                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     5

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            13                     6  

                            14                     5  

                            15                     5  

                            16                     5  

                            17                     5  

                            18                     6  

                            19                     6  

                            20                     6  

                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     5

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            18                     6  

                            19                     6  

                            20                     6  

                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     5

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            20                     5  

                            21                     5  

                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     5

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            20                     6  

                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     5

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            19                     6  

                            20                     6  

                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     5

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     6

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average
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                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     6

                           Mean                    6
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                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     6  

                            03                     6  

                            04                     6  

                            05                     6  

                            06                     6  

                            07                     6  

                            08                     6  

                            09                     6  

                            10                     6  

                            11                     7  

                            12                     7  

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                     7

                           Min                     6

                           Mean                    6

                           Hours                  13

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                    6

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   712  

                            01                   712  

                            02                   712  

                            03                   711  

                            04                   711  

                            05                   711  

                            06                   711  

                            07                   711  

                            08                   711  

                            09                   711  

                            10                   710  

                            11                   710  

                            12                   709  

                            13                   708  

                            14                   708  

                            15                   709  

                            16                   709  

                            17                   709  

                            18                   709  

                            19                   709  

                            20                   709  

                            21                   709  

                            22                   709  

                            23                   709  

 

                           Max                   712

                           Min                   708

                           Mean                  710

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   709  

                            01                   709  

                            02                   710  

                            03                   710  

                            04                   710  

                            05                   710  

                            06                   710  

                            07                   710  

                            08                   711  

                            09                   711  

                            10                   712  

                            11                   712  

                            12                       c

                            13                       c

                            14                   714  

                            15                   715  

                            16                   715  

                            17                   716  

                            18                   717  

                            19                   717  

                            20                   717  

                            21                   717  

                            22                   717  

                            23                   717  

 

                           Max                   717

                           Min                   709

                           Mean                  713

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   717  

                            01                   717  

                            02                   716  

                            03                   716  

                            04                   715  

                            05                   715  

                            06                   714  

                            07                   714  

                            08                   714  

                            09                   714  

                            10                   713  

                            11                   712  

                            12                   711  

                            13                   711  

                            14                   711  

                            15                   711  

                            16                   711  

                            17                   711  

                            18                   711  

                            19                   711  

                            20                   711  

                            21                   711  

                            22                   711  

                            23                   711  

 

                           Max                   717

                           Min                   711

                           Mean                  713

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   711  

                            01                   711  

                            02                   712  

                            03                   712  

                            04                   712  

                            05                   712  

                            06                   711  

                            07                   711  

                            08                   711  

                            09                   711  

                            10                   711  

                            11                   711  

                            12                   710  

                            13                   709  

                            14                   709  

                            15                   709  

                            16                   709  

                            17                   709  

                            18                   709  

                            19                   709  

                            20                   708  

                            21                   708  

                            22                   708  

                            23                   708  

 

                           Max                   712

                           Min                   708

                           Mean                  710

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   708  

                            01                   709  

                            02                   710  

                            03                   710  

                            04                   711  

                            05                   712  

                            06                   712  

                            07                   713  

                            08                   714  

                            09                   714  

                            10                   714  

                            11                   714  

                            12                   713  

                            13                   713  

                            14                   713  

                            15                   713  

                            16                   713  

                            17                   714  

                            18                   714  

                            19                   714  

                            20                   714  

                            21                   714  

                            22                   714  

                            23                   714  

 

                           Max                   714

                           Min                   708

                           Mean                  713

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   713  

                            01                   713  

                            02                   713  

                            03                   712  

                            04                   711  

                            05                   711  

                            06                   710  

                            07                   709  

                            08                   709  

                            09                   708  

                            10                   707  

                            11                   706  

                            12                   705  

                            13                   704  

                            14                   704  

                            15                   704  

                            16                   704  

                            17                   704  

                            18                   704  

                            19                   704  

                            20                   704  

                            21                   704  

                            22                   704  

                            23                   704  

 

                           Max                   713

                           Min                   704

                           Mean                  707

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   704  

                            01                   705  

                            02                   705  

                            03                   705  

                            04                   705  

                            05                   705  

                            06                   705  

                            07                   705  

                            08                   706  

                            09                   706  

                            10                   707  

                            11                   706  

                            12                   706  

                            13                   705  

                            14                   705  

                            15                   705  

                            16                   705  

                            17                   705  

                            18                   705  

                            19                   704  

                            20                   704  

                            21                   703  

                            22                   702  

                            23                   702  

 

                           Max                   707

                           Min                   702

                           Mean                  705

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   701  

                            01                   701  

                            02                   700  

                            03                   699  

                            04                   699  

                            05                   699  

                            06                   699  

                            07                   700  

                            08                   701  

                            09                   701  

                            10                   702  

                            11                   702  

                            12                   703  

                            13                   703  

                            14                   704  

                            15                   705  

                            16                   705  

                            17                   705  

                            18                   706  

                            19                   707  

                            20                   708  

                            21                   708  

                            22                   709  

                            23                   710  

 

                           Max                   710

                           Min                   699

                           Mean                  703

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   710  

                            01                   710  

                            02                   711  

                            03                   711  

                            04                   710  

                            05                   710  

                            06                   710  

                            07                   710  

                            08                   709  

                            09                   709  

                            10                   709  

                            11                   708  

                            12                   708  

                            13                   707  

                            14                   708  

                            15                   707  

                            16                   706  

                            17                   706  

                            18                   705  

                            19                   705  

                            20                   704  

                            21                   703  

                            22                   703  

                            23                   702  

 

                           Max                   711

                           Min                   702

                           Mean                  708

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   702  

                            01                   702  

                            02                   701  

                            03                   701  

                            04                   700  

                            05                   700  

                            06                   700  

                            07                   700  

                            08                   699  

                            09                   699  

                            10                   698  

                            11                   698  

                            12                   697  

                            13                   697  

                            14                   697  

                            15                   697  

                            16                   698  

                            17                   698  

                            18                   698  

                            19                   698  

                            20                   699  

                            21                   699  

                            22                   700  

                            23                   700  

 

                           Max                   702

                           Min                   697

                           Mean                  699

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   701  

                            01                   701  

                            02                   701  

                            03                   701  

                            04                   701  

                            05                   701  

                            06                   702  

                            07                   703  

                            08                   702  

                            09                   703  

                            10                   704  

                            11                   703  

                            12                   703  

                            13                   704  

                            14                   704  

                            15                   704  

                            16                   705  

                            17                   706  

                            18                   707  

                            19                   707  

                            20                   707  

                            21                   708  

                            22                   708  

                            23                   709  

 

                           Max                   709

                           Min                   701

                           Mean                  704

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   709  

                            01                   710  

                            02                   711  

                            03                   711  

                            04                   711  

                            05                   712  

                            06                   713  

                            07                   713  

                            08                   714  

                            09                   714  

                            10                   714  

                            11                   714  

                            12                   714  

                            13                   714  

                            14                   714  

                            15                   714  

                            16                   714  

                            17                   714  

                            18                   714  

                            19                   714  

                            20                   714  

                            21                   714  

                            22                   714  

                            23                   714  

 

                           Max                   714

                           Min                   709

                           Mean                  713

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   714  

                            01                   714  

                            02                   714  

                            03                   714  

                            04                   713  

                            05                   713  

                            06                   713  

                            07                   714  

                            08                   714  

                            09                   714  

                            10                   714  

                            11                   714  

                            12                   714  

                            13                   714  

                            14                   714  

                            15                   714  

                            16                   714  

                            17                   714  

                            18                   714  

                            19                   714  

                            20                   714  

                            21                   714  

                            22                   714  

                            23                   714  

 

                           Max                   714

                           Min                   713

                           Mean                  714

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   714  

                            01                   714  

                            02                   714  

                            03                   714  

                            04                   714  

                            05                   714  

                            06                   714  

                            07                   714  

                            08                   714  

                            09                   714  

                            10                   714  

                            11                   713  

                            12                   712  

                            13                   712  

                            14                   711  

                            15                   711  

                            16                   711  

                            17                   711  

                            18                   710  

                            19                   710  

                            20                   710  

                            21                   709  

                            22                   709  

                            23                   709  

 

                           Max                   714

                           Min                   709

                           Mean                  712

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   708  

                            01                   708  

                            02                   708  

                            03                   707  

                            04                   707  

                            05                   707  

                            06                   707  

                            07                   706  

                            08                   706  

                            09                   706  

                            10                   706  

                            11                   705  

                            12                   704  

                            13                   703  

                            14                   703  

                            15                   703  

                            16                   703  

                            17                   703  

                            18                   703  

                            19                   703  

                            20                   704  

                            21                   704  

                            22                   704  

                            23                   704  

 

                           Max                   708

                           Min                   703

                           Mean                  705

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   704  

                            01                   704  

                            02                   704  

                            03                   704  

                            04                   704  

                            05                   704  

                            06                   705  

                            07                   706  

                            08                   707  

                            09                   708  

                            10                   709  

                            11                   710  

                            12                   710  

                            13                   710  

                            14                   711  

                            15                   712  

                            16                   713  

                            17                   713  

                            18                   713  

                            19                   714  

                            20                   714  

                            21                   714  

                            22                   714  

                            23                   714  

 

                           Max                   714

                           Min                   704

                           Mean                  709

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   715  

                            01                   715  

                            02                   716  

                            03                   716  

                            04                   717  

                            05                   717  

                            06                   717  

                            07                   717  

                            08                   717  

                            09                   717  

                            10                   716  

                            11                   715  

                            12                   714  

                            13                   713  

                            14                   712  

                            15                   711  

                            16                   711  

                            17                   710  

                            18                   709  

                            19                   709  

                            20                   707  

                            21                   706  

                            22                   706  

                            23                   705  

 

                           Max                   717

                           Min                   705

                           Mean                  713

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   705  

                            01                   705  

                            02                   705  

                            03                   705  

                            04                   705  

                            05                   705  

                            06                   705  

                            07                   705  

                            08                   705  

                            09                   705  

                            10                   705  

                            11                   704  

                            12                   704  

                            13                   703  

                            14                   703  

                            15                   703  

                            16                   704  

                            17                   704  

                            18                   704  

                            19                   704  

                            20                   704  

                            21                   704  

                            22                   704  

                            23                   704  

 

                           Max                   705

                           Min                   703

                           Mean                  704

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   705  

                            01                   706  

                            02                   707  

                            03                   707  

                            04                   708  

                            05                   709  

                            06                   711  

                            07                   713  

                            08                   714  

                            09                   715  

                            10                   717  

                            11                   717  

                            12                   718  

                            13                   718  

                            14                   718  

                            15                   718  

                            16                   718  

                            17                   718  

                            18                   718  

                            19                   717  

                            20                   717  

                            21                   717  

                            22                   717  

                            23                   717  

 

                           Max                   718

                           Min                   705

                           Mean                  714

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   717  

                            01                   717  

                            02                   718  

                            03                   718  

                            04                   719  

                            05                   719  

                            06                   720  

                            07                   721  

                            08                   722  

                            09                   723  

                            10                   724  

                            11                   723  

                            12                   723  

                            13                   722  

                            14                   722  

                            15                   722  

                            16                   722  

                            17                   722  

                            18                   722  

                            19                   721  

                            20                   721  

                            21                   721  

                            22                   720  

                            23                   720  

 

                           Max                   724

                           Min                   717

                           Mean                  721

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   720  

                            01                   720  

                            02                   720  

                            03                   719  

                            04                   719  

                            05                   719  

                            06                   719  

                            07                   719  

                            08                   718  

                            09                   719  

                            10                   718  

                            11                   718  

                            12                   717  

                            13                   717  

                            14                   717  

                            15                   716  

                            16                   716  

                            17                   716  

                            18                   716  

                            19                   715  

                            20                   715  

                            21                   715  

                            22                   715  

                            23                   714  

 

                           Max                   720

                           Min                   714

                           Mean                  717

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   714  

                            01                   714  

                            02                   714  

                            03                   714  

                            04                   713  

                            05                   713  

                            06                   713  

                            07                   713  

                            08                   713  

                            09                   713  

                            10                   712  

                            11                   712  

                            12                   711  

                            13                   711  

                            14                   711  

                            15                   711  

                            16                   711  

                            17                   712  

                            18                   712  

                            19                   713  

                            20                   713  

                            21                   713  

                            22                   714  

                            23                   714  

 

                           Max                   714

                           Min                   711

                           Mean                  713

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   715  

                            01                   715  

                            02                   716  

                            03                   716  

                            04                   717  

                            05                   717  

                            06                   718  

                            07                   718  

                            08                   719  

                            09                   720  

                            10                   720  

                            11                   720  

                            12                   720  

                            13                   720  

                            14                   720  

                            15                   719  

                            16                   719  

                            17                   719  

                            18                   719  

                            19                   719  

                            20                   718  

                            21                   717  

                            22                   717  

                            23                   716  

 

                           Max                   720

                           Min                   715

                           Mean                  718

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   715  

                            01                   714  

                            02                   714  

                            03                   713  

                            04                   712  

                            05                   711  

                            06                   710  

                            07                   710  

                            08                   709  

                            09                   709  

                            10                   709  

                            11                   708  

                            12                   706  

                            13                   706  

                            14                   706  

                            15                   707  

                            16                   707  

                            17                   708  

                            18                   709  

                            19                   709  

                            20                   709  

                            21                   710  

                            22                   710  

                            23                   711  

 

                           Max                   715

                           Min                   706

                           Mean                  710

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   711  

                            01                   711  

                            02                   711  

                            03                   711  

                            04                   711  

                            05                   712  

                            06                   712  

                            07                   713  

                            08                   713  

                            09                   713  

                            10                   714  

                            11                   713  

                            12                   712  

                            13                   712  

                            14                   711  

                            15                   711  

                            16                   711  

                            17                   710  

                            18                   710  

                            19                   709  

                            20                   709  

                            21                   708  

                            22                   708  

                            23                   708  

 

                           Max                   714

                           Min                   708

                           Mean                  711

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   708  

                            01                   708  

                            02                   707  

                            03                   707  

                            04                   707  

                            05                   707  

                            06                   706  

                            07                   707  

                            08                   707  

                            09                   707  

                            10                   707  

                            11                   706  

                            12                   706  

                            13                   705  

                            14                   705  

                            15                   705  

                            16                   705  

                            17                   705  

                            18                   705  

                            19                   705  

                            20                   705  

                            21                   705  

                            22                   705  

                            23                   705  

 

                           Max                   708

                           Min                   705

                           Mean                  706

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   704  

                            01                   704  

                            02                   703  

                            03                   703  

                            04                   703  

                            05                   703  

                            06                   703  

                            07                   703  

                            08                   703  

                            09                   704  

                            10                   704  

                            11                   703  

                            12                   703  

                            13                   703  

                            14                   704  

                            15                   704  

                            16                   704  

                            17                   704  

                            18                   704  

                            19                   704  

                            20                   704  

                            21                   705  

                            22                   704  

                            23                   704  

 

                           Max                   705

                           Min                   703

                           Mean                  704

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   704  

                            01                   705  

                            02                   704  

                            03                   704  

                            04                   704  

                            05                   704  

                            06                   705  

                            07                   705  

                            08                   705  

                            09                   705  

                            10                   705  

                            11                   705  

                            12                   705  

                            13                   704  

                            14                   704  

                            15                   704  

                            16                   704  

                            17                   704  

                            18                   704  

                            19                   704  

                            20                   704  

                            21                   703  

                            22                   703  

                            23                   703  

 

                           Max                   705

                           Min                   703

                           Mean                  704

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   703  

                            01                   703  

                            02                   702  

                            03                   702  

                            04                   702  

                            05                   703  

                            06                   703  

                            07                   704  

                            08                   705  

                            09                   706  

                            10                   707  

                            11                   707  

                            12                   708  

                            13                   708  

                            14                   709  

                            15                   710  

                            16                   711  

                            17                   712  

                            18                   713  

                            19                   714  

                            20                   714  

                            21                   714  

                            22                   714  

                            23                   714  

 

                           Max                   714

                           Min                   702

                           Mean                  708

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   713  

                            01                   712  

                            02                   712  

                            03                   711  

                            04                   711  

                            05                   711  

                            06                   710  

                            07                   710  

                            08                   710  

                            09                   709  

                            10                   709  

                            11                   709  

                            12                   709  

                            13                   709  

                            14                   708  

                            15                   709  

                            16                   709  

                            17                   709  

                            18                   710  

                            19                   710  

                            20                   711  

                            21                   711  

                            22                   712  

                            23                   713  

 

                           Max                   713

                           Min                   708

                           Mean                  710

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   714  

                            01                   715  

                            02                   715  

                            03                   716  

                            04                   717  

                            05                   717  

                            06                   717  

                            07                   718  

                            08                   718  

                            09                   718  

                            10                   718  

                            11                   718  

                            12                   718  

                            13                   717  

                            14                   716  

                            15                   716  

                            16                   715  

                            17                   715  

                            18                   714  

                            19                   714  

                            20                   713  

                            21                   713  

                            22                   712  

                            23                   711  

 

                           Max                   718

                           Min                   711

                           Mean                  716

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   710  

                            01                   710  

                            02                   709  

                            03                   708  

                            04                   708  

                            05                   708  

                            06                   707  

                            07                   707  

                            08                   708  

                            09                   708  

                            10                   708  

                            11                   708  

                            12                   708  

                            13                   708  

                            14                   709  

                            15                   709  

                            16                   709  

                            17                   710  

                            18                   710  

                            19                   711  

                            20                   711  

                            21                   711  

                            22                   711  

                            23                   711  

 

                           Max                   711

                           Min                   707

                           Mean                  709

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   711  

                            01                   711  

                            02                   711  

                            03                   711  

                            04                   711  

                            05                   710  

                            06                   710  

                            07                   709  

                            08                   709  

                            09                   709  

                            10                   710  

                            11                   711  

                            12                   712  

                            13                   713  

                            14                   713  

                            15                   714  

                            16                   714  

                            17                   714  

                            18                   714  

                            19                   714  

                            20                   713  

                            21                   713  

                            22                   712  

                            23                   711  

 

                           Max                   714

                           Min                   709

                           Mean                  712

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   711  

                            01                   710  

                            02                   709  

                            03                   709  

                            04                   708  

                            05                   708  

                            06                   708  

                            07                   707  

                            08                   707  

                            09                   706  

                            10                   706  

                            11                   706  

                            12                   705  

                            13                   705  

                            14                   705  

                            15                   706  

                            16                   706  

                            17                   707  

                            18                   708  

                            19                   708  

                            20                   708  

                            21                   708  

                            22                   708  

                            23                   708  

 

                           Max                   711

                           Min                   705

                           Mean                  707

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   708  

                            01                   708  

                            02                   707  

                            03                   707  

                            04                   706  

                            05                   706  

                            06                   705  

                            07                   704  

                            08                   704  

                            09                   703  

                            10                   702  

                            11                   702  

                            12                   701  

                            13                   701  

                            14                   701  

                            15                   701  

                            16                   701  

                            17                   701  

                            18                   701  

                            19                   702  

                            20                   702  

                            21                   702  

                            22                   703  

                            23                   704  

 

                           Max                   708

                           Min                   701

                           Mean                  703

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   704  

                            01                   705  

                            02                   706  

                            03                   706  

                            04                   707  

                            05                   708  

                            06                   708  

                            07                   708  

                            08                   708  

                            09                   708  

                            10                   709  

                            11                   709  

                            12                   708  

                            13                   708  

                            14                   707  

                            15                   707  

                            16                   706  

                            17                   706  

                            18                   705  

                            19                   705  

                            20                   705  

                            21                   704  

                            22                   703  

                            23                   703  

 

                           Max                   709

                           Min                   703

                           Mean                  706

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   703  

                            01                   702  

                            02                   702  

                            03                   701  

                            04                   701  

                            05                   702  

                            06                   702  

                            07                   703  

                            08                   703  

                            09                   704  

                            10                   704  

                            11                   705  

                            12                   705  

                            13                   705  

                            14                   706  

                            15                   707  

                            16                   707  

                            17                   708  

                            18                   708  

                            19                   709  

                            20                   709  

                            21                   710  

                            22                   710  

                            23                   710  

 

                           Max                   710

                           Min                   701

                           Mean                  705

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   711  

                            01                   711  

                            02                   711  

                            03                   711  

                            04                   711  

                            05                   711  

                            06                   711  

                            07                   711  

                            08                   712  

                            09                   712  

                            10                   712  

                            11                   712  

                            12                   712  

                            13                   711  

                            14                   711  

                            15                   711  

                            16                   711  

                            17                   711  

                            18                   711  

                            19                   711  

                            20                   711  

                            21                   711  

                            22                   710  

                            23                   710  

 

                           Max                   712

                           Min                   710

                           Mean                  711

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   710  

                            01                   709  

                            02                   709  

                            03                   709  

                            04                   709  

                            05                   709  

                            06                   708  

                            07                   708  

                            08                   709  

                            09                   709  

                            10                   708  

                            11                   708  

                            12                   708  

                            13                   708  

                            14                   707  

                            15                   707  

                            16                   707  

                            17                   707  

                            18                   708  

                            19                   708  

                            20                   708  

                            21                   708  

                            22                   708  

                            23                   708  

 

                           Max                   710

                           Min                   707

                           Mean                  708

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   708  

                            01                   708  

                            02                   708  

                            03                   708  

                            04                   708  

                            05                   708  

                            06                   708  

                            07                   708  

                            08                   708  

                            09                   707  

                            10                   707  

                            11                   707  

                            12                   706  

                            13                   706  

                            14                   705  

                            15                   705  

                            16                   705  

                            17                   705  

                            18                   705  

                            19                   705  

                            20                   705  

                            21                   705  

                            22                   705  

                            23                   706  

 

                           Max                   708

                           Min                   705

                           Mean                  707

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   706  

                            01                   705  

                            02                   705  

                            03                   705  

                            04                   705  

                            05                   705  

                            06                   705  

                            07                   706  

                            08                   707  

                            09                   707  

                            10                   707  

                            11                   708  

                            12                   707  

                            13                   708  

                            14                   708  

                            15                   708  

                            16                   709  

                            17                   709  

                            18                   709  

                            19                   710  

                            20                   711  

                            21                   711  

                            22                   711  

                            23                   711  

 

                           Max                   711

                           Min                   705

                           Mean                  708

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   711  

                            01                   711  

                            02                   711  

                            03                   711  

                            04                   711  

                            05                   711  

                            06                   711  

                            07                   711  

                            08                   711  

                            09                   711  

                            10                   710  

                            11                   710  

                            12                   709  

                            13                   708  

                            14                   708  

                            15                   707  

                            16                   707  

                            17                   707  

                            18                   706  

                            19                   706  

                            20                   706  

                            21                   706  

                            22                   706  

                            23                   706  

 

                           Max                   711

                           Min                   706

                           Mean                  709

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   706  

                            01                   706  

                            02                   706  

                            03                   706  

                            04                   707  

                            05                   707  

                            06                   707  

                            07                   707  

                            08                   708  

                            09                   708  

                            10                   708  

                            11                   708  

                            12                   708  

                            13                   707  

                            14                   707  

                            15                   706  

                            16                   706  

                            17                   706  

                            18                   706  

                            19                   706  

                            20                   705  

                            21                   705  

                            22                   705  

                            23                   704  

 

                           Max                   708

                           Min                   704

                           Mean                  706

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   704  

                            01                   703  

                            02                   702  

                            03                   701  

                            04                   701  

                            05                   700  

                            06                   700  

                            07                   700  

                            08                   701  

                            09                   701  

                            10                   701  

                            11                   701  

                            12                   702  

                            13                   702  

                            14                   703  

                            15                   703  

                            16                   704  

                            17                   705  

                            18                   705  

                            19                   705  

                            20                   705  

                            21                   705  

                            22                   706  

                            23                   706  

 

                           Max                   706

                           Min                   700

                           Mean                  703

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   706  

                            01                   706  

                            02                   706  

                            03                   707  

                            04                   709  

                            05                   711  

                            06                   713  

                            07                   714  

                            08                   715  

                            09                   715  

                            10                   716  

                            11                   716  

                            12                   716  

                            13                   716  

                            14                   717  

                            15                   716  

                            16                   716  

                            17                   716  

                            18                   717  

                            19                   717  

                            20                   717  

                            21                   717  

                            22                   717  

                            23                   717  

 

                           Max                   717

                           Min                   706

                           Mean                  714

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   717  

                            01                   717  

                            02                   717  

                            03                   717  

                            04                   718  

                            05                   718  

                            06                   718  

                            07                   719  

                            08                   719  

                            09                   719  

                            10                   719  

                            11                   718  

                            12                   717  

                            13                   717  

                            14                   716  

                            15                   716  

                            16                   715  

                            17                   714  

                            18                   713  

                            19                   712  

                            20                   712  

                            21                   711  

                            22                   710  

                            23                   709  

 

                           Max                   719

                           Min                   709

                           Mean                  716

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   708  

                            01                   708  

                            02                   708  

                            03                   708  

                            04                   708  

                            05                   708  

                            06                   708  

                            07                   708  

                            08                   708  

                            09                   708  

                            10                   708  

                            11                   708  

                            12                   708  

                            13                   707  

                            14                   707  

                            15                   706  

                            16                   706  

                            17                   706  

                            18                   705  

                            19                   705  

                            20                   704  

                            21                   703  

                            22                   703  

                            23                   702  

 

                           Max                   708

                           Min                   702

                           Mean                  707

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   701  

                            01                   701  

                            02                   700  

                            03                   700  

                            04                   699  

                            05                   699  

                            06                   698  

                            07                   698  

                            08                   698  

                            09                   698  

                            10                   698  

                            11                   698  

                            12                   698  

                            13                   698  

                            14                   698  

                            15                   698  

                            16                   699  

                            17                   700  

                            18                   700  

                            19                   701  

                            20                   703  

                            21                   704  

                            22                   705  

                            23                   706  

 

                           Max                   706

                           Min                   698

                           Mean                  700

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   706  

                            01                   707  

                            02                   708  

                            03                   709  

                            04                   709  

                            05                   710  

                            06                   710  

                            07                   711  

                            08                   712  

                            09                   712  

                            10                   712  

                            11                   713  

                            12                   713  

                            13                   713  

                            14                   714  

                            15                   714  

                            16                   715  

                            17                   715  

                            18                   716  

                            19                   716  

                            20                   716  

                            21                   716  

                            22                   717  

                            23                   717  

 

                           Max                   717

                           Min                   706

                           Mean                  713

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   717  

                            01                   717  

                            02                   717  

                            03                   717  

                            04                   717  

                            05                   718  

                            06                   717  

                            07                   718  

                            08                   718  

                            09                   717  

                            10                   717  

                            11                   717  

                            12                   716  

                            13                   716  

                            14                   715  

                            15                   715  

                            16                   714  

                            17                   714  

                            18                   714  

                            19                   714  

                            20                   714  

                            21                   714  

                            22                   714  

                            23                   713  

 

                           Max                   718

                           Min                   713

                           Mean                  716

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   713  

                            01                   713  

                            02                   712  

                            03                   712  

                            04                   711  

                            05                   711  

                            06                   711  

                            07                   711  

                            08                   711  

                            09                   711  

                            10                   711  

                            11                   711  

                            12                   710  

                            13                   710  

                            14                   709  

                            15                   709  

                            16                   709  

                            17                   709  

                            18                   709  

                            19                   710  

                            20                   710  

                            21                   710  

                            22                   711  

                            23                   711  

 

                           Max                   713

                           Min                   709

                           Mean                  711

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   711  

                            01                   711  

                            02                   711  

                            03                   711  

                            04                   711  

                            05                   711  

                            06                   711  

                            07                   711  

                            08                   711  

                            09                   711  

                            10                   711  

                            11                   711  

                            12                   711  

                            13                   711  

                            14                   711  

                            15                   710  

                            16                   710  

                            17                   710  

                            18                   710  

                            19                   710  

                            20                   710  

                            21                   710  

                            22                   710  

                            23                   710  

 

                           Max                   711

                           Min                   710

                           Mean                  711

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   709  

                            01                   709  

                            02                   709  

                            03                   708  

                            04                   708  

                            05                   708  

                            06                   708  

                            07                   708  

                            08                   708  

                            09                   708  

                            10                   708  

                            11                   707  

                            12                   706  

                            13                   706  

                            14                   705  

                            15                   705  

                            16                   705  

                            17                   705  

                            18                   705  

                            19                   704  

                            20                   704  

                            21                   704  

                            22                   703  

                            23                   703  

 

                           Max                   709

                           Min                   703

                           Mean                  706

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   702  

                            01                   702  

                            02                   701  

                            03                   701  

                            04                   701  

                            05                   701  

                            06                   701  

                            07                   701  

                            08                   701  

                            09                   701  

                            10                   701  

                            11                   701  

                            12                   700  

                            13                   700  

                            14                   701  

                            15                   701  

                            16                   701  

                            17                   702  

                            18                   703  

                            19                   704  

                            20                   704  

                            21                   705  

                            22                   705  

                            23                   705  

 

                           Max                   705

                           Min                   700

                           Mean                  702

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   706  

                            01                   706  

                            02                   707  

                            03                   707  

                            04                   708  

                            05                   708  

                            06                   709  

                            07                   710  

                            08                   710  

                            09                   711  

                            10                   711  

                            11                   711  

                            12                   711  

                            13                   711  

                            14                   711  

                            15                   711  

                            16                   711  

                            17                   711  

                            18                   711  

                            19                   711  

                            20                   711  

                            21                   711  

                            22                   710  

                            23                   710  

 

                           Max                   711

                           Min                   706

                           Mean                  710

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   710  

                            01                   709  

                            02                   709  

                            03                   708  

                            04                   708  

                            05                   708  

                            06                   708  

                            07                   708  

                            08                   708  

                            09                   707  

                            10                   707  

                            11                   706  

                            12                   706  

                            13                   705  

                            14                   705  

                            15                   705  

                            16                   705  

                            17                   705  

                            18                   705  

                            19                   705  

                            20                   705  

                            21                   705  

                            22                   705  

                            23                   705  

 

                           Max                   710

                           Min                   705

                           Mean                  707

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   705  

                            01                   705  

                            02                   705  

                            03                   705  

                            04                   706  

                            05                   706  

                            06                   707  

                            07                   708  

                            08                   708  

                            09                   708  

                            10                   708  

                            11                   708  

                            12                   709  

                            13                   710  

                            14                   710  

                            15                   711  

                            16                   711  

                            17                   711  

                            18                   712  

                            19                   712  

                            20                   712  

                            21                   713  

                            22                   713  

                            23                   713  

 

                           Max                   713

                           Min                   705

                           Mean                  709

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   713  

                            01                   714  

                            02                   714  

                            03                   714  

                            04                   714  

                            05                   715  

                            06                   715  

                            07                   716  

                            08                   716  

                            09                   716  

                            10                   717  

                            11                   717  

                            12                   717  

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                   717

                           Min                   713

                           Mean                  715

                           Hours                  13

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                  715

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   7.7  

                            01                   7.7  

                            02                   7.8  

                            03                   8.9  

                            04                   7.4  

                            05                   4.8  

                            06                   2.7  

                            07                  -1.4  

                            08                  -2.5  

                            09                  -2.4  

                            10                   2.4  

                            11                   4.9  

                            12                   4.4  

                            13                   3.7  

                            14                   1.8  

                            15                    .5  

                            16                   3.3  

                            17                   5.5  

                            18                   -.3  

                            19                  -1.4  

                            20                   2.2  

                            21                   2.5  

                            22                   2.4  

                            23                   2.8  

 

                           Max                   8.9

                           Min                  -2.5

                           Mean                  3.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   1.1  

                            01                   2.1  

                            02                   2.5  

                            03                    .0  

                            04                   1.0  

                            05                   1.4  

                            06                   4.6  

                            07                   6.4  

                            08                   3.0  

                            09                    .0  

                            10                  -3.4  

                            11                  -5.4  

                            12                       k

                            13                       k

                            14                   4.0  

                            15                  -6.3  

                            16                  -7.6  

                            17                  -3.8  

                            18                   -.2  

                            19                  -2.0  

                            20                  -2.7  

                            21                   1.3  

                            22                   3.2  

                            23                    .7  

 

                           Max                   6.4

                           Min                  -7.6

                           Mean                   .0

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   1.0  

                            01                   1.4  

                            02                    .2  

                            03                   2.3  

                            04                   3.2  

                            05                   1.1  

                            06                   1.5  

                            07                   3.6  

                            08                   2.0  

                            09                   2.6  

                            10                   5.5  

                            11                   7.1  

                            12                   8.6  

                            13                   5.6  

                            14                   1.7  

                            15                    .9  

                            16                    .1  

                            17                    .6  

                            18                   -.8  

                            19                   -.3  

                            20                  -1.7  

                            21                  -4.5  

                            22                  -2.8  

                            23                  -3.3  

 

                           Max                   8.6

                           Min                  -4.5

                           Mean                  1.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                  -7.1  

                            01                  -8.7  

                            02                  -6.4  

                            03                  -7.7  

                            04                  -8.6  

                            05                  -7.6  

                            06                  -7.8  

                            07                  -4.3  

                            08                  -1.6  

                            09                  -5.1  

                            10                  -1.0  

                            11                   6.8  

                            12                   7.5  

                            13                   4.1  

                            14                   -.8  

                            15                  -1.3  

                            16                  -2.2  

                            17                  -2.4  

                            18                  -3.4  

                            19                  -5.3  

                            20                  -4.3  

                            21                  -4.4  

                            22                  -3.1  

                            23                  -2.7  

 

                           Max                   7.5

                           Min                  -8.7

                           Mean                 -3.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   -.5  

                            01                   1.7  

                            02                   5.6  

                            03                  10.5  

                            04                   6.4  

                            05                   2.2  

                            06                    .8  

                            07                   -.5  

                            08                  -4.1  

                            09                  -4.2  

                            10                   6.7  

                            11                  10.0  

                            12                   2.8  

                            13                   3.0  

                            14                   4.5  

                            15                   4.6  

                            16                    .4  

                            17                  -2.2  

                            18                   1.4  

                            19                   -.4  

                            20                  -1.8  

                            21                    .0  

                            22                  -1.9  

                            23                  -4.8  

 

                           Max                  10.5

                           Min                  -4.8

                           Mean                  1.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                  -3.6  

                            01                  -1.4  

                            02                  -2.0  

                            03                  -1.3  

                            04                   1.8  

                            05                  -1.2  

                            06                  -5.7  

                            07                  -5.1  

                            08                  -1.8  

                            09                   3.1  

                            10                   9.3  

                            11                   4.6  

                            12                  -1.0  

                            13                    .7  

                            14                   -.4  

                            15                  -2.8  

                            16                  -2.3  

                            17                    .2  

                            18                  -1.7  

                            19                  -2.5  

                            20                  -3.0  

                            21                  -3.2  

                            22                  -2.6  

                            23                  -1.0  

 

                           Max                   9.3

                           Min                  -5.7

                           Mean                 -1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   1.1  

                            01                    .2  

                            02                    .7  

                            03                   -.7  

                            04                  -2.3  

                            05                  -1.8  

                            06                  -3.7  

                            07                  -3.0  

                            08                    .7  

                            09                    .7  

                            10                    .1  

                            11                    .6  

                            12                   -.2  

                            13                  -1.5  

                            14                   -.4  

                            15                   1.4  

                            16                   -.7  

                            17                  -2.7  

                            18                  -2.2  

                            19                  -3.9  

                            20                  -5.5  

                            21                  -2.1  

                            22                    .6  

                            23                   1.0  

 

                           Max                   1.4

                           Min                  -5.5

                           Mean                 -1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   1.9  

                            01                   1.9  

                            02                  -1.5  

                            03                  -1.5  

                            04                   -.8  

                            05                  -2.8  

                            06                  -1.2  

                            07                   -.2  

                            08                   1.6  

                            09                   1.6  

                            10                  -1.3  

                            11                  -5.6  

                            12                  -6.3  

                            13                  -1.6  

                            14                   1.0  

                            15                   -.6  

                            16                  -2.8  

                            17                   -.4  

                            18                    .0  

                            19                  -2.4  

                            20                    .1  

                            21                    .8  

                            22                  -1.3  

                            23                  -1.9  

 

                           Max                   1.9

                           Min                  -6.3

                           Mean                 -1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                  -2.7  

                            01                  -3.3  

                            02                  -3.5  

                            03                   -.8  

                            04                  -2.1  

                            05                  -7.1  

                            06                  -5.9  

                            07                  -2.8  

                            08                  -1.3  

                            09                   1.1  

                            10                   3.6  

                            11                   4.1  

                            12                   2.9  

                            13                   -.2  

                            14                   -.5  

                            15                  -1.0  

                            16                  -1.4  

                            17                  -1.0  

                            18                   -.8  

                            19                    .7  

                            20                   -.9  

                            21                  -3.4  

                            22                  -2.0  

                            23                  -1.9  

 

                           Max                   4.1

                           Min                  -7.1

                           Mean                 -1.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                  -1.5  

                            01                   -.6  

                            02                  -1.7  

                            03                   -.7  

                            04                  -1.8  

                            05                  -4.0  

                            06                   -.3  

                            07                   1.7  

                            08                   1.7  

                            09                   1.7  

                            10                  -3.0  

                            11                  -3.0  

                            12                   -.2  

                            13                  -2.1  

                            14                   -.4  

                            15                   3.2  

                            16                   3.4  

                            17                   4.0  

                            18                   3.3  

                            19                   6.0  

                            20                   7.7  

                            21                   9.0  

                            22                  10.5  

                            23                  11.3  

 

                           Max                  11.3

                           Min                  -4.0

                           Mean                  1.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                  12.5  

                            01                  10.6  

                            02                   5.6  

                            03                   2.8  

                            04                   3.1  

                            05                   3.0  

                            06                   2.9  

                            07                   4.1  

                            08                   3.7  

                            09                    .3  

                            10                  -2.3  

                            11                  -1.2  

                            12                   1.6  

                            13                   4.4  

                            14                   4.1  

                            15                   -.5  

                            16                  -3.1  

                            17                  -2.2  

                            18                  -3.5  

                            19                  -6.2  

                            20                  -7.4  

                            21                  -5.5  

                            22                  -5.3  

                            23                  -6.7  

 

                           Max                  12.5

                           Min                  -7.4

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                  -3.1  

                            01                   -.9  

                            02                  -1.4  

                            03                   -.1  

                            04                   2.7  

                            05                   6.0  

                            06                   6.1  

                            07                   3.9  

                            08                   3.6  

                            09                   3.3  

                            10                   3.4  

                            11                   4.2  

                            12                   2.0  

                            13                   2.4  

                            14                   3.6  

                            15                   2.2  

                            16                   1.8  

                            17                    .0  

                            18                   1.1  

                            19                   2.6  

                            20                   2.0  

                            21                   1.2  

                            22                   1.4  

                            23                   2.0  

 

                           Max                   6.1

                           Min                  -3.1

                           Mean                  2.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    .9  

                            01                  -1.5  

                            02                  -1.1  

                            03                   1.6  

                            04                    .0  

                            05                    .2  

                            06                   2.7  

                            07                   1.4  

                            08                   2.6  

                            09                   7.7  

                            10                   9.0  

                            11                   7.9  

                            12                   8.9  

                            13                   8.6  

                            14                   7.5  

                            15                   5.1  

                            16                   4.6  

                            17                   5.8  

                            18                   5.9  

                            19                   5.4  

                            20                   7.0  

                            21                  10.0  

                            22                   9.9  

                            23                   9.4  

 

                           Max                  10.0

                           Min                  -1.5

                           Mean                  5.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   9.7  

                            01                   9.2  

                            02                  10.7  

                            03                  11.0  

                            04                   7.8  

                            05                   7.5  

                            06                   7.5  

                            07                   6.7  

                            08                   6.3  

                            09                   5.7  

                            10                   5.1  

                            11                   7.0  

                            12                   9.3  

                            13                  10.1  

                            14                   7.6  

                            15                   2.3  

                            16                   1.0  

                            17                   2.0  

                            18                    .8  

                            19                    .8  

                            20                    .0  

                            21                  -1.5  

                            22                  -1.1  

                            23                  -1.9  

 

                           Max                  11.0

                           Min                  -1.9

                           Mean                  5.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                  -1.9  

                            01                  -4.1  

                            02                  -3.4  

                            03                    .6  

                            04                   -.1  

                            05                  -2.0  

                            06                  -3.3  

                            07                  -1.8  

                            08                   1.3  

                            09                   2.1  

                            10                   2.9  

                            11                   2.6  

                            12                    .8  

                            13                    .6  

                            14                   1.8  

                            15                    .8  

                            16                   -.7  

                            17                    .3  

                            18                    .8  

                            19                   1.3  

                            20                   -.3  

                            21                  -1.4  

                            22                   -.3  

                            23                   -.7  

 

                           Max                   2.9

                           Min                  -4.1

                           Mean                  -.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                  -1.5  

                            01                   -.4  

                            02                   -.2  

                            03                   -.2  

                            04                    .8  

                            05                    .1  

                            06                   -.7  

                            07                    .0  

                            08                    .9  

                            09                  -1.7  

                            10                   -.7  

                            11                       k

                            12                       k

                            13                   5.5  

                            14                   2.3  

                            15                  -3.2  

                            16                  -2.1  

                            17                  -5.1  

                            18                  -4.9  

                            19                   3.9  

                            20                   6.5  

                            21                   4.0  

                            22                   3.2  

                            23                   4.5  

 

                           Max                   6.5

                           Min                  -5.1

                           Mean                   .5

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   2.5  

                            01                    .1  

                            02                    .2  

                            03                   2.4  

                            04                   2.6  

                            05                   1.8  

                            06                   3.2  

                            07                   4.4  

                            08                   3.6  

                            09                   3.9  

                            10                   5.1  

                            11                   4.7  

                            12                   4.3  

                            13                   7.0  

                            14                  14.9  

                            15                   2.1  

                            16                   4.7  

                            17                   3.6  

                            18                   4.0  

                            19                   5.6  

                            20                   1.4  

                            21                  -1.5  

                            22                   -.6  

                            23                   1.8  

 

                           Max                  14.9

                           Min                  -1.5

                           Mean                  3.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   2.9  

                            01                   2.4  

                            02                   1.6  

                            03                   1.7  

                            04                   3.2  

                            05                    .6  

                            06                  -1.5  

                            07                   -.5  

                            08                   -.5  

                            09                    .0  

                            10                    .0  

                            11                    .1  

                            12                  -1.2  

                            13                   -.8  

                            14                    .0  

                            15                   1.2  

                            16                   3.2  

                            17                    .6  

                            18                    .0  

                            19                    .9  

                            20                   -.8  

                            21                  -1.2  

                            22                   -.4  

                            23                   1.6  

 

                           Max                   3.2

                           Min                  -1.5

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   2.4  

                            01                    .8  

                            02                   -.7  

                            03                  -1.0  

                            04                  -1.4  

                            05                  -2.3  

                            06                  -6.8  

                            07                 -12.1  

                            08                 -11.7  

                            09                  -3.9  

                            10                   2.8  

                            11                   3.4  

                            12                   2.6  

                            13                   4.7  

                            14                   5.9  

                            15                   4.2  

                            16                   3.6  

                            17                   3.0  

                            18                   2.8  

                            19                   2.5  

                            20                   3.4  

                            21                   5.2  

                            22                   6.6  

                            23                   5.2  

 

                           Max                   6.6

                           Min                 -12.1

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   4.0  

                            01                   4.6  

                            02                   7.3  

                            03                   7.1  

                            04                   4.7  

                            05                   6.0  

                            06                   5.1  

                            07                   2.8  

                            08                   4.2  

                            09                   4.5  

                            10                   2.7  

                            11                   1.7  

                            12                   3.5  

                            13                   6.1  

                            14                   5.5  

                            15                   5.3  

                            16                   4.7  

                            17                   3.0  

                            18                   1.8  

                            19                   1.1  

                            20                   -.3  

                            21                   1.6  

                            22                   3.7  

                            23                   2.6  

 

                           Max                   7.3

                           Min                   -.3

                           Mean                  3.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   1.7  

                            01                   3.9  

                            02                   4.7  

                            03                   1.4  

                            04                    .6  

                            05                   1.0  

                            06                    .5  

                            07                   4.1  

                            08                   5.6  

                            09                   1.4  

                            10                   2.4  

                            11                   4.6  

                            12                   3.5  

                            13                    .4  

                            14                    .3  

                            15                    .3  

                            16                   -.7  

                            17                   -.2  

                            18                   1.7  

                            19                   3.1  

                            20                    .4  

                            21                    .2  

                            22                   2.2  

                            23                   3.3  

 

                           Max                   5.6

                           Min                   -.7

                           Mean                  1.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   3.7  

                            01                   2.3  

                            02                   1.3  

                            03                   2.0  

                            04                   1.9  

                            05                    .3  

                            06                  -2.5  

                            07                  -3.7  

                            08                   -.4  

                            09                   2.1  

                            10                   1.4  

                            11                   1.8  

                            12                   5.1  

                            13                   8.3  

                            14                   6.0  

                            15                   1.5  

                            16                   -.1  

                            17                   -.3  

                            18                  -2.5  

                            19                  -1.3  

                            20                  -1.3  

                            21                  -4.6  

                            22                  -7.1  

                            23                  -6.2  

 

                           Max                   8.3

                           Min                  -7.1

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                  -4.0  

                            01                  -2.3  

                            02                    .3  

                            03                   4.1  

                            04                   5.0  

                            05                    .7  

                            06                    .0  

                            07                   4.4  

                            08                  19.7  

                            09                  15.0  

                            10                   3.1  

                            11                   2.4  

                            12                   2.7  

                            13                   5.1  

                            14                   4.4  

                            15                   3.9  

                            16                   2.6  

                            17                   2.5  

                            18                   4.5  

                            19                   3.7  

                            20                   4.2  

                            21                  16.9  

                            22                   5.9  

                            23                   4.7  

 

                           Max                  19.7

                           Min                  -4.0

                           Mean                  4.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   4.0  

                            01                   6.1  

                            02                   4.4  

                            03                   3.7  

                            04                   8.4  

                            05                   8.3  

                            06                   4.7  

                            07                   4.1  

                            08                   6.5  

                            09                   6.1  

                            10                   3.4  

                            11                   3.1  

                            12                   3.7  

                            13                   3.3  

                            14                   2.9  

                            15                   2.2  

                            16                   3.9  

                            17                   4.7  

                            18                   2.2  

                            19                   4.5  

                            20                   5.2  

                            21                   4.6  

                            22                   5.8  

                            23                   5.3  

 

                           Max                   8.4

                           Min                   2.2

                           Mean                  4.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   5.8  

                            01                   4.8  

                            02                   4.9  

                            03                   4.8  

                            04                   3.9  

                            05                   3.0  

                            06                   3.2  

                            07                   5.5  

                            08                   4.0  

                            09                   4.0  

                            10                   3.9  

                            11                   4.1  

                            12                  15.3  

                            13                  15.4  

                            14                  10.4  

                            15                   9.7  

                            16                   8.1  

                            17                   5.8  

                            18                   5.6  

                            19                   8.0  

                            20                   8.9  

                            21                   9.3  

                            22                   9.4  

                            23                  10.1  

 

                           Max                  15.4

                           Min                   3.0

                           Mean                  7.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                  10.6  

                            01                   8.6  

                            02                   6.9  

                            03                   6.1  

                            04                   6.9  

                            05                   7.5  

                            06                   7.2  

                            07                   7.6  

                            08                   4.4  

                            09                   4.2  

                            10                   8.2  

                            11                   7.5  

                            12                   5.0  

                            13                   3.2  

                            14                   4.7  

                            15                   4.1  

                            16                   -.2  

                            17                  -1.4  

                            18                  -1.2  

                            19                    .0  

                            20                    .4  

                            21                    .2  

                            22                    .3  

                            23                    .1  

 

                           Max                  10.6

                           Min                  -1.4

                           Mean                  4.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   2.9  

                            01                   4.3  

                            02                   5.0  

                            03                   7.2  

                            04                  10.6  

                            05                  10.2  

                            06                   6.0  

                            07                   9.9  

                            08                  11.6  

                            09                   9.0  

                            10                   9.1  

                            11                   9.1  

                            12                   8.9  

                            13                  22.2  

                            14                  17.7  

                            15                  10.5  

                            16                  11.4  

                            17                  15.6  

                            18                  10.1  

                            19                  11.4  

                            20                   8.3  

                            21                   1.7  

                            22                   3.7  

                            23                   7.5  

 

                           Max                  22.2

                           Min                   1.7

                           Mean                  9.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   6.4  

                            01                   3.8  

                            02                   3.5  

                            03                   2.0  

                            04                  -1.0  

                            05                  -1.6  

                            06                  -1.7  

                            07                  -2.1  

                            08                  -1.7  

                            09                    .9  

                            10                    .0  

                            11                  -2.1  

                            12                   -.2  

                            13                   1.0  

                            14                   -.8  

                            15                    .0  

                            16                   -.5  

                            17                    .2  

                            18                   1.6  

                            19                  -1.9  

                            20                  -2.6  

                            21                  -2.7  

                            22                  -1.9  

                            23                    .0  

 

                           Max                   6.4

                           Min                  -2.7

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                  -2.5  

                            01                  -3.2  

                            02                  -2.1  

                            03                  -1.6  

                            04                   -.6  

                            05                  -2.0  

                            06                  -3.2  

                            07                  -2.3  

                            08                    .6  

                            09                    .7  

                            10                   1.6  

                            11                   8.3  

                            12                   9.1  

                            13                   6.0  

                            14                   4.8  

                            15                    .0  

                            16                   -.9  

                            17                   -.9  

                            18                  -6.8  

                            19                  -5.7  

                            20                   -.4  

                            21                   3.8  

                            22                   7.9  

                            23                   4.7  

 

                           Max                   9.1

                           Min                  -6.8

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   1.2  

                            01                   3.6  

                            02                   4.0  

                            03                   3.7  

                            04                   3.4  

                            05                   2.0  

                            06                   2.2  

                            07                   2.9  

                            08                   3.4  

                            09                   3.3  

                            10                   5.5  

                            11                       k

                            12                       k

                            13                  13.4  

                            14                   4.7  

                            15                  -8.1  

                            16                  -7.2  

                            17                  -2.6  

                            18                  -1.6  

                            19                    .8  

                            20                    .8  

                            21                   1.2  

                            22                   3.9  

                            23                   5.7  

 

                           Max                  13.4

                           Min                  -8.1

                           Mean                  2.1

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   5.6  

                            01                   4.6  

                            02                   4.1  

                            03                   4.8  

                            04                   5.6  

                            05                   5.3  

                            06                   3.8  

                            07                   3.5  

                            08                   4.3  

                            09                   3.6  

                            10                   2.1  

                            11                   3.2  

                            12                   3.1  

                            13                   4.5  

                            14                   5.6  

                            15                   4.1  

                            16                   1.4  

                            17                  -2.5  

                            18                    .2  

                            19                   2.6  

                            20                   1.7  

                            21                   1.0  

                            22                    .0  

                            23                   1.7  

 

                           Max                   5.6

                           Min                  -2.5

                           Mean                  3.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   4.2  

                            01                   5.8  

                            02                   3.7  

                            03                   3.0  

                            04                   4.1  

                            05                   1.3  

                            06                    .8  

                            07                   2.1  

                            08                   1.4  

                            09                    .8  

                            10                   2.1  

                            11                   4.6  

                            12                   4.8  

                            13                   3.5  

                            14                   4.0  

                            15                   4.8  

                            16                   5.5  

                            17                   4.1  

                            18                   5.7  

                            19                   4.7  

                            20                   1.5  

                            21                   3.9  

                            22                   1.2  

                            23                    .1  

 

                           Max                   5.8

                           Min                    .1

                           Mean                  3.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   3.9  

                            01                   6.9  

                            02                   8.8  

                            03                   7.9  

                            04                  10.2  

                            05                   9.7  

                            06                   8.4  

                            07                   7.2  

                            08                   3.1  

                            09                    .8  

                            10                    .2  

                            11                   2.9  

                            12                   2.2  

                            13                  -2.4  

                            14                  -4.1  

                            15                  -2.7  

                            16                  -1.8  

                            17                  -3.6  

                            18                  -7.1  

                            19                  -7.0  

                            20                  -1.9  

                            21                   3.6  

                            22                    .3  

                            23                    .4  

 

                           Max                  10.2

                           Min                  -7.1

                           Mean                  1.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   3.9  

                            01                   2.5  

                            02                    .8  

                            03                  -1.2  

                            04                   1.9  

                            05                   2.9  

                            06                    .1  

                            07                    .7  

                            08                    .9  

                            09                    .0  

                            10                   1.0  

                            11                   3.3  

                            12                   6.9  

                            13                   6.8  

                            14                   4.5  

                            15                   4.4  

                            16                   2.9  

                            17                   3.1  

                            18                   6.2  

                            19                   5.8  

                            20                   3.6  

                            21                   2.4  

                            22                   1.9  

                            23                   3.4  

 

                           Max                   6.9

                           Min                  -1.2

                           Mean                  2.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   4.8  

                            01                   6.3  

                            02                   5.3  

                            03                   4.2  

                            04                   7.2  

                            05                   6.3  

                            06                   6.2  

                            07                   7.9  

                            08                   5.9  

                            09                   4.5  

                            10                   2.4  

                            11                    .2  

                            12                   -.5  

                            13                   -.2  

                            14                   -.3  

                            15                  -1.0  

                            16                  -1.0  

                            17                    .3  

                            18                   -.1  

                            19                  -2.0  

                            20                   -.7  

                            21                    .6  

                            22                    .2  

                            23                   1.7  

 

                           Max                   7.9

                           Min                  -2.0

                           Mean                  2.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   1.4  

                            01                  -1.9  

                            02                  -2.1  

                            03                    .6  

                            04                   -.3  

                            05                    .2  

                            06                    .1  

                            07                   -.5  

                            08                    .8  

                            09                   -.8  

                            10                   -.9  

                            11                    .6  

                            12                    .4  

                            13                    .8  

                            14                   1.3  

                            15                  -1.0  

                            16                   -.7  

                            17                    .8  

                            18                   1.9  

                            19                    .8  

                            20                  -1.6  

                            21                   1.9  

                            22                   1.8  

                            23                   -.7  

 

                           Max                   1.9

                           Min                  -2.1

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   -.3  

                            01                    .8  

                            02                   1.4  

                            03                   -.4  

                            04                   -.4  

                            05                    .4  

                            06                    .3  

                            07                   -.2  

                            08                  -2.2  

                            09                  -2.3  

                            10                  -1.4  

                            11                  -2.8  

                            12                  -2.0  

                            13                   -.8  

                            14                   -.4  

                            15                   1.0  

                            16                   -.4  

                            17                   -.6  

                            18                   2.5  

                            19                   3.5  

                            20                   2.7  

                            21                   3.9  

                            22                   3.9  

                            23                  15.0  

 

                           Max                  15.0

                           Min                  -2.8

                           Mean                   .9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                  15.0  

                            01                  14.6  

                            02                  13.7  

                            03                  11.8  

                            04                  11.8  

                            05                  11.0  

                            06                   6.8  

                            07                   5.7  

                            08                   6.2  

                            09                   5.9  

                            10                   7.3  

                            11                   6.5  

                            12                   6.3  

                            13                   6.6  

                            14                   3.9  

                            15                   3.3  

                            16                   5.7  

                            17                   4.9  

                            18                   4.0  

                            19                   7.3  

                            20                   6.9  

                            21                   5.0  

                            22                   6.7  

                            23                   5.4  

 

                           Max                  15.0

                           Min                   3.3

                           Mean                  7.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   4.8  

                            01                   5.7  

                            02                   6.0  

                            03                   5.2  

                            04                   3.1  

                            05                   1.3  

                            06                   1.5  

                            07                    .4  

                            08                   -.3  

                            09                   2.2  

                            10                   4.0  

                            11                   5.1  

                            12                   4.8  

                            13                   2.7  

                            14                    .7  

                            15                    .2  

                            16                   -.1  

                            17                   3.3  

                            18                   3.6  

                            19                   1.2  

                            20                   -.7  

                            21                  -2.1  

                            22                   1.2  

                            23                    .8  

 

                           Max                   6.0

                           Min                  -2.1

                           Mean                  2.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                  -3.0  

                            01                  -3.7  

                            02                  -1.1  

                            03                   3.6  

                            04                   4.0  

                            05                   4.4  

                            06                   3.6  

                            07                   3.1  

                            08                   4.8  

                            09                   3.5  

                            10                   6.3  

                            11                   5.2  

                            12                   5.7  

                            13                   6.4  

                            14                   4.7  

                            15                   5.0  

                            16                   1.5  

                            17                    .3  

                            18                   1.3  

                            19                    .6  

                            20                   -.3  

                            21                   2.6  

                            22                   2.5  

                            23                   1.8  

 

                           Max                   6.4

                           Min                  -3.7

                           Mean                  2.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   5.2  

                            01                   4.9  

                            02                   3.9  

                            03                   6.3  

                            04                   5.9  

                            05                   3.3  

                            06                   3.9  

                            07                   2.8  

                            08                   1.2  

                            09                   1.9  

                            10                   2.4  

                            11                   1.8  

                            12                   1.6  

                            13                   2.5  

                            14                   4.5  

                            15                   3.7  

                            16                   1.9  

                            17                   3.6  

                            18                   3.8  

                            19                   1.0  

                            20                  -1.1  

                            21                    .5  

                            22                   3.1  

                            23                   1.8  

 

                           Max                   6.3

                           Min                  -1.1

                           Mean                  2.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    .7  

                            01                   -.9  

                            02                  -1.5  

                            03                    .3  

                            04                   1.7  

                            05                   3.5  

                            06                   4.5  

                            07                   2.9  

                            08                   4.0  

                            09                   5.6  

                            10                   1.8  

                            11                    .4  

                            12                   5.9  

                            13                   8.6  

                            14                   4.1  

                            15                    .9  

                            16                   2.4  

                            17                   3.6  

                            18                   2.3  

                            19                   3.0  

                            20                   3.0  

                            21                  -1.0  

                            22                   -.7  

                            23                    .1  

 

                           Max                   8.6

                           Min                  -1.5

                           Mean                  2.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    .0  

                            01                   1.2  

                            02                   -.2  

                            03                   -.2  

                            04                   -.9  

                            05                   -.7  

                            06                  -1.3  

                            07                  -4.8  

                            08                  -4.5  

                            09                   -.6  

                            10                   2.2  

                            11                   1.2  

                            12                   -.5  

                            13                   -.3  

                            14                    .6  

                            15                   2.2  

                            16                   1.6  

                            17                  -2.0  

                            18                   -.9  

                            19                   1.6  

                            20                  -1.5  

                            21                   -.9  

                            22                    .7  

                            23                   -.3  

 

                           Max                   2.2

                           Min                  -4.8

                           Mean                  -.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   2.0  

                            01                   2.9  

                            02                   2.7  

                            03                   -.4  

                            04                  -2.4  

                            05                    .3  

                            06                   2.3  

                            07                   1.3  

                            08                    .3  

                            09                   2.5  

                            10                   1.8  

                            11                       k

                            12                       k

                            13                   -.2  

                            14                   1.4  

                            15                   2.4  

                            16                   1.3  

                            17                    .0  

                            18                    .6  

                            19                   1.3  

                            20                   3.2  

                            21                   4.8  

                            22                   3.7  

                            23                   2.1  

 

                           Max                   4.8

                           Min                  -2.4

                           Mean                  1.5

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   1.9  

                            01                   5.1  

                            02                   5.1  

                            03                    .9  

                            04                   2.0  

                            05                  -1.3  

                            06                  -8.3  

                            07                  -6.5  

                            08                  -3.8  

                            09                   -.4  

                            10                    .4  

                            11                   -.9  

                            12                  -1.2  

                            13                  -2.2  

                            14                    .3  

                            15                   1.2  

                            16                   1.3  

                            17                   1.8  

                            18                    .6  

                            19                   -.4  

                            20                   3.0  

                            21                   3.9  

                            22                   3.2  

                            23                   7.0  

 

                           Max                   7.0

                           Min                  -8.3

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   4.2  

                            01                    .2  

                            02                   1.6  

                            03                   2.4  

                            04                   3.8  

                            05                   4.6  

                            06                   2.7  

                            07                   3.2  

                            08                   5.6  

                            09                   7.8  

                            10                   6.0  

                            11                   3.5  

                            12                   3.5  

                            13                   2.8  

                            14                   3.7  

                            15                   3.2  

                            16                   1.1  

                            17                   2.9  

                            18                   5.6  

                            19                   7.8  

                            20                   9.6  

                            21                   5.8  

                            22                    .1  

                            23                   1.6  

 

                           Max                   9.6

                           Min                    .1

                           Mean                  3.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    .9  

                            01                  -1.6  

                            02                   -.7  

                            03                   -.7  

                            04                    .3  

                            05                    .0  

                            06                  -1.9  

                            07                   -.5  

                            08                   3.7  

                            09                   2.7  

                            10                  -1.5  

                            11                   1.8  

                            12                   4.5  

                            13                   1.3  

                            14                   2.2  

                            15                   3.8  

                            16                   1.4  

                            17                   1.6  

                            18                   2.4  

                            19                    .2  

                            20                   1.8  

                            21                   2.0  

                            22                   1.6  

                            23                   3.6  

 

                           Max                   4.5

                           Min                  -1.9

                           Mean                  1.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   4.1  

                            01                   3.4  

                            02                    .7  

                            03                    .0  

                            04                   2.7  

                            05                   2.7  

                            06                   -.6  

                            07                  -1.3  

                            08                   1.8  

                            09                   2.3  

                            10                  -1.4  

                            11                  -2.1  

                            12                  -1.5  

                            13                   -.4  

                            14                   3.5  

                            15                   6.4  

                            16                   5.1  

                            17                   3.6  

                            18                   3.6  

                            19                   2.7  

                            20                   2.8  

                            21                   3.7  

                            22                   1.7  

                            23                   1.3  

 

                           Max                   6.4

                           Min                  -2.1

                           Mean                  1.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   1.5  

                            01                  -1.3  

                            02                  -3.4  

                            03                  -4.5  

                            04                  -6.6  

                            05                  -3.9  

                            06                    .9  

                            07                    .7  

                            08                    .1  

                            09                    .4  

                            10                    .4  

                            11                   1.3  

                            12                   1.3  

                            13                   -.3  

                            14                   2.4  

                            15                   4.9  

                            16                   3.7  

                            17                   3.2  

                            18                   2.9  

                            19                   1.5  

                            20                   1.5  

                            21                   2.0  

                            22                   2.8  

                            23                   3.6  

 

                           Max                   4.9

                           Min                  -6.6

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   3.2  

                            01                   3.0  

                            02                   3.2  

                            03                    .5  

                            04                   -.3  

                            05                   1.0  

                            06                    .7  

                            07                   2.6  

                            08                   4.0  

                            09                   4.3  

                            10                   3.7  

                            11                   2.9  

                            12                   3.3  

                            13                   6.9  

                            14                   8.2  

                            15                   3.7  

                            16                   2.1  

                            17                    .2  

                            18                   -.2  

                            19                   2.5  

                            20                   2.0  

                            21                   3.1  

                            22                   1.4  

                            23                   -.3  

 

                           Max                   8.2

                           Min                   -.3

                           Mean                  2.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    .7  

                            01                  -1.0  

                            02                    .1  

                            03                   2.1  

                            04                   1.6  

                            05                   -.2  

                            06                   -.2  

                            07                   1.8  

                            08                   1.9  

                            09                    .3  

                            10                   1.4  

                            11                   3.5  

                            12                   5.8  

                            13                   8.0  

                            14                   6.3  

                            15                   2.7  

                            16                   2.9  

                            17                   1.4  

                            18                  -3.3  

                            19                  -7.6  

                            20                  -9.4  

                            21                  -4.9  

                            22                  -2.6  

                            23                  -1.3  

 

                           Max                   8.0

                           Min                  -9.4

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                  -1.3  

                            01                  -4.3  

                            02                  -2.5  

                            03                   1.0  

                            04                    .4  

                            05                   -.4  

                            06                   -.1  

                            07                    .1  

                            08                   1.7  

                            09                   2.7  

                            10                   3.5  

                            11                   8.2  

                            12                   8.7  

                            13                   4.6  

                            14                   6.7  

                            15                   8.0  

                            16                   7.2  

                            17                   6.4  

                            18                   3.4  

                            19                   2.5  

                            20                   2.2  

                            21                   1.2  

                            22                   1.9  

                            23                   3.8  

 

                           Max                   8.7

                           Min                  -4.3

                           Mean                  2.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   5.1  

                            01                   4.2  

                            02                   3.9  

                            03                   3.5  

                            04                   1.9  

                            05                   2.9  

                            06                   4.0  

                            07                   4.0  

                            08                   4.8  

                            09                   6.9  

                            10                   5.3  

                            11                   3.4  

                            12                   5.8  

                            13                   5.7  

                            14                   3.8  

                            15                   4.7  

                            16                   4.9  

                            17                   3.9  

                            18                   5.4  

                            19                   6.3  

                            20                   6.9  

                            21                   7.3  

                            22                   4.4  

                            23                   4.8  

 

                           Max                   7.3

                           Min                   1.9

                           Mean                  4.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   4.4  

                            01                   3.0  

                            02                   5.2  

                            03                   6.3  

                            04                   4.2  

                            05                   1.0  

                            06                   2.3  

                            07                   1.3  

                            08                    .0  

                            09                   -.2  

                            10                   -.4  

                            11                    .6  

                            12                    .3  

                            13                  -1.5  

                            14                  -2.7  

                            15                   -.3  

                            16                   2.0  

                            17                   2.0  

                            18                    .9  

                            19                    .8  

                            20                    .0  

                            21                  -1.0  

                            22                    .3  

                            23                    .3  

 

                           Max                   6.3

                           Min                  -2.7

                           Mean                  1.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                  -2.7  

                            01                  -1.2  

                            02                   1.1  

                            03                   1.2  

                            04                   2.5  

                            05                   2.7  

                            06                   4.3  

                            07                   6.9  

                            08                   6.6  

                            09                   5.8  

                            10                   5.4  

                            11                   4.1  

                            12                   2.2  

                            13                   2.7  

                            14                   2.5  

                            15                   4.3  

                            16                   5.4  

                            17                    .3  

                            18                  -1.1  

                            19                    .3  

                            20                   1.3  

                            21                   2.6  

                            22                   -.4  

                            23                    .1  

 

                           Max                   6.9

                           Min                  -2.7

                           Mean                  2.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   1.4  

                            01                   1.7  

                            02                   2.5  

                            03                   3.5  

                            04                   6.0  

                            05                   3.4  

                            06                    .2  

                            07                  -1.2  

                            08                    .2  

                            09                    .7  

                            10                   -.3  

                            11                    .3  

                            12                    .9  

                            13                  -1.5  

                            14                  -4.2  

                            15                   -.7  

                            16                   1.2  

                            17                   -.8  

                            18                   -.3  

                            19                   -.2  

                            20                   -.4  

                            21                    .7  

                            22                    .3  

                            23                   -.8  

 

                           Max                   6.0

                           Min                  -4.2

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                  -1.1  

                            01                  -2.0  

                            02                  -2.3  

                            03                  -1.7  

                            04                  -1.9  

                            05                  -3.0  

                            06                  -2.3  

                            07                   -.6  

                            08                   1.7  

                            09                    .0  

                            10                  -3.0  

                            11                  -1.6  

                            12                   -.9  

                            13                   1.7  

                            14                   2.9  

                            15                   4.3  

                            16                   5.4  

                            17                   3.5  

                            18                   4.9  

                            19                   4.3  

                            20                   4.9  

                            21                   7.0  

                            22                   3.3  

                            23                   3.8  

 

                           Max                   7.0

                           Min                  -3.0

                           Mean                  1.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                   7.8  

                            01                  10.7  

                            02                  12.9  

                            03                  12.6  

                            04                  12.8  

                            05                  13.0  

                            06                  13.4  

                            07                   9.7  

                            08                   7.5  

                            09                  11.8  

                            10                  14.7  

                            11                       k

                            12                       k

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  14.7

                           Min                   7.5

                           Mean                 11.5

                           Hours                  11

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                -999.0

                           Min                -999.0

                           Mean                 11.5

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     8  

                            02                     8  

                            03                     8  

                            04                     5  

                            05                     4  

                            06                     4  

                            07                     0  

                            08                     3  

                            09                     6  

                            10                     6  

                            11                     1  

                            12                     3  

                            13                     3  

                            14                     4  

                            15                     8  

                            16                     6  

                            17                     5  

                            18                     5  

                            19                     4  

                            20                     4  

                            21                     1  

                            22                     5  

                            23                     4  

 

                           Max                     9

                           Min                     0

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     4  

                            03                     5  

                            04                     4  

                            05                     4  

                            06                     6  

                            07                     4  

                            08                     6  

                            09                     9  

                            10                     7  

                            11                     3  

                            12                       k

                            13                       c

                            14                     0  

                            15                     3  

                            16                     4  

                            17                     2  

                            18                     3  

                            19                     4  

                            20                     1  

                            21                     3  

                            22                     5  

                            23                     1  

 

                           Max                     9

                           Min                     0

                           Mean                    4

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     2  

                            02                     4  

                            03                     3  

                            04                     3  

                            05                     1  

                            06                     2  

                            07                     2  

                            08                     3  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     0  

                            13                     2  

                            14                     2  

                            15                     4  

                            16                     2  

                            17                     2  

                            18                     3  

                            19                     3  

                            20                     5  

                            21                     4  

                            22                     4  

                            23                     6  

 

                           Max                     6

                           Min                     0

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     3  

                            05                     3  

                            06                     3  

                            07                     3  

                            08                     2  

                            09                     6  

                            10                     8  

                            11                     3  

                            12                     6  

                            13                     3  

                            14                     4  

                            15                     4  

                            16                     3  

                            17                     3  

                            18                     4  

                            19                     3  

                            20                     4  

                            21                     3  

                            22                     2  

                            23                     5  

 

                           Max                     8

                           Min                     2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            13                     4  
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                            15                     5  

                            16                     5  

                            17                     5  

                            18                     5  

                            19                     6  

                            20                     1  

                            21                     3  

                            22                     5  

                            23                     4  

 

                           Max                    10

                           Min                     1

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            18                     4  

                            19                     4  

                            20                     4  

                            21                     3  

                            22                     3  

                            23                     4  

 

                           Max                    13

                           Min                    -1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            18                     2  

                            19                     3  

                            20                     0  

                            21                     3  

                            22                     1  

                            23                     4  

 

                           Max                     6

                           Min                     0

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            19                     5  

                            20                     6  

                            21                     5  

                            22                     5  

                            23                     5  

 

                           Max                     6

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            19                     4  

                            20                     3  

                            21                     2  

                            22                     3  

                            23                     4  

 

                           Max                     5

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            19                     7  

                            20                     8  

                            21                     9  

                            22                     9  

                            23                     8  

 

                           Max                     9

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            19                    10  

                            20                    11  

                            21                     8  

                            22                     8  

                            23                    11  

 

                           Max                    17

                           Min                     4

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            20                     3  

                            21                     2  

                            22                     3  

                            23                     4  

 

                           Max                    11

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            20                     9  

                            21                     8  

                            22                     7  

                            23                     9  

 

                           Max                    11

                           Min                     2

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            19                     4  

                            20                     4  

                            21                     5  

                            22                     5  

                            23                     1  

 

                           Max                    11

                           Min                     1

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            22                     3  

                            23                     4  

 

                           Max                     6

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            21                     6  

                            22                     7  

                            23                     6  

 

                           Max                     7

                           Min                     3

                           Mean                    5

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            01                     7  
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                           Max                     7

                           Min                     0

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            19                     5  

                            20                     4  

                            21                     5  

                            22                     4  

                            23                     5  

 

                           Max                     5

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  
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                            03                     5  

                            04                     4  
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                            06                     9  

                            07                    13  

                            08                     8  

                            09                     8  

                            10                    14  

                            11                    14  

                            12                     9  

                            13                     8  

                            14                     4  

                            15                     5  

                            16                     6  

                            17                     5  

                            18                     5  

                            19                     5  

                            20                     6  

                            21                     4  

                            22                     4  

                            23                     6  

 

                           Max                    14

                           Min                     4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            11                     5  

                            12                     5  

                            13                     4  

                            14                     3  

                            15                     4  

                            16                     4  

                            17                     7  

                            18                     4  

                            19                     4  

                            20                     4  

                            21                     4  

                            22                     4  

                            23                     3  

 

                           Max                    13

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            04                     3  
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                            08                     3  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     2  

                            13                     3  

                            14                     4  

                            15                     4  

                            16                     3  

                            17                     5  

                            18                     5  

                            19                     4  

                            20                     6  

                            21                     5  

                            22                     4  

                            23                     5  

 

                           Max                     6

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            15                     5  

                            16                     5  

                            17                     5  

                            18                     7  

                            19                     6  

                            20                     7  

                            21                     5  

                            22                     6  

                            23                     7  

 

                           Max                     7

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            15                     5  

                            16                     5  

                            17                     5  

                            18                     4  

                            19                     6  

                            20                     6  

                            21                    10  

                            22                     8  

                            23                     6  

 

                           Max                    18

                           Min                     4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            03                     5  
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                            15                     7  

                            16                     8  

                            17                     7  

                            18                     7  

                            19                     8  

                            20                     6  

                            21                     7  

                            22                     8  

                            23                     9  

 

                           Max                     9

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            16                    10  

                            17                     9  

                            18                     9  

                            19                     9  

                            20                     8  

                            21                     8  

                            22                     7  

                            23                     8  

 

                           Max                    11

                           Min                     6

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            16                     4  

                            17                     5  

                            18                     5  

                            19                     3  

                            20                     4  

                            21                     5  

                            22                     5  

                            23                     5  

 

                           Max                     9

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            15                    10  

                            16                    11  

                            17                    10  

                            18                    10  

                            19                     8  

                            20                     7  

                            21                     8  

                            22                     7  

                            23                     5  

 

                           Max                    14

                           Min                     5

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            05                     3  
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                            15                     3  

                            16                     2  

                            17                     2  

                            18                     3  

                            19                     3  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     4  

 

                           Max                     6

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            15                    10  

                            16                    10  

                            17                     9  

                            18                    11  

                            19                    11  

                            20                    10  

                            21                     8  

                            22                     7  

                            23                     6  

 

                           Max                    11

                           Min                     2

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            17                     9  
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                            19                     9  

                            20                    11  

                            21                    10  

                            22                    13  

                            23                    12  

 

                           Max                    13

                           Min                     4

                           Mean                    8

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            03                     8  
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                            15                     4  
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                            18                     5  

                            19                     3  

                            20                     4  

                            21                     4  

                            22                     4  

                            23                     4  

 

                           Max                    14

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            22                     6  

                            23                     7  

 

                           Max                     8

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     7  

                            02                     8  

                            03                     8  

                            04                     8  

                            05                     8  

                            06                     6  

                            07                     8  

                            08                     6  

                            09                     4  

                            10                     5  

                            11                     6  

                            12                     6  

                            13                     8  

                            14                     7  

                            15                     6  

                            16                     5  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     3  

                            21                     4  

                            22                     4  

                            23                     2  

 

                           Max                     8

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     1  

                            03                     2  

                            04                     1  

                            05                     1  

                            06                     2  

                            07                     1  

                            08                     4  

                            09                     4  

                            10                     6  

                            11                     4  

                            12                     5  

                            13                     7  

                            14                     6  

                            15                     6  

                            16                     7  

                            17                     9  

                            18                     9  

                            19                     5  

                            20                     6  

                            21                     7  

                            22                     6  

                            23                     5  

 

                           Max                     9

                           Min                     1

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     6  

                            03                     5  

                            04                     6  

                            05                     7  

                            06                     5  

                            07                     5  

                            08                     3  

                            09                     3  

                            10                     3  

                            11                     3  

                            12                     2  

                            13                     2  

                            14                     4  

                            15                     4  

                            16                     4  

                            17                     5  

                            18                     3  

                            19                     5  

                            20                     5  

                            21                     4  

                            22                     4  

                            23                     6  

 

                           Max                     7

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     4  

                            03                     4  

                            04                     5  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     4  

                            09                     4  

                            10                     4  

                            11                     3  

                            12                     3  

                            13                     2  

                            14                     2  

                            15                     3  

                            16                     3  

                            17                     2  

                            18                     4  

                            19                     4  

                            20                     4  

                            21                     3  

                            22                     3  

                            23                     4  

 

                           Max                     5

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     2  

                            03                     3  

                            04                     2  

                            05                     4  

                            06                     3  

                            07                     4  

                            08                     5  

                            09                     8  

                            10                     4  

                            11                     5  

                            12                     5  

                            13                     6  

                            14                     6  

                            15                     7  

                            16                     7  

                            17                     7  

                            18                     6  

                            19                     5  

                            20                     7  

                            21                     8  

                            22                     6  

                            23                    10  

 

                           Max                    10

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    13  

                            01                    11  

                            02                    11  

                            03                     9  

                            04                    10  

                            05                     9  

                            06                     9  

                            07                     9  

                            08                     8  

                            09                     7  

                            10                     7  

                            11                     6  

                            12                     5  

                            13                     4  

                            14                     5  

                            15                     5  

                            16                     5  

                            17                     6  

                            18                     8  

                            19                     6  

                            20                     6  

                            21                     4  

                            22                     5  

                            23                     6  

 

                           Max                    13

                           Min                     4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     5  

                            06                     4  

                            07                     5  

                            08                     5  

                            09                     6  

                            10                     4  

                            11                     4  

                            12                     4  

                            13                     5  

                            14                     5  

                            15                     6  

                            16                     6  

                            17                     4  

                            18                     5  

                            19                     4  

                            20                     4  

                            21                     4  

                            22                     4  

                            23                     3  

 

                           Max                     6

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     5  

                            03                     4  

                            04                     6  

                            05                     5  

                            06                     5  

                            07                     6  

                            08                     5  

                            09                     5  

                            10                     7  

                            11                     8  

                            12                     5  

                            13                     3  

                            14                     2  

                            15                     3  

                            16                     3  

                            17                     5  

                            18                     5  

                            19                     4  

                            20                     2  

                            21                     4  

                            22                     4  

                            23                     5  

 

                           Max                     8

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     3  

                            03                     7  

                            04                     7  

                            05                     4  

                            06                     5  

                            07                     6  

                            08                     7  

                            09                     6  

                            10                     7  

                            11                     9  

                            12                     6  

                            13                     6  

                            14                     8  

                            15                     8  

                            16                    10  

                            17                    10  

                            18                     8  

                            19                     9  

                            20                    10  

                            21                    10  

                            22                     9  

                            23                     7  

 

                           Max                    10

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     6  

                            06                     5  

                            07                     7  

                            08                     6  

                            09                     5  

                            10                     4  

                            11                     4  

                            12                     4  

                            13                     2  

                            14                     4  

                            15                     6  

                            16                     4  

                            17                     4  

                            18                     5  

                            19                     4  

                            20                     5  

                            21                     2  

                            22                     4  

                            23                     4  

 

                           Max                     7

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     5  

                            03                     4  

                            04                     6  

                            05                     5  

                            06                     5  

                            07                     4  

                            08                     5  

                            09                     5  

                            10                     5  

                            11                     4  

                            12                     4  

                            13                     4  

                            14                     5  

                            15                     4  

                            16                     4  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     2  

                            21                     3  

                            22                     4  

                            23                     3  

 

                           Max                     6

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     3  

                            06                     5  

                            07                     3  

                            08                     5  

                            09                     4  

                            10                     4  

                            11                       k

                            12                       k

                            13                     5  

                            14                     6  

                            15                     9  

                            16                     7  

                            17                     7  

                            18                     5  

                            19                     6  

                            20                     4  

                            21                     4  

                            22                     4  

                            23                     5  

 

                           Max                     9

                           Min                     2

                           Mean                    4

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     8  

                            02                     7  

                            03                     5  

                            04                     8  

                            05                    13  

                            06                     8  

                            07                     7  

                            08                     5  

                            09                     6  

                            10                     5  

                            11                     5  

                            12                     7  

                            13                     4  

                            14                     3  

                            15                     3  

                            16                     4  

                            17                     4  

                            18                     7  

                            19                     4  

                            20                     4  

                            21                     5  

                            22                     4  

                            23                     4  

 

                           Max                    13

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     4  

                            03                     4  

                            04                     5  

                            05                     5  

                            06                     5  

                            07                     6  

                            08                     4  

                            09                     5  

                            10                     4  

                            11                     5  

                            12                     2  

                            13                     2  

                            14                     3  

                            15                     4  

                            16                     2  

                            17                     3  

                            18                     3  

                            19                     5  

                            20                     4  

                            21                     3  

                            22                     4  

                            23                     2  

 

                           Max                     6

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     3  

                            02                     3  

                            03                     4  

                            04                     5  

                            05                     4  

                            06                     5  

                            07                     4  

                            08                     4  

                            09                     5  

                            10                     4  

                            11                     5  

                            12                     5  

                            13                     4  

                            14                     5  

                            15                     5  

                            16                     5  

                            17                     5  

                            18                     4  

                            19                     3  

                            20                     3  

                            21                     3  

                            22                     4  

                            23                     4  

 

                           Max                     5

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   
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                           Max                    11

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   
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                           Max                    10

                           Min                     5

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   
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                           Max                     9

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   
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                            23                     6  

 

                           Max                     7

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   
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                            23                     5  

 

                           Max                     8

                           Min                     4

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   
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                           Max                     8

                           Min                     4

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   
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                           Max                     9

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   
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                           Max                     8

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   
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                           Max                     5

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   
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                           Max                    10
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                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   
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                           Max                    15
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                           Mean                   12

                           Hours                  11

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   
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                           Max                  -999

                           Min                  -999

                           Mean                   12

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                           Max                     9

                           Min                     0

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                            00                     4  

                            01                     4  

                            02                     4  

                            03                     4  

                            04                     3  

                            05                     4  

                            06                     6  

                            07                     4  

                            08                     6  

                            09                     8  

                            10                     7  

                            11                     3  

                            12                       k

                            13                       c

                            14                     0  

                            15                     3  

                            16                     4  

                            17                     2  

                            18                     2  

                            19                     4  

                            20                     1  

                            21                     3  

                            22                     5  

                            23                     1  

 

                           Max                     8
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                           Mean                    4

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average
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                           Max                     5

                           Min                     0

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                           Max                     8

                           Min                     2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                            00                     5  

                            01                     5  

                            02                     8  

                            03                     5  

                            04                     9  

                            05                     8  

                            06                     8  

                            07                     7  

                            08                     8  

                            09                     6  

                            10                     5  

                            11                     4  

                            12                     5  

                            13                     4  

                            14                     5  

                            15                     5  

                            16                     5  

                            17                     4  

                            18                     5  

                            19                     6  

                            20                     1  

                            21                     3  

                            22                     5  

                            23                     3  

 

                           Max                     9

                           Min                     1

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                            23                     3  

 

                           Max                     5

                           Min                     0

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                           Max                     6

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                           Max                     5

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                           Max                     9
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                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                           Max                    10
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                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     7  

                            02                     7  

                            03                     7  

                            04                     7  

                            05                     6  

                            06                     7  

                            07                     7  

                            08                     7  

                            09                     8  

                            10                    10  

                            11                     6  

                            12                     5  

                            13                     4  

                            14                     4  

                            15                     4  

                            16                     4  

                            17                     3  

                            18                     5  

                            19                     4  

                            20                     4  

                            21                     4  

                            22                     5  

                            23                     1  

 

                           Max                    10
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                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                            08                     6  

                            09                     5  

                            10                     4  

                            11                     3  

                            12                     4  

                            13                     2  

                            14                     3  

                            15                     4  

                            16                     5  

                            17                     4  

                            18                     4  

                            19                     3  

                            20                     2  

                            21                     0  

                            22                     2  

                            23                     3  

 

                           Max                     7

                           Min                     0

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average
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                            15                     4  

                            16                     5  

                            17                     4  

                            18                     4  

                            19                     5  

                            20                     4  

                            21                     5  

                            22                     4  

                            23                     5  

 

                           Max                     5

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average
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                            16                     5  

                            17                     4  

                            18                     4  

                            19                     5  

                            20                     5  

                            21                     4  

                            22                     4  

                            23                     5  

 

                           Max                    13

                           Min                     4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average
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                            15                     3  

                            16                     3  

                            17                     6  

                            18                     3  

                            19                     4  

                            20                     3  

                            21                     4  

                            22                     3  

                            23                     3  

 

                           Max                    12

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average
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                            15                     3  

                            16                     3  

                            17                     4  

                            18                     5  

                            19                     4  

                            20                     5  

                            21                     5  

                            22                     4  

                            23                     5  

 

                           Max                     5

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average
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                            17                     5  

                            18                     6  

                            19                     6  

                            20                     7  

                            21                     5  

                            22                     6  

                            23                     7  

 

                           Max                     7

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average
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                            19                     6  

                            20                     5  

                            21                     9  

                            22                     7  

                            23                     5  

 

                           Max                    17

                           Min                     4

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average
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                            18                     7  

                            19                     7  

                            20                     6  

                            21                     6  

                            22                     7  

                            23                     8  

 

                           Max                     8

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average
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                            18                     9  

                            19                     9  

                            20                     8  

                            21                     7  

                            22                     7  

                            23                     7  

 

                           Max                    10

                           Min                     5

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average
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                            17                     5  

                            18                     5  
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                            20                     4  

                            21                     5  

                            22                     5  

                            23                     5  

 

                           Max                     9

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average
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                            18                    10  

                            19                     8  

                            20                     7  

                            21                     8  

                            22                     7  

                            23                     5  

 

                           Max                    14

                           Min                     4

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average
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                            19                     2  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     3  

 

                           Max                     6

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average
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                            19                    10  

                            20                     9  

                            21                     8  

                            22                     6  

                            23                     5  

 

                           Max                    11

                           Min                     2

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average
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                            23                    10  

 

                           Max                    12

                           Min                     4

                           Mean                    7

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average
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                            20                     4  

                            21                     3  

                            22                     4  

                            23                     3  

 

                           Max                    12

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average
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                            20                     7  

                            21                     5  

                            22                     5  

                            23                     6  

 

                           Max                     8

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                            23                     2  

 

                           Max                     8

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                           Max                     9

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average
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                           Max                     7

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                           Max                     5

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                            22                     6  

                            23                    10  

 

                           Max                    10

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                            23                     5  

 

                           Max                    12

                           Min                     4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                           Max                     6

                           Min                     3

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                           Max                     7

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                           Max                    10

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                           Max                     7

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                            00                     5  

                            01                     3  

                            02                     4  

                            03                     4  

                            04                     6  

                            05                     4  

                            06                     5  

                            07                     4  

                            08                     5  

                            09                     5  

                            10                     5  

                            11                     4  

                            12                     4  

                            13                     4  

                            14                     5  

                            15                     4  

                            16                     4  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     2  

                            21                     3  

                            22                     4  

                            23                     3  

 

                           Max                     6

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                           Max                     9

                           Min                     2

                           Mean                    4

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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                           Max                    12

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Parameter   : PM10_STP
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13
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     Parameter   : PM10_STP

     Units       : UG/M3   
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Parameter   : PM10_STP

     Units       : UG/M3   
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Parameter   : PM10_STP

     Units       : UG/M3   
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Parameter   : PM10_STP

     Units       : UG/M3   
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Parameter   : PM10_STP

     Units       : UG/M3   
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Parameter   : PM10_STP
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Parameter   : PM10_STP

     Units       : UG/M3   
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                       z

                            12                       z

                            13                       z

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     6  

                            12                     3  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     4  

                            20                     5  

                            21                     1  

                            22                     0  

                            23                     0  

 

                           Max                     6

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     1  

                            03                     1  

                            04                     3  

                            05                     2  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     3  

                            10                     1  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     2  

                            21                     2  

                            22                     1  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  
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                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  
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                            10                     2  

                            11                     2  
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                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     2  

                            18                     3  

                            19                     1  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     2  

                            07                     3  

                            08                     4  

                            09                     2  

                            10                     4  

                            11                     5  

                            12                     3  

                            13                     4  

                            14                    12  

                            15                    15  

                            16                    13  

                            17                    11  

                            18                     5  

                            19                     2  

                            20                     1  

                            21                     0  

                            22                     1  

                            23                     0  

 

                           Max                    15

                           Min                     0

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  
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                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  
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                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  
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                            10                     1  

                            11                     2  

                            12                     2  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     3  

                            22                     4  

                            23                     3  

 

                           Max                     4

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     0  

                            09                     1  

                            10                     1  
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                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     1  

                            21                     3  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     0  

                            03                     0  

                            04                     1  

                            05                     2  

                            06                     2  

                            07                     3  

                            08                     6  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  
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                            23                     0  

 

                           Max                     6

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     2  

                            07                     2  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     2  

                            12                     1  

                            13                     2  

                            14                     1  

                            15                     2  

                            16                     2  

                            17                     3  

                            18                     3  

                            19                     2  
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                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            21                     2  

                            22                     2  

                            23                     3  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     3  

 

                           Max                     5

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                           Max                     6

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                           Max                    12

                           Min                     3

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     
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                           Max                    11

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            20                     0  
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                            22                     1  

                            23                     1  

 

                           Max                    18

                           Min                     0

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  
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                            03                     1  

                            04                     1  

                            05                     1  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     2  

                            10                     3  

                            11                       z

                            12                       z

                            13                     6  

                            14                     6  

                            15                     6  

                            16                     5  

                            17                     3  

                            18                     4  

                            19                     2  

                            20                     1  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     6

                           Min                     0

                           Mean                    1

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            03                     0  
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                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            02                     0  
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                            10                     1  

                            11                     1  

                            12                     1  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     1  

                            17                     2  

                            18                     4  

                            19                     4  

                            20                     2  

                            21                     1  

                            22                     4  

                            23                     6  

 

                           Max                     6

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            10                     1  
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                            16                     0  
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                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     7

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     2  

                            20                     2  

                            21                     2  

                            22                     1  

                            23                     2  

 

                           Max                     5

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     1  

                            20                     1  

                            21                     1  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            20                     2  

                            21                     2  

                            22                     3  

                            23                     1  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            18                     3  

                            19                     3  

                            20                     2  

                            21                     2  

                            22                     1  

                            23                     1  

 

                           Max                     3

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     0  

                            20                     1  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     2  

                            10                     2  

                            11                     2  

                            12                     2  

                            13                     1  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            14                     4  

                            15                     2  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     4

                           Min                     0

                           Mean                    0

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     2  

                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            18                     7  

                            19                     6  

                            20                     2  

                            21                     0  

                            22                     1  

                            23                     0  

 

                           Max                     7

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            18                     0  

                            19                     1  

                            20                     5  

                            21                     5  

                            22                     2  

                            23                     1  

 

                           Max                     5

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     1  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     2  

                            18                     0  

                            19                     2  

                            20                     3  

                            21                     3  

                            22                     3  

                            23                     3  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     5

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            20                     3  

                            21                     3  

                            22                     4  

                            23                     3  

 

                           Max                     5

                           Min                     0

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                     1  

                            20                     1  

                            21                     1  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            22                     4  

                            23                     3  

 

                           Max                     4

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            23                     2  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                           Max                     4

                           Min                     1

                           Mean                    2

                           Hours                  11

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  TRNP - NU                                              

     Logger Id   : 02                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                    2

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.4  

                            01                   1.4  

                            02                   1.1  

                            03                   1.0  

                            04                    .9  

                            05                    .7  

                            06                    .6  

                            07                   1.1  

                            08                   1.7  

                            09                   1.7  

                            10                   1.6  

                            11                   1.1  

                            12                   1.2  

                            13                    .8  

                            14                   1.1  

                            15                   1.3  

                            16                   1.0  

                            17                    .9  

                            18                    .8  

                            19                   1.4  

                            20                   1.4  

                            21                   1.8  

                            22                   1.4  

                            23                   1.1  

 

                           Max                   1.8

                           Min                    .6

                           Mean                  1.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.0  

                            01                   1.0  

                            02                   1.0  

                            03                    .8  

                            04                   1.0  

                            05                    .9  

                            06                    .8  

                            07                   1.0  

                            08                   1.1  

                            09                   1.3  

                            10                   1.3  

                            11                    .6  

                            12                    .4  

                            13                    .6  

                            14                   1.0  

                            15                   1.1  

                            16                   1.7  

                            17                   2.6  

                            18                   2.9  

                            19                   2.1  

                            20                    .4  

                            21                    .4  

                            22                    .5  

                            23                    .7  

 

                           Max                   2.9

                           Min                    .4

                           Mean                  1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                   1.1  

                            02                   1.1  

                            03                   1.0  

                            04                    .7  

                            05                    .5  

                            06                    .4  

                            07                    .5  

                            08                    .6  

                            09                    .9  

                            10                    .6  

                            11                    .8  

                            12                    .9  

                            13                   1.0  

                            14                   1.0  

                            15                    .7  

                            16                    .7  

                            17                   1.0  

                            18                   1.0  

                            19                   1.0  

                            20                    .5  

                            21                    .5  

                            22                    .5  

                            23                    .5  

 

                           Max                   1.1

                           Min                    .4

                           Mean                   .7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.1  

                            01                   1.0  

                            02                    .6  

                            03                    .5  

                            04                    .5  

                            05                    .6  

                            06                    .5  

                            07                    .5  

                            08                    .6  

                            09                    .9  

                            10                   1.6  

                            11                   1.4  

                            12                   1.2  

                            13                    .8  

                            14                    .6  

                            15                    .7  

                            16                    .9  

                            17                   1.1  

                            18                   1.1  

                            19                   1.4  

                            20                    .8  

                            21                    .9  

                            22                    .8  

                            23                   1.0  

 

                           Max                   1.6

                           Min                    .5

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.0  

                            01                    .7  

                            02                    .5  

                            03                   1.0  

                            04                   2.1  

                            05                   2.3  

                            06                   2.2  

                            07                   1.6  

                            08                   1.9  

                            09                   1.4  

                            10                   1.1  

                            11                   1.1  

                            12                   1.5  

                            13                   1.8  

                            14                   1.8  

                            15                   1.8  

                            16                   1.9  

                            17                   1.1  

                            18                    .9  

                            19                   1.1  

                            20                   1.3  

                            21                   1.3  

                            22                   1.4  

                            23                   1.5  

 

                           Max                   2.3

                           Min                    .5

                           Mean                  1.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.5  

                            01                   1.3  

                            02                    .8  

                            03                    .7  

                            04                    .8  

                            05                   1.0  

                            06                    .6  

                            07                    .5  

                            08                    .5  

                            09                    .6  

                            10                    .5  

                            11                    .4  

                            12                    .4  

                            13                    .4  

                            14                    .4  

                            15                    .4  

                            16                    .7  

                            17                    .8  

                            18                   1.0  

                            19                   1.0  

                            20                   1.3  

                            21                   1.2  

                            22                    .8  

                            23                    .7  

 

                           Max                   1.5

                           Min                    .4

                           Mean                   .7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .7  

                            01                    .8  

                            02                    .6  

                            03                    .5  

                            04                    .5  

                            05                    .5  

                            06                    .8  

                            07                    .8  

                            08                    .8  

                            09                    .9  

                            10                   1.6  

                            11                       z

                            12                       z

                            13                    .5  

                            14                    .5  

                            15                    .4  

                            16                    .5  

                            17                    .5  

                            18                    .4  

                            19                    .4  

                            20                    .7  

                            21                    .3  

                            22                    .3  

                            23                    .3  

 

                           Max                   1.6

                           Min                    .3

                           Mean                   .6

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                    .3  

                            03                    .3  

                            04                    .3  

                            05                    .4  

                            06                    .4  

                            07                    .7  

                            08                    .4  

                            09                    .4  

                            10                    .5  

                            11                    .4  

                            12                    .4  

                            13                    .6  

                            14                    .6  

                            15                    .4  

                            16                    .4  

                            17                    .7  

                            18                    .6  

                            19                    .4  

                            20                    .4  

                            21                    .4  

                            22                    .6  

                            23                    .5  

 

                           Max                    .7

                           Min                    .3

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .4  

                            02                    .7  

                            03                    .8  

                            04                    .9  

                            05                    .6  

                            06                    .4  

                            07                    .4  

                            08                    .3  

                            09                    .4  

                            10                    .3  

                            11                    .3  

                            12                    .3  

                            13                    .3  

                            14                    .3  

                            15                    .3  

                            16                    .3  

                            17                    .3  

                            18                    .3  

                            19                    .3  

                            20                    .3  

                            21                    .3  

                            22                    .3  

                            23                    .3  

 

                           Max                    .9

                           Min                    .3

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                    .3  

                            03                    .3  

                            04                    .3  

                            05                    .3  

                            06                    .4  

                            07                    .3  

                            08                    .3  

                            09                    .3  

                            10                    .3  

                            11                    .3  

                            12                    .3  

                            13                    .3  

                            14                    .3  

                            15                    .3  

                            16                    .3  

                            17                    .5  

                            18                    .7  

                            19                   1.1  

                            20                    .3  

                            21                    .2  

                            22                    .2  

                            23                    .3  

 

                           Max                   1.1

                           Min                    .2

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .2  

                            01                    .3  

                            02                    .2  

                            03                    .2  

                            04                    .2  

                            05                    .4  

                            06                   1.4  

                            07                   2.4  

                            08                   2.3  

                            09                   2.5  

                            10                   2.2  

                            11                   1.8  

                            12                   1.6  

                            13                   1.4  

                            14                   1.1  

                            15                    .6  

                            16                    .4  

                            17                    .4  

                            18                    .4  

                            19                    .5  

                            20                    .5  

                            21                    .6  

                            22                   2.5  

                            23                   2.2  

 

                           Max                   2.5

                           Min                    .2

                           Mean                  1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.3  

                            01                   1.0  

                            02                    .8  

                            03                    .7  

                            04                    .6  

                            05                    .5  

                            06                    .5  

                            07                    .4  

                            08                    .5  

                            09                    .7  

                            10                    .6  

                            11                    .4  

                            12                    .4  

                            13                    .3  

                            14                    .6  

                            15                    .9  

                            16                    .9  

                            17                    .9  

                            18                   1.5  

                            19                   1.3  

                            20                    .5  

                            21                    .4  

                            22                    .4  

                            23                    .4  

 

                           Max                   1.5

                           Min                    .3

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .4  

                            02                   1.4  

                            03                   2.2  

                            04                    .7  

                            05                    .8  

                            06                   1.3  

                            07                   1.1  

                            08                   1.0  

                            09                    .9  

                            10                   1.0  

                            11                   1.3  

                            12                   1.0  

                            13                    .9  

                            14                    .9  

                            15                    .9  

                            16                    .6  

                            17                    .6  

                            18                    .5  

                            19                    .5  

                            20                    .5  

                            21                   1.0  

                            22                   1.4  

                            23                   1.4  

 

                           Max                   2.2

                           Min                    .4

                           Mean                   .9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.7  

                            01                   1.7  

                            02                   2.1  

                            03                   1.8  

                            04                   1.6  

                            05                   1.5  

                            06                   1.6  

                            07                   1.6  

                            08                   1.3  

                            09                   1.4  

                            10                   1.4  

                            11                   1.5  

                            12                   1.6  

                            13                   1.2  

                            14                   1.1  

                            15                    .8  

                            16                    .7  

                            17                    .7  

                            18                    .6  

                            19                    .6  

                            20                    .8  

                            21                    .8  

                            22                    .6  

                            23                    .6  

 

                           Max                   2.1

                           Min                    .6

                           Mean                  1.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .6  

                            02                    .6  

                            03                    .6  

                            04                    .7  

                            05                    .7  

                            06                    .7  

                            07                    .7  

                            08                    .7  

                            09                    .6  

                            10                    .6  

                            11                    .8  

                            12                    .5  

                            13                    .6  

                            14                    .5  

                            15                    .4  

                            16                    .3  

                            17                    .3  

                            18                    .4  

                            19                    .5  

                            20                    .5  

                            21                    .6  

                            22                    .5  

                            23                    .5  

 

                           Max                    .8

                           Min                    .3

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .4  

                            02                    .4  

                            03                    .3  

                            04                    .4  

                            05                    .5  

                            06                    .4  

                            07                    .4  

                            08                    .5  

                            09                    .5  

                            10                    .5  

                            11                    .6  

                            12                    .8  

                            13                   1.0  

                            14                    .8  

                            15                    .5  

                            16                    .5  

                            17                    .4  

                            18                    .4  

                            19                    .5  

                            20                    .4  

                            21                    .6  

                            22                    .7  

                            23                    .7  

 

                           Max                   1.0

                           Min                    .3

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .8  

                            02                    .8  

                            03                    .6  

                            04                    .5  

                            05                    .4  

                            06                    .4  

                            07                    .4  

                            08                    .4  

                            09                    .4  

                            10                    .6  

                            11                    .5  

                            12                    .7  

                            13                    .6  

                            14                    .5  

                            15                    .5  

                            16                    .4  

                            17                    .3  

                            18                    .4  

                            19                    .4  

                            20                    .4  

                            21                    .6  

                            22                    .5  

                            23                    .5  

 

                           Max                    .8

                           Min                    .3

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .6  

                            02                    .4  

                            03                    .5  

                            04                    .3  

                            05                    .3  

                            06                    .4  

                            07                    .3  

                            08                    .3  

                            09                    .3  

                            10                    .7  

                            11                    .6  

                            12                    .4  

                            13                    .4  

                            14                    .3  

                            15                    .3  

                            16                    .3  

                            17                    .2  

                            18                    .3  

                            19                    .3  

                            20                    .3  

                            21                    .4  

                            22                    .5  

                            23                    .3  

 

                           Max                    .7

                           Min                    .2

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .5  

                            02                    .4  

                            03                    .9  

                            04                   1.1  

                            05                   1.2  

                            06                    .3  

                            07                    .4  

                            08                    .3  

                            09                    .3  

                            10                    .4  

                            11                    .5  

                            12                    .4  

                            13                    .4  

                            14                    .4  

                            15                    .3  

                            16                    .3  

                            17                    .3  

                            18                    .3  

                            19                    .3  

                            20                    .4  

                            21                    .4  

                            22                    .5  

                            23                    .6  

 

                           Max                   1.2

                           Min                    .3

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .7  

                            01                   1.1  

                            02                   1.0  

                            03                   1.6  

                            04                   1.2  

                            05                   1.4  

                            06                   1.9  

                            07                   1.1  

                            08                    .6  

                            09                    .7  

                            10                   1.0  

                            11                    .8  

                            12                    .7  

                            13                    .6  

                            14                    .6  

                            15                    .5  

                            16                    .6  

                            17                   1.2  

                            18                   2.2  

                            19                   2.1  

                            20                   1.5  

                            21                   1.2  

                            22                   1.7  

                            23                   1.4  

 

                           Max                   2.2

                           Min                    .5

                           Mean                  1.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.3  

                            01                   1.8  

                            02                   2.0  

                            03                   1.8  

                            04                   1.8  

                            05                   2.5  

                            06                   2.4  

                            07                   1.1  

                            08                    .9  

                            09                   1.0  

                            10                    .9  

                            11                    .8  

                            12                    .8  

                            13                    .7  

                            14                    .7  

                            15                    .7  

                            16                    .6  

                            17                    .5  

                            18                    .6  

                            19                    .6  

                            20                    .6  

                            21                    .6  

                            22                    .5  

                            23                    .6  

 

                           Max                   2.5

                           Min                    .5

                           Mean                  1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .6  

                            01                    .7  

                            02                    .8  

                            03                    .6  

                            04                    .5  

                            05                    .4  

                            06                    .4  

                            07                    .4  

                            08                    .4  

                            09                    .4  

                            10                    .4  

                            11                       z

                            12                       z

                            13                    .4  

                            14                    .5  

                            15                    .4  

                            16                    .3  

                            17                    .3  

                            18                    .6  

                            19                    .9  

                            20                   1.2  

                            21                    .9  

                            22                   1.1  

                            23                    .7  

 

                           Max                   1.2

                           Min                    .3

                           Mean                   .5

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .7  

                            01                    .5  

                            02                    .5  

                            03                    .5  

                            04                    .5  

                            05                    .6  

                            06                    .6  

                            07                    .8  

                            08                   1.2  

                            09                   1.1  

                            10                   1.8  

                            11                   2.7  

                            12                   3.6  

                            13                   3.7  

                            14                   3.7  

                            15                   2.5  

                            16                   1.3  

                            17                   1.0  

                            18                    .9  

                            19                    .8  

                            20                   1.4  

                            21                   5.1  

                            22                   1.2  

                            23                    .8  

 

                           Max                   5.1

                           Min                    .5

                           Mean                  1.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .6  

                            01                    .6  

                            02                    .5  

                            03                    .5  

                            04                    .5  

                            05                    .5  

                            06                    .5  

                            07                    .5  

                            08                    .5  

                            09                    .4  

                            10                    .4  

                            11                    .4  

                            12                    .4  

                            13                    .4  

                            14                    .4  

                            15                    .4  

                            16                    .6  

                            17                    .6  

                            18                    .5  

                            19                    .7  

                            20                    .6  

                            21                    .6  

                            22                    .5  

                            23                    .5  

 

                           Max                    .7

                           Min                    .4

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .7  

                            01                    .9  

                            02                   1.3  

                            03                   2.0  

                            04                   2.2  

                            05                   1.8  

                            06                   2.0  

                            07                   1.8  

                            08                   1.6  

                            09                   1.6  

                            10                   1.5  

                            11                   1.5  

                            12                   1.5  

                            13                   1.4  

                            14                   1.4  

                            15                   1.2  

                            16                   1.1  

                            17                    .9  

                            18                    .9  

                            19                    .9  

                            20                    .9  

                            21                    .8  

                            22                    .8  

                            23                    .7  

 

                           Max                   2.2

                           Min                    .7

                           Mean                  1.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .6  

                            01                    .5  

                            02                    .5  

                            03                    .4  

                            04                    .4  

                            05                    .4  

                            06                    .4  

                            07                    .4  

                            08                    .4  

                            09                    .4  

                            10                    .4  

                            11                    .4  

                            12                    .4  

                            13                    .4  

                            14                    .4  

                            15                    .4  

                            16                    .3  

                            17                    .3  

                            18                    .3  

                            19                    .3  

                            20                    .3  

                            21                    .3  

                            22                    .3  

                            23                    .3  

 

                           Max                    .6

                           Min                    .3

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                    .3  

                            03                    .3  

                            04                    .3  

                            05                    .2  

                            06                    .3  

                            07                    .3  

                            08                    .3  

                            09                    .3  

                            10                    .3  

                            11                    .3  

                            12                    .4  

                            13                    .3  

                            14                    .4  

                            15                    .4  

                            16                    .6  

                            17                    .9  

                            18                   1.2  

                            19                   1.1  

                            20                    .9  

                            21                   1.2  

                            22                   1.9  

                            23                   1.7  

 

                           Max                   1.9

                           Min                    .2

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .9  

                            01                    .7  

                            02                    .5  

                            03                    .5  

                            04                    .4  

                            05                    .4  

                            06                    .4  

                            07                    .4  

                            08                    .5  

                            09                    .5  

                            10                    .6  

                            11                    .6  

                            12                    .5  

                            13                       d

                            14                       P

                            15                       d

                            16                       d

                            17                    .4  

                            18                    .3  

                            19                    .3  

                            20                    .4  

                            21                    .3  

                            22                    .4  

                            23                    .4  

 

                           Max                    .9

                           Min                    .3

                           Mean                   .4

                           Hours                  20

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .2  

                            02                    .2  

                            03                    .2  

                            04                    .2  

                            05                    .2  

                            06                    .3  

                            07                    .3  

                            08                    .3  

                            09                    .6  

                            10                   1.0  

                            11                   1.5  

                            12                   1.2  

                            13                    .7  

                            14                    .8  

                            15                   2.5  

                            16                   1.4  

                            17                    .6  

                            18                    .5  

                            19                    .5  

                            20                    .5  

                            21                    .4  

                            22                    .7  

                            23                   1.2  

 

                           Max                   2.5

                           Min                    .2

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.5  

                            01                   1.2  

                            02                   1.8  

                            03                   3.8  

                            04                   2.0  

                            05                    .9  

                            06                   1.7  

                            07                   3.1  

                            08                   2.7  

                            09                   2.7  

                            10                   3.0  

                            11                   2.3  

                            12                   2.7  

                            13                   3.4  

                            14                   3.1  

                            15                   2.6  

                            16                   1.8  

                            17                   1.6  

                            18                   1.4  

                            19                   1.0  

                            20                    .8  

                            21                    .8  

                            22                    .9  

                            23                    .8  

 

                           Max                   3.8

                           Min                    .8

                           Mean                  1.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .6  

                            01                    .7  

                            02                    .6  

                            03                    .6  

                            04                    .8  

                            05                    .6  

                            06                    .6  

                            07                    .6  

                            08                    .6  

                            09                    .6  

                            10                    .8  

                            11                   1.3  

                            12                   2.4  

                            13                   1.8  

                            14                    .9  

                            15                    .6  

                            16                    .5  

                            17                    .5  

                            18                    .6  

                            19                    .7  

                            20                    .7  

                            21                    .6  

                            22                    .5  

                            23                    .5  

 

                           Max                   2.4

                           Min                    .5

                           Mean                   .7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .5  

                            02                    .5  

                            03                    .5  

                            04                    .6  

                            05                    .6  

                            06                    .6  

                            07                    .6  

                            08                    .7  

                            09                   1.0  

                            10                   1.0  

                            11                   1.5  

                            12                   1.3  

                            13                   1.1  

                            14                   1.4  

                            15                   1.6  

                            16                   1.8  

                            17                   2.1  

                            18                   1.8  

                            19                   1.7  

                            20                    .8  

                            21                    .5  

                            22                    .7  

                            23                   1.0  

 

                           Max                   2.1

                           Min                    .5

                           Mean                  1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.1  

                            01                   1.1  

                            02                   1.0  

                            03                    .9  

                            04                    .9  

                            05                   1.0  

                            06                   1.2  

                            07                    .9  

                            08                    .6  

                            09                    .5  

                            10                    .6  

                            11                    .5  

                            12                    .4  

                            13                    .3  

                            14                    .3  

                            15                    .3  

                            16                    .4  

                            17                    .4  

                            18                    .5  

                            19                    .5  

                            20                   1.2  

                            21                    .7  

                            22                    .6  

                            23                    .6  

 

                           Max                   1.2

                           Min                    .3

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .7  

                            01                    .6  

                            02                    .5  

                            03                    .4  

                            04                    .4  

                            05                    .4  

                            06                    .4  

                            07                    .4  

                            08                   1.0  

                            09                   2.4  

                            10                   4.1  

                            11                   3.6  

                            12                   1.4  

                            13                   1.5  

                            14                   2.7  

                            15                   3.3  

                            16                   2.1  

                            17                   1.0  

                            18                    .9  

                            19                    .9  

                            20                    .9  

                            21                    .9  

                            22                    .6  

                            23                    .6  

 

                           Max                   4.1

                           Min                    .4

                           Mean                  1.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .7  

                            01                   1.4  

                            02                   1.7  

                            03                   1.9  

                            04                   1.8  

                            05                   1.2  

                            06                    .8  

                            07                    .5  

                            08                    .4  

                            09                    .3  

                            10                    .4  

                            11                    .4  

                            12                       z

                            13                       z

                            14                    .4  

                            15                    .3  

                            16                    .3  

                            17                    .3  

                            18                    .4  

                            19                    .4  

                            20                    .4  

                            21                    .6  

                            22                    .5  

                            23                    .5  

 

                           Max                   1.9

                           Min                    .3

                           Mean                   .7

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .8  

                            01                    .9  

                            02                    .8  

                            03                   1.1  

                            04                   1.0  

                            05                   1.0  

                            06                   1.0  

                            07                    .9  

                            08                    .7  

                            09                    .6  

                            10                    .4  

                            11                    .3  

                            12                    .3  

                            13                    .4  

                            14                    .4  

                            15                    .5  

                            16                    .3  

                            17                    .3  

                            18                    .3  

                            19                    .3  

                            20                    .2  

                            21                    .3  

                            22                    .4  

                            23                    .5  

 

                           Max                   1.1

                           Min                    .2

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .3  

                            02                    .3  

                            03                    .3  

                            04                    .3  

                            05                    .3  

                            06                    .4  

                            07                    .4  

                            08                    .4  

                            09                    .4  

                            10                    .3  

                            11                    .3  

                            12                    .8  

                            13                   1.8  

                            14                   1.0  

                            15                    .8  

                            16                    .4  

                            17                    .5  

                            18                    .4  

                            19                    .3  

                            20                    .3  

                            21                    .3  

                            22                    .3  

                            23                    .3  

 

                           Max                   1.8

                           Min                    .3

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .7  

                            01                   3.7  

                            02                    .4  

                            03                    .3  

                            04                    .3  

                            05                    .3  

                            06                    .5  

                            07                    .8  

                            08                    .3  

                            09                    .3  

                            10                    .3  

                            11                    .3  

                            12                    .3  

                            13                    .2  

                            14                    .3  

                            15                    .2  

                            16                    .2  

                            17                    .2  

                            18                    .2  

                            19                    .2  

                            20                    .2  

                            21                    .2  

                            22                    .2  

                            23                    .2  

 

                           Max                   3.7

                           Min                    .2

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .2  

                            01                    .2  

                            02                    .2  

                            03                    .3  

                            04                    .2  

                            05                    .2  

                            06                    .2  

                            07                    .2  

                            08                    .2  

                            09                    .2  

                            10                    .2  

                            11                    .2  

                            12                    .2  

                            13                    .2  

                            14                    .2  

                            15                    .2  

                            16                    .2  

                            17                    .2  

                            18                    .2  

                            19                    .2  

                            20                    .2  

                            21                    .2  

                            22                    .2  

                            23                    .3  

 

                           Max                    .3

                           Min                    .2

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                    .4  

                            03                    .4  

                            04                    .3  

                            05                    .3  

                            06                    .3  

                            07                    .3  

                            08                    .3  

                            09                    .4  

                            10                    .5  

                            11                    .6  

                            12                   1.0  

                            13                   1.2  

                            14                   1.1  

                            15                    .9  

                            16                    .5  

                            17                    .5  

                            18                    .4  

                            19                    .3  

                            20                    .3  

                            21                    .3  

                            22                    .3  

                            23                    .3  

 

                           Max                   1.2

                           Min                    .3

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .6  

                            02                    .4  

                            03                    .5  

                            04                    .5  

                            05                    .5  

                            06                    .5  

                            07                    .4  

                            08                    .4  

                            09                    .6  

                            10                    .6  

                            11                    .5  

                            12                    .5  

                            13                    .4  

                            14                    .3  

                            15                    .4  

                            16                    .4  

                            17                    .3  

                            18                    .3  

                            19                    .4  

                            20                    .5  

                            21                   2.5  

                            22                   2.7  

                            23                    .9  

 

                           Max                   2.7

                           Min                    .3

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.1  

                            01                   2.1  

                            02                    .5  

                            03                    .5  

                            04                    .4  

                            05                    .4  

                            06                    .3  

                            07                    .4  

                            08                    .3  

                            09                    .8  

                            10                    .5  

                            11                    .3  

                            12                    .4  

                            13                    .3  

                            14                    .3  

                            15                    .4  

                            16                    .4  

                            17                    .3  

                            18                    .4  

                            19                    .7  

                            20                    .5  

                            21                    .4  

                            22                    .4  

                            23                    .4  

 

                           Max                   2.1

                           Min                    .3

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .5  

                            02                    .5  

                            03                    .5  

                            04                    .6  

                            05                    .8  

                            06                   1.1  

                            07                   1.0  

                            08                    .9  

                            09                    .7  

                            10                    .7  

                            11                    .8  

                            12                   1.0  

                            13                    .7  

                            14                    .8  

                            15                    .9  

                            16                    .7  

                            17                    .4  

                            18                    .4  

                            19                    .5  

                            20                    .3  

                            21                    .5  

                            22                    .4  

                            23                    .6  

 

                           Max                   1.1

                           Min                    .3

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .7  

                            01                    .5  

                            02                    .4  

                            03                    .4  

                            04                    .4  

                            05                    .4  

                            06                    .3  

                            07                    .5  

                            08                    .3  

                            09                    .3  

                            10                    .3  

                            11                   1.0  

                            12                    .9  

                            13                   1.1  

                            14                   1.0  

                            15                   1.4  

                            16                   1.3  

                            17                   1.2  

                            18                    .7  

                            19                    .7  

                            20                    .7  

                            21                    .8  

                            22                    .5  

                            23                    .4  

 

                           Max                   1.4

                           Min                    .3

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                    .3  

                            03                    .3  

                            04                    .4  

                            05                    .3  

                            06                    .3  

                            07                    .4  

                            08                    .7  

                            09                    .5  

                            10                    .3  

                            11                    .3  

                            12                    .3  

                            13                    .3  

                            14                    .3  

                            15                    .3  

                            16                    .4  

                            17                    .3  

                            18                    .5  

                            19                    .4  

                            20                    .4  

                            21                    .3  

                            22                    .3  

                            23                    .4  

 

                           Max                    .7

                           Min                    .3

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .8  

                            02                   1.0  

                            03                    .8  

                            04                   1.0  

                            05                   1.0  

                            06                   1.0  

                            07                    .8  

                            08                    .6  

                            09                    .6  

                            10                    .6  

                            11                    .8  

                            12                    .7  

                            13                    .5  

                            14                    .6  

                            15                    .7  

                            16                    .4  

                            17                    .4  

                            18                    .4  

                            19                    .4  

                            20                    .5  

                            21                    .4  

                            22                    .4  

                            23                    .3  

 

                           Max                   1.0

                           Min                    .3

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                    .4  

                            03                    .4  

                            04                    .9  

                            05                    .9  

                            06                    .8  

                            07                    .8  

                            08                   1.0  

                            09                   1.0  

                            10                    .9  

                            11                    .9  

                            12                    .9  

                            13                    .9  

                            14                   1.5  

                            15                   2.9  

                            16                   1.2  

                            17                    .6  

                            18                    .4  

                            19                    .3  

                            20                    .3  

                            21                    .3  

                            22                    .3  

                            23                    .3  

 

                           Max                   2.9

                           Min                    .3

                           Mean                   .7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                    .2  

                            03                    .3  

                            04                    .3  

                            05                    .3  

                            06                    .4  

                            07                    .4  

                            08                    .4  

                            09                    .5  

                            10                    .4  

                            11                    .4  

                            12                    .3  

                            13                    .3  

                            14                    .2  

                            15                    .2  

                            16                    .2  

                            17                    .3  

                            18                    .2  

                            19                    .2  

                            20                    .2  

                            21                    .3  

                            22                    .4  

                            23                    .4  

 

                           Max                    .5

                           Min                    .2

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .7  

                            02                    .9  

                            03                   1.2  

                            04                   5.2  

                            05                   7.0  

                            06                   5.1  

                            07                   2.8  

                            08                   2.3  

                            09                   1.6  

                            10                    .7  

                            11                    .5  

                            12                    .6  

                            13                    .7  

                            14                    .5  

                            15                    .4  

                            16                    .4  

                            17                    .4  

                            18                    .4  

                            19                    .9  

                            20                   2.8  

                            21                   3.6  

                            22                   2.6  

                            23                   1.3  

 

                           Max                   7.0

                           Min                    .4

                           Mean                  1.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.0  

                            01                    .7  

                            02                    .6  

                            03                    .6  

                            04                    .6  

                            05                    .7  

                            06                    .6  

                            07                    .8  

                            08                   1.0  

                            09                   1.7  

                            10                   1.3  

                            11                   1.5  

                            12                       D

                            13                   1.5  

                            14                    .8  

                            15                    .5  

                            16                    .4  

                            17                    .4  

                            18                    .5  

                            19                    .6  

                            20                    .6  

                            21                    .7  

                            22                    .5  

                            23                    .4  

 

                           Max                   1.7

                           Min                    .4

                           Mean                   .7

                           Hours                  23

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                    .3  

                            03                    .3  

                            04                    .3  

                            05                    .3  

                            06                    .3  

                            07                    .3  

                            08                    .3  

                            09                    .3  

                            10                    .3  

                            11                    .3  

                            12                    .3  

                            13                    .3  

                            14                    .3  

                            15                    .3  

                            16                    .3  

                            17                    .3  

                            18                    .3  

                            19                    .3  

                            20                    .3  

                            21                    .3  

                            22                    .3  

                            23                    .3  

 

                           Max                    .3

                           Min                    .3

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                    .3  

                            03                    .3  

                            04                    .3  

                            05                    .3  

                            06                    .3  

                            07                    .3  

                            08                    .3  

                            09                    .3  

                            10                    .3  

                            11                    .3  

                            12                    .3  

                            13                    .3  

                            14                    .3  

                            15                    .3  

                            16                    .3  

                            17                    .3  

                            18                    .3  

                            19                    .3  

                            20                    .3  

                            21                    .3  

                            22                    .3  

                            23                    .3  

 

                           Max                    .3

                           Min                    .3

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                    .3  

                            03                    .3  

                            04                    .3  

                            05                    .3  

                            06                    .3  

                            07                    .3  

                            08                    .3  

                            09                    .3  

                            10                    .3  

                            11                    .3  

                            12                    .3  

                            13                    .3  

                            14                    .5  

                            15                    .5  

                            16                    .4  

                            17                    .3  

                            18                    .3  

                            19                    .3  

                            20                    .3  

                            21                    .3  

                            22                    .3  

                            23                    .3  

 

                           Max                    .5

                           Min                    .3

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                    .3  

                            03                    .3  

                            04                    .3  

                            05                    .3  

                            06                    .3  

                            07                    .3  

                            08                    .3  

                            09                    .3  

                            10                    .3  

                            11                    .3  

                            12                    .3  

                            13                    .3  

                            14                    .3  

                            15                    .3  

                            16                    .3  

                            17                    .3  

                            18                    .3  

                            19                    .3  

                            20                    .3  

                            21                    .3  

                            22                    .4  

                            23                    .4  

 

                           Max                    .4

                           Min                    .3

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .4  

                            02                    .4  

                            03                    .4  

                            04                    .4  

                            05                    .5  

                            06                    .5  

                            07                    .4  

                            08                    .4  

                            09                    .5  

                            10                    .6  

                            11                    .6  

                            12                    .5  

                            13                    .5  

                            14                    .5  

                            15                    .5  

                            16                    .5  

                            17                    .4  

                            18                    .4  

                            19                    .4  

                            20                    .4  

                            21                    .3  

                            22                    .5  

                            23                    .5  

 

                           Max                    .6

                           Min                    .3

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .4  

                            02                    .3  

                            03                    .3  

                            04                    .3  

                            05                    .4  

                            06                    .3  

                            07                    .4  

                            08                    .4  

                            09                    .4  

                            10                    .4  

                            11                    .5  

                            12                    .7  

                            13                    .5  

                            14                    .3  

                            15                    .5  

                            16                   1.1  

                            17                    .6  

                            18                    .2  

                            19                    .2  

                            20                    .3  

                            21                    .3  

                            22                    .3  

                            23                    .2  

 

                           Max                   1.1

                           Min                    .2

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                    .3  

                            03                    .3  

                            04                    .3  

                            05                    .3  

                            06                    .3  

                            07                    .4  

                            08                    .5  

                            09                    .4  

                            10                    .3  

                            11                    .4  

                            12                    .3  

                            13                    .3  

                            14                    .3  

                            15                    .3  

                            16                    .3  

                            17                    .3  

                            18                    .3  

                            19                    .3  

                            20                    .3  

                            21                    .2  

                            22                    .2  

                            23                    .2  

 

                           Max                    .5

                           Min                    .2

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .6  

                            01                    .9  

                            02                    .7  

                            03                    .9  

                            04                    .4  

                            05                    .4  

                            06                    .5  

                            07                    .6  

                            08                    .3  

                            09                    .5  

                            10                    .6  

                            11                    .7  

                            12                    .8  

                            13                    .8  

                            14                    .7  

                            15                    .7  

                            16                    .7  

                            17                    .7  

                            18                    .6  

                            19                    .5  

                            20                    .4  

                            21                    .4  

                            22                    .4  

                            23                    .4  

 

                           Max                    .9

                           Min                    .3

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .3  

                            02                    .3  

                            03                    .3  

                            04                    .4  

                            05                    .5  

                            06                    .4  

                            07                    .4  

                            08                    .4  

                            09                    .7  

                            10                   1.2  

                            11                   1.2  

                            12                   1.0  

                            13                    .9  

                            14                    .9  

                            15                    .9  

                            16                    .9  

                            17                    .8  

                            18                    .5  

                            19                    .4  

                            20                    .4  

                            21                    .4  

                            22                    .3  

                            23                    .4  

 

                           Max                   1.2

                           Min                    .3

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     1  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                       z

                            10                       D

                            11                       z

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  
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                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  
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                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  20

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     4

                           Min                     0

                           Mean                    0

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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                    Daily Parameter Report  -  Hourly Averages
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                                   02/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  
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                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  
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                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  
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                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  
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                            05                     0  
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                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  
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                            02                     0  

                            03                     0  
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                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  
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                            02                     4  
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                            04                     2  

                            05                     1  
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                            10                     2  

                            11                     1  

                            12                     1  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     4

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  
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                            08                     2  

                            09                     1  

                            10                     2  

                            11                     2  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     2  

                            16                     2  

                            17                     3  

                            18                     3  

                            19                     2  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     3

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            02                     1  
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                            04                     0  

                            05                     0  
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                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     2  

                            08                     2  

                            09                     1  

                            10                     2  

                            11                     3  

                            12                     3  

                            13                     3  

                            14                     4  

                            15                     5  

                            16                     5  

                            17                     4  

                            18                     3  

                            19                     2  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     5

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     3  

                            03                     4  

                            04                     4  

                            05                     5  

                            06                     4  
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                            08                     4  

                            09                     3  

                            10                     3  

                            11                     2  

                            12                     3  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     5

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     3  

                            07                     2  

                            08                     1  

                            09                     1  

                            10                     2  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     2  

                            17                     2  

                            18                     1  

                            19                     2  

                            20                     2  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     3

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                       z

                            10                       D

                            11                       z

                            12                     1  

                            13                     0  

                            14                     1  

                            15                     1  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     3  

                            20                     3  

                            21                     3  

                            22                     2  

                            23                     1  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     2  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     2  

                            07                     2  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     2  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     2  

                            09                     2  

                            10                     4  

                            11                     2  

                            12                     1  

                            13                     2  

                            14                     4  

                            15                     5  

                            16                     5  

                            17                     5  

                            18                     6  

                            19                     5  

                            20                     3  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     6

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     0  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     1  

                            16                     0  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     2  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     0  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     2  

                            07                     3  

                            08                     2  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     2  

                            06                     3  

                            07                     3  

                            08                     3  

                            09                     3  

                            10                     3  

                            11                     3  

                            12                     4  

                            13                     4  

                            14                     4  

                            15                     4  

                            16                     5  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     5  

                            21                     6  

                            22                     5  

                            23                     5  

 

                           Max                     6

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     5  

                            03                     5  

                            04                     6  

                            05                     7  

                            06                     5  

                            07                     3  

                            08                     4  

                            09                     3  

                            10                     2  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     3  

                            16                     3  

                            17                     4  

                            18                     2  

                            19                     2  

                            20                     3  

                            21                     3  

                            22                     2  

                            23                     2  

 

                           Max                     7

                           Min                     2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     2  

                            02                     2  

                            03                     1  

                            04                     2  

                            05                     2  

                            06                     2  

                            07                     1  

                            08                     2  

                            09                     2  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     0  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     3  

                            11                     1  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     3  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     1  

                            06                     2  

                            07                     3  

                            08                     3  

                            09                     3  

                            10                     2  

                            11                     2  

                            12                     1  

                            13                     2  

                            14                     2  

                            15                     3  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     3

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     1  

                            13                     0  

                            14                     0  

                            15                     1  

                            16                     2  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     0  

                            12                     0  

                            13                     1  

                            14                     0  

                            15                     1  

                            16                     2  

                            17                     3  

                            18                     4  

                            19                     3  

                            20                     4  

                            21                     4  

                            22                     2  

                            23                     2  

 

                           Max                     4

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     2  

                            02                     2  

                            03                     3  

                            04                     3  

                            05                     4  

                            06                     4  

                            07                     2  

                            08                     1  

                            09                     1  

                            10                     0  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     0  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     4

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     2  
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                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     2

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            08                     1  

                            09                     1  

                            10                       z

                            11                       z

                            12                     1  

                            13                     2  

                            14                     2  

                            15                     3  

                            16                     3  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     4  

                            21                     4  

                            22                     4  

                            23                     4  

 

                           Max                     5

                           Min                     1

                           Mean                    2

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     2  

                            06                     3  

                            07                     3  

                            08                     3  

                            09                     2  

                            10                     2  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     1  

                            17                     2  

                            18                     3  

                            19                     1  

                            20                     2  

                            21                     5  

                            22                     2  

                            23                     2  

 

                           Max                     5

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     2  

                            15                     3  

                            16                     3  

                            17                     3  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     1  

                            22                     2  

                            23                     2  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     3  

                            03                     3  

                            04                     4  

                            05                     4  

                            06                     5  

                            07                     4  

                            08                     3  

                            09                     3  

                            10                     2  

                            11                     3  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     4  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     4  

                            21                     3  

                            22                     3  

                            23                     3  

 

                           Max                     5

                           Min                     2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     2  

                            06                     2  

                            07                     2  

                            08                     2  

                            09                     2  

                            10                     2  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     3  

                            15                     5  

                            16                     4  

                            17                     2  

                            18                     2  

                            19                     6  

                            20                     5  

                            21                     4  

                            22                     3  

                            23                     4  

 

                           Max                     6

                           Min                     2

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     8  

                            01                     7  

                            02                     5  

                            03                     4  

                            04                     4  

                            05                     4  

                            06                     7  

                            07                     6  

                            08                     5  

                            09                     4  

                            10                     4  

                            11                     3  

                            12                     4  

                            13                     5  

                            14                     5  

                            15                     8  

                            16                    10  

                            17                     9  

                            18                     8  

                            19                     8  

                            20                     7  

                            21                     6  

                            22                     7  

                            23                     5  

 

                           Max                    10

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     3  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     2  

                            08                     5  

                            09                     4  

                            10                     3  

                            11                     2  

                            12                     1  

                            13                       d

                            14                       P

                            15                       d

                            16                       d

                            17                     4  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     5

                           Min                     1

                           Mean                    2

                           Hours                  20

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     2  

                            08                     5  

                            09                     7  

                            10                     5  

                            11                     4  

                            12                     4  

                            13                     5  

                            14                     3  

                            15                     4  

                            16                     4  

                            17                     4  

                            18                     3  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     7

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     3  

                            03                     3  

                            04                     4  

                            05                     6  

                            06                     4  

                            07                     5  

                            08                     3  

                            09                     2  

                            10                     2  

                            11                     2  

                            12                     3  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     2  

                            17                     4  

                            18                     5  

                            19                     3  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     1  

 

                           Max                     6

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     3  

                            03                     2  

                            04                     2  

                            05                     2  

                            06                     2  

                            07                     2  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     2  

                            20                     2  

                            21                     1  

                            22                     2  

                            23                     3  

 

                           Max                     3

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     2  

                            09                     3  

                            10                     2  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     4  

                            17                     4  

                            18                     4  

                            19                     5  

                            20                     3  

                            21                     3  

                            22                     3  

                            23                     5  

 

                           Max                     5

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     6  

                            03                     5  

                            04                     4  

                            05                     3  

                            06                     3  

                            07                     2  

                            08                     2  

                            09                     2  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     2  

                            18                     3  

                            19                     3  

                            20                     2  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     6

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     2  

                            02                     2  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     2  

                            09                     3  

                            10                     3  

                            11                     3  

                            12                     2  

                            13                     2  

                            14                     3  

                            15                     5  

                            16                     4  

                            17                     2  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     2  

                            22                     3  

                            23                     2  

 

                           Max                     5

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     3  

                            03                     2  

                            04                     2  

                            05                     3  

                            06                     3  

                            07                     3  

                            08                     4  

                            09                     3  

                            10                       z

                            11                       D

                            12                       D

                            13                     2  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     2  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     4

                           Min                     1

                           Mean                    1

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     2  

                            09                     2  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     2  

 

                           Max                     2

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     2  

                            07                     2  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     2  

                            14                     2  

                            15                     4  

                            16                     5  

                            17                     3  

                            18                     3  

                            19                     3  

                            20                     3  

                            21                     2  

                            22                     4  

                            23                     3  

 

                           Max                     5

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     3  

                            03                     3  

                            04                     3  

                            05                     3  

                            06                     4  

                            07                     4  

                            08                     4  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     4  

                            13                     3  

                            14                     3  

                            15                     3  

                            16                     3  

                            17                     3  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     5

                           Min                     2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     2  

                            15                     2  

                            16                     3  

                            17                     3  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     3

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     2  

                            02                     2  

                            03                     4  

                            04                     6  

                            05                     6  

                            06                     6  

                            07                     5  

                            08                     4  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     4  

                            13                     6  

                            14                     5  

                            15                     5  

                            16                     5  

                            17                     5  

                            18                     5  

                            19                     4  

                            20                     4  

                            21                     4  

                            22                     4  

                            23                     4  

 

                           Max                     6

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     6  

                            01                     9  

                            02                     5  

                            03                     6  

                            04                     5  

                            05                     4  

                            06                     4  

                            07                     3  

                            08                     3  

                            09                     2  

                            10                     2  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     2  

                            17                     3  

                            18                     3  

                            19                     3  

                            20                     3  

                            21                     3  

                            22                     3  

                            23                     2  

 

                           Max                     9

                           Min                     2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     3  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     0  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     1  

                            23                     1  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     0  

                            03                     1  

                            04                     1  

                            05                     2  

                            06                     2  

                            07                     2  

                            08                     3  

                            09                     2  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     2  

                            15                     2  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     2  

                            04                     1  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     4  

                            16                     5  

                            17                     5  

                            18                     3  

                            19                     2  

                            20                     2  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     5

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     2  

                            09                     1  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     1  

                            14                     1  

                            15                     0  

                            16                     1  

                            17                     1  

                            18                     2  

                            19                     2  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     3  

                            05                     3  

                            06                     2  

                            07                     5  

                            08                     5  

                            09                     4  

                            10                     3  

                            11                     3  

                            12                     2  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     1  

 

                           Max                     5

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     2  

                            06                     3  

                            07                     6  

                            08                     6  

                            09                     3  

                            10                     2  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     3  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     1  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     6

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     2  

                            11                     1  

                            12                     1  

                            13                     0  

                            14                     0  

                            15                     1  

                            16                     2  

                            17                     3  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     1  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     3  

                            20                     6  

                            21                     7  

                            22                     5  

                            23                     4  

 

                           Max                     7

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     1  

                            02                     2  

                            03                     1  

                            04                     1  

                            05                     0  

                            06                     1  

                            07                     1  

                            08                     0  

                            09                     4  

                            10                       z

                            11                       D

                            12                       z

                            13                     3  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     0  

 

                           Max                     4

                           Min                     0

                           Mean                    1

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     2  

                            18                     1  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     3  

 

                           Max                     3

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     3  

                            06                     3  

                            07                     2  

                            08                     3  

                            09                     3  

                            10                     2  

                            11                     2  

                            12                     3  

                            13                     3  

                            14                     3  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     3

                           Min                     2

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     2  

                            06                     2  

                            07                     1  

                            08                     1  

                            09                     2  

                            10                     2  

                            11                     2  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     4  

                            22                     4  

                            23                     3  

 

                           Max                     4

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     3  

                            03                     2  

                            04                     2  

                            05                     2  

                            06                     2  

                            07                     3  

                            08                     4  

                            09                     4  

                            10                     3  

                            11                     3  

                            12                     2  

                            13                     2  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     4

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     0  

                            02                     0  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     2  

                            07                     2  

                            08                     2  

                            09                     3  

                            10                     3  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     3  

                            19                     3  

                            20                     3  

                            21                     3  

                            22                     2  

                            23                     3  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     3  

                            03                     3  

                            04                     3  

                            05                     2  

                            06                     3  

                            07                     3  

                            08                     4  

                            09                     3  

                            10                     2  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     3  

                            17                     4  

                            18                     2  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     4

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     0  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     0  

                            07                     1  

                            08                     1  

                            09                     2  

                            10                     3  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    24  

                            01                    25  

                            02                    26  

                            03                    29  

                            04                    31  

                            05                    32  

                            06                    32  

                            07                    31  

                            08                    30  

                            09                    30  

                            10                    31  

                            11                    32  

                            12                    32  

                            13                    33  

                            14                    33  

                            15                    32  

                            16                    32  

                            17                    32  

                            18                    34  

                            19                    35  

                            20                    35  

                            21                    35  

                            22                    36  

                            23                    36  

 

                           Max                    36

                           Min                    24

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    35  

                            01                    35  

                            02                    35  

                            03                    36  

                            04                    36  

                            05                    35  

                            06                    35  

                            07                    35  

                            08                    36  

                            09                    36  

                            10                    36  

                            11                    36  

                            12                    37  

                            13                    36  

                            14                    34  

                            15                    34  

                            16                    34  

                            17                    32  

                            18                    31  

                            19                    31  

                            20                    33  

                            21                    34  

                            22                    34  

                            23                    35  

 

                           Max                    37

                           Min                    31

                           Mean                   34

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    36  

                            01                    36  

                            02                    36  

                            03                    37  

                            04                    38  

                            05                    38  

                            06                    38  

                            07                    38  

                            08                    38  

                            09                    37  

                            10                    38  

                            11                    39  

                            12                    39  

                            13                    39  

                            14                    41  

                            15                    41  

                            16                    41  

                            17                    40  

                            18                    39  

                            19                    39  

                            20                    38  

                            21                    38  

                            22                    38  

                            23                    37  

 

                           Max                    41

                           Min                    36

                           Mean                   38

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    37  

                            02                    36  

                            03                    36  

                            04                    36  

                            05                    35  

                            06                    35  

                            07                    34  

                            08                    31  

                            09                    33  

                            10                    35  

                            11                    36  

                            12                    37  

                            13                    36  

                            14                    35  

                            15                    33  

                            16                    34  

                            17                    34  

                            18                    35  

                            19                    35  

                            20                    36  

                            21                    36  

                            22                    36  

                            23                    36  

 

                           Max                    37

                           Min                    31

                           Mean                   35

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    35  

                            01                    36  

                            02                    34  

                            03                    32  

                            04                    32  

                            05                    28  

                            06                    31  

                            07                    31  

                            08                    31  

                            09                    34  

                            10                    36  

                            11                    36  

                            12                    37  

                            13                    37  

                            14                    38  

                            15                    38  

                            16                    38  

                            17                    38  

                            18                    36  

                            19                    36  

                            20                    36  

                            21                    36  

                            22                    37  

                            23                    37  

 

                           Max                    38

                           Min                    28

                           Mean                   35

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    36  

                            01                    34  

                            02                    33  

                            03                    33  

                            04                    34  

                            05                    35  

                            06                    33  

                            07                    34  

                            08                    36  

                            09                    35  

                            10                    36  

                            11                    37  

                            12                    38  

                            13                    38  

                            14                    39  

                            15                    39  

                            16                    39  

                            17                    39  

                            18                    39  

                            19                    38  

                            20                    37  

                            21                    37  

                            22                    37  

                            23                    37  

 

                           Max                    39

                           Min                    33

                           Mean                   36

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    37  

                            02                    37  

                            03                    37  

                            04                    37  

                            05                    37  

                            06                    35  

                            07                    36  

                            08                    35  

                            09                    35  

                            10                    36  

                            11                    36  

                            12                       z

                            13                       z

                            14                    37  

                            15                    37  

                            16                    35  

                            17                    35  

                            18                    33  

                            19                    32  

                            20                    32  

                            21                    31  

                            22                    33  

                            23                    34  

 

                           Max                    37

                           Min                    31

                           Mean                   35

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    34  

                            01                    34  

                            02                    34  

                            03                    35  

                            04                    38  

                            05                    37  

                            06                    37  

                            07                    36  

                            08                    34  

                            09                    35  

                            10                    35  

                            11                    35  

                            12                    35  

                            13                    34  

                            14                    36  

                            15                    39  

                            16                    39  

                            17                    38  

                            18                    38  

                            19                    38  

                            20                    38  

                            21                    38  

                            22                    37  

                            23                    36  

 

                           Max                    39

                           Min                    34

                           Mean                   36

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    36  

                            01                    36  

                            02                    36  

                            03                    35  

                            04                    34  

                            05                    33  

                            06                    33  

                            07                    31  

                            08                    33  

                            09                    34  

                            10                    34  

                            11                    35  

                            12                    36  

                            13                    36  

                            14                    35  

                            15                    34  

                            16                    32  

                            17                    30  

                            18                    30  

                            19                    30  

                            20                    30  

                            21                    30  

                            22                    28  

                            23                    25  

 

                           Max                    36

                           Min                    25

                           Mean                   32

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    24  

                            01                    24  

                            02                    25  

                            03                    26  

                            04                    26  

                            05                    27  

                            06                    28  

                            07                    28  

                            08                    29  

                            09                    27  

                            10                    24  

                            11                    26  

                            12                    25  

                            13                    26  

                            14                    23  

                            15                    22  

                            16                    22  

                            17                    21  

                            18                    19  

                            19                    21  

                            20                    23  

                            21                    27  

                            22                    27  

                            23                    26  

 

                           Max                    29

                           Min                    19

                           Mean                   24

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    27  

                            01                    26  

                            02                    26  

                            03                    26  

                            04                    26  

                            05                    26  

                            06                    26  

                            07                    27  

                            08                    27  

                            09                    27  

                            10                    28  

                            11                    28  

                            12                    29  

                            13                    30  

                            14                    31  

                            15                    32  

                            16                    33  

                            17                    33  

                            18                    35  

                            19                    36  

                            20                    37  

                            21                    38  

                            22                    36  

                            23                    37  

 

                           Max                    38

                           Min                    26

                           Mean                   30

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    37  

                            02                    36  

                            03                    36  

                            04                    35  

                            05                    34  

                            06                    34  

                            07                    34  

                            08                    36  

                            09                    37  

                            10                    37  

                            11                    37  

                            12                    37  

                            13                    37  

                            14                    37  

                            15                    35  

                            16                    36  

                            17                    35  

                            18                    35  

                            19                    35  

                            20                    37  

                            21                    37  

                            22                    37  

                            23                    38  

 

                           Max                    38

                           Min                    34

                           Mean                   36

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    37  

                            02                    37  

                            03                    36  

                            04                    35  

                            05                    34  

                            06                    33  

                            07                    32  

                            08                    32  

                            09                    32  

                            10                    31  

                            11                    30  

                            12                    30  

                            13                    30  

                            14                    30  

                            15                    31  

                            16                    30  

                            17                    29  

                            18                    29  

                            19                    28  

                            20                    26  

                            21                    24  

                            22                    26  

                            23                    25  

 

                           Max                    37

                           Min                    24

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    25  

                            01                    24  

                            02                    25  

                            03                    25  

                            04                    24  

                            05                    23  

                            06                    27  

                            07                    29  

                            08                    28  

                            09                    31  

                            10                    32  

                            11                    35  

                            12                    36  

                            13                    37  

                            14                    37  

                            15                    36  

                            16                    35  

                            17                    35  

                            18                    37  

                            19                    38  

                            20                    36  

                            21                    35  

                            22                    34  

                            23                    34  

 

                           Max                    38

                           Min                    23

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    33  

                            01                    35  

                            02                    37  

                            03                    36  

                            04                    36  

                            05                    35  

                            06                    35  

                            07                    35  

                            08                    35  

                            09                    35  

                            10                    36  

                            11                    35  

                            12                    35  

                            13                    35  

                            14                    36  

                            15                    36  

                            16                    36  

                            17                    36  

                            18                    35  

                            19                    35  

                            20                    35  

                            21                    34  

                            22                    33  

                            23                    33  

 

                           Max                    37

                           Min                    33

                           Mean                   35

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    33  

                            01                    34  

                            02                    33  

                            03                    33  

                            04                    33  

                            05                    33  

                            06                    34  

                            07                    33  

                            08                    33  

                            09                    33  

                            10                    32  

                            11                    28  

                            12                    27  

                            13                    27  

                            14                    26  

                            15                    29  

                            16                    30  

                            17                    30  

                            18                    31  

                            19                    29  

                            20                    27  

                            21                    28  

                            22                    26  

                            23                    25  

 

                           Max                    34

                           Min                    25

                           Mean                   30

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    25  

                            01                    30  

                            02                    29  

                            03                    29  

                            04                    30  

                            05                    30  

                            06                    28  

                            07                    28  

                            08                    28  

                            09                    29  

                            10                    29  

                            11                    30  

                            12                    30  

                            13                    29  

                            14                    30  

                            15                    28  

                            16                    27  

                            17                    25  

                            18                    25  

                            19                    26  

                            20                    29  

                            21                    32  

                            22                    32  

                            23                    32  

 

                           Max                    32

                           Min                    25

                           Mean                   28

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    32  

                            01                    33  

                            02                    32  

                            03                    32  

                            04                    33  

                            05                    33  

                            06                    34  

                            07                    33  

                            08                    33  

                            09                    34  

                            10                    34  

                            11                    34  

                            12                    34  

                            13                    35  

                            14                    35  

                            15                    32  

                            16                    31  

                            17                    32  

                            18                    31  

                            19                    32  

                            20                    33  

                            21                    32  

                            22                    32  

                            23                    32  

 

                           Max                    35

                           Min                    31

                           Mean                   32

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    32  

                            01                    32  

                            02                    33  

                            03                    36  

                            04                    37  

                            05                    35  

                            06                    30  

                            07                    29  

                            08                    29  

                            09                    29  

                            10                    29  

                            11                    30  

                            12                    32  

                            13                    32  

                            14                    33  

                            15                    33  

                            16                    31  

                            17                    30  

                            18                    29  

                            19                    29  

                            20                    28  

                            21                    28  

                            22                    29  

                            23                    28  

 

                           Max                    37

                           Min                    28

                           Mean                   30

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    27  

                            01                    28  

                            02                    28  

                            03                    26  

                            04                    25  

                            05                    24  

                            06                    23  

                            07                    27  

                            08                    32  

                            09                    35  

                            10                    36  

                            11                    35  

                            12                    35  

                            13                    35  

                            14                    37  

                            15                    38  

                            16                    37  

                            17                    36  

                            18                    36  

                            19                    37  

                            20                    38  

                            21                    37  

                            22                    37  

                            23                    36  

 

                           Max                    38

                           Min                    23

                           Mean                   32

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    36  

                            01                    35  

                            02                    35  

                            03                    35  

                            04                    35  

                            05                    34  

                            06                    34  

                            07                    34  

                            08                    35  

                            09                    35  

                            10                    36  

                            11                    36  

                            12                    36  

                            13                    37  

                            14                    37  

                            15                    36  

                            16                    35  

                            17                    34  

                            18                    34  

                            19                    34  

                            20                    33  

                            21                    34  

                            22                    34  

                            23                    34  

 

                           Max                    37

                           Min                    33

                           Mean                   34

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    34  

                            01                    34  

                            02                    34  

                            03                    33  

                            04                    34  

                            05                    33  

                            06                    33  

                            07                    33  

                            08                    32  

                            09                    31  

                            10                    31  

                            11                    31  

                            12                       z

                            13                       z

                            14                    30  

                            15                    29  

                            16                    28  

                            17                    24  

                            18                    28  

                            19                    28  

                            20                    28  

                            21                    28  

                            22                    28  

                            23                    27  

 

                           Max                    34

                           Min                    24

                           Mean                   30

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    31  

                            01                    35  

                            02                    36  

                            03                    35  

                            04                    36  

                            05                    35  

                            06                    34  

                            07                    33  

                            08                    34  

                            09                    35  

                            10                    36  

                            11                    36  

                            12                    36  

                            13                    36  

                            14                    36  

                            15                    36  

                            16                    36  

                            17                    35  

                            18                    33  

                            19                    35  

                            20                    34  

                            21                    30  

                            22                    33  

                            23                    33  

 

                           Max                    36

                           Min                    30

                           Mean                   34

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    34  

                            01                    34  

                            02                    34  

                            03                    34  

                            04                    34  

                            05                    33  

                            06                    33  

                            07                    33  

                            08                    32  

                            09                    32  

                            10                    31  

                            11                    31  

                            12                    30  

                            13                    30  

                            14                    29  

                            15                    27  

                            16                    27  

                            17                    29  

                            18                    31  

                            19                    32  

                            20                    33  

                            21                    33  

                            22                    32  

                            23                    32  

 

                           Max                    34

                           Min                    27

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    30  

                            01                    29  

                            02                    28  

                            03                    27  

                            04                    26  

                            05                    25  

                            06                    25  

                            07                    26  

                            08                    27  

                            09                    28  

                            10                    29  

                            11                    30  

                            12                    31  

                            13                    32  

                            14                    33  

                            15                    32  

                            16                    29  

                            17                    27  

                            18                    27  

                            19                    27  

                            20                    26  

                            21                    26  

                            22                    26  

                            23                    25  

 

                           Max                    33

                           Min                    25

                           Mean                   27

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    25  

                            01                    24  

                            02                    24  

                            03                    24  

                            04                    23  

                            05                    23  

                            06                    23  

                            07                    23  

                            08                    22  

                            09                    22  

                            10                    23  

                            11                    23  

                            12                    24  

                            13                    25  

                            14                    25  

                            15                    23  

                            16                    20  

                            17                    21  

                            18                    21  

                            19                    17  

                            20                    15  

                            21                    16  

                            22                    18  

                            23                    16  

 

                           Max                    25

                           Min                    15

                           Mean                   21

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    11  

                            01                    10  

                            02                    11  

                            03                    14  

                            04                    14  

                            05                    11  

                            06                     9  

                            07                     9  

                            08                    11  

                            09                    14  

                            10                    17  

                            11                    19  

                            12                    21  

                            13                    21  

                            14                    21  

                            15                    19  

                            16                    22  

                            17                    23  

                            18                    24  

                            19                    23  

                            20                    24  

                            21                    24  

                            22                    23  

                            23                    26  

 

                           Max                    26

                           Min                     9

                           Mean                   17

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    28  

                            01                    32  

                            02                    34  

                            03                    32  

                            04                    32  

                            05                    31  

                            06                    30  

                            07                    29  

                            08                    26  

                            09                    29  

                            10                    30  

                            11                    31  

                            12                    32  

                            13                       d

                            14                       P

                            15                       d

                            16                       d

                            17                    24  

                            18                    24  

                            19                    25  

                            20                    26  

                            21                    25  

                            22                    24  

                            23                    24  

 

                           Max                    34

                           Min                    24

                           Mean                   28

                           Hours                  20

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    22  

                            01                    20  

                            02                    19  

                            03                    19  

                            04                    19  

                            05                    19  

                            06                    16  

                            07                    16  

                            08                    17  

                            09                    20  

                            10                    24  

                            11                    32  

                            12                    35  

                            13                    36  

                            14                    38  

                            15                    35  

                            16                    34  

                            17                    34  

                            18                    30  

                            19                    25  

                            20                    23  

                            21                    22  

                            22                    22  

                            23                    22  

 

                           Max                    38

                           Min                    16

                           Mean                   24

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    22  

                            01                    23  

                            02                    23  

                            03                    23  

                            04                    22  

                            05                    21  

                            06                    22  

                            07                    21  

                            08                    23  

                            09                    24  

                            10                    24  

                            11                    25  

                            12                    25  

                            13                    26  

                            14                    26  

                            15                    26  

                            16                    25  

                            17                    24  

                            18                    24  

                            19                    27  

                            20                    28  

                            21                    28  

                            22                    28  

                            23                    26  

 

                           Max                    28

                           Min                    21

                           Mean                   24

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    26  

                            01                    25  

                            02                    24  

                            03                    25  

                            04                    24  

                            05                    24  

                            06                    25  

                            07                    26  

                            08                    28  

                            09                    29  

                            10                    29  

                            11                    30  

                            12                    31  

                            13                    32  

                            14                    32  

                            15                    32  

                            16                    31  

                            17                    30  

                            18                    29  

                            19                    29  

                            20                    29  

                            21                    30  

                            22                    28  

                            23                    28  

 

                           Max                    32

                           Min                    24

                           Mean                   28

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    29  

                            01                    29  

                            02                    29  

                            03                    29  

                            04                    28  

                            05                    27  

                            06                    27  

                            07                    27  

                            08                    26  

                            09                    27  

                            10                    27  

                            11                    28  

                            12                    30  

                            13                    32  

                            14                    32  

                            15                    31  

                            16                    30  

                            17                    29  

                            18                    28  

                            19                    27  

                            20                    32  

                            21                    33  

                            22                    30  

                            23                    24  

 

                           Max                    33

                           Min                    24

                           Mean                   28

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    24  

                            01                    23  

                            02                    24  

                            03                    24  

                            04                    25  

                            05                    26  

                            06                    27  

                            07                    32  

                            08                    36  

                            09                    37  

                            10                    39  

                            11                    41  

                            12                    39  

                            13                    35  

                            14                    34  

                            15                    35  

                            16                    35  

                            17                    34  

                            18                    32  

                            19                    33  

                            20                    35  

                            21                    37  

                            22                    37  

                            23                    39  

 

                           Max                    41

                           Min                    23

                           Mean                   32

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    39  

                            01                    38  

                            02                    36  

                            03                    36  

                            04                    36  

                            05                    35  

                            06                    36  

                            07                    35  

                            08                    33  

                            09                    33  

                            10                    34  

                            11                    34  

                            12                    35  

                            13                    37  

                            14                    36  

                            15                    33  

                            16                    34  

                            17                    36  

                            18                    37  

                            19                    37  

                            20                    36  

                            21                    34  

                            22                    34  

                            23                    34  

 

                           Max                    39

                           Min                    33

                           Mean                   35

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    34  

                            01                    33  

                            02                    33  

                            03                    32  

                            04                    31  

                            05                    29  

                            06                    29  

                            07                    35  

                            08                    36  

                            09                    37  

                            10                    38  

                            11                    38  

                            12                    38  

                            13                       z

                            14                       z

                            15                    36  

                            16                    35  

                            17                    35  

                            18                    34  

                            19                    36  

                            20                    36  

                            21                    37  

                            22                    36  

                            23                    36  

 

                           Max                    38

                           Min                    29

                           Mean                   34

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    36  

                            01                    38  

                            02                    37  

                            03                    38  

                            04                    38  

                            05                    37  

                            06                    37  

                            07                    36  

                            08                    35  

                            09                    35  

                            10                    36  

                            11                    38  

                            12                    39  

                            13                    39  

                            14                    40  

                            15                    39  

                            16                    34  

                            17                    35  

                            18                    36  

                            19                    35  

                            20                    35  

                            21                    36  

                            22                    34  

                            23                    32  

 

                           Max                    40

                           Min                    32

                           Mean                   36

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    31  

                            01                    30  

                            02                    29  

                            03                    28  

                            04                    27  

                            05                    26  

                            06                    24  

                            07                    26  

                            08                    29  

                            09                    30  

                            10                    33  

                            11                    35  

                            12                    36  

                            13                    35  

                            14                    35  

                            15                    34  

                            16                    29  

                            17                    31  

                            18                    32  

                            19                    33  

                            20                    33  

                            21                    34  

                            22                    33  

                            23                    33  

 

                           Max                    36

                           Min                    24

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    31  

                            01                    27  

                            02                    30  

                            03                    30  

                            04                    29  

                            05                    28  

                            06                    27  

                            07                    26  

                            08                    27  

                            09                    27  

                            10                    27  

                            11                    27  

                            12                    27  

                            13                    27  

                            14                    27  

                            15                    27  

                            16                    26  

                            17                    25  

                            18                    25  

                            19                    25  

                            20                    24  

                            21                    24  

                            22                    24  

                            23                    24  

 

                           Max                    31

                           Min                    24

                           Mean                   26

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    25  

                            01                    25  

                            02                    26  

                            03                    27  

                            04                    27  

                            05                    27  

                            06                    27  

                            07                    27  

                            08                    27  

                            09                    26  

                            10                    26  

                            11                    25  

                            12                    25  

                            13                    25  

                            14                    25  

                            15                    24  

                            16                    24  

                            17                    23  

                            18                    24  

                            19                    25  

                            20                    25  

                            21                    24  

                            22                    24  

                            23                    23  

 

                           Max                    27

                           Min                    23

                           Mean                   25

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    21  

                            01                    20  

                            02                    19  

                            03                    17  

                            04                    15  

                            05                    14  

                            06                    14  

                            07                    13  

                            08                    15  

                            09                    19  

                            10                    23  

                            11                    26  

                            12                    32  

                            13                    34  

                            14                    38  

                            15                    36  

                            16                    30  

                            17                    28  

                            18                    23  

                            19                    19  

                            20                    20  

                            21                    15  

                            22                    15  

                            23                    15  

 

                           Max                    38

                           Min                    13

                           Mean                   21

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    15  

                            01                    22  

                            02                    31  

                            03                    29  

                            04                    30  

                            05                    30  

                            06                    30  

                            07                    31  

                            08                    29  

                            09                    29  

                            10                    28  

                            11                    26  

                            12                    27  

                            13                    26  

                            14                    25  

                            15                    25  

                            16                    27  

                            17                    28  

                            18                    27  

                            19                    29  

                            20                    30  

                            21                    35  

                            22                    34  

                            23                    33  

 

                           Max                    35

                           Min                    15

                           Mean                   28

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    32  

                            01                    30  

                            02                    31  

                            03                    31  

                            04                    30  

                            05                    29  

                            06                    29  

                            07                    30  

                            08                    32  

                            09                    35  

                            10                    35  

                            11                    34  

                            12                    35  

                            13                    35  

                            14                    36  

                            15                    37  

                            16                    35  

                            17                    33  

                            18                    34  

                            19                    33  

                            20                    33  

                            21                    33  

                            22                    33  

                            23                    33  

 

                           Max                    37

                           Min                    29

                           Mean                   32

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    33  

                            01                    33  

                            02                    33  

                            03                    32  

                            04                    32  

                            05                    32  

                            06                    32  

                            07                    33  

                            08                    34  

                            09                    34  

                            10                    34  

                            11                    34  

                            12                    36  

                            13                    37  

                            14                    37  

                            15                    36  

                            16                    36  

                            17                    34  

                            18                    33  

                            19                    32  

                            20                    30  

                            21                    31  

                            22                    30  

                            23                    30  

 

                           Max                    37

                           Min                    30

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    29  

                            01                    30  

                            02                    28  

                            03                    27  

                            04                    27  

                            05                    27  

                            06                    29  

                            07                    29  

                            08                    29  

                            09                    31  

                            10                    34  

                            11                    34  

                            12                    35  

                            13                    36  

                            14                    36  

                            15                    33  

                            16                    31  

                            17                    32  

                            18                    36  

                            19                    35  

                            20                    36  

                            21                    38  

                            22                    40  

                            23                    40  

 

                           Max                    40

                           Min                    27

                           Mean                   32

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    38  

                            01                    37  

                            02                    35  

                            03                    35  

                            04                    37  

                            05                    39  

                            06                    34  

                            07                    35  

                            08                    35  

                            09                    38  

                            10                    39  

                            11                    39  

                            12                    39  

                            13                    39  

                            14                    39  

                            15                    39  

                            16                    38  

                            17                    37  

                            18                    35  

                            19                    36  

                            20                    38  

                            21                    38  

                            22                    38  

                            23                    38  

 

                           Max                    39

                           Min                    34

                           Mean                   37

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    34  

                            02                    35  

                            03                    36  

                            04                    35  

                            05                    34  

                            06                    32  

                            07                    30  

                            08                    31  

                            09                    35  

                            10                    37  

                            11                    37  

                            12                    38  

                            13                    40  

                            14                    41  

                            15                    41  

                            16                    35  

                            17                    31  

                            18                    35  

                            19                    34  

                            20                    33  

                            21                    32  

                            22                    33  

                            23                    32  

 

                           Max                    41

                           Min                    30

                           Mean                   34

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    32  

                            01                    34  

                            02                    32  

                            03                    31  

                            04                    32  

                            05                    31  

                            06                    31  

                            07                    28  

                            08                    28  

                            09                    33  

                            10                    34  

                            11                    35  

                            12                    38  

                            13                    39  

                            14                    40  

                            15                    37  

                            16                    36  

                            17                    32  

                            18                    29  

                            19                    29  

                            20                    27  

                            21                    25  

                            22                    24  

                            23                    23  

 

                           Max                    40

                           Min                    23

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    23  

                            01                    22  

                            02                    23  

                            03                    23  

                            04                    23  

                            05                    22  

                            06                    25  

                            07                    25  

                            08                    26  

                            09                    28  

                            10                    28  

                            11                    29  

                            12                    30  

                            13                    34  

                            14                    32  

                            15                    32  

                            16                    29  

                            17                    35  

                            18                    39  

                            19                    36  

                            20                    35  

                            21                    36  

                            22                    35  

                            23                    37  

 

                           Max                    39

                           Min                    22

                           Mean                   29

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    38  

                            01                    37  

                            02                    36  

                            03                    36  

                            04                    33  

                            05                    33  

                            06                    32  

                            07                    33  

                            08                    33  

                            09                    33  

                            10                    35  

                            11                    35  

                            12                    33  

                            13                    34  

                            14                    35  

                            15                    37  

                            16                    37  

                            17                    36  

                            18                    36  

                            19                    34  

                            20                    30  

                            21                    29  

                            22                    29  

                            23                    31  

 

                           Max                    38

                           Min                    29

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    31  

                            01                    35  

                            02                    35  

                            03                    36  

                            04                    35  

                            05                    34  

                            06                    32  

                            07                    34  

                            08                    36  

                            09                    33  

                            10                    34  

                            11                    37  

                            12                       z

                            13                       D

                            14                       c

                            15                    43  

                            16                    43  

                            17                    42  

                            18                    40  

                            19                    40  

                            20                    39  

                            21                    39  

                            22                    40  

                            23                    40  

 

                           Max                    43

                           Min                    31

                           Mean                   37

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    40  

                            01                    40  

                            02                    41  

                            03                    41  

                            04                    41  

                            05                    40  

                            06                    40  

                            07                    40  

                            08                    40  

                            09                    40  

                            10                    40  

                            11                    40  

                            12                    42  

                            13                    42  

                            14                    40  

                            15                    40  

                            16                    39  

                            17                    38  

                            18                    36  

                            19                    35  

                            20                    34  

                            21                    33  

                            22                    33  

                            23                    34  

 

                           Max                    42

                           Min                    33

                           Mean                   38

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    34  

                            01                    33  

                            02                    33  

                            03                    33  

                            04                    32  

                            05                    32  

                            06                    31  

                            07                    30  

                            08                    29  

                            09                    29  

                            10                    29  

                            11                    30  

                            12                    30  

                            13                    32  

                            14                    33  

                            15                    34  

                            16                    34  

                            17                    33  

                            18                    33  

                            19                    32  

                            20                    33  

                            21                    32  

                            22                    32  

                            23                    31  

 

                           Max                    34

                           Min                    29

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    31  

                            01                    32  

                            02                    31  

                            03                    33  

                            04                    33  

                            05                    32  

                            06                    32  

                            07                    32  

                            08                    31  

                            09                    31  

                            10                    31  

                            11                    31  

                            12                    30  

                            13                    31  

                            14                    32  

                            15                    33  

                            16                    30  

                            17                    27  

                            18                    28  

                            19                    28  

                            20                    27  

                            21                    26  

                            22                    26  

                            23                    26  

 

                           Max                    33

                           Min                    26

                           Mean                   30

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    26  

                            01                    25  

                            02                    25  

                            03                    24  

                            04                    25  

                            05                    26  

                            06                    26  

                            07                    27  

                            08                    28  

                            09                    29  

                            10                    30  

                            11                    33  

                            12                    37  

                            13                    38  

                            14                    34  

                            15                    33  

                            16                    32  

                            17                    30  

                            18                    30  

                            19                    32  

                            20                    29  

                            21                    20  

                            22                    19  

                            23                    21  

 

                           Max                    38

                           Min                    19

                           Mean                   28

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    24  

                            01                    25  

                            02                    28  

                            03                    33  

                            04                    32  

                            05                    34  

                            06                    36  

                            07                    37  

                            08                    38  

                            09                    37  

                            10                    38  

                            11                    40  

                            12                    42  

                            13                    44  

                            14                    44  

                            15                    45  

                            16                    44  

                            17                    39  

                            18                    34  

                            19                    33  

                            20                    29  

                            21                    24  

                            22                    30  

                            23                    32  

 

                           Max                    45

                           Min                    24

                           Mean                   35

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    31  

                            01                    30  

                            02                    30  

                            03                    31  

                            04                    31  

                            05                    32  

                            06                    32  

                            07                    32  

                            08                    33  

                            09                    35  

                            10                    37  

                            11                    40  

                            12                    41  

                            13                    40  

                            14                    40  

                            15                    41  

                            16                    39  

                            17                    29  

                            18                    24  

                            19                    21  

                            20                    28  

                            21                    30  

                            22                    29  

                            23                    29  

 

                           Max                    41

                           Min                    21

                           Mean                   32

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    27  

                            01                    28  

                            02                    26  

                            03                    24  

                            04                    23  

                            05                    20  

                            06                    18  

                            07                    17  

                            08                    22  

                            09                    25  

                            10                    30  

                            11                    34  

                            12                    35  

                            13                    34  

                            14                    33  

                            15                    32  

                            16                    32  

                            17                    33  

                            18                    33  

                            19                    33  

                            20                    35  

                            21                    38  

                            22                    38  

                            23                    37  

 

                           Max                    38

                           Min                    17

                           Mean                   29

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    37  

                            02                    37  

                            03                    37  

                            04                    40  

                            05                    44  

                            06                    41  

                            07                    41  

                            08                    41  

                            09                    39  

                            10                    37  

                            11                    36  

                            12                    36  

                            13                    36  

                            14                    35  

                            15                    35  

                            16                    33  

                            17                    32  

                            18                    32  

                            19                    33  

                            20                    34  

                            21                    36  

                            22                    35  

                            23                    35  

 

                           Max                    44

                           Min                    32

                           Mean                   36

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    34  

                            01                    33  

                            02                    33  

                            03                    29  

                            04                    29  

                            05                    29  

                            06                    27  

                            07                    30  

                            08                    30  

                            09                    31  

                            10                    32  

                            11                    36  

                            12                    36  

                            13                    38  

                            14                    38  

                            15                    36  

                            16                    35  

                            17                    36  

                            18                    33  

                            19                    29  

                            20                    28  

                            21                    25  

                            22                    22  

                            23                    22  

 

                           Max                    38

                           Min                    22

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.6  

                            01                   1.6  

                            02                   4.3  

                            03                   6.8  

                            04                   6.5  

                            05                   5.8  

                            06                   4.7  

                            07                   3.1  

                            08                   3.0  

                            09                   3.0  

                            10                   4.1  

                            11                   7.8  

                            12                  12.2  

                            13                  13.8  

                            14                  13.3  

                            15                  12.8  

                            16                  12.7  

                            17                  15.2  

                            18                  16.1  

                            19                  19.7  

                            20                  15.3  

                            21                  14.7  

                            22                  22.0  

                            23                  21.5  

 

                           Max                  22.0

                           Min                   1.6

                           Mean                 10.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  21.0  

                            01                  18.4  

                            02                  17.9  

                            03                  19.3  

                            04                  14.5  

                            05                  10.5  

                            06                  14.2  

                            07                  12.7  

                            08                  14.0  

                            09                  14.2  

                            10                  15.8  

                            11                  21.7  

                            12                  25.5  

                            13                  21.7  

                            14                  18.6  

                            15                  19.0  

                            16                  19.0  

                            17                  16.7  

                            18                  10.5  

                            19                  10.2  

                            20                  14.5  

                            21                  12.0  

                            22                   6.1  

                            23                   8.8  

 

                           Max                  25.5

                           Min                   6.1

                           Mean                 15.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  11.9  

                            01                  11.0  

                            02                   9.2  

                            03                  13.3  

                            04                  15.6  

                            05                  12.3  

                            06                  12.3  

                            07                  11.8  

                            08                  10.2  

                            09                  11.5  

                            10                  12.7  

                            11                  15.0  

                            12                  11.3  

                            13                  13.7  

                            14                  17.9  

                            15                  19.0  

                            16                  14.9  

                            17                  19.9  

                            18                  14.0  

                            19                  14.1  

                            20                  14.5  

                            21                  10.6  

                            22                  11.3  

                            23                  13.0  

 

                           Max                  19.9

                           Min                   9.2

                           Mean                 13.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  11.9  

                            01                  11.6  

                            02                   4.9  

                            03                   3.6  

                            04                   4.9  

                            05                   4.2  

                            06                   4.7  

                            07                   3.5  

                            08                   3.9  

                            09                   3.9  

                            10                   5.3  

                            11                   4.3  

                            12                   4.9  

                            13                   8.5  

                            14                   9.7  

                            15                   7.3  

                            16                   4.0  

                            17                   4.8  

                            18                   8.1  

                            19                   8.5  

                            20                  10.9  

                            21                   9.8  

                            22                  12.0  

                            23                  10.0  

 

                           Max                  12.0

                           Min                   3.5

                           Mean                  6.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   8.4  

                            01                   9.3  

                            02                  18.0  

                            03                  18.4  

                            04                  23.2  

                            05                  21.9  

                            06                  19.4  

                            07                  19.7  

                            08                  14.6  

                            09                  13.2  

                            10                  11.7  

                            11                   9.7  

                            12                   8.3  

                            13                  10.6  

                            14                   8.6  

                            15                  10.7  

                            16                  10.4  

                            17                  10.4  

                            18                   9.5  

                            19                  12.5  

                            20                  12.6  

                            21                  11.3  

                            22                  15.9  

                            23                   7.1  

 

                           Max                  23.2

                           Min                   7.1

                           Mean                 13.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   5.5  

                            01                   2.8  

                            02                   3.7  

                            03                   4.0  

                            04                   4.4  

                            05                   5.9  

                            06                   6.1  

                            07                   5.6  

                            08                   8.8  

                            09                  12.3  

                            10                   8.9  

                            11                  15.0  

                            12                   6.1  

                            13                   5.0  

                            14                   7.1  

                            15                   8.1  

                            16                   7.2  

                            17                   6.0  

                            18                   9.0  

                            19                   9.9  

                            20                  16.6  

                            21                  15.6  

                            22                   9.2  

                            23                   7.5  

 

                           Max                  16.6

                           Min                   2.8

                           Mean                  7.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   7.8  

                            01                  10.8  

                            02                  15.5  

                            03                  10.6  

                            04                  15.1  

                            05                   9.7  

                            06                  11.6  

                            07                   8.9  

                            08                   8.6  

                            09                   5.3  

                            10                  10.6  

                            11                   7.6  

                            12                  11.7  

                            13                  10.6  

                            14                   6.0  

                            15                   8.1  

                            16                   8.2  

                            17                  10.8  

                            18                   5.4  

                            19                   4.5  

                            20                   3.7  

                            21                   7.5  

                            22                   8.0  

                            23                   6.4  

 

                           Max                  15.5

                           Min                   3.7

                           Mean                  8.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   6.1  

                            01                  10.4  

                            02                  11.5  

                            03                  11.9  

                            04                  18.5  

                            05                  14.9  

                            06                  13.1  

                            07                  20.0  

                            08                  14.9  

                            09                  14.3  

                            10                  12.0  

                            11                  16.2  

                            12                  18.6  

                            13                  16.8  

                            14                  14.1  

                            15                  18.4  

                            16                  18.0  

                            17                  17.0  

                            18                  21.1  

                            19                  16.7  

                            20                  19.1  

                            21                  16.7  

                            22                  14.7  

                            23                  13.1  

 

                           Max                  21.1

                           Min                   6.1

                           Mean                 15.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   6.9  

                            01                  12.6  

                            02                  11.6  

                            03                  11.1  

                            04                   3.7  

                            05                   3.0  

                            06                   2.4  

                            07                   4.9  

                            08                   9.9  

                            09                  11.2  

                            10                   9.1  

                            11                  12.7  

                            12                  14.7  

                            13                  14.3  

                            14                   9.3  

                            15                  11.4  

                            16                  14.2  

                            17                  15.1  

                            18                   9.1  

                            19                   6.6  

                            20                   7.8  

                            21                   6.2  

                            22                   6.4  

                            23                   6.2  

 

                           Max                  15.1

                           Min                   2.4

                           Mean                  9.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  10.4  

                            01                   9.1  

                            02                   4.9  

                            03                   4.2  

                            04                   6.0  

                            05                   5.1  

                            06                   4.3  

                            07                   4.8  

                            08                   4.6  

                            09                   5.3  

                            10                   8.6  

                            11                  13.4  

                            12                   5.9  

                            13                   4.3  

                            14                   5.4  

                            15                   7.2  

                            16                   4.0  

                            17                   7.1  

                            18                  12.1  

                            19                  17.4  

                            20                  18.7  

                            21                  17.5  

                            22                  15.2  

                            23                  17.3  

 

                           Max                  18.7

                           Min                   4.0

                           Mean                  8.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  16.4  

                            01                  16.5  

                            02                  15.1  

                            03                  13.8  

                            04                  15.1  

                            05                  14.2  

                            06                  12.2  

                            07                  15.3  

                            08                  16.3  

                            09                  13.9  

                            10                  11.4  

                            11                  13.5  

                            12                  16.3  

                            13                  17.6  

                            14                  19.1  

                            15                  17.6  

                            16                  22.1  

                            17                  17.7  

                            18                  19.4  

                            19                  21.8  

                            20                  24.4  

                            21                  22.3  

                            22                  27.0  

                            23                  24.3  

 

                           Max                  27.0

                           Min                  11.4

                           Mean                 17.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  24.6  

                            01                  25.9  

                            02                  23.5  

                            03                  23.5  

                            04                  22.2  

                            05                  23.6  

                            06                  17.6  

                            07                  15.7  

                            08                  19.0  

                            09                  16.7  

                            10                  14.4  

                            11                  13.0  

                            12                  16.9  

                            13                  13.9  

                            14                  13.5  

                            15                   8.4  

                            16                   4.8  

                            17                   5.0  

                            18                   6.9  

                            19                   7.6  

                            20                   6.1  

                            21                   5.9  

                            22                   7.7  

                            23                   6.6  

 

                           Max                  25.9

                           Min                   4.8

                           Mean                 14.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.4  

                            01                   5.3  

                            02                   9.8  

                            03                  13.8  

                            04                  10.2  

                            05                   7.9  

                            06                   9.8  

                            07                   8.9  

                            08                   7.1  

                            09                  10.5  

                            10                  10.0  

                            11                  12.7  

                            12                  11.5  

                            13                  12.5  

                            14                  14.4  

                            15                  12.8  

                            16                   6.4  

                            17                   7.4  

                            18                   4.5  

                            19                   1.9  

                            20                   1.3  

                            21                   3.5  

                            22                   4.7  

                            23                   4.1  

 

                           Max                  14.4

                           Min                   1.3

                           Mean                  8.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   8.1  

                            01                   9.7  

                            02                   9.5  

                            03                   9.3  

                            04                   9.5  

                            05                   9.7  

                            06                   7.5  

                            07                   4.2  

                            08                   5.3  

                            09                   9.4  

                            10                   7.9  

                            11                   7.2  

                            12                   6.7  

                            13                   9.4  

                            14                   9.9  

                            15                   9.6  

                            16                  11.0  

                            17                  11.4  

                            18                  13.9  

                            19                  13.6  

                            20                  13.7  

                            21                  10.3  

                            22                  11.9  

                            23                  11.6  

 

                           Max                  13.9

                           Min                   4.2

                           Mean                  9.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   6.1  

                            01                   9.3  

                            02                  11.2  

                            03                   8.4  

                            04                  11.4  

                            05                   5.5  

                            06                   5.8  

                            07                  11.9  

                            08                  11.7  

                            09                  12.3  

                            10                  14.2  

                            11                  17.4  

                            12                  17.9  

                            13                  20.0  

                            14                  21.0  

                            15                  21.3  

                            16                  21.5  

                            17                  20.5  

                            18                  18.6  

                            19                  21.1  

                            20                  20.8  

                            21                  19.4  

                            22                  13.2  

                            23                  16.6  

 

                           Max                  21.5

                           Min                   5.5

                           Mean                 14.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  14.4  

                            01                  14.6  

                            02                  18.1  

                            03                  16.9  

                            04                  14.7  

                            05                  13.8  

                            06                  15.0  

                            07                  16.2  

                            08                  11.3  

                            09                  15.0  

                            10                  17.4  

                            11                  15.2  

                            12                   8.8  

                            13                   7.5  

                            14                   5.3  

                            15                   8.2  

                            16                   8.4  

                            17                   7.7  

                            18                   5.0  

                            19                   6.8  

                            20                  10.4  

                            21                  11.1  

                            22                  10.2  

                            23                   6.6  

 

                           Max                  18.1

                           Min                   5.0

                           Mean                 11.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   7.0  

                            01                  11.0  

                            02                  11.7  

                            03                  12.2  

                            04                  14.8  

                            05                   5.4  

                            06                   8.5  

                            07                   3.7  

                            08                   4.4  

                            09                   4.8  

                            10                   7.7  

                            11                   8.9  

                            12                  10.7  

                            13                  14.9  

                            14                  15.2  

                            15                  14.1  

                            16                  12.0  

                            17                  11.1  

                            18                  11.2  

                            19                   8.1  

                            20                   9.6  

                            21                  12.1  

                            22                   5.1  

                            23                   3.6  

 

                           Max                  15.2

                           Min                   3.6

                           Mean                  9.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   8.3  

                            01                  10.5  

                            02                   9.2  

                            03                  15.1  

                            04                  17.3  

                            05                  16.3  

                            06                  17.6  

                            07                  14.0  

                            08                  15.6  

                            09                  16.8  

                            10                  15.9  

                            11                  13.4  

                            12                  12.1  

                            13                  13.5  

                            14                  14.4  

                            15                  10.5  

                            16                   9.3  

                            17                   9.8  

                            18                   6.8  

                            19                   9.6  

                            20                  11.3  

                            21                  11.4  

                            22                   9.8  

                            23                   8.8  

 

                           Max                  17.6

                           Min                   6.8

                           Mean                 12.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  12.7  

                            01                  13.2  

                            02                  12.0  

                            03                  18.0  

                            04                  16.6  

                            05                  15.6  

                            06                  26.2  

                            07                  25.1  

                            08                  27.9  

                            09                  25.1  

                            10                  31.4  

                            11                  29.4  

                            12                  21.3  

                            13                  18.5  

                            14                  19.3  

                            15                  13.3  

                            16                  11.5  

                            17                   9.1  

                            18                   5.1  

                            19                   5.0  

                            20                   3.0  

                            21                   4.0  

                            22                   6.0  

                            23                   6.0  

 

                           Max                  31.4

                           Min                   3.0

                           Mean                 15.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   5.8  

                            01                   5.9  

                            02                   7.3  

                            03                   9.8  

                            04                   7.9  

                            05                   9.1  

                            06                  13.1  

                            07                  20.0  

                            08                  22.2  

                            09                  18.2  

                            10                  20.8  

                            11                  17.0  

                            12                  18.2  

                            13                  20.5  

                            14                  20.7  

                            15                  22.3  

                            16                  17.1  

                            17                  17.6  

                            18                  18.4  

                            19                  19.4  

                            20                  18.6  

                            21                  21.2  

                            22                  20.2  

                            23                  14.8  

 

                           Max                  22.3

                           Min                   5.8

                           Mean                 16.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  15.7  

                            01                  17.0  

                            02                  14.4  

                            03                  12.3  

                            04                   9.8  

                            05                  11.6  

                            06                  12.0  

                            07                   8.9  

                            08                   9.6  

                            09                  10.4  

                            10                  10.5  

                            11                  10.8  

                            12                   8.1  

                            13                   6.4  

                            14                   5.3  

                            15                   5.0  

                            16                   2.8  

                            17                   3.8  

                            18                   5.3  

                            19                   3.0  

                            20                   1.2  

                            21                   1.6  

                            22                   3.3  

                            23                   2.6  

 

                           Max                  17.0

                           Min                   1.2

                           Mean                  8.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.5  

                            01                   4.9  

                            02                   5.0  

                            03                   4.9  

                            04                   5.6  

                            05                   4.7  

                            06                   9.1  

                            07                   8.3  

                            08                   7.6  

                            09                   6.3  

                            10                   5.8  

                            11                   3.9  

                            12                   2.7  

                            13                   2.1  

                            14                   2.1  

                            15                   2.7  

                            16                   1.8  

                            17                   2.5  

                            18                   8.3  

                            19                  10.4  

                            20                   9.6  

                            21                   5.7  

                            22                   8.1  

                            23                   7.1  

 

                           Max                  10.4

                           Min                   1.8

                           Mean                  5.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  11.1  

                            01                  13.3  

                            02                  11.6  

                            03                  10.5  

                            04                   9.1  

                            05                   8.0  

                            06                  12.2  

                            07                  10.0  

                            08                   7.9  

                            09                  12.2  

                            10                   9.3  

                            11                   6.4  

                            12                   5.9  

                            13                   4.8  

                            14                   4.1  

                            15                   7.6  

                            16                   9.9  

                            17                  10.8  

                            18                  13.0  

                            19                  12.8  

                            20                  15.7  

                            21                  16.3  

                            22                  18.2  

                            23                  18.9  

 

                           Max                  18.9

                           Min                   4.1

                           Mean                 10.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  20.2  

                            01                  21.1  

                            02                  21.8  

                            03                  21.6  

                            04                  24.3  

                            05                  23.9  

                            06                  23.9  

                            07                  22.5  

                            08                  21.5  

                            09                  20.0  

                            10                  21.9  

                            11                  17.8  

                            12                  19.5  

                            13                  16.8  

                            14                  10.3  

                            15                   7.1  

                            16                   9.1  

                            17                   8.3  

                            18                  14.0  

                            19                  15.5  

                            20                  15.5  

                            21                  17.4  

                            22                  16.7  

                            23                  18.1  

 

                           Max                  24.3

                           Min                   7.1

                           Mean                 17.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  20.4  

                            01                  18.6  

                            02                  15.7  

                            03                  12.1  

                            04                   7.9  

                            05                  11.7  

                            06                  11.3  

                            07                  10.4  

                            08                   9.1  

                            09                   7.2  

                            10                   5.9  

                            11                   5.5  

                            12                   6.6  

                            13                   7.2  

                            14                   8.1  

                            15                   8.4  

                            16                   8.6  

                            17                   7.0  

                            18                   6.4  

                            19                   6.2  

                            20                   6.0  

                            21                   6.7  

                            22                   9.4  

                            23                   9.8  

 

                           Max                  20.4

                           Min                   5.5

                           Mean                  9.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   9.5  

                            01                   8.5  

                            02                   5.0  

                            03                   7.8  

                            04                   6.3  

                            05                   7.5  

                            06                   5.4  

                            07                   5.5  

                            08                   6.0  

                            09                   3.1  

                            10                   4.3  

                            11                   5.2  

                            12                   3.4  

                            13                   2.8  

                            14                   3.1  

                            15                   4.1  

                            16                   4.1  

                            17                   7.3  

                            18                   4.3  

                            19                   2.5  

                            20                   4.0  

                            21                   4.2  

                            22                   3.2  

                            23                   2.3  

 

                           Max                   9.5

                           Min                   2.3

                           Mean                  5.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.4  

                            01                   2.0  

                            02                   2.9  

                            03                   2.7  

                            04                   2.0  

                            05                   1.7  

                            06                   1.8  

                            07                   2.3  

                            08                   1.9  

                            09                   1.6  

                            10                   2.3  

                            11                   3.2  

                            12                   3.4  

                            13                   2.6  

                            14                   2.4  

                            15                   5.6  

                            16                  11.5  

                            17                   7.1  

                            18                   7.5  

                            19                   7.5  

                            20                   6.3  

                            21                   6.4  

                            22                   5.6  

                            23                   6.5  

 

                           Max                  11.5

                           Min                   1.6

                           Mean                  4.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   4.5  

                            01                   9.5  

                            02                   7.3  

                            03                   8.3  

                            04                  10.9  

                            05                  11.0  

                            06                  10.7  

                            07                   7.8  

                            08                   6.1  

                            09                   7.9  

                            10                   6.4  

                            11                   6.7  

                            12                   7.6  

                            13                       d

                            14                       d

                            15                       d

                            16                       d

                            17                   2.1  

                            18                   3.4  

                            19                   6.7  

                            20                   6.9  

                            21                   4.4  

                            22                   2.3  

                            23                   2.5  

 

                           Max                  11.0

                           Min                   2.1

                           Mean                  6.7

                           Hours                  20

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.7  

                            01                   1.8  

                            02                   2.2  

                            03                   1.7  

                            04                   1.4  

                            05                    .7  

                            06                    .9  

                            07                    .9  

                            08                   2.4  

                            09                   3.3  

                            10                   5.5  

                            11                   6.9  

                            12                   6.4  

                            13                   9.8  

                            14                  15.2  

                            15                  15.7  

                            16                  17.5  

                            17                  18.5  

                            18                  22.8  

                            19                  23.3  

                            20                  22.9  

                            21                  19.6  

                            22                  19.9  

                            23                  16.1  

 

                           Max                  23.3

                           Min                    .7

                           Mean                  9.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  13.9  

                            01                  11.9  

                            02                  12.9  

                            03                  10.5  

                            04                  12.0  

                            05                  12.2  

                            06                   9.8  

                            07                   8.2  

                            08                   7.7  

                            09                  10.3  

                            10                   9.9  

                            11                   9.6  

                            12                  12.1  

                            13                  13.7  

                            14                  11.5  

                            15                  11.7  

                            16                  11.1  

                            17                  10.2  

                            18                   8.1  

                            19                  13.7  

                            20                  16.3  

                            21                  18.1  

                            22                  19.5  

                            23                  20.3  

 

                           Max                  20.3

                           Min                   7.7

                           Mean                 12.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  20.6  

                            01                  23.7  

                            02                  21.8  

                            03                  20.5  

                            04                  17.5  

                            05                  17.3  

                            06                  13.0  

                            07                  13.8  

                            08                  19.5  

                            09                  16.9  

                            10                  14.9  

                            11                  12.4  

                            12                  11.8  

                            13                  12.3  

                            14                  14.1  

                            15                  10.6  

                            16                   8.1  

                            17                   5.7  

                            18                   2.2  

                            19                   3.5  

                            20                   6.0  

                            21                   5.8  

                            22                   7.7  

                            23                   7.8  

 

                           Max                  23.7

                           Min                   2.2

                           Mean                 12.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   7.1  

                            01                   6.7  

                            02                   7.4  

                            03                  11.0  

                            04                  10.6  

                            05                   7.9  

                            06                   4.3  

                            07                   4.3  

                            08                   6.3  

                            09                  10.4  

                            10                  16.1  

                            11                  16.1  

                            12                  12.3  

                            13                  14.5  

                            14                  15.9  

                            15                  14.1  

                            16                   7.9  

                            17                   9.7  

                            18                   9.9  

                            19                  10.2  

                            20                  13.4  

                            21                   9.8  

                            22                   8.3  

                            23                   4.0  

 

                           Max                  16.1

                           Min                   4.0

                           Mean                  9.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   4.5  

                            01                   3.8  

                            02                   3.9  

                            03                   4.1  

                            04                   7.0  

                            05                   6.1  

                            06                  10.1  

                            07                  13.2  

                            08                  21.0  

                            09                  21.3  

                            10                  33.7  

                            11                  33.1  

                            12                  32.1  

                            13                  30.8  

                            14                  29.1  

                            15                  25.1  

                            16                  20.8  

                            17                  15.6  

                            18                  11.1  

                            19                  10.9  

                            20                  12.0  

                            21                  12.2  

                            22                   6.1  

                            23                   9.1  

 

                           Max                  33.7

                           Min                   3.8

                           Mean                 15.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  11.8  

                            01                   9.3  

                            02                   3.7  

                            03                   3.0  

                            04                   4.6  

                            05                   4.4  

                            06                   4.3  

                            07                   3.9  

                            08                   6.3  

                            09                  10.1  

                            10                   8.3  

                            11                   8.7  

                            12                   8.5  

                            13                   8.0  

                            14                   8.1  

                            15                   8.0  

                            16                   7.9  

                            17                   9.4  

                            18                   7.5  

                            19                   4.3  

                            20                   3.5  

                            21                   3.5  

                            22                   2.6  

                            23                   5.0  

 

                           Max                  11.8

                           Min                   2.6

                           Mean                  6.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.4  

                            01                   4.4  

                            02                   5.8  

                            03                   7.6  

                            04                  10.8  

                            05                  12.3  

                            06                   8.8  

                            07                   9.0  

                            08                   9.1  

                            09                  16.0  

                            10                  14.9  

                            11                  13.4  

                            12                  16.9  

                            13                  16.7  

                            14                  13.6  

                            15                  11.4  

                            16                  11.2  

                            17                  10.2  

                            18                   9.0  

                            19                  10.9  

                            20                  13.5  

                            21                  13.0  

                            22                  11.4  

                            23                  11.4  

 

                           Max                  16.9

                           Min                   3.4

                           Mean                 11.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  10.9  

                            01                  12.2  

                            02                   9.9  

                            03                  13.4  

                            04                  14.9  

                            05                  15.7  

                            06                  17.4  

                            07                  13.7  

                            08                  10.6  

                            09                  12.0  

                            10                  17.6  

                            11                  13.4  

                            12                   7.3  

                            13                   5.2  

                            14                   5.3  

                            15                   3.9  

                            16                   5.5  

                            17                   9.0  

                            18                  12.5  

                            19                  15.0  

                            20                  14.3  

                            21                  14.8  

                            22                  19.1  

                            23                  11.0  

 

                           Max                  19.1

                           Min                   3.9

                           Mean                 11.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  11.6  

                            01                  10.0  

                            02                  14.2  

                            03                   6.2  

                            04                   7.2  

                            05                   7.3  

                            06                   4.0  

                            07                   5.9  

                            08                   6.9  

                            09                   8.9  

                            10                  11.6  

                            11                  12.2  

                            12                  16.7  

                            13                  13.9  

                            14                  11.2  

                            15                  10.9  

                            16                   7.6  

                            17                   7.8  

                            18                   6.4  

                            19                   7.7  

                            20                   7.5  

                            21                   8.4  

                            22                   8.2  

                            23                   9.9  

 

                           Max                  16.7

                           Min                   4.0

                           Mean                  9.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   9.8  

                            01                   8.5  

                            02                   7.2  

                            03                   8.1  

                            04                   7.2  

                            05                   5.9  

                            06                   4.8  

                            07                   4.5  

                            08                   5.0  

                            09                   4.7  

                            10                   4.0  

                            11                   3.6  

                            12                   3.0  

                            13                   2.9  

                            14                   2.8  

                            15                   3.3  

                            16                   4.2  

                            17                   3.2  

                            18                   3.9  

                            19                   4.6  

                            20                   5.1  

                            21                   3.8  

                            22                   5.2  

                            23                   5.2  

 

                           Max                   9.8

                           Min                   2.8

                           Mean                  5.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   5.2  

                            01                   4.8  

                            02                   4.8  

                            03                   4.1  

                            04                   4.5  

                            05                   4.0  

                            06                   3.8  

                            07                   3.3  

                            08                   3.2  

                            09                   3.0  

                            10                   2.7  

                            11                   2.6  

                            12                   2.4  

                            13                   1.7  

                            14                   2.0  

                            15                   1.4  

                            16                   1.3  

                            17                   1.5  

                            18                   1.2  

                            19                   1.3  

                            20                   2.5  

                            21                   3.1  

                            22                   3.3  

                            23                   3.6  

 

                           Max                   5.2

                           Min                   1.2

                           Mean                  3.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.8  

                            01                   2.2  

                            02                   1.7  

                            03                   1.0  

                            04                    .6  

                            05                   1.0  

                            06                   1.3  

                            07                    .8  

                            08                    .9  

                            09                   1.2  

                            10                   1.1  

                            11                   1.5  

                            12                   2.6  

                            13                   4.9  

                            14                   4.9  

                            15                   2.8  

                            16                   4.5  

                            17                   2.6  

                            18                   2.7  

                            19                   2.5  

                            20                   2.0  

                            21                   1.8  

                            22                   2.9  

                            23                   2.1  

 

                           Max                   4.9

                           Min                    .6

                           Mean                  2.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   4.4  

                            01                   5.1  

                            02                   5.6  

                            03                   8.9  

                            04                  10.4  

                            05                  10.3  

                            06                  13.5  

                            07                  16.7  

                            08                  21.1  

                            09                  22.9  

                            10                  24.1  

                            11                  25.9  

                            12                  23.7  

                            13                  24.4  

                            14                  22.3  

                            15                  19.9  

                            16                  23.3  

                            17                  21.3  

                            18                  23.2  

                            19                  18.2  

                            20                  17.4  

                            21                  20.0  

                            22                  15.5  

                            23                  14.4  

 

                           Max                  25.9

                           Min                   4.4

                           Mean                 17.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  15.3  

                            01                  15.5  

                            02                  15.0  

                            03                  16.0  

                            04                  15.6  

                            05                  15.9  

                            06                  14.4  

                            07                  11.4  

                            08                  11.0  

                            09                  11.8  

                            10                  13.3  

                            11                  14.0  

                            12                  13.4  

                            13                  14.0  

                            14                  13.3  

                            15                  13.8  

                            16                   9.1  

                            17                   6.5  

                            18                  11.2  

                            19                  12.4  

                            20                  15.0  

                            21                  12.1  

                            22                   9.2  

                            23                  11.6  

 

                           Max                  16.0

                           Min                   6.5

                           Mean                 13.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   8.6  

                            01                  10.8  

                            02                  10.2  

                            03                   5.7  

                            04                   5.5  

                            05                   5.3  

                            06                  11.8  

                            07                  12.6  

                            08                  12.0  

                            09                  11.9  

                            10                  11.4  

                            11                  14.3  

                            12                  16.9  

                            13                  14.8  

                            14                  12.3  

                            15                  10.0  

                            16                  11.0  

                            17                  11.3  

                            18                  10.4  

                            19                   8.6  

                            20                   3.8  

                            21                   9.4  

                            22                  10.1  

                            23                   7.2  

 

                           Max                  16.9

                           Min                   3.8

                           Mean                 10.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   5.4  

                            01                   8.5  

                            02                   6.6  

                            03                   8.3  

                            04                  10.1  

                            05                  10.1  

                            06                  13.4  

                            07                  15.1  

                            08                  14.6  

                            09                  14.2  

                            10                  18.4  

                            11                  21.9  

                            12                  20.0  

                            13                  21.9  

                            14                  21.9  

                            15                  19.2  

                            16                  16.0  

                            17                  13.9  

                            18                  14.3  

                            19                  16.8  

                            20                  17.7  

                            21                  19.1  

                            22                  21.6  

                            23                  20.4  

 

                           Max                  21.9

                           Min                   5.4

                           Mean                 15.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  18.3  

                            01                  13.5  

                            02                  12.4  

                            03                  16.1  

                            04                  20.1  

                            05                  25.8  

                            06                  20.1  

                            07                  19.1  

                            08                  15.7  

                            09                  20.0  

                            10                  18.8  

                            11                  19.0  

                            12                  18.3  

                            13                  14.8  

                            14                  16.2  

                            15                  15.2  

                            16                  10.6  

                            17                   9.3  

                            18                   7.3  

                            19                  12.4  

                            20                  13.3  

                            21                  12.4  

                            22                  10.4  

                            23                   7.1  

 

                           Max                  25.8

                           Min                   7.1

                           Mean                 15.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   6.9  

                            01                   7.1  

                            02                  11.8  

                            03                   9.2  

                            04                   8.4  

                            05                   6.9  

                            06                   5.8  

                            07                   6.6  

                            08                   3.6  

                            09                   6.9  

                            10                   7.1  

                            11                   5.4  

                            12                   5.1  

                            13                   5.2  

                            14                   5.8  

                            15                   3.3  

                            16                   2.3  

                            17                   4.1  

                            18                   6.0  

                            19                   8.3  

                            20                  12.8  

                            21                   9.9  

                            22                   7.2  

                            23                   8.0  

 

                           Max                  12.8

                           Min                   2.3

                           Mean                  6.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  10.3  

                            01                  10.2  

                            02                  10.3  

                            03                   5.5  

                            04                   9.1  

                            05                   7.6  

                            06                   8.9  

                            07                   6.6  

                            08                   4.2  

                            09                  10.2  

                            10                  12.6  

                            11                  12.4  

                            12                  10.9  

                            13                  10.3  

                            14                  10.0  

                            15                   8.4  

                            16                   5.5  

                            17                   2.6  

                            18                   3.6  

                            19                   3.6  

                            20                   7.6  

                            21                   6.1  

                            22                   9.7  

                            23                  15.1  

 

                           Max                  15.1

                           Min                   2.6

                           Mean                  8.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  14.0  

                            01                   6.0  

                            02                   5.2  

                            03                   5.5  

                            04                   5.6  

                            05                   4.5  

                            06                   4.2  

                            07                   4.7  

                            08                   6.3  

                            09                  11.9  

                            10                  13.7  

                            11                  12.0  

                            12                  12.6  

                            13                  15.1  

                            14                  17.0  

                            15                  16.5  

                            16                  17.3  

                            17                  19.0  

                            18                  19.7  

                            19                  17.1  

                            20                  22.0  

                            21                  23.2  

                            22                  23.7  

                            23                  23.3  

 

                           Max                  23.7

                           Min                   4.2

                           Mean                 13.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  22.0  

                            01                  17.8  

                            02                  19.3  

                            03                  19.8  

                            04                  19.5  

                            05                  18.7  

                            06                  17.4  

                            07                  18.8  

                            08                  19.1  

                            09                  19.0  

                            10                  23.0  

                            11                  20.1  

                            12                  21.7  

                            13                  19.6  

                            14                  20.4  

                            15                  22.9  

                            16                  19.1  

                            17                  14.1  

                            18                  12.7  

                            19                  10.0  

                            20                   7.8  

                            21                   4.9  

                            22                   6.5  

                            23                   6.1  

 

                           Max                  23.0

                           Min                   4.9

                           Mean                 16.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   7.4  

                            01                   4.5  

                            02                   3.1  

                            03                   6.0  

                            04                   4.3  

                            05                   2.5  

                            06                   2.8  

                            07                   4.1  

                            08                   5.8  

                            09                   8.0  

                            10                  10.0  

                            11                  13.7  

                            12                  15.5  

                            13                  17.6  

                            14                  18.3  

                            15                  17.7  

                            16                  18.0  

                            17                  17.4  

                            18                  16.7  

                            19                  18.0  

                            20                  17.0  

                            21                  16.3  

                            22                  20.4  

                            23                  19.7  

 

                           Max                  20.4

                           Min                   2.5

                           Mean                 11.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  18.6  

                            01                  18.6  

                            02                  20.4  

                            03                  18.4  

                            04                  17.7  

                            05                  18.7  

                            06                  19.9  

                            07                  19.7  

                            08                  18.4  

                            09                  18.5  

                            10                  18.9  

                            11                  19.2  

                            12                  21.9  

                            13                  23.9  

                            14                  20.8  

                            15                  18.6  

                            16                  15.9  

                            17                  14.8  

                            18                  14.7  

                            19                  15.3  

                            20                  16.0  

                            21                  11.2  

                            22                  11.9  

                            23                  12.2  

 

                           Max                  23.9

                           Min                  11.2

                           Mean                 17.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  10.9  

                            01                  11.8  

                            02                   9.1  

                            03                  11.3  

                            04                  10.7  

                            05                   8.9  

                            06                   8.0  

                            07                   8.4  

                            08                  11.3  

                            09                  13.4  

                            10                  12.6  

                            11                  11.0  

                            12                  10.4  

                            13                  13.1  

                            14                  11.7  

                            15                  11.3  

                            16                  11.4  

                            17                   9.2  

                            18                   9.5  

                            19                  11.2  

                            20                  13.5  

                            21                  12.9  

                            22                   8.4  

                            23                   7.6  

 

                           Max                  13.5

                           Min                   7.6

                           Mean                 10.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   6.0  

                            01                   6.0  

                            02                   6.8  

                            03                   7.3  

                            04                   9.8  

                            05                   8.0  

                            06                   8.9  

                            07                   8.0  

                            08                   6.3  

                            09                   5.5  

                            10                   6.8  

                            11                   8.5  

                            12                   6.9  

                            13                   6.7  

                            14                   6.8  

                            15                   5.1  

                            16                   5.8  

                            17                   8.0  

                            18                   8.7  

                            19                   5.8  

                            20                   9.0  

                            21                   6.4  

                            22                   4.6  

                            23                   3.6  

 

                           Max                   9.8

                           Min                   3.6

                           Mean                  6.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.3  

                            01                   3.4  

                            02                   2.9  

                            03                   5.3  

                            04                   2.4  

                            05                   4.7  

                            06                   4.6  

                            07                   2.8  

                            08                   6.5  

                            09                   9.0  

                            10                  13.2  

                            11                  13.1  

                            12                  12.8  

                            13                  10.6  

                            14                  10.8  

                            15                   9.7  

                            16                   9.6  

                            17                   8.0  

                            18                   5.6  

                            19                   7.1  

                            20                   4.7  

                            21                   4.0  

                            22                   3.9  

                            23                   4.1  

 

                           Max                  13.2

                           Min                   2.3

                           Mean                  6.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   4.7  

                            01                   7.2  

                            02                   6.8  

                            03                   8.1  

                            04                  11.5  

                            05                  14.2  

                            06                  14.5  

                            07                  15.5  

                            08                  18.4  

                            09                  17.0  

                            10                  18.3  

                            11                  18.6  

                            12                  17.9  

                            13                  18.2  

                            14                  16.9  

                            15                  14.7  

                            16                   9.3  

                            17                   6.1  

                            18                   5.1  

                            19                   6.1  

                            20                   2.1  

                            21                   2.8  

                            22                   3.5  

                            23                   3.3  

 

                           Max                  18.6

                           Min                   2.1

                           Mean                 10.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.0  

                            01                   4.2  

                            02                  13.7  

                            03                  14.4  

                            04                  12.7  

                            05                   9.9  

                            06                   8.1  

                            07                   8.5  

                            08                   9.5  

                            09                   9.9  

                            10                  12.0  

                            11                  13.9  

                            12                  14.1  

                            13                  12.9  

                            14                  10.5  

                            15                   9.7  

                            16                   7.6  

                            17                   3.6  

                            18                   4.3  

                            19                   3.8  

                            20                   7.7  

                            21                   8.3  

                            22                  10.5  

                            23                  14.2  

 

                           Max                  14.4

                           Min                   3.0

                           Mean                  9.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   7.8  

                            01                   5.3  

                            02                   3.3  

                            03                   4.9  

                            04                   4.4  

                            05                   2.9  

                            06                   2.5  

                            07                   2.4  

                            08                   2.2  

                            09                   5.0  

                            10                   9.1  

                            11                  12.0  

                            12                  13.4  

                            13                  13.3  

                            14                  17.2  

                            15                  17.6  

                            16                  14.7  

                            17                  14.2  

                            18                  14.0  

                            19                  13.7  

                            20                  13.3  

                            21                  16.2  

                            22                  13.5  

                            23                  11.9  

 

                           Max                  17.6

                           Min                   2.2

                           Mean                  9.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  14.3  

                            01                  14.0  

                            02                  15.0  

                            03                  14.6  

                            04                  14.2  

                            05                  13.5  

                            06                  12.2  

                            07                  11.1  

                            08                  12.3  

                            09                  10.7  

                            10                   9.0  

                            11                   9.0  

                            12                   8.8  

                            13                   9.5  

                            14                   8.3  

                            15                   8.6  

                            16                   7.9  

                            17                   6.5  

                            18                   5.6  

                            19                   5.0  

                            20                   5.7  

                            21                   5.8  

                            22                   3.9  

                            23                   4.0  

 

                           Max                  15.0

                           Min                   3.9

                           Mean                  9.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.9  

                            01                   4.4  

                            02                   4.5  

                            03                   2.1  

                            04                   2.3  

                            05                   2.8  

                            06                   2.4  

                            07                   3.8  

                            08                   6.8  

                            09                   8.4  

                            10                   8.0  

                            11                   8.0  

                            12                   9.6  

                            13                   8.9  

                            14                   8.5  

                            15                  10.2  

                            16                  10.3  

                            17                   9.1  

                            18                   7.8  

                            19                   5.0  

                            20                   4.2  

                            21                   4.4  

                            22                   2.6  

                            23                   2.7  

 

                           Max                  10.3

                           Min                   2.1

                           Mean                  5.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   280  

                            01                   285  

                            02                   260  

                            03                   263  

                            04                   261  

                            05                   266  

                            06                   260  

                            07                   222  

                            08                   237  

                            09                   227  

                            10                   239  

                            11                   261  

                            12                   268  

                            13                   270  

                            14                   280  

                            15                   289  

                            16                   286  

                            17                   281  

                            18                   296  

                            19                   309  

                            20                   306  

                            21                   302  

                            22                   310  

                            23                   312  

 

                           Max                   312

                           Min                   222

                           Mean                  274

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   313  

                            01                   313  

                            02                   309  

                            03                   308  

                            04                   304  

                            05                   298  

                            06                   288  

                            07                   295  

                            08                   302  

                            09                   305  

                            10                   307  

                            11                   328  

                            12                   333  

                            13                   335  

                            14                   327  

                            15                   327  

                            16                   345  

                            17                   354  

                            18                   336  

                            19                   321  

                            20                   316  

                            21                   321  

                            22                   316  

                            23                   294  

 

                           Max                   354

                           Min                   288

                           Mean                  316

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   315  

                            01                   314  

                            02                   272  

                            03                   268  

                            04                   279  

                            05                   259  

                            06                   236  

                            07                   258  

                            08                   267  

                            09                   273  

                            10                   254  

                            11                   256  

                            12                   255  

                            13                   255  

                            14                   256  

                            15                   249  

                            16                   267  

                            17                   265  

                            18                   270  

                            19                   266  

                            20                   273  

                            21                   279  

                            22                   268  

                            23                   280  

 

                           Max                   315

                           Min                   236

                           Mean                  268

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   266  

                            01                   281  

                            02                   278  

                            03                   271  

                            04                   259  

                            05                   243  

                            06                   244  

                            07                   208  

                            08                   145  

                            09                   176  

                            10                   199  

                            11                   170  

                            12                   199  

                            13                   203  

                            14                   206  

                            15                   199  

                            16                   207  

                            17                   260  

                            18                   263  

                            19                   267  

                            20                   259  

                            21                   267  

                            22                   259  

                            23                   262  

 

                           Max                   281

                           Min                   145

                           Mean                  235

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   261  

                            01                   280  

                            02                   313  

                            03                   319  

                            04                   311  

                            05                   322  

                            06                   325  

                            07                   326  

                            08                   326  

                            09                   320  

                            10                   322  

                            11                   296  

                            12                   281  

                            13                   286  

                            14                   271  

                            15                   254  

                            16                   254  

                            17                   269  

                            18                   301  

                            19                   284  

                            20                   282  

                            21                   284  

                            22                   278  

                            23                   297  

 

                           Max                   326

                           Min                   254

                           Mean                  294

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   298  

                            01                   288  

                            02                   145  

                            03                   147  

                            04                   138  

                            05                   140  

                            06                   166  

                            07                   142  

                            08                   137  

                            09                   156  

                            10                   136  

                            11                   168  

                            12                   145  

                            13                   134  

                            14                   188  

                            15                   198  

                            16                   256  

                            17                   281  

                            18                   253  

                            19                   262  

                            20                   250  

                            21                   260  

                            22                   269  

                            23                   283  

 

                           Max                   298

                           Min                   134

                           Mean                  197

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   267  

                            01                   266  

                            02                   266  

                            03                   286  

                            04                   273  

                            05                   294  

                            06                   276  

                            07                   274  

                            08                   266  

                            09                   307  

                            10                   278  

                            11                   290  

                            12                   269  

                            13                   263  

                            14                   261  

                            15                   241  

                            16                   257  

                            17                   226  

                            18                   188  

                            19                   159  

                            20                   177  

                            21                   134  

                            22                   153  

                            23                   142  

 

                           Max                   307

                           Min                   134

                           Mean                  251

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   123  

                            01                   184  

                            02                   178  

                            03                   177  

                            04                   200  

                            05                   201  

                            06                   241  

                            07                   266  

                            08                   290  

                            09                   291  

                            10                   273  

                            11                   275  

                            12                   280  

                            13                   280  

                            14                   286  

                            15                   297  

                            16                   270  

                            17                   266  

                            18                   274  

                            19                   286  

                            20                   293  

                            21                   295  

                            22                   279  

                            23                   275  

 

                           Max                   297

                           Min                   123

                           Mean                  261

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   293  

                            01                   262  

                            02                   233  

                            03                   233  

                            04                   222  

                            05                   157  

                            06                   155  

                            07                   123  

                            08                   153  

                            09                   146  

                            10                   148  

                            11                   166  

                            12                   167  

                            13                   164  

                            14                   138  

                            15                   156  

                            16                   162  

                            17                   167  

                            18                   131  

                            19                   153  

                            20                   135  

                            21                   112  

                            22                   149  

                            23                   142  

 

                           Max                   293

                           Min                   112

                           Mean                  163

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   167  

                            01                   176  

                            02                   181  

                            03                   215  

                            04                   194  

                            05                   184  

                            06                   218  

                            07                   182  

                            08                   236  

                            09                   135  

                            10                    52  

                            11                   130  

                            12                   130  

                            13                    75  

                            14                    60  

                            15                    85  

                            16                    54  

                            17                   343  

                            18                   359  

                            19                     3  

                            20                     3  

                            21                     6  

                            22                   359  

                            23                   356  

 

                           Max                   359

                           Min                     3

                           Mean                  104

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   359  

                            01                   356  

                            02                   358  

                            03                     3  

                            04                     3  

                            05                   360  

                            06                     2  

                            07                   357  

                            08                     0  

                            09                   360  

                            10                   351  

                            11                   360  

                            12                   356  

                            13                   357  

                            14                   356  

                            15                   359  

                            16                   358  

                            17                   358  

                            18                   352  

                            19                   347  

                            20                   350  

                            21                   349  

                            22                   343  

                            23                   338  

 

                           Max                   360

                           Min                     0

                           Mean                  356

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   333  

                            01                   335  

                            02                   330  

                            03                   329  

                            04                   326  

                            05                   329  

                            06                   330  

                            07                   332  

                            08                   327  

                            09                   320  

                            10                   320  

                            11                   302  

                            12                   315  

                            13                   321  

                            14                   320  

                            15                   305  

                            16                   269  

                            17                   265  

                            18                   255  

                            19                   268  

                            20                   277  

                            21                   276  

                            22                   280  

                            23                   272  

 

                           Max                   335

                           Min                   255

                           Mean                  306

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   280  

                            01                   287  

                            02                   276  

                            03                   273  

                            04                   282  

                            05                   286  

                            06                   285  

                            07                   303  

                            08                   314  

                            09                   321  

                            10                   315  

                            11                   324  

                            12                   323  

                            13                   331  

                            14                   333  

                            15                   320  

                            16                   288  

                            17                   272  

                            18                   280  

                            19                   264  

                            20                   251  

                            21                   236  

                            22                   243  

                            23                   214  

 

                           Max                   333

                           Min                   214

                           Mean                  288

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   204  

                            01                   199  

                            02                   208  

                            03                   210  

                            04                   201  

                            05                   210  

                            06                   250  

                            07                   282  

                            08                   294  

                            09                   261  

                            10                   253  

                            11                   256  

                            12                   245  

                            13                   232  

                            14                   233  

                            15                   201  

                            16                   186  

                            17                   189  

                            18                   187  

                            19                   190  

                            20                   197  

                            21                   208  

                            22                   209  

                            23                   224  

 

                           Max                   294

                           Min                   186

                           Mean                  221

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   226  

                            01                   229  

                            02                   230  

                            03                   249  

                            04                   260  

                            05                   258  

                            06                   286  

                            07                   248  

                            08                   223  

                            09                   211  

                            10                   242  

                            11                   254  

                            12                   249  

                            13                   253  

                            14                   263  

                            15                   277  

                            16                   280  

                            17                   288  

                            18                   291  

                            19                   296  

                            20                   302  

                            21                   302  

                            22                   294  

                            23                   284  

 

                           Max                   302

                           Min                   211

                           Mean                  262

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   288  

                            01                   292  

                            02                   282  

                            03                   282  

                            04                   287  

                            05                   289  

                            06                   288  

                            07                   284  

                            08                   300  

                            09                   305  

                            10                   332  

                            11                    16  

                            12                   339  

                            13                   327  

                            14                    61  

                            15                    82  

                            16                    75  

                            17                    92  

                            18                   125  

                            19                   183  

                            20                   213  

                            21                   239  

                            22                   239  

                            23                   263  

 

                           Max                   339

                           Min                    16

                           Mean                  295

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   262  

                            01                   308  

                            02                   323  

                            03                   334  

                            04                   339  

                            05                   353  

                            06                   352  

                            07                     0  

                            08                     3  

                            09                    81  

                            10                   140  

                            11                   118  

                            12                   118  

                            13                   127  

                            14                   136  

                            15                   146  

                            16                   150  

                            17                   152  

                            18                   168  

                            19                   192  

                            20                   226  

                            21                   237  

                            22                   240  

                            23                   284  

 

                           Max                   353

                           Min                     0

                           Mean                  191

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   249  

                            01                   257  

                            02                   278  

                            03                   278  

                            04                   279  

                            05                   286  

                            06                   282  

                            07                   278  

                            08                   273  

                            09                   277  

                            10                   274  

                            11                   263  

                            12                   258  

                            13                   265  

                            14                   266  

                            15                   271  

                            16                   282  

                            17                   285  

                            18                   290  

                            19                   292  

                            20                   285  

                            21                   290  

                            22                   290  

                            23                   287  

 

                           Max                   292

                           Min                   249

                           Mean                  277

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   283  

                            01                   276  

                            02                   290  

                            03                   320  

                            04                   311  

                            05                   309  

                            06                   339  

                            07                   336  

                            08                   332  

                            09                   334  

                            10                   345  

                            11                   340  

                            12                   336  

                            13                   329  

                            14                   326  

                            15                   319  

                            16                   330  

                            17                   327  

                            18                   352  

                            19                   323  

                            20                   299  

                            21                   222  

                            22                   252  

                            23                   285  

 

                           Max                   352

                           Min                   222

                           Mean                  315

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   350  

                            01                   336  

                            02                   311  

                            03                   320  

                            04                   321  

                            05                   319  

                            06                   323  

                            07                   336  

                            08                   336  

                            09                   331  

                            10                   316  

                            11                   307  

                            12                   307  

                            13                   315  

                            14                   316  

                            15                   319  

                            16                   316  

                            17                   309  

                            18                   312  

                            19                   314  

                            20                   303  

                            21                   309  

                            22                   316  

                            23                   311  

 

                           Max                   350

                           Min                   303

                           Mean                  319

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   314  

                            01                   316  

                            02                   313  

                            03                   311  

                            04                   308  

                            05                   293  

                            06                   284  

                            07                   292  

                            08                   288  

                            09                   287  

                            10                   288  

                            11                   283  

                            12                   285  

                            13                   293  

                            14                   286  

                            15                   308  

                            16                   193  

                            17                   266  

                            18                   262  

                            19                   293  

                            20                   290  

                            21                   189  

                            22                   192  

                            23                   145  

 

                           Max                   316

                           Min                   145

                           Mean                  282

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   111  

                            01                   146  

                            02                   128  

                            03                   124  

                            04                   123  

                            05                   121  

                            06                   163  

                            07                   170  

                            08                   174  

                            09                   174  

                            10                   179  

                            11                   190  

                            12                   213  

                            13                   298  

                            14                    11  

                            15                    56  

                            16                   101  

                            17                   261  

                            18                   317  

                            19                   312  

                            20                   322  

                            21                   311  

                            22                   297  

                            23                   301  

 

                           Max                   322

                           Min                    11

                           Mean                  176

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   335  

                            01                   340  

                            02                   340  

                            03                   327  

                            04                   331  

                            05                   340  

                            06                   348  

                            07                   348  

                            08                   343  

                            09                   348  

                            10                   360  

                            11                    20  

                            12                    16  

                            13                    29  

                            14                    88  

                            15                    87  

                            16                   101  

                            17                   120  

                            18                   117  

                            19                   124  

                            20                   122  

                            21                   124  

                            22                   123  

                            23                   132  

 

                           Max                   360

                           Min                    16

                           Mean                   35

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   135  

                            01                   138  

                            02                   135  

                            03                   136  

                            04                   141  

                            05                   149  

                            06                   158  

                            07                   163  

                            08                   166  

                            09                   174  

                            10                   181  

                            11                   191  

                            12                   183  

                            13                   201  

                            14                   204  

                            15                   239  

                            16                   265  

                            17                   301  

                            18                   300  

                            19                   300  

                            20                   304  

                            21                   303  

                            22                   300  

                            23                   303  

 

                           Max                   304

                           Min                   135

                           Mean                  201

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   310  

                            01                   318  

                            02                   319  

                            03                   309  

                            04                   297  

                            05                   345  

                            06                     2  

                            07                     4  

                            08                    10  

                            09                    38  

                            10                    60  

                            11                    96  

                            12                   119  

                            13                   127  

                            14                   152  

                            15                   137  

                            16                   128  

                            17                   120  

                            18                   128  

                            19                   121  

                            20                   116  

                            21                   125  

                            22                   152  

                            23                   167  

 

                           Max                   345

                           Min                     2

                           Mean                   86

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   170  

                            01                   167  

                            02                   147  

                            03                   155  

                            04                   154  

                            05                   149  

                            06                   159  

                            07                   160  

                            08                   157  

                            09                   114  

                            10                   160  

                            11                   169  

                            12                    75  

                            13                    68  

                            14                    71  

                            15                    59  

                            16                   119  

                            17                   137  

                            18                   124  

                            19                    55  

                            20                   111  

                            21                   119  

                            22                   138  

                            23                     1  

 

                           Max                   170

                           Min                     1

                           Mean                  127

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    77  

                            01                    98  

                            02                   106  

                            03                    67  

                            04                   100  

                            05                   347  

                            06                    43  

                            07                   113  

                            08                   300  

                            09                   101  

                            10                   189  

                            11                    72  

                            12                   341  

                            13                   299  

                            14                   271  

                            15                   303  

                            16                   322  

                            17                   344  

                            18                   340  

                            19                   327  

                            20                   281  

                            21                   301  

                            22                   308  

                            23                   315  

 

                           Max                   347

                           Min                    43

                           Mean                  353

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   295  

                            01                   286  

                            02                   285  

                            03                   265  

                            04                   267  

                            05                   275  

                            06                   274  

                            07                   294  

                            08                   303  

                            09                   278  

                            10                   288  

                            11                   290  

                            12                   277  

                            13                       d

                            14                       P

                            15                       P

                            16                       d

                            17                   167  

                            18                   257  

                            19                   271  

                            20                   253  

                            21                   282  

                            22                   275  

                            23                   275  

 

                           Max                   303

                           Min                   167

                           Mean                  276

                           Hours                  20

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   298  

                            01                    85  

                            02                   138  

                            03                   126  

                            04                   112  

                            05                    54  

                            06                   357  

                            07                    17  

                            08                    60  

                            09                    34  

                            10                   359  

                            11                   357  

                            12                   356  

                            13                   350  

                            14                   350  

                            15                   336  

                            16                   327  

                            17                   331  

                            18                   331  

                            19                   328  

                            20                   323  

                            21                   315  

                            22                   316  

                            23                   311  

 

                           Max                   359

                           Min                    17

                           Mean                  357

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   312  

                            01                   309  

                            02                   316  

                            03                   303  

                            04                   328  

                            05                   330  

                            06                   333  

                            07                   319  

                            08                   310  

                            09                   323  

                            10                   336  

                            11                   338  

                            12                   338  

                            13                   330  

                            14                   334  

                            15                   325  

                            16                   327  

                            17                   324  

                            18                   324  

                            19                   338  

                            20                   326  

                            21                   322  

                            22                   322  

                            23                   328  

 

                           Max                   338

                           Min                   303

                           Mean                  325

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   332  

                            01                   328  

                            02                   326  

                            03                   327  

                            04                   317  

                            05                   316  

                            06                   317  

                            07                   314  

                            08                   312  

                            09                   302  

                            10                   301  

                            11                   296  

                            12                   283  

                            13                   287  

                            14                   281  

                            15                   280  

                            16                   263  

                            17                   265  

                            18                   192  

                            19                   195  

                            20                   174  

                            21                   169  

                            22                   163  

                            23                   160  

 

                           Max                   332

                           Min                   160

                           Mean                  284

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   146  

                            01                   141  

                            02                   148  

                            03                   156  

                            04                   164  

                            05                   166  

                            06                   196  

                            07                   220  

                            08                   259  

                            09                   289  

                            10                   322  

                            11                   323  

                            12                   318  

                            13                   313  

                            14                   317  

                            15                   320  

                            16                   316  

                            17                   323  

                            18                   320  

                            19                   328  

                            20                   336  

                            21                   328  

                            22                   342  

                            23                    50  

 

                           Max                   342

                           Min                    50

                           Mean                  300

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    50  

                            01                    80  

                            02                    99  

                            03                   151  

                            04                   189  

                            05                   242  

                            06                   252  

                            07                   274  

                            08                   275  

                            09                   292  

                            10                   318  

                            11                   317  

                            12                   322  

                            13                   321  

                            14                   320  

                            15                   320  

                            16                   321  

                            17                   322  

                            18                   318  

                            19                   316  

                            20                   273  

                            21                   277  

                            22                   283  

                            23                   279  

 

                           Max                   322

                           Min                    50

                           Mean                  299

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   239  

                            01                   250  

                            02                   237  

                            03                   173  

                            04                    90  

                            05                   125  

                            06                   102  

                            07                    93  

                            08                   105  

                            09                   105  

                            10                    95  

                            11                    78  

                            12                    90  

                            13                    90  

                            14                    69  

                            15                    74  

                            16                    59  

                            17                    58  

                            18                    60  

                            19                    52  

                            20                    61  

                            21                    98  

                            22                   172  

                            23                   196  

 

                           Max                   250

                           Min                    52

                           Mean                  100

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   186  

                            01                   153  

                            02                   177  

                            03                   186  

                            04                   195  

                            05                   199  

                            06                   208  

                            07                   209  

                            08                   181  

                            09                   196  

                            10                   206  

                            11                   230  

                            12                   246  

                            13                   250  

                            14                   269  

                            15                   284  

                            16                   285  

                            17                   280  

                            18                   291  

                            19                   289  

                            20                   302  

                            21                   305  

                            22                   282  

                            23                   290  

 

                           Max                   305

                           Min                   153

                           Mean                  238

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   297  

                            01                   297  

                            02                   299  

                            03                   304  

                            04                   311  

                            05                   316  

                            06                   316  

                            07                   319  

                            08                   312  

                            09                   307  

                            10                   344  

                            11                   333  

                            12                   325  

                            13                   281  

                            14                   240  

                            15                   192  

                            16                   139  

                            17                   134  

                            18                   141  

                            19                   148  

                            20                   142  

                            21                   145  

                            22                   155  

                            23                   141  

 

                           Max                   344

                           Min                   134

                           Mean                  280

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   150  

                            01                   148  

                            02                   156  

                            03                   167  

                            04                   182  

                            05                   207  

                            06                   280  

                            07                   266  

                            08                   275  

                            09                   273  

                            10                   289  

                            11                   311  

                            12                   328  

                            13                   327  

                            14                   326  

                            15                   356  

                            16                    57  

                            17                    62  

                            18                    58  

                            19                    69  

                            20                    86  

                            21                    88  

                            22                    96  

                            23                   100  

 

                           Max                   356

                           Min                    57

                           Mean                   53

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   115  

                            01                   109  

                            02                   108  

                            03                   117  

                            04                   107  

                            05                   109  

                            06                    92  

                            07                    95  

                            08                   103  

                            09                   114  

                            10                   132  

                            11                   127  

                            12                   149  

                            13                   148  

                            14                   148  

                            15                   147  

                            16                   132  

                            17                   117  

                            18                   132  

                            19                   152  

                            20                   159  

                            21                   153  

                            22                   163  

                            23                   161  

 

                           Max                   163

                           Min                    92

                           Mean                  129

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   159  

                            01                   156  

                            02                   150  

                            03                   138  

                            04                   139  

                            05                   151  

                            06                   154  

                            07                   166  

                            08                   165  

                            09                   172  

                            10                   191  

                            11                   193  

                            12                   194  

                            13                   223  

                            14                   233  

                            15                   346  

                            16                    48  

                            17                    94  

                            18                   172  

                            19                   251  

                            20                   248  

                            21                   289  

                            22                   279  

                            23                   270  

 

                           Max                   346

                           Min                    48

                           Mean                  185

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   270  

                            01                   296  

                            02                   292  

                            03                   282  

                            04                    61  

                            05                   186  

                            06                   182  

                            07                   222  

                            08                   135  

                            09                   163  

                            10                   269  

                            11                   262  

                            12                   292  

                            13                   333  

                            14                     0  

                            15                   144  

                            16                   177  

                            17                   171  

                            18                   123  

                            19                   140  

                            20                   268  

                            21                   314  

                            22                   262  

                            23                   152  

 

                           Max                   333

                           Min                     0

                           Mean                  229

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   300  

                            01                   314  

                            02                   322  

                            03                   332  

                            04                   334  

                            05                   340  

                            06                   329  

                            07                   339  

                            08                   338  

                            09                   338  

                            10                   337  

                            11                   337  

                            12                   337  

                            13                   330  

                            14                   332  

                            15                   329  

                            16                   325  

                            17                   325  

                            18                   326  

                            19                   326  

                            20                   329  

                            21                   336  

                            22                   338  

                            23                   326  

 

                           Max                   340

                           Min                   300

                           Mean                  330

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   323  

                            01                   326  

                            02                   323  

                            03                   322  

                            04                   316  

                            05                   312  

                            06                   316  

                            07                   316  

                            08                   306  

                            09                   298  

                            10                   287  

                            11                   272  

                            12                   274  

                            13                   259  

                            14                   253  

                            15                   259  

                            16                   242  

                            17                   228  

                            18                   229  

                            19                   227  

                            20                   239  

                            21                   255  

                            22                   267  

                            23                   271  

 

                           Max                   326

                           Min                   227

                           Mean                  280

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   297  

                            01                   277  

                            02                   266  

                            03                   281  

                            04                   263  

                            05                   292  

                            06                   286  

                            07                   284  

                            08                   278  

                            09                   268  

                            10                   283  

                            11                   288  

                            12                   282  

                            13                   276  

                            14                   285  

                            15                   283  

                            16                   266  

                            17                   254  

                            18                   270  

                            19                   293  

                            20                   292  

                            21                   271  

                            22                   273  

                            23                   295  

 

                           Max                   297

                           Min                   254

                           Mean                  279

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   269  

                            01                   254  

                            02                   246  

                            03                   248  

                            04                   242  

                            05                   277  

                            06                   274  

                            07                   270  

                            08                   266  

                            09                   292  

                            10                   305  

                            11                   307  

                            12                   305  

                            13                   310  

                            14                   311  

                            15                   311  

                            16                   323  

                            17                   312  

                            18                   314  

                            19                   316  

                            20                   305  

                            21                   303  

                            22                   310  

                            23                   299  

 

                           Max                   323

                           Min                   242

                           Mean                  291

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   297  

                            01                   300  

                            02                   295  

                            03                   303  

                            04                   329  

                            05                     7  

                            06                   356  

                            07                   351  

                            08                   348  

                            09                   335  

                            10                   335  

                            11                   341  

                            12                   342  

                            13                   336  

                            14                   332  

                            15                   312  

                            16                   304  

                            17                   295  

                            18                   291  

                            19                   318  

                            20                   344  

                            21                   349  

                            22                   341  

                            23                   324  

 

                           Max                   356

                           Min                     7

                           Mean                  327

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   314  

                            01                   287  

                            02                   305  

                            03                   306  

                            04                   313  

                            05                   306  

                            06                   297  

                            07                   309  

                            08                   269  

                            09                   305  

                            10                   304  

                            11                   276  

                            12                   279  

                            13                   252  

                            14                   250  

                            15                   230  

                            16                   145  

                            17                   150  

                            18                   149  

                            19                   146  

                            20                   185  

                            21                   198  

                            22                   191  

                            23                   158  

 

                           Max                   314

                           Min                   145

                           Mean                  257

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   158  

                            01                   174  

                            02                   202  

                            03                   250  

                            04                   308  

                            05                   322  

                            06                   325  

                            07                   316  

                            08                   277  

                            09                   264  

                            10                   282  

                            11                   284  

                            12                   290  

                            13                   281  

                            14                   272  

                            15                   257  

                            16                   226  

                            17                   194  

                            18                   154  

                            19                   185  

                            20                   167  

                            21                   152  

                            22                   179  

                            23                   192  

 

                           Max                   325

                           Min                   152

                           Mean                  239

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   188  

                            01                    95  

                            02                   128  

                            03                   180  

                            04                   239  

                            05                   279  

                            06                   255  

                            07                   279  

                            08                   269  

                            09                   283  

                            10                   277  

                            11                   280  

                            12                   287  

                            13                   292  

                            14                   275  

                            15                   287  

                            16                   286  

                            17                   307  

                            18                   318  

                            19                   321  

                            20                   322  

                            21                   322  

                            22                   324  

                            23                   329  

 

                           Max                   329

                           Min                    95

                           Mean                  285

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   329  

                            01                   328  

                            02                   331  

                            03                   331  

                            04                   330  

                            05                   337  

                            06                   339  

                            07                   337  

                            08                   336  

                            09                   332  

                            10                   340  

                            11                   338  

                            12                   342  

                            13                   334  

                            14                   337  

                            15                   346  

                            16                   341  

                            17                   342  

                            18                   342  

                            19                   356  

                            20                   346  

                            21                   325  

                            22                   358  

                            23                   346  

 

                           Max                   358

                           Min                   325

                           Mean                  338

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                     3  

                            01                    14  

                            02                    49  

                            03                    46  

                            04                    59  

                            05                    23  

                            06                   112  

                            07                    70  

                            08                    87  

                            09                   104  

                            10                   101  

                            11                   109  

                            12                   111  

                            13                   113  

                            14                   111  

                            15                   112  

                            16                   109  

                            17                   107  

                            18                   108  

                            19                   113  

                            20                   119  

                            21                   113  

                            22                   121  

                            23                   125  

 

                           Max                   125

                           Min                     3

                           Mean                   92

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   124  

                            01                   127  

                            02                   131  

                            03                   126  

                            04                   125  

                            05                   129  

                            06                   130  

                            07                   128  

                            08                   127  

                            09                   130  

                            10                   139  

                            11                   143  

                            12                   144  

                            13                   150  

                            14                   145  

                            15                   131  

                            16                   141  

                            17                   137  

                            18                   138  

                            19                   148  

                            20                   154  

                            21                   148  

                            22                   148  

                            23                   146  

 

                           Max                   154

                           Min                   124

                           Mean                  137

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   142  

                            01                   143  

                            02                   141  

                            03                   141  

                            04                   136  

                            05                   137  

                            06                   135  

                            07                   142  

                            08                   159  

                            09                   164  

                            10                   159  

                            11                   157  

                            12                   149  

                            13                   143  

                            14                   133  

                            15                   130  

                            16                   130  

                            17                   135  

                            18                   141  

                            19                   135  

                            20                   142  

                            21                   146  

                            22                   148  

                            23                   148  

 

                           Max                   164

                           Min                   130

                           Mean                  143

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   150  

                            01                   162  

                            02                   139  

                            03                   143  

                            04                   151  

                            05                   149  

                            06                   159  

                            07                   154  

                            08                   156  

                            09                   115  

                            10                   177  

                            11                   194  

                            12                   176  

                            13                   187  

                            14                   177  

                            15                   150  

                            16                   143  

                            17                   133  

                            18                   130  

                            19                   125  

                            20                   157  

                            21                   147  

                            22                    79  

                            23                   119  

 

                           Max                   194

                           Min                    79

                           Mean                  149

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    83  

                            01                   114  

                            02                   108  

                            03                   122  

                            04                   103  

                            05                   130  

                            06                    92  

                            07                   339  

                            08                   131  

                            09                   144  

                            10                   152  

                            11                   158  

                            12                   161  

                            13                   166  

                            14                   155  

                            15                   151  

                            16                   141  

                            17                   141  

                            18                   142  

                            19                   210  

                            20                   283  

                            21                   282  

                            22                   279  

                            23                   292  

 

                           Max                   339

                           Min                    83

                           Mean                  145

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   286  

                            01                   285  

                            02                   313  

                            03                   317  

                            04                   328  

                            05                   333  

                            06                   330  

                            07                   322  

                            08                   319  

                            09                   319  

                            10                   325  

                            11                   328  

                            12                   329  

                            13                   325  

                            14                   335  

                            15                   347  

                            16                   315  

                            17                   278  

                            18                   278  

                            19                   272  

                            20                   255  

                            21                   225  

                            22                   200  

                            23                   237  

 

                           Max                   347

                           Min                   200

                           Mean                  303

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   147  

                            01                   189  

                            02                   210  

                            03                   207  

                            04                   209  

                            05                   228  

                            06                   247  

                            07                   245  

                            08                   235  

                            09                   221  

                            10                   233  

                            11                   232  

                            12                   230  

                            13                   242  

                            14                   245  

                            15                   234  

                            16                   226  

                            17                   178  

                            18                   128  

                            19                   131  

                            20                   136  

                            21                   149  

                            22                   175  

                            23                   183  

 

                           Max                   247

                           Min                   128

                           Mean                  205

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   134  

                            01                   143  

                            02                   177  

                            03                   178  

                            04                   181  

                            05                   239  

                            06                   220  

                            07                   174  

                            08                   224  

                            09                   305  

                            10                   320  

                            11                   325  

                            12                   323  

                            13                   328  

                            14                   322  

                            15                   322  

                            16                   321  

                            17                   319  

                            18                   318  

                            19                   324  

                            20                   327  

                            21                   324  

                            22                   323  

                            23                   318  

 

                           Max                   328

                           Min                   134

                           Mean                  293

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   323  

                            01                   321  

                            02                   323  

                            03                   331  

                            04                   329  

                            05                   337  

                            06                   349  

                            07                   356  

                            08                     3  

                            09                   360  

                            10                   359  

                            11                     2  

                            12                   360  

                            13                   360  

                            14                   348  

                            15                   358  

                            16                    12  

                            17                    32  

                            18                    44  

                            19                    56  

                            20                    56  

                            21                    60  

                            22                    56  

                            23                    65  

 

                           Max                   360

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    60  

                            01                    86  

                            02                    93  

                            03                     7  

                            04                    76  

                            05                   111  

                            06                   124  

                            07                   128  

                            08                   122  

                            09                   150  

                            10                   157  

                            11                   153  

                            12                   163  

                            13                   158  

                            14                   157  

                            15                   127  

                            16                   117  

                            17                   114  

                            18                   111  

                            19                   110  

                            20                   100  

                            21                    96  

                            22                   134  

                            23                    73  

 

                           Max                   163

                           Min                     7

                           Mean                  116

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -12.6  

                            01                 -12.2  

                            02                 -11.2  

                            03                 -10.8  

                            04                 -10.1  

                            05                  -9.6  

                            06                 -11.1  

                            07                 -13.2  

                            08                 -13.6  

                            09                 -13.1  

                            10                 -12.3  

                            11                 -10.0  

                            12                  -8.9  

                            13                  -7.1  

                            14                  -5.8  

                            15                  -5.5  

                            16                  -5.0  

                            17                  -4.4  

                            18                  -2.9  

                            19                  -2.4  

                            20                  -2.8  

                            21                  -3.7  

                            22                  -2.8  

                            23                  -2.8  

 

                           Max                  -2.4

                           Min                 -13.6

                           Mean                 -8.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -2.6  

                            01                  -2.3  

                            02                  -2.3  

                            03                  -2.3  

                            04                  -2.6  

                            05                  -3.1  

                            06                  -3.6  

                            07                  -4.1  

                            08                  -4.8  

                            09                  -5.2  

                            10                  -5.0  

                            11                  -4.0  

                            12                  -4.2  

                            13                  -4.5  

                            14                  -4.9  

                            15                  -5.2  

                            16                  -5.8  

                            17                  -6.8  

                            18                  -6.9  

                            19                  -6.8  

                            20                  -7.2  

                            21                  -8.6  

                            22                  -8.8  

                            23                  -8.6  

 

                           Max                  -2.3

                           Min                  -8.8

                           Mean                 -5.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -9.0  

                            01                  -8.7  

                            02                  -8.6  

                            03                  -8.5  

                            04                  -7.9  

                            05                  -8.2  

                            06                  -9.2  

                            07                  -9.5  

                            08                  -9.7  

                            09                  -8.8  

                            10                  -6.8  

                            11                  -5.7  

                            12                  -4.5  

                            13                  -3.7  

                            14                  -2.7  

                            15                  -2.6  

                            16                  -3.5  

                            17                  -3.5  

                            18                  -4.1  

                            19                  -5.5  

                            20                  -5.7  

                            21                  -6.3  

                            22                  -6.4  

                            23                  -6.5  

 

                           Max                  -2.6

                           Min                  -9.7

                           Mean                 -6.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -6.2  

                            01                  -6.1  

                            02                  -8.1  

                            03                  -8.3  

                            04                  -8.1  

                            05                  -8.8  

                            06                  -8.4  

                            07                  -9.9  

                            08                 -10.7  

                            09                 -10.2  

                            10                  -8.5  

                            11                  -6.9  

                            12                  -5.9  

                            13                  -5.5  

                            14                  -5.4  

                            15                  -5.8  

                            16                  -6.2  

                            17                  -7.1  

                            18                  -6.8  

                            19                  -6.3  

                            20                  -4.7  

                            21                  -4.9  

                            22                  -4.4  

                            23                  -5.2  

 

                           Max                  -4.4

                           Min                 -10.7

                           Mean                 -7.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.5  

                            01                  -5.9  

                            02                  -5.5  

                            03                  -7.9  

                            04                  -9.8  

                            05                 -11.7  

                            06                 -11.4  

                            07                 -11.0  

                            08                 -10.7  

                            09                 -10.2  

                            10                  -9.5  

                            11                  -8.7  

                            12                  -7.7  

                            13                  -7.2  

                            14                  -6.8  

                            15                  -7.1  

                            16                  -7.2  

                            17                  -8.1  

                            18                  -6.9  

                            19                  -6.9  

                            20                  -7.0  

                            21                  -7.5  

                            22                  -6.4  

                            23                  -7.1  

 

                           Max                  -5.5

                           Min                 -11.7

                           Mean                 -8.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -8.6  

                            01                  -9.1  

                            02                 -11.0  

                            03                 -11.7  

                            04                 -10.7  

                            05                 -10.3  

                            06                 -10.7  

                            07                 -10.3  

                            08                  -9.9  

                            09                  -9.6  

                            10                  -8.3  

                            11                  -6.6  

                            12                  -6.0  

                            13                  -5.2  

                            14                  -3.7  

                            15                  -2.7  

                            16                  -2.5  

                            17                  -2.8  

                            18                  -2.0  

                            19                  -3.0  

                            20                  -2.5  

                            21                  -1.3  

                            22                  -2.4  

                            23                  -2.7  

 

                           Max                  -1.3

                           Min                 -11.7

                           Mean                 -6.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -2.6  

                            01                  -3.8  

                            02                  -3.7  

                            03                  -4.5  

                            04                  -4.0  

                            05                  -4.5  

                            06                  -5.6  

                            07                  -5.8  

                            08                  -5.9  

                            09                  -5.2  

                            10                  -3.5  

                            11                  -2.9  

                            12                  -1.9  

                            13                  -1.6  

                            14                  -1.8  

                            15                  -2.3  

                            16                  -3.7  

                            17                  -3.8  

                            18                  -7.4  

                            19                  -6.8  

                            20                  -7.5  

                            21                  -9.1  

                            22                  -8.3  

                            23                  -7.1  

 

                           Max                  -1.6

                           Min                  -9.1

                           Mean                 -4.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.7  

                            01                  -4.0  

                            02                  -3.4  

                            03                  -2.4  

                            04                   -.5  

                            05                   -.2  

                            06                    .3  

                            07                    .9  

                            08                    .4  

                            09                   1.0  

                            10                    .6  

                            11                   1.2  

                            12                   1.4  

                            13                   1.3  

                            14                   1.3  

                            15                   1.7  

                            16                    .8  

                            17                   -.3  

                            18                   -.8  

                            19                  -1.6  

                            20                  -1.7  

                            21                  -3.0  

                            22                  -4.8  

                            23                  -6.9  

 

                           Max                   1.7

                           Min                  -6.9

                           Mean                 -1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -6.8  

                            01                  -7.1  

                            02                  -7.0  

                            03                  -6.5  

                            04                  -8.7  

                            05                  -9.5  

                            06                  -7.8  

                            07                  -8.2  

                            08                  -7.6  

                            09                  -6.4  

                            10                  -4.8  

                            11                  -2.9  

                            12                   -.6  

                            13                    .9  

                            14                   1.4  

                            15                   1.9  

                            16                   1.3  

                            17                   1.5  

                            18                   1.0  

                            19                   1.1  

                            20                   -.2  

                            21                    .1  

                            22                    .2  

                            23                   -.3  

 

                           Max                   1.9

                           Min                  -9.5

                           Mean                 -3.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.1  

                            01                    .4  

                            02                   1.4  

                            03                   2.0  

                            04                   1.3  

                            05                   2.3  

                            06                   2.3  

                            07                   2.1  

                            08                   2.5  

                            09                    .0  

                            10                   -.8  

                            11                   -.4  

                            12                    .3  

                            13                   1.2  

                            14                   -.2  

                            15                   -.3  

                            16                   -.6  

                            17                  -1.4  

                            18                  -2.2  

                            19                  -2.7  

                            20                  -3.6  

                            21                  -5.1  

                            22                  -6.0  

                            23                  -6.9  

 

                           Max                   2.5

                           Min                  -6.9

                           Mean                  -.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.4  

                            01                  -8.1  

                            02                  -8.9  

                            03                  -9.4  

                            04                  -9.9  

                            05                 -10.7  

                            06                 -11.1  

                            07                 -11.4  

                            08                 -11.8  

                            09                 -12.2  

                            10                 -12.2  

                            11                 -12.2  

                            12                 -12.3  

                            13                 -12.6  

                            14                 -13.1  

                            15                 -13.5  

                            16                 -14.0  

                            17                 -14.0  

                            18                 -13.7  

                            19                 -14.0  

                            20                 -14.5  

                            21                 -14.5  

                            22                 -15.4  

                            23                 -15.7  

 

                           Max                  -7.4

                           Min                 -15.7

                           Mean                -12.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -16.3  

                            01                 -16.6  

                            02                 -17.0  

                            03                 -17.7  

                            04                 -18.0  

                            05                 -18.0  

                            06                 -18.0  

                            07                 -18.4  

                            08                 -18.6  

                            09                 -18.6  

                            10                 -17.9  

                            11                 -18.1  

                            12                 -17.4  

                            13                 -17.0  

                            14                 -16.4  

                            15                 -17.1  

                            16                 -17.6  

                            17                 -18.4  

                            18                 -18.2  

                            19                 -18.4  

                            20                 -19.1  

                            21                 -19.1  

                            22                 -19.2  

                            23                 -18.1  

 

                           Max                 -16.3

                           Min                 -19.2

                           Mean                -17.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -19.2  

                            01                 -17.7  

                            02                 -16.7  

                            03                 -18.4  

                            04                 -19.0  

                            05                 -19.4  

                            06                 -17.8  

                            07                 -17.6  

                            08                 -17.3  

                            09                 -17.4  

                            10                 -17.1  

                            11                 -16.4  

                            12                 -16.0  

                            13                 -15.8  

                            14                 -15.9  

                            15                 -16.2  

                            16                 -17.5  

                            17                 -18.4  

                            18                 -19.9  

                            19                 -20.2  

                            20                 -19.1  

                            21                 -17.8  

                            22                 -17.0  

                            23                 -17.7  

 

                           Max                 -15.8

                           Min                 -20.2

                           Mean                -17.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -17.8  

                            01                 -18.1  

                            02                 -17.6  

                            03                 -17.3  

                            04                 -17.4  

                            05                 -17.4  

                            06                 -16.9  

                            07                 -17.3  

                            08                 -17.9  

                            09                 -17.8  

                            10                 -16.9  

                            11                 -15.9  

                            12                 -14.3  

                            13                 -13.6  

                            14                 -13.1  

                            15                 -13.4  

                            16                 -13.4  

                            17                 -13.1  

                            18                 -12.4  

                            19                 -12.7  

                            20                 -12.0  

                            21                 -11.3  

                            22                 -12.1  

                            23                 -12.1  

 

                           Max                 -11.3

                           Min                 -18.1

                           Mean                -15.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -13.7  

                            01                 -12.6  

                            02                 -11.3  

                            03                 -10.7  

                            04                 -10.4  

                            05                 -10.8  

                            06                  -9.8  

                            07                  -7.6  

                            08                  -6.7  

                            09                  -5.9  

                            10                  -3.8  

                            11                  -2.2  

                            12                  -1.1  

                            13                   -.2  

                            14                    .7  

                            15                    .8  

                            16                    .8  

                            17                   1.4  

                            18                   2.0  

                            19                   2.7  

                            20                   3.1  

                            21                   2.9  

                            22                   2.6  

                            23                   2.5  

 

                           Max                   3.1

                           Min                 -13.7

                           Mean                 -3.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   2.6  

                            01                   2.6  

                            02                   2.5  

                            03                   2.5  

                            04                   2.6  

                            05                   2.5  

                            06                   2.6  

                            07                   2.4  

                            08                   2.5  

                            09                   2.7  

                            10                   2.1  

                            11                  -1.6  

                            12                  -1.8  

                            13                  -1.0  

                            14                  -1.2  

                            15                  -3.0  

                            16                  -4.2  

                            17                  -5.0  

                            18                  -5.2  

                            19                  -4.8  

                            20                  -4.2  

                            21                  -2.8  

                            22                  -2.6  

                            23                  -1.9  

 

                           Max                   2.7

                           Min                  -5.2

                           Mean                  -.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -2.1  

                            01                   -.2  

                            02                    .2  

                            03                   -.2  

                            04                  -1.2  

                            05                  -2.3  

                            06                  -3.0  

                            07                  -3.6  

                            08                  -3.9  

                            09                  -4.0  

                            10                  -4.0  

                            11                  -3.7  

                            12                  -3.9  

                            13                  -3.7  

                            14                  -2.9  

                            15                  -2.1  

                            16                  -1.8  

                            17                  -1.5  

                            18                   -.8  

                            19                    .1  

                            20                    .5  

                            21                    .9  

                            22                   1.2  

                            23                    .9  

 

                           Max                   1.2

                           Min                  -4.0

                           Mean                 -1.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .3  

                            01                    .0  

                            02                   -.2  

                            03                   -.2  

                            04                   -.2  

                            05                    .2  

                            06                    .8  

                            07                    .1  

                            08                    .3  

                            09                    .9  

                            10                   2.0  

                            11                   2.6  

                            12                   2.9  

                            13                   3.5  

                            14                   3.2  

                            15                   2.5  

                            16                   2.4  

                            17                   2.5  

                            18                   2.0  

                            19                   2.4  

                            20                   2.6  

                            21                   2.1  

                            22                   1.9  

                            23                    .9  

 

                           Max                   3.5

                           Min                   -.2

                           Mean                  1.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .4  

                            01                    .2  

                            02                   1.0  

                            03                   1.9  

                            04                   2.0  

                            05                   1.1  

                            06                  -2.8  

                            07                  -7.7  

                            08                 -10.3  

                            09                 -11.0  

                            10                 -11.9  

                            11                 -14.0  

                            12                 -15.1  

                            13                 -15.4  

                            14                 -15.4  

                            15                 -15.8  

                            16                 -16.5  

                            17                 -17.1  

                            18                 -17.0  

                            19                 -17.0  

                            20                 -16.3  

                            21                 -15.9  

                            22                 -15.2  

                            23                 -14.7  

 

                           Max                   2.0

                           Min                 -17.1

                           Mean                -10.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -14.9  

                            01                 -15.3  

                            02                 -15.2  

                            03                 -15.0  

                            04                 -16.0  

                            05                 -16.1  

                            06                 -15.0  

                            07                 -15.3  

                            08                 -17.4  

                            09                 -19.5  

                            10                 -20.7  

                            11                 -21.0  

                            12                 -21.1  

                            13                 -21.4  

                            14                 -21.3  

                            15                 -21.5  

                            16                 -22.2  

                            17                 -22.5  

                            18                 -22.4  

                            19                 -22.2  

                            20                 -22.4  

                            21                 -22.4  

                            22                 -22.3  

                            23                 -22.6  

 

                           Max                 -14.9

                           Min                 -22.6

                           Mean                -19.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -22.5  

                            01                 -22.5  

                            02                 -22.4  

                            03                 -22.2  

                            04                 -21.9  

                            05                 -22.2  

                            06                 -22.0  

                            07                 -21.8  

                            08                 -21.2  

                            09                 -20.4  

                            10                 -19.5  

                            11                 -18.6  

                            12                 -17.8  

                            13                 -17.0  

                            14                 -16.6  

                            15                 -16.5  

                            16                 -16.8  

                            17                 -17.0  

                            18                 -16.8  

                            19                 -16.7  

                            20                 -16.8  

                            21                 -16.6  

                            22                 -16.6  

                            23                 -16.5  

 

                           Max                 -16.5

                           Min                 -22.5

                           Mean                -19.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -16.6  

                            01                 -16.6  

                            02                 -16.5  

                            03                 -16.9  

                            04                 -17.1  

                            05                 -17.2  

                            06                 -16.3  

                            07                 -15.8  

                            08                 -15.1  

                            09                 -14.2  

                            10                 -13.4  

                            11                 -12.5  

                            12                 -11.3  

                            13                 -10.2  

                            14                  -9.9  

                            15                 -10.0  

                            16                 -10.6  

                            17                 -11.0  

                            18                 -10.2  

                            19                 -10.9  

                            20                 -11.7  

                            21                 -12.3  

                            22                 -12.7  

                            23                 -13.5  

 

                           Max                  -9.9

                           Min                 -17.2

                           Mean                -13.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -12.6  

                            01                 -13.1  

                            02                 -13.7  

                            03                 -14.4  

                            04                 -15.1  

                            05                 -15.6  

                            06                 -15.8  

                            07                 -16.7  

                            08                 -16.7  

                            09                 -16.6  

                            10                 -16.6  

                            11                 -16.5  

                            12                 -16.6  

                            13                 -16.3  

                            14                 -16.2  

                            15                 -16.5  

                            16                 -17.1  

                            17                 -17.4  

                            18                 -17.8  

                            19                 -17.9  

                            20                 -17.5  

                            21                 -17.6  

                            22                 -17.7  

                            23                 -17.8  

 

                           Max                 -12.6

                           Min                 -17.9

                           Mean                -16.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -18.0  

                            01                 -18.0  

                            02                 -18.2  

                            03                 -18.1  

                            04                 -18.0  

                            05                 -17.7  

                            06                 -17.4  

                            07                 -17.0  

                            08                 -16.2  

                            09                 -15.2  

                            10                 -14.3  

                            11                 -13.4  

                            12                 -12.0  

                            13                 -10.3  

                            14                  -8.5  

                            15                  -6.9  

                            16                  -5.6  

                            17                  -3.7  

                            18                  -3.9  

                            19                  -4.2  

                            20                  -4.2  

                            21                  -4.1  

                            22                  -4.6  

                            23                  -4.2  

 

                           Max                  -3.7

                           Min                 -18.2

                           Mean                -11.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.1  

                            01                  -6.2  

                            02                  -6.8  

                            03                  -6.9  

                            04                  -7.6  

                            05                  -9.0  

                            06                 -10.4  

                            07                 -11.4  

                            08                 -12.1  

                            09                 -12.6  

                            10                 -13.0  

                            11                 -13.0  

                            12                 -12.7  

                            13                 -12.7  

                            14                 -12.5  

                            15                 -12.1  

                            16                 -12.4  

                            17                 -12.9  

                            18                 -12.4  

                            19                 -11.8  

                            20                 -11.2  

                            21                 -10.6  

                            22                  -9.7  

                            23                  -7.9  

 

                           Max                  -5.1

                           Min                 -13.0

                           Mean                -10.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.1  

                            01                  -6.0  

                            02                  -4.7  

                            03                  -4.5  

                            04                  -3.9  

                            05                  -3.3  

                            06                  -3.2  

                            07                  -2.7  

                            08                  -2.3  

                            09                  -1.8  

                            10                   -.9  

                            11                    .3  

                            12                    .7  

                            13                   1.1  

                            14                   1.4  

                            15                   1.1  

                            16                   -.5  

                            17                  -2.5  

                            18                  -3.3  

                            19                  -4.9  

                            20                  -6.1  

                            21                  -6.8  

                            22                  -7.0  

                            23                  -8.0  

 

                           Max                   1.4

                           Min                  -8.0

                           Mean                 -3.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -9.4  

                            01                 -10.2  

                            02                 -10.7  

                            03                 -10.4  

                            04                 -10.7  

                            05                 -11.1  

                            06                 -12.0  

                            07                 -11.9  

                            08                 -11.7  

                            09                  -9.6  

                            10                  -7.9  

                            11                  -6.1  

                            12                  -4.4  

                            13                  -3.3  

                            14                  -2.5  

                            15                  -1.9  

                            16                  -2.1  

                            17                  -2.6  

                            18                  -2.5  

                            19                  -2.6  

                            20                  -2.5  

                            21                  -2.3  

                            22                  -1.9  

                            23                  -1.6  

 

                           Max                  -1.6

                           Min                 -12.0

                           Mean                 -6.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -1.5  

                            01                   -.8  

                            02                   -.5  

                            03                  -1.4  

                            04                  -1.4  

                            05                  -1.9  

                            06                  -2.6  

                            07                  -3.1  

                            08                  -3.5  

                            09                  -2.6  

                            10                  -1.8  

                            11                  -1.3  

                            12                  -1.0  

                            13                       d

                            14                       P

                            15                       P

                            16                       d

                            17                  -4.2  

                            18                  -5.4  

                            19                  -4.7  

                            20                  -4.1  

                            21                  -5.8  

                            22                  -7.0  

                            23                  -6.9  

 

                           Max                   -.5

                           Min                  -7.0

                           Mean                 -3.1

                           Hours                  20

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -10.6  

                            01                 -11.6  

                            02                 -12.8  

                            03                 -14.1  

                            04                 -14.5  

                            05                 -15.4  

                            06                 -16.7  

                            07                 -16.2  

                            08                 -13.5  

                            09                 -12.0  

                            10                 -11.4  

                            11                 -10.6  

                            12                  -9.2  

                            13                  -8.1  

                            14                  -8.0  

                            15                  -8.0  

                            16                  -8.2  

                            17                  -8.3  

                            18                  -9.8  

                            19                 -12.9  

                            20                 -15.7  

                            21                 -18.1  

                            22                 -19.4  

                            23                 -19.9  

 

                           Max                  -8.0

                           Min                 -19.9

                           Mean                -12.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -20.5  

                            01                 -20.6  

                            02                 -20.5  

                            03                 -21.1  

                            04                 -22.2  

                            05                 -23.2  

                            06                 -23.6  

                            07                 -24.0  

                            08                 -23.7  

                            09                 -22.7  

                            10                 -22.0  

                            11                 -21.5  

                            12                 -21.1  

                            13                 -20.8  

                            14                 -20.8  

                            15                 -21.0  

                            16                 -21.4  

                            17                 -22.2  

                            18                 -22.4  

                            19                 -22.6  

                            20                 -23.2  

                            21                 -23.4  

                            22                 -23.7  

                            23                 -24.6  

 

                           Max                 -20.5

                           Min                 -24.6

                           Mean                -22.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -25.3  

                            01                 -26.0  

                            02                 -26.8  

                            03                 -27.5  

                            04                 -27.9  

                            05                 -28.2  

                            06                 -28.6  

                            07                 -28.6  

                            08                 -28.1  

                            09                 -27.3  

                            10                 -26.4  

                            11                 -25.4  

                            12                 -24.6  

                            13                 -23.5  

                            14                 -23.0  

                            15                 -22.7  

                            16                 -23.0  

                            17                 -23.8  

                            18                 -24.5  

                            19                 -23.4  

                            20                 -22.0  

                            21                 -21.3  

                            22                 -20.3  

                            23                 -19.2  

 

                           Max                 -19.2

                           Min                 -28.6

                           Mean                -24.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -18.0  

                            01                 -17.3  

                            02                 -16.5  

                            03                 -15.8  

                            04                 -14.3  

                            05                 -13.3  

                            06                 -12.4  

                            07                 -11.7  

                            08                 -10.4  

                            09                  -7.4  

                            10                  -6.9  

                            11                  -6.4  

                            12                  -5.4  

                            13                  -4.3  

                            14                  -4.4  

                            15                  -4.2  

                            16                  -4.5  

                            17                  -4.6  

                            18                  -4.8  

                            19                  -5.0  

                            20                  -5.2  

                            21                  -5.9  

                            22                  -6.9  

                            23                  -9.1  

 

                           Max                  -4.2

                           Min                 -18.0

                           Mean                 -8.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -10.6  

                            01                 -10.7  

                            02                 -10.7  

                            03                 -10.6  

                            04                 -10.0  

                            05                  -7.7  

                            06                  -4.6  

                            07                  -2.0  

                            08                   -.4  

                            09                    .5  

                            10                   1.4  

                            11                    .4  

                            12                  -1.2  

                            13                  -3.7  

                            14                  -4.6  

                            15                  -5.2  

                            16                  -5.9  

                            17                  -6.5  

                            18                  -7.3  

                            19                  -7.6  

                            20                  -6.3  

                            21                  -5.8  

                            22                  -5.3  

                            23                  -4.4  

 

                           Max                   1.4

                           Min                 -10.7

                           Mean                 -5.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -3.8  

                            01                  -3.4  

                            02                  -4.9  

                            03                  -6.0  

                            04                  -7.2  

                            05                  -8.7  

                            06                  -8.9  

                            07                  -9.5  

                            08                  -9.1  

                            09                  -8.3  

                            10                  -7.5  

                            11                  -7.4  

                            12                  -7.1  

                            13                  -6.6  

                            14                  -6.1  

                            15                  -6.2  

                            16                  -6.9  

                            17                  -8.2  

                            18                  -8.7  

                            19                  -9.0  

                            20                  -9.0  

                            21                  -9.1  

                            22                  -9.2  

                            23                  -8.9  

 

                           Max                  -3.4

                           Min                  -9.5

                           Mean                 -7.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -8.7  

                            01                  -8.6  

                            02                  -8.3  

                            03                  -8.1  

                            04                  -7.9  

                            05                  -7.2  

                            06                  -6.3  

                            07                  -4.7  

                            08                  -4.0  

                            09                  -3.2  

                            10                  -1.3  

                            11                    .5  

                            12                   1.8  

                            13                   2.4  

                            14                   3.1  

                            15                   2.8  

                            16                   2.2  

                            17                   2.0  

                            18                   1.9  

                            19                   2.2  

                            20                   2.1  

                            21                   1.8  

                            22                    .8  

                            23                    .2  

 

                           Max                   3.1

                           Min                  -8.7

                           Mean                 -1.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                  -1.0  

                            02                  -2.3  

                            03                  -2.1  

                            04                  -2.1  

                            05                  -1.6  

                            06                  -1.8  

                            07                  -2.0  

                            08                  -1.9  

                            09                  -1.6  

                            10                  -1.6  

                            11                  -1.5  

                            12                  -1.4  

                            13                  -1.3  

                            14                  -1.4  

                            15                  -1.5  

                            16                  -2.1  

                            17                  -2.7  

                            18                  -2.8  

                            19                  -3.3  

                            20                  -4.2  

                            21                  -4.6  

                            22                  -4.3  

                            23                  -3.6  

 

                           Max                    .0

                           Min                  -4.6

                           Mean                 -2.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -3.1  

                            01                  -3.3  

                            02                  -3.4  

                            03                  -3.0  

                            04                  -2.3  

                            05                  -2.5  

                            06                  -3.5  

                            07                  -3.0  

                            08                  -1.8  

                            09                    .5  

                            10                   2.7  

                            11                   3.3  

                            12                   2.9  

                            13                   2.6  

                            14                   2.3  

                            15                   1.4  

                            16                  -1.9  

                            17                  -3.0  

                            18                  -3.7  

                            19                  -3.7  

                            20                  -3.9  

                            21                  -4.2  

                            22                  -4.5  

                            23                  -4.9  

 

                           Max                   3.3

                           Min                  -4.9

                           Mean                 -1.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.2  

                            01                  -5.2  

                            02                  -5.1  

                            03                  -5.1  

                            04                  -5.3  

                            05                  -5.3  

                            06                  -5.5  

                            07                  -5.8  

                            08                  -5.5  

                            09                  -5.2  

                            10                  -4.6  

                            11                  -3.8  

                            12                  -3.3  

                            13                  -3.1  

                            14                  -2.7  

                            15                  -2.4  

                            16                  -2.4  

                            17                  -3.4  

                            18                  -3.1  

                            19                  -2.3  

                            20                  -1.8  

                            21                  -2.0  

                            22                  -2.2  

                            23                  -2.6  

 

                           Max                  -1.8

                           Min                  -5.8

                           Mean                 -3.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -3.0  

                            01                  -3.1  

                            02                  -3.3  

                            03                  -3.8  

                            04                  -4.1  

                            05                  -4.7  

                            06                  -5.0  

                            07                  -4.9  

                            08                  -4.5  

                            09                  -4.1  

                            10                  -3.7  

                            11                  -3.5  

                            12                  -3.0  

                            13                  -2.7  

                            14                  -2.1  

                            15                  -1.9  

                            16                  -1.9  

                            17                  -2.0  

                            18                  -2.1  

                            19                  -2.2  

                            20                  -2.5  

                            21                  -2.6  

                            22                  -2.9  

                            23                  -3.5  

 

                           Max                  -1.9

                           Min                  -5.0

                           Mean                 -3.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -4.2  

                            01                  -4.8  

                            02                  -6.6  

                            03                  -7.5  

                            04                  -7.9  

                            05                  -8.6  

                            06                  -9.8  

                            07                 -10.7  

                            08                  -9.8  

                            09                  -7.1  

                            10                  -4.8  

                            11                  -3.6  

                            12                  -2.4  

                            13                   -.2  

                            14                    .8  

                            15                    .7  

                            16                   -.3  

                            17                  -2.7  

                            18                  -4.0  

                            19                  -5.5  

                            20                  -5.5  

                            21                  -6.9  

                            22                  -7.8  

                            23                  -8.4  

 

                           Max                    .8

                           Min                 -10.7

                           Mean                 -5.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -8.2  

                            01                  -6.4  

                            02                  -4.6  

                            03                  -3.4  

                            04                  -3.0  

                            05                  -2.8  

                            06                  -2.4  

                            07                  -2.2  

                            08                  -2.2  

                            09                  -2.8  

                            10                  -3.2  

                            11                  -3.9  

                            12                  -4.1  

                            13                  -4.7  

                            14                  -5.2  

                            15                  -5.7  

                            16                  -6.4  

                            17                  -6.8  

                            18                  -7.0  

                            19                  -6.9  

                            20                  -6.9  

                            21                  -7.2  

                            22                  -7.4  

                            23                  -7.2  

 

                           Max                  -2.2

                           Min                  -8.2

                           Mean                 -5.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.2  

                            01                  -7.4  

                            02                  -7.6  

                            03                  -7.7  

                            04                  -8.0  

                            05                  -8.3  

                            06                  -8.5  

                            07                  -8.6  

                            08                  -8.3  

                            09                  -7.6  

                            10                  -6.9  

                            11                  -6.5  

                            12                  -5.3  

                            13                  -4.4  

                            14                  -3.7  

                            15                  -2.6  

                            16                  -3.0  

                            17                  -4.0  

                            18                  -3.6  

                            19                  -3.2  

                            20                  -2.8  

                            21                  -3.6  

                            22                  -4.4  

                            23                  -4.9  

 

                           Max                  -2.6

                           Min                  -8.6

                           Mean                 -5.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -4.7  

                            01                  -4.8  

                            02                  -5.3  

                            03                  -6.4  

                            04                  -6.7  

                            05                  -6.3  

                            06                  -6.4  

                            07                  -5.3  

                            08                  -4.0  

                            09                  -3.0  

                            10                  -1.8  

                            11                   -.6  

                            12                    .6  

                            13                   1.8  

                            14                   2.2  

                            15                   2.3  

                            16                   2.1  

                            17                   1.6  

                            18                   1.4  

                            19                    .8  

                            20                   -.3  

                            21                    .1  

                            22                   -.5  

                            23                  -1.6  

 

                           Max                   2.3

                           Min                  -6.7

                           Mean                 -1.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -2.2  

                            01                  -1.0  

                            02                   -.9  

                            03                   -.4  

                            04                   -.2  

                            05                    .1  

                            06                    .6  

                            07                    .6  

                            08                    .8  

                            09                   1.8  

                            10                   3.0  

                            11                   3.3  

                            12                   2.9  

                            13                   3.1  

                            14                   2.7  

                            15                   1.6  

                            16                   1.2  

                            17                    .8  

                            18                    .7  

                            19                    .9  

                            20                   1.1  

                            21                    .6  

                            22                   -.3  

                            23                   -.9  

 

                           Max                   3.3

                           Min                  -2.2

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -1.2  

                            01                  -1.9  

                            02                  -1.8  

                            03                  -1.4  

                            04                  -2.3  

                            05                  -5.0  

                            06                  -7.3  

                            07                  -7.5  

                            08                  -7.0  

                            09                  -6.6  

                            10                  -6.2  

                            11                  -5.3  

                            12                  -5.2  

                            13                  -4.9  

                            14                  -4.6  

                            15                  -3.9  

                            16                  -4.1  

                            17                  -4.3  

                            18                  -4.6  

                            19                  -4.7  

                            20                  -5.3  

                            21                  -6.1  

                            22                  -6.5  

                            23                  -6.7  

 

                           Max                  -1.2

                           Min                  -7.5

                           Mean                 -4.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -6.9  

                            01                  -6.9  

                            02                  -7.6  

                            03                  -8.3  

                            04                  -8.4  

                            05                  -9.7  

                            06                 -13.1  

                            07                 -13.3  

                            08                 -12.7  

                            09                 -10.2  

                            10                  -8.9  

                            11                  -7.8  

                            12                  -6.8  

                            13                  -6.1  

                            14                  -5.3  

                            15                  -4.5  

                            16                  -4.8  

                            17                  -6.0  

                            18                  -5.9  

                            19                  -5.6  

                            20                  -4.3  

                            21                  -3.5  

                            22                  -3.3  

                            23                  -3.3  

 

                           Max                  -3.3

                           Min                 -13.3

                           Mean                 -7.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -2.8  

                            01                  -2.4  

                            02                  -1.9  

                            03                  -1.2  

                            04                   -.2  

                            05                   -.5  

                            06                   -.9  

                            07                  -2.4  

                            08                  -2.5  

                            09                   -.5  

                            10                    .8  

                            11                   2.0  

                            12                   3.2  

                            13                   3.8  

                            14                   4.3  

                            15                   4.5  

                            16                   4.3  

                            17                   2.9  

                            18                   1.1  

                            19                    .9  

                            20                    .1  

                            21                   -.4  

                            22                   -.1  

                            23                    .4  

 

                           Max                   4.5

                           Min                  -2.8

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .4  

                            01                   -.5  

                            02                    .3  

                            03                    .4  

                            04                    .0  

                            05                   -.1  

                            06                    .3  

                            07                   1.3  

                            08                   2.3  

                            09                   3.3  

                            10                   4.1  

                            11                   4.8  

                            12                   4.7  

                            13                   4.4  

                            14                   3.7  

                            15                   2.7  

                            16                   1.2  

                            17                    .5  

                            18                    .4  

                            19                    .1  

                            20                   -.9  

                            21                  -3.5  

                            22                  -5.0  

                            23                  -6.2  

 

                           Max                   4.8

                           Min                  -6.2

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.7  

                            01                  -8.4  

                            02                  -8.5  

                            03                  -9.0  

                            04                 -10.2  

                            05                 -10.6  

                            06                 -10.7  

                            07                 -10.5  

                            08                 -10.3  

                            09                 -10.0  

                            10                 -10.2  

                            11                 -10.5  

                            12                 -10.5  

                            13                 -10.7  

                            14                 -11.2  

                            15                 -12.7  

                            16                 -13.5  

                            17                 -14.7  

                            18                 -15.3  

                            19                 -16.2  

                            20                 -17.5  

                            21                 -18.4  

                            22                 -18.8  

                            23                 -19.6  

 

                           Max                  -7.7

                           Min                 -19.6

                           Mean                -12.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -20.4  

                            01                 -21.0  

                            02                 -21.5  

                            03                 -22.4  

                            04                 -23.4  

                            05                 -23.6  

                            06                 -24.4  

                            07                 -24.4  

                            08                 -23.4  

                            09                 -21.9  

                            10                 -20.4  

                            11                 -18.5  

                            12                 -16.9  

                            13                 -15.7  

                            14                 -15.4  

                            15                 -15.5  

                            16                 -15.9  

                            17                 -16.9  

                            18                 -17.6  

                            19                 -18.0  

                            20                 -18.3  

                            21                 -18.4  

                            22                 -18.4  

                            23                 -18.2  

 

                           Max                 -15.4

                           Min                 -24.4

                           Mean                -19.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -18.3  

                            01                 -18.3  

                            02                 -18.0  

                            03                 -17.9  

                            04                 -17.7  

                            05                 -17.9  

                            06                 -18.0  

                            07                 -17.9  

                            08                 -17.4  

                            09                 -15.9  

                            10                 -13.4  

                            11                 -11.1  

                            12                  -9.5  

                            13                  -8.8  

                            14                  -9.4  

                            15                  -9.5  

                            16                  -9.2  

                            17                 -10.0  

                            18                 -10.9  

                            19                 -10.4  

                            20                 -10.1  

                            21                 -10.4  

                            22                 -10.6  

                            23                 -10.6  

 

                           Max                  -8.8

                           Min                 -18.3

                           Mean                -13.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -10.6  

                            01                 -10.4  

                            02                 -10.5  

                            03                 -10.4  

                            04                 -10.2  

                            05                  -9.9  

                            06                  -9.7  

                            07                  -9.3  

                            08                  -8.6  

                            09                  -8.1  

                            10                  -7.4  

                            11                  -6.8  

                            12                  -5.5  

                            13                  -5.5  

                            14                  -5.4  

                            15                  -5.4  

                            16                  -5.7  

                            17                  -6.0  

                            18                  -6.2  

                            19                  -6.6  

                            20                  -7.7  

                            21                  -8.2  

                            22                  -8.1  

                            23                  -8.6  

 

                           Max                  -5.4

                           Min                 -10.6

                           Mean                 -8.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -9.4  

                            01                  -9.4  

                            02                 -10.0  

                            03                  -9.2  

                            04                  -8.9  

                            05                  -9.1  

                            06                  -8.9  

                            07                  -8.9  

                            08                  -8.5  

                            09                  -7.1  

                            10                  -5.3  

                            11                  -3.7  

                            12                  -2.0  

                            13                   -.6  

                            14                    .5  

                            15                   1.0  

                            16                    .6  

                            17                  -2.8  

                            18                  -4.8  

                            19                  -5.9  

                            20                  -5.3  

                            21                  -6.1  

                            22                  -6.5  

                            23                  -7.1  

 

                           Max                   1.0

                           Min                 -10.0

                           Mean                 -5.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.4  

                            01                  -7.4  

                            02                  -8.0  

                            03                  -7.8  

                            04                  -8.0  

                            05                  -7.5  

                            06                  -8.2  

                            07                  -7.3  

                            08                  -6.1  

                            09                  -3.9  

                            10                  -1.7  

                            11                   1.5  

                            12                   3.9  

                            13                   4.3  

                            14                   3.3  

                            15                   3.1  

                            16                   2.4  

                            17                   1.8  

                            18                   1.7  

                            19                   2.9  

                            20                   2.5  

                            21                   1.4  

                            22                    .9  

                            23                    .6  

 

                           Max                   4.3

                           Min                  -8.2

                           Mean                 -1.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .1  

                            01                   -.3  

                            02                   -.4  

                            03                   -.2  

                            04                   -.1  

                            05                   -.7  

                            06                  -1.9  

                            07                  -3.1  

                            08                  -3.2  

                            09                  -2.8  

                            10                  -1.5  

                            11                   -.5  

                            12                    .4  

                            13                    .9  

                            14                   1.1  

                            15                   1.1  

                            16                    .9  

                            17                   -.8  

                            18                  -2.2  

                            19                  -2.6  

                            20                  -4.0  

                            21                  -4.6  

                            22                  -4.0  

                            23                  -3.3  

 

                           Max                   1.1

                           Min                  -4.6

                           Mean                 -1.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -4.3  

                            01                  -4.9  

                            02                  -4.1  

                            03                  -3.8  

                            04                  -4.0  

                            05                  -3.8  

                            06                  -3.9  

                            07                  -3.1  

                            08                  -1.3  

                            09                   1.0  

                            10                   2.7  

                            11                   3.7  

                            12                   4.5  

                            13                   4.8  

                            14                   5.7  

                            15                   6.4  

                            16                   6.0  

                            17                   3.5  

                            18                   1.5  

                            19                    .3  

                            20                    .5  

                            21                    .2  

                            22                   -.5  

                            23                   -.7  

 

                           Max                   6.4

                           Min                  -4.9

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -1.6  

                            01                  -1.6  

                            02                  -2.3  

                            03                  -2.6  

                            04                  -3.2  

                            05                  -3.7  

                            06                  -4.3  

                            07                  -4.4  

                            08                  -1.7  

                            09                   1.1  

                            10                   3.7  

                            11                   4.7  

                            12                   4.6  

                            13                   4.1  

                            14                   3.2  

                            15                    .5  

                            16                    .1  

                            17                    .2  

                            18                    .2  

                            19                    .1  

                            20                   -.4  

                            21                   -.7  

                            22                  -1.0  

                            23                  -1.1  

 

                           Max                   4.7

                           Min                  -4.4

                           Mean                  -.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -1.7  

                            01                  -2.3  

                            02                  -2.9  

                            03                  -3.4  

                            04                  -4.1  

                            05                  -4.3  

                            06                  -4.3  

                            07                  -4.5  

                            08                  -4.7  

                            09                  -4.5  

                            10                  -3.9  

                            11                  -3.3  

                            12                  -3.1  

                            13                  -2.9  

                            14                  -2.8  

                            15                  -2.8  

                            16                  -2.9  

                            17                  -3.4  

                            18                  -4.0  

                            19                  -4.4  

                            20                  -4.7  

                            21                  -5.3  

                            22                  -5.6  

                            23                  -6.0  

 

                           Max                  -1.7

                           Min                  -6.0

                           Mean                 -3.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -6.3  

                            01                  -6.6  

                            02                  -6.9  

                            03                  -7.2  

                            04                  -7.9  

                            05                  -8.2  

                            06                  -8.4  

                            07                  -7.8  

                            08                  -6.6  

                            09                  -5.5  

                            10                  -4.8  

                            11                  -3.7  

                            12                  -3.0  

                            13                  -2.1  

                            14                  -1.6  

                            15                  -1.4  

                            16                  -1.5  

                            17                  -2.0  

                            18                  -3.1  

                            19                  -3.9  

                            20                  -4.4  

                            21                  -5.0  

                            22                  -5.3  

                            23                  -5.0  

 

                           Max                  -1.4

                           Min                  -8.4

                           Mean                 -4.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   1.2  

                            01                    .7  

                            02                    .1  

                            03                   -.1  

                            04                   -.1  

                            05                   -.1  

                            06                    .1  

                            07                    .6  

                            08                    .5  

                            09                    .4  

                            10                    .3  

                            11                    .0  

                            12                   -.2  

                            13                   -.1  

                            14                    .4  

                            15                    .0  

                            16                   -.1  

                            17                    .0  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .1  

                            22                    .0  

                            23                   -.1  

 

                           Max                   1.2

                           Min                   -.2

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.1  

                            01                   -.1  

                            02                   -.1  

                            03                   -.1  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                   -.1  

                            09                   -.1  

                            10                   -.1  

                            11                    .0  

                            12                    .0  

                            13                   -.1  

                            14                   -.1  

                            15                   -.1  

                            16                    .0  

                            17                    .0  

                            18                    .0  

                            19                   -.1  

                            20                   -.1  

                            21                   -.1  

                            22                   -.1  

                            23                   -.1  

 

                           Max                    .0

                           Min                   -.1

                           Mean                  -.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.1  

                            01                   -.1  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .5  

                            06                    .6  

                            07                    .6  

                            08                    .4  

                            09                    .2  

                            10                    .2  

                            11                    .1  

                            12                    .2  

                            13                    .2  

                            14                    .4  

                            15                    .6  

                            16                    .9  

                            17                    .7  

                            18                    .8  

                            19                    .9  

                            20                    .8  

                            21                    .7  

                            22                   1.2  

                            23                    .5  

 

                           Max                   1.2

                           Min                   -.1

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   1.1  

                            01                    .9  

                            02                   1.1  

                            03                   2.2  

                            04                   2.6  

                            05                   2.4  

                            06                   2.1  

                            07                   2.1  

                            08                   3.5  

                            09                    .8  

                            10                    .3  

                            11                   -.1  

                            12                    .0  

                            13                    .2  

                            14                    .9  

                            15                   1.7  

                            16                   1.8  

                            17                   2.4  

                            18                   1.9  

                            19                   2.2  

                            20                   2.6  

                            21                   2.2  

                            22                   2.0  

                            23                   2.1  

 

                           Max                   3.5

                           Min                   -.1

                           Mean                  1.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   3.3  

                            01                   1.7  

                            02                    .2  

                            03                    .0  

                            04                   -.1  

                            05                   -.1  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                   -.1  

                            11                   -.2  

                            12                   -.3  

                            13                   -.3  

                            14                    .0  

                            15                    .5  

                            16                   1.3  

                            17                   1.3  

                            18                    .5  

                            19                    .5  

                            20                    .6  

                            21                    .5  

                            22                    .4  

                            23                   1.0  

 

                           Max                   3.3

                           Min                   -.3

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   1.3  

                            01                   4.1  

                            02                   4.6  

                            03                   4.0  

                            04                   3.9  

                            05                   2.5  

                            06                   1.7  

                            07                   1.4  

                            08                    .2  

                            09                    .0  

                            10                    .1  

                            11                    .1  

                            12                   -.1  

                            13                    .0  

                            14                    .2  

                            15                   1.5  

                            16                   1.6  

                            17                   1.1  

                            18                   1.3  

                            19                    .7  

                            20                    .5  

                            21                    .6  

                            22                    .8  

                            23                   1.5  

 

                           Max                   4.6

                           Min                   -.1

                           Mean                  1.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   2.6  

                            01                   1.3  

                            02                    .9  

                            03                    .8  

                            04                    .6  

                            05                    .6  

                            06                    .8  

                            07                    .8  

                            08                   1.1  

                            09                    .4  

                            10                    .1  

                            11                    .1  

                            12                    .1  

                            13                    .2  

                            14                    .7  

                            15                   1.1  

                            16                   1.3  

                            17                   1.2  

                            18                   1.3  

                            19                   2.7  

                            20                   2.0  

                            21                   3.0  

                            22                   1.4  

                            23                    .7  

 

                           Max                   3.0

                           Min                    .1

                           Mean                  1.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .1  

                            02                    .0  

                            03                    .0  

                            04                    .1  

                            05                    .1  

                            06                    .4  

                            07                    .5  

                            08                    .3  

                            09                    .1  

                            10                    .2  

                            11                    .1  

                            12                    .1  

                            13                    .1  

                            14                    .1  

                            15                    .1  

                            16                    .3  

                            17                    .6  

                            18                    .4  

                            19                    .2  

                            20                    .2  

                            21                    .2  

                            22                    .6  

                            23                    .8  

 

                           Max                    .8

                           Min                    .0

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .6  

                            01                   1.3  

                            02                   1.2  

                            03                   2.3  

                            04                    .4  

                            05                    .2  

                            06                   1.0  

                            07                   2.0  

                            08                    .6  

                            09                    .2  

                            10                    .1  

                            11                    .0  

                            12                    .1  

                            13                    .2  

                            14                    .3  

                            15                    .5  

                            16                    .6  

                            17                    .5  

                            18                    .9  

                            19                    .9  

                            20                   1.5  

                            21                    .9  

                            22                    .5  

                            23                    .3  

 

                           Max                   2.3

                           Min                    .0

                           Mean                   .7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .2  

                            01                    .2  

                            02                    .4  

                            03                   1.2  

                            04                   2.1  

                            05                   2.0  

                            06                   1.5  

                            07                    .6  

                            08                    .9  

                            09                    .2  

                            10                   -.1  

                            11                    .0  

                            12                    .0  

                            13                   -.3  

                            14                   -.4  

                            15                    .0  

                            16                    .1  

                            17                    .5  

                            18                    .4  

                            19                    .0  

                            20                   -.1  

                            21                   -.2  

                            22                   -.2  

                            23                   -.2  

 

                           Max                   2.1

                           Min                   -.4

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.2  

                            01                   -.2  

                            02                   -.2  

                            03                   -.2  

                            04                   -.2  

                            05                   -.2  

                            06                   -.2  

                            07                   -.2  

                            08                   -.2  

                            09                   -.2  

                            10                   -.3  

                            11                   -.3  

                            12                   -.3  

                            13                   -.3  

                            14                   -.2  

                            15                   -.2  

                            16                   -.2  

                            17                   -.2  

                            18                   -.1  

                            19                   -.1  

                            20                   -.2  

                            21                   -.2  

                            22                   -.2  

                            23                   -.2  

 

                           Max                   -.1

                           Min                   -.3

                           Mean                  -.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.2  

                            01                   -.2  

                            02                   -.1  

                            03                   -.1  

                            04                   -.1  

                            05                   -.1  

                            06                   -.1  

                            07                    .1  

                            08                    .0  

                            09                   -.1  

                            10                   -.2  

                            11                   -.3  

                            12                   -.2  

                            13                   -.2  

                            14                   -.1  

                            15                    .2  

                            16                   1.3  

                            17                   2.1  

                            18                   1.2  

                            19                   1.3  

                            20                    .7  

                            21                   1.1  

                            22                   1.3  

                            23                   1.0  

 

                           Max                   2.1

                           Min                   -.3

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   1.8  

                            01                   1.1  

                            02                    .4  

                            03                    .5  

                            04                    .4  

                            05                    .2  

                            06                    .2  

                            07                    .1  

                            08                    .0  

                            09                   -.2  

                            10                   -.3  

                            11                   -.3  

                            12                   -.3  

                            13                   -.3  

                            14                   -.3  

                            15                   -.1  

                            16                    .5  

                            17                   1.6  

                            18                   1.2  

                            19                   1.2  

                            20                   1.3  

                            21                   1.1  

                            22                    .6  

                            23                   1.0  

 

                           Max                   1.8

                           Min                   -.3

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .5  

                            01                    .2  

                            02                    .1  

                            03                    .1  

                            04                    .1  

                            05                    .3  

                            06                    .4  

                            07                    .5  

                            08                    .5  

                            09                    .6  

                            10                    .2  

                            11                   -.1  

                            12                   -.2  

                            13                    .0  

                            14                    .1  

                            15                    .3  

                            16                    .1  

                            17                    .0  

                            18                    .1  

                            19                    .5  

                            20                    .2  

                            21                    .2  

                            22                   1.3  

                            23                   1.5  

 

                           Max                   1.5

                           Min                   -.2

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   1.3  

                            01                    .7  

                            02                    .1  

                            03                    .2  

                            04                    .7  

                            05                    .7  

                            06                    .5  

                            07                    .1  

                            08                    .0  

                            09                   -.1  

                            10                   -.1  

                            11                   -.1  

                            12                    .0  

                            13                    .0  

                            14                    .0  

                            15                   -.1  

                            16                   -.1  

                            17                   -.1  

                            18                    .0  

                            19                    .1  

                            20                    .1  

                            21                    .1  

                            22                    .1  

                            23                    .1  

 

                           Max                   1.3

                           Min                   -.1

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .1  

                            01                    .1  

                            02                    .2  

                            03                    .2  

                            04                    .1  

                            05                    .2  

                            06                    .2  

                            07                    .2  

                            08                    .1  

                            09                    .1  

                            10                    .1  

                            11                   -.4  

                            12                   -.3  

                            13                   -.2  

                            14                   -.3  

                            15                   -.4  

                            16                   -.4  

                            17                   -.3  

                            18                   -.2  

                            19                   -.2  

                            20                   -.1  

                            21                    .0  

                            22                    .1  

                            23                    .1  

 

                           Max                    .2

                           Min                   -.4

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .4  

                            01                    .1  

                            02                    .1  

                            03                    .2  

                            04                    .3  

                            05                    .4  

                            06                    .5  

                            07                    .2  

                            08                   -.1  

                            09                   -.4  

                            10                   -.3  

                            11                   -.3  

                            12                   -.3  

                            13                   -.3  

                            14                   -.2  

                            15                   -.1  

                            16                    .0  

                            17                    .1  

                            18                    .1  

                            19                    .3  

                            20                    .6  

                            21                    .6  

                            22                   1.0  

                            23                    .9  

 

                           Max                   1.0

                           Min                   -.4

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   1.8  

                            01                    .8  

                            02                    .8  

                            03                    .6  

                            04                    .5  

                            05                    .3  

                            06                    .4  

                            07                    .7  

                            08                    .5  

                            09                    .1  

                            10                    .1  

                            11                    .2  

                            12                    .2  

                            13                    .4  

                            14                    .5  

                            15                    .5  

                            16                    .3  

                            17                    .3  

                            18                    .4  

                            19                    .3  

                            20                    .3  

                            21                    .2  

                            22                    .2  

                            23                    .3  

 

                           Max                   1.8

                           Min                    .1

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .2  

                            01                    .4  

                            02                    .4  

                            03                    .2  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                   -.2  

                            08                   -.2  

                            09                   -.3  

                            10                   -.4  

                            11                   -.4  

                            12                   -.5  

                            13                   -.6  

                            14                   -.4  

                            15                   -.2  

                            16                    .0  

                            17                    .1  

                            18                   -.1  

                            19                   -.1  

                            20                   -.2  

                            21                   -.2  

                            22                   -.2  

                            23                   -.2  

 

                           Max                    .4

                           Min                   -.6

                           Mean                  -.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.3  

                            01                   -.3  

                            02                   -.2  

                            03                   -.2  

                            04                    .5  

                            05                    .0  

                            06                   -.1  

                            07                   -.2  

                            08                   -.1  

                            09                   -.3  

                            10                   -.2  

                            11                   -.3  

                            12                   -.3  

                            13                   -.3  

                            14                   -.2  

                            15                   -.1  

                            16                   -.1  

                            17                   -.1  

                            18                   -.1  

                            19                   -.1  

                            20                   -.1  

                            21                   -.1  

                            22                   -.1  

                            23                   -.1  

 

                           Max                    .5

                           Min                   -.3

                           Mean                  -.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.1  

                            01                   -.2  

                            02                   -.2  

                            03                   -.2  

                            04                   -.2  

                            05                   -.1  

                            06                   -.1  

                            07                   -.1  

                            08                   -.2  

                            09                   -.4  

                            10                   -.4  

                            11                   -.4  

                            12                   -.4  

                            13                   -.4  

                            14                   -.3  

                            15                   -.2  

                            16                    .6  

                            17                    .0  

                            18                   -.2  

                            19                   -.1  

                            20                   -.2  

                            21                   -.1  

                            22                   -.1  

                            23                   -.1  

 

                           Max                    .6

                           Min                   -.4

                           Mean                  -.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.2  

                            01                   -.1  

                            02                   -.1  

                            03                    .1  

                            04                    .0  

                            05                   -.1  

                            06                   -.2  

                            07                   -.2  

                            08                   -.2  

                            09                   -.2  

                            10                   -.2  

                            11                   -.2  

                            12                   -.2  

                            13                   -.3  

                            14                   -.5  

                            15                   -.6  

                            16                    .1  

                            17                   1.1  

                            18                    .5  

                            19                    .1  

                            20                    .1  

                            21                    .3  

                            22                    .3  

                            23                    .2  

 

                           Max                   1.1

                           Min                   -.6

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.1  

                            01                   -.1  

                            02                   -.1  

                            03                    .0  

                            04                    .2  

                            05                    .1  

                            06                    .0  

                            07                    .0  

                            08                   -.2  

                            09                   -.3  

                            10                   -.6  

                            11                  -1.1  

                            12                  -1.0  

                            13                  -1.1  

                            14                   -.8  

                            15                   -.6  

                            16                   -.3  

                            17                   -.3  

                            18                   -.2  

                            19                   -.2  

                            20                   -.3  

                            21                   -.2  

                            22                   -.2  

                            23                   -.2  

 

                           Max                    .2

                           Min                  -1.1

                           Mean                  -.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.2  

                            01                   -.2  

                            02                   -.2  

                            03                   -.2  

                            04                   -.2  

                            05                   -.2  

                            06                   -.2  

                            07                   -.2  

                            08                   -.2  

                            09                   -.3  

                            10                   -.3  

                            11                   -.3  

                            12                   -.3  

                            13                   -.2  

                            14                   -.1  

                            15                    .3  

                            16                   1.1  

                            17                    .7  

                            18                    .3  

                            19                    .1  

                            20                    .0  

                            21                    .0  

                            22                    .1  

                            23                    .0  

 

                           Max                   1.1

                           Min                   -.3

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .1  

                            03                    .1  

                            04                    .2  

                            05                    .0  

                            06                   -.2  

                            07                   -.3  

                            08                   -.4  

                            09                   -.6  

                            10                  -1.0  

                            11                   -.9  

                            12                   -.6  

                            13                   -.4  

                            14                   -.3  

                            15                   -.2  

                            16                    .3  

                            17                    .5  

                            18                    .4  

                            19                    .1  

                            20                    .2  

                            21                    .4  

                            22                    .1  

                            23                    .1  

 

                           Max                    .5

                           Min                  -1.0

                           Mean                  -.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .1  

                            01                    .1  

                            02                    .2  

                            03                    .1  

                            04                    .1  

                            05                    .1  

                            06                    .1  

                            07                    .1  

                            08                   -.1  

                            09                   -.2  

                            10                   -.2  

                            11                   -.2  

                            12                   -.9  

                            13                   -.7  

                            14                   -.8  

                            15                   -.8  

                            16                    .9  

                            17                   1.6  

                            18                   1.1  

                            19                   1.3  

                            20                   2.5  

                            21                   2.4  

                            22                   1.3  

                            23                   1.6  

 

                           Max                   2.5

                           Min                   -.9

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   1.7  

                            01                   1.9  

                            02                   1.8  

                            03                   1.2  

                            04                   1.5  

                            05                   1.4  

                            06                    .8  

                            07                   1.0  

                            08                    .3  

                            09                    .0  

                            10                   -.2  

                            11                   -.7  

                            12                   -.7  

                            13                   -.4  

                            14                   -.3  

                            15                    .1  

                            16                    .0  

                            17                    .1  

                            18                    .0  

                            19                   -.1  

                            20                    .0  

                            21                   -.1  

                            22                    .0  

                            23                    .0  

 

                           Max                   1.9

                           Min                   -.7

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .1  

                            03                    .4  

                            04                    .2  

                            05                    .3  

                            06                    .7  

                            07                    .3  

                            08                    .5  

                            09                    .2  

                            10                   -.1  

                            11                   -.1  

                            12                   -.2  

                            13                       -

                            14                       P

                            15                       P

                            16                       d

                            17                   3.3  

                            18                   2.7  

                            19                   2.0  

                            20                   2.9  

                            21                   2.6  

                            22                   3.3  

                            23                   3.2  

 

                           Max                   3.3

                           Min                   -.2

                           Mean                  1.1

                           Hours                  20

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   3.3  

                            01                   3.5  

                            02                   3.2  

                            03                   2.2  

                            04                   1.9  

                            05                   1.6  

                            06                    .7  

                            07                    .0  

                            08                   -.4  

                            09                   -.6  

                            10                   -.4  

                            11                   -.3  

                            12                   -.3  

                            13                   -.3  

                            14                   -.2  

                            15                   -.2  

                            16                   -.1  

                            17                   -.1  

                            18                   -.3  

                            19                   -.3  

                            20                   -.2  

                            21                   -.1  

                            22                   -.1  

                            23                   -.1  

 

                           Max                   3.5

                           Min                   -.6

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.1  

                            01                   -.1  

                            02                   -.1  

                            03                   -.1  

                            04                   -.2  

                            05                   -.2  

                            06                   -.1  

                            07                    .0  

                            08                   -.2  

                            09                   -.4  

                            10                   -.5  

                            11                   -.6  

                            12                   -.7  

                            13                   -.6  

                            14                   -.6  

                            15                   -.4  

                            16                   -.3  

                            17                   -.1  

                            18                   -.2  

                            19                   -.4  

                            20                   -.3  

                            21                   -.2  

                            22                   -.2  

                            23                   -.2  

 

                           Max                    .0

                           Min                   -.7

                           Mean                  -.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.2  

                            01                   -.2  

                            02                   -.2  

                            03                   -.1  

                            04                   -.1  

                            05                   -.1  

                            06                   -.1  

                            07                   -.1  

                            08                   -.2  

                            09                   -.3  

                            10                   -.4  

                            11                   -.5  

                            12                   -.6  

                            13                   -.5  

                            14                   -.5  

                            15                   -.4  

                            16                    .3  

                            17                   1.0  

                            18                    .8  

                            19                    .3  

                            20                   -.2  

                            21                   -.2  

                            22                   -.2  

                            23                   -.2  

 

                           Max                   1.0

                           Min                   -.6

                           Mean                  -.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.2  

                            01                   -.2  

                            02                   -.1  

                            03                   -.1  

                            04                   -.2  

                            05                   -.2  

                            06                   -.2  

                            07                   -.2  

                            08                   -.2  

                            09                   -.2  

                            10                   -.1  

                            11                   -.2  

                            12                   -.3  

                            13                   -.3  

                            14                   -.2  

                            15                   -.1  

                            16                   -.1  

                            17                    .0  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                   -.3  

 

                           Max                    .0

                           Min                   -.3

                           Mean                  -.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.4  

                            01                   -.5  

                            02                   -.3  

                            03                   -.2  

                            04                   -.2  

                            05                    .0  

                            06                    .1  

                            07                    .1  

                            08                    .0  

                            09                    .0  

                            10                    .2  

                            11                    .2  

                            12                    .2  

                            13                    .1  

                            14                    .0  

                            15                    .0  

                            16                    .1  

                            17                    .1  

                            18                    .5  

                            19                    .4  

                            20                    .2  

                            21                    .1  

                            22                    .2  

                            23                    .1  

 

                           Max                    .5

                           Min                   -.5

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .1  

                            01                    .3  

                            02                   2.1  

                            03                   2.5  

                            04                   2.2  

                            05                   2.0  

                            06                   1.5  

                            07                   1.9  

                            08                    .3  

                            09                   -.2  

                            10                   -.6  

                            11                   -.9  

                            12                   -.7  

                            13                   -.9  

                            14                  -1.1  

                            15                   -.6  

                            16                   -.4  

                            17                   -.3  

                            18                   -.3  

                            19                   -.3  

                            20                   -.4  

                            21                   -.3  

                            22                   -.1  

                            23                   -.1  

 

                           Max                   2.5

                           Min                  -1.1

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.1  

                            01                   -.1  

                            02                   -.1  

                            03                   -.1  

                            04                   -.2  

                            05                   -.1  

                            06                    .0  

                            07                    .1  

                            08                    .0  

                            09                   -.1  

                            10                   -.1  

                            11                    .0  

                            12                    .1  

                            13                    .2  

                            14                    .1  

                            15                    .0  

                            16                    .3  

                            17                    .4  

                            18                    .3  

                            19                    .2  

                            20                    .2  

                            21                    .1  

                            22                    .2  

                            23                    .2  

 

                           Max                    .4

                           Min                   -.2

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .2  

                            01                    .2  

                            02                    .2  

                            03                    .1  

                            04                    .1  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                   -.1  

                            09                   -.3  

                            10                   -.3  

                            11                   -.3  

                            12                   -.4  

                            13                   -.3  

                            14                   -.2  

                            15                    .2  

                            16                   1.1  

                            17                    .2  

                            18                    .1  

                            19                    .0  

                            20                    .2  

                            21                    .1  

                            22                    .0  

                            23                   -.1  

 

                           Max                   1.1

                           Min                   -.4

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .2  

                            02                    .2  

                            03                    .3  

                            04                   1.2  

                            05                   1.7  

                            06                   1.2  

                            07                   2.0  

                            08                    .5  

                            09                    .0  

                            10                    .0  

                            11                    .0  

                            12                    .1  

                            13                    .0  

                            14                   -.1  

                            15                   -.1  

                            16                   -.4  

                            17                   -.3  

                            18                   -.2  

                            19                   -.4  

                            20                   -.3  

                            21                   -.3  

                            22                   -.2  

                            23                   -.2  

 

                           Max                   2.0

                           Min                   -.4

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.2  

                            01                   -.2  

                            02                   -.2  

                            03                   -.1  

                            04                   -.1  

                            05                   -.1  

                            06                   -.2  

                            07                   -.2  

                            08                   -.2  

                            09                   -.2  

                            10                   -.3  

                            11                   -.3  

                            12                   -.3  

                            13                   -.3  

                            14                   -.2  

                            15                   -.2  

                            16                   -.1  

                            17                    .3  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .3

                           Min                   -.3

                           Mean                  -.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                   -.1  

                            05                   -.1  

                            06                   -.1  

                            07                   -.1  

                            08                   -.1  

                            09                   -.2  

                            10                   -.2  

                            11                   -.2  

                            12                   -.2  

                            13                   -.4  

                            14                   -.3  

                            15                   -.3  

                            16                   -.4  

                            17                   -.3  

                            18                   -.2  

                            19                   -.1  

                            20                    .0  

                            21                   -.1  

                            22                   -.1  

                            23                   -.1  

 

                           Max                    .0

                           Min                   -.4

                           Mean                  -.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.1  

                            01                   -.1  

                            02                   -.1  

                            03                   -.2  

                            04                   -.2  

                            05                   -.1  

                            06                    .1  

                            07                    .4  

                            08                    .0  

                            09                   -.2  

                            10                   -.1  

                            11                   -.2  

                            12                   -.3  

                            13                   -.3  

                            14                   -.3  

                            15                    .0  

                            16                   1.1  

                            17                   1.0  

                            18                   2.3  

                            19                   2.4  

                            20                   2.5  

                            21                   2.4  

                            22                   2.2  

                            23                   2.9  

 

                           Max                   2.9

                           Min                   -.3

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   2.2  

                            01                    .4  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                   -.1  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                   -.1  

                            10                   -.2  

                            11                   -.2  

                            12                   -.3  

                            13                   -.3  

                            14                   -.3  

                            15                   -.2  

                            16                   -.2  

                            17                   -.1  

                            18                   -.1  

                            19                   -.1  

                            20                   -.1  

                            21                   -.1  

                            22                   -.1  

                            23                   -.1  

 

                           Max                   2.2

                           Min                   -.3

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.1  

                            01                   -.1  

                            02                   -.1  

                            03                   -.1  

                            04                   -.1  

                            05                   -.1  

                            06                   -.1  

                            07                   -.2  

                            08                   -.2  

                            09                   -.2  

                            10                   -.3  

                            11                   -.5  

                            12                   -.6  

                            13                   -.5  

                            14                   -.3  

                            15                   -.1  

                            16                    .6  

                            17                   1.9  

                            18                    .8  

                            19                    .3  

                            20                    .5  

                            21                    .6  

                            22                   1.0  

                            23                   1.2  

 

                           Max                   1.9

                           Min                   -.6

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .2  

                            01                    .4  

                            02                    .9  

                            03                    .6  

                            04                    .8  

                            05                   1.2  

                            06                    .7  

                            07                    .1  

                            08                   -.1  

                            09                   -.2  

                            10                   -.2  

                            11                   -.2  

                            12                   -.3  

                            13                   -.2  

                            14                   -.1  

                            15                    .0  

                            16                    .2  

                            17                    .4  

                            18                    .3  

                            19                    .1  

                            20                    .5  

                            21                    .4  

                            22                    .6  

                            23                    .5  

 

                           Max                   1.2

                           Min                   -.3

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .6  

                            01                    .6  

                            02                    .2  

                            03                    .3  

                            04                    .3  

                            05                    .2  

                            06                    .1  

                            07                    .1  

                            08                    .0  

                            09                   -.1  

                            10                   -.1  

                            11                   -.1  

                            12                   -.1  

                            13                   -.1  

                            14                   -.1  

                            15                   -.1  

                            16                    .0  

                            17                    .0  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                   -.1  

 

                           Max                    .6

                           Min                   -.1

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.1  

                            01                   -.1  

                            02                   -.1  

                            03                   -.1  

                            04                   -.1  

                            05                   -.1  

                            06                   -.2  

                            07                   -.2  

                            08                   -.2  

                            09                   -.3  

                            10                   -.4  

                            11                   -.5  

                            12                   -.5  

                            13                   -.5  

                            14                   -.4  

                            15                   -.2  

                            16                   -.2  

                            17                    .0  

                            18                    .0  

                            19                   -.1  

                            20                   -.1  

                            21                   -.1  

                            22                   -.1  

                            23                   -.1  

 

                           Max                    .0

                           Min                   -.5

                           Mean                  -.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.1  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                   -.1  

                            05                    .3  

                            06                   1.4  

                            07                   1.3  

                            08                    .0  

                            09                   -.3  

                            10                   -.4  

                            11                   -.4  

                            12                   -.4  

                            13                   -.3  

                            14                   -.3  

                            15                   -.1  

                            16                    .6  

                            17                   1.1  

                            18                    .5  

                            19                    .2  

                            20                    .0  

                            21                    .1  

                            22                    .0  

                            23                    .0  

 

                           Max                   1.4

                           Min                   -.4

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.1  

                            01                    .0  

                            02                    .1  

                            03                    .1  

                            04                    .1  

                            05                    .4  

                            06                    .9  

                            07                   1.2  

                            08                    .3  

                            09                   -.1  

                            10                   -.3  

                            11                   -.3  

                            12                   -.3  

                            13                   -.4  

                            14                   -.1  

                            15                    .2  

                            16                   1.1  

                            17                   1.4  

                            18                   1.2  

                            19                   1.2  

                            20                    .8  

                            21                    .6  

                            22                    .7  

                            23                    .5  

 

                           Max                   1.4

                           Min                   -.4

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .5  

                            01                    .4  

                            02                    .2  

                            03                    .7  

                            04                   1.0  

                            05                   1.1  

                            06                   1.6  

                            07                   1.1  

                            08                    .2  

                            09                    .0  

                            10                   -.1  

                            11                   -.2  

                            12                    .0  

                            13                    .0  

                            14                    .1  

                            15                    .0  

                            16                    .0  

                            17                   -.1  

                            18                   -.1  

                            19                   -.1  

                            20                   -.1  

                            21                   -.2  

                            22                   -.2  

                            23                   -.2  

 

                           Max                   1.6

                           Min                   -.2

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.2  

                            01                   -.2  

                            02                   -.2  

                            03                   -.2  

                            04                   -.2  

                            05                   -.2  

                            06                   -.2  

                            07                   -.3  

                            08                   -.4  

                            09                   -.5  

                            10                   -.6  

                            11                   -.6  

                            12                   -.7  

                            13                   -.6  

                            14                   -.5  

                            15                   -.3  

                            16                   -.3  

                            17                   -.1  

                            18                   -.2  

                            19                    .1  

                            20                    .2  

                            21                    .2  

                            22                   1.0  

                            23                    .4  

 

                           Max                   1.0

                           Min                   -.7

                           Mean                  -.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .9  

                            01                    .3  

                            02                    .0  

                            03                    .1  

                            04                    .2  

                            05                    .4  

                            06                    .5  

                            07                   -.7  

                            08                  -1.2  

                            09                  -1.1  

                            10                  -1.1  

                            11                  -1.0  

                            12                   -.9  

                            13                   -.8  

                            14                   -.7  

                            15                   -.5  

                            16                   -.3  

                            17                   -.1  

                            18                   -.1  

                            19                   -.2  

                            20                   -.1  

                            21                   -.2  

                            22                   -.2  

                            23                   -.2  

 

                           Max                    .9

                           Min                  -1.2

                           Mean                  -.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.2  

                            01                   -.2  

                            02                   -.2  

                            03                   -.2  

                            04                   -.2  

                            05                   -.2  

                            06                   -.1  

                            07                   -.3  

                            08                   -.6  

                            09                   -.6  

                            10                   -.8  

                            11                   -.8  

                            12                   -.7  

                            13                   -.6  

                            14                   -.5  

                            15                   -.4  

                            16                   -.1  

                            17                    .0  

                            18                    .1  

                            19                    .0  

                            20                   -.1  

                            21                   -.1  

                            22                   -.1  

                            23                   -.2  

 

                           Max                    .1

                           Min                   -.8

                           Mean                  -.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.2  

                            01                   -.2  

                            02                   -.2  

                            03                   -.2  

                            04                   -.2  

                            05                   -.2  

                            06                   -.2  

                            07                   -.2  

                            08                   -.2  

                            09                   -.3  

                            10                   -.5  

                            11                   -.6  

                            12                   -.6  

                            13                   -.6  

                            14                   -.5  

                            15                   -.4  

                            16                   -.2  

                            17                    .0  

                            18                   -.1  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                   -.1  

                            23                    .0  

 

                           Max                    .0

                           Min                   -.6

                           Mean                  -.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .7  

                            01                    .3  

                            02                    .2  

                            03                    .0  

                            04                    .0  

                            05                   -.1  

                            06                    .0  

                            07                    .0  

                            08                   -.3  

                            09                   -.8  

                            10                   -.5  

                            11                   -.5  

                            12                   -.5  

                            13                   -.4  

                            14                   -.3  

                            15                   -.3  

                            16                    .7  

                            17                   1.7  

                            18                    .9  

                            19                    .9  

                            20                    .5  

                            21                    .4  

                            22                    .4  

                            23                    .3  

 

                           Max                   1.7

                           Min                   -.8

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .7  

                            01                   1.5  

                            02                    .9  

                            03                   1.1  

                            04                    .9  

                            05                   1.6  

                            06                    .3  

                            07                   -.1  

                            08                   -.4  

                            09                   -.5  

                            10                   -.5  

                            11                   -.5  

                            12                   -.4  

                            13                   -.1  

                            14                    .0  

                            15                    .0  

                            16                    .1  

                            17                    .3  

                            18                    .2  

                            19                    .7  

                            20                    .4  

                            21                    .5  

                            22                    .4  

                            23                    .7  

 

                           Max                   1.6

                           Min                   -.5

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .7  

                            01                    .4  

                            02                    .5  

                            03                    .4  

                            04                    .3  

                            05                    .2  

                            06                    .1  

                            07                   -.1  

                            08                   -.2  

                            09                   -.3  

                            10                   -.5  

                            11                   -.5  

                            12                   -.6  

                            13                   -.4  

                            14                   -.4  

                            15                   -.2  

                            16                   -.1  

                            17                    .8  

                            18                    .9  

                            19                   1.3  

                            20                   1.5  

                            21                   2.8  

                            22                   2.4  

                            23                   1.1  

 

                           Max                   2.8

                           Min                   -.6

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .5  

                            01                    .8  

                            02                    .7  

                            03                    .7  

                            04                    .7  

                            05                    .5  

                            06                    .5  

                            07                    .1  

                            08                   -.2  

                            09                   -.4  

                            10                   -.4  

                            11                   -.4  

                            12                   -.3  

                            13                   -.4  

                            14                   -.2  

                            15                    .1  

                            16                   1.2  

                            17                   2.3  

                            18                   2.4  

                            19                   2.6  

                            20                   1.7  

                            21                    .9  

                            22                    .6  

                            23                    .5  

 

                           Max                   2.6

                           Min                   -.4

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .5  

                            01                    .4  

                            02                    .5  

                            03                   1.6  

                            04                   1.4  

                            05                   1.5  

                            06                   1.5  

                            07                    .2  

                            08                   -.4  

                            09                   -.4  

                            10                   -.4  

                            11                   -.4  

                            12                   -.3  

                            13                   -.4  

                            14                   -.3  

                            15                   -.3  

                            16                   -.1  

                            17                   -.1  

                            18                   -.1  

                            19                    .0  

                            20                   -.1  

                            21                   -.1  

                            22                   -.1  

                            23                   -.1  

 

                           Max                   1.6

                           Min                   -.4

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.1  

                            01                   -.2  

                            02                   -.2  

                            03                   -.2  

                            04                   -.3  

                            05                   -.3  

                            06                   -.2  

                            07                   -.3  

                            08                   -.4  

                            09                   -.5  

                            10                   -.5  

                            11                   -.7  

                            12                   -.6  

                            13                   -.6  

                            14                   -.4  

                            15                   -.4  

                            16                   -.4  

                            17                   -.2  

                            18                   -.2  

                            19                   -.3  

                            20                   -.3  

                            21                   -.3  

                            22                   -.3  

                            23                   -.4  

 

                           Max                   -.1

                           Min                   -.7

                           Mean                  -.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.3  

                            01                   -.2  

                            02                   -.1  

                            03                    .1  

                            04                   -.1  

                            05                    .2  

                            06                    .1  

                            07                   -.2  

                            08                   -.5  

                            09                   -.6  

                            10                   -.7  

                            11                   -.7  

                            12                   -.7  

                            13                   -.7  

                            14                   -.5  

                            15                   -.4  

                            16                   -.2  

                            17                    .1  

                            18                    .4  

                            19                    .5  

                            20                    .5  

                            21                    .9  

                            22                    .4  

                            23                    .3  

 

                           Max                    .9

                           Min                   -.7

                           Mean                  -.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     6  

                            08                    69  

                            09                   211  

                            10                   324  

                            11                   363  

                            12                   359  

                            13                   179  

                            14                   105  

                            15                    23  

                            16                     1  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   363

                           Min                     0

                           Mean                   68

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     3  

                            08                    45  

                            09                   114  

                            10                   165  

                            11                   167  

                            12                   149  

                            13                   180  

                            14                    76  

                            15                    24  

                            16                     2  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   180

                           Min                     0

                           Mean                   39

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     9  

                            08                   101  

                            09                   211  

                            10                   325  

                            11                   371  

                            12                   367  

                            13                   312  

                            14                   201  

                            15                    82  

                            16                     4  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   371

                           Min                     0

                           Mean                   83

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     7  

                            08                    78  

                            09                   231  

                            10                   325  

                            11                   370  

                            12                   360  

                            13                   308  

                            14                   198  

                            15                    81  

                            16                     3  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   370

                           Min                     0

                           Mean                   82

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     5  

                            08                    80  

                            09                   200  

                            10                   321  

                            11                   369  

                            12                   366  

                            13                   311  

                            14                   203  

                            15                    83  

                            16                     4  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   369

                           Min                     0

                           Mean                   81

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     6  

                            08                    92  

                            09                   147  

                            10                   229  

                            11                   242  

                            12                   224  

                            13                   180  

                            14                   149  

                            15                    53  

                            16                     2  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   242

                           Min                     0

                           Mean                   55

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     7  

                            08                   108  

                            09                   180  

                            10                   264  

                            11                   382  

                            12                   381  

                            13                   328  

                            14                   228  

                            15                    94  

                            16                     4  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   382

                           Min                     0

                           Mean                   82

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     4  

                            08                   100  

                            09                   227  

                            10                   329  

                            11                   350  

                            12                   262  

                            13                   220  

                            14                   131  

                            15                    44  

                            16                     3  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   350

                           Min                     0

                           Mean                   70

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    10  

                            08                    88  

                            09                   158  

                            10                   222  

                            11                   277  

                            12                   307  

                            13                   230  

                            14                   145  

                            15                    61  

                            16                     3  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   307

                           Min                     0

                           Mean                   63

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     9  

                            08                    47  

                            09                   118  

                            10                   166  

                            11                   201  

                            12                   218  

                            13                   180  

                            14                    92  

                            15                    27  

                            16                     7  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   218

                           Min                     0

                           Mean                   44

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     3  

                            08                    27  

                            09                    57  

                            10                    82  

                            11                   137  

                            12                   171  

                            13                   128  

                            14                    79  

                            15                    48  

                            16                     2  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   171

                           Min                     0

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     6  

                            08                    63  

                            09                   255  

                            10                   278  

                            11                   353  

                            12                   281  

                            13                   264  

                            14                   166  

                            15                    66  

                            16                     4  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   353

                           Min                     0

                           Mean                   72

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     3  

                            08                    59  

                            09                   152  

                            10                   189  

                            11                   227  

                            12                   233  

                            13                   204  

                            14                   167  

                            15                    58  

                            16                     6  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   233

                           Min                     0

                           Mean                   54

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     6  

                            08                    63  

                            09                   216  

                            10                   340  

                            11                   419  

                            12                   367  

                            13                   304  

                            14                   162  

                            15                    64  

                            16                     5  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   419

                           Min                     0

                           Mean                   81

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     6  

                            08                    46  

                            09                   118  

                            10                   239  

                            11                   244  

                            12                   213  

                            13                   219  

                            14                   142  

                            15                    60  

                            16                     2  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   244

                           Min                     0

                           Mean                   54

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     7  

                            08                    60  

                            09                    90  

                            10                    81  

                            11                   131  

                            12                   126  

                            13                   129  

                            14                    84  

                            15                    23  

                            16                     3  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   131

                           Min                     0

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     5  

                            08                    41  

                            09                   102  

                            10                   157  

                            11                   199  

                            12                   172  

                            13                   201  

                            14                   126  

                            15                    50  

                            16                     7  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   201

                           Min                     0

                           Mean                   44

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    11  

                            08                   120  

                            09                   252  

                            10                   351  

                            11                   415  

                            12                   400  

                            13                   284  

                            14                   173  

                            15                    51  

                            16                     5  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   415

                           Min                     0

                           Mean                   86

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     6  

                            08                    65  

                            09                   159  

                            10                   221  

                            11                   221  

                            12                   277  

                            13                   313  

                            14                   276  

                            15                   106  

                            16                     9  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   313

                           Min                     0

                           Mean                   69

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     9  

                            08                   113  

                            09                   279  

                            10                   377  

                            11                   422  

                            12                   411  

                            13                   381  

                            14                   280  

                            15                   142  

                            16                    17  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   422

                           Min                     0

                           Mean                  101

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    18  

                            08                   107  

                            09                   177  

                            10                   242  

                            11                   285  

                            12                   281  

                            13                   283  

                            14                   136  

                            15                    73  

                            16                    13  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   285

                           Min                     0

                           Mean                   67

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     7  

                            08                    62  

                            09                   156  

                            10                   252  

                            11                   319  

                            12                   321  

                            13                   270  

                            14                   143  

                            15                    97  

                            16                    11  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   321

                           Min                     0

                           Mean                   68

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    21  

                            08                   102  

                            09                   219  

                            10                   387  

                            11                   381  

                            12                   380  

                            13                   316  

                            14                   188  

                            15                    82  

                            16                    11  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   387

                           Min                     0

                           Mean                   87

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     5  

                            08                    45  

                            09                   129  

                            10                   308  

                            11                   189  

                            12                   372  

                            13                   382  

                            14                   250  

                            15                   145  

                            16                    22  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   382

                           Min                     0

                           Mean                   77

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     8  

                            08                    65  

                            09                   150  

                            10                   265  

                            11                   340  

                            12                   377  

                            13                   291  

                            14                   261  

                            15                   158  

                            16                    24  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   377

                           Min                     0

                           Mean                   81

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    12  

                            08                    70  

                            09                   154  

                            10                   248  

                            11                   378  

                            12                   419  

                            13                   385  

                            14                   284  

                            15                   156  

                            16                    26  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   419

                           Min                     0

                           Mean                   89

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    13  

                            08                   110  

                            09                   291  

                            10                   323  

                            11                   453  

                            12                   437  

                            13                   389  

                            14                   221  

                            15                    66  

                            16                    15  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   453

                           Min                     0

                           Mean                   97

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    10  

                            08                    91  

                            09                   184  

                            10                   233  

                            11                   291  

                            12                   345  

                            13                       d

                            14                       P

                            15                       P

                            16                       d

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   345

                           Min                     0

                           Mean                   58

                           Hours                  20

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    13  

                            08                    93  

                            09                   153  

                            10                   231  

                            11                   213  

                            12                   242  

                            13                   182  

                            14                   144  

                            15                    84  

                            16                    17  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   242

                           Min                     0

                           Mean                   57

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    18  

                            08                   155  

                            09                   269  

                            10                   336  

                            11                   422  

                            12                   427  

                            13                   284  

                            14                   191  

                            15                   100  

                            16                    25  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   427

                           Min                     0

                           Mean                   93

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    26  

                            08                   171  

                            09                   315  

                            10                   425  

                            11                   478  

                            12                   486  

                            13                   431  

                            14                   330  

                            15                   194  

                            16                    39  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   486

                           Min                     0

                           Mean                  121

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    13  

                            08                    69  

                            09                   153  

                            10                   214  

                            11                   393  

                            12                   420  

                            13                   389  

                            14                   231  

                            15                   104  

                            16                    17  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   420

                           Min                     0

                           Mean                   83

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    15  

                            08                    68  

                            09                   103  

                            10                   273  

                            11                   237  

                            12                   284  

                            13                   305  

                            14                   222  

                            15                   162  

                            16                    29  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   305

                           Min                     0

                           Mean                   71

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    27  

                            08                   112  

                            09                   189  

                            10                   258  

                            11                   313  

                            12                   299  

                            13                   353  

                            14                   269  

                            15                   115  

                            16                    21  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   353

                           Min                     0

                           Mean                   82

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    16  

                            08                    82  

                            09                   178  

                            10                   255  

                            11                   251  

                            12                   375  

                            13                   367  

                            14                   341  

                            15                   146  

                            16                    36  

                            17                     1  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   375

                           Min                     0

                           Mean                   85

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    20  

                            08                    64  

                            09                   342  

                            10                   401  

                            11                   477  

                            12                   431  

                            13                   431  

                            14                   329  

                            15                   160  

                            16                    48  

                            17                     1  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   477

                           Min                     0

                           Mean                  113

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    11  

                            08                   185  

                            09                   334  

                            10                   444  

                            11                   503  

                            12                   504  

                            13                   450  

                            14                   347  

                            15                   209  

                            16                    47  

                            17                     1  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   504

                           Min                     0

                           Mean                  126

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    11  

                            08                    57  

                            09                   118  

                            10                   194  

                            11                   219  

                            12                   203  

                            13                   180  

                            14                   139  

                            15                   103  

                            16                    31  

                            17                     1  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   219

                           Min                     0

                           Mean                   52

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    16  

                            08                    72  

                            09                   120  

                            10                   163  

                            11                   221  

                            12                   235  

                            13                   188  

                            14                   183  

                            15                    73  

                            16                    21  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   235

                           Min                     0

                           Mean                   54

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    30  

                            08                   222  

                            09                   366  

                            10                   458  

                            11                   517  

                            12                   526  

                            13                   461  

                            14                   361  

                            15                   222  

                            16                    67  

                            17                     1  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   526

                           Min                     0

                           Mean                  135

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     7  

                            08                    38  

                            09                    65  

                            10                    90  

                            11                   129  

                            12                   159  

                            13                   112  

                            14                    95  

                            15                    57  

                            16                    29  

                            17                     2  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   159

                           Min                     0

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    20  

                            08                    85  

                            09                   156  

                            10                   207  

                            11                   359  

                            12                   539  

                            13                   485  

                            14                   382  

                            15                   244  

                            16                    39  

                            17                     2  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   539

                           Min                     0

                           Mean                  105

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     1  

                            07                    78  

                            08                   228  

                            09                   208  

                            10                   278  

                            11                   322  

                            12                   451  

                            13                   347  

                            14                   238  

                            15                   135  

                            16                    42  

                            17                     1  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   451

                           Min                     0

                           Mean                   97

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                    23  

                            08                   135  

                            09                   180  

                            10                   457  

                            11                   523  

                            12                   410  

                            13                   473  

                            14                   334  

                            15                   163  

                            16                    69  

                            17                     1  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   523

                           Min                     0

                           Mean                  115

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     1  

                            07                    24  

                            08                    81  

                            09                   220  

                            10                   339  

                            11                   507  

                            12                   394  

                            13                   265  

                            14                   225  

                            15                   213  

                            16                    98  

                            17                     2  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   507

                           Min                     0

                           Mean                   99

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     1  

                            07                    71  

                            08                   251  

                            09                   394  

                            10                   500  

                            11                   561  

                            12                   564  

                            13                   512  

                            14                   395  

                            15                   238  

                            16                    50  

                            17                     2  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   564

                           Min                     0

                           Mean                  147

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     2  

                            07                    69  

                            08                   235  

                            09                   382  

                            10                   491  

                            11                   525  

                            12                   556  

                            13                   503  

                            14                   401  

                            15                   259  

                            16                   100  

                            17                     4  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   556

                           Min                     0

                           Mean                  147

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     1  

                            07                    30  

                            08                   130  

                            09                   228  

                            10                   447  

                            11                   454  

                            12                   280  

                            13                   196  

                            14                   157  

                            15                    84  

                            16                    19  

                            17                     1  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   454

                           Min                     0

                           Mean                   84

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     2  

                            07                    51  

                            08                   125  

                            09                   250  

                            10                   322  

                            11                   350  

                            12                   363  

                            13                   300  

                            14                   181  

                            15                    93  

                            16                    85  

                            17                     4  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   363

                           Min                     0

                           Mean                   89

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     4  

                            07                   107  

                            08                   277  

                            09                   413  

                            10                   533  

                            11                   597  

                            12                   599  

                            13                   501  

                            14                   422  

                            15                   284  

                            16                   134  

                            17                     4  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   599

                           Min                     0

                           Mean                  161

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     2  

                            07                    73  

                            08                   277  

                            09                   337  

                            10                   489  

                            11                   501  

                            12                   524  

                            13                   446  

                            14                   337  

                            15                   202  

                            16                    70  

                            17                     5  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   524

                           Min                     0

                           Mean                  136

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     2  

                            07                    30  

                            08                    82  

                            09                   163  

                            10                   250  

                            11                   307  

                            12                   379  

                            13                   316  

                            14                   291  

                            15                   202  

                            16                   104  

                            17                    13  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   379

                           Min                     0

                           Mean                   89

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     3  

                            07                    74  

                            08                   226  

                            09                   431  

                            10                   530  

                            11                   540  

                            12                   512  

                            13                   501  

                            14                   436  

                            15                   294  

                            16                   127  

                            17                     8  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   540

                           Min                     0

                           Mean                  153

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     9  

                            07                   122  

                            08                   295  

                            09                   446  

                            10                   383  

                            11                   607  

                            12                   487  

                            13                   295  

                            14                   166  

                            15                   128  

                            16                    64  

                            17                     5  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   607

                           Min                     0

                           Mean                  125

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     2  

                            07                    41  

                            08                   125  

                            09                   305  

                            10                   516  

                            11                   591  

                            12                   618  

                            13                   563  

                            14                   455  

                            15                   311  

                            16                   140  

                            17                    11  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   618

                           Min                     0

                           Mean                  153

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     9  

                            07                   127  

                            08                   287  

                            09                   450  

                            10                   535  

                            11                   614  

                            12                   618  

                            13                   543  

                            14                   396  

                            15                   311  

                            16                   107  

                            17                     8  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   618

                           Min                     0

                           Mean                  167

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     9  

                            07                   125  

                            08                   294  

                            09                   442  

                            10                   551  

                            11                   539  

                            12                   372  

                            13                   339  

                            14                   432  

                            15                   220  

                            16                    40  

                            17                     3  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   551

                           Min                     0

                           Mean                  140

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     1  

                            07                    21  

                            08                    51  

                            09                   102  

                            10                   131  

                            11                   183  

                            12                   180  

                            13                   162  

                            14                    90  

                            15                    68  

                            16                    52  

                            17                     6  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   183

                           Min                     0

                           Mean                   44

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     4  

                            07                    31  

                            08                   137  

                            09                   175  

                            10                   264  

                            11                   300  

                            12                   300  

                            13                   379  

                            14                   211  

                            15                   162  

                            16                   100  

                            17                    10  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   379

                           Min                     0

                           Mean                   86

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   705  

                            01                   705  

                            02                   705  

                            03                   704  

                            04                   704  

                            05                   704  

                            06                   703  

                            07                   703  

                            08                   703  

                            09                   703  

                            10                   702  

                            11                   702  

                            12                   701  

                            13                   700  

                            14                   700  

                            15                   701  

                            16                   701  

                            17                   701  

                            18                   701  

                            19                   701  

                            20                   701  

                            21                   701  

                            22                   701  

                            23                   701  

 

                           Max                   705

                           Min                   700

                           Mean                  702

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   701  

                            01                   701  

                            02                   701  

                            03                   701  

                            04                   702  

                            05                   702  

                            06                   702  

                            07                   702  

                            08                   702  

                            09                   703  

                            10                   703  

                            11                   704  

                            12                   704  

                            13                   705  

                            14                   705  

                            15                   706  

                            16                   707  

                            17                   708  

                            18                   708  

                            19                   709  

                            20                   709  

                            21                   709  

                            22                   709  

                            23                   709  

 

                           Max                   709

                           Min                   701

                           Mean                  705

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   709  

                            01                   709  

                            02                   709  

                            03                   708  

                            04                   708  

                            05                   707  

                            06                   707  

                            07                   707  

                            08                   706  

                            09                   706  

                            10                   706  

                            11                   705  

                            12                   704  

                            13                   703  

                            14                   703  

                            15                   703  

                            16                   703  

                            17                   703  

                            18                   703  

                            19                   703  

                            20                   703  

                            21                   703  

                            22                   704  

                            23                   704  

 

                           Max                   709

                           Min                   703

                           Mean                  705

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   704  

                            01                   704  

                            02                   704  

                            03                   704  

                            04                   704  

                            05                   704  

                            06                   704  

                            07                   704  

                            08                   704  

                            09                   704  

                            10                   704  

                            11                   703  

                            12                   702  

                            13                   702  

                            14                   701  

                            15                   701  

                            16                   702  

                            17                   702  

                            18                   701  

                            19                   701  

                            20                   701  

                            21                   701  

                            22                   701  

                            23                   701  

 

                           Max                   704

                           Min                   701

                           Mean                  703

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   700  

                            01                   700  

                            02                   701  

                            03                   701  

                            04                   702  

                            05                   703  

                            06                   704  

                            07                   704  

                            08                   706  

                            09                   706  

                            10                   706  

                            11                   705  

                            12                   705  

                            13                   705  

                            14                   705  

                            15                   705  

                            16                   705  

                            17                   705  

                            18                   705  

                            19                   705  

                            20                   705  

                            21                   705  

                            22                   705  

                            23                   706  

 

                           Max                   706

                           Min                   700

                           Mean                  704

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   706  

                            01                   705  

                            02                   705  

                            03                   705  

                            04                   704  

                            05                   704  

                            06                   703  

                            07                   703  

                            08                   702  

                            09                   701  

                            10                   701  

                            11                   699  

                            12                   698  

                            13                   697  

                            14                   697  

                            15                   697  

                            16                   697  

                            17                   697  

                            18                   697  

                            19                   696  

                            20                   696  

                            21                   697  

                            22                   697  

                            23                   697  

 

                           Max                   706

                           Min                   696

                           Mean                  700

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   697  

                            01                   697  

                            02                   698  

                            03                   698  

                            04                   698  

                            05                   698  

                            06                   698  

                            07                   698  

                            08                   698  

                            09                   699  

                            10                   699  

                            11                   698  

                            12                   698  

                            13                   698  

                            14                   698  

                            15                   698  

                            16                   698  

                            17                   698  

                            18                   698  

                            19                   698  

                            20                   697  

                            21                   696  

                            22                   696  

                            23                   695  

 

                           Max                   699

                           Min                   695

                           Mean                  698

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   695  

                            01                   695  

                            02                   694  

                            03                   693  

                            04                   692  

                            05                   692  

                            06                   692  

                            07                   692  

                            08                   693  

                            09                   694  

                            10                   695  

                            11                   695  

                            12                   695  

                            13                   695  

                            14                   696  

                            15                   697  

                            16                   698  

                            17                   698  

                            18                   698  

                            19                   699  

                            20                   700  

                            21                   701  

                            22                   701  

                            23                   702  

 

                           Max                   702

                           Min                   692

                           Mean                  696

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   702  

                            01                   703  

                            02                   704  

                            03                   704  

                            04                   704  

                            05                   704  

                            06                   703  

                            07                   703  

                            08                   703  

                            09                   703  

                            10                   702  

                            11                   702  

                            12                   701  

                            13                   701  

                            14                   701  

                            15                   701  

                            16                   700  

                            17                   699  

                            18                   699  

                            19                   699  

                            20                   698  

                            21                   697  

                            22                   697  

                            23                   696  

 

                           Max                   704

                           Min                   696

                           Mean                  701

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   695  

                            01                   695  

                            02                   695  

                            03                   694  

                            04                   694  

                            05                   693  

                            06                   693  

                            07                   693  

                            08                   692  

                            09                   692  

                            10                   692  

                            11                   691  

                            12                   690  

                            13                   690  

                            14                   690  

                            15                   690  

                            16                   689  

                            17                   690  

                            18                   689  

                            19                   690  

                            20                   690  

                            21                   691  

                            22                   691  

                            23                   692  

 

                           Max                   695

                           Min                   689

                           Mean                  692

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   692  

                            01                   693  

                            02                   693  

                            03                   693  

                            04                   693  

                            05                   693  

                            06                   694  

                            07                   694  

                            08                   694  

                            09                   694  

                            10                   695  

                            11                   695  

                            12                   695  

                            13                   695  

                            14                   695  

                            15                   695  

                            16                   696  

                            17                   697  

                            18                   697  

                            19                   697  

                            20                   698  

                            21                   698  

                            22                   698  

                            23                   699  

 

                           Max                   699

                           Min                   692

                           Mean                  695

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   700  

                            01                   700  

                            02                   701  

                            03                   702  

                            04                   702  

                            05                   703  

                            06                   704  

                            07                   704  

                            08                   705  

                            09                   705  

                            10                   706  

                            11                   706  

                            12                   705  

                            13                   706  

                            14                   706  

                            15                   706  

                            16                   706  

                            17                   706  

                            18                   706  

                            19                   706  

                            20                   706  

                            21                   706  

                            22                   706  

                            23                   706  

 

                           Max                   706

                           Min                   700

                           Mean                  705

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   706  

                            01                   706  

                            02                   706  

                            03                   705  

                            04                   705  

                            05                   705  

                            06                   705  

                            07                   706  

                            08                   706  

                            09                   706  

                            10                   706  

                            11                   706  

                            12                   706  

                            13                   706  

                            14                   706  

                            15                   707  

                            16                   707  

                            17                   707  

                            18                   707  

                            19                   707  

                            20                   707  

                            21                   707  

                            22                   707  

                            23                   707  

 

                           Max                   707

                           Min                   705

                           Mean                  706

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   706  

                            01                   707  

                            02                   707  

                            03                   706  

                            04                   706  

                            05                   706  

                            06                   706  

                            07                   707  

                            08                   707  

                            09                   707  

                            10                   706  

                            11                   706  

                            12                   705  

                            13                   705  

                            14                   705  

                            15                   704  

                            16                   704  

                            17                   704  

                            18                   703  

                            19                   703  

                            20                   702  

                            21                   702  

                            22                   702  

                            23                   701  

 

                           Max                   707

                           Min                   701

                           Mean                  705

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   701  

                            01                   701  

                            02                   701  

                            03                   700  

                            04                   700  

                            05                   699  

                            06                   699  

                            07                   699  

                            08                   699  

                            09                   699  

                            10                   698  

                            11                   698  

                            12                   697  

                            13                   696  

                            14                   695  

                            15                   695  

                            16                   695  

                            17                   695  

                            18                   695  

                            19                   695  

                            20                   695  

                            21                   695  

                            22                   696  

                            23                   696  

 

                           Max                   701

                           Min                   695

                           Mean                  697

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   696  

                            01                   696  

                            02                   696  

                            03                   696  

                            04                   696  

                            05                   696  

                            06                   697  

                            07                   698  

                            08                   699  

                            09                   699  

                            10                   700  

                            11                   702  

                            12                   702  

                            13                   702  

                            14                   703  

                            15                   704  

                            16                   705  

                            17                   705  

                            18                   706  

                            19                   706  

                            20                   706  

                            21                   706  

                            22                   706  

                            23                   706  

 

                           Max                   706

                           Min                   696

                           Mean                  701

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   707  

                            01                   708  

                            02                   708  

                            03                   708  

                            04                   709  

                            05                   709  

                            06                   709  

                            07                   709  

                            08                   710  

                            09                   710  

                            10                   709  

                            11                   708  

                            12                   708  

                            13                   706  

                            14                   705  

                            15                   705  

                            16                   704  

                            17                   703  

                            18                   702  

                            19                   702  

                            20                   700  

                            21                   700  

                            22                   699  

                            23                   698  

 

                           Max                   710

                           Min                   698

                           Mean                  706

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   698  

                            01                   698  

                            02                   697  

                            03                   697  

                            04                   697  

                            05                   697  

                            06                   697  

                            07                   697  

                            08                   698  

                            09                   698  

                            10                   697  

                            11                   697  

                            12                   696  

                            13                   696  

                            14                   695  

                            15                   695  

                            16                   695  

                            17                   696  

                            18                   696  

                            19                   696  

                            20                   696  

                            21                   696  

                            22                   696  

                            23                   696  

 

                           Max                   698

                           Min                   695

                           Mean                  697

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   697  

                            01                   698  

                            02                   698  

                            03                   699  

                            04                   700  

                            05                   700  

                            06                   702  

                            07                   703  

                            08                   705  

                            09                   707  

                            10                   707  

                            11                   708  

                            12                   709  

                            13                   710  

                            14                   710  

                            15                   710  

                            16                   711  

                            17                   710  

                            18                   710  

                            19                   710  

                            20                   710  

                            21                   709  

                            22                   709  

                            23                   709  

 

                           Max                   711

                           Min                   697

                           Mean                  706

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   709  

                            01                   709  

                            02                   710  

                            03                   710  

                            04                   711  

                            05                   711  

                            06                   712  

                            07                   712  

                            08                   713  

                            09                   714  

                            10                   715  

                            11                   714  

                            12                   714  

                            13                   714  

                            14                   714  

                            15                   714  

                            16                   713  

                            17                   714  

                            18                   713  

                            19                   713  

                            20                   713  

                            21                   712  

                            22                   712  

                            23                   712  

 

                           Max                   715

                           Min                   709

                           Mean                  712

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   712  

                            01                   712  

                            02                   712  

                            03                   711  

                            04                   711  

                            05                   711  

                            06                   711  

                            07                   711  

                            08                   711  

                            09                   711  

                            10                   711  

                            11                   710  

                            12                   709  

                            13                   709  

                            14                   709  

                            15                   708  

                            16                   708  

                            17                   708  

                            18                   708  

                            19                   708  

                            20                   708  

                            21                   708  

                            22                   708  

                            23                   707  

 

                           Max                   712

                           Min                   707

                           Mean                  710

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   707  

                            01                   707  

                            02                   707  

                            03                   707  

                            04                   706  

                            05                   706  

                            06                   706  

                            07                   705  

                            08                   705  

                            09                   705  

                            10                   705  

                            11                   704  

                            12                   704  

                            13                   704  

                            14                   704  

                            15                   704  

                            16                   704  

                            17                   704  

                            18                   704  

                            19                   705  

                            20                   705  

                            21                   705  

                            22                   706  

                            23                   706  

 

                           Max                   707

                           Min                   704

                           Mean                  705

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   706  

                            01                   707  

                            02                   708  

                            03                   708  

                            04                   708  

                            05                   709  

                            06                   710  

                            07                   710  

                            08                   711  

                            09                   712  

                            10                   712  

                            11                   712  

                            12                   712  

                            13                   712  

                            14                   712  

                            15                   712  

                            16                   712  

                            17                   712  

                            18                   712  

                            19                   712  

                            20                   712  

                            21                   711  

                            22                   711  

                            23                   710  

 

                           Max                   712

                           Min                   706

                           Mean                  711

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   709  

                            01                   708  

                            02                   708  

                            03                   708  

                            04                   706  

                            05                   705  

                            06                   704  

                            07                   704  

                            08                   703  

                            09                   703  

                            10                   702  

                            11                   702  

                            12                   700  

                            13                   699  

                            14                   699  

                            15                   699  

                            16                   699  

                            17                   700  

                            18                   700  

                            19                   701  

                            20                   701  

                            21                   701  

                            22                   701  

                            23                   702  

 

                           Max                   709

                           Min                   699

                           Mean                  703

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   702  

                            01                   703  

                            02                   703  

                            03                   703  

                            04                   703  

                            05                   704  

                            06                   705  

                            07                   705  

                            08                   705  

                            09                   706  

                            10                   706  

                            11                   706  

                            12                   705  

                            13                   705  

                            14                   705  

                            15                   704  

                            16                   704  

                            17                   704  

                            18                   704  

                            19                   703  

                            20                   703  

                            21                   702  

                            22                   702  

                            23                   701  

 

                           Max                   706

                           Min                   701

                           Mean                  704

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   701  

                            01                   701  

                            02                   700  

                            03                   700  

                            04                   700  

                            05                   699  

                            06                   699  

                            07                   699  

                            08                   699  

                            09                   699  

                            10                   699  

                            11                   699  

                            12                   698  

                            13                   698  

                            14                   698  

                            15                   698  

                            16                   698  

                            17                   698  

                            18                   698  

                            19                   698  

                            20                   698  

                            21                   698  

                            22                   698  

                            23                   698  

 

                           Max                   701

                           Min                   698

                           Mean                  699

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   698  

                            01                   697  

                            02                   697  

                            03                   697  

                            04                   696  

                            05                   696  

                            06                   696  

                            07                   696  

                            08                   697  

                            09                   696  

                            10                   696  

                            11                   696  

                            12                   695  

                            13                   695  

                            14                   695  

                            15                   695  

                            16                   696  

                            17                   696  

                            18                   696  

                            19                   696  

                            20                   696  

                            21                   696  

                            22                   696  

                            23                   696  

 

                           Max                   698

                           Min                   695

                           Mean                  696

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   696  

                            01                   697  

                            02                   697  

                            03                   696  

                            04                   696  

                            05                   697  

                            06                   697  

                            07                   697  

                            08                   697  

                            09                   697  

                            10                   697  

                            11                   697  

                            12                   697  

                            13                       d

                            14                       P

                            15                       P

                            16                       d

                            17                   697  

                            18                   697  

                            19                   697  

                            20                   696  

                            21                   696  

                            22                   696  

                            23                   695  

 

                           Max                   697

                           Min                   695

                           Mean                  697

                           Hours                  20

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   695  

                            01                   695  

                            02                   695  

                            03                   695  

                            04                   695  

                            05                   695  

                            06                   696  

                            07                   696  

                            08                   697  

                            09                   698  

                            10                   698  

                            11                   699  

                            12                   699  

                            13                   699  

                            14                   700  

                            15                   701  

                            16                   702  

                            17                   702  

                            18                   703  

                            19                   704  

                            20                   705  

                            21                   705  

                            22                   705  

                            23                   705  

 

                           Max                   705

                           Min                   695

                           Mean                  699

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   705  

                            01                   704  

                            02                   704  

                            03                   703  

                            04                   702  

                            05                   702  

                            06                   702  

                            07                   702  

                            08                   702  

                            09                   702  

                            10                   701  

                            11                   701  

                            12                   701  

                            13                   701  

                            14                   701  

                            15                   701  

                            16                   701  

                            17                   701  

                            18                   702  

                            19                   702  

                            20                   702  

                            21                   703  

                            22                   703  

                            23                   704  

 

                           Max                   705

                           Min                   701

                           Mean                  702

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   705  

                            01                   705  

                            02                   706  

                            03                   707  

                            04                   708  

                            05                   709  

                            06                   709  

                            07                   710  

                            08                   710  

                            09                   711  

                            10                   711  

                            11                   710  

                            12                   710  

                            13                   709  

                            14                   708  

                            15                   708  

                            16                   708  

                            17                   708  

                            18                   707  

                            19                   707  

                            20                   706  

                            21                   706  

                            22                   705  

                            23                   704  

 

                           Max                   711

                           Min                   704

                           Mean                  708

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   704  

                            01                   703  

                            02                   702  

                            03                   701  

                            04                   701  

                            05                   700  

                            06                   700  

                            07                   699  

                            08                   699  

                            09                   700  

                            10                   700  

                            11                   700  

                            12                   700  

                            13                   701  

                            14                   701  

                            15                   701  

                            16                   701  

                            17                   702  

                            18                   702  

                            19                   703  

                            20                   703  

                            21                   703  

                            22                   704  

                            23                   704  

 

                           Max                   704

                           Min                   699

                           Mean                  701

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   704  

                            01                   704  

                            02                   704  

                            03                   703  

                            04                   703  

                            05                   702  

                            06                   702  

                            07                   701  

                            08                   701  

                            09                   701  

                            10                   701  

                            11                   702  

                            12                   702  

                            13                   704  

                            14                   704  

                            15                   705  

                            16                   706  

                            17                   706  

                            18                   706  

                            19                   706  

                            20                   706  

                            21                   705  

                            22                   705  

                            23                   704  

 

                           Max                   706

                           Min                   701

                           Mean                  704

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   703  

                            01                   703  

                            02                   702  

                            03                   701  

                            04                   701  

                            05                   701  

                            06                   701  

                            07                   700  

                            08                   700  

                            09                   699  

                            10                   699  

                            11                   699  

                            12                   698  

                            13                   698  

                            14                   698  

                            15                   698  

                            16                   699  

                            17                   700  

                            18                   700  

                            19                   701  

                            20                   701  

                            21                   701  

                            22                   701  

                            23                   701  

 

                           Max                   703

                           Min                   698

                           Mean                  700

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   701  

                            01                   701  

                            02                   700  

                            03                   699  

                            04                   699  

                            05                   699  

                            06                   698  

                            07                   698  

                            08                   697  

                            09                   696  

                            10                   695  

                            11                   695  

                            12                   694  

                            13                   693  

                            14                   693  

                            15                   693  

                            16                   693  

                            17                   693  

                            18                   693  

                            19                   694  

                            20                   694  

                            21                   695  

                            22                   695  

                            23                   696  

 

                           Max                   701

                           Min                   693

                           Mean                  696

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   696  

                            01                   697  

                            02                   698  

                            03                   698  

                            04                   699  

                            05                   699  

                            06                   700  

                            07                   700  

                            08                   701  

                            09                   701  

                            10                   701  

                            11                   701  

                            12                   701  

                            13                   700  

                            14                   700  

                            15                   700  

                            16                   699  

                            17                   699  

                            18                   698  

                            19                   698  

                            20                   698  

                            21                   697  

                            22                   697  

                            23                   697  

 

                           Max                   701

                           Min                   696

                           Mean                  699

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   696  

                            01                   695  

                            02                   695  

                            03                   695  

                            04                   695  

                            05                   695  

                            06                   695  

                            07                   695  

                            08                   695  

                            09                   696  

                            10                   696  

                            11                   696  

                            12                   697  

                            13                   697  

                            14                   698  

                            15                   699  

                            16                   700  

                            17                   701  

                            18                   701  

                            19                   702  

                            20                   702  

                            21                   703  

                            22                   703  

                            23                   703  

 

                           Max                   703

                           Min                   695

                           Mean                  698

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   703  

                            01                   704  

                            02                   704  

                            03                   704  

                            04                   704  

                            05                   704  

                            06                   704  

                            07                   704  

                            08                   705  

                            09                   705  

                            10                   705  

                            11                   705  

                            12                   705  

                            13                   705  

                            14                   704  

                            15                   704  

                            16                   704  

                            17                   704  

                            18                   704  

                            19                   704  

                            20                   704  

                            21                   704  

                            22                   704  

                            23                   704  

 

                           Max                   705

                           Min                   703

                           Mean                  704

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   703  

                            01                   703  

                            02                   703  

                            03                   702  

                            04                   702  

                            05                   702  

                            06                   702  

                            07                   702  

                            08                   702  

                            09                   702  

                            10                   701  

                            11                   701  

                            12                   701  

                            13                   700  

                            14                   700  

                            15                   700  

                            16                   700  

                            17                   700  

                            18                   700  

                            19                   700  

                            20                   700  

                            21                   700  

                            22                   700  

                            23                   700  

 

                           Max                   703

                           Min                   700

                           Mean                  701

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   700  

                            01                   700  

                            02                   700  

                            03                   700  

                            04                   700  

                            05                   700  

                            06                   700  

                            07                   700  

                            08                   700  

                            09                   700  

                            10                   699  

                            11                   699  

                            12                   698  

                            13                   698  

                            14                   697  

                            15                   697  

                            16                   697  

                            17                   697  

                            18                   698  

                            19                   698  

                            20                   698  

                            21                   698  

                            22                   698  

                            23                   698  

 

                           Max                   700

                           Min                   697

                           Mean                  699

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   698  

                            01                   698  

                            02                   697  

                            03                   697  

                            04                   697  

                            05                   697  

                            06                   697  

                            07                   698  

                            08                   698  

                            09                   698  

                            10                   698  

                            11                   698  

                            12                   698  

                            13                   699  

                            14                   699  

                            15                   700  

                            16                   700  

                            17                   700  

                            18                   701  

                            19                   701  

                            20                   702  

                            21                   702  

                            22                   702  

                            23                   703  

 

                           Max                   703

                           Min                   697

                           Mean                  699

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   703  

                            01                   703  

                            02                   703  

                            03                   703  

                            04                   703  

                            05                   703  

                            06                   703  

                            07                   703  

                            08                   703  

                            09                   703  

                            10                   703  

                            11                   703  

                            12                   702  

                            13                   701  

                            14                   700  

                            15                   700  

                            16                   700  

                            17                   699  

                            18                   699  

                            19                   699  

                            20                   698  

                            21                   698  

                            22                   698  

                            23                   698  

 

                           Max                   703

                           Min                   698

                           Mean                  701

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   698  

                            01                   698  

                            02                   698  

                            03                   698  

                            04                   699  

                            05                   699  

                            06                   699  

                            07                   699  

                            08                   700  

                            09                   700  

                            10                   700  

                            11                   700  

                            12                   699  

                            13                   699  

                            14                   699  

                            15                   699  

                            16                   698  

                            17                   698  

                            18                   698  

                            19                   698  

                            20                   698  

                            21                   697  

                            22                   697  

                            23                   697  

 

                           Max                   700

                           Min                   697

                           Mean                  699

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   697  

                            01                   696  

                            02                   695  

                            03                   694  

                            04                   693  

                            05                   693  

                            06                   693  

                            07                   692  

                            08                   692  

                            09                   693  

                            10                   693  

                            11                   693  

                            12                   693  

                            13                   694  

                            14                   694  

                            15                   695  

                            16                   695  

                            17                   696  

                            18                   697  

                            19                   697  

                            20                   697  

                            21                   697  

                            22                   698  

                            23                   698  

 

                           Max                   698

                           Min                   692

                           Mean                  695

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   698  

                            01                   698  

                            02                   698  

                            03                   698  

                            04                   699  

                            05                   702  

                            06                   704  

                            07                   706  

                            08                   707  

                            09                   707  

                            10                   708  

                            11                   708  

                            12                   708  

                            13                   708  

                            14                   708  

                            15                   708  

                            16                   708  

                            17                   708  

                            18                   708  

                            19                   708  

                            20                   708  

                            21                   708  

                            22                   709  

                            23                   709  

 

                           Max                   709

                           Min                   698

                           Mean                  705

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   709  

                            01                   709  

                            02                   709  

                            03                   709  

                            04                   710  

                            05                   710  

                            06                   710  

                            07                   711  

                            08                   711  

                            09                   711  

                            10                   711  

                            11                   711  

                            12                   710  

                            13                   709  

                            14                   709  

                            15                   709  

                            16                   708  

                            17                   707  

                            18                   706  

                            19                   706  

                            20                   704  

                            21                   704  

                            22                   703  

                            23                   702  

 

                           Max                   711

                           Min                   702

                           Mean                  708

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   701  

                            01                   701  

                            02                   700  

                            03                   700  

                            04                   700  

                            05                   700  

                            06                   700  

                            07                   701  

                            08                   701  

                            09                   700  

                            10                   700  

                            11                   700  

                            12                   700  

                            13                   699  

                            14                   699  

                            15                   699  

                            16                   698  

                            17                   698  

                            18                   698  

                            19                   698  

                            20                   697  

                            21                   696  

                            22                   696  

                            23                   695  

 

                           Max                   701

                           Min                   695

                           Mean                  699

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   694  

                            01                   694  

                            02                   693  

                            03                   692  

                            04                   692  

                            05                   692  

                            06                   691  

                            07                   691  

                            08                   691  

                            09                   690  

                            10                   690  

                            11                   690  

                            12                   690  

                            13                   689  

                            14                   689  

                            15                   690  

                            16                   690  

                            17                   691  

                            18                   692  

                            19                   692  

                            20                   693  

                            21                   694  

                            22                   695  

                            23                   696  

 

                           Max                   696

                           Min                   689

                           Mean                  692

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   698  

                            01                   699  

                            02                   699  

                            03                   700  

                            04                   701  

                            05                   701  

                            06                   702  

                            07                   702  

                            08                   703  

                            09                   703  

                            10                   704  

                            11                   705  

                            12                   705  

                            13                   705  

                            14                   705  

                            15                   706  

                            16                   707  

                            17                   707  

                            18                   708  

                            19                   708  

                            20                   708  

                            21                   709  

                            22                   709  

                            23                   710  

 

                           Max                   710

                           Min                   698

                           Mean                  704

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   710  

                            01                   710  

                            02                   710  

                            03                   710  

                            04                   710  

                            05                   711  

                            06                   711  

                            07                   711  

                            08                   711  

                            09                   711  

                            10                   711  

                            11                   710  

                            12                   710  

                            13                   709  

                            14                   709  

                            15                   708  

                            16                   708  

                            17                   708  

                            18                   708  

                            19                   708  

                            20                   708  

                            21                   708  

                            22                   708  

                            23                   708  

 

                           Max                   711

                           Min                   708

                           Mean                  709

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   707  

                            01                   707  

                            02                   707  

                            03                   706  

                            04                   706  

                            05                   706  

                            06                   705  

                            07                   706  

                            08                   706  

                            09                   705  

                            10                   705  

                            11                   704  

                            12                   704  

                            13                   703  

                            14                   703  

                            15                   703  

                            16                   703  

                            17                   703  

                            18                   703  

                            19                   703  

                            20                   703  

                            21                   703  

                            22                   704  

                            23                   704  

 

                           Max                   707

                           Min                   703

                           Mean                  705

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   704  

                            01                   704  

                            02                   704  

                            03                   704  

                            04                   704  

                            05                   704  

                            06                   704  

                            07                   705  

                            08                   705  

                            09                   705  

                            10                   705  

                            11                   705  

                            12                   704  

                            13                   704  

                            14                   704  

                            15                   703  

                            16                   703  

                            17                   703  

                            18                   703  

                            19                   703  

                            20                   703  

                            21                   703  

                            22                   703  

                            23                   703  

 

                           Max                   705

                           Min                   703

                           Mean                  704

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   703  

                            01                   702  

                            02                   702  

                            03                   701  

                            04                   701  

                            05                   701  

                            06                   701  

                            07                   701  

                            08                   701  

                            09                   701  

                            10                   701  

                            11                   700  

                            12                   699  

                            13                   698  

                            14                   698  

                            15                   698  

                            16                   698  

                            17                   698  

                            18                   698  

                            19                   698  

                            20                   697  

                            21                   697  

                            22                   697  

                            23                   696  

 

                           Max                   703

                           Min                   696

                           Mean                  699

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   696  

                            01                   696  

                            02                   695  

                            03                   695  

                            04                   695  

                            05                   695  

                            06                   695  

                            07                   695  

                            08                   695  

                            09                   694  

                            10                   694  

                            11                   694  

                            12                   693  

                            13                   693  

                            14                   693  

                            15                   694  

                            16                   694  

                            17                   695  

                            18                   695  

                            19                   696  

                            20                   696  

                            21                   697  

                            22                   697  

                            23                   697  

 

                           Max                   697

                           Min                   693

                           Mean                  695

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   698  

                            01                   698  

                            02                   698  

                            03                   699  

                            04                   699  

                            05                   700  

                            06                   700  

                            07                   701  

                            08                   702  

                            09                   702  

                            10                   703  

                            11                   703  

                            12                   703  

                            13                   702  

                            14                   703  

                            15                   703  

                            16                   703  

                            17                   703  

                            18                   704  

                            19                   704  

                            20                   704  

                            21                   704  

                            22                   703  

                            23                   703  

 

                           Max                   704

                           Min                   698

                           Mean                  702

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   703  

                            01                   703  

                            02                   702  

                            03                   702  

                            04                   701  

                            05                   701  

                            06                   701  

                            07                   701  

                            08                   701  

                            09                   700  

                            10                   700  

                            11                   699  

                            12                   698  

                            13                   698  

                            14                   698  

                            15                   698  

                            16                   698  

                            17                   698  

                            18                   698  

                            19                   698  

                            20                   698  

                            21                   698  

                            22                   698  

                            23                   698  

 

                           Max                   703

                           Min                   698

                           Mean                  700

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   698  

                            01                   698  

                            02                   698  

                            03                   698  

                            04                   698  

                            05                   699  

                            06                   699  

                            07                   700  

                            08                   700  

                            09                   700  

                            10                   700  

                            11                   700  

                            12                   701  

                            13                   701  

                            14                   701  

                            15                   702  

                            16                   703  

                            17                   704  

                            18                   704  

                            19                   704  

                            20                   705  

                            21                   705  

                            22                   705  

                            23                   705  

 

                           Max                   705

                           Min                   698

                           Mean                  701

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   705  

                            01                   706  

                            02                   706  

                            03                   706  

                            04                   707  

                            05                   707  

                            06                   708  

                            07                   708  

                            08                   708  

                            09                   708  

                            10                   708  

                            11                   709  

                            12                   708  

                            13                   708  

                            14                   708  

                            15                   709  

                            16                   709  

                            17                   709  

                            18                   709  

                            19                   709  

                            20                   709  

                            21                   709  

                            22                   709  

                            23                   709  

 

                           Max                   709

                           Min                   705

                           Mean                  708

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   709  

                            01                   709  

                            02                   708  

                            03                   709  

                            04                   709  

                            05                   709  

                            06                   709  

                            07                   709  

                            08                   708  

                            09                   708  

                            10                   708  

                            11                   708  

                            12                   708  

                            13                   707  

                            14                   707  

                            15                   707  

                            16                   707  

                            17                   707  

                            18                   708  

                            19                   708  

                            20                   708  

                            21                   708  

                            22                   708  

                            23                   708  

 

                           Max                   709

                           Min                   707

                           Mean                  708

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    10  

                            02                    11  

                            03                     9  

                            04                     4  

                            05                     3  

                            06                     3  

                            07                     2  

                            08                     2  

                            09                     3  

                            10                     2  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     2  

                            16                     7  

                            17                     6  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     1  

                            22                     3  

                            23                     3  

 

                           Max                    11

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     1  

                            01                     2  

                            02                     4  

                            03                     3  

                            04                     2  

                            05                     1  

                            06                     0  

                            07                     3  

                            08                     4  

                            09                     2  

                            10                     2  

                            11                     1  

                            12                     0  

                            13                     0  

                            14                     1  

                            15                     2  

                            16                     3  

                            17                     2  

                            18                     4  

                            19                     4  

                            20                     2  

                            21                     2  

                            22                     0  

                            23                    -1  

 

                           Max                     4

                           Min                    -1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     1  

                            01                     3  

                            02                     3  

                            03                     0  

                            04                     0  

                            05                     4  

                            06                     3  

                            07                     4  

                            08                     2  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     1  

                            14                     2  

                            15                     0  

                            16                     0  

                            17                     1  

                            18                     0  

                            19                     2  

                            20                     2  

                            21                     1  

                            22                     2  

                            23                     1  

 

                           Max                     4

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     2  

                            04                     1  

                            05                     0  

                            06                     1  

                            07                     1  

                            08                    -1  

                            09                    -1  

                            10                     2  

                            11                     2  

                            12                    -1  

                            13                    -2  

                            14                    -1  

                            15                     0  

                            16                     2  

                            17                     5  

                            18                     6  

                            19                     4  

                            20                     0  

                            21                     1  

                            22                     2  

                            23                     1  

 

                           Max                     6

                           Min                    -2

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     5  

                            04                     8  

                            05                    10  

                            06                    12  

                            07                    10  

                            08                    10  

                            09                    11  

                            10                     9  

                            11                     5  

                            12                     5  

                            13                     7  

                            14                     6  

                            15                     4  

                            16                     4  

                            17                     4  

                            18                     4  

                            19                     5  

                            20                     5  

                            21                     4  

                            22                     4  

                            23                     4  

 

                           Max                    12

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     3  

                            06                     2  

                            07                     4  

                            08                     5  

                            09                     1  

                            10                     0  

                            11                     1  

                            12                     1  

                            13                     0  

                            14                    -1  

                            15                    -1  

                            16                    -1  

                            17                     0  

                            18                     2  

                            19                     1  

                            20                     2  

                            21                     2  

                            22                     0  

                            23                    -1  

 

                           Max                     5

                           Min                    -1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     4  

                            02                     3  

                            03                     3  

                            04                     2  

                            05                     2  

                            06                     2  

                            07                     3  

                            08                     2  

                            09                       D

                            10                       f

                            11                       f

                            12                    -1  

                            13                    -1  

                            14                     0  

                            15                    -1  

                            16                     1  

                            17                     2  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     2  

                            22                     3  

                            23                     2  

 

                           Max                     4

                           Min                    -1

                           Mean                    2

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     0  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     2  

                            05                     3  

                            06                     1  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                    -1  

                            11                     1  

                            12                     0  

                            13                     0  

                            14                     2  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     0  

                            19                     1  

                            20                     3  

                            21                     3  

                            22                     3  

                            23                     2  

 

                           Max                     3

                           Min                    -1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     0  

                            01                     2  

                            02                     4  

                            03                     4  

                            04                     3  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                    -1  

                            09                     1  

                            10                     0  

                            11                    -2  

                            12                    -1  

                            13                    -1  

                            14                    -1  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                    -1  

                            19                     1  

                            20                     0  

                            21                    -1  

                            22                    -1  

                            23                    -1  

 

                           Max                     4

                           Min                    -2

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    -1  

                            01                    -4  

                            02                    -4  

                            03                    -2  

                            04                    -1  

                            05                    -1  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     3  

                            17                     4  

                            18                     4  

                            19                     5  

                            20                     7  

                            21                     8  

                            22                    10  

                            23                    12  

 

                           Max                    12

                           Min                    -4

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                    10  

                            02                     7  

                            03                     4  

                            04                     3  

                            05                     3  

                            06                     5  

                            07                     4  

                            08                     3  

                            09                     3  

                            10                     4  

                            11                     5  

                            12                     3  

                            13                     1  

                            14                     0  

                            15                     4  

                            16                     5  

                            17                     2  

                            18                     3  

                            19                     5  

                            20                     2  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                    11

                           Min                     0

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     1  

                            01                     2  

                            02                     3  

                            03                     4  

                            04                     4  

                            05                     5  

                            06                     5  

                            07                     4  

                            08                     3  

                            09                     4  

                            10                     3  

                            11                     4  

                            12                     4  

                            13                     2  

                            14                     2  

                            15                     1  

                            16                     2  

                            17                     3  

                            18                     4  

                            19                     3  

                            20                     2  

                            21                     3  

                            22                     2  

                            23                     2  

 

                           Max                     5

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     4  

                            02                     3  

                            03                     2  

                            04                     2  

                            05                     1  

                            06                     3  

                            07                     7  

                            08                     8  

                            09                     9  

                            10                    10  

                            11                     9  

                            12                     9  

                            13                     9  

                            14                     9  

                            15                     8  

                            16                     6  

                            17                     6  

                            18                     7  

                            19                     7  

                            20                     7  

                            21                     7  

                            22                    10  

                            23                    12  

 

                           Max                    12

                           Min                     1

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    12  

                            02                    12  

                            03                    12  

                            04                    11  

                            05                     9  

                            06                    10  

                            07                    10  

                            08                     9  

                            09                     9  

                            10                    10  

                            11                    10  

                            12                     7  

                            13                     6  

                            14                     7  

                            15                     9  

                            16                     8  

                            17                     7  

                            18                     7  

                            19                     5  

                            20                     3  

                            21                     1  

                            22                     3  

                            23                     5  

 

                           Max                    12

                           Min                     1

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     2  

                            03                     1  

                            04                     1  

                            05                    -1  

                            06                    -1  

                            07                     2  

                            08                     3  

                            09                     2  

                            10                     2  

                            11                     2  

                            12                     3  

                            13                     2  

                            14                     0  

                            15                    -1  

                            16                    -1  

                            17                    -3  

                            18                    -3  

                            19                     0  

                            20                     0  

                            21                     1  

                            22                     3  

                            23                     3  

 

                           Max                     3

                           Min                    -3

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     2  

                            02                     1  

                            03                     0  

                            04                     2  

                            05                     5  

                            06                     4  

                            07                     3  

                            08                     2  

                            09                     0  

                            10                    -1  

                            11                     1  

                            12                     3  

                            13                     6  

                            14                     5  

                            15                     6  

                            16                     8  

                            17                     8  

                            18                    10  

                            19                    11  

                            20                    10  

                            21                     8  

                            22                     9  

                            23                     8  

 

                           Max                    11

                           Min                    -1

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     3  

                            03                     4  

                            04                     4  

                            05                     2  

                            06                     3  

                            07                     5  

                            08                     7  

                            09                     5  

                            10                     2  

                            11                     3  

                            12                     5  

                            13                     5  

                            14                     5  

                            15                     9  

                            16                     9  

                            17                     7  

                            18                     7  

                            19                     7  

                            20                     4  

                            21                     2  

                            22                     4  

                            23                     4  

 

                           Max                     9

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     0  

                            01                    -1  

                            02                     0  

                            03                     0  

                            04                     1  

                            05                     2  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                    -1  

                            13                    -2  

                            14                     1  

                            15                     2  

                            16                     1  

                            17                     1  

                            18                     0  

                            19                     0  

                            20                     2  

                            21                     3  

                            22                     1  

                            23                    -1  

 

                           Max                     3

                           Min                    -2

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     1  

                            01                     2  

                            02                     3  

                            03                     3  

                            04                     2  

                            05                     0  

                            06                     0  

                            07                     2  

                            08                     5  

                            09                     7  

                            10                     7  

                            11                     6  

                            12                     8  

                            13                     5  

                            14                     3  

                            15                     3  

                            16                     3  

                            17                     4  

                            18                     3  

                            19                     4  

                            20                     5  

                            21                     2  

                            22                     1  

                            23                     1  

 

                           Max                     8

                           Min                     0

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     6  

                            02                     4  

                            03                     1  

                            04                     6  

                            05                     6  

                            06                     4  

                            07                     6  

                            08                     5  

                            09                     3  

                            10                     2  

                            11                     5  

                            12                     7  

                            13                     4  

                            14                     4  

                            15                     4  

                            16                     5  

                            17                     5  

                            18                     6  

                            19                     3  

                            20                     0  

                            21                     1  

                            22                     1  

                            23                     2  

 

                           Max                     7

                           Min                     0

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     0  

                            01                     2  

                            02                     2  

                            03                     0  

                            04                     1  

                            05                     2  

                            06                     4  

                            07                     4  

                            08                     2  

                            09                     2  

                            10                     3  

                            11                     2  

                            12                     3  

                            13                     4  

                            14                     3  

                            15                     3  

                            16                     4  

                            17                     4  

                            18                     3  

                            19                     2  

                            20                     2  

                            21                     1  

                            22                     2  

                            23                     2  

 

                           Max                     4

                           Min                     0

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    -1  

                            01                     1  

                            02                     2  

                            03                     2  

                            04                     5  

                            05                     4  

                            06                     3  

                            07                     4  

                            08                     2  

                            09                     1  

                            10                       D

                            11                       f

                            12                     2  

                            13                     3  

                            14                     3  

                            15                     3  

                            16                     3  

                            17                     4  

                            18                     4  

                            19                     2  

                            20                     3  

                            21                     3  

                            22                     5  

                            23                     6  

 

                           Max                     6

                           Min                    -1

                           Mean                    3

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     3  

                            03                     3  

                            04                     4  

                            05                     3  

                            06                     5  

                            07                     7  

                            08                     5  

                            09                     7  

                            10                     9  

                            11                     6  

                            12                     6  

                            13                     5  

                            14                     4  

                            15                     3  

                            16                     3  

                            17                     3  

                            18                     3  

                            19                     5  

                            20                     5  

                            21                     3  

                            22                     3  

                            23                     3  

 

                           Max                     9

                           Min                     3

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     0  

                            03                     1  

                            04                     3  

                            05                     3  

                            06                     3  

                            07                     3  

                            08                     3  

                            09                     3  

                            10                     4  

                            11                     4  

                            12                     4  

                            13                     5  

                            14                     3  

                            15                     2  

                            16                     4  

                            17                     5  

                            18                     3  

                            19                     5  

                            20                     6  

                            21                     4  

                            22                     4  

                            23                     6  

 

                           Max                     6

                           Min                     0

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     7  

                            02                     8  

                            03                     9  

                            04                    10  

                            05                    10  

                            06                    12  

                            07                    13  

                            08                    12  

                            09                    12  

                            10                    10  

                            11                     8  

                            12                    11  

                            13                    11  

                            14                     9  

                            15                    10  

                            16                     9  

                            17                    16  

                            18                    17  

                            19                    22  

                            20                    20  

                            21                    18  

                            22                    17  

                            23                    14  

 

                           Max                    22

                           Min                     7

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    13  

                            01                    12  

                            02                     7  

                            03                     4  

                            04                     5  

                            05                     4  

                            06                     4  

                            07                     5  

                            08                     6  

                            09                     4  

                            10                     3  

                            11                     5  

                            12                     6  

                            13                     5  

                            14                     4  

                            15                     5  

                            16                     6  

                            17                     8  

                            18                     9  

                            19                    11  

                            20                    13  

                            21                    12  

                            22                     8  

                            23                     6  

 

                           Max                    13

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                    11  

                            02                    13  

                            03                    13  

                            04                    10  

                            05                     9  

                            06                    10  

                            07                    12  

                            08                    12  

                            09                    10  

                            10                     9  

                            11                     9  

                            12                     7  

                            13                     7  

                            14                    10  

                            15                    11  

                            16                    13  

                            17                    21  

                            18                    19  

                            19                    18  

                            20                    14  

                            21                    13  

                            22                    13  

                            23                    12  

 

                           Max                    21

                           Min                     7

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     3  

                            02                     3  

                            03                     2  

                            04                    -1  

                            05                     1  

                            06                     1  

                            07                     2  

                            08                     2  

                            09                     5  

                            10                     6  

                            11                     1  

                            12                     2  

                            13                       d

                            14                       d

                            15                       P

                            16                       d

                            17                       f

                            18                    -1  

                            19                     1  

                            20                     2  

                            21                     0  

                            22                     1  

                            23                     2  

 

                           Max                     8

                           Min                    -1

                           Mean                    2

                           Hours                  19

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     3  

                            03                     6  

                            04                     6  

                            05                     4  

                            06                     6  

                            07                    10  

                            08                    10  

                            09                     7  

                            10                     6  

                            11                     6  

                            12                     7  

                            13                     7  

                            14                     6  

                            15                     6  

                            16                     6  

                            17                     5  

                            18                     6  

                            19                     7  

                            20                     7  

                            21                     7  

                            22                     7  

                            23                     6  

 

                           Max                    10

                           Min                     1

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     6  

                            06                     5  

                            07                     5  

                            08                     4  

                            09                     6  

                            10                     5  

                            11                     4  

                            12                     5  

                            13                     3  

                            14                     3  

                            15                     5  

                            16                     4  

                            17                     5  

                            18                     6  

                            19                     7  

                            20                     8  

                            21                     6  

                            22                     2  

                            23                     2  

 

                           Max                     8

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     6  

                            02                     7  

                            03                     8  

                            04                     8  

                            05                     7  

                            06                     6  

                            07                     5  

                            08                     2  

                            09                     3  

                            10                     4  

                            11                     3  

                            12                     4  

                            13                     3  

                            14                     1  

                            15                     2  

                            16                     3  

                            17                     4  

                            18                     4  

                            19                     4  

                            20                     4  

                            21                     2  

                            22                     1  

                            23                     2  

 

                           Max                     8

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     4  

                            03                     3  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     2  

                            09                     3  

                            10                     5  

                            11                     7  

                            12                     3  

                            13                     1  

                            14                     4  

                            15                     6  

                            16                     8  

                            17                    10  

                            18                     8  

                            19                     7  

                            20                    10  

                            21                     8  

                            22                     5  

                            23                     6  

 

                           Max                    10

                           Min                     1

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                    11  

                            02                    11  

                            03                     8  

                            04                     9  

                            05                     9  

                            06                     9  

                            07                     6  

                            08                     4  

                            09                     4  

                            10                     2  

                            11                     2  

                            12                     5  

                            13                     2  

                            14                     2  

                            15                     5  

                            16                     4  

                            17                     3  

                            18                     3  

                            19                     3  

                            20                     2  

                            21                     1  

                            22                     3  

                            23                     3  

 

                           Max                    11

                           Min                     1

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     1  

                            01                     0  

                            02                     1  

                            03                     2  

                            04                     0  

                            05                     1  

                            06                     4  

                            07                     4  

                            08                     3  

                            09                     4  

                            10                     3  

                            11                     4  

                            12                     5  

                            13                     6  

                            14                     6  

                            15                     7  

                            16                     6  

                            17                     6  

                            18                     6  

                            19                     6  

                            20                     6  

                            21                     5  

                            22                     5  

                            23                     8  

 

                           Max                     8

                           Min                     0

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                    11  

                            02                    10  

                            03                     9  

                            04                     8  

                            05                     8  

                            06                     8  

                            07                     9  

                            08                     8  

                            09                     5  

                            10                       k

                            11                       g

                            12                     2  

                            13                     2  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     0  

                            18                    -1  

                            19                    -2  

                            20                    -1  

                            21                     3  

                            22                     5  

                            23                     3  

 

                           Max                    11

                           Min                    -2

                           Mean                    5

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     4  

                            02                     2  

                            03                     2  

                            04                     3  

                            05                     3  

                            06                     1  

                            07                     0  

                            08                     3  

                            09                     3  

                            10                     3  

                            11                     5  

                            12                     1  

                            13                     0  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     2  

                            18                     4  

                            19                     5  

                            20                     6  

                            21                     3  

                            22                     1  

                            23                     3  

 

                           Max                     6

                           Min                     0

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     7  

                            02                     5  

                            03                     4  

                            04                     0  

                            05                     1  

                            06                     3  

                            07                     2  

                            08                     4  

                            09                     3  

                            10                     2  

                            11                     0  

                            12                    -2  

                            13                     2  

                            14                     5  

                            15                     3  

                            16                     2  

                            17                     6  

                            18                    11  

                            19                    13  

                            20                    15  

                            21                    16  

                            22                    19  

                            23                    18  

 

                           Max                    19

                           Min                    -2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    13  

                            01                    14  

                            02                    17  

                            03                    14  

                            04                    19  

                            05                    19  

                            06                    21  

                            07                    21  

                            08                    25  

                            09                    22  

                            10                    20  

                            11                    17  

                            12                    17  

                            13                    16  

                            14                    11  

                            15                    15  

                            16                     8  

                            17                     9  

                            18                    10  

                            19                    10  

                            20                     7  

                            21                     6  

                            22                     9  

                            23                    10  

 

                           Max                    25

                           Min                     6

                           Mean                   15

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     4  

                            02                     1  

                            03                     1  

                            04                     4  

                            05                     3  

                            06                     4  

                            07                     4  

                            08                     5  

                            09                     4  

                            10                     3  

                            11                     1  

                            12                     2  

                            13                     4  

                            14                     4  

                            15                     7  

                            16                     9  

                            17                     6  

                            18                     6  

                            19                     7  

                            20                     5  

                            21                     4  

                            22                     3  

                            23                     5  

 

                           Max                     9

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     3  

                            02                     2  

                            03                     2  

                            04                     4  

                            05                     4  

                            06                     6  

                            07                    10  

                            08                    10  

                            09                     9  

                            10                     8  

                            11                     8  

                            12                     7  

                            13                     6  

                            14                     8  

                            15                     8  

                            16                     8  

                            17                    10  

                            18                     9  

                            19                     8  

                            20                     8  

                            21                     9  

                            22                     8  

                            23                     9  

 

                           Max                    10

                           Min                     2

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    11  

                            02                    12  

                            03                    12  

                            04                    12  

                            05                     9  

                            06                     6  

                            07                     7  

                            08                     9  

                            09                     6  

                            10                     5  

                            11                     6  

                            12                     3  

                            13                     4  

                            14                     6  

                            15                     6  

                            16                     8  

                            17                     8  

                            18                    10  

                            19                    12  

                            20                    10  

                            21                     9  

                            22                    10  

                            23                    11  

 

                           Max                    12

                           Min                     3

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     6  

                            02                     5  

                            03                     5  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     3  

                            08                     3  

                            09                     3  

                            10                     4  

                            11                     5  

                            12                     4  

                            13                     3  

                            14                     2  

                            15                     1  

                            16                     2  

                            17                     3  

                            18                     3  

                            19                     3  

                            20                     5  

                            21                     6  

                            22                     5  

                            23                     1  

 

                           Max                     9

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     1  

                            01                     3  

                            02                     2  

                            03                     2  

                            04                     3  

                            05                     5  

                            06                     5  

                            07                     3  

                            08                     2  

                            09                     4  

                            10                     4  

                            11                     1  

                            12                     2  

                            13                     4  

                            14                     3  

                            15                     2  

                            16                     3  

                            17                     1  

                            18                     0  

                            19                     1  

                            20                     2  

                            21                     2  

                            22                     1  

                            23                     1  

 

                           Max                     5

                           Min                     0

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                    -1  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     1  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     1  

                            12                     2  

                            13                     2  

                            14                     3  

                            15                     3  

                            16                     6  

                            17                     7  

                            18                     6  

                            19                     5  

                            20                     5  

                            21                     6  

                            22                     5  

                            23                     2  

 

                           Max                     7

                           Min                    -1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     1  

                            01                     2  

                            02                     3  

                            03                     3  

                            04                     3  

                            05                     4  

                            06                     5  

                            07                     5  

                            08                     4  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     4  

                            13                     1  

                            14                     1  

                            15                     2  

                            16                     1  

                            17                     0  

                            18                     0  

                            19                     1  

                            20                     1  

                            21                     2  

                            22                     3  

                            23                     3  

 

                           Max                     5

                           Min                     0

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     2  

                            02                     2  

                            03                     3  

                            04                     3  

                            05                     1  

                            06                     2  

                            07                     4  

                            08                     3  

                            09                     4  

                            10                     3  

                            11                     1  

                            12                     2  

                            13                     3  

                            14                     3  

                            15                     3  

                            16                     2  

                            17                     3  

                            18                     5  

                            19                     3  

                            20                     1  

                            21                     3  

                            22                     3  

                            23                     2  

 

                           Max                     5

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     0  

                            06                     0  

                            07                     2  

                            08                     5  

                            09                     4  

                            10                     4  

                            11                     5  

                            12                     2  

                            13                     1  

                            14                     0  

                            15                     3  

                            16                     5  

                            17                     4  

                            18                     3  

                            19                     3  

                            20                     3  

                            21                     3  

                            22                     4  

                            23                     4  

 

                           Max                     5

                           Min                     0

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     3  

                            03                     1  

                            04                     2  

                            05                     2  

                            06                     1  

                            07                     0  

                            08                     1  

                            09                    -1  

                            10                     0  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     1  

                            15                     1  

                            16                     6  

                            17                     9  

                            18                    11  

                            19                     9  

                            20                     3  

                            21                     2  

                            22                     4  

                            23                     7  

 

                           Max                    11

                           Min                    -1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     7  

                            03                     6  

                            04                     7  

                            05                     8  

                            06                     5  

                            07                     4  

                            08                     4  

                            09                     3  

                            10                     1  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     4  

                            15                     2  

                            16                     3  

                            17                     4  

                            18                     5  

                            19                     3  

                            20                     3  

                            21                     4  

                            22                     6  

                            23                     6  

 

                           Max                     8

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     2  

                            02                     2  

                            03                     4  

                            04                     3  

                            05                     4  

                            06                     2  

                            07                     2  

                            08                     3  

                            09                     4  

                            10                       D

                            11                       D

                            12                       c

                            13                     4  

                            14                     2  

                            15                     2  

                            16                     3  

                            17                     3  

                            18                     1  

                            19                     1  

                            20                     3  

                            21                     2  

                            22                     2  

                            23                     1  

 

                           Max                     4

                           Min                     1

                           Mean                    3

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    -1  

                            01                    -3  

                            02                    -1  

                            03                     0  

                            04                     1  

                            05                     1  

                            06                     0  

                            07                     1  

                            08                     2  

                            09                     3  

                            10                     3  

                            11                     1  

                            12                     0  

                            13                     0  

                            14                     1  

                            15                     1  

                            16                     2  

                            17                     2  

                            18                     1  

                            19                     3  

                            20                     3  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     3

                           Min                    -3

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     6  

                            02                     5  

                            03                     5  

                            04                     7  

                            05                     7  

                            06                     3  

                            07                     3  

                            08                     4  

                            09                     3  

                            10                     4  

                            11                     2  

                            12                     3  

                            13                     7  

                            14                     6  

                            15                     6  

                            16                     7  

                            17                     6  

                            18                     4  

                            19                     4  

                            20                     3  

                            21                     4  

                            22                     7  

                            23                     9  

 

                           Max                     9

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     8  

                            02                     8  

                            03                     8  

                            04                     8  

                            05                     9  

                            06                    11  

                            07                    11  

                            08                    10  

                            09                     9  

                            10                     9  

                            11                     8  

                            12                     8  

                            13                     6  

                            14                     4  

                            15                     7  

                            16                     6  

                            17                     6  

                            18                     7  

                            19                     6  

                            20                     6  

                            21                     8  

                            22                     8  

                            23                     5  

 

                           Max                    11

                           Min                     4

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     8  

                            02                     9  

                            03                     8  

                            04                     6  

                            05                     6  

                            06                     6  

                            07                     6  

                            08                     4  

                            09                     5  

                            10                     5  

                            11                     3  

                            12                     3  

                            13                     1  

                            14                    -1  

                            15                     2  

                            16                     3  

                            17                     3  

                            18                     5  

                            19                     6  

                            20                     3  

                            21                     0  

                            22                     1  

                            23                     3  

 

                           Max                     9

                           Min                    -1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     4  

                            03                     2  

                            04                     1  

                            05                     3  

                            06                     4  

                            07                     6  

                            08                     9  

                            09                     7  

                            10                     9  

                            11                    10  

                            12                     7  

                            13                     7  

                            14                     6  

                            15                     4  

                            16                     4  

                            17                     3  

                            18                     5  

                            19                     7  

                            20                     5  

                            21                     3  

                            22                     2  

                            23                     2  

 

                           Max                    10

                           Min                     1

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     5  

                            02                     6  

                            03                     3  

                            04                     1  

                            05                     4  

                            06                     3  

                            07                     1  

                            08                     2  

                            09                     2  

                            10                    -2  

                            11                    -3  

                            12                     1  

                            13                     4  

                            14                     5  

                            15                     4  

                            16                     1  

                            17                     4  

                            18                     7  

                            19                     6  

                            20                     2  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     7

                           Min                    -3

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     0  

                            02                     0  

                            03                    -1  

                            04                     0  

                            05                     0  

                            06                    -1  

                            07                     0  

                            08                     2  

                            09                     2  

                            10                     0  

                            11                     0  

                            12                     3  

                            13                     5  

                            14                     4  

                            15                     3  

                            16                     6  

                            17                    10  

                            18                    10  

                            19                     9  

                            20                    10  

                            21                    11  

                            22                     9  

                            23                     8  

 

                           Max                    11

                           Min                    -1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                    11  

                            02                    13  

                            03                    15  

                            04                    17  

                            05                    13  

                            06                    11  

                            07                     8  

                            08                    10  

                            09                    13  

                            10                    13  

                            11                    12  

                            12                    12  

                            13                    10  

                            14                     7  

                            15                     6  

                            16                     7  

                            17                     5  

                            18                     5  

                            19                     6  

                            20                     9  

                            21                    10  

                            22                     7  

                            23                     7  

 

                           Max                    17

                           Min                     5

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     8  

                            02                     7  

                            03                     8  

                            04                     7  

                            05                     9  

                            06                     9  

                            07                     7  

                            08                     7  

                            09                    10  

                            10                    13  

                            11                    13  

                            12                    12  

                            13                    10  

                            14                    10  

                            15                    10  

                            16                    13  

                            17                    12  

                            18                    12  

                            19                    12  

                            20                    12  

                            21                    10  

                            22                    10  

                            23                    12  

 

                           Max                    13

                           Min                     7

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                    11  

                            02                    11  

                            03                     7  

                            04                     4  

                            05                     4  

                            06                     3  

                            07                     3  

                            08                     3  

                            09                     5  

                            10                     3  

                            11                     4  

                            12                     3  

                            13                     3  

                            14                     4  

                            15                     7  

                            16                    13  

                            17                     7  

                            18                     4  

                            19                     6  

                            20                     5  

                            21                     3  

                            22                     5  

                            23                     7  

 

                           Max                    13

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     6  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     5  

                            06                     4  

                            07                     5  

                            08                     5  

                            09                     5  

                            10                     9  

                            11                     7  

                            12                    12  

                            13                    13  

                            14                     8  

                            15                     9  

                            16                     7  

                            17                     5  

                            18                     5  

                            19                     6  

                            20                     5  

                            21                     6  

                            22                     4  

                            23                     3  

 

                           Max                    13

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     4  

                            02                     6  

                            03                     2  

                            04                     5  

                            05                     4  

                            06                     2  

                            07                     3  

                            08                     4  

                            09                     4  

                            10                     6  

                            11                     3  

                            12                     4  

                            13                     3  

                            14                     6  

                            15                     5  

                            16                     6  

                            17                     7  

                            18                     7  

                            19                     6  

                            20                     5  

                            21                     4  

                            22                     5  

                            23                     5  

 

                           Max                     7

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     5  

                            03                     5  

                            04                     4  

                            05                     4  

                            06                     5  

                            07                     4  

                            08                     6  

                            09                     6  

                            10                     7  

                            11                     6  

                            12                     7  

                            13                     9  

                            14                    11  

                            15                    11  

                            16                    12  

                            17                    18  

                            18                    15  

                            19                     8  

                            20                     6  

                            21                     5  

                            22                     5  

                            23                     5  

 

                           Max                    18

                           Min                     4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     6  

                            03                    10  

                            04                    11  

                            05                    18  

                            06                    27  

                            07                    17  

                            08                    15  

                            09                    12  

                            10                    10  

                            11                     7  

                            12                     6  

                            13                    13  

                            14                     9  

                            15                     7  

                            16                     8  

                            17                     7  

                            18                     6  

                            19                     6  

                            20                     6  

                            21                     6  

                            22                     8  

                            23                     6  

 

                           Max                    27

                           Min                     4

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     4  

                            03                     3  

                            04                     3  

                            05                     3  

                            06                     3  

                            07                     4  

                            08                     3  

                            09                     2  

                            10                     4  

                            11                     0  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     4  

                            16                     5  

                            17                     7  

                            18                     7  

                            19                     5  

                            20                     6  

                            21                     6  

                            22                     5  

                            23                     4  

 

                           Max                     7

                           Min                     0

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average
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                            01                     4  
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                            04                     3  

                            05                     3  

                            06                     4  

                            07                     5  

                            08                     5  

                            09                       D

                            10                       f

                            11                       f

                            12                     6  

                            13                     7  

                            14                     6  

                            15                     5  

                            16                     7  

                            17                     8  

                            18                     8  

                            19                     9  

                            20                    10  

                            21                     6  

                            22                     3  

                            23                     4  

 

                           Max                    10

                           Min                     3

                           Mean                    5

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     3  

                            03                     4  

                            04                     5  

                            05                     5  

                            06                     5  

                            07                     5  

                            08                     5  

                            09                     5  

                            10                     6  

                            11                     4  

                            12                     5  

                            13                     7  

                            14                     8  

                            15                    12  

                            16                    11  

                            17                     5  

                            18                     4  

                            19                     6  

                            20                     6  

                            21                     7  

                            22                     5  

                            23                     6  

 

                           Max                    12

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     4  

                            03                     5  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     3  

                            08                     4  

                            09                     3  

                            10                     3  

                            11                     4  

                            12                     4  

                            13                     6  

                            14                     6  

                            15                     7  

                            16                     7  

                            17                     5  

                            18                     5  

                            19                     5  

                            20                     5  

                            21                     3  

                            22                     4  

                            23                     4  

 

                           Max                     7

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     7  

                            06                     7  

                            07                     8  

                            08                     6  

                            09                     8  

                            10                     6  

                            11                     8  

                            12                    17  

                            13                     9  

                            14                    10  

                            15                    13  

                            16                    11  

                            17                    14  

                            18                    12  

                            19                    15  

                            20                    11  

                            21                    11  

                            22                    10  

                            23                     9  

 

                           Max                    17

                           Min                     4

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     7  

                            02                     6  

                            03                     5  

                            04                     4  

                            05                     4  

                            06                     6  

                            07                     7  

                            08                     5  

                            09                     6  

                            10                     7  

                            11                     7  

                            12                     4  

                            13                     7  

                            14                    12  

                            15                    18  

                            16                    16  

                            17                    21  

                            18                    19  

                            19                    25  

                            20                    30  

                            21                    29  

                            22                    20  

                            23                    29  

 

                           Max                    30

                           Min                     4

                           Mean                   13

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    30  

                            01                    40  

                            02                    23  

                            03                    14  

                            04                    14  

                            05                    14  

                            06                    16  

                            07                    10  

                            08                     9  

                            09                    15  

                            10                    15  

                            11                    10  

                            12                     9  

                            13                    10  

                            14                    11  

                            15                    10  

                            16                     9  

                            17                     8  

                            18                     7  

                            19                     8  

                            20                     6  

                            21                     5  

                            22                     6  

                            23                     5  

 

                           Max                    40

                           Min                     5

                           Mean                   13

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     6  

                            03                     4  

                            04                     3  

                            05                     5  

                            06                    12  

                            07                    12  

                            08                    14  

                            09                    16  

                            10                    15  

                            11                    12  

                            12                    16  

                            13                    16  

                            14                    13  

                            15                    12  

                            16                     9  

                            17                    10  

                            18                     8  

                            19                     9  

                            20                     9  

                            21                    10  

                            22                    12  

                            23                    12  

 

                           Max                    16

                           Min                     3

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    13  

                            02                    15  

                            03                    13  

                            04                    13  

                            05                    12  

                            06                    12  

                            07                    12  

                            08                    12  

                            09                    22  

                            10                    11  

                            11                    10  

                            12                    14  

                            13                     9  

                            14                    17  

                            15                    12  

                            16                    20  

                            17                    16  

                            18                    11  

                            19                     8  

                            20                     5  

                            21                     9  

                            22                    11  

                            23                     8  

 

                           Max                    22

                           Min                     5

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     6  

                            02                     6  

                            03                     7  

                            04                     6  

                            05                     5  

                            06                     5  

                            07                     8  

                            08                    10  

                            09                     9  

                            10                    19  

                            11                     7  

                            12                     7  

                            13                     6  

                            14                     4  

                            15                     4  

                            16                     3  

                            17                     3  

                            18                     4  

                            19                     4  

                            20                     5  

                            21                     6  

                            22                     5  

                            23                     5  

 

                           Max                    19

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     4  

                            03                     4  

                            04                     6  

                            05                     4  

                            06                     5  

                            07                     6  

                            08                     7  

                            09                     7  

                            10                     7  

                            11                     8  

                            12                     8  

                            13                     6  

                            14                     7  

                            15                     8  

                            16                     8  

                            17                     8  

                            18                     8  

                            19                     8  

                            20                    10  

                            21                    13  

                            22                    10  

                            23                    10  

 

                           Max                    13

                           Min                     4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     8  

                            02                     6  

                            03                     6  

                            04                     5  

                            05                     5  

                            06                     5  

                            07                     6  

                            08                     7  

                            09                     7  

                            10                     5  

                            11                     4  

                            12                     5  

                            13                     4  

                            14                     3  

                            15                    10  

                            16                    10  

                            17                     7  

                            18                     5  

                            19                     4  

                            20                     3  

                            21                     2  

                            22                     3  

                            23                     3  

 

                           Max                    10

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     6  

                            09                     5  

                            10                     5  

                            11                     4  

                            12                     3  

                            13                     6  

                            14                     4  

                            15                     6  

                            16                     6  

                            17                     6  

                            18                     6  

                            19                     5  

                            20                     5  

                            21                     5  

                            22                     5  

                            23                     5  

 

                           Max                     6

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     7  

                            03                     6  

                            04                     6  

                            05                     7  

                            06                     7  

                            07                    14  

                            08                    11  

                            09                    12  

                            10                    16  

                            11                    21  

                            12                    20  

                            13                    12  

                            14                    12  

                            15                    12  

                            16                    13  

                            17                    10  

                            18                     7  

                            19                     8  

                            20                    16  

                            21                    12  

                            22                     9  

                            23                     8  

 

                           Max                    21

                           Min                     6

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                    11  

                            02                    15  

                            03                    10  

                            04                    13  

                            05                     8  

                            06                     9  

                            07                    10  

                            08                    30  

                            09                    29  

                            10                    15  

                            11                    12  

                            12                     9  

                            13                     9  

                            14                     9  

                            15                     9  

                            16                     8  

                            17                    10  

                            18                     6  

                            19                     5  

                            20                     6  

                            21                     7  

                            22                     6  

                            23                     9  

 

                           Max                    30

                           Min                     5

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     5  

                            03                     4  

                            04                     4  

                            05                     5  

                            06                     6  

                            07                     4  

                            08                    27  

                            09                    10  

                            10                     9  

                            11                     8  

                            12                     5  

                            13                     7  

                            14                     6  

                            15                    46  

                            16                    68  

                            17                    18  

                            18                    11  

                            19                     9  

                            20                     9  

                            21                     8  

                            22                    11  

                            23                    12  

 

                           Max                    68

                           Min                     4

                           Mean                   13

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     9  

                            02                     8  

                            03                     9  

                            04                     8  

                            05                     9  

                            06                     8  

                            07                     5  

                            08                     5  

                            09                     6  

                            10                       D

                            11                       f

                            12                     8  

                            13                    10  

                            14                    14  

                            15                    14  

                            16                    15  

                            17                    21  

                            18                    43  

                            19                    14  

                            20                     9  

                            21                     7  

                            22                    13  

                            23                     8  

 

                           Max                    43

                           Min                     5

                           Mean                   11

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     6  

                            02                     5  

                            03                     5  

                            04                     6  

                            05                     5  

                            06                     7  

                            07                    13  

                            08                    21  

                            09                    42  

                            10                    42  

                            11                    18  

                            12                    13  

                            13                    20  

                            14                    26  

                            15                    11  

                            16                     8  

                            17                     9  

                            18                     7  

                            19                    12  

                            20                     8  

                            21                     4  

                            22                     7  

                            23                     7  

 

                           Max                    42

                           Min                     4

                           Mean                   13

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     5  

                            02                     9  

                            03                    10  

                            04                     6  

                            05                     8  

                            06                    18  

                            07                    20  

                            08                    14  

                            09                    19  

                            10                    14  

                            11                    14  

                            12                    15  

                            13                     7  

                            14                    12  

                            15                    16  

                            16                    27  

                            17                    19  

                            18                    12  

                            19                    10  

                            20                    11  

                            21                    10  

                            22                    10  

                            23                    10  

 

                           Max                    27

                           Min                     5

                           Mean                   13

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                     9  

                            02                    11  

                            03                    11  

                            04                    10  

                            05                    15  

                            06                    13  

                            07                    15  

                            08                    14  

                            09                    14  

                            10                    12  

                            11                    15  

                            12                    15  

                            13                    10  

                            14                    10  

                            15                    11  

                            16                    10  

                            17                    18  

                            18                    18  

                            19                    18  

                            20                    17  

                            21                    16  

                            22                    14  

                            23                    13  

 

                           Max                    18

                           Min                     9

                           Mean                   13

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                     9  

                            02                     8  

                            03                     7  

                            04                     6  

                            05                     7  

                            06                     7  

                            07                     6  

                            08                     9  

                            09                    10  

                            10                    10  

                            11                     7  

                            12                     7  

                            13                     8  

                            14                    10  

                            15                    12  

                            16                    14  

                            17                    12  

                            18                     9  

                            19                    11  

                            20                    13  

                            21                    10  

                            22                    10  

                            23                    12  

 

                           Max                    14

                           Min                     6

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    14  

                            02                    14  

                            03                    10  

                            04                    10  

                            05                    10  

                            06                    39  

                            07                    20  

                            08                    19  

                            09                    24  

                            10                    14  

                            11                    11  

                            12                    14  

                            13                    15  

                            14                    16  

                            15                    20  

                            16                    23  

                            17                    16  

                            18                    22  

                            19                    19  

                            20                    15  

                            21                    11  

                            22                    11  

                            23                     8  

 

                           Max                    39

                           Min                     8

                           Mean                   16

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     6  

                            02                     7  

                            03                     3  

                            04                     2  

                            05                     3  

                            06                     2  

                            07                     4  

                            08                     2  

                            09                     8  

                            10                     4  

                            11                     3  

                            12                     3  

                            13                       +

                            14                       P

                            15                       P

                            16                       d

                            17                       f

                            18                     8  

                            19                     6  

                            20                     5  

                            21                     2  

                            22                     1  

                            23                     3  

 

                           Max                     8

                           Min                     1

                           Mean                    4

                           Hours                  19

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     5  

                            03                     5  

                            04                     6  

                            05                     6  

                            06                     8  

                            07                    11  

                            08                    10  

                            09                     8  

                            10                     8  

                            11                     9  

                            12                     8  

                            13                     9  

                            14                     9  

                            15                     9  

                            16                    10  

                            17                    17  

                            18                    12  

                            19                    27  

                            20                    20  

                            21                    22  

                            22                    12  

                            23                    11  

 

                           Max                    27

                           Min                     2

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    13  

                            02                     8  

                            03                     8  

                            04                     7  

                            05                     8  

                            06                     8  

                            07                     8  

                            08                    11  

                            09                     9  

                            10                    12  

                            11                     9  

                            12                    12  

                            13                    12  

                            14                    12  

                            15                    13  

                            16                    10  

                            17                     9  

                            18                    12  

                            19                    12  

                            20                    11  

                            21                    21  

                            22                    17  

                            23                    17  

 

                           Max                    21

                           Min                     7

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    20  

                            01                    27  

                            02                    49  

                            03                    34  

                            04                    23  

                            05                    10  

                            06                    10  

                            07                     8  

                            08                    12  

                            09                    12  

                            10                     7  

                            11                     7  

                            12                     7  

                            13                     7  

                            14                     8  

                            15                     6  

                            16                     6  

                            17                     6  

                            18                     6  

                            19                     7  

                            20                    14  

                            21                    13  

                            22                     9  

                            23                     8  

 

                           Max                    49

                           Min                     6

                           Mean                   13

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     5  

                            02                     6  

                            03                     4  

                            04                     8  

                            05                     7  

                            06                     6  

                            07                     6  

                            08                     6  

                            09                    10  

                            10                    12  

                            11                    12  

                            12                     9  

                            13                     9  

                            14                    10  

                            15                    14  

                            16                    10  

                            17                    14  

                            18                    10  

                            19                    13  

                            20                    11  

                            21                     8  

                            22                     6  

                            23                     8  

 

                           Max                    14

                           Min                     4

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     9  

                            02                    10  

                            03                     8  

                            04                     9  

                            05                     8  

                            06                     9  

                            07                     9  

                            08                     8  

                            09                     4  

                            10                     4  

                            11                     9  

                            12                     8  

                            13                    12  

                            14                    14  

                            15                    12  

                            16                    11  

                            17                     7  

                            18                     6  

                            19                     5  

                            20                     5  

                            21                     4  

                            22                     5  

                            23                     3  

 

                           Max                    14

                           Min                     3

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     3  

                            03                     0  

                            04                     2  

                            05                     2  

                            06                     2  

                            07                     4  

                            08                     4  

                            09                     6  

                            10                     3  

                            11                     6  

                            12                     6  

                            13                     6  

                            14                     6  

                            15                     8  

                            16                    10  

                            17                    13  

                            18                     7  

                            19                     6  

                            20                     6  

                            21                     7  

                            22                    12  

                            23                    44  

 

                           Max                    44

                           Min                     0

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    31  

                            01                    25  

                            02                    15  

                            03                    11  

                            04                     9  

                            05                     8  

                            06                     8  

                            07                     8  

                            08                     7  

                            09                     4  

                            10                       k

                            11                       f

                            12                     5  

                            13                     4  

                            14                     4  

                            15                     8  

                            16                     8  

                            17                     8  

                            18                     4  

                            19                     6  

                            20                     6  

                            21                     5  

                            22                     5  

                            23                     5  

 

                           Max                    31

                           Min                     4

                           Mean                    9

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     5  

                            03                     4  

                            04                     4  

                            05                     6  

                            06                     5  

                            07                     5  

                            08                     7  

                            09                     6  

                            10                    14  

                            11                     5  

                            12                     4  

                            13                     6  

                            14                     5  

                            15                     5  

                            16                     5  

                            17                     5  

                            18                     5  

                            19                     4  

                            20                     4  

                            21                     3  

                            22                     2  

                            23                     5  

 

                           Max                    14

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     4  

                            02                     4  

                            03                     3  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     7  

                            08                     6  

                            09                     6  

                            10                     9  

                            11                    19  

                            12                    21  

                            13                     9  

                            14                    13  

                            15                    12  

                            16                    13  

                            17                    16  

                            18                    16  

                            19                    16  

                            20                    18  

                            21                    15  

                            22                    14  

                            23                    16  

 

                           Max                    21

                           Min                     3

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    10  

                            02                    14  

                            03                    13  

                            04                    11  

                            05                    13  

                            06                    12  

                            07                    15  

                            08                    18  

                            09                    14  

                            10                    13  

                            11                    13  

                            12                    11  

                            13                     9  

                            14                     8  

                            15                    10  

                            16                     7  

                            17                     8  

                            18                    10  

                            19                    10  

                            20                     5  

                            21                     6  

                            22                     6  

                            23                     5  

 

                           Max                    18

                           Min                     5

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     4  

                            03                     3  

                            04                     3  

                            05                     3  

                            06                     4  

                            07                     3  

                            08                     4  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     4  

                            13                     6  

                            14                     8  

                            15                     9  

                            16                    15  

                            17                    14  

                            18                    12  

                            19                    10  

                            20                    10  

                            21                     8  

                            22                     9  

                            23                     8  

 

                           Max                    15

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     4  

                            02                     5  

                            03                     4  

                            04                     3  

                            05                     4  

                            06                     5  

                            07                     5  

                            08                     9  

                            09                    20  

                            10                     9  

                            11                    21  

                            12                    23  

                            13                    36  

                            14                    22  

                            15                    20  

                            16                    19  

                            17                    16  

                            18                    15  

                            19                    19  

                            20                    13  

                            21                    17  

                            22                    27  

                            23                    21  

 

                           Max                    36

                           Min                     3

                           Mean                   14

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    14  

                            02                    12  

                            03                    10  

                            04                     9  

                            05                     7  

                            06                     7  

                            07                     8  

                            08                     7  

                            09                     8  

                            10                     8  

                            11                     9  

                            12                    25  

                            13                    15  

                            14                    17  

                            15                    17  

                            16                    29  

                            17                    15  

                            18                    18  

                            19                    17  

                            20                    18  

                            21                    12  

                            22                    13  

                            23                    14  

 

                           Max                    29

                           Min                     7

                           Mean                   13

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                     9  

                            02                     9  

                            03                     7  

                            04                     6  

                            05                     6  

                            06                     6  

                            07                     6  

                            08                    31  

                            09                    19  

                            10                     9  

                            11                     8  

                            12                     8  

                            13                     8  

                            14                     5  

                            15                     8  

                            16                     9  

                            17                    11  

                            18                    10  

                            19                    16  

                            20                    12  

                            21                     7  

                            22                    11  

                            23                     4  

 

                           Max                    31

                           Min                     4

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     7  

                            06                    20  

                            07                     7  

                            08                    30  

                            09                    28  

                            10                    15  

                            11                    16  

                            12                    14  

                            13                    29  

                            14                    21  

                            15                    12  

                            16                    29  

                            17                     8  

                            18                    12  

                            19                     6  

                            20                     7  

                            21                     3  

                            22                     4  

                            23                     3  

 

                           Max                    30

                           Min                     3

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     3  

                            02                     3  

                            03                     3  

                            04                     4  

                            05                     3  

                            06                     4  

                            07                     8  

                            08                     4  

                            09                     4  

                            10                     9  

                            11                    16  

                            12                    32  

                            13                    18  

                            14                    16  

                            15                    14  

                            16                    15  

                            17                    11  

                            18                    10  

                            19                     6  

                            20                     5  

                            21                     5  

                            22                     3  

                            23                     7  

 

                           Max                    32

                           Min                     3

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     8  

                            02                     8  

                            03                     6  

                            04                     6  

                            05                    13  

                            06                    13  

                            07                    12  

                            08                     8  

                            09                     9  

                            10                    12  

                            11                    20  

                            12                     6  

                            13                    22  

                            14                    14  

                            15                     8  

                            16                     9  

                            17                     7  

                            18                    11  

                            19                    11  

                            20                     5  

                            21                     6  

                            22                     5  

                            23                     5  

 

                           Max                    22

                           Min                     5

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     4  

                            02                     4  

                            03                     4  

                            04                     5  

                            05                     6  

                            06                     4  

                            07                     4  

                            08                     8  

                            09                    16  

                            10                     7  

                            11                     8  

                            12                     5  

                            13                     9  

                            14                     9  

                            15                     4  

                            16                    11  

                            17                     9  

                            18                     8  

                            19                     6  

                            20                     5  

                            21                     5  

                            22                     8  

                            23                     9  

 

                           Max                    16

                           Min                     4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     3  

                            03                     3  

                            04                     5  

                            05                     5  

                            06                     7  

                            07                     6  

                            08                     7  

                            09                     6  

                            10                     7  

                            11                     6  

                            12                     7  

                            13                     7  

                            14                    13  

                            15                     8  

                            16                     9  

                            17                     8  

                            18                     7  

                            19                     7  

                            20                     9  

                            21                     7  

                            22                     7  

                            23                     5  

 

                           Max                    13

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     3  

                            03                     3  

                            04                     3  

                            05                     3  

                            06                     4  

                            07                     3  

                            08                     6  

                            09                     4  

                            10                     7  

                            11                    18  

                            12                     9  

                            13                     9  

                            14                     6  

                            15                    11  

                            16                    10  

                            17                    13  

                            18                    11  

                            19                     8  

                            20                     6  

                            21                     6  

                            22                    11  

                            23                    14  

 

                           Max                    18

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    19  

                            01                    15  

                            02                    11  

                            03                    11  

                            04                    13  

                            05                    12  

                            06                    10  

                            07                    10  

                            08                    10  

                            09                    14  

                            10                    16  

                            11                    22  

                            12                    12  

                            13                    13  

                            14                    15  

                            15                    52  

                            16                    20  

                            17                    11  

                            18                    15  

                            19                     9  

                            20                    14  

                            21                    17  

                            22                    10  

                            23                    30  

 

                           Max                    52

                           Min                     9

                           Mean                   16

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     6  

                            02                     7  

                            03                     5  

                            04                     5  

                            05                     5  

                            06                     5  

                            07                     6  

                            08                    38  

                            09                     8  

                            10                       D

                            11                       D

                            12                       D

                            13                       f

                            14                       f

                            15                    20  

                            16                    23  

                            17                    11  

                            18                    10  

                            19                    10  

                            20                     9  

                            21                     8  

                            22                     7  

                            23                     6  

 

                           Max                    38

                           Min                     5

                           Mean                   10

                           Hours                  19

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     4  

                            03                     5  

                            04                     3  

                            05                     5  

                            06                     4  

                            07                     5  

                            08                     6  

                            09                     5  

                            10                    11  

                            11                     5  

                            12                     6  

                            13                     7  

                            14                     6  

                            15                     7  

                            16                     7  

                            17                     7  

                            18                     8  

                            19                     9  

                            20                     9  

                            21                    11  

                            22                    19  

                            23                    12  

 

                           Max                    19

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    11  

                            02                     8  

                            03                     7  

                            04                     6  

                            05                     7  

                            06                     7  

                            07                     7  

                            08                     8  

                            09                     9  

                            10                     9  

                            11                     8  

                            12                     8  

                            13                     9  

                            14                    11  

                            15                    10  

                            16                     8  

                            17                     9  

                            18                     8  

                            19                     8  

                            20                     8  

                            21                     7  

                            22                     7  

                            23                     7  

 

                           Max                    12

                           Min                     6

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     6  

                            02                     6  

                            03                     5  

                            04                     6  

                            05                     6  

                            06                     6  

                            07                     6  

                            08                     6  

                            09                     6  

                            10                     6  

                            11                     6  

                            12                     6  

                            13                     6  

                            14                     7  

                            15                    10  

                            16                    10  

                            17                    10  

                            18                     9  

                            19                     7  

                            20                     6  

                            21                     7  

                            22                     6  

                            23                     6  

 

                           Max                    10

                           Min                     5

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     6  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     6  

                            06                     5  

                            07                     5  

                            08                     7  

                            09                     3  

                            10                     5  

                            11                     6  

                            12                     5  

                            13                     4  

                            14                     5  

                            15                     7  

                            16                     6  

                            17                     7  

                            18                     8  

                            19                     8  

                            20                     7  

                            21                     9  

                            22                    10  

                            23                    10  

 

                           Max                    10

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     7  

                            02                     9  

                            03                     5  

                            04                     5  

                            05                     6  

                            06                     5  

                            07                     7  

                            08                     8  

                            09                    14  

                            10                    21  

                            11                    11  

                            12                    10  

                            13                    14  

                            14                    23  

                            15                    10  

                            16                     7  

                            17                    16  

                            18                    15  

                            19                    13  

                            20                     7  

                            21                    25  

                            22                    21  

                            23                     6  

 

                           Max                    25

                           Min                     5

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     7  

                            02                    11  

                            03                     6  

                            04                     6  

                            05                     6  

                            06                     6  

                            07                     5  

                            08                     6  

                            09                    10  

                            10                    14  

                            11                    10  

                            12                    22  

                            13                    24  

                            14                    15  

                            15                    22  

                            16                     9  

                            17                    40  

                            18                    49  

                            19                    21  

                            20                    13  

                            21                     8  

                            22                     4  

                            23                     4  

 

                           Max                    49

                           Min                     4

                           Mean                   14

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     4  

                            03                     3  

                            04                     5  

                            05                     5  

                            06                     6  

                            07                     8  

                            08                    21  

                            09                    27  

                            10                    24  

                            11                    57  

                            12                    54  

                            13                    75  

                            14                    19  

                            15                    19  

                            16                    34  

                            17                    19  

                            18                    15  

                            19                    13  

                            20                    12  

                            21                    12  

                            22                     8  

                            23                     7  

 

                           Max                    75

                           Min                     3

                           Mean                   19

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                    12  

                            02                    14  

                            03                    13  

                            04                    16  

                            05                    13  

                            06                    12  

                            07                    11  

                            08                    23  

                            09                    37  

                            10                    17  

                            11                    25  

                            12                    35  

                            13                    24  

                            14                    10  

                            15                    19  

                            16                    11  

                            17                    14  

                            18                    10  

                            19                    10  

                            20                    12  

                            21                    11  

                            22                     9  

                            23                     9  

 

                           Max                    37

                           Min                     7

                           Mean                   16

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     8  

                            02                     9  

                            03                     8  

                            04                     8  

                            05                     9  

                            06                     8  

                            07                     8  

                            08                    10  

                            09                    15  

                            10                    14  

                            11                    14  

                            12                    12  

                            13                    11  

                            14                    12  

                            15                    13  

                            16                    13  

                            17                    12  

                            18                    13  

                            19                    11  

                            20                    11  

                            21                    11  

                            22                    10  

                            23                    12  

 

                           Max                    15

                           Min                     8

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    11  

                            02                    11  

                            03                     7  

                            04                     4  

                            05                     4  

                            06                     3  

                            07                     3  

                            08                     3  

                            09                     5  

                            10                     3  

                            11                     4  

                            12                     3  

                            13                     3  

                            14                     4  

                            15                     6  

                            16                    13  

                            17                     7  

                            18                     4  

                            19                     5  

                            20                     5  

                            21                     3  

                            22                     5  

                            23                     7  

 

                           Max                    13

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     6  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     5  

                            06                     4  

                            07                     5  

                            08                     5  

                            09                     5  

                            10                     9  

                            11                     7  

                            12                    12  

                            13                    12  

                            14                     8  

                            15                     9  

                            16                     7  

                            17                     5  

                            18                     5  

                            19                     6  

                            20                     5  

                            21                     6  

                            22                     4  

                            23                     3  

 

                           Max                    12

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     4  

                            02                     6  

                            03                     2  

                            04                     4  

                            05                     4  

                            06                     2  

                            07                     3  

                            08                     3  

                            09                     4  

                            10                     6  

                            11                     3  

                            12                     4  

                            13                     3  

                            14                     6  

                            15                     5  

                            16                     6  

                            17                     7  

                            18                     7  

                            19                     6  

                            20                     5  

                            21                     4  

                            22                     5  

                            23                     5  

 

                           Max                     7

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     5  

                            03                     5  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     6  

                            09                     6  

                            10                     7  

                            11                     6  

                            12                     7  

                            13                     9  

                            14                    11  

                            15                    11  

                            16                    12  

                            17                    17  

                            18                    15  

                            19                     8  

                            20                     5  

                            21                     5  

                            22                     5  

                            23                     4  

 

                           Max                    17

                           Min                     4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     6  

                            03                     9  

                            04                    10  

                            05                    17  

                            06                    25  

                            07                    16  

                            08                    14  

                            09                    12  

                            10                    10  

                            11                     7  

                            12                     6  

                            13                    12  

                            14                     8  

                            15                     7  

                            16                     7  

                            17                     6  

                            18                     6  

                            19                     6  

                            20                     6  

                            21                     5  

                            22                     8  

                            23                     6  

 

                           Max                    25

                           Min                     4

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     4  

                            03                     3  

                            04                     3  

                            05                     3  

                            06                     3  

                            07                     4  

                            08                     3  

                            09                     2  

                            10                     4  

                            11                     0  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     4  

                            16                     5  

                            17                     7  

                            18                     7  

                            19                     5  

                            20                     6  

                            21                     6  

                            22                     5  

                            23                     4  

 

                           Max                     7

                           Min                     0

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     4  

                            03                     3  

                            04                     3  

                            05                     3  

                            06                     4  

                            07                     5  

                            08                     5  

                            09                       D

                            10                       f

                            11                       f

                            12                     6  

                            13                     7  

                            14                     6  

                            15                     5  

                            16                     7  

                            17                     8  

                            18                     8  

                            19                     9  

                            20                    10  

                            21                     6  

                            22                     3  

                            23                     4  

 

                           Max                    10

                           Min                     3

                           Mean                    5

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     3  

                            03                     4  

                            04                     5  

                            05                     5  

                            06                     5  

                            07                     5  

                            08                     5  

                            09                     5  

                            10                     6  

                            11                     4  

                            12                     5  

                            13                     7  

                            14                     8  

                            15                    12  

                            16                    11  

                            17                     5  

                            18                     4  

                            19                     6  

                            20                     6  

                            21                     7  

                            22                     5  

                            23                     6  

 

                           Max                    12

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     4  

                            03                     5  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     3  

                            08                     4  

                            09                     3  

                            10                     3  

                            11                     4  

                            12                     4  

                            13                     6  

                            14                     6  

                            15                     7  

                            16                     7  

                            17                     5  

                            18                     5  

                            19                     5  

                            20                     5  

                            21                     3  

                            22                     4  

                            23                     4  

 

                           Max                     7

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     7  

                            06                     7  

                            07                     8  

                            08                     6  

                            09                     8  

                            10                     6  

                            11                     8  

                            12                    18  

                            13                     9  

                            14                    10  

                            15                    13  

                            16                    11  

                            17                    14  

                            18                    12  

                            19                    15  

                            20                    11  

                            21                    11  

                            22                    10  

                            23                     9  

 

                           Max                    18

                           Min                     4

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     7  

                            02                     6  

                            03                     5  

                            04                     4  

                            05                     4  

                            06                     6  

                            07                     7  

                            08                     5  

                            09                     6  

                            10                     7  

                            11                     7  

                            12                     4  

                            13                     6  

                            14                    11  

                            15                    17  

                            16                    15  

                            17                    20  

                            18                    19  

                            19                    23  

                            20                    29  

                            21                    27  

                            22                    18  

                            23                    28  

 

                           Max                    29

                           Min                     4

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    28  

                            01                    37  

                            02                    21  

                            03                    13  

                            04                    13  

                            05                    13  

                            06                    15  

                            07                     9  

                            08                     8  

                            09                    14  

                            10                    14  

                            11                     9  

                            12                     9  

                            13                     9  

                            14                    10  

                            15                     9  

                            16                     8  

                            17                     7  

                            18                     6  

                            19                     7  

                            20                     6  

                            21                     4  

                            22                     5  

                            23                     5  

 

                           Max                    37

                           Min                     4

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     5  

                            03                     4  

                            04                     3  

                            05                     4  

                            06                    11  

                            07                    11  

                            08                    13  

                            09                    15  

                            10                    14  

                            11                    11  

                            12                    15  

                            13                    15  

                            14                    12  

                            15                    11  

                            16                     8  

                            17                     9  

                            18                     7  

                            19                     8  

                            20                     8  

                            21                     9  

                            22                    11  

                            23                    11  

 

                           Max                    15

                           Min                     3

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                    12  

                            02                    14  

                            03                    12  

                            04                    12  

                            05                    12  

                            06                    11  

                            07                    11  

                            08                    11  

                            09                    20  

                            10                    10  

                            11                     9  

                            12                    13  

                            13                     8  

                            14                    16  

                            15                    11  

                            16                    18  

                            17                    15  

                            18                    10  

                            19                     8  

                            20                     5  

                            21                     8  

                            22                    11  

                            23                     8  

 

                           Max                    20

                           Min                     5

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     6  

                            02                     6  

                            03                     6  

                            04                     6  

                            05                     5  

                            06                     5  

                            07                     8  

                            08                     9  

                            09                     9  

                            10                    19  

                            11                     7  

                            12                     7  

                            13                     6  

                            14                     4  

                            15                     4  

                            16                     3  

                            17                     3  

                            18                     4  

                            19                     4  

                            20                     5  

                            21                     6  

                            22                     5  

                            23                     5  

 

                           Max                    19

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     4  

                            03                     4  

                            04                     6  

                            05                     4  

                            06                     5  

                            07                     6  

                            08                     7  

                            09                     7  

                            10                     7  

                            11                     8  

                            12                     7  

                            13                     6  

                            14                     7  

                            15                     8  

                            16                     8  

                            17                     8  

                            18                     8  

                            19                     7  

                            20                    10  

                            21                    13  

                            22                    10  

                            23                    10  

 

                           Max                    13

                           Min                     4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     8  

                            02                     6  

                            03                     6  

                            04                     5  

                            05                     4  

                            06                     5  

                            07                     6  

                            08                     6  

                            09                     7  

                            10                     5  

                            11                     4  

                            12                     5  

                            13                     3  

                            14                     3  

                            15                    10  

                            16                    10  

                            17                     7  

                            18                     5  

                            19                     4  

                            20                     3  

                            21                     2  

                            22                     4  

                            23                     3  

 

                           Max                    10

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     6  

                            09                     5  

                            10                     5  

                            11                     4  

                            12                     3  

                            13                     6  

                            14                     4  

                            15                     6  

                            16                     6  

                            17                     6  

                            18                     6  

                            19                     5  

                            20                     5  

                            21                     5  

                            22                     5  

                            23                     5  

 

                           Max                     6

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     7  

                            03                     6  

                            04                     6  

                            05                     7  

                            06                     6  

                            07                    14  

                            08                    10  

                            09                    11  

                            10                    15  

                            11                    20  

                            12                    19  

                            13                    11  

                            14                    11  

                            15                    11  

                            16                    12  

                            17                     9  

                            18                     6  

                            19                     7  

                            20                    15  

                            21                    11  

                            22                     8  

                            23                     7  

 

                           Max                    20

                           Min                     6

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                    10  

                            02                    14  

                            03                     9  

                            04                    12  

                            05                     7  

                            06                     8  

                            07                     9  

                            08                    27  

                            09                    26  

                            10                    14  

                            11                    11  

                            12                     8  

                            13                     8  

                            14                     8  

                            15                     8  

                            16                     7  

                            17                     9  

                            18                     5  

                            19                     4  

                            20                     5  

                            21                     7  

                            22                     5  

                            23                     8  

 

                           Max                    27

                           Min                     4

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     4  

                            03                     3  

                            04                     4  

                            05                     4  

                            06                     5  

                            07                     4  

                            08                    25  

                            09                     9  

                            10                     8  

                            11                     7  

                            12                     5  

                            13                     7  

                            14                     6  

                            15                    43  

                            16                    63  

                            17                    17  

                            18                    10  

                            19                     8  

                            20                     8  

                            21                     8  

                            22                    10  

                            23                    11  

 

                           Max                    63

                           Min                     3

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     8  

                            02                     7  

                            03                     8  

                            04                     8  

                            05                     8  

                            06                     7  

                            07                     4  

                            08                     5  

                            09                     6  

                            10                       D

                            11                       f

                            12                     7  

                            13                     9  

                            14                    13  

                            15                    13  

                            16                    14  

                            17                    19  

                            18                    41  

                            19                    14  

                            20                     9  

                            21                     7  

                            22                    12  

                            23                     8  

 

                           Max                    41

                           Min                     4

                           Mean                   11

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     5  

                            03                     5  

                            04                     6  

                            05                     5  

                            06                     6  

                            07                    12  

                            08                    19  

                            09                    39  

                            10                    38  

                            11                    16  

                            12                    12  

                            13                    18  

                            14                    24  

                            15                    10  

                            16                     7  

                            17                     8  

                            18                     7  

                            19                    11  

                            20                     7  

                            21                     4  

                            22                     7  

                            23                     6  

 

                           Max                    39

                           Min                     4

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     4  

                            02                     8  

                            03                     9  

                            04                     5  

                            05                     7  

                            06                    16  

                            07                    19  

                            08                    13  

                            09                    17  

                            10                    13  

                            11                    13  

                            12                    15  

                            13                     6  

                            14                    11  

                            15                    16  

                            16                    26  

                            17                    18  

                            18                    12  

                            19                     9  

                            20                    11  

                            21                    10  

                            22                    10  

                            23                    10  

 

                           Max                    26

                           Min                     4

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     9  

                            02                    11  

                            03                    11  

                            04                     9  

                            05                    14  

                            06                    12  

                            07                    14  

                            08                    13  

                            09                    13  

                            10                    11  

                            11                    14  

                            12                    14  

                            13                     9  

                            14                    10  

                            15                    10  

                            16                    10  

                            17                    17  

                            18                    17  

                            19                    17  

                            20                    16  

                            21                    15  

                            22                    13  

                            23                    13  

 

                           Max                    17

                           Min                     9

                           Mean                   13

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                     9  

                            02                     8  

                            03                     7  

                            04                     6  

                            05                     7  

                            06                     7  

                            07                     6  

                            08                     9  

                            09                    10  

                            10                    10  

                            11                     7  

                            12                     7  

                            13                     8  

                            14                    10  

                            15                    12  

                            16                    14  

                            17                    12  

                            18                     9  

                            19                    11  

                            20                    13  

                            21                    10  

                            22                    10  

                            23                    12  

 

                           Max                    14

                           Min                     6

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    14  

                            02                    13  

                            03                     9  

                            04                    10  

                            05                     9  

                            06                    37  

                            07                    19  

                            08                    18  

                            09                    23  

                            10                    14  

                            11                    10  

                            12                    14  

                            13                    15  

                            14                    16  

                            15                    19  

                            16                    23  

                            17                    15  

                            18                    21  

                            19                    19  

                            20                    15  

                            21                    11  

                            22                    11  

                            23                     8  

 

                           Max                    37

                           Min                     8

                           Mean                   16

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     6  

                            02                     7  

                            03                     3  

                            04                     2  

                            05                     3  

                            06                     2  

                            07                     4  

                            08                     2  

                            09                     8  

                            10                     4  

                            11                     3  

                            12                     3  

                            13                       +

                            14                       P

                            15                       P

                            16                       d

                            17                       f

                            18                     7  

                            19                     6  

                            20                     4  

                            21                     2  

                            22                     1  

                            23                     3  

 

                           Max                     8

                           Min                     1

                           Mean                    4

                           Hours                  19

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     5  

                            03                     5  

                            04                     6  

                            05                     6  

                            06                     7  

                            07                    10  

                            08                    10  

                            09                     8  

                            10                     8  

                            11                     8  

                            12                     8  

                            13                     8  

                            14                     8  

                            15                     9  

                            16                    10  

                            17                    16  

                            18                    12  

                            19                    26  

                            20                    19  

                            21                    20  

                            22                    11  

                            23                    11  

 

                           Max                    26

                           Min                     2

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                    12  

                            02                     8  

                            03                     7  

                            04                     6  

                            05                     7  

                            06                     7  

                            07                     7  

                            08                    10  

                            09                     8  

                            10                    11  

                            11                     8  

                            12                    11  

                            13                    11  

                            14                    11  

                            15                    12  

                            16                     9  

                            17                     8  

                            18                    11  

                            19                    11  

                            20                    10  

                            21                    19  

                            22                    16  

                            23                    15  

 

                           Max                    19

                           Min                     6

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    18  

                            01                    24  

                            02                    44  

                            03                    30  

                            04                    20  

                            05                     9  

                            06                     8  

                            07                     7  

                            08                    11  

                            09                    11  

                            10                     6  

                            11                     6  

                            12                     6  

                            13                     7  

                            14                     8  

                            15                     5  

                            16                     5  

                            17                     5  

                            18                     5  

                            19                     6  

                            20                    13  

                            21                    12  

                            22                     8  

                            23                     7  

 

                           Max                    44

                           Min                     5

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     5  

                            03                     4  

                            04                     7  

                            05                     6  

                            06                     6  

                            07                     6  

                            08                     6  

                            09                     9  

                            10                    12  

                            11                    12  

                            12                     9  

                            13                     9  

                            14                    10  

                            15                    14  

                            16                    10  

                            17                    13  

                            18                     9  

                            19                    12  

                            20                    11  

                            21                     7  

                            22                     6  

                            23                     7  

 

                           Max                    14

                           Min                     4

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     8  

                            02                     9  

                            03                     8  

                            04                     8  

                            05                     8  

                            06                     8  

                            07                     9  

                            08                     8  

                            09                     4  

                            10                     4  

                            11                     9  

                            12                     7  

                            13                    12  

                            14                    13  

                            15                    11  

                            16                    10  

                            17                     7  

                            18                     6  

                            19                     5  

                            20                     5  

                            21                     4  

                            22                     5  

                            23                     3  

 

                           Max                    13

                           Min                     3

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     3  

                            02                     2  

                            03                     0  

                            04                     2  

                            05                     2  

                            06                     2  

                            07                     4  

                            08                     4  

                            09                     6  

                            10                     3  

                            11                     5  

                            12                     6  

                            13                     6  

                            14                     6  

                            15                     8  

                            16                    10  

                            17                    13  

                            18                     7  

                            19                     6  

                            20                     6  

                            21                     6  

                            22                    11  

                            23                    42  

 

                           Max                    42

                           Min                     0

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    30  

                            01                    24  

                            02                    14  

                            03                    11  

                            04                     9  

                            05                     8  

                            06                     8  

                            07                     7  

                            08                     7  

                            09                     4  

                            10                       k

                            11                       f

                            12                     5  

                            13                     4  

                            14                     4  

                            15                     8  

                            16                     8  

                            17                     8  

                            18                     4  

                            19                     6  

                            20                     6  

                            21                     5  

                            22                     5  

                            23                     5  

 

                           Max                    30

                           Min                     4

                           Mean                    9

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     5  

                            03                     4  

                            04                     4  

                            05                     6  

                            06                     5  

                            07                     4  

                            08                     7  

                            09                     6  

                            10                    14  

                            11                     5  

                            12                     4  

                            13                     6  

                            14                     5  

                            15                     5  

                            16                     5  

                            17                     5  

                            18                     5  

                            19                     4  

                            20                     4  

                            21                     3  

                            22                     2  

                            23                     5  

 

                           Max                    14

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     4  

                            02                     3  

                            03                     3  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     7  

                            08                     6  

                            09                     6  

                            10                     9  

                            11                    20  

                            12                    21  

                            13                     9  

                            14                    13  

                            15                    12  

                            16                    13  

                            17                    16  

                            18                    15  

                            19                    16  

                            20                    17  

                            21                    14  

                            22                    13  

                            23                    15  

 

                           Max                    21

                           Min                     3

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    10  

                            02                    13  

                            03                    13  

                            04                    11  

                            05                    12  

                            06                    12  

                            07                    15  

                            08                    17  

                            09                    13  

                            10                    13  

                            11                    13  

                            12                    11  

                            13                     9  

                            14                     8  

                            15                    10  

                            16                     7  

                            17                     8  

                            18                    10  

                            19                    10  

                            20                     5  

                            21                     6  

                            22                     6  

                            23                     5  

 

                           Max                    17

                           Min                     5

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     4  

                            03                     3  

                            04                     3  

                            05                     3  

                            06                     4  

                            07                     3  

                            08                     4  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     3  

                            13                     6  

                            14                     8  

                            15                     9  

                            16                    15  

                            17                    14  

                            18                    12  

                            19                    10  

                            20                     9  

                            21                     8  

                            22                     9  

                            23                     8  

 

                           Max                    15

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     4  

                            02                     5  

                            03                     3  

                            04                     3  

                            05                     4  

                            06                     5  

                            07                     4  

                            08                     8  

                            09                    19  

                            10                     9  

                            11                    20  

                            12                    22  

                            13                    36  

                            14                    22  

                            15                    20  

                            16                    19  

                            17                    16  

                            18                    14  

                            19                    18  

                            20                    12  

                            21                    17  

                            22                    26  

                            23                    20  

 

                           Max                    36

                           Min                     3

                           Mean                   14

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    14  

                            02                    12  

                            03                     9  

                            04                     9  

                            05                     7  

                            06                     7  

                            07                     7  

                            08                     7  

                            09                     7  

                            10                     8  

                            11                     9  

                            12                    24  

                            13                    15  

                            14                    17  

                            15                    17  

                            16                    28  

                            17                    14  

                            18                    17  

                            19                    16  

                            20                    18  

                            21                    12  

                            22                    12  

                            23                    13  

 

                           Max                    28

                           Min                     7

                           Mean                   13

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                     9  

                            02                     9  

                            03                     6  

                            04                     6  

                            05                     6  

                            06                     5  

                            07                     6  

                            08                    29  

                            09                    18  

                            10                     9  

                            11                     8  

                            12                     8  

                            13                     8  

                            14                     5  

                            15                     8  

                            16                     9  

                            17                    11  

                            18                    10  

                            19                    15  

                            20                    12  

                            21                     7  

                            22                    11  

                            23                     4  

 

                           Max                    29

                           Min                     4

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     6  

                            06                    19  

                            07                     7  

                            08                    30  

                            09                    28  

                            10                    14  

                            11                    16  

                            12                    14  

                            13                    29  

                            14                    21  

                            15                    12  

                            16                    30  

                            17                     8  

                            18                    12  

                            19                     6  

                            20                     7  

                            21                     2  

                            22                     4  

                            23                     3  

 

                           Max                    30

                           Min                     2

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     3  

                            02                     3  

                            03                     3  

                            04                     4  

                            05                     3  

                            06                     4  

                            07                     8  

                            08                     4  

                            09                     4  

                            10                     9  

                            11                    17  

                            12                    32  

                            13                    18  

                            14                    16  

                            15                    14  

                            16                    15  

                            17                    11  

                            18                    10  

                            19                     6  

                            20                     5  

                            21                     5  

                            22                     3  

                            23                     7  

 

                           Max                    32

                           Min                     3

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     8  

                            02                     8  

                            03                     6  

                            04                     6  

                            05                    12  

                            06                    13  

                            07                    12  

                            08                     8  

                            09                     9  

                            10                    11  

                            11                    19  

                            12                     6  

                            13                    22  

                            14                    13  

                            15                     8  

                            16                     9  

                            17                     7  

                            18                    10  

                            19                    11  

                            20                     5  

                            21                     6  

                            22                     5  

                            23                     5  

 

                           Max                    22

                           Min                     5

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     4  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     6  

                            06                     4  

                            07                     4  

                            08                     8  

                            09                    15  

                            10                     7  

                            11                     8  

                            12                     5  

                            13                     8  

                            14                     9  

                            15                     4  

                            16                    11  

                            17                     8  

                            18                     8  

                            19                     6  

                            20                     5  

                            21                     5  

                            22                     8  

                            23                     9  

 

                           Max                    15

                           Min                     4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     3  

                            03                     3  

                            04                     5  

                            05                     5  

                            06                     7  

                            07                     6  

                            08                     7  

                            09                     6  

                            10                     7  

                            11                     6  

                            12                     7  

                            13                     7  

                            14                    13  

                            15                     8  

                            16                     9  

                            17                     8  

                            18                     7  

                            19                     7  

                            20                     9  

                            21                     7  

                            22                     7  

                            23                     6  

 

                           Max                    13

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     3  

                            03                     3  

                            04                     3  

                            05                     3  

                            06                     4  

                            07                     3  

                            08                     6  

                            09                     4  

                            10                     7  

                            11                    18  

                            12                    10  

                            13                     9  

                            14                     6  

                            15                    12  

                            16                    10  

                            17                    13  

                            18                    12  

                            19                     8  

                            20                     6  

                            21                     6  

                            22                    11  

                            23                    14  

 

                           Max                    18

                           Min                     3

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    18  

                            01                    14  

                            02                    10  

                            03                    10  

                            04                    12  

                            05                    12  

                            06                    10  

                            07                    10  

                            08                    10  

                            09                    13  

                            10                    16  

                            11                    21  

                            12                    12  

                            13                    13  

                            14                    14  

                            15                    49  

                            16                    19  

                            17                    10  

                            18                    14  

                            19                     8  

                            20                    13  

                            21                    16  

                            22                     9  

                            23                    27  

 

                           Max                    49

                           Min                     8

                           Mean                   15

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     5  

                            02                     6  

                            03                     5  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     5  

                            08                    34  

                            09                     7  

                            10                       D

                            11                       D

                            12                       D

                            13                       f

                            14                       f

                            15                    18  

                            16                    22  

                            17                    10  

                            18                     9  

                            19                     9  

                            20                     8  

                            21                     7  

                            22                     7  

                            23                     5  

 

                           Max                    34

                           Min                     4

                           Mean                    9

                           Hours                  19

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     3  

                            02                     3  

                            03                     5  

                            04                     2  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     6  

                            09                     5  

                            10                    10  

                            11                     5  

                            12                     6  

                            13                     7  

                            14                     6  

                            15                     6  

                            16                     7  

                            17                     7  

                            18                     8  

                            19                     9  

                            20                     8  

                            21                    11  

                            22                    18  

                            23                    11  

 

                           Max                    18

                           Min                     2

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                    11  

                            02                     8  

                            03                     7  

                            04                     6  

                            05                     7  

                            06                     7  

                            07                     7  

                            08                     8  

                            09                     8  

                            10                     9  

                            11                     8  

                            12                     8  

                            13                     9  

                            14                    11  

                            15                    10  

                            16                     7  

                            17                     9  

                            18                     7  

                            19                     7  

                            20                     8  

                            21                     7  

                            22                     7  

                            23                     7  

 

                           Max                    11

                           Min                     6

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     5  

                            02                     6  

                            03                     5  

                            04                     6  

                            05                     6  

                            06                     6  

                            07                     6  

                            08                     6  

                            09                     6  

                            10                     6  

                            11                     6  

                            12                     6  

                            13                     6  

                            14                     7  

                            15                    10  

                            16                    10  

                            17                    10  

                            18                     8  

                            19                     7  

                            20                     6  

                            21                     7  

                            22                     6  

                            23                     6  

 

                           Max                    10

                           Min                     5

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     6  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     6  

                            06                     5  

                            07                     5  

                            08                     6  

                            09                     3  

                            10                     5  

                            11                     6  

                            12                     5  

                            13                     4  

                            14                     5  

                            15                     7  

                            16                     6  

                            17                     7  

                            18                     8  

                            19                     8  

                            20                     7  

                            21                     9  

                            22                    10  

                            23                    10  

 

                           Max                    10

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     7  

                            02                     9  

                            03                     5  

                            04                     5  

                            05                     6  

                            06                     5  

                            07                     7  

                            08                     8  

                            09                    14  

                            10                    21  

                            11                    11  

                            12                    10  

                            13                    14  

                            14                    23  

                            15                    10  

                            16                     7  

                            17                    15  

                            18                    14  

                            19                    12  

                            20                     7  

                            21                    24  

                            22                    20  

                            23                     6  

 

                           Max                    24

                           Min                     5

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     7  

                            02                    11  

                            03                     6  

                            04                     6  

                            05                     6  

                            06                     6  

                            07                     5  

                            08                     6  

                            09                    10  

                            10                    14  

                            11                    10  

                            12                    23  

                            13                    24  

                            14                    15  

                            15                    23  

                            16                     9  

                            17                    40  

                            18                    49  

                            19                    21  

                            20                    13  

                            21                     8  

                            22                     4  

                            23                     3  

 

                           Max                    49

                           Min                     3

                           Mean                   14

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     4  

                            03                     3  

                            04                     5  

                            05                     5  

                            06                     6  

                            07                     7  

                            08                    21  

                            09                    27  

                            10                    25  

                            11                    58  

                            12                    54  

                            13                    76  

                            14                    19  

                            15                    19  

                            16                    33  

                            17                    18  

                            18                    15  

                            19                    13  

                            20                    11  

                            21                    12  

                            22                     7  

                            23                     7  

 

                           Max                    76

                           Min                     3

                           Mean                   19

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                    11  

                            02                    14  

                            03                    13  

                            04                    16  

                            05                    13  

                            06                    11  

                            07                    11  

                            08                    22  

                            09                    36  

                            10                    17  

                            11                    24  

                            12                    34  

                            13                    23  

                            14                    10  

                            15                    19  

                            16                    11  

                            17                    13  

                            18                    10  

                            19                    10  

                            20                    11  

                            21                    11  

                            22                     9  

                            23                     9  

 

                           Max                    36

                           Min                     7

                           Mean                   15

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     7  

                            02                     8  

                            03                     7  

                            04                     8  

                            05                     8  

                            06                     8  

                            07                     8  

                            08                     9  

                            09                    15  

                            10                    14  

                            11                    13  

                            12                    12  

                            13                    11  

                            14                    12  

                            15                    13  

                            16                    13  

                            17                    12  

                            18                    12  

                            19                    10  

                            20                    11  

                            21                    11  

                            22                    10  

                            23                    11  

 

                           Max                    15

                           Min                     7

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     4  

                            03                     2  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     2  

                            09                     2  

                            10                     3  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     4

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     0  

                            04                     0  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     2  

                            11                     2  

                            12                     1  

                            13                     1  

                            14                     2  

                            15                     2  

                            16                     1  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     2  

                            13                     2  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     1  

                            08                     2  

                            09                     2  

                            10                     3  

                            11                     4  

                            12                     4  

                            13                     5  

                            14                     5  

                            15                     6  

                            16                     4  

                            17                     4  

                            18                     2  

                            19                     2  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     6

                           Min                     0

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     2  

                            03                     3  

                            04                     4  

                            05                     5  

                            06                     4  

                            07                     4  

                            08                     4  

                            09                     4  

                            10                     3  

                            11                     3  

                            12                     4  

                            13                     3  

                            14                     2  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     5

                           Min                     0

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     3  

                            07                     2  

                            08                     1  

                            09                     2  

                            10                     2  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     2  

                            17                     2  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                       z

                            10                       D

                            11                       z

                            12                     1  

                            13                     0  

                            14                     1  

                            15                     1  

                            16                     2  

                            17                     1  

                            18                     2  

                            19                     3  

                            20                     3  

                            21                     3  

                            22                     1  

                            23                     1  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     1  

                            03                     0  

                            04                     0  

                            05                     1  

                            06                     1  

                            07                     0  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     3  

                            14                     1  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     2  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     0  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     2  

                            09                     2  

                            10                     6  

                            11                     3  

                            12                     2  

                            13                     2  

                            14                     6  

                            15                     5  

                            16                     5  

                            17                     5  

                            18                     6  

                            19                     5  

                            20                     3  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     6

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     1  

                            03                     0  

                            04                     1  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     1  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     1  

                            22                     2  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     1  

                            05                     1  

                            06                     2  

                            07                     3  

                            08                     2  

                            09                     1  

                            10                     1  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     1  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     1  

                            20                     0  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     1  

                            05                     1  

                            06                     2  

                            07                     3  

                            08                     4  

                            09                     4  

                            10                     5  

                            11                     5  

                            12                     6  

                            13                     5  

                            14                     6  

                            15                     5  

                            16                     4  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     5  

                            21                     6  

                            22                     5  

                            23                     5  

 

                           Max                     6

                           Min                     0

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     5  

                            03                     5  

                            04                     6  

                            05                     7  

                            06                     5  

                            07                     3  

                            08                     5  

                            09                     3  

                            10                     3  

                            11                     2  

                            12                     2  

                            13                     3  

                            14                     3  

                            15                     3  

                            16                     3  

                            17                     4  

                            18                     2  

                            19                     1  

                            20                     2  

                            21                     3  

                            22                     2  

                            23                     2  

 

                           Max                     7

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     2  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     2  

                            10                     2  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     1  

                            20                     0  

                            21                     0  

                            22                     1  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     1  

                            09                     1  

                            10                     3  

                            11                     1  

                            12                     2  

                            13                     3  

                            14                     2  

                            15                     2  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     1  

                            06                     2  

                            07                     4  

                            08                     3  

                            09                     3  

                            10                     2  

                            11                     2  

                            12                     2  

                            13                     3  

                            14                     2  

                            15                     3  

                            16                     2  

                            17                     1  

                            18                     1  

                            19                     2  

                            20                     2  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     4

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  
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                            07                     1  

                            08                     1  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     1  

                            13                     0  

                            14                     0  

                            15                     1  

                            16                     2  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     0  

                            21                     0  

                            22                     1  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     0  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     0  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     2  

                            17                     2  

                            18                     3  

                            19                     3  

                            20                     3  

                            21                     3  

                            22                     2  

                            23                     1  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     1  

                            03                     3  

                            04                     3  

                            05                     4  

                            06                     4  

                            07                     2  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     0  

                            16                     0  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     0  

                            21                     0  

                            22                     1  

                            23                     1  

 

                           Max                     4

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     2  

                            06                     1  

                            07                     2  

                            08                     2  

                            09                     1  

                            10                     2  

                            11                     1  

                            12                     1  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     2  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     2

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     0  

                            05                     0  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                       z

                            11                       z

                            12                     2  

                            13                     2  

                            14                     3  

                            15                     4  

                            16                     3  

                            17                     5  

                            18                     3  

                            19                     4  

                            20                     4  

                            21                     4  

                            22                     3  

                            23                     4  

 

                           Max                     5

                           Min                     0

                           Mean                    2

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     1  

                            03                     2  

                            04                     1  

                            05                     1  

                            06                     2  

                            07                     5  

                            08                     4  

                            09                     3  

                            10                     3  

                            11                     3  

                            12                     3  

                            13                     3  

                            14                     3  

                            15                     2  

                            16                     1  

                            17                     1  

                            18                     3  

                            19                     1  

                            20                     1  

                            21                     5  

                            22                     2  

                            23                     1  

 

                           Max                     5

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     1  

                            12                     1  

                            13                     2  

                            14                     3  

                            15                     3  

                            16                     3  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     1  

                            21                     1  

                            22                     2  

                            23                     1  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     2  

                            02                     2  

                            03                     3  

                            04                     3  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     4  

                            09                     4  

                            10                     3  

                            11                     4  

                            12                     3  

                            13                     3  

                            14                     2  

                            15                     2  

                            16                     4  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     3  

                            21                     3  

                            22                     3  

                            23                     3  

 

                           Max                     5

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     2  

                            09                     2  

                            10                     2  

                            11                     2  

                            12                     3  

                            13                     3  

                            14                     3  

                            15                     6  

                            16                     4  

                            17                     2  

                            18                     2  

                            19                     6  

                            20                     5  

                            21                     4  

                            22                     3  

                            23                     4  

 

                           Max                     6

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     8  

                            01                     7  

                            02                     5  

                            03                     4  

                            04                     3  

                            05                     4  

                            06                     6  

                            07                     7  

                            08                     7  

                            09                     6  

                            10                     5  

                            11                     4  

                            12                     6  

                            13                     6  

                            14                     7  

                            15                     9  

                            16                    10  

                            17                     9  

                            18                     7  

                            19                     7  

                            20                     6  

                            21                     6  

                            22                     7  

                            23                     5  

 

                           Max                    10

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     2  

                            02                     1  

                            03                     0  

                            04                     1  

                            05                     0  

                            06                     1  

                            07                     2  

                            08                     6  

                            09                     5  

                            10                     4  

                            11                     3  

                            12                     2  

                            13                       d

                            14                       P

                            15                       d

                            16                       d

                            17                     3  

                            18                     2  

                            19                     2  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     6

                           Min                     0

                           Mean                    2

                           Hours                  20

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     2  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     2  

                            08                     7  

                            09                    11  

                            10                     8  

                            11                     6  

                            12                     5  

                            13                     8  

                            14                     6  

                            15                     5  

                            16                     4  

                            17                     4  

                            18                     2  

                            19                     1  

                            20                     1  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                    11

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     3  

                            04                     4  

                            05                     5  

                            06                     4  

                            07                     5  

                            08                     4  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     7  

                            13                     4  

                            14                     3  

                            15                     3  

                            16                     2  

                            17                     4  

                            18                     4  

                            19                     3  

                            20                     2  

                            21                     2  

                            22                     1  

                            23                     1  

 

                           Max                     7

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     2  

                            06                     2  

                            07                     2  

                            08                     2  

                            09                     1  

                            10                     1  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     2  

                            21                     1  

                            22                     2  

                            23                     3  

 

                           Max                     3

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     1  

                            07                     1  

                            08                     2  

                            09                     3  

                            10                     3  

                            11                     3  

                            12                     3  

                            13                     2  

                            14                     2  

                            15                     3  

                            16                     3  

                            17                     4  

                            18                     4  

                            19                     4  

                            20                     3  

                            21                     3  

                            22                     3  

                            23                     5  

 

                           Max                     5

                           Min                     0

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     5  

                            03                     4  

                            04                     3  

                            05                     3  

                            06                     3  

                            07                     2  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     3  

                            19                     2  

                            20                     1  

                            21                     0  

                            22                     1  

                            23                     1  

 

                           Max                     5

                           Min                     0

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     0  

                            07                     1  

                            08                     2  

                            09                     3  

                            10                     4  

                            11                     4  

                            12                     3  

                            13                     3  

                            14                     4  

                            15                     6  

                            16                     4  

                            17                     2  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     6

                           Min                     0

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     3  

                            06                     3  

                            07                     3  

                            08                     4  

                            09                     3  

                            10                       z

                            11                       D

                            12                       D

                            13                     2  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     4

                           Min                     1

                           Mean                    1

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     2  

                            09                     2  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     0  

                            19                     0  

                            20                     1  

                            21                     0  

                            22                     1  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     0  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     2  

                            10                     2  

                            11                     1  

                            12                     2  

                            13                     3  

                            14                     3  

                            15                     4  

                            16                     5  

                            17                     3  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     3  

                            23                     3  

 

                           Max                     5

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     5  

                            02                     3  

                            03                     3  

                            04                     3  

                            05                     3  

                            06                     4  

                            07                     4  

                            08                     4  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     4  

                            13                     3  

                            14                     3  

                            15                     3  

                            16                     3  

                            17                     3  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     1  

 

                           Max                     5

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     0  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     2  

                            15                     2  

                            16                     3  

                            17                     3  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     2  

                            02                     1  

                            03                     4  

                            04                     5  

                            05                     5  

                            06                     5  

                            07                     5  

                            08                     6  

                            09                     6  

                            10                     6  

                            11                     6  

                            12                     5  

                            13                     8  

                            14                     6  

                            15                     5  

                            16                     5  

                            17                     4  

                            18                     4  

                            19                     4  

                            20                     4  

                            21                     4  

                            22                     4  

                            23                     4  

 

                           Max                     8

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     6  

                            01                     8  

                            02                     5  

                            03                     6  

                            04                     5  

                            05                     4  

                            06                     4  

                            07                     3  

                            08                     3  

                            09                     2  

                            10                     2  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     3  

                            21                     3  

                            22                     3  

                            23                     2  

 

                           Max                     8

                           Min                     2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     1  

                            18                     1  

                            19                     2  

                            20                     2  

                            21                     1  

                            22                     1  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     0  

                            02                     0  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     2  

                            07                     2  

                            08                     4  

                            09                     2  

                            10                     2  

                            11                     2  

                            12                     2  

                            13                     1  

                            14                     2  

                            15                     2  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     4

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     1  

                            10                     1  

                            11                     2  

                            12                     2  

                            13                     3  

                            14                     3  

                            15                     4  

                            16                     5  

                            17                     5  

                            18                     2  

                            19                     2  

                            20                     1  

                            21                     1  

                            22                     0  

                            23                     0  

 

                           Max                     5

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     2  

                            09                     1  

                            10                     1  

                            11                     0  

                            12                     0  

                            13                     1  

                            14                     1  

                            15                     0  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     0  

                            21                     1  

                            22                     0  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     2  

                            02                     1  

                            03                     2  

                            04                     3  

                            05                     3  

                            06                     2  

                            07                     5  

                            08                     7  

                            09                     6  

                            10                     4  

                            11                     4  

                            12                     2  

                            13                     2  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     2  

                            22                     2  

                            23                     1  

 

                           Max                     7

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     0  

                            02                     0  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     2  

                            07                     7  

                            08                     8  

                            09                     4  

                            10                     3  

                            11                     3  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     3  

                            16                     2  

                            17                     2  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     2  

                            22                     1  

                            23                     2  

 

                           Max                     8

                           Min                     0

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     0  

                            07                     0  

                            08                     1  

                            09                     1  

                            10                     5  

                            11                     1  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     1  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     5

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     2  

                            02                     2  

                            03                     1  

                            04                     1  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     0  

                            12                     1  

                            13                     0  

                            14                     0  

                            15                     1  

                            16                     0  

                            17                     0  

                            18                     1  

                            19                     3  

                            20                     5  

                            21                     6  

                            22                     5  

                            23                     3  

 

                           Max                     6

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     9  

                            10                       z

                            11                       D

                            12                       z

                            13                     4  

                            14                     1  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     0  

 

                           Max                     9

                           Min                     0

                           Mean                    1

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     2

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     2  

                            06                     2  

                            07                     2  

                            08                     2  

                            09                     3  

                            10                     3  

                            11                     2  

                            12                     3  

                            13                     3  

                            14                     3  

                            15                     2  

                            16                     2  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     1  

 

                           Max                     3

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     2  

                            11                     2  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     4  

                            22                     4  

                            23                     3  

 

                           Max                     4

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     2  

                            03                     1  

                            04                     1  

                            05                     2  

                            06                     2  

                            07                     3  

                            08                     4  

                            09                     4  

                            10                     4  

                            11                     3  

                            12                     2  

                            13                     2  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     2  

                            18                     2  

                            19                     1  

                            20                     2  

                            21                     2  

                            22                     1  

                            23                     2  

 

                           Max                     4

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     2  

                            03                     1  

                            04                     1  

                            05                     0  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     0  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     1  

                            06                     1  

                            07                     2  

                            08                     3  

                            09                     4  

                            10                     4  

                            11                     2  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     3  

                            19                     3  

                            20                     3  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     4

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     2  

                            03                     3  

                            04                     2  

                            05                     2  

                            06                     2  

                            07                     3  

                            08                     4  

                            09                     3  

                            10                     2  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     3  

                            17                     3  

                            18                     2  

                            19                     1  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     4

                           Min                     0

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Dunn Center                                            

     Logger Id   : 03                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     1  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     2  

                            09                     3  

                            10                     3  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     1  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.6  

                            01                   1.6  

                            02                   1.2  

                            03                    .6  

                            04                    .4  

                            05                    .3  

                            06                    .2  

                            07                    .2  

                            08                    .5  

                            09                    .8  

                            10                   1.1  

                            11                    .5  

                            12                    .6  

                            13                    .7  

                            14                    .7  

                            15                    .8  

                            16                    .8  

                            17                   1.0  

                            18                    .9  

                            19                    .5  

                            20                    .4  

                            21                    .4  

                            22                    .6  

                            23                   1.7  

 

                           Max                   1.7

                           Min                    .2

                           Mean                   .7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.9  

                            01                    .8  

                            02                    .6  

                            03                    .9  

                            04                   1.1  

                            05                    .4  

                            06                    .3  

                            07                    .4  

                            08                   1.3  

                            09                   3.7  

                            10                   2.4  

                            11                    .9  

                            12                    .6  

                            13                    .3  

                            14                    .4  

                            15                    .4  

                            16                    .8  

                            17                    .4  

                            18                   1.5  

                            19                   1.8  

                            20                   1.9  

                            21                   1.2  

                            22                    .3  

                            23                    .2  

 

                           Max                   3.7

                           Min                    .2

                           Mean                  1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .2  

                            01                    .2  

                            02                    .2  

                            03                    .2  

                            04                    .9  

                            05                    .8  

                            06                    .5  

                            07                    .3  

                            08                    .3  

                            09                    .3  

                            10                    .3  

                            11                    .3  

                            12                    .6  

                            13                    .4  

                            14                    .2  

                            15                    .3  

                            16                    .5  

                            17                    .5  

                            18                    .4  

                            19                    .4  

                            20                    .4  

                            21                    .5  

                            22                    .6  

                            23                    .8  

 

                           Max                    .9

                           Min                    .2

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.1  

                            01                   1.2  

                            02                   1.4  

                            03                   1.7  

                            04                   1.5  

                            05                   1.4  

                            06                   2.0  

                            07                   1.8  

                            08                   1.7  

                            09                   1.2  

                            10                   1.2  

                            11                   1.3  

                            12                   1.4  

                            13                   3.4  

                            14                   4.7  

                            15                   4.3  

                            16                   4.1  

                            17                   1.9  

                            18                    .5  

                            19                    .3  

                            20                    .4  

                            21                   1.1  

                            22                   1.2  

                            23                    .8  

 

                           Max                   4.7

                           Min                    .3

                           Mean                  1.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .6  

                            01                    .5  

                            02                    .5  

                            03                    .5  

                            04                  11.0  

                            05                   4.1  

                            06                   3.7  

                            07                  20.2  

                            08                  13.6  

                            09                   9.7  

                            10                  18.2  

                            11                  36.5  

                            12                   4.5  

                            13                   1.5  

                            14                    .5  

                            15                    .6  

                            16                   2.9  

                            17                   2.8  

                            18                   1.4  

                            19                   1.7  

                            20                   2.3  

                            21                   2.1  

                            22                   6.7  

                            23                   6.4  

 

                           Max                  36.5

                           Min                    .5

                           Mean                  6.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                  14.5  

                            01                   6.0  

                            02                   8.2  

                            03                  16.1  

                            04                   1.3  

                            05                   1.0  

                            06                    .9  

                            07                    .9  

                            08                   1.1  

                            09                   1.1  

                            10                   1.2  

                            11                   1.0  

                            12                    .6  

                            13                    .6  

                            14                    .7  

                            15                    .7  

                            16                    .6  

                            17                    .6  

                            18                    .8  

                            19                    .7  

                            20                    .4  

                            21                    .3  

                            22                    .3  

                            23                    .5  

 

                           Max                  16.1

                           Min                    .3

                           Mean                  2.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .9  

                            01                   1.1  

                            02                   1.1  

                            03                   1.4  

                            04                   1.4  

                            05                    .6  

                            06                    .8  

                            07                   1.1  

                            08                   1.0  

                            09                    .8  

                            10                    .6  

                            11                   1.0  

                            12                    .8  

                            13                   1.0  

                            14                   1.1  

                            15                   1.4  

                            16                   2.1  

                            17                   1.7  

                            18                    .4  

                            19                    .2  

                            20                    .2  

                            21                    .3  

                            22                    .3  

                            23                    .3  

 

                           Max                   2.1

                           Min                    .2

                           Mean                   .9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .2  

                            01                    .4  

                            02                    .5  

                            03                    .3  

                            04                    .3  

                            05                    .2  

                            06                    .2  

                            07                    .2  

                            08                    .4  

                            09                    .4  

                            10                    .3  

                            11                    .5  

                            12                    .6  

                            13                   1.0  

                            14                    .7  

                            15                    .8  

                            16                    .8  

                            17                    .7  

                            18                    .9  

                            19                    .2  

                            20                    .2  

                            21                    .2  

                            22                    .2  

                            23                    .2  

 

                           Max                   1.0

                           Min                    .2

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .2  

                            01                    .2  

                            02                    .2  

                            03                    .2  

                            04                    .6  

                            05                   1.1  

                            06                    .9  

                            07                    .9  

                            08                   2.2  

                            09                   3.3  

                            10                   1.6  

                            11                   1.2  

                            12                   1.3  

                            13                       z

                            14                       z

                            15                    .1  

                            16                    .2  

                            17                    .2  

                            18                    .3  

                            19                    .3  

                            20                    .4  

                            21                    .4  

                            22                    .3  

                            23                    .2  

 

                           Max                   3.3

                           Min                    .1

                           Mean                   .7

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .2  

                            01                    .2  

                            02                    .2  

                            03                    .2  

                            04                    .2  

                            05                    .3  

                            06                    .3  

                            07                   1.4  

                            08                   1.1  

                            09                    .6  

                            10                    .6  

                            11                   3.6  

                            12                   3.9  

                            13                   1.8  

                            14                   2.0  

                            15                   1.9  

                            16                   1.0  

                            17                    .3  

                            18                    .1  

                            19                    .0  

                            20                    .1  

                            21                    .1  

                            22                    .1  

                            23                    .5  

 

                           Max                   3.9

                           Min                    .0

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .2  

                            02                    .6  

                            03                   1.9  

                            04                   3.6  

                            05                   2.6  

                            06                   2.4  

                            07                   1.8  

                            08                   1.8  

                            09                   2.1  

                            10                    .9  

                            11                    .7  

                            12                    .5  

                            13                    .5  

                            14                    .5  

                            15                    .4  

                            16                    .3  

                            17                    .6  

                            18                    .5  

                            19                    .2  

                            20                    .2  

                            21                    .2  

                            22                    .4  

                            23                    .7  

 

                           Max                   3.6

                           Min                    .2

                           Mean                  1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .8  

                            01                    .8  

                            02                   1.5  

                            03                   1.2  

                            04                   1.9  

                            05                   2.2  

                            06                   4.4  

                            07                   5.7  

                            08                   7.2  

                            09                   5.7  

                            10                   2.9  

                            11                   4.2  

                            12                  10.7  

                            13                  30.2  

                            14                   9.5  

                            15                    .5  

                            16                    .5  

                            17                    .3  

                            18                    .4  

                            19                    .5  

                            20                    .4  

                            21                    .3  

                            22                    .2  

                            23                    .8  

 

                           Max                  30.2

                           Min                    .2

                           Mean                  3.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.2  

                            01                   1.0  

                            02                    .5  

                            03                    .4  

                            04                    .3  

                            05                    .6  

                            06                   3.4  

                            07                  18.5  

                            08                  12.4  

                            09                   9.7  

                            10                   8.6  

                            11                   3.6  

                            12                   4.2  

                            13                   5.7  

                            14                  10.1  

                            15                   1.2  

                            16                   1.2  

                            17                   1.5  

                            18                    .8  

                            19                    .5  

                            20                    .6  

                            21                    .8  

                            22                   1.0  

                            23                    .7  

 

                           Max                  18.5

                           Min                    .3

                           Mean                  3.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .7  

                            01                   1.8  

                            02                   2.6  

                            03                   2.8  

                            04                   2.4  

                            05                   1.6  

                            06                   1.4  

                            07                   1.3  

                            08                   1.4  

                            09                   1.2  

                            10                   1.0  

                            11                    .8  

                            12                    .8  

                            13                    .6  

                            14                   2.3  

                            15                   1.3  

                            16                   1.0  

                            17                   1.3  

                            18                   1.5  

                            19                   1.3  

                            20                    .9  

                            21                    .7  

                            22                    .7  

                            23                    .8  

 

                           Max                   2.8

                           Min                    .6

                           Mean                  1.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .8  

                            01                    .7  

                            02                    .7  

                            03                    .8  

                            04                    .7  

                            05                    .5  

                            06                    .6  

                            07                   1.2  

                            08                   1.3  

                            09                   1.1  

                            10                    .9  

                            11                   2.7  

                            12                   1.7  

                            13                   1.6  

                            14                    .7  

                            15                    .3  

                            16                    .3  

                            17                    .4  

                            18                    .4  

                            19                    .4  

                            20                    .3  

                            21                    .3  

                            22                    .3  

                            23                    .2  

 

                           Max                   2.7

                           Min                    .2

                           Mean                   .7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .2  

                            02                    .2  

                            03                    .1  

                            04                    .1  

                            05                    .1  

                            06                    .8  

                            07                    .3  

                            08                    .3  

                            09                    .2  

                            10                    .6  

                            11                    .5  

                            12                    .7  

                            13                    .8  

                            14                   1.1  

                            15                    .9  

                            16                   2.3  

                            17                   1.1  

                            18                   2.2  

                            19                   1.3  

                            20                   1.1  

                            21                    .5  

                            22                    .6  

                            23                    .5  

 

                           Max                   2.3

                           Min                    .1

                           Mean                   .7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   2.1  

                            01                   6.4  

                            02                   2.1  

                            03                    .6  

                            04                   2.9  

                            05                   5.6  

                            06                   6.5  

                            07                   4.9  

                            08                    .9  

                            09                   3.4  

                            10                   7.6  

                            11                  14.0  

                            12                   9.3  

                            13                   5.5  

                            14                    .8  

                            15                   1.0  

                            16                   1.7  

                            17                   1.5  

                            18                   1.4  

                            19                   1.8  

                            20                   3.1  

                            21                   2.3  

                            22                   2.0  

                            23                   1.5  

 

                           Max                  14.0

                           Min                    .6

                           Mean                  3.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.2  

                            01                    .9  

                            02                    .9  

                            03                    .8  

                            04                    .4  

                            05                    .6  

                            06                    .5  

                            07                    .5  

                            08                    .6  

                            09                    .5  

                            10                    .8  

                            11                   1.7  

                            12                   3.0  

                            13                   1.5  

                            14                   1.0  

                            15                    .5  

                            16                    .4  

                            17                    .4  

                            18                    .6  

                            19                    .5  

                            20                    .5  

                            21                   1.1  

                            22                    .9  

                            23                    .8  

 

                           Max                   3.0

                           Min                    .4

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .3  

                            02                    .3  

                            03                    .3  

                            04                    .6  

                            05                   4.3  

                            06                   1.7  

                            07                    .5  

                            08                    .3  

                            09                    .5  

                            10                    .8  

                            11                   1.3  

                            12                   2.1  

                            13                    .7  

                            14                    .5  

                            15                   3.0  

                            16                   5.7  

                            17                  15.6  

                            18                   2.6  

                            19                    .3  

                            20                    .8  

                            21                    .7  

                            22                    .3  

                            23                    .3  

 

                           Max                  15.6

                           Min                    .3

                           Mean                  1.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .5  

                            02                  16.3  

                            03                    .9  

                            04                    .6  

                            05                   1.6  

                            06                   2.4  

                            07                   2.5  

                            08                   6.0  

                            09                  12.5  

                            10                  18.5  

                            11                   9.5  

                            12                   2.0  

                            13                   9.2  

                            14                   2.1  

                            15                   1.4  

                            16                    .7  

                            17                    .7  

                            18                    .8  

                            19                    .8  

                            20                    .7  

                            21                    .5  

                            22                    .5  

                            23                   1.6  

 

                           Max                  18.5

                           Min                    .3

                           Mean                  3.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   4.0  

                            01                   3.1  

                            02                   5.5  

                            03                   7.0  

                            04                   5.0  

                            05                   4.5  

                            06                   1.1  

                            07                    .6  

                            08                    .4  

                            09                    .5  

                            10                    .4  

                            11                    .4  

                            12                    .4  

                            13                    .4  

                            14                    .4  

                            15                    .4  

                            16                    .5  

                            17                    .6  

                            18                    .7  

                            19                    .6  

                            20                    .5  

                            21                    .4  

                            22                    .5  

                            23                    .5  

 

                           Max                   7.0

                           Min                    .4

                           Mean                  1.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .6  

                            01                   1.2  

                            02                   2.8  

                            03                   3.1  

                            04                   3.0  

                            05                   2.8  

                            06                   3.2  

                            07                   2.7  

                            08                   1.5  

                            09                   1.1  

                            10                    .8  

                            11                    .5  

                            12                    .5  

                            13                    .4  

                            14                    .4  

                            15                    .6  

                            16                   1.2  

                            17                    .6  

                            18                    .8  

                            19                   1.4  

                            20                  25.3  

                            21                  24.2  

                            22                  20.6  

                            23                   7.9  

 

                           Max                  25.3

                           Min                    .4

                           Mean                  4.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                  19.2  

                            01                  24.7  

                            02                  21.0  

                            03                  14.7  

                            04                   4.7  

                            05                   2.7  

                            06                   1.5  

                            07                   2.4  

                            08                   2.2  

                            09                   3.2  

                            10                   2.1  

                            11                   2.5  

                            12                   1.6  

                            13                       z

                            14                       z

                            15                    .9  

                            16                    .8  

                            17                    .9  

                            18                   1.2  

                            19                   1.1  

                            20                    .6  

                            21                    .5  

                            22                    .4  

                            23                    .4  

 

                           Max                  24.7

                           Min                    .4

                           Mean                  4.9

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .8  

                            01                   3.3  

                            02                   4.0  

                            03                   2.3  

                            04                   2.5  

                            05                   1.8  

                            06                   2.1  

                            07                   1.8  

                            08                   2.2  

                            09                   2.0  

                            10                    .7  

                            11                    .5  

                            12                    .2  

                            13                    .2  

                            14                    .3  

                            15                    .3  

                            16                    .4  

                            17                    .6  

                            18                    .7  

                            19                    .9  

                            20                   1.4  

                            21                   1.8  

                            22                   2.3  

                            23                   2.7  

 

                           Max                   4.0

                           Min                    .2

                           Mean                  1.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   2.8  

                            01                   2.9  

                            02                   2.3  

                            03                   1.7  

                            04                  14.4  

                            05                  17.1  

                            06                  11.4  

                            07                   3.9  

                            08                   3.2  

                            09                   2.7  

                            10                   2.2  

                            11                   3.4  

                            12                   4.1  

                            13                   4.2  

                            14                   3.5  

                            15                   3.4  

                            16                   3.2  

                            17                   3.2  

                            18                   2.5  

                            19                   1.8  

                            20                   1.4  

                            21                   1.6  

                            22                   3.2  

                            23                   3.2  

 

                           Max                  17.1

                           Min                   1.4

                           Mean                  4.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   2.2  

                            01                   1.6  

                            02                   1.4  

                            03                   1.3  

                            04                   1.1  

                            05                   1.0  

                            06                    .9  

                            07                    .8  

                            08                    .7  

                            09                    .8  

                            10                    .8  

                            11                   1.5  

                            12                   1.7  

                            13                   1.5  

                            14                   1.3  

                            15                   1.1  

                            16                   1.1  

                            17                    .8  

                            18                    .9  

                            19                   3.2  

                            20                   2.0  

                            21                   1.2  

                            22                    .9  

                            23                    .7  

 

                           Max                   3.2

                           Min                    .7

                           Mean                  1.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .8  

                            01                    .7  

                            02                    .6  

                            03                    .8  

                            04                   1.0  

                            05                    .9  

                            06                    .6  

                            07                   1.3  

                            08                   1.1  

                            09                    .5  

                            10                    .4  

                            11                    .4  

                            12                    .5  

                            13                    .4  

                            14                    .4  

                            15                    .4  

                            16                    .5  

                            17                   1.7  

                            18                  11.4  

                            19                   2.0  

                            20                   3.5  

                            21                   3.6  

                            22                   2.4  

                            23                  17.7  

 

                           Max                  17.7

                           Min                    .4

                           Mean                  2.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   2.2  

                            01                   1.7  

                            02                    .4  

                            03                    .2  

                            04                    .2  

                            05                    .3  

                            06                    .7  

                            07                   1.2  

                            08                   1.0  

                            09                    .8  

                            10                    .8  

                            11                    .8  

                            12                    .8  

                            13                    .9  

                            14                    .9  

                            15                   1.1  

                            16                   1.5  

                            17                   1.0  

                            18                    .6  

                            19                    .4  

                            20                    .4  

                            21                    .5  

                            22                    .5  

                            23                    .4  

 

                           Max                   2.2

                           Min                    .2

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   7.0  

                            01                   5.2  

                            02                   4.9  

                            03                   6.0  

                            04                   7.5  

                            05                   8.0  

                            06                   1.9  

                            07                   1.4  

                            08                   1.7  

                            09                   2.3  

                            10                   2.4  

                            11                   1.0  

                            12                   1.5  

                            13                   1.4  

                            14                    .9  

                            15                    .4  

                            16                   1.6  

                            17                   1.0  

                            18                   7.4  

                            19                  12.7  

                            20                   7.7  

                            21                   1.7  

                            22                   2.0  

                            23                   1.6  

 

                           Max                  12.7

                           Min                    .4

                           Mean                  3.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.3  

                            01                   2.4  

                            02                   3.0  

                            03                    .9  

                            04                    .8  

                            05                    .8  

                            06                    .5  

                            07                    .7  

                            08                   3.1  

                            09                  10.7  

                            10                  71.2  

                            11                  12.9  

                            12                   2.0  

                            13                   6.4  

                            14                  11.3  

                            15                  10.5  

                            16                   9.9  

                            17                  11.0  

                            18                   5.4  

                            19                   8.6  

                            20                  10.0  

                            21                  14.2  

                            22                   2.3  

                            23                   1.2  

 

                           Max                  71.2

                           Min                    .5

                           Mean                  8.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   2.4  

                            01                   1.9  

                            02                   2.2  

                            03                   6.5  

                            04                  10.5  

                            05                  12.3  

                            06                  11.7  

                            07                  10.3  

                            08                   1.0  

                            09                   1.2  

                            10                    .8  

                            11                    .5  

                            12                    .3  

                            13                    .4  

                            14                    .4  

                            15                    .4  

                            16                    .5  

                            17                    .5  

                            18                    .7  

                            19                   1.4  

                            20                   1.7  

                            21                   1.8  

                            22                   2.4  

                            23                   1.7  

 

                           Max                  12.3

                           Min                    .3

                           Mean                  3.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.3  

                            01                    .9  

                            02                    .7  

                            03                    .8  

                            04                    .9  

                            05                    .8  

                            06                    .7  

                            07                    .6  

                            08                    .7  

                            09                    .9  

                            10                   1.1  

                            11                   1.1  

                            12                   1.0  

                            13                    .7  

                            14                   1.0  

                            15                   1.8  

                            16                   1.6  

                            17                   1.3  

                            18                   4.4  

                            19                  10.2  

                            20                   3.1  

                            21                   2.8  

                            22                   2.2  

                            23                   2.5  

 

                           Max                  10.2

                           Min                    .6

                           Mean                  1.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   2.5  

                            01                   3.1  

                            02                   5.3  

                            03                   5.9  

                            04                   5.9  

                            05                   6.7  

                            06                  12.7  

                            07                   3.7  

                            08                   1.4  

                            09                    .9  

                            10                    .7  

                            11                   1.3  

                            12                    .7  

                            13                   1.9  

                            14                   4.6  

                            15                    .8  

                            16                    .7  

                            17                    .5  

                            18                    .7  

                            19                    .5  

                            20                    .4  

                            21                    .3  

                            22                    .3  

                            23                    .3  

 

                           Max                  12.7

                           Min                    .3

                           Mean                  2.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                   1.0  

                            03                   1.7  

                            04                   1.8  

                            05                   1.8  

                            06                    .9  

                            07                   2.0  

                            08                   1.1  

                            09                   1.4  

                            10                   1.4  

                            11                   1.4  

                            12                   1.2  

                            13                   1.2  

                            14                   1.4  

                            15                   1.3  

                            16                   1.2  

                            17                   1.3  

                            18                   1.3  

                            19                   1.1  

                            20                   1.3  

                            21                   1.3  

                            22                   1.3  

                            23                   1.3  

 

                           Max                   2.0

                           Min                    .3

                           Mean                  1.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.1  

                            01                   1.2  

                            02                   1.0  

                            03                    .8  

                            04                    .7  

                            05                    .9  

                            06                   1.4  

                            07                   2.5  

                            08                   1.2  

                            09                    .6  

                            10                    .3  

                            11                    .3  

                            12                    .3  

                            13                    .5  

                            14                    .4  

                            15                    .7  

                            16                    .7  

                            17                    .9  

                            18                   1.1  

                            19                   2.5  

                            20                    .7  

                            21                    .6  

                            22                    .4  

                            23                    .6  

 

                           Max                   2.5

                           Min                    .3

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .8  

                            01                   1.2  

                            02                   7.4  

                            03                  11.9  

                            04                  10.3  

                            05                   5.8  

                            06                    .8  

                            07                    .8  

                            08                   3.7  

                            09                   1.0  

                            10                   2.2  

                            11                   4.9  

                            12                   6.5  

                            13                   3.4  

                            14                    .4  

                            15                    .5  

                            16                    .6  

                            17                    .3  

                            18                    .2  

                            19                    .2  

                            20                    .3  

                            21                    .3  

                            22                    .4  

                            23                    .5  

 

                           Max                  11.9

                           Min                    .2

                           Mean                  2.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   8.0  

                            01                   5.3  

                            02                   2.4  

                            03                   1.6  

                            04                   1.6  

                            05                   2.2  

                            06                   1.9  

                            07                   1.3  

                            08                    .6  

                            09                    .3  

                            10                    .6  

                            11                    .5  

                            12                    .3  

                            13                       z

                            14                       D

                            15                    .2  

                            16                    .2  

                            17                    .2  

                            18                    .2  

                            19                    .2  

                            20                    .3  

                            21                    .2  

                            22                    .3  

                            23                    .5  

 

                           Max                   8.0

                           Min                    .2

                           Mean                  1.3

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .9  

                            01                   1.0  

                            02                    .5  

                            03                    .2  

                            04                    .3  

                            05                    .3  

                            06                    .2  

                            07                    .2  

                            08                    .2  

                            09                    .3  

                            10                    .2  

                            11                    .2  

                            12                    .2  

                            13                    .2  

                            14                    .2  

                            15                    .2  

                            16                    .4  

                            17                   1.1  

                            18                   1.0  

                            19                    .6  

                            20                    .6  

                            21                    .4  

                            22                    .4  

                            23                    .4  

 

                           Max                   1.1

                           Min                    .2

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .1  

                            02                    .1  

                            03                    .1  

                            04                    .1  

                            05                    .1  

                            06                    .1  

                            07                    .1  

                            08                    .1  

                            09                    .1  

                            10                    .1  

                            11                    .1  

                            12                    .1  

                            13                    .1  

                            14                    .1  

                            15                    .1  

                            16                    .1  

                            17                    .1  

                            18                    .0  

                            19                    .0  

                            20                    .1  

                            21                    .1  

                            22                    .1  

                            23                    .1  

 

                           Max                    .3

                           Min                    .0

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .1  

                            01                    .1  

                            02                    .2  

                            03                    .3  

                            04                    .6  

                            05                    .5  

                            06                    .5  

                            07                    .4  

                            08                    .3  

                            09                    .3  

                            10                    .3  

                            11                    .3  

                            12                    .4  

                            13                   1.4  

                            14                   1.1  

                            15                    .8  

                            16                    .7  

                            17                   1.2  

                            18                   1.0  

                            19                    .8  

                            20                    .6  

                            21                    .6  

                            22                    .5  

                            23                   1.1  

 

                           Max                   1.4

                           Min                    .1

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   6.8  

                            01                   6.8  

                            02                    .6  

                            03                    .5  

                            04                    .5  

                            05                   1.1  

                            06                   2.3  

                            07                   4.4  

                            08                   3.2  

                            09                   1.6  

                            10                   1.3  

                            11                   1.2  

                            12                   2.1  

                            13                   5.1  

                            14                   8.1  

                            15                   5.1  

                            16                   1.2  

                            17                   1.3  

                            18                   1.0  

                            19                   1.5  

                            20                   1.4  

                            21                   1.9  

                            22                   1.9  

                            23                   1.1  

 

                           Max                   8.1

                           Min                    .5

                           Mean                  2.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.6  

                            01                   1.8  

                            02                   1.9  

                            03                    .9  

                            04                   1.0  

                            05                    .8  

                            06                    .3  

                            07                    .6  

                            08                    .7  

                            09                    .3  

                            10                    .2  

                            11                    .9  

                            12                    .1  

                            13                    .1  

                            14                    .1  

                            15                    .2  

                            16                    .4  

                            17                    .5  

                            18                    .7  

                            19                    .7  

                            20                    .5  

                            21                    .3  

                            22                    .3  

                            23                    .5  

 

                           Max                   1.9

                           Min                    .1

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .6  

                            01                    .7  

                            02                    .8  

                            03                   2.8  

                            04                   3.6  

                            05                    .7  

                            06                    .8  

                            07                    .8  

                            08                    .8  

                            09                    .9  

                            10                   1.0  

                            11                   1.0  

                            12                    .8  

                            13                    .7  

                            14                    .8  

                            15                    .9  

                            16                   1.0  

                            17                   1.3  

                            18                   1.4  

                            19                    .6  

                            20                    .4  

                            21                    .3  

                            22                    .3  

                            23                    .2  

 

                           Max                   3.6

                           Min                    .2

                           Mean                   .9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .2  

                            01                    .4  

                            02                    .5  

                            03                    .4  

                            04                    .5  

                            05                    .6  

                            06                    .6  

                            07                    .5  

                            08                    .2  

                            09                    .3  

                            10                    .3  

                            11                   2.7  

                            12                   4.4  

                            13                   2.0  

                            14                   2.5  

                            15                   2.9  

                            16                   8.6  

                            17                   1.4  

                            18                    .2  

                            19                    .3  

                            20                    .5  

                            21                    .3  

                            22                    .2  

                            23                    .2  

 

                           Max                   8.6

                           Min                    .2

                           Mean                  1.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .2  

                            01                    .4  

                            02                    .3  

                            03                    .2  

                            04                    .2  

                            05                    .3  

                            06                    .9  

                            07                    .8  

                            08                   1.0  

                            09                    .9  

                            10                    .6  

                            11                   1.0  

                            12                   2.1  

                            13                   1.3  

                            14                   3.8  

                            15                    .3  

                            16                    .2  

                            17                   1.9  

                            18                   7.1  

                            19                   6.9  

                            20                   7.7  

                            21                   2.1  

                            22                    .5  

                            23                   9.3  

 

                           Max                   9.3

                           Min                    .2

                           Mean                  2.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                  18.8  

                            01                  11.0  

                            02                   2.6  

                            03                   1.0  

                            04                   1.3  

                            05                    .7  

                            06                    .7  

                            07                    .4  

                            08                   1.0  

                            09                   6.4  

                            10                   9.2  

                            11                   3.0  

                            12                    .6  

                            13                    .5  

                            14                    .7  

                            15                   1.0  

                            16                   3.9  

                            17                    .5  

                            18                    .3  

                            19                    .4  

                            20                    .4  

                            21                    .4  

                            22                    .5  

                            23                    .7  

 

                           Max                  18.8

                           Min                    .3

                           Mean                  2.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .6  

                            01                    .6  

                            02                    .5  

                            03                    .4  

                            04                    .4  

                            05                    .4  

                            06                    .3  

                            07                    .5  

                            08                    .5  

                            09                    .6  

                            10                    .8  

                            11                    .8  

                            12                    .7  

                            13                    .6  

                            14                    .6  

                            15                    .5  

                            16                    .6  

                            17                    .8  

                            18                    .8  

                            19                   1.3  

                            20                   1.6  

                            21                    .9  

                            22                   1.1  

                            23                   1.0  

 

                           Max                   1.6

                           Min                    .3

                           Mean                   .7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.1  

                            01                    .8  

                            02                    .5  

                            03                    .4  

                            04                    .5  

                            05                    .4  

                            06                    .3  

                            07                    .5  

                            08                    .4  

                            09                    .4  

                            10                    .3  

                            11                    .3  

                            12                    .5  

                            13                    .4  

                            14                    .0  

                            15                    .0  

                            16                    .6  

                            17                   2.3  

                            18                    .9  

                            19                    .6  

                            20                    .8  

                            21                    .6  

                            22                    .6  

                            23                    .7  

 

                           Max                   2.3

                           Min                    .0

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .7  

                            01                   1.8  

                            02                   3.7  

                            03                   8.6  

                            04                   7.1  

                            05                   3.1  

                            06                   1.4  

                            07                    .9  

                            08                    .9  

                            09                    .7  

                            10                    .9  

                            11                   1.9  

                            12                    .5  

                            13                    .8  

                            14                    .4  

                            15                    .4  

                            16                    .8  

                            17                   1.8  

                            18                   1.6  

                            19                   1.9  

                            20                   2.1  

                            21                   2.1  

                            22                   1.8  

                            23                   1.5  

 

                           Max                   8.6

                           Min                    .4

                           Mean                  1.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.8  

                            01                   1.7  

                            02                   1.7  

                            03                   1.7  

                            04                   1.7  

                            05                   1.8  

                            06                   1.7  

                            07                   1.7  

                            08                   1.6  

                            09                   1.4  

                            10                   1.3  

                            11                   1.1  

                            12                    .8  

                            13                    .8  

                            14                    .9  

                            15                    .7  

                            16                    .7  

                            17                    .7  

                            18                    .7  

                            19                   1.0  

                            20                    .7  

                            21                    .4  

                            22                    .3  

                            23                    .2  

 

                           Max                   1.8

                           Min                    .2

                           Mean                  1.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .2  

                            01                    .2  

                            02                    .2  

                            03                    .2  

                            04                    .1  

                            05                    .5  

                            06                    .9  

                            07                    .4  

                            08                    .9  

                            09                   1.5  

                            10                   2.6  

                            11                   1.2  

                            12                   1.3  

                            13                       z

                            14                       z

                            15                   1.2  

                            16                   1.1  

                            17                    .7  

                            18                    .8  

                            19                    .5  

                            20                    .5  

                            21                    .6  

                            22                    .3  

                            23                    .4  

 

                           Max                   2.6

                           Min                    .1

                           Mean                   .7

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .7  

                            01                    .6  

                            02                    .5  

                            03                    .5  

                            04                    .5  

                            05                    .5  

                            06                    .5  

                            07                    .7  

                            08                    .8  

                            09                    .9  

                            10                    .8  

                            11                    .8  

                            12                    .7  

                            13                    .5  

                            14                    .2  

                            15                    .2  

                            16                    .3  

                            17                    .5  

                            18                    .8  

                            19                   1.4  

                            20                   1.3  

                            21                   3.8  

                            22                   2.1  

                            23                   2.4  

 

                           Max                   3.8

                           Min                    .2

                           Mean                   .9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   2.4  

                            01                   1.8  

                            02                    .9  

                            03                    .6  

                            04                    .5  

                            05                    .4  

                            06                    .3  

                            07                    .3  

                            08                    .3  

                            09                    .2  

                            10                    .3  

                            11                    .2  

                            12                    .2  

                            13                    .2  

                            14                    .2  

                            15                    .2  

                            16                    .2  

                            17                    .1  

                            18                    .2  

                            19                    .1  

                            20                    .4  

                            21                    .5  

                            22                    .5  

                            23                    .3  

 

                           Max                   2.4

                           Min                    .1

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .2  

                            02                    .2  

                            03                    .2  

                            04                    .1  

                            05                    .1  

                            06                    .1  

                            07                    .1  

                            08                    .1  

                            09                    .1  

                            10                    .1  

                            11                    .1  

                            12                    .2  

                            13                    .2  

                            14                    .2  

                            15                    .2  

                            16                    .2  

                            17                    .2  

                            18                    .2  

                            19                    .2  

                            20                    .2  

                            21                    .3  

                            22                    .4  

                            23                    .4  

 

                           Max                    .4

                           Min                    .1

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .4  

                            02                    .3  

                            03                   2.3  

                            04                    .6  

                            05                    .8  

                            06                    .8  

                            07                   1.4  

                            08                   5.2  

                            09                  13.5  

                            10                   7.9  

                            11                  13.7  

                            12                   3.5  

                            13                    .9  

                            14                    .6  

                            15                    .6  

                            16                    .5  

                            17                    .4  

                            18                    .7  

                            19                    .3  

                            20                    .8  

                            21                   2.2  

                            22                   1.7  

                            23                   1.6  

 

                           Max                  13.7

                           Min                    .3

                           Mean                  2.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.0  

                            01                   1.0  

                            02                    .6  

                            03                    .5  

                            04                    .5  

                            05                    .5  

                            06                    .5  

                            07                    .4  

                            08                    .4  

                            09                    .4  

                            10                    .4  

                            11                    .7  

                            12                    .5  

                            13                    .4  

                            14                    .3  

                            15                    .2  

                            16                    .2  

                            17                    .2  

                            18                    .2  

                            19                    .2  

                            20                    .1  

                            21                    .2  

                            22                    .3  

                            23                    .2  

 

                           Max                   1.0

                           Min                    .1

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .2  

                            01                    .1  

                            02                    .2  

                            03                    .2  

                            04                    .2  

                            05                    .2  

                            06                    .2  

                            07                    .3  

                            08                    .2  

                            09                    .3  

                            10                    .7  

                            11                   1.4  

                            12                    .8  

                            13                    .9  

                            14                   1.3  

                            15                    .9  

                            16                    .2  

                            17                    .0  

                            18                    .2  

                            19                    .5  

                            20                    .4  

                            21                   1.1  

                            22                   9.8  

                            23                   6.3  

 

                           Max                   9.8

                           Min                    .0

                           Mean                  1.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   3.4  

                            01                   1.4  

                            02                   1.3  

                            03                   1.4  

                            04                   1.8  

                            05                   1.9  

                            06                   1.6  

                            07                   1.2  

                            08                   1.0  

                            09                    .9  

                            10                   1.1  

                            11                   1.6  

                            12                   1.4  

                            13                    .7  

                            14                    .6  

                            15                    .5  

                            16                    .5  

                            17                    .7  

                            18                    .7  

                            19                   1.3  

                            20                   1.5  

                            21                   1.9  

                            22                   1.7  

                            23                   1.3  

 

                           Max                   3.4

                           Min                    .5

                           Mean                  1.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.0  

                            01                    .9  

                            02                   1.3  

                            03                   1.5  

                            04                   1.2  

                            05                   1.0  

                            06                    .8  

                            07                    .9  

                            08                    .9  

                            09                    .7  

                            10                    .3  

                            11                    .3  

                            12                    .2  

                            13                    .2  

                            14                    .2  

                            15                    .2  

                            16                    .2  

                            17                    .2  

                            18                    .1  

                            19                    .1  

                            20                    .2  

                            21                    .2  

                            22                    .1  

                            23                    .1  

 

                           Max                   1.5

                           Min                    .1

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     2  

                            11                     2  

                            12                     3  

                            13                     4  

                            14                     5  

                            15                     3  

                            16                     2  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     5

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     3  

                            11                     8  

                            12                     1  

                            13                     1  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     8

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     2  

                            14                     2  

                            15                     3  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     2  

                            11                     1  

                            12                       D

                            13                       D

                            14                     1  

                            15                     1  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     1  

                            11                     3  

                            12                     2  

                            13                     1  

                            14                     1  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     1  

                            12                     2  

                            13                     8  

                            14                     2  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     8

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     1  

                            10                     2  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     3  

                            15                     1  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     1  

                            09                     7  

                            10                     4  

                            11                     2  

                            12                     1  

                            13                     1  

                            14                     4  

                            15                     2  

                            16                     1  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     7

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     1  

                            10                     1  

                            11                     2  

                            12                     1  

                            13                     2  

                            14                     1  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     1  

                            11                     2  

                            12                     2  

                            13                     1  

                            14                     0  

                            15                     1  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  
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                            09                     0  

                            10                     1  

                            11                     1  

                            12                     2  

                            13                     1  

                            14                     1  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  
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                            08                     0  

                            09                     0  

                            10                     0  
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                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     1  
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                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  
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                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  
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                            10                     3  
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                            13                     2  

                            14                     2  

                            15                     1  

                            16                     1  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  
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                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  
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                            11                     1  
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                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            16                     1  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     2  

                            10                     3  

                            11                     4  

                            12                     4  

                            13                     3  

                            14                     3  

                            15                     3  

                            16                     1  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     4

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     1  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     2  

                            11                     2  

                            12                     1  

                            13                     3  

                            14                     6  

                            15                     2  

                            16                     2  

                            17                     1  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     6

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     3  

                            10                    24  

                            11                     4  

                            12                     1  

                            13                     2  

                            14                     3  

                            15                     3  

                            16                     2  

                            17                     1  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                    24

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     1  

                            10                     2  

                            11                     1  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     1  

                            14                     2  

                            15                     1  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     3  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                       D

                            13                       z

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     1  

                            14                     1  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     1  

                            10                     0  

                            11                     0  

                            12                     1  

                            13                     1  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average
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                            22                     0  

                            23                     0  

 

                           Max                     4

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            23                     0  

 

                           Max                     4

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            23                     0  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Current Time : 09:09
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                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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 Current Time : 09:09
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     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                           Max                     4

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 
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     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     
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                            14                     1  

                            15                     1  

                            16                     1  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     3  

                            10                     2  

                            11                     4  

                            12                     1  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     4

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     1

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     2  

                            09                     4  

                            10                     5  

                            11                     5  

                            12                     2  

                            13                     2  

                            14                     3  

                            15                     1  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     5

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     8  

                            01                     8  

                            02                     5  

                            03                     3  

                            04                     2  

                            05                     2  

                            06                     3  

                            07                     3  

                            08                     4  

                            09                     3  

                            10                     3  

                            11                     2  

                            12                     3  

                            13                     2  

                            14                     2  

                            15                     3  

                            16                     3  

                            17                     3  

                            18                     2  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     2  

 

                           Max                     8

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     1  

                            09                     3  

                            10                     2  

                            11                     1  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     1  

                            07                     2  

                            08                     2  

                            09                     2  

                            10                     2  

                            11                     2  

                            12                     2  

                            13                     3  

                            14                     2  

                            15                     3  

                            16                     4  

                            17                     4  

                            18                     4  

                            19                     4  

                            20                     3  

                            21                     3  

                            22                     2  

                            23                     2  

 

                           Max                     4

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     3  

                            02                     3  

                            03                     3  

                            04                     4  

                            05                     3  

                            06                     4  

                            07                     4  

                            08                     4  

                            09                     4  

                            10                     5  

                            11                     5  

                            12                     5  

                            13                     6  

                            14                     9  

                            15                     9  

                            16                    12  

                            17                    13  

                            18                    12  

                            19                    13  

                            20                    11  

                            21                     9  

                            22                     8  

                            23                     8  

 

                           Max                    13

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     7  

                            01                     4  

                            02                     5  

                            03                     6  

                            04                    13  

                            05                     5  

                            06                     3  

                            07                    12  

                            08                     8  

                            09                     5  

                            10                     8  

                            11                    11  

                            12                     3  

                            13                     3  

                            14                     3  

                            15                     3  

                            16                     5  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     4  

                            21                     4  

                            22                     7  

                            23                     7  

 

                           Max                    13

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    11  

                            01                     5  

                            02                     7  

                            03                    10  

                            04                     3  

                            05                     3  

                            06                     3  

                            07                     3  

                            08                     7  

                            09                     5  

                            10                     4  

                            11                     3  

                            12                     4  

                            13                     4  

                            14                     4  

                            15                     5  

                            16                     5  

                            17                     5  

                            18                     5  

                            19                     5  

                            20                     3  

                            21                     2  

                            22                     1  

                            23                     1  

 

                           Max                    11

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     2  

                            10                     1  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     4  

                            17                     8  

                            18                     6  

                            19                     4  

                            20                     4  

                            21                     4  

                            22                     4  

                            23                     5  

 

                           Max                     8

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     3  

                            06                     3  

                            07                     2  

                            08                     3  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     3  

                            14                     3  

                            15                     4  

                            16                     2  

                            17                     2  

                            18                     1  

                            19                     1  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     6

                           Min                     0

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     1  

                            05                     1  

                            06                     2  

                            07                     2  

                            08                     7  

                            09                     7  

                            10                     5  

                            11                     3  

                            12                       D

                            13                       D

                            14                     3  

                            15                     4  

                            16                     4  

                            17                     5  

                            18                     6  

                            19                     7  

                            20                     6  

                            21                     5  

                            22                     5  

                            23                     4  

 

                           Max                     7

                           Min                     0

                           Mean                    3

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     3  

                            03                     4  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     6  

                            08                     6  

                            09                     6  

                            10                        

                            11                     7  

                            12                     5  

                            13                     4  

                            14                     5  

                            15                     4  

                            16                     4  

                            17                     4  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     1  

                            23                     1  

 

                           Max                     7

                           Min                     1

                           Mean                    3

                           Hours                  23

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     1  

                            03                     0  

                            04                     1  

                            05                     1  

                            06                     2  

                            07                     3  

                            08                     4  

                            09                     3  

                            10                     1  

                            11                     2  

                            12                     4  

                            13                     8  

                            14                     2  

                            15                     1  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     3  

                            20                     3  

                            21                     3  

                            22                     3  

                            23                     3  

 

                           Max                     8

                           Min                     0

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     4  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     4  

                            06                     5  

                            07                    12  

                            08                     9  

                            09                     7  

                            10                     6  

                            11                     4  

                            12                     3  

                            13                     3  

                            14                     4  

                            15                     2  

                            16                     2  

                            17                     3  

                            18                     3  

                            19                     3  

                            20                     4  

                            21                     6  

                            22                     8  

                            23                     6  

 

                           Max                    12

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     7  

                            02                     8  

                            03                     8  

                            04                     7  

                            05                     6  

                            06                     7  

                            07                     8  

                            08                     8  

                            09                     9  

                            10                     6  

                            11                     4  

                            12                     3  

                            13                     3  

                            14                     7  

                            15                     6  

                            16                     7  

                            17                     8  

                            18                     9  

                            19                     8  

                            20                     8  

                            21                     9  

                            22                     9  

                            23                     7  

 

                           Max                     9

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     7  

                            01                     7  

                            02                     7  

                            03                     6  

                            04                     6  

                            05                     5  

                            06                     5  

                            07                     6  

                            08                     6  

                            09                     6  

                            10                     5  

                            11                     5  

                            12                     4  

                            13                     5  

                            14                     4  

                            15                     3  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     7

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     2  

                            17                     2  

                            18                     3  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     1  

 

                           Max                     3

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     4  

                            02                     2  

                            03                     1  

                            04                     2  

                            05                     3  

                            06                     5  

                            07                     3  

                            08                     1  

                            09                     3  

                            10                     4  

                            11                     6  

                            12                     5  

                            13                     3  

                            14                     1  

                            15                     2  

                            16                     3  

                            17                     3  

                            18                     2  

                            19                     3  

                            20                     4  

                            21                     5  

                            22                     5  

                            23                     5  

 

                           Max                     6

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     5  

                            03                     4  

                            04                     3  

                            05                     2  

                            06                     2  

                            07                     1  

                            08                     2  

                            09                     3  

                            10                     3  

                            11                     2  

                            12                     4  

                            13                     4  

                            14                     3  

                            15                     3  

                            16                     3  

                            17                     2  

                            18                     3  

                            19                     2  

                            20                     1  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     6

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     3  

                            06                     1  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     1  

                            16                     2  

                            17                    10  

                            18                     1  

                            19                     1  

                            20                     4  

                            21                     2  

                            22                     1  

                            23                     2  

 

                           Max                    10

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     6  

                            03                     1  

                            04                     1  

                            05                     2  

                            06                     1  

                            07                     1  

                            08                     2  

                            09                     4  

                            10                     4  

                            11                     2  

                            12                     1  

                            13                     2  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     1  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     6

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     2  

                            07                     3  

                            08                     2  

                            09                     2  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     4  

                            03                     5  

                            04                     4  

                            05                     3  

                            06                     4  

                            07                     3  

                            08                     6  

                            09                     9  

                            10                     9  

                            11                     6  

                            12                     5  

                            13                     4  

                            14                     4  

                            15                     5  

                            16                     6  

                            17                     7  

                            18                     7  

                            19                     5  

                            20                    11  

                            21                     9  

                            22                     9  

                            23                     5  

 

                           Max                    11

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    11  

                            01                    13  

                            02                    10  

                            03                     8  

                            04                     4  

                            05                     3  

                            06                     2  

                            07                     3  

                            08                     3  

                            09                     2  

                            10                     1  

                            11                     2  

                            12                       D

                            13                       z

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     2  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     2  

                            23                     3  

 

                           Max                    13

                           Min                     1

                           Mean                    3

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     3  

                            02                     4  

                            03                     2  

                            04                     2  

                            05                     2  

                            06                     2  

                            07                     1  

                            08                     2  

                            09                     2  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     2  

                            14                     2  

                            15                     3  

                            16                     4  

                            17                     4  

                            18                     2  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     2  

                            23                     2  

 

                           Max                     4

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     6  

                            05                     8  

                            06                     6  

                            07                     3  

                            08                     2  

                            09                     2  

                            10                     2  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     3  

                            16                     4  

                            17                     4  

                            18                     4  

                            19                     2  

                            20                     3  

                            21                     4  

                            22                     5  

                            23                     6  

 

                           Max                     8

                           Min                     2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     6  

                            01                     7  

                            02                     7  

                            03                     7  

                            04                     9  

                            05                    10  

                            06                     9  

                            07                     8  

                            08                     9  

                            09                     8  

                            10                     8  

                            11                     9  

                            12                     9  

                            13                     8  

                            14                     8  

                            15                     8  

                            16                     6  

                            17                     7  

                            18                     7  

                            19                     7  

                            20                     6  

                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                    10

                           Min                     6

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     7  

                            01                     5  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     3  

                            09                     4  

                            10                     3  

                            11                     3  

                            12                     4  

                            13                     4  

                            14                     4  

                            15                     4  

                            16                     4  

                            17                     8  

                            18                    12  

                            19                     5  

                            20                     7  

                            21                     7  

                            22                     6  

                            23                    13  

 

                           Max                    13

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     3  

                            03                     3  

                            04                     2  

                            05                     2  

                            06                     3  

                            07                     3  

                            08                     3  

                            09                     3  

                            10                     4  

                            11                     4  

                            12                     4  

                            13                     5  

                            14                     7  

                            15                     5  

                            16                     8  

                            17                    13  

                            18                    14  

                            19                    14  

                            20                    16  

                            21                    17  

                            22                    15  

                            23                    15  

 

                           Max                    17

                           Min                     2

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     8  

                            01                     7  

                            02                     7  

                            03                     7  

                            04                     6  

                            05                     4  

                            06                     2  

                            07                     2  

                            08                     2  

                            09                     2  

                            10                     3  

                            11                     3  

                            12                     3  

                            13                     3  

                            14                     3  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     5  

                            19                     7  

                            20                     4  

                            21                     1  

                            22                     2  

                            23                     2  

 

                           Max                     8

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     3  

                            09                     4  

                            10                    12  

                            11                     2  

                            12                     1  

                            13                     1  

                            14                     3  

                            15                     3  

                            16                     4  

                            17                     6  

                            18                     5  

                            19                     7  

                            20                     8  

                            21                     9  

                            22                     3  

                            23                     1  

 

                           Max                    12

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     1  

                            03                     3  

                            04                     5  

                            05                     6  

                            06                     6  

                            07                     5  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     0  

                            12                     1  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     1  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     7  

                            23                     8  

 

                           Max                     8

                           Min                     0

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     7  

                            01                    12  

                            02                    10  

                            03                     8  

                            04                     7  

                            05                     7  

                            06                     6  

                            07                     6  

                            08                     6  

                            09                     5  

                            10                     5  

                            11                     2  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     2  

                            16                     2  

                            17                     3  

                            18                     5  

                            19                     9  

                            20                     5  

                            21                     4  

                            22                     4  

                            23                     3  

 

                           Max                    12

                           Min                     1

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     5  

                            03                     7  

                            04                     5  

                            05                     6  

                            06                    11  

                            07                     6  

                            08                     6  

                            09                     4  

                            10                     3  

                            11                     3  

                            12                     2  

                            13                     2  

                            14                     3  

                            15                     2  

                            16                     1  

                            17                     1  

                            18                     2  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     2  

                            23                     4  

 

                           Max                    11

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     2  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     2

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     5  

                            06                     6  

                            07                     7  

                            08                     5  

                            09                     4  

                            10                     3  

                            11                     4  

                            12                     4  

                            13                     4  

                            14                     3  

                            15                     3  

                            16                     2  

                            17                     4  

                            18                     4  

                            19                     3  

                            20                     2  

                            21                     2  

                            22                     1  

                            23                     1  

 

                           Max                     7

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     5  

                            03                     7  

                            04                     6  

                            05                     4  

                            06                     2  

                            07                     3  

                            08                     5  

                            09                     3  

                            10                     3  

                            11                     3  

                            12                     3  

                            13                     3  

                            14                     2  

                            15                     2  

                            16                     2  

                            17                     6  

                            18                     5  

                            19                     3  

                            20                     4  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     7

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     3  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     3  

                            06                     3  

                            07                     3  

                            08                     3  

                            09                     3  

                            10                     2  

                            11                     2  

                            12                       D

                            13                       z

                            14                     2  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     3  

                            20                     4  

                            21                     4  

                            22                     4  

                            23                     4  

 

                           Max                     4

                           Min                     2

                           Mean                    2

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     3  

                            02                     3  

                            03                     3  

                            04                     3  

                            05                     3  

                            06                     3  

                            07                     2  

                            08                     3  

                            09                     3  

                            10                     2  

                            11                     3  

                            12                     3  

                            13                     3  

                            14                     3  

                            15                     3  

                            16                     3  

                            17                     4  

                            18                     4  

                            19                     5  

                            20                     4  

                            21                     4  

                            22                     4  

                            23                     4  

 

                           Max                     5

                           Min                     2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     3  

                            03                     2  

                            04                     2  

                            05                     2  

                            06                     3  

                            07                     7  

                            08                     8  

                            09                     5  

                            10                     2  

                            11                     2  

                            12                     3  

                            13                     3  

                            14                     2  

                            15                     3  

                            16                     3  

                            17                     3  

                            18                     3  

                            19                     4  

                            20                     4  

                            21                     4  

                            22                     4  

                            23                     5  

 

                           Max                     8

                           Min                     2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     4  

                            03                     5  

                            04                     5  

                            05                     5  

                            06                     5  

                            07                     6  

                            08                     4  

                            09                     3  

                            10                     4  

                            11                     5  

                            12                     5  

                            13                     7  

                            14                     8  

                            15                     7  

                            16                     8  

                            17                    13  

                            18                    11  

                            19                     8  

                            20                     9  

                            21                     8  

                            22                     9  

                            23                     7  

 

                           Max                    13

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    10  

                            01                     8  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     3  

                            06                     4  

                            07                     6  

                            08                     5  

                            09                     3  

                            10                     3  

                            11                     2  

                            12                     3  

                            13                     3  

                            14                     4  

                            15                     4  

                            16                     3  

                            17                     3  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     3  

                            22                     2  

                            23                     1  

 

                           Max                    10

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     3  

                            17                     3  

                            18                     4  

                            19                     4  

                            20                     5  

                            21                     3  

                            22                     2  

                            23                     1  

 

                           Max                     5

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     3  

                            04                     4  

                            05                     3  

                            06                     3  

                            07                     3  

                            08                     3  

                            09                     3  

                            10                     3  

                            11                     3  

                            12                     3  

                            13                     3  

                            14                     3  

                            15                     2  

                            16                     3  

                            17                     3  

                            18                     4  

                            19                     3  

                            20                     3  

                            21                     4  

                            22                     2  

                            23                     2  

 

                           Max                     4

                           Min                     2

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     3  

                            04                     4  

                            05                     5  

                            06                     4  

                            07                     4  

                            08                     3  

                            09                     5  

                            10                     3  

                            11                     3  

                            12                     3  

                            13                     3  

                            14                     2  

                            15                     3  

                            16                     5  

                            17                     2  

                            18                     1  

                            19                     2  

                            20                     3  

                            21                     2  

                            22                     1  

                            23                     1  

 

                           Max                     5

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     2  

                            03                     1  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     1  

                            09                     0  

                            10                     0  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     2  

                            15                     1  

                            16                     1  

                            17                     2  

                            18                     5  

                            19                     4  

                            20                     5  

                            21                     2  

                            22                     0  

                            23                     5  

 

                           Max                     5

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     9  

                            01                     5  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     2  

                            10                     3  

                            11                     2  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     4  

                            16                     8  

                            17                     7  

                            18                     8  

                            19                     9  

                            20                    11  

                            21                    11  

                            22                     7  

                            23                     5  

 

                           Max                    11

                           Min                     0

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     5  

                            01                     6  

                            02                     6  

                            03                     5  

                            04                     6  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     3  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     4  

                            13                     4  

                            14                     4  

                            15                     3  

                            16                     4  

                            17                     5  

                            18                     5  

                            19                     6  

                            20                     8  

                            21                     6  

                            22                     6  

                            23                     7  

 

                           Max                     8

                           Min                     3

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     7  

                            01                     6  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     4  

                            09                     3  

                            10                     3  

                            11                     3  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     3  

                            17                     4  

                            18                     3  

                            19                     2  

                            20                     2  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     7

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     1  

                            18                     2  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     0  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     1  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     0  

                            03                     1  

                            04                     0  

                            05                     0  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                       z

                            13                       c

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     2  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     2  

                            06                     2  

                            07                     2  

                            08                     3  

                            09                     3  

                            10                     3  

                            11                     3  

                            12                     3  

                            13                     3  

                            14                     2  

                            15                     3  

                            16                     4  

                            17                     5  

                            18                     6  

                            19                     6  

                            20                     6  

                            21                     7  

                            22                     5  

                            23                     6  

 

                           Max                     7

                           Min                     2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     7  

                            01                     6  

                            02                     6  

                            03                     7  

                            04                     6  

                            05                     5  

                            06                     5  

                            07                     6  

                            08                     5  

                            09                     5  

                            10                     6  

                            11                     6  

                            12                     8  

                            13                     7  

                            14                     7  

                            15                     7  

                            16                     8  

                            17                     8  

                            18                     6  

                            19                     6  

                            20                     7  

                            21                     7  

                            22                     6  

                            23                     5  

 

                           Max                     8

                           Min                     5

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     4  

                            03                     5  

                            04                     5  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     4  

                            09                     4  

                            10                     4  

                            11                     3  

                            12                     4  

                            13                     4  

                            14                     4  

                            15                     4  

                            16                     6  

                            17                     5  

                            18                     6  

                            19                     7  

                            20                     9  

                            21                     9  

                            22                    10  

                            23                     8  

 

                           Max                    10

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     4  

                            03                     4  

                            04                     3  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     6  

                            09                     9  

                            10                     6  

                            11                     8  

                            12                     4  

                            13                     4  

                            14                     3  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     4  

                            19                     3  

                            20                     4  

                            21                     3  

                            22                     4  

                            23                     6  

 

                           Max                     9

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     3  

                            03                     5  

                            04                     3  

                            05                     3  

                            06                     3  

                            07                     2  

                            08                     3  

                            09                     2  

                            10                     2  

                            11                     2  

                            12                     3  

                            13                     3  

                            14                     3  

                            15                     2  

                            16                     3  

                            17                     3  

                            18                     5  

                            19                     4  

                            20                     4  

                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     9  

                            01                     8  

                            02                    10  

                            03                     8  

                            04                     9  

                            05                    11  

                            06                    12  

                            07                    12  

                            08                     9  

                            09                     8  

                            10                     8  

                            11                     8  

                            12                     6  

                            13                     6  

                            14                     8  

                            15                     5  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     3  

                            22                     9  

                            23                     6  

 

                           Max                    12

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     5  

                            01                     3  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     3  

                            06                     2  

                            07                     2  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     5

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NO2_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     2  

                            06                     1  

                            07                     1  

                            08                     2  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     3  

                            21                     3  

                            22                     3  

                            23                     2  

 

                           Max                     3

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    23  

                            01                    25  

                            02                    28  

                            03                    31  

                            04                    33  

                            05                    33  

                            06                    32  

                            07                    31  

                            08                    30  

                            09                    32  

                            10                    34  

                            11                    34  

                            12                    34  

                            13                    34  

                            14                    35  

                            15                    35  

                            16                    35  

                            17                    35  

                            18                    37  

                            19                    39  

                            20                    39  

                            21                    39  

                            22                    38  

                            23                    37  

 

                           Max                    39

                           Min                    23

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    36  

                            01                    37  

                            02                    38  

                            03                    38  

                            04                    37  

                            05                    38  

                            06                    38  

                            07                    39  

                            08                    39  

                            09                    36  

                            10                    37  

                            11                    38  

                            12                    37  

                            13                    35  

                            14                    36  

                            15                    35  

                            16                    34  

                            17                    34  

                            18                    32  

                            19                    32  

                            20                    32  

                            21                    33  

                            22                    35  

                            23                    35  

 

                           Max                    39

                           Min                    32

                           Mean                   35

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    39  

                            02                    40  

                            03                    40  

                            04                    39  

                            05                    39  

                            06                    38  

                            07                    37  

                            08                    37  

                            09                    38  

                            10                    39  

                            11                    39  

                            12                    40  

                            13                    41  

                            14                    41  

                            15                    40  

                            16                    37  

                            17                    36  

                            18                    35  

                            19                    35  

                            20                    35  

                            21                    36  

                            22                    37  

                            23                    37  

 

                           Max                    41

                           Min                    35

                           Mean                   38

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    36  

                            01                    36  

                            02                    35  

                            03                    35  

                            04                    34  

                            05                    35  

                            06                    36  

                            07                    34  

                            08                    34  

                            09                    34  

                            10                    33  

                            11                    34  

                            12                    35  

                            13                    34  

                            14                    33  

                            15                    33  

                            16                    29  

                            17                    26  

                            18                    26  

                            19                    24  

                            20                    26  

                            21                    28  

                            22                    28  

                            23                    28  

 

                           Max                    36

                           Min                    24

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    28  

                            01                    33  

                            02                    32  

                            03                    30  

                            04                    22  

                            05                    32  

                            06                    36  

                            07                    26  

                            08                    31  

                            09                    33  

                            10                    31  

                            11                    30  

                            12                    36  

                            13                    37  

                            14                    39  

                            15                    40  

                            16                    38  

                            17                    38  

                            18                    39  

                            19                    38  

                            20                    36  

                            21                    36  

                            22                    33  

                            23                    32  

 

                           Max                    40

                           Min                    22

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    28  

                            01                    34  

                            02                    31  

                            03                    27  

                            04                    35  

                            05                    35  

                            06                    34  

                            07                    33  

                            08                    29  

                            09                    31  

                            10                    34  

                            11                    37  

                            12                    38  

                            13                    39  

                            14                    40  

                            15                    39  

                            16                    39  

                            17                    38  

                            18                    37  

                            19                    37  

                            20                    39  

                            21                    40  

                            22                    40  

                            23                    40  

 

                           Max                    40

                           Min                    27

                           Mean                   35

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    39  

                            01                    38  

                            02                    38  

                            03                    38  

                            04                    38  

                            05                    37  

                            06                    36  

                            07                    36  

                            08                    35  

                            09                    35  

                            10                    36  

                            11                    36  

                            12                    36  

                            13                    37  

                            14                    38  

                            15                    38  

                            16                    35  

                            17                    30  

                            18                    31  

                            19                    33  

                            20                    33  

                            21                    33  

                            22                    33  

                            23                    32  

 

                           Max                    39

                           Min                    30

                           Mean                   35

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    30  

                            01                    30  

                            02                    32  

                            03                    33  

                            04                    34  

                            05                    36  

                            06                    35  

                            07                    37  

                            08                    35  

                            09                    37  

                            10                    39  

                            11                    37  

                            12                    37  

                            13                    37  

                            14                    38  

                            15                    38  

                            16                    37  

                            17                    38  

                            18                    40  

                            19                    41  

                            20                    39  

                            21                    38  

                            22                    38  

                            23                    39  

 

                           Max                    41

                           Min                    30

                           Mean                   36

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    39  

                            01                    39  

                            02                    39  

                            03                    39  

                            04                    38  

                            05                    35  

                            06                    34  

                            07                    35  

                            08                    30  

                            09                    30  

                            10                    34  

                            11                    36  

                            12                    38  

                            13                       z

                            14                       z

                            15                    35  

                            16                    34  

                            17                    33  

                            18                    31  

                            19                    30  

                            20                    29  

                            21                    31  

                            22                    30  

                            23                    30  

 

                           Max                    39

                           Min                    29

                           Mean                   34

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    31  

                            01                    31  

                            02                    29  

                            03                    27  

                            04                    26  

                            05                    27  

                            06                    27  

                            07                    25  

                            08                    25  

                            09                    28  

                            10                        

                            11                    27  

                            12                    30  

                            13                    30  

                            14                    30  

                            15                    31  

                            16                    30  

                            17                    29  

                            18                    32  

                            19                    31  

                            20                    32  

                            21                    31  

                            22                    29  

                            23                    28  

 

                           Max                    32

                           Min                    25

                           Mean                   28

                           Hours                  23

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    29  

                            01                    29  

                            02                    29  

                            03                    29  

                            04                    30  

                            05                    30  

                            06                    30  

                            07                    30  

                            08                    31  

                            09                    32  

                            10                    33  

                            11                    33  

                            12                    34  

                            13                    35  

                            14                    36  

                            15                    37  

                            16                    38  

                            17                    39  

                            18                    39  

                            19                    41  

                            20                    41  

                            21                    41  

                            22                    41  

                            23                    40  

 

                           Max                    41

                           Min                    29

                           Mean                   34

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    39  

                            01                    39  

                            02                    37  

                            03                    37  

                            04                    37  

                            05                    36  

                            06                    36  

                            07                    35  

                            08                    34  

                            09                    35  

                            10                    38  

                            11                    37  

                            12                    36  

                            13                    34  

                            14                    38  

                            15                    38  

                            16                    37  

                            17                    37  

                            18                    37  

                            19                    37  

                            20                    37  

                            21                    37  

                            22                    37  

                            23                    37  

 

                           Max                    39

                           Min                    34

                           Mean                   36

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    35  

                            02                    36  

                            03                    35  

                            04                    34  

                            05                    33  

                            06                    31  

                            07                    22  

                            08                    25  

                            09                    26  

                            10                    27  

                            11                    28  

                            12                    32  

                            13                    31  

                            14                    31  

                            15                    32  

                            16                    31  

                            17                    30  

                            18                    30  

                            19                    30  

                            20                    29  

                            21                    26  

                            22                    24  

                            23                    27  

 

                           Max                    37

                           Min                    22

                           Mean                   30

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    29  

                            01                    27  

                            02                    26  

                            03                    25  

                            04                    27  

                            05                    28  

                            06                    27  

                            07                    25  

                            08                    26  

                            09                    27  

                            10                    29  

                            11                    31  

                            12                    33  

                            13                    34  

                            14                    31  

                            15                    33  

                            16                    32  

                            17                    31  

                            18                    31  

                            19                    31  

                            20                    31  

                            21                    30  

                            22                    29  

                            23                    31  

 

                           Max                    34

                           Min                    25

                           Mean                   29

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    31  

                            01                    30  

                            02                    30  

                            03                    30  

                            04                    30  

                            05                    31  

                            06                    31  

                            07                    31  

                            08                    31  

                            09                    32  

                            10                    34  

                            11                    35  

                            12                    35  

                            13                    35  

                            14                    36  

                            15                    36  

                            16                    38  

                            17                    37  

                            18                    37  

                            19                    37  

                            20                    37  

                            21                    37  

                            22                    36  

                            23                    37  

 

                           Max                    38

                           Min                    30

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    37  

                            02                    37  

                            03                    38  

                            04                    38  

                            05                    37  

                            06                    36  

                            07                    30  

                            08                    31  

                            09                    33  

                            10                    34  

                            11                    35  

                            12                    34  

                            13                    35  

                            14                    35  

                            15                    36  

                            16                    35  

                            17                    34  

                            18                    32  

                            19                    32  

                            20                    33  

                            21                    33  

                            22                    32  

                            23                    33  

 

                           Max                    38

                           Min                    30

                           Mean                   34

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    33  

                            01                    31  

                            02                    33  

                            03                    33  

                            04                    31  

                            05                    31  

                            06                    34  

                            07                    36  

                            08                    39  

                            09                    36  

                            10                    34  

                            11                    33  

                            12                    33  

                            13                    35  

                            14                    36  

                            15                    33  

                            16                    32  

                            17                    32  

                            18                    33  

                            19                    33  

                            20                    31  

                            21                    28  

                            22                    25  

                            23                    25  

 

                           Max                    39

                           Min                    25

                           Mean                   32

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    24  

                            01                    23  

                            02                    26  

                            03                    29  

                            04                    31  

                            05                    34  

                            06                    35  

                            07                    35  

                            08                    34  

                            09                    33  

                            10                    35  

                            11                    36  

                            12                    35  

                            13                    36  

                            14                    37  

                            15                    37  

                            16                    36  

                            17                    36  

                            18                    35  

                            19                    35  

                            20                    36  

                            21                    36  

                            22                    36  

                            23                    37  

 

                           Max                    37

                           Min                    23

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    39  

                            01                    40  

                            02                    40  

                            03                    39  

                            04                    32  

                            05                    29  

                            06                    32  

                            07                    32  

                            08                    32  

                            09                    32  

                            10                    33  

                            11                    35  

                            12                    36  

                            13                    36  

                            14                    36  

                            15                    36  

                            16                    35  

                            17                    27  

                            18                    34  

                            19                    35  

                            20                    33  

                            21                    34  

                            22                    35  

                            23                    33  

 

                           Max                    40

                           Min                    27

                           Mean                   34

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    34  

                            01                    34  

                            02                    28  

                            03                    31  

                            04                    30  

                            05                    29  

                            06                    31  

                            07                    32  

                            08                    33  

                            09                    32  

                            10                    31  

                            11                    34  

                            12                    36  

                            13                    36  

                            14                    36  

                            15                    37  

                            16                    38  

                            17                    38  

                            18                    37  

                            19                    37  

                            20                    37  

                            21                    36  

                            22                    37  

                            23                    36  

 

                           Max                    38

                           Min                    28

                           Mean                   34

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    36  

                            01                    36  

                            02                    37  

                            03                    37  

                            04                    38  

                            05                    38  

                            06                    35  

                            07                    34  

                            08                    35  

                            09                    35  

                            10                    37  

                            11                    38  

                            12                    39  

                            13                    39  

                            14                    40  

                            15                    39  

                            16                    38  

                            17                    37  

                            18                    37  

                            19                    37  

                            20                    37  

                            21                    37  

                            22                    37  

                            23                    36  

 

                           Max                    40

                           Min                    34

                           Mean                   37

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    36  

                            01                    35  

                            02                    33  

                            03                    31  

                            04                    32  

                            05                    32  

                            06                    32  

                            07                    34  

                            08                    31  

                            09                    29  

                            10                    30  

                            11                    33  

                            12                    34  

                            13                    35  

                            14                    35  

                            15                    34  

                            16                    33  

                            17                    31  

                            18                    31  

                            19                    32  

                            20                    27  

                            21                    29  

                            22                    30  

                            23                    32  

 

                           Max                    36

                           Min                    27

                           Mean                   32

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    27  

                            01                    27  

                            02                    29  

                            03                    31  

                            04                    34  

                            05                    35  

                            06                    36  

                            07                    36  

                            08                    35  

                            09                    37  

                            10                    39  

                            11                    39  

                            12                    39  

                            13                       z

                            14                       z

                            15                    40  

                            16                    39  

                            17                    39  

                            18                    39  

                            19                    39  

                            20                    39  

                            21                    39  

                            22                    37  

                            23                    36  

 

                           Max                    40

                           Min                    27

                           Mean                   35

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    35  

                            02                    34  

                            03                    35  

                            04                    35  

                            05                    36  

                            06                    36  

                            07                    36  

                            08                    35  

                            09                    35  

                            10                    35  

                            11                    35  

                            12                    35  

                            13                    34  

                            14                    34  

                            15                    33  

                            16                    32  

                            17                    31  

                            18                    37  

                            19                    38  

                            20                    38  

                            21                    37  

                            22                    36  

                            23                    36  

 

                           Max                    38

                           Min                    31

                           Mean                   35

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    36  

                            01                    36  

                            02                    36  

                            03                    36  

                            04                    31  

                            05                    28  

                            06                    29  

                            07                    32  

                            08                    32  

                            09                    32  

                            10                    33  

                            11                    33  

                            12                    34  

                            13                    35  

                            14                    36  

                            15                    35  

                            16                    34  

                            17                    33  

                            18                    34  

                            19                    35  

                            20                    34  

                            21                    32  

                            22                    30  

                            23                    28  

 

                           Max                    36

                           Min                    28

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    28  

                            01                    27  

                            02                    25  

                            03                    25  

                            04                    22  

                            05                    21  

                            06                    22  

                            07                    22  

                            08                    21  

                            09                    22  

                            10                    22  

                            11                    24  

                            12                    26  

                            13                    29  

                            14                    31  

                            15                    30  

                            16                    30  

                            17                    28  

                            18                    27  

                            19                    27  

                            20                    27  

                            21                    25  

                            22                    24  

                            23                    25  

 

                           Max                    31

                           Min                    21

                           Mean                   25

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    24  

                            01                    26  

                            02                    27  

                            03                    27  

                            04                    27  

                            05                    27  

                            06                    28  

                            07                    28  

                            08                    29  

                            09                    29  

                            10                    29  

                            11                    29  

                            12                    30  

                            13                    31  

                            14                    31  

                            15                    31  

                            16                    32  

                            17                    27  

                            18                    23  

                            19                    29  

                            20                    27  

                            21                    26  

                            22                    27  

                            23                    25  

 

                           Max                    32

                           Min                    23

                           Mean                   27

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    30  

                            01                    30  

                            02                    34  

                            03                    35  

                            04                    36  

                            05                    37  

                            06                    34  

                            07                    32  

                            08                    31  

                            09                    32  

                            10                    35  

                            11                    37  

                            12                    38  

                            13                    39  

                            14                    40  

                            15                    40  

                            16                    37  

                            17                    31  

                            18                    28  

                            19                    25  

                            20                    22  

                            21                    21  

                            22                    22  

                            23                    20  

 

                           Max                    40

                           Min                    20

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    28  

                            01                    28  

                            02                    27  

                            03                    28  

                            04                    30  

                            05                    35  

                            06                    38  

                            07                    38  

                            08                    39  

                            09                    38  

                            10                    37  

                            11                    39  

                            12                    40  

                            13                    39  

                            14                    40  

                            15                    41  

                            16                    40  

                            17                    37  

                            18                    26  

                            19                    20  

                            20                    21  

                            21                    25  

                            22                    25  

                            23                    27  

 

                           Max                    41

                           Min                    20

                           Mean                   32

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    27  

                            01                    27  

                            02                    27  

                            03                    27  

                            04                    27  

                            05                    27  

                            06                    27  

                            07                    26  

                            08                    24  

                            09                    24  

                            10                    18  

                            11                    26  

                            12                    28  

                            13                    29  

                            14                    29  

                            15                    29  

                            16                    28  

                            17                    26  

                            18                    27  

                            19                    24  

                            20                    23  

                            21                    21  

                            22                    27  

                            23                    28  

 

                           Max                    29

                           Min                    18

                           Mean                   26

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    28  

                            01                    27  

                            02                    26  

                            03                    25  

                            04                    24  

                            05                    23  

                            06                    24  

                            07                    25  

                            08                    29  

                            09                    27  

                            10                    27  

                            11                    28  

                            12                    30  

                            13                    32  

                            14                    34  

                            15                    34  

                            16                    33  

                            17                    33  

                            18                    33  

                            19                    31  

                            20                    32  

                            21                    32  

                            22                    27  

                            23                    27  

 

                           Max                    34

                           Min                    23

                           Mean                   28

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    28  

                            01                    23  

                            02                    25  

                            03                    26  

                            04                    26  

                            05                    26  

                            06                    26  

                            07                    26  

                            08                    26  

                            09                    27  

                            10                    27  

                            11                    30  

                            12                    33  

                            13                    33  

                            14                    32  

                            15                    31  

                            16                    30  

                            17                    30  

                            18                    29  

                            19                    25  

                            20                    29  

                            21                    30  

                            22                    30  

                            23                    30  

 

                           Max                    33

                           Min                    23

                           Mean                   28

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    29  

                            01                    28  

                            02                    27  

                            03                    25  

                            04                    27  

                            05                    26  

                            06                    20  

                            07                    26  

                            08                    28  

                            09                    34  

                            10                    39  

                            11                    37  

                            12                    32  

                            13                    32  

                            14                    30  

                            15                    34  

                            16                    36  

                            17                    36  

                            18                    37  

                            19                    39  

                            20                    38  

                            21                    37  

                            22                    35  

                            23                    34  

 

                           Max                    39

                           Min                    20

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    38  

                            01                    41  

                            02                    38  

                            03                    38  

                            04                    37  

                            05                    37  

                            06                    36  

                            07                    36  

                            08                    36  

                            09                    36  

                            10                    36  

                            11                    37  

                            12                    38  

                            13                    37  

                            14                    37  

                            15                    38  

                            16                    39  

                            17                    39  

                            18                    38  

                            19                    39  

                            20                    39  

                            21                    38  

                            22                    38  

                            23                    37  

 

                           Max                    41

                           Min                    36

                           Mean                   37

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    33  

                            01                    31  

                            02                    31  

                            03                    31  

                            04                    32  

                            05                    31  

                            06                    30  

                            07                    30  

                            08                    33  

                            09                    37  

                            10                    42  

                            11                    42  

                            12                    42  

                            13                    44  

                            14                    44  

                            15                    44  

                            16                    45  

                            17                    43  

                            18                    43  

                            19                    43  

                            20                    45  

                            21                    43  

                            22                    45  

                            23                    44  

 

                           Max                    45

                           Min                    30

                           Mean                   38

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    43  

                            01                    43  

                            02                    39  

                            03                    36  

                            04                    35  

                            05                    35  

                            06                    36  

                            07                    35  

                            08                    33  

                            09                    33  

                            10                    33  

                            11                    34  

                            12                    35  

                            13                    37  

                            14                    39  

                            15                    39  

                            16                    37  

                            17                    34  

                            18                    35  

                            19                    36  

                            20                    37  

                            21                    38  

                            22                    40  

                            23                    39  

 

                           Max                    43

                           Min                    33

                           Mean                   36

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    37  

                            02                    39  

                            03                    39  

                            04                    38  

                            05                    36  

                            06                    34  

                            07                    34  

                            08                    35  

                            09                    36  

                            10                    37  

                            11                    39  

                            12                    39  

                            13                       z

                            14                       D

                            15                    40  

                            16                    40  

                            17                    40  

                            18                    39  

                            19                    38  

                            20                    36  

                            21                    36  

                            22                    36  

                            23                    35  

 

                           Max                    40

                           Min                    34

                           Mean                   37

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    35  

                            01                    36  

                            02                    36  

                            03                    35  

                            04                    33  

                            05                    34  

                            06                    35  

                            07                    35  

                            08                    34  

                            09                    34  

                            10                    36  

                            11                    36  

                            12                    36  

                            13                    36  

                            14                    36  

                            15                    36  

                            16                    35  

                            17                    34  

                            18                    34  

                            19                    32  

                            20                    32  

                            21                    32  

                            22                    32  

                            23                    29  

 

                           Max                    36

                           Min                    29

                           Mean                   34

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    29  

                            01                    28  

                            02                    27  

                            03                    27  

                            04                    28  

                            05                    29  

                            06                    28  

                            07                    23  

                            08                    22  

                            09                    26  

                            10                    30  

                            11                    30  

                            12                    29  

                            13                    29  

                            14                    29  

                            15                    29  

                            16                    29  

                            17                    29  

                            18                    30  

                            19                    28  

                            20                    28  

                            21                    28  

                            22                    28  

                            23                    27  

 

                           Max                    30

                           Min                    22

                           Mean                   27

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    27  

                            01                    28  

                            02                    30  

                            03                    33  

                            04                    35  

                            05                    30  

                            06                    34  

                            07                    35  

                            08                    37  

                            09                    39  

                            10                    40  

                            11                    41  

                            12                    41  

                            13                    41  

                            14                    40  

                            15                    43  

                            16                    41  

                            17                    34  

                            18                    36  

                            19                    38  

                            20                    35  

                            21                    34  

                            22                    31  

                            23                    33  

 

                           Max                    43

                           Min                    27

                           Mean                   35

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    31  

                            01                    33  

                            02                    36  

                            03                    35  

                            04                    36  

                            05                    38  

                            06                    36  

                            07                    32  

                            08                    32  

                            09                    30  

                            10                    28  

                            11                    27  

                            12                    27  

                            13                    27  

                            14                    27  

                            15                    32  

                            16                    42  

                            17                    43  

                            18                    42  

                            19                    41  

                            20                    39  

                            21                    39  

                            22                    38  

                            23                    36  

 

                           Max                    43

                           Min                    27

                           Mean                   34

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    34  

                            01                    34  

                            02                    35  

                            03                    36  

                            04                    36  

                            05                    36  

                            06                    37  

                            07                    38  

                            08                    37  

                            09                    37  

                            10                    38  

                            11                    40  

                            12                    40  

                            13                    41  

                            14                    39  

                            15                    39  

                            16                    38  

                            17                    38  

                            18                    38  

                            19                    37  

                            20                    36  

                            21                    37  

                            22                    38  

                            23                    38  

 

                           Max                    41

                           Min                    34

                           Mean                   37

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    38  

                            01                    39  

                            02                    41  

                            03                    40  

                            04                    39  

                            05                    38  

                            06                    38  

                            07                    38  

                            08                    38  

                            09                    38  

                            10                    39  

                            11                    40  

                            12                    43  

                            13                    44  

                            14                    44  

                            15                    45  

                            16                    44  

                            17                    42  

                            18                    41  

                            19                    41  

                            20                    39  

                            21                    37  

                            22                    37  

                            23                    37  

 

                           Max                    45

                           Min                    37

                           Mean                   40

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    36  

                            01                    36  

                            02                    37  

                            03                    34  

                            04                    32  

                            05                    31  

                            06                    32  

                            07                    32  

                            08                    32  

                            09                    30  

                            10                    33  

                            11                    36  

                            12                    36  

                            13                    37  

                            14                    43  

                            15                    43  

                            16                    42  

                            17                    44  

                            18                    41  

                            19                    40  

                            20                    40  

                            21                    44  

                            22                    47  

                            23                    46  

 

                           Max                    47

                           Min                    30

                           Mean                   37

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    44  

                            01                    44  

                            02                    43  

                            03                    39  

                            04                    39  

                            05                    39  

                            06                    38  

                            07                    39  

                            08                    37  

                            09                    40  

                            10                    41  

                            11                    41  

                            12                    42  

                            13                    43  

                            14                    42  

                            15                    43  

                            16                    43  

                            17                    44  

                            18                    41  

                            19                    41  

                            20                    40  

                            21                    43  

                            22                    44  

                            23                    38  

 

                           Max                    44

                           Min                    37

                           Mean                   41

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    34  

                            01                    38  

                            02                    42  

                            03                    42  

                            04                    42  

                            05                    43  

                            06                    44  

                            07                    44  

                            08                    44  

                            09                    42  

                            10                    40  

                            11                    42  

                            12                    42  

                            13                    43  

                            14                    44  

                            15                    43  

                            16                    38  

                            17                    38  

                            18                    37  

                            19                    35  

                            20                    33  

                            21                    31  

                            22                    35  

                            23                    37  

 

                           Max                    44

                           Min                    31

                           Mean                   39

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    35  

                            02                    36  

                            03                    36  

                            04                    35  

                            05                    36  

                            06                    35  

                            07                    36  

                            08                    36  

                            09                    37  

                            10                    39  

                            11                    40  

                            12                    43  

                            13                    47  

                            14                    49  

                            15                    52  

                            16                    53  

                            17                    50  

                            18                    48  

                            19                    43  

                            20                    40  

                            21                    39  

                            22                    37  

                            23                    35  

 

                           Max                    53

                           Min                    35

                           Mean                   40

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    33  

                            01                    33  

                            02                    34  

                            03                    33  

                            04                    32  

                            05                    31  

                            06                    29  

                            07                    28  

                            08                    28  

                            09                    29  

                            10                    32  

                            11                    34  

                            12                    37  

                            13                    38  

                            14                    35  

                            15                    36  

                            16                    41  

                            17                    46  

                            18                    48  

                            19                    47  

                            20                    45  

                            21                    44  

                            22                    44  

                            23                    44  

 

                           Max                    48

                           Min                    28

                           Mean                   36

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    43  

                            01                    41  

                            02                    39  

                            03                    37  

                            04                    36  

                            05                    36  

                            06                    36  

                            07                    36  

                            08                    36  

                            09                    37  

                            10                    37  

                            11                    38  

                            12                    40  

                            13                    42  

                            14                    42  

                            15                    43  

                            16                    43  

                            17                    42  

                            18                    40  

                            19                    40  

                            20                    40  

                            21                    40  

                            22                    40  

                            23                    40  

 

                           Max                    43

                           Min                    36

                           Mean                   39

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    41  

                            01                    41  

                            02                    40  

                            03                    40  

                            04                    40  

                            05                    39  

                            06                    38  

                            07                    37  

                            08                    37  

                            09                    37  

                            10                    38  

                            11                    38  

                            12                    39  

                            13                    40  

                            14                    41  

                            15                    42  

                            16                    41  

                            17                    41  

                            18                    41  

                            19                    41  

                            20                    40  

                            21                    40  

                            22                    41  

                            23                    41  

 

                           Max                    42

                           Min                    37

                           Mean                   39

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    41  

                            01                    42  

                            02                    42  

                            03                    42  

                            04                    43  

                            05                    42  

                            06                    42  

                            07                    41  

                            08                    42  

                            09                    42  

                            10                    42  

                            11                    42  

                            12                    42  

                            13                       z

                            14                       z

                            15                    41  

                            16                    41  

                            17                    42  

                            18                    42  

                            19                    43  

                            20                    43  

                            21                    42  

                            22                    42  

                            23                    40  

 

                           Max                    43

                           Min                    40

                           Mean                   41

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    38  

                            01                    37  

                            02                    37  

                            03                    38  

                            04                    37  

                            05                    37  

                            06                    37  

                            07                    36  

                            08                    36  

                            09                    36  

                            10                    36  

                            11                    36  

                            12                    36  

                            13                    36  

                            14                    37  

                            15                    37  

                            16                    36  

                            17                    35  

                            18                    33  

                            19                    35  

                            20                    35  

                            21                    34  

                            22                    37  

                            23                    37  

 

                           Max                    38

                           Min                    33

                           Mean                   36

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    36  

                            01                    37  

                            02                    36  

                            03                    34  

                            04                    35  

                            05                    35  

                            06                    36  

                            07                    35  

                            08                    36  

                            09                    36  

                            10                    36  

                            11                    37  

                            12                    38  

                            13                    41  

                            14                    43  

                            15                    43  

                            16                    44  

                            17                    45  

                            18                    43  

                            19                    41  

                            20                    37  

                            21                    36  

                            22                    35  

                            23                    35  

 

                           Max                    45

                           Min                    34

                           Mean                   37

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    34  

                            01                    33  

                            02                    32  

                            03                    31  

                            04                    32  

                            05                    32  

                            06                    32  

                            07                    32  

                            08                    32  

                            09                    33  

                            10                    34  

                            11                    36  

                            12                    39  

                            13                    42  

                            14                    43  

                            15                    43  

                            16                    42  

                            17                    41  

                            18                    39  

                            19                    37  

                            20                    34  

                            21                    33  

                            22                    31  

                            23                    32  

 

                           Max                    43

                           Min                    31

                           Mean                   35

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    35  

                            01                    36  

                            02                    38  

                            03                    41  

                            04                    42  

                            05                    42  

                            06                    42  

                            07                    41  

                            08                    37  

                            09                    35  

                            10                    39  

                            11                    40  

                            12                    45  

                            13                    48  

                            14                    47  

                            15                    47  

                            16                    47  

                            17                    49  

                            18                    49  

                            19                    48  

                            20                    44  

                            21                    43  

                            22                    42  

                            23                    39  

 

                           Max                    49

                           Min                    35

                           Mean                   42

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    41  

                            01                    41  

                            02                    41  

                            03                    39  

                            04                    39  

                            05                    38  

                            06                    37  

                            07                    36  

                            08                    36  

                            09                    36  

                            10                    37  

                            11                    39  

                            12                    40  

                            13                    42  

                            14                    45  

                            15                    45  

                            16                    44  

                            17                    43  

                            18                    41  

                            19                    40  

                            20                    38  

                            21                    36  

                            22                    35  

                            23                    34  

 

                           Max                    45

                           Min                    34

                           Mean                   39

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    32  

                            01                    31  

                            02                    31  

                            03                    32  

                            04                    30  

                            05                    27  

                            06                    26  

                            07                    25  

                            08                    28  

                            09                    32  

                            10                    37  

                            11                    43  

                            12                    49  

                            13                    54  

                            14                    54  

                            15                    52  

                            16                    46  

                            17                    41  

                            18                    40  

                            19                    42  

                            20                    42  

                            21                    44  

                            22                    39  

                            23                    48  

 

                           Max                    54

                           Min                    25

                           Mean                   38

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    51  

                            01                    54  

                            02                    53  

                            03                    52  

                            04                    45  

                            05                    42  

                            06                    39  

                            07                    37  

                            08                    36  

                            09                    36  

                            10                    37  

                            11                    38  

                            12                    38  

                            13                    39  

                            14                    40  

                            15                    41  

                            16                    41  

                            17                    42  

                            18                    42  

                            19                    42  

                            20                    41  

                            21                    41  

                            22                    40  

                            23                    40  

 

                           Max                    54

                           Min                    36

                           Mean                   41

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    39  

                            01                    38  

                            02                    39  

                            03                    41  

                            04                    40  

                            05                    38  

                            06                    37  

                            07                    37  

                            08                    37  

                            09                    40  

                            10                    42  

                            11                    43  

                            12                    43  

                            13                    44  

                            14                    44  

                            15                    45  

                            16                    44  

                            17                    45  

                            18                    45  

                            19                    45  

                            20                    42  

                            21                    41  

                            22                    42  

                            23                    43  

 

                           Max                    45

                           Min                    37

                           Mean                   41

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   8.5  

                            01                   9.4  

                            02                   9.3  

                            03                   9.4  

                            04                   8.3  

                            05                   8.7  

                            06                   9.1  

                            07                   8.6  

                            08                   8.6  

                            09                   8.3  

                            10                   7.3  

                            11                   8.1  

                            12                   9.3  

                            13                   8.5  

                            14                   8.5  

                            15                   9.2  

                            16                   9.2  

                            17                  10.7  

                            18                  11.7  

                            19                  13.6  

                            20                  18.5  

                            21                  19.6  

                            22                  19.7  

                            23                  19.6  

 

                           Max                  19.7

                           Min                   7.3

                           Mean                 10.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  17.1  

                            01                  19.4  

                            02                  17.5  

                            03                  17.5  

                            04                  13.8  

                            05                  15.4  

                            06                  18.7  

                            07                  15.3  

                            08                  14.1  

                            09                  16.9  

                            10                  18.1  

                            11                  16.5  

                            12                  18.1  

                            13                  12.8  

                            14                  12.4  

                            15                  16.0  

                            16                  13.4  

                            17                  11.3  

                            18                  10.3  

                            19                  11.1  

                            20                   7.5  

                            21                   8.7  

                            22                   9.8  

                            23                  10.8  

 

                           Max                  19.4

                           Min                   7.5

                           Mean                 14.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  11.2  

                            01                  13.4  

                            02                  15.7  

                            03                  18.2  

                            04                  17.6  

                            05                  18.7  

                            06                  16.8  

                            07                  17.4  

                            08                  15.8  

                            09                  17.9  

                            10                  19.0  

                            11                  20.5  

                            12                  21.7  

                            13                  22.2  

                            14                  25.1  

                            15                  27.3  

                            16                  23.2  

                            17                  19.7  

                            18                  19.4  

                            19                  20.4  

                            20                  20.8  

                            21                  10.0  

                            22                   8.4  

                            23                   7.5  

 

                           Max                  27.3

                           Min                   7.5

                           Mean                 17.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  11.6  

                            01                  11.2  

                            02                  10.8  

                            03                  10.8  

                            04                   8.0  

                            05                   7.4  

                            06                   9.6  

                            07                   7.1  

                            08                   9.1  

                            09                   7.6  

                            10                   4.5  

                            11                   3.3  

                            12                   4.8  

                            13                  10.7  

                            14                   6.0  

                            15                   4.0  

                            16                   7.5  

                            17                   8.9  

                            18                  11.8  

                            19                   8.8  

                            20                   9.2  

                            21                  13.0  

                            22                  11.6  

                            23                  10.5  

 

                           Max                  13.0

                           Min                   3.3

                           Mean                  8.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   8.2  

                            01                   8.7  

                            02                   3.9  

                            03                   7.0  

                            04                   9.2  

                            05                  16.1  

                            06                   9.8  

                            07                   7.6  

                            08                   7.3  

                            09                   3.7  

                            10                   1.6  

                            11                   3.8  

                            12                   9.2  

                            13                  10.3  

                            14                  14.5  

                            15                  16.6  

                            16                  20.5  

                            17                  14.9  

                            18                  15.5  

                            19                  13.2  

                            20                  12.8  

                            21                   8.3  

                            22                  10.9  

                            23                  13.8  

 

                           Max                  20.5

                           Min                   1.6

                           Mean                 10.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  12.9  

                            01                   7.6  

                            02                   6.6  

                            03                   3.8  

                            04                   5.0  

                            05                   4.4  

                            06                   2.9  

                            07                   3.9  

                            08                   6.3  

                            09                   8.8  

                            10                   8.6  

                            11                   9.4  

                            12                  13.4  

                            13                  17.8  

                            14                  19.2  

                            15                  21.2  

                            16                  20.8  

                            17                  16.8  

                            18                  19.1  

                            19                  18.2  

                            20                  22.6  

                            21                  24.8  

                            22                  22.0  

                            23                  20.9  

 

                           Max                  24.8

                           Min                   2.9

                           Mean                 13.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  18.2  

                            01                  17.5  

                            02                  21.9  

                            03                  17.2  

                            04                  23.6  

                            05                  23.0  

                            06                  21.4  

                            07                  20.6  

                            08                  20.4  

                            09                  18.7  

                            10                  16.9  

                            11                  16.3  

                            12                  16.1  

                            13                  17.2  

                            14                  16.7  

                            15                  14.0  

                            16                  13.8  

                            17                  13.3  

                            18                  15.5  

                            19                  11.9  

                            20                  15.4  

                            21                  14.0  

                            22                  13.4  

                            23                  13.9  

 

                           Max                  23.6

                           Min                  11.9

                           Mean                 17.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  13.4  

                            01                  14.2  

                            02                  14.0  

                            03                  14.8  

                            04                  14.9  

                            05                  17.5  

                            06                  18.6  

                            07                  21.9  

                            08                  20.5  

                            09                  20.2  

                            10                  21.7  

                            11                  21.3  

                            12                  20.1  

                            13                  23.7  

                            14                  23.6  

                            15                  24.0  

                            16                  22.5  

                            17                  22.6  

                            18                  27.4  

                            19                  28.5  

                            20                  26.2  

                            21                  23.1  

                            22                  20.9  

                            23                  21.3  

 

                           Max                  28.5

                           Min                  13.4

                           Mean                 20.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  18.7  

                            01                  19.2  

                            02                  21.9  

                            03                  19.4  

                            04                  14.7  

                            05                   8.4  

                            06                   8.4  

                            07                  13.0  

                            08                   9.2  

                            09                   4.9  

                            10                   9.8  

                            11                  10.8  

                            12                  14.6  

                            13                  17.7  

                            14                  17.2  

                            15                  17.3  

                            16                  19.4  

                            17                  19.2  

                            18                  18.8  

                            19                  17.0  

                            20                  15.2  

                            21                  16.0  

                            22                  12.4  

                            23                  11.4  

 

                           Max                  21.9

                           Min                   4.9

                           Mean                 14.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   9.6  

                            01                  15.2  

                            02                  16.0  

                            03                  15.1  

                            04                  14.0  

                            05                  12.3  

                            06                   8.9  

                            07                  11.0  

                            08                   7.8  

                            09                   6.8  

                            10                   5.0  

                            11                   2.6  

                            12                   6.0  

                            13                   9.6  

                            14                  12.0  

                            15                  14.9  

                            16                  22.7  

                            17                  21.2  

                            18                  20.7  

                            19                  20.6  

                            20                  20.2  

                            21                  20.7  

                            22                  23.0  

                            23                  21.8  

 

                           Max                  23.0

                           Min                   2.6

                           Mean                 14.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  18.0  

                            01                  15.6  

                            02                  17.3  

                            03                  16.7  

                            04                  15.9  

                            05                  16.7  

                            06                  16.6  

                            07                  15.9  

                            08                  14.3  

                            09                  15.6  

                            10                  17.8  

                            11                  19.2  

                            12                  15.7  

                            13                  20.0  

                            14                  17.8  

                            15                  16.7  

                            16                  16.4  

                            17                  16.5  

                            18                  17.4  

                            19                  15.1  

                            20                  16.7  

                            21                  16.5  

                            22                  16.2  

                            23                  16.2  

 

                           Max                  20.0

                           Min                  14.3

                           Mean                 16.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  17.6  

                            01                  21.5  

                            02                  19.3  

                            03                  18.2  

                            04                  16.3  

                            05                  14.6  

                            06                  14.8  

                            07                  13.6  

                            08                  11.2  

                            09                  10.6  

                            10                  11.2  

                            11                  10.7  

                            12                   8.2  

                            13                   6.9  

                            14                   8.5  

                            15                   7.7  

                            16                   8.5  

                            17                  10.3  

                            18                   7.1  

                            19                   8.6  

                            20                  10.2  

                            21                   9.0  

                            22                   8.6  

                            23                   7.9  

 

                           Max                  21.5

                           Min                   6.9

                           Mean                 11.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  10.0  

                            01                  11.6  

                            02                  10.2  

                            03                   6.7  

                            04                   5.8  

                            05                   3.6  

                            06                   2.6  

                            07                   4.8  

                            08                   8.7  

                            09                  10.6  

                            10                  10.5  

                            11                  10.7  

                            12                   9.6  

                            13                   7.9  

                            14                   6.0  

                            15                   4.7  

                            16                   2.9  

                            17                   2.2  

                            18                   2.0  

                            19                   5.0  

                            20                   7.6  

                            21                   3.0  

                            22                   7.1  

                            23                   7.6  

 

                           Max                  11.6

                           Min                   2.0

                           Mean                  6.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  11.3  

                            01                  11.4  

                            02                   3.3  

                            03                   4.9  

                            04                   4.1  

                            05                   7.3  

                            06                   5.8  

                            07                   4.2  

                            08                   3.9  

                            09                   6.2  

                            10                   6.1  

                            11                   6.2  

                            12                   7.2  

                            13                  10.9  

                            14                  10.5  

                            15                  12.7  

                            16                  10.3  

                            17                   8.9  

                            18                   8.4  

                            19                   8.8  

                            20                   8.6  

                            21                   8.4  

                            22                   7.4  

                            23                   8.0  

 

                           Max                  12.7

                           Min                   3.3

                           Mean                  7.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   9.5  

                            01                  10.0  

                            02                   9.9  

                            03                   8.7  

                            04                  11.0  

                            05                  11.2  

                            06                  13.6  

                            07                  12.6  

                            08                  12.8  

                            09                  12.2  

                            10                  10.9  

                            11                  15.2  

                            12                  17.1  

                            13                  19.2  

                            14                  21.2  

                            15                  23.1  

                            16                  26.2  

                            17                  25.1  

                            18                  25.3  

                            19                  23.0  

                            20                  21.7  

                            21                  19.0  

                            22                  20.4  

                            23                  18.4  

 

                           Max                  26.2

                           Min                   8.7

                           Mean                 16.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  19.3  

                            01                  18.4  

                            02                  18.1  

                            03                  15.8  

                            04                  15.6  

                            05                  10.6  

                            06                  12.9  

                            07                  12.4  

                            08                  12.2  

                            09                  11.4  

                            10                   8.4  

                            11                   6.5  

                            12                   7.7  

                            13                   9.8  

                            14                   6.0  

                            15                   6.6  

                            16                   4.1  

                            17                   8.0  

                            18                   8.0  

                            19                  10.4  

                            20                  12.6  

                            21                  12.2  

                            22                  10.0  

                            23                  10.9  

 

                           Max                  19.3

                           Min                   4.1

                           Mean                 11.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  10.8  

                            01                  15.0  

                            02                  16.7  

                            03                  12.7  

                            04                  10.9  

                            05                   9.6  

                            06                   5.5  

                            07                   6.6  

                            08                   6.5  

                            09                   4.4  

                            10                   3.4  

                            11                   2.1  

                            12                   5.6  

                            13                   6.2  

                            14                   7.7  

                            15                  10.9  

                            16                  14.3  

                            17                  15.6  

                            18                  16.3  

                            19                  16.1  

                            20                  17.6  

                            21                  14.0  

                            22                   6.6  

                            23                   7.4  

 

                           Max                  17.6

                           Min                   2.1

                           Mean                 10.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   9.3  

                            01                   7.1  

                            02                  10.5  

                            03                  15.8  

                            04                  15.7  

                            05                  16.9  

                            06                  17.8  

                            07                  17.2  

                            08                  16.5  

                            09                  15.5  

                            10                  16.1  

                            11                  15.6  

                            12                  19.4  

                            13                  18.7  

                            14                  16.0  

                            15                  12.4  

                            16                   9.9  

                            17                  14.0  

                            18                  13.5  

                            19                  12.5  

                            20                  16.6  

                            21                  18.1  

                            22                  17.3  

                            23                  16.6  

 

                           Max                  19.4

                           Min                   7.1

                           Mean                 15.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  19.1  

                            01                  17.6  

                            02                  19.8  

                            03                  21.4  

                            04                  26.0  

                            05                  32.5  

                            06                  33.7  

                            07                  31.1  

                            08                  30.6  

                            09                  32.3  

                            10                  32.8  

                            11                  27.4  

                            12                  24.1  

                            13                  21.5  

                            14                  17.9  

                            15                  11.9  

                            16                   8.5  

                            17                   7.8  

                            18                   7.3  

                            19                   8.4  

                            20                   8.2  

                            21                   7.6  

                            22                   6.5  

                            23                   8.3  

 

                           Max                  33.7

                           Min                   6.5

                           Mean                 19.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   6.5  

                            01                   6.7  

                            02                   8.7  

                            03                   8.4  

                            04                  11.4  

                            05                  18.8  

                            06                  20.7  

                            07                  22.0  

                            08                  25.5  

                            09                  25.8  

                            10                  24.2  

                            11                  25.7  

                            12                  20.6  

                            13                  22.0  

                            14                  20.2  

                            15                  19.0  

                            16                  16.5  

                            17                  16.7  

                            18                  15.4  

                            19                  17.7  

                            20                  17.3  

                            21                  17.4  

                            22                  15.9  

                            23                  15.4  

 

                           Max                  25.8

                           Min                   6.5

                           Mean                 17.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  15.7  

                            01                  16.5  

                            02                  15.4  

                            03                  14.2  

                            04                  14.8  

                            05                  13.2  

                            06                  10.9  

                            07                   9.3  

                            08                  10.0  

                            09                   9.8  

                            10                  11.6  

                            11                  13.7  

                            12                  12.3  

                            13                  12.6  

                            14                  13.0  

                            15                   9.9  

                            16                   9.0  

                            17                   9.4  

                            18                   9.3  

                            19                   7.3  

                            20                   5.8  

                            21                   4.0  

                            22                   4.4  

                            23                   3.6  

 

                           Max                  16.5

                           Min                   3.6

                           Mean                 10.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   4.8  

                            01                   5.3  

                            02                   5.4  

                            03                   3.6  

                            04                   4.4  

                            05                   4.8  

                            06                   5.0  

                            07                   7.5  

                            08                   6.7  

                            09                   9.8  

                            10                   9.9  

                            11                   7.5  

                            12                   8.0  

                            13                   7.2  

                            14                   8.6  

                            15                   8.2  

                            16                   8.6  

                            17                   6.6  

                            18                   6.5  

                            19                   8.4  

                            20                  11.6  

                            21                  14.3  

                            22                  14.1  

                            23                  13.6  

 

                           Max                  14.3

                           Min                   3.6

                           Mean                  7.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  13.0  

                            01                  11.9  

                            02                  12.0  

                            03                  12.9  

                            04                  13.9  

                            05                  12.9  

                            06                  11.9  

                            07                  12.2  

                            08                  10.4  

                            09                   8.8  

                            10                   9.8  

                            11                   8.2  

                            12                   7.9  

                            13                   7.2  

                            14                   2.5  

                            15                   2.4  

                            16                   4.3  

                            17                   7.0  

                            18                  10.5  

                            19                  12.3  

                            20                  12.6  

                            21                  12.9  

                            22                  14.2  

                            23                  16.3  

 

                           Max                  16.3

                           Min                   2.4

                           Mean                 10.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  16.9  

                            01                  17.8  

                            02                  19.2  

                            03                  20.5  

                            04                  20.6  

                            05                  21.8  

                            06                  22.9  

                            07                  23.1  

                            08                  20.6  

                            09                  23.0  

                            10                  21.4  

                            11                  22.5  

                            12                  22.7  

                            13                  21.3  

                            14                  18.0  

                            15                  17.2  

                            16                  14.9  

                            17                  18.3  

                            18                  24.6  

                            19                  21.6  

                            20                  21.2  

                            21                  18.7  

                            22                  21.0  

                            23                  20.7  

 

                           Max                  24.6

                           Min                  14.9

                           Mean                 20.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  16.8  

                            01                  15.9  

                            02                  13.0  

                            03                   9.7  

                            04                   9.7  

                            05                  10.4  

                            06                   9.7  

                            07                   9.1  

                            08                   4.1  

                            09                   3.8  

                            10                   3.9  

                            11                   4.6  

                            12                   4.3  

                            13                   7.2  

                            14                   9.9  

                            15                  11.2  

                            16                   9.7  

                            17                   9.4  

                            18                  13.8  

                            19                  14.6  

                            20                  18.8  

                            21                  19.3  

                            22                  18.1  

                            23                  16.6  

 

                           Max                  19.3

                           Min                   3.8

                           Mean                 11.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  14.6  

                            01                  18.9  

                            02                  14.4  

                            03                   8.9  

                            04                   8.0  

                            05                   5.4  

                            06                   6.2  

                            07                   3.7  

                            08                   6.8  

                            09                   3.9  

                            10                   2.4  

                            11                   2.1  

                            12                   2.7  

                            13                   3.2  

                            14                   6.6  

                            15                   7.0  

                            16                   7.7  

                            17                   2.9  

                            18                   3.7  

                            19                   3.5  

                            20                   2.4  

                            21                   1.9  

                            22                   2.0  

                            23                   4.8  

 

                           Max                  18.9

                           Min                   1.9

                           Mean                  6.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   4.8  

                            01                   4.4  

                            02                   4.1  

                            03                   3.3  

                            04                   3.2  

                            05                   2.9  

                            06                   5.7  

                            07                   6.3  

                            08                   5.2  

                            09                   4.2  

                            10                   4.0  

                            11                   4.7  

                            12                   5.6  

                            13                   4.6  

                            14                   4.3  

                            15                   2.9  

                            16                   3.4  

                            17                   4.6  

                            18                   5.8  

                            19                   2.8  

                            20                   3.4  

                            21                   2.0  

                            22                   2.6  

                            23                   7.7  

 

                           Max                   7.7

                           Min                   2.0

                           Mean                  4.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.5  

                            01                   4.5  

                            02                   8.7  

                            03                   7.9  

                            04                   5.5  

                            05                   4.5  

                            06                   7.3  

                            07                   5.3  

                            08                   6.2  

                            09                   5.9  

                            10                   3.8  

                            11                   4.4  

                            12                   2.7  

                            13                   5.4  

                            14                   9.4  

                            15                   8.5  

                            16                   7.8  

                            17                   4.6  

                            18                   3.9  

                            19                   2.4  

                            20                   1.8  

                            21                   1.2  

                            22                    .6  

                            23                   1.8  

 

                           Max                   9.4

                           Min                    .6

                           Mean                  4.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.8  

                            01                   1.9  

                            02                   1.8  

                            03                       e

                            04                       e

                            05                   5.0  

                            06                   2.5  

                            07                   1.0  

                            08                   3.2  

                            09                   4.2  

                            10                   5.0  

                            11                   6.0  

                            12                   7.1  

                            13                  10.6  

                            14                  14.6  

                            15                  15.7  

                            16                  17.4  

                            17                  17.7  

                            18                  22.2  

                            19                  22.0  

                            20                  20.9  

                            21                  20.7  

                            22                  18.2  

                            23                  16.7  

 

                           Max                  22.2

                           Min                   1.0

                           Mean                 10.7

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  16.4  

                            01                  14.0  

                            02                  12.8  

                            03                  12.7  

                            04                  10.6  

                            05                  10.5  

                            06                  11.3  

                            07                   9.7  

                            08                   9.3  

                            09                   9.3  

                            10                  10.2  

                            11                  11.6  

                            12                  13.3  

                            13                  13.3  

                            14                  12.9  

                            15                  12.3  

                            16                  12.2  

                            17                  10.9  

                            18                  13.3  

                            19                  12.4  

                            20                  14.7  

                            21                  17.3  

                            22                  19.5  

                            23                  19.0  

 

                           Max                  19.5

                           Min                   9.3

                           Mean                 12.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  17.9  

                            01                  15.9  

                            02                  15.4  

                            03                  15.6  

                            04                  15.5  

                            05                  15.0  

                            06                  13.3  

                            07                  14.3  

                            08                  11.5  

                            09                  16.9  

                            10                  15.8  

                            11                  17.0  

                            12                  15.6  

                            13                  16.4  

                            14                  16.8  

                            15                  15.5  

                            16                  13.3  

                            17                   9.2  

                            18                   9.3  

                            19                   8.1  

                            20                  11.3  

                            21                   8.8  

                            22                   5.9  

                            23                   9.0  

 

                           Max                  17.9

                           Min                   5.9

                           Mean                 13.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   9.2  

                            01                  11.3  

                            02                  12.8  

                            03                  14.3  

                            04                  12.6  

                            05                  12.8  

                            06                  13.8  

                            07                   9.0  

                            08                   5.3  

                            09                   8.9  

                            10                   9.7  

                            11                  12.7  

                            12                  11.7  

                            13                  10.9  

                            14                  12.7  

                            15                  13.4  

                            16                  13.2  

                            17                  13.7  

                            18                  12.1  

                            19                  13.3  

                            20                  12.0  

                            21                   9.4  

                            22                   7.4  

                            23                   5.4  

 

                           Max                  14.3

                           Min                   5.3

                           Mean                 11.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   5.3  

                            01                   5.6  

                            02                   7.2  

                            03                   7.6  

                            04                   7.8  

                            05                  12.3  

                            06                  11.8  

                            07                  14.5  

                            08                  19.7  

                            09                  23.9  

                            10                  23.3  

                            11                  28.3  

                            12                  31.9  

                            13                  30.5  

                            14                  26.5  

                            15                  22.5  

                            16                  18.9  

                            17                  17.4  

                            18                  16.0  

                            19                  12.0  

                            20                  10.8  

                            21                  13.8  

                            22                  10.7  

                            23                  11.6  

 

                           Max                  31.9

                           Min                   5.3

                           Mean                 16.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   9.9  

                            01                   8.7  

                            02                   5.7  

                            03                   8.2  

                            04                   5.7  

                            05                   4.5  

                            06                   5.0  

                            07                   4.5  

                            08                   5.1  

                            09                   6.3  

                            10                   6.4  

                            11                   6.9  

                            12                   6.0  

                            13                   6.9  

                            14                   7.3  

                            15                   8.5  

                            16                   8.0  

                            17                   6.1  

                            18                   5.0  

                            19                   3.2  

                            20                   4.9  

                            21                   3.9  

                            22                   5.5  

                            23                   6.6  

 

                           Max                   9.9

                           Min                   3.2

                           Mean                  6.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   7.5  

                            01                  10.7  

                            02                   8.4  

                            03                  12.1  

                            04                  12.8  

                            05                  14.2  

                            06                  12.4  

                            07                  13.9  

                            08                  15.5  

                            09                  17.1  

                            10                  17.2  

                            11                  18.5  

                            12                  18.3  

                            13                  21.5  

                            14                  22.8  

                            15                  19.3  

                            16                  17.7  

                            17                  16.8  

                            18                  17.1  

                            19                  17.7  

                            20                  18.0  

                            21                  15.5  

                            22                  17.6  

                            23                  16.8  

 

                           Max                  22.8

                           Min                   7.5

                           Mean                 15.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  16.0  

                            01                  16.6  

                            02                  19.4  

                            03                  15.7  

                            04                  14.1  

                            05                  11.7  

                            06                   5.4  

                            07                   3.4  

                            08                   5.7  

                            09                  11.4  

                            10                  14.4  

                            11                  13.4  

                            12                   7.8  

                            13                  11.7  

                            14                   9.3  

                            15                   5.0  

                            16                   1.7  

                            17                   4.7  

                            18                   8.0  

                            19                   8.5  

                            20                   9.8  

                            21                  11.9  

                            22                  14.0  

                            23                  16.0  

 

                           Max                  19.4

                           Min                   1.7

                           Mean                 10.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  17.7  

                            01                  21.0  

                            02                  20.8  

                            03                  20.7  

                            04                  16.5  

                            05                  15.7  

                            06                  10.2  

                            07                   5.7  

                            08                   7.4  

                            09                   7.2  

                            10                   8.7  

                            11                  11.9  

                            12                  12.0  

                            13                  11.7  

                            14                  10.7  

                            15                   9.8  

                            16                   8.3  

                            17                   8.5  

                            18                   7.7  

                            19                   7.7  

                            20                   6.6  

                            21                   5.0  

                            22                   4.8  

                            23                       e

 

                           Max                  21.0

                           Min                   4.8

                           Mean                 11.1

                           Hours                  23

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                       e

                            01                   4.9  

                            02                   4.5  

                            03                   6.1  

                            04                   6.2  

                            05                   6.9  

                            06                   5.8  

                            07                   7.0  

                            08                   5.6  

                            09                   6.0  

                            10                   4.9  

                            11                   3.8  

                            12                   4.4  

                            13                   4.2  

                            14                   4.1  

                            15                   3.4  

                            16                   4.9  

                            17                   4.8  

                            18                   5.1  

                            19                   5.0  

                            20                   4.2  

                            21                   3.2  

                            22                   2.9  

                            23                   2.8  

 

                           Max                   7.0

                           Min                   2.8

                           Mean                  4.8

                           Hours                  23

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                       e

                            01                       e

                            02                       e

                            03                       e

                            04                   3.5  

                            05                   4.7  

                            06                   3.2  

                            07                   3.9  

                            08                   4.2  

                            09                   4.0  

                            10                   3.5  

                            11                   3.3  

                            12                   3.0  

                            13                   2.5  

                            14                   2.4  

                            15                   1.8  

                            16                   1.7  

                            17                   1.2  

                            18                   1.1  

                            19                   1.3  

                            20                       e

                            21                       e

                            22                       e

                            23                       e

 

                           Max                   4.7

                           Min                   1.1

                           Mean                  2.8

                           Hours                  16

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                       e

                            01                       e

                            02                       e

                            03                       e

                            04                       e

                            05                       e

                            06                       e

                            07                       e

                            08                       e

                            09                       e

                            10                       e

                            11                       e

                            12                       e

                            13                       e

                            14                       e

                            15                       e

                            16                       e

                            17                       e

                            18                       e

                            19                   3.1  

                            20                   3.5  

                            21                   4.3  

                            22                   2.7  

                            23                   1.9  

 

                           Max                   4.3

                           Min                   1.9

                           Mean                  3.1

                           Hours                  05

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.7  

                            01                   1.4  

                            02                   1.9  

                            03                   2.4  

                            04                   2.7  

                            05                   4.1  

                            06                   4.9  

                            07                   5.1  

                            08                   6.0  

                            09                   4.9  

                            10                   7.8  

                            11                   7.5  

                            12                   6.4  

                            13                   6.6  

                            14                   6.9  

                            15                   7.0  

                            16                   5.9  

                            17                   4.7  

                            18                   4.2  

                            19                   4.5  

                            20                   4.5  

                            21                   4.5  

                            22                   4.6  

                            23                   4.6  

 

                           Max                   7.8

                           Min                   1.4

                           Mean                  4.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   4.6  

                            01                   4.4  

                            02                   4.3  

                            03                   4.6  

                            04                   4.8  

                            05                   5.1  

                            06                   5.2  

                            07                   5.6  

                            08                   5.2  

                            09                   5.8  

                            10                   6.5  

                            11                   7.7  

                            12                   8.9  

                            13                  11.8  

                            14                  16.8  

                            15                  18.4  

                            16                  16.5  

                            17                  13.0  

                            18                  16.1  

                            19                  16.4  

                            20                  16.9  

                            21                  17.8  

                            22                  17.8  

                            23                  14.3  

 

                           Max                  18.4

                           Min                   4.3

                           Mean                 10.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  14.4  

                            01                   9.4  

                            02                   7.9  

                            03                   8.5  

                            04                   9.2  

                            05                   8.4  

                            06                   7.8  

                            07                  14.8  

                            08                  17.6  

                            09                  18.1  

                            10                  17.6  

                            11                  15.8  

                            12                  18.1  

                            13                  20.2  

                            14                  18.7  

                            15                  16.5  

                            16                  16.2  

                            17                  13.7  

                            18                  16.5  

                            19                  17.3  

                            20                  15.2  

                            21                  13.8  

                            22                  12.7  

                            23                  11.3  

 

                           Max                  20.2

                           Min                   7.8

                           Mean                 14.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  10.5  

                            01                   9.2  

                            02                  12.1  

                            03                  10.0  

                            04                   9.6  

                            05                   9.1  

                            06                   6.9  

                            07                   7.5  

                            08                   6.7  

                            09                   5.8  

                            10                   7.8  

                            11                   9.8  

                            12                  13.1  

                            13                  13.4  

                            14                   9.9  

                            15                   8.8  

                            16                   6.6  

                            17                   9.6  

                            18                   8.7  

                            19                   9.4  

                            20                  10.1  

                            21                  16.0  

                            22                  25.0  

                            23                  21.3  

 

                           Max                  25.0

                           Min                   5.8

                           Mean                 10.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  19.8  

                            01                  14.0  

                            02                  19.7  

                            03                  21.6  

                            04                  21.4  

                            05                  14.9  

                            06                   9.4  

                            07                  12.2  

                            08                  14.6  

                            09                  18.1  

                            10                  17.8  

                            11                  14.1  

                            12                  11.8  

                            13                   8.8  

                            14                  12.8  

                            15                  14.3  

                            16                  12.4  

                            17                  16.0  

                            18                  13.8  

                            19                   8.4  

                            20                   7.2  

                            21                   5.0  

                            22                   6.5  

                            23                   8.7  

 

                           Max                  21.6

                           Min                   5.0

                           Mean                 13.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   9.6  

                            01                  12.5  

                            02                  14.0  

                            03                  13.3  

                            04                  11.7  

                            05                  11.8  

                            06                   9.1  

                            07                   9.5  

                            08                   8.6  

                            09                   6.2  

                            10                   7.7  

                            11                   7.6  

                            12                  13.1  

                            13                  10.9  

                            14                   8.8  

                            15                   5.8  

                            16                  10.6  

                            17                  11.5  

                            18                  11.7  

                            19                  13.6  

                            20                  14.7  

                            21                  13.9  

                            22                  14.3  

                            23                  12.7  

 

                           Max                  14.7

                           Min                   5.8

                           Mean                 11.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  12.3  

                            01                  12.9  

                            02                  11.2  

                            03                   8.0  

                            04                   6.1  

                            05                   9.4  

                            06                  10.8  

                            07                   7.4  

                            08                  10.0  

                            09                   7.3  

                            10                   5.0  

                            11                  10.7  

                            12                  12.6  

                            13                  10.6  

                            14                  15.6  

                            15                  12.9  

                            16                  12.9  

                            17                  15.4  

                            18                  15.9  

                            19                  14.9  

                            20                  13.6  

                            21                  14.4  

                            22                  13.5  

                            23                  15.0  

 

                           Max                  15.9

                           Min                   5.0

                           Mean                 11.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  16.6  

                            01                  16.0  

                            02                  14.9  

                            03                  14.4  

                            04                  14.1  

                            05                  15.7  

                            06                  16.1  

                            07                  12.1  

                            08                  10.6  

                            09                  11.8  

                            10                  10.8  

                            11                   6.1  

                            12                  13.4  

                            13                  16.1  

                            14                  19.0  

                            15                  19.4  

                            16                  16.4  

                            17                  17.4  

                            18                  18.4  

                            19                  21.3  

                            20                  20.7  

                            21                  18.7  

                            22                  19.1  

                            23                  19.4  

 

                           Max                  21.3

                           Min                   6.1

                           Mean                 15.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  17.1  

                            01                  20.4  

                            02                  18.7  

                            03                  19.7  

                            04                  16.9  

                            05                  17.6  

                            06                  20.0  

                            07                  19.9  

                            08                  18.2  

                            09                  16.5  

                            10                  17.3  

                            11                  17.5  

                            12                  13.3  

                            13                  15.5  

                            14                  17.3  

                            15                  16.7  

                            16                  13.8  

                            17                  10.8  

                            18                   9.6  

                            19                   8.8  

                            20                   7.2  

                            21                   4.4  

                            22                   4.2  

                            23                   3.3  

 

                           Max                  20.4

                           Min                   3.3

                           Mean                 14.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.4  

                            01                   2.4  

                            02                   3.8  

                            03                   4.2  

                            04                   3.1  

                            05                   2.5  

                            06                   2.9  

                            07                   1.7  

                            08                   1.3  

                            09                   4.7  

                            10                   6.9  

                            11                   7.3  

                            12                   8.3  

                            13                  11.0  

                            14                  11.1  

                            15                  12.0  

                            16                  12.6  

                            17                  10.7  

                            18                  10.2  

                            19                  12.1  

                            20                  14.6  

                            21                  18.4  

                            22                  19.9  

                            23                  19.0  

 

                           Max                  19.9

                           Min                   1.3

                           Mean                  8.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  19.8  

                            01                  19.8  

                            02                  19.6  

                            03                  19.9  

                            04                  16.7  

                            05                  15.4  

                            06                  15.0  

                            07                  17.0  

                            08                  16.8  

                            09                  21.9  

                            10                  23.0  

                            11                  23.6  

                            12                  19.8  

                            13                  18.5  

                            14                  19.1  

                            15                  19.0  

                            16                  18.8  

                            17                  18.7  

                            18                  20.2  

                            19                  18.1  

                            20                  12.1  

                            21                   9.9  

                            22                  10.1  

                            23                  11.0  

 

                           Max                  23.6

                           Min                   9.9

                           Mean                 17.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  13.8  

                            01                  14.3  

                            02                  16.2  

                            03                  17.5  

                            04                  15.8  

                            05                  16.7  

                            06                  15.8  

                            07                  14.4  

                            08                  12.5  

                            09                   9.9  

                            10                  12.1  

                            11                  13.4  

                            12                  14.2  

                            13                  12.0  

                            14                  11.2  

                            15                  12.3  

                            16                  12.9  

                            17                  13.0  

                            18                  10.0  

                            19                  10.7  

                            20                   8.2  

                            21                  10.1  

                            22                  11.4  

                            23                  13.9  

 

                           Max                  17.5

                           Min                   8.2

                           Mean                 13.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  15.3  

                            01                  12.6  

                            02                  12.5  

                            03                   8.8  

                            04                  10.9  

                            05                  14.6  

                            06                  15.8  

                            07                  13.2  

                            08                  11.7  

                            09                  11.8  

                            10                   9.0  

                            11                   9.5  

                            12                  10.2  

                            13                  13.4  

                            14                  12.0  

                            15                  11.3  

                            16                  11.2  

                            17                  12.5  

                            18                  14.1  

                            19                  15.6  

                            20                  14.6  

                            21                  15.3  

                            22                  15.6  

                            23                  15.4  

 

                           Max                  15.8

                           Min                   8.8

                           Mean                 12.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  14.0  

                            01                   9.6  

                            02                  10.3  

                            03                  13.0  

                            04                  16.1  

                            05                  17.4  

                            06                  16.4  

                            07                  16.6  

                            08                  14.4  

                            09                  13.0  

                            10                  15.0  

                            11                  15.2  

                            12                  16.5  

                            13                  15.5  

                            14                  14.5  

                            15                  13.8  

                            16                  11.5  

                            17                   5.4  

                            18                   6.2  

                            19                  10.2  

                            20                  10.0  

                            21                   6.7  

                            22                  11.9  

                            23                   9.0  

 

                           Max                  17.4

                           Min                   5.4

                           Mean                 12.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   8.5  

                            01                   7.9  

                            02                   9.4  

                            03                   8.2  

                            04                  13.3  

                            05                  14.4  

                            06                  13.3  

                            07                  15.7  

                            08                  16.2  

                            09                  12.5  

                            10                  12.0  

                            11                  14.3  

                            12                  13.2  

                            13                  11.9  

                            14                  10.3  

                            15                   9.2  

                            16                   9.8  

                            17                   9.4  

                            18                  10.1  

                            19                  12.0  

                            20                   9.7  

                            21                  11.9  

                            22                  14.1  

                            23                  14.8  

 

                           Max                  16.2

                           Min                   7.9

                           Mean                 11.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  15.6  

                            01                  15.9  

                            02                  16.3  

                            03                  15.7  

                            04                  15.0  

                            05                  14.0  

                            06                  17.3  

                            07                  17.9  

                            08                  17.8  

                            09                  18.7  

                            10                  16.6  

                            11                  15.5  

                            12                  15.4  

                            13                  15.3  

                            14                  12.8  

                            15                  12.2  

                            16                  11.2  

                            17                  11.5  

                            18                  14.4  

                            19                  15.3  

                            20                  14.1  

                            21                  12.8  

                            22                   9.8  

                            23                  10.2  

 

                           Max                  18.7

                           Min                   9.8

                           Mean                 14.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   8.2  

                            01                   1.6  

                            02                   5.1  

                            03                   2.6  

                            04                   3.8  

                            05                   3.0  

                            06                   2.2  

                            07                   3.5  

                            08                   3.0  

                            09                   2.1  

                            10                   4.3  

                            11                   7.3  

                            12                   3.0  

                            13                   4.2  

                            14                   4.5  

                            15                   9.9  

                            16                   9.9  

                            17                  11.2  

                            18                   9.2  

                            19                   8.5  

                            20                   7.4  

                            21                   8.6  

                            22                   5.8  

                            23                   4.8  

 

                           Max                  11.2

                           Min                   1.6

                           Mean                  5.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   5.3  

                            01                   6.2  

                            02                   6.6  

                            03                   7.0  

                            04                   7.1  

                            05                   7.3  

                            06                   8.7  

                            07                   7.8  

                            08                   7.6  

                            09                   7.9  

                            10                   9.3  

                            11                   9.5  

                            12                  10.1  

                            13                  10.0  

                            14                   8.4  

                            15                   7.0  

                            16                   6.8  

                            17                   6.6  

                            18                   9.7  

                            19                   7.8  

                            20                   4.6  

                            21                   2.5  

                            22                   2.4  

                            23                   2.6  

 

                           Max                  10.1

                           Min                   2.4

                           Mean                  7.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.4  

                            01                   1.7  

                            02                   3.1  

                            03                   4.8  

                            04                   2.3  

                            05                   1.9  

                            06                   3.1  

                            07                   3.3  

                            08                   5.5  

                            09                   8.9  

                            10                  14.4  

                            11                  12.1  

                            12                  12.3  

                            13                  13.6  

                            14                  13.4  

                            15                  12.6  

                            16                  12.4  

                            17                  11.6  

                            18                  10.8  

                            19                  12.5  

                            20                  12.2  

                            21                  13.7  

                            22                  10.6  

                            23                  10.5  

 

                           Max                  14.4

                           Min                   1.7

                           Mean                  8.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   216  

                            01                   231  

                            02                   230  

                            03                   230  

                            04                   235  

                            05                   235  

                            06                   234  

                            07                   234  

                            08                   228  

                            09                   225  

                            10                   232  

                            11                   239  

                            12                   256  

                            13                   259  

                            14                   266  

                            15                   272  

                            16                   267  

                            17                   271  

                            18                   280  

                            19                   292  

                            20                   293  

                            21                   289  

                            22                   303  

                            23                   314  

 

                           Max                   314

                           Min                   216

                           Mean                  254

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   307  

                            01                   307  

                            02                   307  

                            03                   306  

                            04                   298  

                            05                   289  

                            06                   288  

                            07                   297  

                            08                   306  

                            09                   319  

                            10                   320  

                            11                   351  

                            12                    22  

                            13                    17  

                            14                   355  

                            15                   334  

                            16                   332  

                            17                   338  

                            18                   316  

                            19                   323  

                            20                   296  

                            21                   284  

                            22                   290  

                            23                   278  

 

                           Max                   355

                           Min                    17

                           Mean                  315

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   277  

                            01                   277  

                            02                   264  

                            03                   260  

                            04                   240  

                            05                   240  

                            06                   233  

                            07                   235  

                            08                   224  

                            09                   234  

                            10                   230  

                            11                   228  

                            12                   230  

                            13                   245  

                            14                   254  

                            15                   258  

                            16                   260  

                            17                   262  

                            18                   258  

                            19                   259  

                            20                   262  

                            21                   228  

                            22                   187  

                            23                   196  

 

                           Max                   277

                           Min                   187

                           Mean                  243

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   225  

                            01                   226  

                            02                   233  

                            03                   242  

                            04                   237  

                            05                   224  

                            06                   255  

                            07                   246  

                            08                   238  

                            09                   226  

                            10                   202  

                            11                   198  

                            12                   190  

                            13                   237  

                            14                   215  

                            15                   128  

                            16                   215  

                            17                   184  

                            18                   207  

                            19                   194  

                            20                   209  

                            21                   221  

                            22                   221  

                            23                   222  

 

                           Max                   255

                           Min                   128

                           Mean                  217

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   252  

                            01                   286  

                            02                   342  

                            03                   288  

                            04                   306  

                            05                   326  

                            06                   322  

                            07                   311  

                            08                   337  

                            09                   356  

                            10                   297  

                            11                   266  

                            12                   244  

                            13                   253  

                            14                   240  

                            15                   251  

                            16                   257  

                            17                   250  

                            18                   261  

                            19                   261  

                            20                   268  

                            21                   249  

                            22                   309  

                            23                   319  

 

                           Max                   356

                           Min                   240

                           Mean                  284

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   325  

                            01                   303  

                            02                   285  

                            03                   274  

                            04                   225  

                            05                   198  

                            06                   194  

                            07                   201  

                            08                   188  

                            09                   183  

                            10                   187  

                            11                   179  

                            12                   204  

                            13                   207  

                            14                   211  

                            15                   216  

                            16                   216  

                            17                   222  

                            18                   239  

                            19                   242  

                            20                   254  

                            21                   256  

                            22                   258  

                            23                   259  

 

                           Max                   325

                           Min                   179

                           Mean                  227

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   265  

                            01                   265  

                            02                   269  

                            03                   250  

                            04                   257  

                            05                   267  

                            06                   268  

                            07                   266  

                            08                   263  

                            09                   264  

                            10                   266  

                            11                   269  

                            12                   268  

                            13                   265  

                            14                   261  

                            15                   250  

                            16                   228  

                            17                   215  

                            18                   211  

                            19                   218  

                            20                   206  

                            21                   200  

                            22                   201  

                            23                   192  

 

                           Max                   269

                           Min                   192

                           Mean                  245

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   193  

                            01                   194  

                            02                   192  

                            03                   196  

                            04                   198  

                            05                   193  

                            06                   199  

                            07                   230  

                            08                   258  

                            09                   275  

                            10                   284  

                            11                   267  

                            12                   261  

                            13                   270  

                            14                   271  

                            15                   274  

                            16                   265  

                            17                   264  

                            18                   278  

                            19                   292  

                            20                   301  

                            21                   299  

                            22                   300  

                            23                   297  

 

                           Max                   301

                           Min                   192

                           Mean                  254

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   298  

                            01                   293  

                            02                   285  

                            03                   284  

                            04                   268  

                            05                   250  

                            06                   221  

                            07                   205  

                            08                   193  

                            09                   180  

                            10                   174  

                            11                   171  

                            12                   166  

                            13                   178  

                            14                   184  

                            15                   184  

                            16                   194  

                            17                   196  

                            18                   192  

                            19                   192  

                            20                   186  

                            21                   182  

                            22                   174  

                            23                   168  

 

                           Max                   298

                           Min                   166

                           Mean                  204

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   178  

                            01                   192  

                            02                   195  

                            03                   194  

                            04                   211  

                            05                   220  

                            06                   231  

                            07                   235  

                            08                   260  

                            09                   244  

                            10                   262  

                            11                   342  

                            12                     5  

                            13                    25  

                            14                    28  

                            15                    45  

                            16                    49  

                            17                    51  

                            18                    33  

                            19                    32  

                            20                    36  

                            21                    33  

                            22                    31  

                            23                    32  

 

                           Max                   342

                           Min                     5

                           Mean                  357

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    30  

                            01                    25  

                            02                    28  

                            03                    28  

                            04                    32  

                            05                    34  

                            06                    33  

                            07                    29  

                            08                    27  

                            09                    31  

                            10                    29  

                            11                    28  

                            12                    30  

                            13                    30  

                            14                    26  

                            15                    15  

                            16                    10  

                            17                     0  

                            18                   357  

                            19                     0  

                            20                     6  

                            21                   356  

                            22                   344  

                            23                   333  

 

                           Max                   357

                           Min                     0

                           Mean                   17

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   327  

                            01                   334  

                            02                   331  

                            03                   331  

                            04                   329  

                            05                   324  

                            06                   327  

                            07                   328  

                            08                   328  

                            09                   329  

                            10                   331  

                            11                   321  

                            12                   312  

                            13                   295  

                            14                   283  

                            15                   246  

                            16                   239  

                            17                   241  

                            18                   231  

                            19                   243  

                            20                   254  

                            21                   247  

                            22                   231  

                            23                   209  

 

                           Max                   334

                           Min                   209

                           Mean                  292

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   234  

                            01                   227  

                            02                   227  

                            03                   228  

                            04                   231  

                            05                   268  

                            06                   235  

                            07                   331  

                            08                   321  

                            09                   321  

                            10                   317  

                            11                   324  

                            12                   320  

                            13                   313  

                            14                   267  

                            15                   280  

                            16                   251  

                            17                   149  

                            18                   222  

                            19                   223  

                            20                   261  

                            21                   248  

                            22                   222  

                            23                   228  

 

                           Max                   331

                           Min                   149

                           Mean                  260

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   212  

                            01                   216  

                            02                   218  

                            03                   188  

                            04                   202  

                            05                   227  

                            06                   251  

                            07                   252  

                            08                   240  

                            09                   252  

                            10                   255  

                            11                   230  

                            12                   217  

                            13                   222  

                            14                   220  

                            15                   213  

                            16                   217  

                            17                   218  

                            18                   211  

                            19                   212  

                            20                   198  

                            21                   207  

                            22                   209  

                            23                   211  

 

                           Max                   255

                           Min                   188

                           Mean                  220

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   203  

                            01                   206  

                            02                   210  

                            03                   217  

                            04                   217  

                            05                   214  

                            06                   212  

                            07                   214  

                            08                   215  

                            09                   214  

                            10                   225  

                            11                   230  

                            12                   234  

                            13                   227  

                            14                   237  

                            15                   248  

                            16                   259  

                            17                   267  

                            18                   282  

                            19                   297  

                            20                   303  

                            21                   302  

                            22                   289  

                            23                   297  

 

                           Max                   303

                           Min                   203

                           Mean                  240

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   289  

                            01                   289  

                            02                   289  

                            03                   292  

                            04                   289  

                            05                   298  

                            06                   334  

                            07                    47  

                            08                    40  

                            09                    42  

                            10                    32  

                            11                    19  

                            12                    25  

                            13                    34  

                            14                    36  

                            15                    37  

                            16                   160  

                            17                   224  

                            18                   222  

                            19                   231  

                            20                   254  

                            21                   273  

                            22                   282  

                            23                   289  

 

                           Max                   334

                           Min                    19

                           Mean                  319

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   300  

                            01                   317  

                            02                   337  

                            03                   342  

                            04                   324  

                            05                   314  

                            06                   294  

                            07                   321  

                            08                   330  

                            09                   318  

                            10                   347  

                            11                   103  

                            12                   192  

                            13                   174  

                            14                   143  

                            15                   154  

                            16                   153  

                            17                   148  

                            18                   152  

                            19                   161  

                            20                   165  

                            21                   170  

                            22                   142  

                            23                   176  

 

                           Max                   347

                           Min                   103

                           Mean                  210

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   195  

                            01                   204  

                            02                   214  

                            03                   252  

                            04                   264  

                            05                   270  

                            06                   272  

                            07                   272  

                            08                   272  

                            09                   268  

                            10                   264  

                            11                   255  

                            12                   253  

                            13                   257  

                            14                   259  

                            15                   259  

                            16                   223  

                            17                   256  

                            18                   258  

                            19                   252  

                            20                   251  

                            21                   246  

                            22                   260  

                            23                   264  

 

                           Max                   272

                           Min                   195

                           Mean                  252

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   279  

                            01                   293  

                            02                   297  

                            03                   306  

                            04                   310  

                            05                   318  

                            06                   322  

                            07                   322  

                            08                   320  

                            09                   326  

                            10                   327  

                            11                   329  

                            12                   330  

                            13                   325  

                            14                   327  

                            15                   318  

                            16                   308  

                            17                   282  

                            18                   255  

                            19                   260  

                            20                   266  

                            21                   254  

                            22                   271  

                            23                   288  

 

                           Max                   330

                           Min                   254

                           Mean                  301

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   289  

                            01                   294  

                            02                   303  

                            03                   297  

                            04                   283  

                            05                   309  

                            06                   322  

                            07                   326  

                            08                   326  

                            09                   322  

                            10                   318  

                            11                   320  

                            12                   312  

                            13                   315  

                            14                   311  

                            15                   306  

                            16                   300  

                            17                   306  

                            18                   306  

                            19                   300  

                            20                   304  

                            21                   296  

                            22                   299  

                            23                   298  

 

                           Max                   326

                           Min                   283

                           Mean                  306

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   299  

                            01                   292  

                            02                   301  

                            03                   302  

                            04                   299  

                            05                   288  

                            06                   260  

                            07                   264  

                            08                   265  

                            09                   268  

                            10                   277  

                            11                   289  

                            12                   297  

                            13                   290  

                            14                   289  

                            15                   286  

                            16                   267  

                            17                   267  

                            18                   272  

                            19                   281  

                            20                   278  

                            21                   279  

                            22                   268  

                            23                   275  

 

                           Max                   302

                           Min                   260

                           Mean                  281

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   261  

                            01                   242  

                            02                   237  

                            03                   225  

                            04                   207  

                            05                   194  

                            06                   204  

                            07                   205  

                            08                   198  

                            09                   211  

                            10                   211  

                            11                   210  

                            12                   218  

                            13                   221  

                            14                   227  

                            15                   244  

                            16                   263  

                            17                   267  

                            18                   297  

                            19                   302  

                            20                   318  

                            21                   321  

                            22                   325  

                            23                   323  

 

                           Max                   325

                           Min                   194

                           Mean                  243

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   321  

                            01                   317  

                            02                   318  

                            03                   324  

                            04                   324  

                            05                   324  

                            06                   321  

                            07                   332  

                            08                   333  

                            09                   327  

                            10                   335  

                            11                   356  

                            12                    25  

                            13                    48  

                            14                    86  

                            15                    99  

                            16                   103  

                            17                    95  

                            18                   101  

                            19                   106  

                            20                   123  

                            21                   138  

                            22                   141  

                            23                   143  

 

                           Max                   356

                           Min                    25

                           Mean                   23

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   141  

                            01                   135  

                            02                   134  

                            03                   142  

                            04                   148  

                            05                   147  

                            06                   148  

                            07                   153  

                            08                   163  

                            09                   164  

                            10                   176  

                            11                   178  

                            12                   180  

                            13                   192  

                            14                   206  

                            15                   218  

                            16                   223  

                            17                   256  

                            18                   288  

                            19                   293  

                            20                   295  

                            21                   297  

                            22                   296  

                            23                   299  

 

                           Max                   299

                           Min                   134

                           Mean                  193

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   298  

                            01                   309  

                            02                   309  

                            03                   310  

                            04                   310  

                            05                   316  

                            06                   334  

                            07                   338  

                            08                   301  

                            09                   291  

                            10                   258  

                            11                   218  

                            12                   175  

                            13                   168  

                            14                   176  

                            15                   180  

                            16                   173  

                            17                   171  

                            18                   179  

                            19                   180  

                            20                   186  

                            21                   184  

                            22                   187  

                            23                   187  

 

                           Max                   338

                           Min                   168

                           Mean                  233

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   184  

                            01                   190  

                            02                   200  

                            03                   208  

                            04                   209  

                            05                   211  

                            06                   212  

                            07                   227  

                            08                   211  

                            09                   219  

                            10                   209  

                            11                    39  

                            12                   175  

                            13                   144  

                            14                   173  

                            15                    46  

                            16                    39  

                            17                   113  

                            18                   182  

                            19                   172  

                            20                   120  

                            21                    95  

                            22                   140  

                            23                   151  

 

                           Max                   227

                           Min                    39

                           Mean                  172

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   123  

                            01                   104  

                            02                   132  

                            03                   155  

                            04                   156  

                            05                   100  

                            06                    50  

                            07                    32  

                            08                    37  

                            09                    57  

                            10                    55  

                            11                   107  

                            12                    67  

                            13                    21  

                            14                    27  

                            15                    26  

                            16                   269  

                            17                   307  

                            18                   340  

                            19                    29  

                            20                   312  

                            21                    51  

                            22                    61  

                            23                   286  

 

                           Max                   340

                           Min                    21

                           Mean                   52

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   295  

                            01                   292  

                            02                   292  

                            03                   284  

                            04                   270  

                            05                   261  

                            06                   233  

                            07                   215  

                            08                   197  

                            09                   217  

                            10                   266  

                            11                   229  

                            12                   265  

                            13                   186  

                            14                   234  

                            15                   220  

                            16                   227  

                            17                   234  

                            18                   277  

                            19                   278  

                            20                   272  

                            21                   207  

                            22                   238  

                            23                    36  

 

                           Max                   295

                           Min                    36

                           Mean                  249

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    34  

                            01                   267  

                            02                   284  

                            03                   271  

                            04                    52  

                            05                    18  

                            06                    15  

                            07                   317  

                            08                   347  

                            09                   333  

                            10                   331  

                            11                   330  

                            12                   327  

                            13                   325  

                            14                   326  

                            15                   327  

                            16                   323  

                            17                   323  

                            18                   314  

                            19                   313  

                            20                   312  

                            21                   312  

                            22                   311  

                            23                   310  

 

                           Max                   347

                           Min                    15

                           Mean                  326

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   301  

                            01                   304  

                            02                   303  

                            03                   301  

                            04                   296  

                            05                   298  

                            06                   301  

                            07                   301  

                            08                   289  

                            09                   306  

                            10                   310  

                            11                   309  

                            12                   314  

                            13                   319  

                            14                   312  

                            15                   308  

                            16                   309  

                            17                   308  

                            18                   316  

                            19                   315  

                            20                   317  

                            21                   319  

                            22                   323  

                            23                   331  

 

                           Max                   331

                           Min                   289

                           Mean                  308

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   325  

                            01                   319  

                            02                   317  

                            03                   314  

                            04                   313  

                            05                   311  

                            06                   307  

                            07                   299  

                            08                   302  

                            09                   289  

                            10                   290  

                            11                   287  

                            12                   288  

                            13                   282  

                            14                   276  

                            15                   278  

                            16                   273  

                            17                   256  

                            18                   241  

                            19                   225  

                            20                   227  

                            21                   222  

                            22                   212  

                            23                   202  

 

                           Max                   325

                           Min                   202

                           Mean                  279

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   197  

                            01                   191  

                            02                   193  

                            03                   197  

                            04                   198  

                            05                   193  

                            06                   195  

                            07                   206  

                            08                   231  

                            09                   231  

                            10                   260  

                            11                   286  

                            12                   304  

                            13                   304  

                            14                   308  

                            15                   312  

                            16                   317  

                            17                   318  

                            18                   307  

                            19                   317  

                            20                   331  

                            21                   328  

                            22                   321  

                            23                   302  

 

                           Max                   331

                           Min                   191

                           Mean                  267

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   278  

                            01                   260  

                            02                   233  

                            03                   227  

                            04                   225  

                            05                   214  

                            06                   212  

                            07                   227  

                            08                   250  

                            09                   269  

                            10                   299  

                            11                   322  

                            12                   327  

                            13                   318  

                            14                   316  

                            15                   308  

                            16                   304  

                            17                   291  

                            18                   286  

                            19                   290  

                            20                   306  

                            21                   284  

                            22                   267  

                            23                   264  

 

                           Max                   327

                           Min                   212

                           Mean                  274

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   278  

                            01                   320  

                            02                   336  

                            03                   339  

                            04                     2  

                            05                    17  

                            06                    46  

                            07                    77  

                            08                   103  

                            09                   116  

                            10                   132  

                            11                   128  

                            12                    80  

                            13                    90  

                            14                    84  

                            15                    72  

                            16                    73  

                            17                    89  

                            18                    95  

                            19                    93  

                            20                   162  

                            21                   186  

                            22                   201  

                            23                   206  

 

                           Max                   339

                           Min                     2

                           Mean                   86

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   213  

                            01                   221  

                            02                   208  

                            03                   209  

                            04                   209  

                            05                   215  

                            06                   205  

                            07                   204  

                            08                   217  

                            09                   221  

                            10                   211  

                            11                   207  

                            12                   219  

                            13                   242  

                            14                   261  

                            15                   268  

                            16                   271  

                            17                   267  

                            18                   269  

                            19                   279  

                            20                   274  

                            21                   257  

                            22                   293  

                            23                   299  

 

                           Max                   299

                           Min                   204

                           Mean                  238

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   297  

                            01                   304  

                            02                   316  

                            03                   313  

                            04                   313  

                            05                     3  

                            06                    72  

                            07                    86  

                            08                   326  

                            09                   290  

                            10                   290  

                            11                   284  

                            12                   287  

                            13                   277  

                            14                   287  

                            15                   327  

                            16                    29  

                            17                   168  

                            18                   176  

                            19                   162  

                            20                   148  

                            21                   143  

                            22                   147  

                            23                   144  

 

                           Max                   327

                           Min                     3

                           Mean                  294

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   141  

                            01                   145  

                            02                   150  

                            03                   154  

                            04                   164  

                            05                   162  

                            06                   150  

                            07                   114  

                            08                   116  

                            09                   101  

                            10                    79  

                            11                    68  

                            12                    70  

                            13                    51  

                            14                    46  

                            15                    56  

                            16                    62  

                            17                    58  

                            18                    46  

                            19                    53  

                            20                    73  

                            21                    83  

                            22                   101  

                            23                    90  

 

                           Max                   164

                           Min                    46

                           Mean                   95

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    79  

                            01                    92  

                            02                    96  

                            03                   103  

                            04                   100  

                            05                   108  

                            06                   123  

                            07                   141  

                            08                   152  

                            09                   142  

                            10                   148  

                            11                   161  

                            12                   161  

                            13                   156  

                            14                   156  

                            15                   156  

                            16                   142  

                            17                   140  

                            18                   139  

                            19                   141  

                            20                   150  

                            21                   157  

                            22                   163  

                            23                   170  

 

                           Max                   170

                           Min                    79

                           Mean                  137

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   167  

                            01                   175  

                            02                   182  

                            03                   185  

                            04                   181  

                            05                   178  

                            06                   175  

                            07                   187  

                            08                   180  

                            09                   195  

                            10                   197  

                            11                   199  

                            12                   208  

                            13                   228  

                            14                   240  

                            15                   248  

                            16                   250  

                            17                   253  

                            18                   278  

                            19                   253  

                            20                   245  

                            21                   240  

                            22                   247  

                            23                   249  

 

                           Max                   278

                           Min                   167

                           Mean                  213

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   247  

                            01                   269  

                            02                   255  

                            03                   268  

                            04                   248  

                            05                   219  

                            06                   207  

                            07                   198  

                            08                   260  

                            09                   238  

                            10                   228  

                            11                   213  

                            12                   215  

                            13                   235  

                            14                   230  

                            15                   238  

                            16                   235  

                            17                   218  

                            18                   232  

                            19                   232  

                            20                   233  

                            21                   250  

                            22                   255  

                            23                   258  

 

                           Max                   269

                           Min                   198

                           Mean                  236

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   252  

                            01                   224  

                            02                   206  

                            03                   240  

                            04                   290  

                            05                   314  

                            06                   319  

                            07                   320  

                            08                   325  

                            09                   341  

                            10                   323  

                            11                   323  

                            12                   328  

                            13                   319  

                            14                   320  

                            15                   323  

                            16                   335  

                            17                     8  

                            18                   349  

                            19                   346  

                            20                   347  

                            21                   338  

                            22                   337  

                            23                   345  

 

                           Max                   349

                           Min                     8

                           Mean                  319

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   340  

                            01                   344  

                            02                   333  

                            03                   319  

                            04                   322  

                            05                   309  

                            06                   304  

                            07                   298  

                            08                   295  

                            09                   285  

                            10                   270  

                            11                   262  

                            12                   252  

                            13                   242  

                            14                   237  

                            15                   237  

                            16                   228  

                            17                   229  

                            18                   206  

                            19                   223  

                            20                   241  

                            21                   262  

                            22                   271  

                            23                   268  

 

                           Max                   344

                           Min                   206

                           Mean                  273

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   266  

                            01                   250  

                            02                   210  

                            03                   268  

                            04                   241  

                            05                   185  

                            06                   215  

                            07                   268  

                            08                   270  

                            09                   268  

                            10                   267  

                            11                   269  

                            12                   263  

                            13                   267  

                            14                   269  

                            15                   267  

                            16                   260  

                            17                   250  

                            18                   253  

                            19                   255  

                            20                   260  

                            21                   261  

                            22                   263  

                            23                   251  

 

                           Max                   270

                           Min                   185

                           Mean                  254

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   250  

                            01                   215  

                            02                   228  

                            03                   218  

                            04                   226  

                            05                   228  

                            06                   210  

                            07                   213  

                            08                   227  

                            09                   242  

                            10                   286  

                            11                   311  

                            12                   324  

                            13                   338  

                            14                   320  

                            15                   322  

                            16                   310  

                            17                   289  

                            18                   296  

                            19                   287  

                            20                   287  

                            21                   280  

                            22                   286  

                            23                   288  

 

                           Max                   338

                           Min                   210

                           Mean                  270

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   288  

                            01                   319  

                            02                    44  

                            03                    36  

                            04                    27  

                            05                    20  

                            06                     0  

                            07                   343  

                            08                   326  

                            09                   327  

                            10                   334  

                            11                   330  

                            12                   320  

                            13                   313  

                            14                   293  

                            15                   285  

                            16                   291  

                            17                   316  

                            18                   317  

                            19                   300  

                            20                   307  

                            21                   279  

                            22                   292  

                            23                   302  

 

                           Max                   343

                           Min                     0

                           Mean                  323

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   306  

                            01                   318  

                            02                   331  

                            03                   336  

                            04                   352  

                            05                   355  

                            06                   347  

                            07                   340  

                            08                   315  

                            09                   300  

                            10                   269  

                            11                   240  

                            12                   260  

                            13                   246  

                            14                   235  

                            15                   219  

                            16                   203  

                            17                   202  

                            18                   197  

                            19                   193  

                            20                   189  

                            21                   195  

                            22                   196  

                            23                   192  

 

                           Max                   355

                           Min                   189

                           Mean                  261

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   188  

                            01                   193  

                            02                   185  

                            03                   185  

                            04                   176  

                            05                   190  

                            06                   209  

                            07                   245  

                            08                   235  

                            09                   243  

                            10                   254  

                            11                   245  

                            12                   251  

                            13                   215  

                            14                   252  

                            15                   221  

                            16                   217  

                            17                   219  

                            18                   222  

                            19                   228  

                            20                   215  

                            21                   207  

                            22                   201  

                            23                   191  

 

                           Max                   254

                           Min                   176

                           Mean                  216

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   196  

                            01                   202  

                            02                   204  

                            03                   215  

                            04                   210  

                            05                   203  

                            06                   208  

                            07                   204  

                            08                   246  

                            09                   255  

                            10                   252  

                            11                   220  

                            12                   271  

                            13                   279  

                            14                   277  

                            15                   274  

                            16                   296  

                            17                   323  

                            18                   321  

                            19                   339  

                            20                   343  

                            21                   354  

                            22                   351  

                            23                   348  

 

                           Max                   354

                           Min                   196

                           Mean                  263

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   354  

                            01                   344  

                            02                   342  

                            03                   339  

                            04                   343  

                            05                   334  

                            06                   336  

                            07                   338  

                            08                   345  

                            09                   345  

                            10                   344  

                            11                   345  

                            12                     0  

                            13                   334  

                            14                   334  

                            15                   340  

                            16                   342  

                            17                   342  

                            18                   343  

                            19                   340  

                            20                   342  

                            21                   350  

                            22                   344  

                            23                   328  

 

                           Max                   354

                           Min                     0

                           Mean                  341

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   340  

                            01                    22  

                            02                    32  

                            03                    47  

                            04                    44  

                            05                    60  

                            06                    62  

                            07                   147  

                            08                    55  

                            09                    71  

                            10                    87  

                            11                   107  

                            12                   108  

                            13                   103  

                            14                   109  

                            15                   111  

                            16                   107  

                            17                   105  

                            18                   102  

                            19                   104  

                            20                   115  

                            21                   112  

                            22                   115  

                            23                   121  

 

                           Max                   340

                           Min                    22

                           Mean                   87

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   126  

                            01                   129  

                            02                   132  

                            03                   135  

                            04                   135  

                            05                   124  

                            06                   122  

                            07                   130  

                            08                   129  

                            09                   131  

                            10                   136  

                            11                   136  

                            12                   139  

                            13                   142  

                            14                   135  

                            15                   139  

                            16                   144  

                            17                   134  

                            18                   131  

                            19                   134  

                            20                   136  

                            21                   128  

                            22                   139  

                            23                   155  

 

                           Max                   155

                           Min                   122

                           Mean                  134

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   165  

                            01                   173  

                            02                   173  

                            03                   173  

                            04                   176  

                            05                   175  

                            06                   174  

                            07                   177  

                            08                   174  

                            09                   171  

                            10                   179  

                            11                   169  

                            12                   166  

                            13                   166  

                            14                   164  

                            15                   156  

                            16                   158  

                            17                   159  

                            18                   164  

                            19                   153  

                            20                   166  

                            21                   162  

                            22                   165  

                            23                   173  

 

                           Max                   179

                           Min                   153

                           Mean                  167

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   178  

                            01                   180  

                            02                   187  

                            03                   197  

                            04                   183  

                            05                   179  

                            06                   181  

                            07                   178  

                            08                   171  

                            09                   196  

                            10                   194  

                            11                   180  

                            12                   182  

                            13                   203  

                            14                   190  

                            15                   200  

                            16                   185  

                            17                   167  

                            18                   174  

                            19                   175  

                            20                   180  

                            21                   177  

                            22                   184  

                            23                   184  

 

                           Max                   203

                           Min                   167

                           Mean                  183

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   187  

                            01                   183  

                            02                   197  

                            03                   189  

                            04                   180  

                            05                   181  

                            06                   179  

                            07                   181  

                            08                   181  

                            09                   194  

                            10                   187  

                            11                   184  

                            12                   193  

                            13                   208  

                            14                   198  

                            15                   196  

                            16                   194  

                            17                   181  

                            18                   190  

                            19                   187  

                            20                   184  

                            21                   203  

                            22                   214  

                            23                   242  

 

                           Max                   242

                           Min                   179

                           Mean                  191

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   248  

                            01                   247  

                            02                   267  

                            03                   275  

                            04                   280  

                            05                   291  

                            06                   296  

                            07                   306  

                            08                   310  

                            09                   309  

                            10                   310  

                            11                   308  

                            12                   302  

                            13                   297  

                            14                   308  

                            15                   304  

                            16                   286  

                            17                   271  

                            18                   254  

                            19                   263  

                            20                   246  

                            21                   222  

                            22                   213  

                            23                   211  

 

                           Max                   310

                           Min                   211

                           Mean                  277

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   211  

                            01                   211  

                            02                   205  

                            03                   200  

                            04                   206  

                            05                   212  

                            06                   211  

                            07                   212  

                            08                   212  

                            09                   210  

                            10                   207  

                            11                   212  

                            12                   209  

                            13                   211  

                            14                   210  

                            15                   213  

                            16                   206  

                            17                   203  

                            18                   204  

                            19                   204  

                            20                   204  

                            21                   193  

                            22                   196  

                            23                   196  

 

                           Max                   213

                           Min                   193

                           Mean                  206

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   194  

                            01                   328  

                            02                   220  

                            03                   217  

                            04                   207  

                            05                   207  

                            06                   245  

                            07                   220  

                            08                   222  

                            09                   115  

                            10                   258  

                            11                   259  

                            12                    15  

                            13                   320  

                            14                     8  

                            15                   332  

                            16                   304  

                            17                   286  

                            18                   298  

                            19                   305  

                            20                   308  

                            21                   337  

                            22                   359  

                            23                    41  

 

                           Max                   359

                           Min                     8

                           Mean                  283

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    36  

                            01                    54  

                            02                     5  

                            03                   353  

                            04                     5  

                            05                    13  

                            06                   349  

                            07                     4  

                            08                     9  

                            09                    22  

                            10                    22  

                            11                    23  

                            12                    31  

                            13                    48  

                            14                    41  

                            15                    39  

                            16                    28  

                            17                    24  

                            18                    34  

                            19                    46  

                            20                    49  

                            21                    53  

                            22                   354  

                            23                     5  

 

                           Max                   354

                           Min                     4

                           Mean                   23

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    23  

                            01                    43  

                            02                    67  

                            03                   108  

                            04                   222  

                            05                   116  

                            06                   166  

                            07                   173  

                            08                   171  

                            09                   158  

                            10                   159  

                            11                   162  

                            12                   169  

                            13                   163  

                            14                   158  

                            15                   156  

                            16                   143  

                            17                   131  

                            18                   123  

                            19                   126  

                            20                   127  

                            21                   132  

                            22                   130  

                            23                   144  

 

                           Max                   222

                           Min                    23

                           Mean                  140

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -14.3  

                            01                 -13.2  

                            02                 -11.3  

                            03                  -9.8  

                            04                  -9.1  

                            05                  -9.1  

                            06                  -9.4  

                            07                  -9.6  

                            08                  -9.8  

                            09                 -10.0  

                            10                 -10.3  

                            11                 -10.0  

                            12                  -8.9  

                            13                  -8.0  

                            14                  -7.0  

                            15                  -5.9  

                            16                  -5.0  

                            17                  -4.2  

                            18                  -3.4  

                            19                  -3.3  

                            20                  -3.6  

                            21                  -3.5  

                            22                  -2.8  

                            23                  -2.6  

 

                           Max                  -2.6

                           Min                 -14.3

                           Mean                 -7.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -2.6  

                            01                  -2.5  

                            02                  -2.5  

                            03                  -2.7  

                            04                  -3.7  

                            05                  -3.4  

                            06                  -3.8  

                            07                  -4.2  

                            08                  -4.5  

                            09                  -4.3  

                            10                  -4.1  

                            11                  -4.5  

                            12                  -5.9  

                            13                  -7.3  

                            14                  -7.4  

                            15                  -8.0  

                            16                  -8.2  

                            17                  -8.5  

                            18                  -9.1  

                            19                  -9.9  

                            20                 -10.3  

                            21                 -10.9  

                            22                 -10.3  

                            23                 -11.0  

 

                           Max                  -2.5

                           Min                 -11.0

                           Mean                 -6.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -11.1  

                            01                 -10.2  

                            02                  -9.7  

                            03                  -9.0  

                            04                  -8.9  

                            05                  -9.2  

                            06                  -9.8  

                            07                 -10.1  

                            08                 -10.5  

                            09                  -9.4  

                            10                  -8.1  

                            11                  -6.8  

                            12                  -5.1  

                            13                  -4.3  

                            14                  -4.0  

                            15                  -4.7  

                            16                  -5.7  

                            17                  -6.8  

                            18                  -7.8  

                            19                  -7.9  

                            20                  -8.1  

                            21                  -8.2  

                            22                  -8.3  

                            23                  -8.5  

 

                           Max                  -4.0

                           Min                 -11.1

                           Mean                 -8.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -8.8  

                            01                  -9.1  

                            02                  -9.5  

                            03                  -9.8  

                            04                 -10.6  

                            05                  -9.9  

                            06                  -8.4  

                            07                  -9.8  

                            08                 -10.6  

                            09                 -10.9  

                            10                 -10.8  

                            11                  -8.9  

                            12                  -7.7  

                            13                  -7.5  

                            14                  -6.9  

                            15                  -6.0  

                            16                  -7.8  

                            17                  -9.3  

                            18                 -10.2  

                            19                 -10.6  

                            20                 -11.4  

                            21                  -9.9  

                            22                  -9.2  

                            23                  -9.4  

 

                           Max                  -6.0

                           Min                 -11.4

                           Mean                 -9.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -10.8  

                            01                 -10.4  

                            02                 -11.5  

                            03                 -13.2  

                            04                 -15.8  

                            05                 -16.2  

                            06                 -13.9  

                            07                 -14.6  

                            08                 -15.5  

                            09                 -15.4  

                            10                 -14.2  

                            11                 -12.5  

                            12                 -11.8  

                            13                 -10.8  

                            14                 -10.2  

                            15                  -9.6  

                            16                  -8.9  

                            17                  -9.0  

                            18                  -9.2  

                            19                  -9.8  

                            20                 -10.1  

                            21                 -10.5  

                            22                  -8.7  

                            23                  -8.6  

 

                           Max                  -8.6

                           Min                 -16.2

                           Mean                -11.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -9.5  

                            01                 -10.2  

                            02                 -10.6  

                            03                 -11.0  

                            04                 -11.2  

                            05                 -11.9  

                            06                 -13.1  

                            07                 -13.3  

                            08                 -12.5  

                            09                 -11.6  

                            10                  -9.6  

                            11                  -8.3  

                            12                  -7.5  

                            13                  -6.3  

                            14                  -4.8  

                            15                  -4.3  

                            16                  -4.4  

                            17                  -4.7  

                            18                  -4.0  

                            19                  -3.9  

                            20                  -2.3  

                            21                  -1.5  

                            22                  -2.5  

                            23                  -2.7  

 

                           Max                  -1.5

                           Min                 -13.3

                           Mean                 -7.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -3.0  

                            01                  -3.7  

                            02                  -3.2  

                            03                  -4.5  

                            04                  -4.5  

                            05                  -5.0  

                            06                  -5.1  

                            07                  -6.2  

                            08                  -6.8  

                            09                  -6.9  

                            10                  -7.1  

                            11                  -6.3  

                            12                  -5.7  

                            13                  -5.0  

                            14                  -4.5  

                            15                  -4.5  

                            16                  -5.7  

                            17                  -7.0  

                            18                  -7.3  

                            19                  -8.2  

                            20                  -7.7  

                            21                  -7.7  

                            22                  -7.8  

                            23                  -8.0  

 

                           Max                  -3.0

                           Min                  -8.2

                           Mean                 -5.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -9.1  

                            01                  -7.6  

                            02                  -5.8  

                            03                  -4.5  

                            04                  -3.6  

                            05                  -2.7  

                            06                  -2.4  

                            07                   -.9  

                            08                  -1.4  

                            09                  -1.0  

                            10                   -.1  

                            11                  -1.0  

                            12                  -1.1  

                            13                   -.8  

                            14                   -.8  

                            15                  -1.2  

                            16                  -1.4  

                            17                  -1.8  

                            18                  -1.6  

                            19                  -2.7  

                            20                  -4.1  

                            21                  -4.7  

                            22                  -5.5  

                            23                  -5.8  

 

                           Max                   -.1

                           Min                  -9.1

                           Mean                 -2.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -6.3  

                            01                  -6.4  

                            02                  -6.6  

                            03                  -6.8  

                            04                  -7.2  

                            05                 -10.1  

                            06                 -11.0  

                            07                 -10.9  

                            08                  -9.7  

                            09                  -8.0  

                            10                  -6.7  

                            11                  -5.8  

                            12                  -4.6  

                            13                  -3.4  

                            14                  -3.1  

                            15                  -3.4  

                            16                  -2.6  

                            17                  -1.2  

                            18                    .0  

                            19                   -.2  

                            20                   -.3  

                            21                    .5  

                            22                   -.6  

                            23                   -.6  

 

                           Max                    .5

                           Min                 -11.0

                           Mean                 -4.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.8  

                            01                   -.6  

                            02                   -.4  

                            03                   -.6  

                            04                   -.2  

                            05                   1.0  

                            06                    .6  

                            07                   1.0  

                            08                   1.2  

                            09                   1.4  

                            10                   1.0  

                            11                   1.1  

                            12                   1.9  

                            13                    .7  

                            14                    .0  

                            15                   -.7  

                            16                  -2.7  

                            17                  -3.9  

                            18                  -5.5  

                            19                  -6.4  

                            20                  -6.9  

                            21                  -7.9  

                            22                  -9.0  

                            23                  -9.7  

 

                           Max                   1.9

                           Min                  -9.7

                           Mean                 -1.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -10.1  

                            01                 -10.8  

                            02                 -11.2  

                            03                 -11.3  

                            04                 -11.7  

                            05                 -12.2  

                            06                 -12.5  

                            07                 -12.7  

                            08                 -12.8  

                            09                 -13.0  

                            10                 -13.3  

                            11                 -13.7  

                            12                 -13.8  

                            13                 -13.9  

                            14                 -13.9  

                            15                 -13.9  

                            16                 -14.2  

                            17                 -14.9  

                            18                 -15.4  

                            19                 -15.4  

                            20                 -15.5  

                            21                 -16.2  

                            22                 -16.7  

                            23                 -17.3  

 

                           Max                 -10.1

                           Min                 -17.3

                           Mean                -13.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -18.4  

                            01                 -18.3  

                            02                 -18.7  

                            03                 -19.7  

                            04                 -20.2  

                            05                 -21.2  

                            06                 -21.3  

                            07                 -22.0  

                            08                 -22.9  

                            09                 -22.4  

                            10                 -20.7  

                            11                 -20.3  

                            12                 -19.6  

                            13                 -19.3  

                            14                 -19.2  

                            15                 -19.6  

                            16                 -19.8  

                            17                 -19.8  

                            18                 -20.5  

                            19                 -20.2  

                            20                 -20.5  

                            21                 -20.9  

                            22                 -20.7  

                            23                 -20.4  

 

                           Max                 -18.3

                           Min                 -22.9

                           Mean                -20.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -20.2  

                            01                 -21.0  

                            02                 -19.8  

                            03                 -20.4  

                            04                 -20.3  

                            05                 -20.7  

                            06                 -20.6  

                            07                 -19.1  

                            08                 -18.3  

                            09                 -18.0  

                            10                 -17.6  

                            11                 -17.5  

                            12                 -17.9  

                            13                 -17.8  

                            14                 -17.9  

                            15                 -18.4  

                            16                 -19.3  

                            17                 -20.6  

                            18                 -22.2  

                            19                 -22.1  

                            20                 -21.1  

                            21                 -21.5  

                            22                 -21.2  

                            23                 -20.3  

 

                           Max                 -17.5

                           Min                 -22.2

                           Mean                -19.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -19.8  

                            01                 -19.3  

                            02                 -19.3  

                            03                 -19.5  

                            04                 -19.5  

                            05                 -19.2  

                            06                 -19.5  

                            07                 -20.4  

                            08                 -21.5  

                            09                 -20.8  

                            10                 -19.8  

                            11                 -18.9  

                            12                 -18.1  

                            13                 -16.8  

                            14                 -16.3  

                            15                 -15.5  

                            16                 -15.5  

                            17                 -15.4  

                            18                 -15.1  

                            19                 -14.9  

                            20                 -14.5  

                            21                 -14.1  

                            22                 -14.0  

                            23                 -13.7  

 

                           Max                 -13.7

                           Min                 -21.5

                           Mean                -17.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -14.5  

                            01                 -15.9  

                            02                 -15.5  

                            03                 -13.8  

                            04                 -13.5  

                            05                 -14.4  

                            06                 -14.4  

                            07                 -13.1  

                            08                 -11.2  

                            09                 -10.4  

                            10                  -8.4  

                            11                  -6.6  

                            12                  -5.4  

                            13                  -4.5  

                            14                  -2.5  

                            15                   -.9  

                            16                    .4  

                            17                   1.0  

                            18                   2.0  

                            19                   2.7  

                            20                   2.4  

                            21                   2.1  

                            22                   2.0  

                            23                   2.0  

 

                           Max                   2.7

                           Min                 -15.9

                           Mean                 -6.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   2.0  

                            01                   1.8  

                            02                   1.6  

                            03                   1.4  

                            04                   1.3  

                            05                   1.1  

                            06                    .2  

                            07                  -4.1  

                            08                  -5.3  

                            09                  -6.4  

                            10                  -7.1  

                            11                  -7.0  

                            12                  -7.7  

                            13                  -8.1  

                            14                  -8.8  

                            15                  -9.4  

                            16                 -10.3  

                            17                 -10.2  

                            18                 -10.0  

                            19                 -10.0  

                            20                  -8.1  

                            21                  -6.3  

                            22                  -5.1  

                            23                  -4.3  

 

                           Max                   2.0

                           Min                 -10.3

                           Mean                 -4.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -4.0  

                            01                  -4.3  

                            02                  -5.3  

                            03                  -7.2  

                            04                  -8.4  

                            05                  -9.4  

                            06                  -9.8  

                            07                 -10.4  

                            08                 -11.5  

                            09                 -11.5  

                            10                 -11.3  

                            11                 -10.9  

                            12                 -10.1  

                            13                  -9.3  

                            14                  -8.8  

                            15                  -8.5  

                            16                  -8.5  

                            17                  -8.3  

                            18                  -7.9  

                            19                  -7.5  

                            20                  -7.1  

                            21                  -6.4  

                            22                  -5.5  

                            23                  -5.1  

 

                           Max                  -4.0

                           Min                 -11.5

                           Mean                 -8.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -4.0  

                            01                  -3.0  

                            02                  -2.2  

                            03                  -1.4  

                            04                  -2.7  

                            05                  -2.6  

                            06                  -3.0  

                            07                  -2.7  

                            08                  -2.5  

                            09                  -2.7  

                            10                  -2.1  

                            11                   -.4  

                            12                    .5  

                            13                   1.2  

                            14                   1.2  

                            15                    .7  

                            16                    .3  

                            17                    .0  

                            18                    .0  

                            19                   -.2  

                            20                   -.1  

                            21                    .3  

                            22                    .3  

                            23                    .5  

 

                           Max                   1.2

                           Min                  -4.0

                           Mean                 -1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   1.1  

                            01                   1.9  

                            02                   1.8  

                            03                    .9  

                            04                  -4.4  

                            05                  -9.0  

                            06                 -12.9  

                            07                 -15.0  

                            08                 -15.1  

                            09                 -16.2  

                            10                 -18.0  

                            11                 -19.2  

                            12                 -19.9  

                            13                 -20.1  

                            14                 -20.3  

                            15                 -20.5  

                            16                 -20.9  

                            17                 -21.8  

                            18                 -22.6  

                            19                 -22.4  

                            20                 -21.8  

                            21                 -21.1  

                            22                 -20.2  

                            23                 -19.4  

 

                           Max                   1.9

                           Min                 -22.6

                           Mean                -14.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -19.0  

                            01                 -18.5  

                            02                 -18.1  

                            03                 -17.6  

                            04                 -17.8  

                            05                 -17.4  

                            06                 -19.1  

                            07                 -21.5  

                            08                 -24.0  

                            09                 -24.8  

                            10                 -25.3  

                            11                 -25.6  

                            12                 -25.6  

                            13                 -25.5  

                            14                 -25.2  

                            15                 -25.1  

                            16                 -24.7  

                            17                 -25.1  

                            18                 -25.5  

                            19                 -25.8  

                            20                 -26.0  

                            21                 -26.2  

                            22                 -26.5  

                            23                 -26.7  

 

                           Max                 -17.4

                           Min                 -26.7

                           Mean                -23.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -26.7  

                            01                 -26.8  

                            02                 -26.6  

                            03                 -26.4  

                            04                 -26.0  

                            05                 -26.0  

                            06                 -28.0  

                            07                 -28.7  

                            08                 -28.7  

                            09                 -27.6  

                            10                 -25.5  

                            11                 -23.1  

                            12                 -21.8  

                            13                 -21.1  

                            14                 -20.5  

                            15                 -20.5  

                            16                 -20.8  

                            17                 -20.8  

                            18                 -20.3  

                            19                 -19.7  

                            20                 -19.3  

                            21                 -19.3  

                            22                 -19.4  

                            23                 -19.1  

 

                           Max                 -19.1

                           Min                 -28.7

                           Mean                -23.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -19.1  

                            01                 -19.2  

                            02                 -18.9  

                            03                 -18.8  

                            04                 -18.9  

                            05                 -18.8  

                            06                 -18.4  

                            07                 -18.0  

                            08                 -17.7  

                            09                 -17.2  

                            10                 -16.8  

                            11                 -16.0  

                            12                 -15.2  

                            13                 -14.5  

                            14                 -14.0  

                            15                 -13.7  

                            16                 -13.4  

                            17                 -13.6  

                            18                 -13.8  

                            19                 -14.0  

                            20                 -14.2  

                            21                 -14.9  

                            22                 -15.8  

                            23                 -16.4  

 

                           Max                 -13.4

                           Min                 -19.2

                           Mean                -16.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -16.8  

                            01                 -17.1  

                            02                 -17.6  

                            03                 -18.2  

                            04                 -19.2  

                            05                 -19.7  

                            06                 -20.2  

                            07                 -20.8  

                            08                 -21.5  

                            09                 -22.2  

                            10                 -21.9  

                            11                 -21.4  

                            12                 -21.6  

                            13                 -22.1  

                            14                 -21.9  

                            15                 -21.6  

                            16                 -21.5  

                            17                 -21.9  

                            18                 -22.4  

                            19                 -23.0  

                            20                 -22.8  

                            21                 -22.4  

                            22                 -21.8  

                            23                 -21.3  

 

                           Max                 -16.8

                           Min                 -23.0

                           Mean                -20.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -20.8  

                            01                 -20.4  

                            02                 -20.0  

                            03                 -19.8  

                            04                 -19.9  

                            05                 -19.8  

                            06                 -19.6  

                            07                 -19.3  

                            08                 -18.8  

                            09                 -18.4  

                            10                 -17.9  

                            11                 -17.0  

                            12                 -15.8  

                            13                 -14.3  

                            14                 -12.6  

                            15                 -11.2  

                            16                 -10.1  

                            17                  -7.3  

                            18                  -7.8  

                            19                  -9.3  

                            20                 -11.6  

                            21                 -14.2  

                            22                 -15.1  

                            23                 -15.9  

 

                           Max                  -7.3

                           Min                 -20.8

                           Mean                -15.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -17.0  

                            01                 -17.7  

                            02                 -18.7  

                            03                 -19.8  

                            04                 -20.8  

                            05                 -21.9  

                            06                 -22.5  

                            07                 -22.9  

                            08                 -23.5  

                            09                 -23.3  

                            10                 -22.3  

                            11                 -21.6  

                            12                 -20.4  

                            13                 -19.4  

                            14                 -18.2  

                            15                 -17.3  

                            16                 -16.9  

                            17                 -16.6  

                            18                 -16.4  

                            19                 -15.6  

                            20                 -15.2  

                            21                 -14.8  

                            22                 -14.1  

                            23                 -13.3  

 

                           Max                 -13.3

                           Min                 -23.5

                           Mean                -18.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -13.4  

                            01                 -13.2  

                            02                 -13.4  

                            03                 -13.5  

                            04                 -12.2  

                            05                 -10.4  

                            06                  -8.9  

                            07                  -8.7  

                            08                  -8.2  

                            09                  -8.3  

                            10                  -7.1  

                            11                  -5.1  

                            12                  -3.1  

                            13                  -2.2  

                            14                  -1.1  

                            15                  -2.1  

                            16                  -6.8  

                            17                  -7.3  

                            18                  -6.9  

                            19                  -6.8  

                            20                  -7.9  

                            21                  -9.1  

                            22                  -9.6  

                            23                  -8.4  

 

                           Max                  -1.1

                           Min                 -13.5

                           Mean                 -8.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.8  

                            01                  -9.3  

                            02                 -10.3  

                            03                  -9.3  

                            04                  -9.1  

                            05                 -10.4  

                            06                 -12.4  

                            07                 -13.6  

                            08                 -14.2  

                            09                 -13.4  

                            10                 -13.0  

                            11                 -11.0  

                            12                  -9.6  

                            13                  -9.4  

                            14                  -8.9  

                            15                  -8.5  

                            16                  -6.6  

                            17                  -5.9  

                            18                  -6.8  

                            19                  -8.4  

                            20                  -7.6  

                            21                  -7.2  

                            22                  -6.8  

                            23                  -3.7  

 

                           Max                  -3.7

                           Min                 -14.2

                           Mean                 -9.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -3.7  

                            01                  -3.7  

                            02                  -3.4  

                            03                  -3.0  

                            04                  -3.0  

                            05                  -3.0  

                            06                  -3.8  

                            07                  -5.3  

                            08                  -6.7  

                            09                  -6.5  

                            10                  -6.1  

                            11                  -5.3  

                            12                  -6.3  

                            13                  -6.0  

                            14                  -5.4  

                            15                  -5.4  

                            16                  -5.8  

                            17                  -6.7  

                            18                  -8.7  

                            19                 -12.1  

                            20                 -13.0  

                            21                 -14.3  

                            22                 -14.9  

                            23                 -16.3  

 

                           Max                  -3.0

                           Min                 -16.3

                           Mean                 -7.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -16.5  

                            01                 -17.6  

                            02                 -18.3  

                            03                 -17.6  

                            04                 -14.8  

                            05                 -12.3  

                            06                 -11.7  

                            07                 -11.2  

                            08                 -10.4  

                            09                 -10.2  

                            10                  -9.4  

                            11                  -8.9  

                            12                  -8.4  

                            13                  -8.3  

                            14                  -8.2  

                            15                  -8.3  

                            16                  -8.9  

                            17                 -10.4  

                            18                 -14.1  

                            19                 -17.6  

                            20                 -20.3  

                            21                 -21.7  

                            22                 -22.6  

                            23                 -22.8  

 

                           Max                  -8.2

                           Min                 -22.8

                           Mean                -13.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -23.4  

                            01                 -24.8  

                            02                 -25.2  

                            03                 -24.9  

                            04                 -25.4  

                            05                 -26.3  

                            06                 -27.2  

                            07                 -28.1  

                            08                 -28.8  

                            09                 -28.5  

                            10                 -28.0  

                            11                 -27.5  

                            12                 -26.8  

                            13                 -26.4  

                            14                 -25.9  

                            15                 -25.8  

                            16                 -26.3  

                            17                 -26.9  

                            18                 -27.4  

                            19                 -27.5  

                            20                 -27.5  

                            21                 -27.6  

                            22                 -28.3  

                            23                 -28.7  

 

                           Max                 -23.4

                           Min                 -28.8

                           Mean                -26.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -29.3  

                            01                 -29.8  

                            02                 -30.0  

                            03                 -29.8  

                            04                 -29.9  

                            05                 -30.2  

                            06                 -30.7  

                            07                 -31.0  

                            08                 -31.3  

                            09                 -31.1  

                            10                 -30.4  

                            11                 -29.6  

                            12                 -28.9  

                            13                 -28.1  

                            14                 -27.3  

                            15                 -26.8  

                            16                 -26.8  

                            17                 -27.5  

                            18                 -28.0  

                            19                 -28.0  

                            20                 -28.4  

                            21                 -28.5  

                            22                 -28.1  

                            23                 -27.3  

 

                           Max                 -26.8

                           Min                 -31.3

                           Mean                -29.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -25.1  

                            01                 -23.0  

                            02                 -21.5  

                            03                 -20.2  

                            04                 -19.1  

                            05                 -18.5  

                            06                 -18.1  

                            07                 -17.5  

                            08                 -16.3  

                            09                 -15.5  

                            10                 -13.3  

                            11                 -11.0  

                            12                 -10.1  

                            13                 -10.0  

                            14                  -9.8  

                            15                 -10.2  

                            16                 -11.2  

                            17                 -13.4  

                            18                 -15.5  

                            19                 -17.3  

                            20                 -18.4  

                            21                 -19.1  

                            22                 -19.4  

                            23                 -19.5  

 

                           Max                  -9.8

                           Min                 -25.1

                           Mean                -16.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -19.6  

                            01                 -19.4  

                            02                 -18.8  

                            03                 -18.1  

                            04                 -17.1  

                            05                 -16.2  

                            06                 -15.2  

                            07                 -12.3  

                            08                  -8.3  

                            09                  -3.8  

                            10                  -1.3  

                            11                  -2.5  

                            12                  -6.7  

                            13                  -9.1  

                            14                 -10.6  

                            15                 -12.0  

                            16                 -12.7  

                            17                 -13.3  

                            18                 -13.6  

                            19                 -12.8  

                            20                 -11.2  

                            21                 -10.2  

                            22                 -11.2  

                            23                 -11.6  

 

                           Max                  -1.3

                           Min                 -19.6

                           Mean                -11.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -9.5  

                            01                  -8.1  

                            02                  -9.0  

                            03                  -9.8  

                            04                 -10.4  

                            05                 -10.8  

                            06                 -11.1  

                            07                 -11.3  

                            08                 -11.3  

                            09                 -11.3  

                            10                 -11.2  

                            11                 -10.9  

                            12                 -10.8  

                            13                 -11.1  

                            14                 -11.4  

                            15                 -11.7  

                            16                 -12.1  

                            17                 -12.3  

                            18                 -12.6  

                            19                 -12.6  

                            20                 -12.5  

                            21                 -12.7  

                            22                 -12.3  

                            23                 -12.0  

 

                           Max                  -8.1

                           Min                 -12.7

                           Mean                -11.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -11.5  

                            01                 -10.8  

                            02                 -10.8  

                            03                 -11.0  

                            04                 -11.1  

                            05                 -10.2  

                            06                  -8.7  

                            07                  -7.6  

                            08                  -6.6  

                            09                  -5.5  

                            10                  -4.4  

                            11                  -3.7  

                            12                  -2.9  

                            13                   -.9  

                            14                    .2  

                            15                    .3  

                            16                    .1  

                            17                   -.4  

                            18                    .2  

                            19                    .4  

                            20                    .1  

                            21                   -.5  

                            22                    .1  

                            23                   -.5  

 

                           Max                    .4

                           Min                 -11.5

                           Mean                 -4.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -1.4  

                            01                  -1.9  

                            02                  -2.1  

                            03                  -2.0  

                            04                  -2.1  

                            05                  -3.8  

                            06                  -7.4  

                            07                  -9.0  

                            08                  -7.8  

                            09                  -6.8  

                            10                  -7.0  

                            11                  -6.8  

                            12                  -5.9  

                            13                  -4.9  

                            14                  -4.1  

                            15                  -3.9  

                            16                  -4.8  

                            17                  -4.3  

                            18                  -4.4  

                            19                  -5.1  

                            20                  -5.4  

                            21                  -5.4  

                            22                  -5.4  

                            23                  -5.4  

 

                           Max                  -1.4

                           Min                  -9.0

                           Mean                 -4.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.1  

                            01                  -5.1  

                            02                  -5.2  

                            03                  -5.4  

                            04                  -5.6  

                            05                  -5.7  

                            06                  -5.6  

                            07                  -6.1  

                            08                  -7.8  

                            09                  -8.6  

                            10                  -7.4  

                            11                  -6.9  

                            12                  -6.5  

                            13                  -7.4  

                            14                  -8.9  

                            15                  -9.4  

                            16                  -9.7  

                            17                 -10.6  

                            18                 -11.4  

                            19                 -12.2  

                            20                 -12.6  

                            21                 -12.4  

                            22                 -12.2  

                            23                 -11.8  

 

                           Max                  -5.1

                           Min                 -12.6

                           Mean                 -8.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -11.9  

                            01                 -12.1  

                            02                 -11.5  

                            03                 -11.2  

                            04                 -12.2  

                            05                 -12.7  

                            06                 -12.5  

                            07                 -12.3  

                            08                 -12.2  

                            09                 -11.5  

                            10                 -10.7  

                            11                 -10.3  

                            12                 -10.0  

                            13                  -9.5  

                            14                  -8.9  

                            15                  -8.3  

                            16                  -7.9  

                            17                  -7.7  

                            18                  -7.3  

                            19                  -6.9  

                            20                  -6.6  

                            21                  -6.3  

                            22                  -6.2  

                            23                  -5.7  

 

                           Max                  -5.7

                           Min                 -12.7

                           Mean                 -9.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.3  

                            01                  -4.8  

                            02                  -4.1  

                            03                  -3.8  

                            04                  -3.7  

                            05                  -3.9  

                            06                  -4.3  

                            07                  -4.5  

                            08                  -4.7  

                            09                  -5.0  

                            10                  -5.2  

                            11                  -4.9  

                            12                  -4.5  

                            13                  -4.1  

                            14                  -3.8  

                            15                  -3.6  

                            16                  -3.5  

                            17                  -3.7  

                            18                  -4.1  

                            19                  -4.3  

                            20                  -4.6  

                            21                  -4.6  

                            22                  -4.2  

                            23                  -4.3  

 

                           Max                  -3.5

                           Min                  -5.3

                           Mean                 -4.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.6  

                            01                  -7.6  

                            02                  -8.3  

                            03                  -8.5  

                            04                  -8.4  

                            05                  -9.8  

                            06                  -9.8  

                            07                  -9.2  

                            08                  -9.0  

                            09                  -8.6  

                            10                  -8.1  

                            11                  -6.9  

                            12                  -6.7  

                            13                  -5.7  

                            14                  -5.5  

                            15                  -4.7  

                            16                  -4.5  

                            17                  -5.5  

                            18                  -5.0  

                            19                  -4.6  

                            20                  -5.6  

                            21                  -6.5  

                            22                  -9.8  

                            23                  -7.3  

 

                           Max                  -4.5

                           Min                  -9.8

                           Mean                 -7.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.5  

                            01                  -4.3  

                            02                  -4.7  

                            03                  -4.2  

                            04                  -3.3  

                            05                  -2.2  

                            06                  -2.3  

                            07                  -2.8  

                            08                  -3.7  

                            09                  -4.2  

                            10                  -4.7  

                            11                  -5.3  

                            12                  -5.9  

                            13                  -6.5  

                            14                  -7.2  

                            15                  -7.2  

                            16                  -7.2  

                            17                  -8.5  

                            18                  -8.8  

                            19                  -8.4  

                            20                  -8.1  

                            21                  -8.2  

                            22                  -8.0  

                            23                  -7.9  

 

                           Max                  -2.2

                           Min                  -8.8

                           Mean                 -5.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -8.2  

                            01                  -8.6  

                            02                  -9.0  

                            03                  -9.4  

                            04                  -9.8  

                            05                 -10.1  

                            06                 -10.4  

                            07                 -10.4  

                            08                 -10.8  

                            09                 -10.6  

                            10                 -10.2  

                            11                  -9.5  

                            12                  -8.8  

                            13                  -8.1  

                            14                  -7.3  

                            15                  -6.4  

                            16                  -6.0  

                            17                  -6.7  

                            18                  -7.4  

                            19                  -7.0  

                            20                  -6.5  

                            21                  -6.7  

                            22                  -7.8  

                            23                  -8.8  

 

                           Max                  -6.0

                           Min                 -10.8

                           Mean                 -8.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -9.7  

                            01                  -9.7  

                            02                  -8.4  

                            03                  -7.8  

                            04                  -7.9  

                            05                  -9.9  

                            06                 -10.2  

                            07                  -9.8  

                            08                  -8.7  

                            09                  -7.5  

                            10                  -6.4  

                            11                  -4.7  

                            12                  -3.6  

                            13                  -2.5  

                            14                  -1.7  

                            15                  -1.1  

                            16                   -.9  

                            17                  -2.1  

                            18                  -2.7  

                            19                  -2.3  

                            20                  -2.9  

                            21                  -3.6  

                            22                  -4.1  

                            23                  -5.1  

 

                           Max                   -.9

                           Min                 -10.2

                           Mean                 -5.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.0  

                            01                  -4.1  

                            02                  -2.6  

                            03                  -2.3  

                            04                  -1.8  

                            05                  -2.2  

                            06                  -2.3  

                            07                  -2.2  

                            08                  -2.1  

                            09                  -1.9  

                            10                  -1.4  

                            11                  -1.0  

                            12                  -1.4  

                            13                  -1.7  

                            14                  -1.7  

                            15                  -1.7  

                            16                  -1.6  

                            17                  -1.6  

                            18                  -2.0  

                            19                  -1.7  

                            20                  -1.3  

                            21                   -.7  

                            22                  -2.0  

                            23                  -2.6  

 

                           Max                   -.7

                           Min                  -5.0

                           Mean                 -2.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -2.6  

                            01                  -2.6  

                            02                  -5.4  

                            03                  -7.2  

                            04                  -8.8  

                            05                  -9.6  

                            06                  -9.4  

                            07                  -8.4  

                            08                 -10.2  

                            09                 -10.3  

                            10                  -9.5  

                            11                  -8.7  

                            12                  -7.5  

                            13                  -6.4  

                            14                  -6.3  

                            15                  -6.2  

                            16                  -5.8  

                            17                  -6.4  

                            18                  -8.3  

                            19                  -9.9  

                            20                  -9.9  

                            21                  -9.6  

                            22                  -9.7  

                            23                  -9.8  

 

                           Max                  -2.6

                           Min                 -10.3

                           Mean                 -7.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -9.2  

                            01                  -8.5  

                            02                  -9.1  

                            03                  -9.7  

                            04                 -10.2  

                            05                 -10.6  

                            06                 -10.8  

                            07                 -11.3  

                            08                 -12.0  

                            09                 -12.8  

                            10                 -13.2  

                            11                 -13.4  

                            12                 -13.8  

                            13                 -12.6  

                            14                 -12.2  

                            15                 -11.7  

                            16                 -11.4  

                            17                 -11.3  

                            18                 -10.9  

                            19                 -10.1  

                            20                  -9.6  

                            21                  -8.9  

                            22                  -7.7  

                            23                  -6.8  

 

                           Max                  -6.8

                           Min                 -13.8

                           Mean                -10.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -6.1  

                            01                  -5.8  

                            02                  -5.3  

                            03                  -5.1  

                            04                  -4.9  

                            05                  -4.9  

                            06                  -5.1  

                            07                  -4.9  

                            08                  -5.5  

                            09                  -6.3  

                            10                  -5.7  

                            11                  -4.2  

                            12                  -3.1  

                            13                  -2.8  

                            14                  -1.8  

                            15                  -1.3  

                            16                  -1.3  

                            17                  -1.4  

                            18                  -1.8  

                            19                  -1.2  

                            20                  -1.4  

                            21                   -.6  

                            22                   -.5  

                            23                   -.7  

 

                           Max                   -.5

                           Min                  -6.3

                           Mean                 -3.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.2  

                            01                    .9  

                            02                   1.1  

                            03                    .2  

                            04                    .2  

                            05                    .0  

                            06                   -.2  

                            07                   -.7  

                            08                   -.8  

                            09                   -.2  

                            10                    .9  

                            11                   1.0  

                            12                   1.2  

                            13                    .9  

                            14                    .3  

                            15                   -.3  

                            16                  -1.4  

                            17                  -1.7  

                            18                  -1.7  

                            19                  -2.3  

                            20                  -4.1  

                            21                  -6.3  

                            22                  -7.8  

                            23                  -8.5  

 

                           Max                   1.2

                           Min                  -8.5

                           Mean                 -1.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -9.1  

                            01                  -9.5  

                            02                 -10.2  

                            03                 -11.1  

                            04                 -11.8  

                            05                 -12.2  

                            06                 -12.8  

                            07                 -13.4  

                            08                 -13.9  

                            09                 -14.1  

                            10                 -14.4  

                            11                 -14.7  

                            12                 -15.2  

                            13                 -15.5  

                            14                 -15.9  

                            15                 -16.0  

                            16                 -16.4  

                            17                 -17.4  

                            18                 -18.9  

                            19                 -20.4  

                            20                 -21.8  

                            21                 -22.6  

                            22                 -23.2  

                            23                 -23.5  

 

                           Max                  -9.1

                           Min                 -23.5

                           Mean                -15.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -23.7  

                            01                 -24.1  

                            02                 -25.2  

                            03                 -26.0  

                            04                 -25.9  

                            05                 -26.7  

                            06                 -27.3  

                            07                 -28.2  

                            08                 -28.9  

                            09                 -28.5  

                            10                 -26.5  

                            11                 -25.3  

                            12                 -24.2  

                            13                 -23.2  

                            14                 -22.4  

                            15                 -22.0  

                            16                 -22.0  

                            17                 -22.7  

                            18                 -23.9  

                            19                 -24.3  

                            20                 -23.6  

                            21                 -23.3  

                            22                 -23.1  

                            23                 -22.6  

 

                           Max                 -22.0

                           Min                 -28.9

                           Mean                -24.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -22.5  

                            01                 -22.8  

                            02                 -22.7  

                            03                 -22.2  

                            04                 -21.5  

                            05                 -20.9  

                            06                 -20.8  

                            07                 -21.1  

                            08                 -20.9  

                            09                 -20.2  

                            10                 -18.7  

                            11                 -17.7  

                            12                 -16.8  

                            13                 -16.0  

                            14                 -15.1  

                            15                 -14.4  

                            16                 -14.0  

                            17                 -13.6  

                            18                 -13.3  

                            19                 -13.5  

                            20                 -13.9  

                            21                 -14.2  

                            22                 -13.9  

                            23                 -13.5  

 

                           Max                 -13.3

                           Min                 -22.8

                           Mean                -17.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -12.9  

                            01                 -13.0  

                            02                 -12.3  

                            03                 -12.0  

                            04                 -12.2  

                            05                 -11.5  

                            06                 -11.2  

                            07                 -11.0  

                            08                 -10.8  

                            09                 -10.5  

                            10                 -10.2  

                            11                  -9.6  

                            12                  -9.1  

                            13                  -8.8  

                            14                  -8.4  

                            15                  -8.1  

                            16                  -7.9  

                            17                  -7.7  

                            18                  -7.9  

                            19                  -8.1  

                            20                  -8.1  

                            21                  -8.1  

                            22                  -7.9  

                            23                  -8.3  

 

                           Max                  -7.7

                           Min                 -13.0

                           Mean                 -9.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -8.8  

                            01                  -9.2  

                            02                  -9.8  

                            03                 -10.6  

                            04                 -11.0  

                            05                 -10.9  

                            06                 -11.0  

                            07                 -10.7  

                            08                 -11.2  

                            09                 -11.1  

                            10                 -10.5  

                            11                  -9.0  

                            12                  -8.1  

                            13                  -7.0  

                            14                  -5.8  

                            15                  -5.3  

                            16                  -5.5  

                            17                  -7.0  

                            18                  -8.2  

                            19                  -8.2  

                            20                  -8.2  

                            21                  -7.7  

                            22                  -7.1  

                            23                  -7.1  

 

                           Max                  -5.3

                           Min                 -11.2

                           Mean                 -8.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.0  

                            01                  -8.3  

                            02                  -8.7  

                            03                  -9.0  

                            04                  -9.0  

                            05                  -9.3  

                            06                  -9.3  

                            07                  -8.9  

                            08                  -8.6  

                            09                  -8.4  

                            10                  -7.6  

                            11                  -5.7  

                            12                  -4.2  

                            13                  -3.2  

                            14                  -2.1  

                            15                  -2.0  

                            16                  -1.8  

                            17                  -2.6  

                            18                  -3.0  

                            19                  -2.4  

                            20                  -2.2  

                            21                  -3.6  

                            22                  -2.6  

                            23                  -3.8  

 

                           Max                  -1.8

                           Min                  -9.3

                           Mean                 -5.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -3.8  

                            01                  -5.5  

                            02                  -6.3  

                            03                  -6.1  

                            04                  -7.9  

                            05                  -8.7  

                            06                  -8.5  

                            07                  -8.2  

                            08                  -8.1  

                            09                  -7.6  

                            10                  -7.2  

                            11                  -6.1  

                            12                  -5.1  

                            13                  -4.5  

                            14                  -4.1  

                            15                  -3.3  

                            16                  -3.6  

                            17                  -4.9  

                            18                  -6.7  

                            19                  -7.6  

                            20                  -7.9  

                            21                  -6.0  

                            22                  -5.8  

                            23                  -5.2  

 

                           Max                  -3.3

                           Min                  -8.7

                           Mean                 -6.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.3  

                            01                  -4.5  

                            02                  -4.1  

                            03                  -5.1  

                            04                  -5.5  

                            05                  -6.1  

                            06                  -6.1  

                            07                  -6.1  

                            08                  -5.9  

                            09                  -4.8  

                            10                  -3.9  

                            11                  -2.4  

                            12                  -1.5  

                            13                   -.6  

                            14                    .1  

                            15                    .6  

                            16                    .2  

                            17                   -.2  

                            18                   -.1  

                            19                   -.9  

                            20                   -.7  

                            21                   -.8  

                            22                  -1.0  

                            23                  -1.3  

 

                           Max                    .6

                           Min                  -6.1

                           Mean                 -2.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -1.7  

                            01                  -4.2  

                            02                  -3.4  

                            03                  -4.3  

                            04                  -6.7  

                            05                  -6.5  

                            06                  -6.9  

                            07                  -6.9  

                            08                  -7.3  

                            09                  -6.8  

                            10                  -5.3  

                            11                  -1.9  

                            12                   -.1  

                            13                   -.1  

                            14                  -1.4  

                            15                  -1.9  

                            16                  -3.4  

                            17                  -4.2  

                            18                  -4.2  

                            19                  -3.8  

                            20                  -3.9  

                            21                  -4.6  

                            22                  -5.1  

                            23                  -5.1  

 

                           Max                   -.1

                           Min                  -7.3

                           Mean                 -4.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.5  

                            01                  -5.4  

                            02                  -5.8  

                            03                  -5.7  

                            04                  -5.8  

                            05                  -6.1  

                            06                  -6.0  

                            07                  -6.2  

                            08                  -6.4  

                            09                  -6.5  

                            10                  -6.3  

                            11                  -6.1  

                            12                  -6.2  

                            13                  -6.2  

                            14                  -6.1  

                            15                  -6.1  

                            16                  -6.3  

                            17                  -6.5  

                            18                  -6.9  

                            19                  -7.4  

                            20                  -7.7  

                            21                  -7.9  

                            22                  -8.2  

                            23                  -8.5  

 

                           Max                  -5.4

                           Min                  -8.5

                           Mean                 -6.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -8.9  

                            01                  -9.1  

                            02                  -9.4  

                            03                  -9.4  

                            04                  -9.6  

                            05                 -10.3  

                            06                 -10.9  

                            07                 -10.7  

                            08                 -10.6  

                            09                 -10.0  

                            10                  -8.3  

                            11                  -7.6  

                            12                  -7.1  

                            13                  -6.3  

                            14                  -5.8  

                            15                  -5.5  

                            16                  -5.5  

                            17                  -5.5  

                            18                  -5.7  

                            19                  -5.7  

                            20                  -6.1  

                            21                  -6.3  

                            22                  -6.7  

                            23                  -6.3  

 

                           Max                  -5.5

                           Min                 -10.9

                           Mean                 -7.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .7  

                            01                    .1  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .1  

                            08                    .1  

                            09                    .0  

                            10                    .0  

                            11                   -.2  

                            12                   -.1  

                            13                   -.1  

                            14                   -.1  

                            15                    .0  

                            16                    .0  

                            17                    .0  

                            18                    .0  

                            19                    .0  

                            20                   -.4  

                            21                   -.2  

                            22                    .0  

                            23                    .0  

 

                           Max                    .7

                           Min                   -.4

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                    .0  

                            11                   -.1  

                            12                   -.1  

                            13                   -.2  

                            14                   -.2  

                            15                   -.1  

                            16                    .0  

                            17                    .0  

                            18                    .0  

                            19                    .0  

                            20                    .3  

                            21                    .4  

                            22                    .0  

                            23                    .0  

 

                           Max                    .4

                           Min                   -.2

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .1  

                            05                    .2  

                            06                    .2  

                            07                    .2  

                            08                    .3  

                            09                    .2  

                            10                    .1  

                            11                    .0  

                            12                    .0  

                            13                    .0  

                            14                    .0  

                            15                    .0  

                            16                    .0  

                            17                    .1  

                            18                    .1  

                            19                    .1  

                            20                    .1  

                            21                    .2  

                            22                    .6  

                            23                    .6  

 

                           Max                    .6

                           Min                    .0

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .6  

                            01                    .5  

                            02                    .5  

                            03                    .3  

                            04                    .3  

                            05                    .4  

                            06                    .4  

                            07                    .5  

                            08                    .7  

                            09                    .8  

                            10                    .0  

                            11                   -.3  

                            12                   -.4  

                            13                   -.4  

                            14                   -.5  

                            15                   -.1  

                            16                    .5  

                            17                   1.6  

                            18                   1.2  

                            19                   1.7  

                            20                    .7  

                            21                   1.3  

                            22                    .8  

                            23                    .8  

 

                           Max                   1.7

                           Min                   -.5

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .4  

                            01                    .3  

                            02                    .4  

                            03                    .3  

                            04                    .1  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                   -.2  

                            11                   -.2  

                            12                   -.3  

                            13                   -.2  

                            14                   -.2  

                            15                   -.2  

                            16                   -.2  

                            17                    .1  

                            18                    .1  

                            19                    .1  

                            20                    .2  

                            21                    .7  

                            22                    .4  

                            23                    .0  

 

                           Max                    .7

                           Min                   -.3

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .1  

                            07                    .1  

                            08                    .1  

                            09                    .1  

                            10                    .0  

                            11                   -.1  

                            12                   -.3  

                            13                   -.2  

                            14                   -.1  

                            15                    .1  

                            16                    .3  

                            17                    .5  

                            18                    .3  

                            19                    .2  

                            20                    .1  

                            21                    .1  

                            22                    .2  

                            23                    .2  

 

                           Max                    .5

                           Min                   -.3

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .2  

                            01                    .2  

                            02                    .2  

                            03                    .2  

                            04                    .1  

                            05                    .1  

                            06                    .2  

                            07                    .1  

                            08                    .1  

                            09                    .1  

                            10                    .0  

                            11                   -.1  

                            12                   -.2  

                            13                   -.2  

                            14                   -.1  

                            15                    .0  

                            16                    .3  

                            17                   1.1  

                            18                    .9  

                            19                   1.6  

                            20                    .9  

                            21                   1.1  

                            22                   1.5  

                            23                   1.6  

 

                           Max                   1.6

                           Min                   -.2

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   1.0  

                            01                    .5  

                            02                    .2  

                            03                    .1  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .1  

                            08                    .1  

                            09                    .1  

                            10                    .0  

                            11                    .0  

                            12                   -.1  

                            13                   -.1  

                            14                   -.1  

                            15                    .0  

                            16                    .0  

                            17                    .1  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                   1.0

                           Min                   -.1

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .1  

                            04                    .1  

                            05                    .4  

                            06                    .6  

                            07                    .5  

                            08                    .4  

                            09                    .0  

                            10                    .0  

                            11                    .0  

                            12                    .0  

                            13                   -.1  

                            14                    .0  

                            15                    .0  

                            16                    .2  

                            17                    .2  

                            18                    .3  

                            19                    .3  

                            20                    .4  

                            21                    .7  

                            22                    .5  

                            23                    .5  

 

                           Max                    .7

                           Min                   -.1

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .4  

                            01                    .2  

                            02                    .2  

                            03                    .2  

                            04                    .3  

                            05                    .5  

                            06                    .6  

                            07                    .6  

                            08                    .4  

                            09                    .3  

                            10                    .2  

                            11                   -.1  

                            12                   -.1  

                            13                   -.1  

                            14                    .0  

                            15                    .0  

                            16                    .0  

                            17                   -.1  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .6

                           Min                   -.1

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                   -.1  

                            11                   -.1  

                            12                   -.1  

                            13                   -.1  

                            14                    .0  

                            15                    .0  

                            16                    .0  

                            17                    .0  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .0

                           Min                   -.1

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                    .1  

                            09                    .0  

                            10                    .0  

                            11                   -.1  

                            12                   -.1  

                            13                   -.1  

                            14                    .0  

                            15                    .0  

                            16                    .3  

                            17                    .3  

                            18                    .3  

                            19                    .3  

                            20                    .2  

                            21                    .3  

                            22                    .3  

                            23                    .5  

 

                           Max                    .5

                           Min                   -.1

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .3  

                            01                    .2  

                            02                    .2  

                            03                    .4  

                            04                    .1  

                            05                    .1  

                            06                    .4  

                            07                    .2  

                            08                    .0  

                            09                    .0  

                            10                   -.1  

                            11                   -.1  

                            12                   -.1  

                            13                   -.2  

                            14                   -.1  

                            15                   -.1  

                            16                    .0  

                            17                    .3  

                            18                    .3  

                            19                    .4  

                            20                    .2  

                            21                    .4  

                            22                    .1  

                            23                    .2  

 

                           Max                    .4

                           Min                   -.2

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .1  

                            02                    .1  

                            03                    .3  

                            04                    .1  

                            05                    .0  

                            06                    .1  

                            07                    .6  

                            08                    .3  

                            09                    .0  

                            10                    .0  

                            11                   -.1  

                            12                   -.2  

                            13                   -.2  

                            14                   -.3  

                            15                   -.1  

                            16                    .0  

                            17                    .0  

                            18                    .0  

                            19                    .1  

                            20                    .0  

                            21                    .1  

                            22                    .6  

                            23                    .8  

 

                           Max                    .8

                           Min                   -.3

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   1.4  

                            01                    .9  

                            02                    .1  

                            03                    .1  

                            04                    .5  

                            05                    .5  

                            06                    .4  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                    .0  

                            11                    .0  

                            12                    .0  

                            13                    .0  

                            14                    .0  

                            15                    .0  

                            16                    .0  

                            17                    .0  

                            18                    .0  

                            19                    .1  

                            20                    .1  

                            21                    .0  

                            22                    .1  

                            23                    .1  

 

                           Max                   1.4

                           Min                    .0

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .1  

                            01                    .1  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                   -.2  

                            08                   -.1  

                            09                   -.2  

                            10                   -.2  

                            11                   -.3  

                            12                   -.3  

                            13                   -.3  

                            14                   -.4  

                            15                   -.2  

                            16                    .7  

                            17                    .9  

                            18                    .4  

                            19                    .4  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .9

                           Min                   -.4

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .1  

                            07                    .1  

                            08                    .0  

                            09                    .0  

                            10                   -.2  

                            11                   -.5  

                            12                   -.3  

                            13                   -.2  

                            14                   -.4  

                            15                   -.2  

                            16                   -.1  

                            17                   -.1  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .1

                           Min                   -.5

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .1  

                            02                    .6  

                            03                    .3  

                            04                    .2  

                            05                    .2  

                            06                    .2  

                            07                    .2  

                            08                    .1  

                            09                    .0  

                            10                    .0  

                            11                    .0  

                            12                    .0  

                            13                    .0  

                            14                    .0  

                            15                    .0  

                            16                    .1  

                            17                    .0  

                            18                    .1  

                            19                    .1  

                            20                    .1  

                            21                    .1  

                            22                    .1  

                            23                    .1  

 

                           Max                    .6

                           Min                    .0

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .2  

                            01                    .1  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                    .0  

                            11                   -.1  

                            12                   -.2  

                            13                   -.3  

                            14                   -.2  

                            15                   -.2  

                            16                    .0  

                            17                    .1  

                            18                    .2  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .2

                           Min                   -.3

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .1  

                            05                    .0  

                            06                    .1  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                    .0  

                            11                   -.1  

                            12                   -.2  

                            13                   -.2  

                            14                   -.2  

                            15                   -.1  

                            16                    .0  

                            17                    .0  

                            18                    .1  

                            19                    .0  

                            20                    .1  

                            21                    .0  

                            22                    .1  

                            23                    .0  

 

                           Max                    .1

                           Min                   -.2

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .1  

                            02                    .1  

                            03                    .1  

                            04                    .1  

                            05                    .1  

                            06                    .2  

                            07                    .2  

                            08                    .2  

                            09                    .1  

                            10                    .0  

                            11                   -.1  

                            12                   -.2  

                            13                   -.2  

                            14                   -.2  

                            15                    .0  

                            16                    .0  

                            17                    .0  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .2

                           Min                   -.2

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                   -.1  

                            10                   -.2  

                            11                   -.3  

                            12                   -.4  

                            13                   -.5  

                            14                   -.4  

                            15                   -.1  

                            16                    .0  

                            17                    .0  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .0

                           Min                   -.5

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .1  

                            08                    .1  

                            09                    .0  

                            10                   -.1  

                            11                   -.3  

                            12                   -.4  

                            13                   -.7  

                            14                   -.9  

                            15                  -1.0  

                            16                   -.7  

                            17                   -.2  

                            18                   -.3  

                            19                   -.2  

                            20                   -.4  

                            21                   -.3  

                            22                   -.3  

                            23                   -.2  

 

                           Max                    .1

                           Min                  -1.0

                           Mean                  -.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.2  

                            01                   -.2  

                            02                   -.1  

                            03                   -.1  

                            04                   -.1  

                            05                   -.1  

                            06                   -.1  

                            07                   -.1  

                            08                   -.1  

                            09                   -.1  

                            10                   -.1  

                            11                   -.2  

                            12                   -.2  

                            13                   -.3  

                            14                   -.3  

                            15                   -.2  

                            16                    .0  

                            17                    .0  

                            18                    .1  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .1

                           Min                   -.3

                           Mean                  -.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .1  

                            03                    .1  

                            04                    .1  

                            05                    .1  

                            06                    .1  

                            07                    .2  

                            08                    .2  

                            09                    .0  

                            10                   -.2  

                            11                   -.4  

                            12                   -.4  

                            13                   -.5  

                            14                   -.4  

                            15                   -.3  

                            16                   -.1  

                            17                    .0  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .1  

                            22                    .1  

                            23                    .0  

 

                           Max                    .2

                           Min                   -.5

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .1  

                            01                    .1  

                            02                    .1  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .3  

                            07                    .5  

                            08                    .5  

                            09                    .0  

                            10                   -.2  

                            11                   -.5  

                            12                   -.4  

                            13                   -.6  

                            14                   -.2  

                            15                   -.4  

                            16                   -.2  

                            17                    .0  

                            18                    .6  

                            19                   1.3  

                            20                   1.3  

                            21                   1.6  

                            22                   1.6  

                            23                    .4  

 

                           Max                   1.6

                           Min                   -.6

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .2  

                            01                    .2  

                            02                    .8  

                            03                    .3  

                            04                    .7  

                            05                    .6  

                            06                    .0  

                            07                   -.1  

                            08                    .0  

                            09                   -.3  

                            10                   -.6  

                            11                   -.9  

                            12                  -1.2  

                            13                  -1.2  

                            14                   -.7  

                            15                   -.8  

                            16                   -.1  

                            17                    .0  

                            18                    .0  

                            19                   -.1  

                            20                   -.1  

                            21                   -.1  

                            22                   -.1  

                            23                    .0  

 

                           Max                    .8

                           Min                  -1.2

                           Mean                  -.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .1  

                            06                    .2  

                            07                    .1  

                            08                    .3  

                            09                    .1  

                            10                    .0  

                            11                    .1  

                            12                   -.1  

                            13                    .0  

                            14                   -.1  

                            15                    .0  

                            16                    .2  

                            17                   1.0  

                            18                   3.2  

                            19                   2.0  

                            20                   1.5  

                            21                    .8  

                            22                    .9  

                            23                    .3  

 

                           Max                   3.2

                           Min                   -.1

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .2  

                            02                    .2  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                    .0  

                            11                   -.1  

                            12                   -.1  

                            13                   -.1  

                            14                   -.1  

                            15                    .0  

                            16                    .0  

                            17                    .1  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .2

                           Min                   -.1

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .1  

                            08                    .1  

                            09                    .0  

                            10                   -.1  

                            11                   -.2  

                            12                   -.3  

                            13                   -.3  

                            14                   -.3  

                            15                   -.2  

                            16                   -.1  

                            17                    .0  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .1

                           Min                   -.3

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                   -.1  

                            11                   -.2  

                            12                   -.3  

                            13                   -.3  

                            14                   -.3  

                            15                   -.2  

                            16                   -.1  

                            17                    .1  

                            18                    .4  

                            19                    .9  

                            20                    .6  

                            21                    .5  

                            22                    .4  

                            23                    .3  

 

                           Max                    .9

                           Min                   -.3

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                   -.1  

                            02                   -.1  

                            03                    .0  

                            04                    .0  

                            05                   -.1  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                   -.1  

                            10                    .0  

                            11                   -.1  

                            12                   -.1  

                            13                   -.1  

                            14                   -.1  

                            15                   -.1  

                            16                    .0  

                            17                    .0  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .0

                           Min                   -.1

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                   -.1  

                            04                   -.1  

                            05                   -.1  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                    .0  

                            11                    .0  

                            12                    .0  

                            13                    .0  

                            14                   -.1  

                            15                   -.1  

                            16                    .0  

                            17                    .0  

                            18                    .1  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .2  

                            23                    .1  

 

                           Max                    .2

                           Min                   -.1

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .1  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                   -.1  

                            07                   -.3  

                            08                   -.2  

                            09                   -.3  

                            10                   -.5  

                            11                   -.6  

                            12                   -.9  

                            13                   -.8  

                            14                   -.8  

                            15                   -.7  

                            16                   -.6  

                            17                   -.3  

                            18                   -.2  

                            19                   -.4  

                            20                   -.1  

                            21                    .1  

                            22                    .0  

                            23                    .0  

 

                           Max                    .1

                           Min                   -.9

                           Mean                  -.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .2  

                            03                    .2  

                            04                    .1  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                    .0  

                            11                    .0  

                            12                    .0  

                            13                    .0  

                            14                    .0  

                            15                    .0  

                            16                    .1  

                            17                    .1  

                            18                    .1  

                            19                    .1  

                            20                    .0  

                            21                    .1  

                            22                    .2  

                            23                    .0  

 

                           Max                    .2

                           Min                    .0

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .1  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                   -.1  

                            06                   -.3  

                            07                   -.2  

                            08                    .0  

                            09                    .0  

                            10                   -.1  

                            11                   -.2  

                            12                   -.2  

                            13                   -.2  

                            14                   -.2  

                            15                   -.2  

                            16                   -.3  

                            17                    .9  

                            18                   2.2  

                            19                   1.2  

                            20                    .3  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                   2.2

                           Min                   -.3

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .2  

                            08                    .4  

                            09                   -.2  

                            10                   -.7  

                            11                   -.7  

                            12                   -.7  

                            13                   -.5  

                            14                   -.2  

                            15                   -.4  

                            16                   -.3  

                            17                   -.2  

                            18                    .0  

                            19                   -.1  

                            20                   -.3  

                            21                   -.3  

                            22                   -.2  

                            23                   -.2  

 

                           Max                    .4

                           Min                   -.7

                           Mean                  -.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.3  

                            01                   -.2  

                            02                   -.2  

                            03                   -.1  

                            04                   -.2  

                            05                   -.2  

                            06                   -.2  

                            07                   -.1  

                            08                   -.1  

                            09                   -.2  

                            10                   -.2  

                            11                   -.2  

                            12                   -.3  

                            13                   -.3  

                            14                   -.3  

                            15                   -.2  

                            16                   -.2  

                            17                   -.1  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .0

                           Min                   -.3

                           Mean                  -.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                   -.1  

                            11                   -.1  

                            12                   -.2  

                            13                   -.3  

                            14                   -.2  

                            15                   -.2  

                            16                   -.1  

                            17                    .0  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .0

                           Min                   -.3

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .1  

                            02                    .5  

                            03                    .6  

                            04                   1.1  

                            05                   2.7  

                            06                   1.3  

                            07                   1.1  

                            08                    .3  

                            09                    .3  

                            10                    .1  

                            11                   -.2  

                            12                   -.3  

                            13                   -.3  

                            14                   -.3  

                            15                   -.2  

                            16                    .1  

                            17                    .6  

                            18                   1.0  

                            19                    .6  

                            20                    .9  

                            21                    .4  

                            22                    .4  

                            23                    .5  

 

                           Max                   2.7

                           Min                   -.3

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                    .2  

                            03                    .1  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                    .0  

                            11                   -.1  

                            12                   -.1  

                            13                   -.1  

                            14                   -.1  

                            15                   -.1  

                            16                   -.1  

                            17                    .0  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .3

                           Min                   -.1

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                   -.1  

                            11                   -.1  

                            12                   -.1  

                            13                   -.2  

                            14                   -.2  

                            15                    .0  

                            16                    .0  

                            17                    .4  

                            18                    .6  

                            19                    .5  

                            20                    .3  

                            21                    .1  

                            22                    .2  

                            23                    .1  

 

                           Max                    .6

                           Min                   -.2

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .1  

                            01                    .2  

                            02                    .5  

                            03                    .2  

                            04                    .2  

                            05                    .5  

                            06                    .3  

                            07                    .1  

                            08                    .1  

                            09                    .0  

                            10                    .0  

                            11                    .0  

                            12                   -.1  

                            13                   -.1  

                            14                    .0  

                            15                    .0  

                            16                    .0  

                            17                    .1  

                            18                    .2  

                            19                    .1  

                            20                    .0  

                            21                    .1  

                            22                    .2  

                            23                    .3  

 

                           Max                    .5

                           Min                   -.1

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .1  

                            01                    .2  

                            02                    .2  

                            03                    .1  

                            04                    .2  

                            05                    .1  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                    .0  

                            11                   -.1  

                            12                   -.2  

                            13                   -.2  

                            14                   -.2  

                            15                   -.1  

                            16                   -.1  

                            17                    .0  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .2

                           Min                   -.2

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                   -.1  

                            11                   -.2  

                            12                   -.2  

                            13                   -.2  

                            14                   -.1  

                            15                   -.1  

                            16                    .0  

                            17                    .0  

                            18                    .1  

                            19                    .2  

                            20                    .0  

                            21                    .1  

                            22                    .2  

                            23                    .2  

 

                           Max                    .2

                           Min                   -.2

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .1  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                    .0  

                            11                   -.1  

                            12                   -.1  

                            13                   -.3  

                            14                   -.3  

                            15                   -.1  

                            16                    .0  

                            17                    .2  

                            18                    .3  

                            19                    .2  

                            20                    .3  

                            21                    .1  

                            22                    .0  

                            23                    .0  

 

                           Max                    .3

                           Min                   -.3

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .2  

                            06                   1.7  

                            07                    .5  

                            08                    .5  

                            09                    .1  

                            10                    .0  

                            11                    .0  

                            12                   -.1  

                            13                   -.2  

                            14                   -.1  

                            15                    .0  

                            16                    .2  

                            17                    .7  

                            18                    .9  

                            19                    .7  

                            20                    .8  

                            21                    .7  

                            22                    .6  

                            23                    .5  

 

                           Max                   1.7

                           Min                   -.2

                           Mean                   .3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .5  

                            01                    .5  

                            02                    .7  

                            03                    .7  

                            04                    .5  

                            05                    .6  

                            06                    .5  

                            07                    .5  

                            08                    .4  

                            09                    .1  

                            10                    .0  

                            11                    .0  

                            12                   -.1  

                            13                    .0  

                            14                    .0  

                            15                    .0  

                            16                    .0  

                            17                    .0  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .7

                           Min                   -.1

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                   -.1  

                            11                   -.2  

                            12                   -.3  

                            13                   -.3  

                            14                   -.3  

                            15                   -.2  

                            16                   -.1  

                            17                    .1  

                            18                    .6  

                            19                   1.2  

                            20                   1.1  

                            21                    .6  

                            22                    .7  

                            23                    .8  

 

                           Max                   1.2

                           Min                   -.3

                           Mean                   .1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .9  

                            01                   1.5  

                            02                   1.3  

                            03                   1.5  

                            04                   1.5  

                            05                   1.9  

                            06                   3.0  

                            07                   3.3  

                            08                   2.2  

                            09                    .8  

                            10                   -.6  

                            11                  -1.0  

                            12                  -1.1  

                            13                  -1.0  

                            14                   -.9  

                            15                   -.6  

                            16                   -.4  

                            17                    .0  

                            18                    .1  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                   3.3

                           Min                  -1.1

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.1  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                   -.1  

                            05                   -.2  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                   -.1  

                            10                   -.3  

                            11                   -.4  

                            12                   -.5  

                            13                   -.5  

                            14                   -.5  

                            15                   -.3  

                            16                   -.2  

                            17                   -.1  

                            18                    .0  

                            19                    .1  

                            20                    .1  

                            21                    .2  

                            22                    .2  

                            23                    .2  

 

                           Max                    .2

                           Min                   -.5

                           Mean                  -.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .2  

                            01                    .3  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                   -.1  

                            11                   -.2  

                            12                   -.2  

                            13                   -.2  

                            14                   -.2  

                            15                   -.2  

                            16                   -.1  

                            17                    .0  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                    .3

                           Min                   -.2

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .2  

                            03                    .2  

                            04                    .4  

                            05                    .1  

                            06                    .1  

                            07                    .1  

                            08                    .2  

                            09                    .1  

                            10                    .0  

                            11                   -.1  

                            12                   -.2  

                            13                   -.3  

                            14                   -.1  

                            15                   -.1  

                            16                    .0  

                            17                    .2  

                            18                    .6  

                            19                    .7  

                            20                    .7  

                            21                   1.0  

                            22                    .7  

                            23                    .8  

 

                           Max                   1.0

                           Min                   -.3

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .8  

                            01                   1.3  

                            02                    .8  

                            03                    .9  

                            04                    .9  

                            05                   1.0  

                            06                   1.2  

                            07                   1.4  

                            08                   1.2  

                            09                    .3  

                            10                    .0  

                            11                    .0  

                            12                    .0  

                            13                   -.1  

                            14                    .0  

                            15                    .0  

                            16                    .0  

                            17                    .2  

                            18                    .4  

                            19                    .9  

                            20                   1.3  

                            21                   1.1  

                            22                   1.9  

                            23                    .5  

 

                           Max                   1.9

                           Min                   -.1

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .4  

                            01                    .3  

                            02                    .2  

                            03                    .4  

                            04                    .1  

                            05                    .1  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                    .0  

                            10                   -.1  

                            11                   -.1  

                            12                   -.2  

                            13                   -.3  

                            14                   -.3  

                            15                   -.2  

                            16                    .0  

                            17                    .1  

                            18                    .2  

                            19                    .3  

                            20                    .5  

                            21                    .9  

                            22                   1.4  

                            23                   1.5  

 

                           Max                   1.5

                           Min                   -.3

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   1.3  

                            01                   1.0  

                            02                   1.0  

                            03                    .8  

                            04                    .9  

                            05                   1.2  

                            06                   1.0  

                            07                    .9  

                            08                    .8  

                            09                    .4  

                            10                    .2  

                            11                    .0  

                            12                   -.1  

                            13                   -.1  

                            14                    .0  

                            15                    .0  

                            16                    .2  

                            17                    .5  

                            18                   1.0  

                            19                   1.2  

                            20                   2.2  

                            21                   2.1  

                            22                   2.6  

                            23                   2.8  

 

                           Max                   2.8

                           Min                   -.1

                           Mean                   .9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   2.2  

                            01                   2.4  

                            02                   1.8  

                            03                   1.9  

                            04                   1.6  

                            05                   2.4  

                            06                   1.6  

                            07                   2.3  

                            08                   2.8  

                            09                   1.3  

                            10                    .1  

                            11                   -.1  

                            12                   -.7  

                            13                   -.3  

                            14                   -.4  

                            15                   -.4  

                            16                   -.2  

                            17                   -.1  

                            18                    .0  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                   2.8

                           Min                   -.7

                           Mean                   .7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .0  

                            01                    .0  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .0  

                            06                    .0  

                            07                    .0  

                            08                    .0  

                            09                   -.1  

                            10                   -.2  

                            11                   -.3  

                            12                   -.3  

                            13                   -.4  

                            14                   -.4  

                            15                   -.3  

                            16                   -.3  

                            17                   -.1  

                            18                   -.1  

                            19                    .0  

                            20                    .0  

                            21                    .0  

                            22                    .3  

                            23                    .2  

 

                           Max                    .3

                           Min                   -.4

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : DELTA_T 

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .2  

                            01                    .2  

                            02                    .0  

                            03                    .0  

                            04                    .8  

                            05                   1.0  

                            06                    .6  

                            07                    .2  

                            08                    .5  

                            09                    .3  

                            10                   -.1  

                            11                   -.3  

                            12                   -.4  

                            13                   -.3  

                            14                   -.3  

                            15                   -.3  

                            16                   -.3  

                            17                   -.2  

                            18                   -.1  

                            19                    .0  

                            20                   -.1  

                            21                    .0  

                            22                    .0  

                            23                    .0  

 

                           Max                   1.0

                           Min                   -.4

                           Mean                   .0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     3  

                            09                    54  

                            10                   178  

                            11                   243  

                            12                   153  

                            13                   129  

                            14                   117  

                            15                    73  

                            16                    22  

                            17                     1  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   243

                           Min                     0

                           Mean                   40

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     6  

                            09                    63  

                            10                    92  

                            11                    85  

                            12                   118  

                            13                   162  

                            14                   145  

                            15                   104  

                            16                    30  

                            17                     1  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   162

                           Min                     0

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     6  

                            09                    86  

                            10                   200  

                            11                   289  

                            12                   344  

                            13                   306  

                            14                   273  

                            15                   174  

                            16                    61  

                            17                     2  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   344

                           Min                     0

                           Mean                   72

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     5  

                            09                    76  

                            10                   199  

                            11                   297  

                            12                   284  

                            13                   315  

                            14                   276  

                            15                   183  

                            16                    61  

                            17                     2  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   315

                           Min                     0

                           Mean                   70

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     3  

                            09                    39  

                            10                   109  

                            11                   189  

                            12                   291  

                            13                   268  

                            14                   279  

                            15                   186  

                            16                    41  

                            17                     2  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   291

                           Min                     0

                           Mean                   58

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     5  

                            09                    51  

                            10                    95  

                            11                   255  

                            12                   311  

                            13                   215  

                            14                   260  

                            15                   122  

                            16                    25  

                            17                     2  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   311

                           Min                     0

                           Mean                   55

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     4  

                            09                    79  

                            10                   204  

                            11                   295  

                            12                   342  

                            13                   340  

                            14                   287  

                            15                   194  

                            16                    71  

                            17                     2  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   342

                           Min                     0

                           Mean                   75

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     2  

                            09                    46  

                            10                    86  

                            11                   194  

                            12                   320  

                            13                   344  

                            14                   285  

                            15                   114  

                            16                    37  

                            17                     2  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   344

                           Min                     0

                           Mean                   59

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     6  

                            09                    51  

                            10                   190  

                            11                   181  

                            12                   218  

                            13                   266  

                            14                   170  

                            15                   100  

                            16                    35  

                            17                     1  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   266

                           Min                     0

                           Mean                   50

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     2  

                            09                    30  

                            10                    92  

                            11                   164  

                            12                   167  

                            13                   143  

                            14                   115  

                            15                    62  

                            16                    17  

                            17                     2  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   167

                           Min                     0

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     1  

                            09                    17  

                            10                    59  

                            11                    90  

                            12                    67  

                            13                    79  

                            14                    58  

                            15                    46  

                            16                    23  

                            17                     3  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                    90

                           Min                     0

                           Mean                   18

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     6  

                            09                    55  

                            10                   136  

                            11                   199  

                            12                   182  

                            13                   262  

                            14                   227  

                            15                   148  

                            16                    51  

                            17                     4  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   262

                           Min                     0

                           Mean                   52

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     4  

                            09                    42  

                            10                    96  

                            11                   163  

                            12                   281  

                            13                   288  

                            14                   265  

                            15                   197  

                            16                    69  

                            17                     4  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   288

                           Min                     0

                           Mean                   58

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     8  

                            09                    50  

                            10                   116  

                            11                   210  

                            12                   239  

                            13                   254  

                            14                   202  

                            15                   121  

                            16                    48  

                            17                     3  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   254

                           Min                     0

                           Mean                   52

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     4  

                            09                    44  

                            10                   127  

                            11                   183  

                            12                   185  

                            13                   188  

                            14                   160  

                            15                   101  

                            16                    27  

                            17                     2  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   188

                           Min                     0

                           Mean                   42

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     2  

                            09                    32  

                            10                    94  

                            11                   209  

                            12                   185  

                            13                   181  

                            14                   172  

                            15                   103  

                            16                    22  

                            17                     3  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   209

                           Min                     0

                           Mean                   41

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     5  

                            09                    39  

                            10                    93  

                            11                   118  

                            12                   138  

                            13                   152  

                            14                   127  

                            15                   106  

                            16                    47  

                            17                     3  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   152

                           Min                     0

                           Mean                   34

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     5  

                            09                    77  

                            10                   175  

                            11                   186  

                            12                   306  

                            13                   311  

                            14                   235  

                            15                    96  

                            16                    40  

                            17                     4  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   311

                           Min                     0

                           Mean                   59

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     5  

                            09                    62  

                            10                   179  

                            11                   327  

                            12                   392  

                            13                   391  

                            14                   296  

                            15                   211  

                            16                    81  

                            17                     7  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   392

                           Min                     0

                           Mean                   81

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     8  

                            09                    84  

                            10                   232  

                            11                   340  

                            12                   397  

                            13                   400  

                            14                   338  

                            15                   214  

                            16                   103  

                            17                     9  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   400

                           Min                     0

                           Mean                   88

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                    10  

                            09                    97  

                            10                   250  

                            11                   351  

                            12                   395  

                            13                   400  

                            14                   330  

                            15                   162  

                            16                    89  

                            17                    10  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   400

                           Min                     0

                           Mean                   87

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     5  

                            09                    46  

                            10                   108  

                            11                   179  

                            12                   239  

                            13                   299  

                            14                   221  

                            15                   110  

                            16                    58  

                            17                     7  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   299

                           Min                     0

                           Mean                   53

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                    11  

                            09                    96  

                            10                   235  

                            11                   337  

                            12                   318  

                            13                   292  

                            14                   221  

                            15                   168  

                            16                    72  

                            17                     8  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   337

                           Min                     0

                           Mean                   73

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     5  

                            09                    46  

                            10                   118  

                            11                   160  

                            12                   204  

                            13                   217  

                            14                   339  

                            15                   160  

                            16                    51  

                            17                     6  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   339

                           Min                     0

                           Mean                   54

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                    16  

                            09                   113  

                            10                   239  

                            11                   330  

                            12                   391  

                            13                   393  

                            14                   349  

                            15                   240  

                            16                    81  

                            17                    11  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   393

                           Min                     0

                           Mean                   90

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     5  

                            09                    93  

                            10                   144  

                            11                   196  

                            12                   220  

                            13                   291  

                            14                   247  

                            15                   239  

                            16                   119  

                            17                     9  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   291

                           Min                     0

                           Mean                   65

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     6  

                            09                   106  

                            10                   178  

                            11                   246  

                            12                   372  

                            13                   429  

                            14                   221  

                            15                   136  

                            16                    67  

                            17                     8  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   429

                           Min                     0

                           Mean                   73

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     5  

                            09                    45  

                            10                   147  

                            11                   126  

                            12                   174  

                            13                   205  

                            14                   268  

                            15                   206  

                            16                   128  

                            17                    22  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   268

                           Min                     0

                           Mean                   55

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     6  

                            09                    42  

                            10                    97  

                            11                   171  

                            12                   221  

                            13                   210  

                            14                   167  

                            15                   153  

                            16                    74  

                            17                    10  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   221

                           Min                     0

                           Mean                   47

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                    20  

                            09                   146  

                            10                   263  

                            11                   364  

                            12                   435  

                            13                   437  

                            14                   352  

                            15                   254  

                            16                   139  

                            17                    13  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   437

                           Min                     0

                           Mean                  100

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                    18  

                            09                   144  

                            10                   286  

                            11                   389  

                            12                   445  

                            13                   454  

                            14                   416  

                            15                   281  

                            16                   160  

                            17                    23  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   454

                           Min                     0

                           Mean                  109

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                    13  

                            09                    99  

                            10                   162  

                            11                   194  

                            12                   261  

                            13                   216  

                            14                   206  

                            15                   129  

                            16                    79  

                            17                    17  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   261

                           Min                     0

                           Mean                   57

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     8  

                            09                    48  

                            10                    98  

                            11                   146  

                            12                   268  

                            13                   406  

                            14                   382  

                            15                   269  

                            16                   159  

                            17                    22  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   406

                           Min                     0

                           Mean                   75

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     9  

                            09                    52  

                            10                    99  

                            11                   184  

                            12                   169  

                            13                   200  

                            14                   180  

                            15                   142  

                            16                    69  

                            17                    13  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   200

                           Min                     0

                           Mean                   46

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                    13  

                            09                    76  

                            10                   144  

                            11                   342  

                            12                   224  

                            13                   271  

                            14                   405  

                            15                   310  

                            16                    78  

                            17                    20  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   405

                           Min                     0

                           Mean                   78

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                    12  

                            09                    67  

                            10                   163  

                            11                   250  

                            12                   283  

                            13                   294  

                            14                   301  

                            15                   194  

                            16                    88  

                            17                    18  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   301

                           Min                     0

                           Mean                   69

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                    30  

                            09                   106  

                            10                   165  

                            11                   231  

                            12                   258  

                            13                   233  

                            14                   194  

                            15                   158  

                            16                    67  

                            17                    28  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   258

                           Min                     0

                           Mean                   61

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                    10  

                            09                    68  

                            10                   133  

                            11                   183  

                            12                   265  

                            13                   263  

                            14                   226  

                            15                   156  

                            16                    73  

                            17                    22  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   265

                           Min                     0

                           Mean                   58

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                    12  

                            09                    57  

                            10                   126  

                            11                   178  

                            12                   221  

                            13                   221  

                            14                   207  

                            15                   137  

                            16                    72  

                            17                    18  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   221

                           Min                     0

                           Mean                   52

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                    30  

                            09                   145  

                            10                   425  

                            11                   620  

                            12                   685  

                            13                   666  

                            14                   506  

                            15                   187  

                            16                   103  

                            17                    51  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   685

                           Min                     0

                           Mean                  142

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     7  

                            09                    35  

                            10                   109  

                            11                   151  

                            12                   176  

                            13                   208  

                            14                   180  

                            15                   136  

                            16                    61  

                            17                    20  

                            18                     1  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   208

                           Min                     0

                           Mean                   45

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                    25  

                            09                   102  

                            10                   239  

                            11                   322  

                            12                   361  

                            13                   510  

                            14                   475  

                            15                   272  

                            16                   173  

                            17                    55  

                            18                     1  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   510

                           Min                     0

                           Mean                  105

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     1  

                            08                    67  

                            09                   122  

                            10                   238  

                            11                   342  

                            12                   509  

                            13                   431  

                            14                   292  

                            15                   220  

                            16                   149  

                            17                    46  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   509

                           Min                     0

                           Mean                  100

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                    15  

                            09                    56  

                            10                   127  

                            11                   210  

                            12                   260  

                            13                   326  

                            14                   251  

                            15                   132  

                            16                   109  

                            17                    25  

                            18                     1  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   326

                           Min                     0

                           Mean                   63

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                    29  

                            09                   114  

                            10                   206  

                            11                   305  

                            12                   389  

                            13                   396  

                            14                   331  

                            15                   268  

                            16                   141  

                            17                    56  

                            18                     1  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   396

                           Min                     0

                           Mean                   93

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     1  

                            08                    26  

                            09                   153  

                            10                   338  

                            11                   482  

                            12                   520  

                            13                   530  

                            14                   472  

                            15                   338  

                            16                   167  

                            17                    37  

                            18                     1  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   530

                           Min                     0

                           Mean                  127

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                    36  

                            09                   218  

                            10                   351  

                            11                   414  

                            12                   494  

                            13                   516  

                            14                   479  

                            15                   378  

                            16                   238  

                            17                    84  

                            18                     3  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   516

                           Min                     0

                           Mean                  133

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                    31  

                            09                   112  

                            10                   267  

                            11                   462  

                            12                   456  

                            13                   403  

                            14                   242  

                            15                   157  

                            16                    92  

                            17                    36  

                            18                     1  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   462

                           Min                     0

                           Mean                   94

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     1  

                            08                    30  

                            09                   102  

                            10                   245  

                            11                   344  

                            12                   430  

                            13                   555  

                            14                   510  

                            15                   407  

                            16                   261  

                            17                   100  

                            18                     4  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   555

                           Min                     0

                           Mean                  124

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     3  

                            08                    68  

                            09                   253  

                            10                   403  

                            11                   502  

                            12                   574  

                            13                   578  

                            14                   518  

                            15                   335  

                            16                   259  

                            17                    70  

                            18                     3  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   578

                           Min                     0

                           Mean                  148

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     2  

                            08                    44  

                            09                   179  

                            10                   253  

                            11                   337  

                            12                   428  

                            13                   470  

                            14                   397  

                            15                   272  

                            16                   148  

                            17                    43  

                            18                     3  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   470

                           Min                     0

                           Mean                  107

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     1  

                            08                    26  

                            09                    83  

                            10                   155  

                            11                   272  

                            12                   318  

                            13                   329  

                            14                   274  

                            15                   209  

                            16                   129  

                            17                    45  

                            18                     3  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   329

                           Min                     0

                           Mean                   76

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     2  

                            08                    45  

                            09                   232  

                            10                   387  

                            11                   495  

                            12                   536  

                            13                   574  

                            14                   519  

                            15                   415  

                            16                   274  

                            17                   112  

                            18                     5  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   574

                           Min                     0

                           Mean                  149

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     6  

                            08                   102  

                            09                   313  

                            10                   279  

                            11                   349  

                            12                   478  

                            13                   525  

                            14                   353  

                            15                   315  

                            16                   218  

                            17                    52  

                            18                     3  

                            19                     0  

                            20                     0  

                            21                     0 L

                            22                     0  

                            23                     0  

 

                           Max                   525

                           Min                     0

                           Mean                  124

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0 L

                            01                     0 L

                            02                     0 L

                            03                     0 L

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     3  

                            08                    73  

                            09                   204  

                            10                   302  

                            11                   462  

                            12                   591  

                            13                   593  

                            14                   542  

                            15                   441  

                            16                   292  

                            17                   124  

                            18                     8  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   593

                           Min                     0

                           Mean                  151

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     9  

                            08                   100  

                            09                   254  

                            10                   408  

                            11                   534  

                            12                   586  

                            13                   591  

                            14                   536  

                            15                   448  

                            16                   238  

                            17                   110  

                            18                     6  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   591

                           Min                     0

                           Mean                  159

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     8  

                            08                   124  

                            09                   277  

                            10                   422  

                            11                   526  

                            12                   592  

                            13                   569  

                            14                   463  

                            15                   447  

                            16                   158  

                            17                    46  

                            18                     7  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   592

                           Min                     0

                           Mean                  151

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     4  

                            08                    45  

                            09                   128  

                            10                   273  

                            11                   295  

                            12                   244  

                            13                   282  

                            14                   259  

                            15                   234  

                            16                   153  

                            17                    56  

                            18                     4  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   295

                           Min                     0

                           Mean                   82

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : SOL_RAD 

     Units       : W/M2    

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     5  

                            08                    47  

                            09                   222  

                            10                   320  

                            11                   409  

                            12                   444  

                            13                   443  

                            14                   381  

                            15                   247  

                            16                   158  

                            17                    76  

                            18                    12  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                   444

                           Min                     0

                           Mean                  115

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    76  

                            01                    78  

                            02                    79  

                            03                    80  

                            04                    81  

                            05                    81  

                            06                    81  

                            07                    81  

                            08                    80  

                            09                    80  

                            10                    80  

                            11                    80  

                            12                    81  

                            13                    82  

                            14                    83  

                            15                    84  

                            16                    85  

                            17                    86  

                            18                    86  

                            19                    86  

                            20                    86  

                            21                    84  

                            22                    83  

                            23                    81  

 

                           Max                    86

                           Min                    76

                           Mean                   81

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    81  

                            01                    83  

                            02                    81  

                            03                    80  

                            04                    81  

                            05                    81  

                            06                    82  

                            07                    82  

                            08                    82  

                            09                    83  

                            10                    82  

                            11                    82  

                            12                    79  

                            13                    80  

                            14                    76  

                            15                    74  

                            16                    73  

                            17                    74  

                            18                    76  

                            19                    75  

                            20                    75  

                            21                    77  

                            22                    77  

                            23                    77  

 

                           Max                    83

                           Min                    73

                           Mean                   78

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    79  

                            01                    80  

                            02                    81  

                            03                    81  

                            04                    80  

                            05                    79  

                            06                    79  

                            07                    79  

                            08                    77  

                            09                    73  

                            10                    69  

                            11                    63  

                            12                    57  

                            13                    54  

                            14                    54  

                            15                    55  

                            16                    59  

                            17                    61  

                            18                    64  

                            19                    65  

                            20                    66  

                            21                    66  

                            22                    67  

                            23                    67  

 

                           Max                    81

                           Min                    54

                           Mean                   68

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    67  

                            01                    67  

                            02                    67  

                            03                    67  

                            04                    69  

                            05                    68  

                            06                    66  

                            07                    67  

                            08                    68  

                            09                    68  

                            10                    67  

                            11                    64  

                            12                    63  

                            13                    66  

                            14                    65  

                            15                    63  

                            16                    66  

                            17                    69  

                            18                    70  

                            19                    70  

                            20                    71  

                            21                    69  

                            22                    69  

                            23                    71  

 

                           Max                    71

                           Min                    63

                           Mean                   67

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    74  

                            01                    74  

                            02                    75  

                            03                    75  

                            04                    74  

                            05                    75  

                            06                    77  

                            07                    76  

                            08                    75  

                            09                    75  

                            10                    77  

                            11                    78  

                            12                    79  

                            13                    79  

                            14                    80  

                            15                    81  

                            16                    80  

                            17                    76  

                            18                    75  

                            19                    75  

                            20                    75  

                            21                    76  

                            22                    79  

                            23                    81  

 

                           Max                    81

                           Min                    74

                           Mean                   76

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    81  

                            01                    80  

                            02                    80  

                            03                    79  

                            04                    79  

                            05                    78  

                            06                    77  

                            07                    77  

                            08                    78  

                            09                    79  

                            10                    81  

                            11                    82  

                            12                    82  

                            13                    84  

                            14                    83  

                            15                    72  

                            16                    68  

                            17                    68  

                            18                    67  

                            19                    68  

                            20                    69  

                            21                    68  

                            22                    70  

                            23                    70  

 

                           Max                    84

                           Min                    67

                           Mean                   75

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    71  

                            01                    72  

                            02                    74  

                            03                    75  

                            04                    74  

                            05                    72  

                            06                    68  

                            07                    69  

                            08                    69  

                            09                    68  

                            10                    69  

                            11                    68  

                            12                    68  

                            13                    66  

                            14                    66  

                            15                    67  

                            16                    70  

                            17                    72  

                            18                    74  

                            19                    75  

                            20                    75  

                            21                    74  

                            22                    74  

                            23                    73  

 

                           Max                    75

                           Min                    66

                           Mean                   70

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    74  

                            01                    72  

                            02                    70  

                            03                    71  

                            04                    79  

                            05                    84  

                            06                    85  

                            07                    85  

                            08                    82  

                            09                    80  

                            10                    78  

                            11                    78  

                            12                    73  

                            13                    69  

                            14                    68  

                            15                    68  

                            16                    70  

                            17                    72  

                            18                    71  

                            19                    75  

                            20                    75  

                            21                    76  

                            22                    76  

                            23                    76  

 

                           Max                    85

                           Min                    68

                           Mean                   75

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    77  

                            01                    77  

                            02                    77  

                            03                    78  

                            04                    78  

                            05                    77  

                            06                    76  

                            07                    76  

                            08                    75  

                            09                    75  

                            10                    72  

                            11                    70  

                            12                    69  

                            13                    67  

                            14                    66  

                            15                    68  

                            16                    69  

                            17                    68  

                            18                    67  

                            19                    69  

                            20                    69  

                            21                    66  

                            22                    71  

                            23                    72  

 

                           Max                    78

                           Min                    66

                           Mean                   72

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    73  

                            01                    73  

                            02                    73  

                            03                    75  

                            04                    74  

                            05                    70  

                            06                    72  

                            07                    71  

                            08                    70  

                            09                    71  

                            10                    72  

                            11                    71  

                            12                    72  

                            13                    75  

                            14                    76  

                            15                    78  

                            16                    80  

                            17                    84  

                            18                    84  

                            19                    84  

                            20                    83  

                            21                    82  

                            22                    81  

                            23                    81  

 

                           Max                    84

                           Min                    70

                           Mean                   76

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    80  

                            01                    80  

                            02                    79  

                            03                    79  

                            04                    79  

                            05                    78  

                            06                    78  

                            07                    78  

                            08                    78  

                            09                    78  

                            10                    77  

                            11                    77  

                            12                    77  

                            13                    77  

                            14                    77  

                            15                    77  

                            16                    76  

                            17                    76  

                            18                    75  

                            19                    75  

                            20                    75  

                            21                    75  

                            22                    74  

                            23                    74  

 

                           Max                    80

                           Min                    74

                           Mean                   77

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    73  

                            01                    73  

                            02                    72  

                            03                    71  

                            04                    71  

                            05                    70  

                            06                    69  

                            07                    68  

                            08                    67  

                            09                    68  

                            10                    68  

                            11                    69  

                            12                    70  

                            13                    64  

                            14                    59  

                            15                    61  

                            16                    61  

                            17                    60  

                            18                    60  

                            19                    58  

                            20                    60  

                            21                    62  

                            22                    62  

                            23                    62  

 

                           Max                    73

                           Min                    58

                           Mean                   65

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    63  

                            01                    65  

                            02                    66  

                            03                    68  

                            04                    69  

                            05                    70  

                            06                    70  

                            07                    71  

                            08                    71  

                            09                    72  

                            10                    72  

                            11                    71  

                            12                    70  

                            13                    70  

                            14                    69  

                            15                    70  

                            16                    71  

                            17                    71  

                            18                    69  

                            19                    70  

                            20                    71  

                            21                    70  

                            22                    70  

                            23                    71  

 

                           Max                    72

                           Min                    63

                           Mean                   69

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    71  

                            01                    72  

                            02                    72  

                            03                    72  

                            04                    72  

                            05                    72  

                            06                    72  

                            07                    71  

                            08                    70  

                            09                    71  

                            10                    72  

                            11                    72  

                            12                    73  

                            13                    74  

                            14                    73  

                            15                    69  

                            16                    68  

                            17                    69  

                            18                    68  

                            19                    68  

                            20                    70  

                            21                    71  

                            22                    72  

                            23                    73  

 

                           Max                    74

                           Min                    68

                           Mean                   71

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    75  

                            01                    76  

                            02                    76  

                            03                    77  

                            04                    76  

                            05                    75  

                            06                    74  

                            07                    74  

                            08                    74  

                            09                    75  

                            10                    77  

                            11                    78  

                            12                    80  

                            13                    81  

                            14                    83  

                            15                    85  

                            16                    86  

                            17                    88  

                            18                    85  

                            19                    78  

                            20                    78  

                            21                    80  

                            22                    80  

                            23                    81  

 

                           Max                    88

                           Min                    74

                           Mean                   78

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    79  

                            01                    79  

                            02                    82  

                            03                    84  

                            04                    86  

                            05                    85  

                            06                    86  

                            07                    84  

                            08                    83  

                            09                    83  

                            10                    83  

                            11                    81  

                            12                    79  

                            13                    78  

                            14                    77  

                            15                    77  

                            16                    76  

                            17                    77  

                            18                    75  

                            19                    76  

                            20                    77  

                            21                    79  

                            22                    81  

                            23                    83  

 

                           Max                    86

                           Min                    75

                           Mean                   80

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    83  

                            01                    81  

                            02                    82  

                            03                    82  

                            04                    80  

                            05                    78  

                            06                    76  

                            07                    76  

                            08                    76  

                            09                    75  

                            10                    75  

                            11                    75  

                            12                    76  

                            13                    76  

                            14                    76  

                            15                    78  

                            16                    79  

                            17                    79  

                            18                    80  

                            19                    80  

                            20                    80  

                            21                    82  

                            22                    83  

                            23                    83  

 

                           Max                    83

                           Min                    75

                           Mean                   78

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    82  

                            01                    81  

                            02                    79  

                            03                    76  

                            04                    77  

                            05                    77  

                            06                    77  

                            07                    77  

                            08                    77  

                            09                    77  

                            10                    76  

                            11                    74  

                            12                    72  

                            13                    71  

                            14                    72  

                            15                    74  

                            16                    76  

                            17                    76  

                            18                    75  

                            19                    75  

                            20                    75  

                            21                    73  

                            22                    73  

                            23                    72  

 

                           Max                    82

                           Min                    71

                           Mean                   75

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    72  

                            01                    72  

                            02                    73  

                            03                    79  

                            04                    76  

                            05                    73  

                            06                    72  

                            07                    70  

                            08                    71  

                            09                    69  

                            10                    64  

                            11                    61  

                            12                    60  

                            13                    61  

                            14                    63  

                            15                    63  

                            16                    64  

                            17                    66  

                            18                    67  

                            19                    67  

                            20                    67  

                            21                    66  

                            22                    65  

                            23                    64  

 

                           Max                    79

                           Min                    60

                           Mean                   67

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    65  

                            01                    68  

                            02                    68  

                            03                    69  

                            04                    70  

                            05                    70  

                            06                    69  

                            07                    68  

                            08                    66  

                            09                    65  

                            10                    63  

                            11                    61  

                            12                    59  

                            13                    56  

                            14                    57  

                            15                    58  

                            16                    59  

                            17                    60  

                            18                    62  

                            19                    61  

                            20                    61  

                            21                    61  

                            22                    61  

                            23                    62  

 

                           Max                    70

                           Min                    56

                           Mean                   63

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    62  

                            01                    61  

                            02                    61  

                            03                    60  

                            04                    60  

                            05                    61  

                            06                    62  

                            07                    63  

                            08                    63  

                            09                    63  

                            10                    63  

                            11                    61  

                            12                    59  

                            13                    59  

                            14                    59  

                            15                    60  

                            16                    63  

                            17                    64  

                            18                    66  

                            19                    65  

                            20                    64  

                            21                    64  

                            22                    66  

                            23                    66  

 

                           Max                    66

                           Min                    59

                           Mean                   62

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    66  

                            01                    67  

                            02                    67  

                            03                    66  

                            04                    66  

                            05                    67  

                            06                    63  

                            07                    61  

                            08                    60  

                            09                    60  

                            10                    69  

                            11                    70  

                            12                    71  

                            13                    71  

                            14                    70  

                            15                    71  

                            16                    72  

                            17                    73  

                            18                    72  

                            19                    73  

                            20                    74  

                            21                    73  

                            22                    73  

                            23                    72  

 

                           Max                    74

                           Min                    60

                           Mean                   68

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    72  

                            01                    72  

                            02                    71  

                            03                    71  

                            04                    70  

                            05                    69  

                            06                    69  

                            07                    68  

                            08                    68  

                            09                    68  

                            10                    67  

                            11                    66  

                            12                    66  

                            13                    66  

                            14                    64  

                            15                    64  

                            16                    64  

                            17                    65  

                            18                    66  

                            19                    67  

                            20                    68  

                            21                    67  

                            22                    67  

                            23                    67  

 

                           Max                    72

                           Min                    64

                           Mean                   67

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    67  

                            01                    68  

                            02                    68  

                            03                    68  

                            04                    68  

                            05                    67  

                            06                    67  

                            07                    68  

                            08                    68  

                            09                    68  

                            10                    68  

                            11                    69  

                            12                    70  

                            13                    71  

                            14                    72  

                            15                    72  

                            16                    73  

                            17                    74  

                            18                    73  

                            19                    74  

                            20                    73  

                            21                    72  

                            22                    71  

                            23                    68  

 

                           Max                    74

                           Min                    67

                           Mean                   69

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    68  

                            01                    68  

                            02                    66  

                            03                    66  

                            04                    66  

                            05                    67  

                            06                    67  

                            07                    67  

                            08                    67  

                            09                    67  

                            10                    65  

                            11                    63  

                            12                    61  

                            13                    60  

                            14                    58  

                            15                    59  

                            16                    61  

                            17                    63  

                            18                    65  

                            19                    66  

                            20                    69  

                            21                    71  

                            22                    73  

                            23                    74  

 

                           Max                    74

                           Min                    58

                           Mean                   65

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    74  

                            01                    75  

                            02                    75  

                            03                    75  

                            04                    76  

                            05                    76  

                            06                    76  

                            07                    77  

                            08                    76  

                            09                    75  

                            10                    74  

                            11                    73  

                            12                    73  

                            13                    73  

                            14                    73  

                            15                    75  

                            16                    78  

                            17                    78  

                            18                    79  

                            19                    79  

                            20                    79  

                            21                    81  

                            22                    81  

                            23                    81  

 

                           Max                    81

                           Min                    73

                           Mean                   76

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    79  

                            01                    78  

                            02                    79  

                            03                    78  

                            04                    77  

                            05                    78  

                            06                    79  

                            07                    78  

                            08                    77  

                            09                    77  

                            10                    78  

                            11                    80  

                            12                    81  

                            13                    81  

                            14                    81  

                            15                    80  

                            16                    76  

                            17                    77  

                            18                    79  

                            19                    80  

                            20                    81  

                            21                    82  

                            22                    83  

                            23                    84  

 

                           Max                    84

                           Min                    76

                           Mean                   79

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    85  

                            01                    85  

                            02                    86  

                            03                    87  

                            04                    86  

                            05                    85  

                            06                    84  

                            07                    85  

                            08                    83  

                            09                    84  

                            10                    82  

                            11                    74  

                            12                    73  

                            13                    72  

                            14                    73  

                            15                    72  

                            16                    73  

                            17                    75  

                            18                    80  

                            19                    78  

                            20                    77  

                            21                    76  

                            22                    76  

                            23                    74  

 

                           Max                    87

                           Min                    72

                           Mean                   79

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    74  

                            01                    73  

                            02                    73  

                            03                    74  

                            04                    77  

                            05                    78  

                            06                    79  

                            07                    79  

                            08                    80  

                            09                    80  

                            10                    81  

                            11                    81  

                            12                    82  

                            13                    82  

                            14                    82  

                            15                    82  

                            16                    81  

                            17                    80  

                            18                    76  

                            19                    73  

                            20                    71  

                            21                    70  

                            22                    69  

                            23                    69  

 

                           Max                    82

                           Min                    69

                           Mean                   76

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    68  

                            01                    66  

                            02                    65  

                            03                    64  

                            04                    63  

                            05                    64  

                            06                    63  

                            07                    63  

                            08                    63  

                            09                    63  

                            10                    61  

                            11                    61  

                            12                    61  

                            13                    60  

                            14                    60  

                            15                    60  

                            16                    61  

                            17                    62  

                            18                    62  

                            19                    62  

                            20                    62  

                            21                    62  

                            22                    62  

                            23                    61  

 

                           Max                    68

                           Min                    60

                           Mean                   62

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    60  

                            01                    61  

                            02                    61  

                            03                    61  

                            04                    61  

                            05                    61  

                            06                    60  

                            07                    60  

                            08                    59  

                            09                    59  

                            10                    59  

                            11                    58  

                            12                    58  

                            13                    58  

                            14                    58  

                            15                    59  

                            16                    59  

                            17                    60  

                            18                    61  

                            19                    62  

                            20                    62  

                            21                    62  

                            22                    61  

                            23                    61  

 

                           Max                    62

                           Min                    58

                           Mean                   60

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    62  

                            01                    65  

                            02                    66  

                            03                    67  

                            04                    68  

                            05                    70  

                            06                    71  

                            07                    71  

                            08                    72  

                            09                    73  

                            10                    74  

                            11                    75  

                            12                    75  

                            13                    77  

                            14                    76  

                            15                    76  

                            16                    75  

                            17                    74  

                            18                    73  

                            19                    72  

                            20                    71  

                            21                    70  

                            22                    70  

                            23                    70  

 

                           Max                    77

                           Min                    62

                           Mean                   71

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    70  

                            01                    70  

                            02                    70  

                            03                    70  

                            04                    69  

                            05                    71  

                            06                    74  

                            07                    77  

                            08                    80  

                            09                    83  

                            10                    84  

                            11                    83  

                            12                    80  

                            13                    77  

                            14                    75  

                            15                    74  

                            16                    73  

                            17                    73  

                            18                    74  

                            19                    74  

                            20                    74  

                            21                    74  

                            22                    76  

                            23                    77  

 

                           Max                    84

                           Min                    69

                           Mean                   75

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    76  

                            01                    74  

                            02                    78  

                            03                    74  

                            04                    75  

                            05                    75  

                            06                    74  

                            07                    75  

                            08                    75  

                            09                    75  

                            10                    75  

                            11                    75  

                            12                    76  

                            13                    76  

                            14                    75  

                            15                    76  

                            16                    75  

                            17                    76  

                            18                    77  

                            19                    78  

                            20                    78  

                            21                    77  

                            22                    77  

                            23                    77  

 

                           Max                    78

                           Min                    74

                           Mean                   75

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    77  

                            01                    76  

                            02                    78  

                            03                    79  

                            04                    80  

                            05                    80  

                            06                    81  

                            07                    81  

                            08                    83  

                            09                    84  

                            10                    84  

                            11                    82  

                            12                    81  

                            13                    77  

                            14                    74  

                            15                    73  

                            16                    73  

                            17                    76  

                            18                    75  

                            19                    74  

                            20                    80  

                            21                    80  

                            22                    74  

                            23                    75  

 

                           Max                    84

                           Min                    73

                           Mean                   78

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    76  

                            01                    77  

                            02                    79  

                            03                    81  

                            04                    82  

                            05                    81  

                            06                    83  

                            07                    81  

                            08                    82  

                            09                    78  

                            10                    76  

                            11                    75  

                            12                    74  

                            13                    73  

                            14                    73  

                            15                    75  

                            16                    78  

                            17                    77  

                            18                    78  

                            19                    78  

                            20                    78  

                            21                    77  

                            22                    76  

                            23                    76  

 

                           Max                    83

                           Min                    73

                           Mean                   77

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    74  

                            01                    73  

                            02                    73  

                            03                    74  

                            04                    76  

                            05                    79  

                            06                    81  

                            07                    81  

                            08                    82  

                            09                    82  

                            10                    83  

                            11                    83  

                            12                    83  

                            13                    83  

                            14                    81  

                            15                    81  

                            16                    81  

                            17                    80  

                            18                    79  

                            19                    78  

                            20                    78  

                            21                    78  

                            22                    78  

                            23                    79  

 

                           Max                    83

                           Min                    73

                           Mean                   79

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    78  

                            01                    78  

                            02                    79  

                            03                    79  

                            04                    78  

                            05                    78  

                            06                    78  

                            07                    78  

                            08                    78  

                            09                    79  

                            10                    79  

                            11                    80  

                            12                    80  

                            13                    81  

                            14                    81  

                            15                    82  

                            16                    82  

                            17                    82  

                            18                    83  

                            19                    83  

                            20                    83  

                            21                    84  

                            22                    84  

                            23                    84  

 

                           Max                    84

                           Min                    78

                           Mean                   80

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    84  

                            01                    85  

                            02                    86  

                            03                    86  

                            04                    86  

                            05                    86  

                            06                    85  

                            07                    85  

                            08                    85  

                            09                    85  

                            10                    85  

                            11                    85  

                            12                    85  

                            13                    86  

                            14                    86  

                            15                    86  

                            16                    86  

                            17                    86  

                            18                    86  

                            19                    86  

                            20                    85  

                            21                    85  

                            22                    86  

                            23                    85  

 

                           Max                    86

                           Min                    84

                           Mean                   85

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    84  

                            01                    82  

                            02                    82  

                            03                    82  

                            04                    82  

                            05                    80  

                            06                    81  

                            07                    81  

                            08                    81  

                            09                    82  

                            10                    82  

                            11                    83  

                            12                    83  

                            13                    84  

                            14                    84  

                            15                    85  

                            16                    80  

                            17                    77  

                            18                    74  

                            19                    72  

                            20                    75  

                            21                    77  

                            22                    81  

                            23                    83  

 

                           Max                    85

                           Min                    72

                           Mean                   80

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    84  

                            01                    85  

                            02                    85  

                            03                    86  

                            04                    86  

                            05                    87  

                            06                    87  

                            07                    87  

                            08                    86  

                            09                    86  

                            10                    85  

                            11                    85  

                            12                    84  

                            13                    82  

                            14                    81  

                            15                    81  

                            16                    81  

                            17                    81  

                            18                    81  

                            19                    82  

                            20                    82  

                            21                    82  

                            22                    82  

                            23                    81  

 

                           Max                    87

                           Min                    81

                           Mean                   83

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    82  

                            01                    82  

                            02                    81  

                            03                    81  

                            04                    80  

                            05                    79  

                            06                    79  

                            07                    79  

                            08                    75  

                            09                    77  

                            10                    77  

                            11                    77  

                            12                    77  

                            13                    76  

                            14                    75  

                            15                    73  

                            16                    72  

                            17                    72  

                            18                    74  

                            19                    74  

                            20                    70  

                            21                    71  

                            22                    72  

                            23                    73  

 

                           Max                    82

                           Min                    70

                           Mean                   76

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    74  

                            01                    75  

                            02                    76  

                            03                    77  

                            04                    78  

                            05                    78  

                            06                    78  

                            07                    78  

                            08                    77  

                            09                    76  

                            10                    76  

                            11                    74  

                            12                    74  

                            13                    73  

                            14                    73  

                            15                    73  

                            16                    74  

                            17                    76  

                            18                    76  

                            19                    76  

                            20                    78  

                            21                    80  

                            22                    80  

                            23                    81  

 

                           Max                    81

                           Min                    73

                           Mean                   76

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    81  

                            01                    80  

                            02                    77  

                            03                    78  

                            04                    76  

                            05                    80  

                            06                    84  

                            07                    86  

                            08                    86  

                            09                    86  

                            10                    85  

                            11                    85  

                            12                    85  

                            13                    84  

                            14                    82  

                            15                    84  

                            16                    84  

                            17                    84  

                            18                    84  

                            19                    84  

                            20                    85  

                            21                    84  

                            22                    83  

                            23                    84  

 

                           Max                    86

                           Min                    76

                           Mean                   82

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    83  

                            01                    84  

                            02                    84  

                            03                    82  

                            04                    81  

                            05                    80  

                            06                    81  

                            07                    80  

                            08                    78  

                            09                    78  

                            10                    77  

                            11                    77  

                            12                    75  

                            13                    68  

                            14                    72  

                            15                    74  

                            16                    77  

                            17                    76  

                            18                    75  

                            19                    77  

                            20                    78  

                            21                    78  

                            22                    78  

                            23                    77  

 

                           Max                    84

                           Min                    68

                           Mean                   77

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    77  

                            01                    78  

                            02                    78  

                            03                    78  

                            04                    79  

                            05                    78  

                            06                    77  

                            07                    79  

                            08                    79  

                            09                    78  

                            10                    78  

                            11                    77  

                            12                    77  

                            13                    78  

                            14                    76  

                            15                    73  

                            16                    72  

                            17                    73  

                            18                    75  

                            19                    75  

                            20                    74  

                            21                    73  

                            22                    75  

                            23                    81  

 

                           Max                    81

                           Min                    72

                           Mean                   76

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    82  

                            01                    82  

                            02                    83  

                            03                    83  

                            04                    83  

                            05                    83  

                            06                    84  

                            07                    83  

                            08                    83  

                            09                    82  

                            10                    81  

                            11                    80  

                            12                    78  

                            13                    77  

                            14                    77  

                            15                    75  

                            16                    76  

                            17                    75  

                            18                    75  

                            19                    75  

                            20                    77  

                            21                    77  

                            22                    77  

                            23                    78  

 

                           Max                    84

                           Min                    75

                           Mean                   79

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    77  

                            01                    75  

                            02                    72  

                            03                    74  

                            04                    74  

                            05                    74  

                            06                    76  

                            07                    77  

                            08                    76  

                            09                    76  

                            10                    74  

                            11                    74  

                            12                    74  

                            13                    77  

                            14                    81  

                            15                    82  

                            16                    84  

                            17                    84  

                            18                    85  

                            19                    85  

                            20                    85  

                            21                    83  

                            22                    81  

                            23                    80  

 

                           Max                    85

                           Min                    72

                           Mean                   78

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    80  

                            01                    79  

                            02                    79  

                            03                    78  

                            04                    76  

                            05                    76  

                            06                    76  

                            07                    75  

                            08                    75  

                            09                    75  

                            10                    74  

                            11                    72  

                            12                    71  

                            13                    69  

                            14                    68  

                            15                    70  

                            16                    70  

                            17                    70  

                            18                    70  

                            19                    71  

                            20                    71  

                            21                    70  

                            22                    69  

                            23                    69  

 

                           Max                    80

                           Min                    68

                           Mean                   73

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    68  

                            01                    68  

                            02                    66  

                            03                    64  

                            04                    59  

                            05                    59  

                            06                    60  

                            07                    62  

                            08                    62  

                            09                    63  

                            10                    62  

                            11                    60  

                            12                    56  

                            13                    53  

                            14                    51  

                            15                    51  

                            16                    52  

                            17                    54  

                            18                    55  

                            19                    57  

                            20                    54  

                            21                    54  

                            22                    57  

                            23                    60  

 

                           Max                    68

                           Min                    51

                           Mean                   58

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    61  

                            01                    60  

                            02                    61  

                            03                    63  

                            04                    64  

                            05                    65  

                            06                    66  

                            07                    66  

                            08                    66  

                            09                    66  

                            10                    65  

                            11                    66  

                            12                    65  

                            13                    65  

                            14                    65  

                            15                    65  

                            16                    66  

                            17                    67  

                            18                    68  

                            19                    68  

                            20                    69  

                            21                    70  

                            22                    72  

                            23                    73  

 

                           Max                    73

                           Min                    60

                           Mean                   65

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    73  

                            01                    75  

                            02                    75  

                            03                    75  

                            04                    75  

                            05                    75  

                            06                    76  

                            07                    76  

                            08                    77  

                            09                    76  

                            10                    76  

                            11                    76  

                            12                    76  

                            13                    76  

                            14                    76  

                            15                    77  

                            16                    77  

                            17                    78  

                            18                    79  

                            19                    79  

                            20                    80  

                            21                    81  

                            22                    80  

                            23                    79  

 

                           Max                    81

                           Min                    73

                           Mean                   76

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    79  

                            01                    79  

                            02                    79  

                            03                    79  

                            04                    80  

                            05                    80  

                            06                    79  

                            07                    79  

                            08                    79  

                            09                    79  

                            10                    78  

                            11                    77  

                            12                    76  

                            13                    77  

                            14                    76  

                            15                    76  

                            16                    75  

                            17                    76  

                            18                    78  

                            19                    79  

                            20                    78  

                            21                    79  

                            22                    79  

                            23                    79  

 

                           Max                    80

                           Min                    75

                           Mean                   78

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    79  

                            01                    80  

                            02                    80  

                            03                    80  

                            04                    80  

                            05                    80  

                            06                    78  

                            07                    77  

                            08                    74  

                            09                    73  

                            10                    73  

                            11                    71  

                            12                    68  

                            13                    67  

                            14                    66  

                            15                    70  

                            16                    72  

                            17                    75  

                            18                    76  

                            19                    76  

                            20                    75  

                            21                    78  

                            22                    76  

                            23                    78  

 

                           Max                    80

                           Min                    66

                           Mean                   75

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    78  

                            01                    79  

                            02                    80  

                            03                    80  

                            04                    80  

                            05                    79  

                            06                    78  

                            07                    78  

                            08                    78  

                            09                    77  

                            10                    77  

                            11                    79  

                            12                    77  

                            13                    77  

                            14                    73  

                            15                    71  

                            16                    71  

                            17                    73  

                            18                    76  

                            19                    78  

                            20                    79  

                            21                    78  

                            22                    77  

                            23                    74  

 

                           Max                    80

                           Min                    71

                           Mean                   76

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    73  

                            01                    67  

                            02                    61  

                            03                    62  

                            04                    63  

                            05                    65  

                            06                    67  

                            07                    68  

                            08                    69  

                            09                    69  

                            10                    69  

                            11                    67  

                            12                    67  

                            13                    67  

                            14                    68  

                            15                    68  

                            16                    70  

                            17                    71  

                            18                    68  

                            19                    68  

                            20                    67  

                            21                    66  

                            22                    64  

                            23                    63  

 

                           Max                    73

                           Min                    61

                           Mean                   66

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    65  

                            01                    71  

                            02                    70  

                            03                    71  

                            04                    75  

                            05                    76  

                            06                    77  

                            07                    76  

                            08                    76  

                            09                    74  

                            10                    72  

                            11                    70  

                            12                    69  

                            13                    72  

                            14                    75  

                            15                    76  

                            16                    80  

                            17                    85  

                            18                    85  

                            19                    86  

                            20                    86  

                            21                    85  

                            22                    85  

                            23                    85  

 

                           Max                    86

                           Min                    65

                           Mean                   76

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    83  

                            01                    78  

                            02                    80  

                            03                    81  

                            04                    82  

                            05                    83  

                            06                    84  

                            07                    84  

                            08                    83  

                            09                    82  

                            10                    81  

                            11                    81  

                            12                    81  

                            13                    81  

                            14                    81  

                            15                    81  

                            16                    81  

                            17                    82  

                            18                    82  

                            19                    81  

                            20                    80  

                            21                    80  

                            22                    80  

                            23                    80  

 

                           Max                    84

                           Min                    78

                           Mean                   81

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : RH      

     Units       : %       

 

                           Hour               Average

 

                            00                    80  

                            01                    81  

                            02                    81  

                            03                    79  

                            04                    78  

                            05                    78  

                            06                    79  

                            07                    79  

                            08                    78  

                            09                    80  

                            10                    82  

                            11                    82  

                            12                    81  

                            13                    79  

                            14                    79  

                            15                    79  

                            16                    79  

                            17                    80  

                            18                    80  

                            19                    81  

                            20                    81  

                            21                    81  

                            22                    82  

                            23                    82  

 

                           Max                    82

                           Min                    78

                           Mean                   80

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   700  

                            01                   700  

                            02                   700  

                            03                   700  

                            04                   699  

                            05                   699  

                            06                   698  

                            07                   698  

                            08                   698  

                            09                   698  

                            10                   698  

                            11                   697  

                            12                   697  

                            13                   696  

                            14                   695  

                            15                   695  

                            16                   695  

                            17                   695  

                            18                   696  

                            19                   695  

                            20                   695  

                            21                   695  

                            22                   695  

                            23                   696  

 

                           Max                   700

                           Min                   695

                           Mean                  697

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   696  

                            01                   696  

                            02                   696  

                            03                   697  

                            04                   697  

                            05                   697  

                            06                   697  

                            07                   697  

                            08                   697  

                            09                   698  

                            10                   699  

                            11                   699  

                            12                   701  

                            13                   701  

                            14                   702  

                            15                   702  

                            16                   703  

                            17                   704  

                            18                   704  

                            19                   705  

                            20                   705  

                            21                   705  

                            22                   705  

                            23                   705  

 

                           Max                   705

                           Min                   696

                           Mean                  700

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   705  

                            01                   704  

                            02                   704  

                            03                   704  

                            04                   703  

                            05                   702  

                            06                   702  

                            07                   702  

                            08                   701  

                            09                   700  

                            10                   700  

                            11                   700  

                            12                   699  

                            13                   698  

                            14                   698  

                            15                   698  

                            16                   698  

                            17                   698  

                            18                   698  

                            19                   698  

                            20                   698  

                            21                   699  

                            22                   699  

                            23                   699  

 

                           Max                   705

                           Min                   698

                           Mean                  700

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   699  

                            01                   699  

                            02                   699  

                            03                   700  

                            04                   700  

                            05                   700  

                            06                   700  

                            07                   700  

                            08                   700  

                            09                   700  

                            10                   700  

                            11                   700  

                            12                   699  

                            13                   699  

                            14                   698  

                            15                   698  

                            16                   698  

                            17                   698  

                            18                   698  

                            19                   697  

                            20                   697  

                            21                   696  

                            22                   696  

                            23                   696  

 

                           Max                   700

                           Min                   696

                           Mean                  699

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   696  

                            01                   696  

                            02                   696  

                            03                   697  

                            04                   698  

                            05                   698  

                            06                   699  

                            07                   700  

                            08                   701  

                            09                   702  

                            10                   702  

                            11                   701  

                            12                   701  

                            13                   701  

                            14                   701  

                            15                   701  

                            16                   700  

                            17                   701  

                            18                   701  

                            19                   701  

                            20                   701  

                            21                   701  

                            22                   701  

                            23                   701  

 

                           Max                   702

                           Min                   696

                           Mean                  700

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   701  

                            01                   701  

                            02                   701  

                            03                   701  

                            04                   701  

                            05                   700  

                            06                   699  

                            07                   699  

                            08                   698  

                            09                   697  

                            10                   697  

                            11                   695  

                            12                   694  

                            13                   693  

                            14                   692  

                            15                   692  

                            16                   692  

                            17                   691  

                            18                   691  

                            19                   691  

                            20                   690  

                            21                   690  

                            22                   690  

                            23                   690  

 

                           Max                   701

                           Min                   690

                           Mean                  695

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   691  

                            01                   691  

                            02                   691  

                            03                   691  

                            04                   692  

                            05                   692  

                            06                   692  

                            07                   692  

                            08                   692  

                            09                   693  

                            10                   694  

                            11                   694  

                            12                   694  

                            13                   694  

                            14                   693  

                            15                   694  

                            16                   694  

                            17                   693  

                            18                   693  

                            19                   693  

                            20                   693  

                            21                   692  

                            22                   692  

                            23                   691  

 

                           Max                   694

                           Min                   691

                           Mean                  693

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   691  

                            01                   690  

                            02                   689  

                            03                   689  

                            04                   688  

                            05                   687  

                            06                   687  

                            07                   686  

                            08                   687  

                            09                   688  

                            10                   689  

                            11                   689  

                            12                   689  

                            13                   689  

                            14                   690  

                            15                   691  

                            16                   691  

                            17                   691  

                            18                   692  

                            19                   693  

                            20                   693  

                            21                   694  

                            22                   695  

                            23                   696  

 

                           Max                   696

                           Min                   686

                           Mean                  690

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   696  

                            01                   697  

                            02                   698  

                            03                   698  

                            04                   699  

                            05                   699  

                            06                   699  

                            07                   699  

                            08                   699  

                            09                   699  

                            10                   698  

                            11                   698  

                            12                   697  

                            13                       c

                            14                   696  

                            15                   696  

                            16                   695  

                            17                   695  

                            18                   695  

                            19                   694  

                            20                   694  

                            21                   694  

                            22                   694  

                            23                   693  

 

                           Max                   699

                           Min                   693

                           Mean                  697

                           Hours                  23

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   692  

                            01                   691  

                            02                   691  

                            03                   691  

                            04                   690  

                            05                   690  

                            06                   689  

                            07                   689  

                            08                   689  

                            09                   689  

                            10                   689  

                            11                   689  

                            12                   688  

                            13                   688  

                            14                   688  

                            15                   688  

                            16                   688  

                            17                   688  

                            18                   689  

                            19                   689  

                            20                   689  

                            21                   689  

                            22                   689  

                            23                   689  

 

                           Max                   692

                           Min                   688

                           Mean                  689

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   690  

                            01                   690  

                            02                   690  

                            03                   691  

                            04                   691  

                            05                   691  

                            06                   691  

                            07                   691  

                            08                   692  

                            09                   692  

                            10                   692  

                            11                   691  

                            12                   692  

                            13                   692  

                            14                   692  

                            15                   693  

                            16                   693  

                            17                   694  

                            18                   694  

                            19                   695  

                            20                   695  

                            21                   695  

                            22                   695  

                            23                   696  

 

                           Max                   696

                           Min                   690

                           Mean                  692

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   696  

                            01                   696  

                            02                   697  

                            03                   698  

                            04                   698  

                            05                   699  

                            06                   699  

                            07                   700  

                            08                   700  

                            09                   701  

                            10                   701  

                            11                   701  

                            12                   701  

                            13                   701  

                            14                   701  

                            15                   702  

                            16                   702  

                            17                   702  

                            18                   702  

                            19                   701  

                            20                   701  

                            21                   701  

                            22                   701  

                            23                   701  

 

                           Max                   702

                           Min                   696

                           Mean                  700

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   701  

                            01                   701  

                            02                   701  

                            03                   701  

                            04                   701  

                            05                   701  

                            06                   701  

                            07                   701  

                            08                   701  

                            09                   702  

                            10                   702  

                            11                   702  

                            12                   702  

                            13                   702  

                            14                   702  

                            15                   702  

                            16                   702  

                            17                   702  

                            18                   702  

                            19                   702  

                            20                   702  

                            21                   702  

                            22                   702  

                            23                   702  

 

                           Max                   702

                           Min                   701

                           Mean                  702

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   702  

                            01                   701  

                            02                   702  

                            03                   702  

                            04                   702  

                            05                   701  

                            06                   701  

                            07                   702  

                            08                   702  

                            09                   702  

                            10                   702  

                            11                   702  

                            12                   701  

                            13                   700  

                            14                   700  

                            15                   700  

                            16                   700  

                            17                   700  

                            18                   699  

                            19                   699  

                            20                   698  

                            21                   698  

                            22                   698  

                            23                   698  

 

                           Max                   702

                           Min                   698

                           Mean                  701

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   697  

                            01                   697  

                            02                   696  

                            03                   696  

                            04                   695  

                            05                   695  

                            06                   694  

                            07                   695  

                            08                   694  

                            09                   694  

                            10                   694  

                            11                   693  

                            12                   692  

                            13                   691  

                            14                   690  

                            15                   689  

                            16                   689  

                            17                   689  

                            18                   689  

                            19                   689  

                            20                   690  

                            21                   690  

                            22                   690  

                            23                   690  

 

                           Max                   697

                           Min                   689

                           Mean                  692

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   691  

                            01                   691  

                            02                   691  

                            03                   691  

                            04                   691  

                            05                   691  

                            06                   692  

                            07                   693  

                            08                   694  

                            09                   696  

                            10                   697  

                            11                   698  

                            12                   699  

                            13                   699  

                            14                   699  

                            15                   700  

                            16                   701  

                            17                   701  

                            18                   701  

                            19                   701  

                            20                   701  

                            21                   701  

                            22                   702  

                            23                   702  

 

                           Max                   702

                           Min                   691

                           Mean                  697

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   702  

                            01                   703  

                            02                   704  

                            03                   705  

                            04                   705  

                            05                   705  

                            06                   706  

                            07                   705  

                            08                   706  

                            09                   706  

                            10                   706  

                            11                   705  

                            12                   705  

                            13                   704  

                            14                   703  

                            15                   702  

                            16                   701  

                            17                   701  

                            18                   700  

                            19                   699  

                            20                   697  

                            21                   696  

                            22                   696  

                            23                   695  

 

                           Max                   706

                           Min                   695

                           Mean                  702

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   694  

                            01                   693  

                            02                   692  

                            03                   692  

                            04                   692  

                            05                   692  

                            06                   692  

                            07                   692  

                            08                   692  

                            09                   692  

                            10                   692  

                            11                   692  

                            12                   692  

                            13                   692  

                            14                   692  

                            15                   691  

                            16                   692  

                            17                   692  

                            18                   692  

                            19                   692  

                            20                   691  

                            21                   691  

                            22                   691  

                            23                   692  

 

                           Max                   694

                           Min                   691

                           Mean                  692

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   692  

                            01                   692  

                            02                   693  

                            03                   694  

                            04                   695  

                            05                   696  

                            06                   697  

                            07                   699  

                            08                   700  

                            09                   701  

                            10                   703  

                            11                   704  

                            12                   705  

                            13                   705  

                            14                   705  

                            15                   706  

                            16                   706  

                            17                   706  

                            18                   706  

                            19                   706  

                            20                   706  

                            21                   705  

                            22                   705  

                            23                   705  

 

                           Max                   706

                           Min                   692

                           Mean                  701

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   705  

                            01                   705  

                            02                   705  

                            03                   706  

                            04                   706  

                            05                   706  

                            06                   707  

                            07                   708  

                            08                   708  

                            09                   709  

                            10                   709  

                            11                   709  

                            12                   710  

                            13                   709  

                            14                   709  

                            15                   708  

                            16                   708  

                            17                   708  

                            18                   708  

                            19                   708  

                            20                   708  

                            21                   708  

                            22                   708  

                            23                   708  

 

                           Max                   710

                           Min                   705

                           Mean                  708

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   708  

                            01                   707  

                            02                   707  

                            03                   707  

                            04                   706  

                            05                   706  

                            06                   706  

                            07                   706  

                            08                   706  

                            09                   706  

                            10                   706  

                            11                   706  

                            12                   705  

                            13                   705  

                            14                   705  

                            15                   705  

                            16                   705  

                            17                   704  

                            18                   704  

                            19                   704  

                            20                   704  

                            21                   704  

                            22                   704  

                            23                   704  

 

                           Max                   708

                           Min                   704

                           Mean                  705

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   703  

                            01                   703  

                            02                   703  

                            03                   703  

                            04                   703  

                            05                   702  

                            06                   702  

                            07                   702  

                            08                   701  

                            09                   701  

                            10                   701  

                            11                   701  

                            12                   701  

                            13                   701  

                            14                   700  

                            15                   700  

                            16                   700  

                            17                   700  

                            18                   701  

                            19                   701  

                            20                   701  

                            21                   701  

                            22                   702  

                            23                   702  

 

                           Max                   703

                           Min                   700

                           Mean                  701

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   703  

                            01                   703  

                            02                   703  

                            03                   704  

                            04                   704  

                            05                   705  

                            06                   705  

                            07                   706  

                            08                   707  

                            09                   708  

                            10                   708  

                            11                   709  

                            12                   709  

                            13                   708  

                            14                   709  

                            15                   709  

                            16                   709  

                            17                   709  

                            18                   708  

                            19                   708  

                            20                   708  

                            21                   708  

                            22                   708  

                            23                   707  

 

                           Max                   709

                           Min                   703

                           Mean                  707

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   706  

                            01                   706  

                            02                   704  

                            03                   704  

                            04                   703  

                            05                   702  

                            06                   701  

                            07                   700  

                            08                   699  

                            09                   698  

                            10                   698  

                            11                   697  

                            12                   696  

                            13                   695  

                            14                   694  

                            15                   694  

                            16                   694  

                            17                   695  

                            18                   695  

                            19                   696  

                            20                   696  

                            21                   697  

                            22                   697  

                            23                   698  

 

                           Max                   706

                           Min                   694

                           Mean                  699

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   698  

                            01                   699  

                            02                   699  

                            03                   700  

                            04                   700  

                            05                   700  

                            06                   701  

                            07                   701  

                            08                   701  

                            09                   702  

                            10                   702  

                            11                   703  

                            12                   702  

                            13                   701  

                            14                   701  

                            15                   701  

                            16                   700  

                            17                   700  

                            18                   700  

                            19                   699  

                            20                   698  

                            21                   698  

                            22                   698  

                            23                   697  

 

                           Max                   703

                           Min                   697

                           Mean                  700

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   697  

                            01                   696  

                            02                   696  

                            03                   696  

                            04                   696  

                            05                   695  

                            06                   695  

                            07                   695  

                            08                   695  

                            09                   695  

                            10                   696  

                            11                   696  

                            12                   696  

                            13                   696  

                            14                   695  

                            15                   695  

                            16                   695  

                            17                   695  

                            18                   695  

                            19                   695  

                            20                   695  

                            21                   695  

                            22                   695  

                            23                   695  

 

                           Max                   697

                           Min                   695

                           Mean                  695

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   695  

                            01                   695  

                            02                   694  

                            03                   694  

                            04                   693  

                            05                   693  

                            06                   693  

                            07                   693  

                            08                   693  

                            09                   693  

                            10                   693  

                            11                   693  

                            12                   692  

                            13                   692  

                            14                   692  

                            15                   692  

                            16                   692  

                            17                   692  

                            18                   692  

                            19                   693  

                            20                   693  

                            21                   692  

                            22                   692  

                            23                   693  

 

                           Max                   695

                           Min                   692

                           Mean                  693

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   693  

                            01                   692  

                            02                   693  

                            03                   693  

                            04                   693  

                            05                   692  

                            06                   693  

                            07                   693  

                            08                   693  

                            09                   693  

                            10                   693  

                            11                   693  

                            12                   693  

                            13                   693  

                            14                   693  

                            15                   692  

                            16                   692  

                            17                   692  

                            18                   692  

                            19                   693  

                            20                   693  

                            21                   693  

                            22                   692  

                            23                   692  

 

                           Max                   693

                           Min                   692

                           Mean                  693

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   692  

                            01                   692  

                            02                   692  

                            03                   692  

                            04                   692  

                            05                   692  

                            06                   692  

                            07                   692  

                            08                   693  

                            09                   694  

                            10                   694  

                            11                   695  

                            12                   695  

                            13                   696  

                            14                   696  

                            15                   697  

                            16                   698  

                            17                   698  

                            18                   699  

                            19                   700  

                            20                   701  

                            21                   701  

                            22                   701  

                            23                   701  

 

                           Max                   701

                           Min                   692

                           Mean                  696

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   701  

                            01                   700  

                            02                   700  

                            03                   699  

                            04                   699  

                            05                   698  

                            06                   698  

                            07                   698  

                            08                   698  

                            09                   698  

                            10                   698  

                            11                   698  

                            12                   697  

                            13                   697  

                            14                   696  

                            15                   696  

                            16                   697  

                            17                   697  

                            18                   697  

                            19                   698  

                            20                   698  

                            21                   698  

                            22                   699  

                            23                   699  

 

                           Max                   701

                           Min                   696

                           Mean                  698

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   700  

                            01                   701  

                            02                   701  

                            03                   702  

                            04                   702  

                            05                   703  

                            06                   704  

                            07                   704  

                            08                   704  

                            09                   705  

                            10                   705  

                            11                   705  

                            12                   705  

                            13                   705  

                            14                   704  

                            15                   704  

                            16                   704  

                            17                   704  

                            18                   703  

                            19                   703  

                            20                   702  

                            21                   702  

                            22                   701  

                            23                   700  

 

                           Max                   705

                           Min                   700

                           Mean                  703

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   700  

                            01                   699  

                            02                   698  

                            03                   698  

                            04                   697  

                            05                   696  

                            06                   696  

                            07                   695  

                            08                   695  

                            09                   695  

                            10                   696  

                            11                   696  

                            12                   696  

                            13                   696  

                            14                   697  

                            15                   697  

                            16                   698  

                            17                   698  

                            18                   698  

                            19                   699  

                            20                   699  

                            21                   700  

                            22                   700  

                            23                   700  

 

                           Max                   700

                           Min                   695

                           Mean                  697

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   700  

                            01                   700  

                            02                   700  

                            03                   699  

                            04                   699  

                            05                   698  

                            06                   697  

                            07                   696  

                            08                   695  

                            09                   695  

                            10                   695  

                            11                   696  

                            12                   698  

                            13                   698  

                            14                   699  

                            15                   700  

                            16                   701  

                            17                   701  

                            18                   702  

                            19                   702  

                            20                   701  

                            21                   701  

                            22                   701  

                            23                   700  

 

                           Max                   702

                           Min                   695

                           Mean                  699

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   700  

                            01                   700  

                            02                   699  

                            03                   699  

                            04                   698  

                            05                   698  

                            06                   698  

                            07                   697  

                            08                   697  

                            09                   696  

                            10                   696  

                            11                   696  

                            12                   696  

                            13                   696  

                            14                   696  

                            15                   696  

                            16                   696  

                            17                   696  

                            18                   697  

                            19                   697  

                            20                   697  

                            21                   697  

                            22                   697  

                            23                   697  

 

                           Max                   700

                           Min                   696

                           Mean                  697

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   697  

                            01                   696  

                            02                   696  

                            03                   695  

                            04                   695  

                            05                   695  

                            06                   694  

                            07                   693  

                            08                   693  

                            09                   692  

                            10                   691  

                            11                   690  

                            12                   689  

                            13                   689  

                            14                   688  

                            15                   688  

                            16                   689  

                            17                   689  

                            18                   689  

                            19                   689  

                            20                   689  

                            21                   689  

                            22                   690  

                            23                   690  

 

                           Max                   697

                           Min                   688

                           Mean                  691

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   691  

                            01                   692  

                            02                   692  

                            03                   693  

                            04                   693  

                            05                   694  

                            06                   695  

                            07                   695  

                            08                   696  

                            09                   696  

                            10                   697  

                            11                   697  

                            12                   697  

                            13                   697  

                            14                   696  

                            15                   696  

                            16                   696  

                            17                   696  

                            18                   695  

                            19                   695  

                            20                   695  

                            21                   695  

                            22                   694  

                            23                   694  

 

                           Max                   697

                           Min                   691

                           Mean                  695

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   693  

                            01                   693  

                            02                   692  

                            03                   691  

                            04                   691  

                            05                   691  

                            06                   691  

                            07                   691  

                            08                   692  

                            09                   692  

                            10                   693  

                            11                   693  

                            12                   694  

                            13                   695  

                            14                   695  

                            15                   696  

                            16                   697  

                            17                   697  

                            18                   698  

                            19                   699  

                            20                   699  

                            21                   700  

                            22                   700  

                            23                   700  

 

                           Max                   700

                           Min                   691

                           Mean                  695

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   701  

                            01                   701  

                            02                   701  

                            03                   701  

                            04                   701  

                            05                   701  

                            06                   701  

                            07                   701  

                            08                   701  

                            09                   702  

                            10                   702  

                            11                   702  

                            12                   702  

                            13                   701  

                            14                   701  

                            15                   701  

                            16                   701  

                            17                   701  

                            18                   701  

                            19                   701  

                            20                   701  

                            21                   701  

                            22                   700  

                            23                   700  

 

                           Max                   702

                           Min                   700

                           Mean                  701

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   700  

                            01                   700  

                            02                   699  

                            03                   699  

                            04                   698  

                            05                   698  

                            06                   698  

                            07                   698  

                            08                   698  

                            09                   698  

                            10                   698  

                            11                   698  

                            12                   698  

                            13                   697  

                            14                   697  

                            15                   697  

                            16                   697  

                            17                   696  

                            18                   696  

                            19                   696  

                            20                   697  

                            21                   697  

                            22                   697  

                            23                   696  

 

                           Max                   700

                           Min                   696

                           Mean                  698

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   696  

                            01                   696  

                            02                   696  

                            03                   696  

                            04                   696  

                            05                   696  

                            06                   696  

                            07                   695  

                            08                   695  

                            09                   695  

                            10                   695  

                            11                   695  

                            12                   695  

                            13                   695  

                            14                   694  

                            15                   694  

                            16                   694  

                            17                   694  

                            18                   694  

                            19                   694  

                            20                   694  

                            21                   694  

                            22                   694  

                            23                   694  

 

                           Max                   696

                           Min                   694

                           Mean                  695

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   694  

                            01                   694  

                            02                   694  

                            03                   694  

                            04                   694  

                            05                   694  

                            06                   694  

                            07                   694  

                            08                   694  

                            09                   695  

                            10                   695  

                            11                   695  

                            12                   695  

                            13                   695  

                            14                   695  

                            15                   696  

                            16                   696  

                            17                   697  

                            18                   697  

                            19                   698  

                            20                   698  

                            21                   698  

                            22                   698  

                            23                   698  

 

                           Max                   698

                           Min                   694

                           Mean                  696

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   699  

                            01                   699  

                            02                   699  

                            03                   699  

                            04                   699  

                            05                   699  

                            06                   699  

                            07                   699  

                            08                   699  

                            09                   699  

                            10                   698  

                            11                   698  

                            12                   698  

                            13                   697  

                            14                   696  

                            15                   695  

                            16                   695  

                            17                   695  

                            18                   694  

                            19                   694  

                            20                   694  

                            21                   693  

                            22                   693  

                            23                   693  

 

                           Max                   699

                           Min                   693

                           Mean                  697

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   693  

                            01                   694  

                            02                   694  

                            03                   694  

                            04                   694  

                            05                   695  

                            06                   695  

                            07                   695  

                            08                   695  

                            09                   695  

                            10                   695  

                            11                   695  

                            12                   695  

                            13                   695  

                            14                   695  

                            15                   695  

                            16                   695  

                            17                   694  

                            18                   694  

                            19                   694  

                            20                   694  

                            21                   693  

                            22                   693  

                            23                   693  

 

                           Max                   695

                           Min                   693

                           Mean                  694

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   692  

                            01                   692  

                            02                   691  

                            03                   691  

                            04                   690  

                            05                   689  

                            06                   689  

                            07                   689  

                            08                   689  

                            09                   689  

                            10                   689  

                            11                   689  

                            12                   689  

                            13                   690  

                            14                   690  

                            15                   691  

                            16                   692  

                            17                   692  

                            18                   692  

                            19                   692  

                            20                   692  

                            21                   692  

                            22                   692  

                            23                   692  

 

                           Max                   692

                           Min                   689

                           Mean                  691

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   693  

                            01                   693  

                            02                   694  

                            03                   696  

                            04                   698  

                            05                   699  

                            06                   700  

                            07                   701  

                            08                   702  

                            09                   703  

                            10                   704  

                            11                   704  

                            12                   704  

                            13                   704  

                            14                   704  

                            15                   705  

                            16                   705  

                            17                   705  

                            18                   705  

                            19                   705  

                            20                   705  

                            21                   705  

                            22                   705  

                            23                   705  

 

                           Max                   705

                           Min                   693

                           Mean                  702

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   705  

                            01                   705  

                            02                   705  

                            03                   705  

                            04                   706  

                            05                   706  

                            06                   706  

                            07                   706  

                            08                   707  

                            09                   707  

                            10                   707  

                            11                   707  

                            12                   707  

                            13                   706  

                            14                   706  

                            15                   705  

                            16                   705  

                            17                   704  

                            18                   703  

                            19                   702  

                            20                   701  

                            21                   700  

                            22                   700  

                            23                   699  

 

                           Max                   707

                           Min                   699

                           Mean                  705

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   698  

                            01                   697  

                            02                   697  

                            03                   697  

                            04                   696  

                            05                   696  

                            06                   696  

                            07                   696  

                            08                   696  

                            09                   696  

                            10                   696  

                            11                   696  

                            12                   696  

                            13                   696  

                            14                   695  

                            15                   695  

                            16                   695  

                            17                   695  

                            18                   695  

                            19                   694  

                            20                   693  

                            21                   693  

                            22                   692  

                            23                   691  

 

                           Max                   698

                           Min                   691

                           Mean                  695

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   690  

                            01                   690  

                            02                   689  

                            03                   688  

                            04                   688  

                            05                   687  

                            06                   687  

                            07                   686  

                            08                   686  

                            09                   686  

                            10                   686  

                            11                   686  

                            12                   686  

                            13                   686  

                            14                   686  

                            15                   686  

                            16                   686  

                            17                   686  

                            18                   687  

                            19                   688  

                            20                   689  

                            21                   690  

                            22                   691  

                            23                   692  

 

                           Max                   692

                           Min                   686

                           Mean                  688

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   693  

                            01                   694  

                            02                   695  

                            03                   696  

                            04                   697  

                            05                   698  

                            06                   698  

                            07                   698  

                            08                   699  

                            09                   700  

                            10                   700  

                            11                   701  

                            12                   701  

                            13                   701  

                            14                   702  

                            15                   702  

                            16                   703  

                            17                   703  

                            18                   704  

                            19                   704  

                            20                   705  

                            21                   705  

                            22                   705  

                            23                   706  

 

                           Max                   706

                           Min                   693

                           Mean                  700

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   706  

                            01                   707  

                            02                   707  

                            03                   707  

                            04                   706  

                            05                   707  

                            06                   707  

                            07                   707  

                            08                   707  

                            09                   707  

                            10                   707  

                            11                   708  

                            12                   707  

                            13                   707  

                            14                   707  

                            15                   706  

                            16                   706  

                            17                   706  

                            18                   705  

                            19                   705  

                            20                   705  

                            21                   705  

                            22                   705  

                            23                   705  

 

                           Max                   708

                           Min                   705

                           Mean                  706

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   705  

                            01                   704  

                            02                   704  

                            03                   703  

                            04                   703  

                            05                   703  

                            06                   703  

                            07                   702  

                            08                   702  

                            09                   702  

                            10                   702  

                            11                   701  

                            12                   701  

                            13                   701  

                            14                   700  

                            15                   700  

                            16                   700  

                            17                   700  

                            18                   699  

                            19                   699  

                            20                   700  

                            21                   700  

                            22                   700  

                            23                   700  

 

                           Max                   705

                           Min                   699

                           Mean                  701

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   700  

                            01                   700  

                            02                   700  

                            03                   700  

                            04                   700  

                            05                   700  

                            06                   701  

                            07                   701  

                            08                   701  

                            09                   701  

                            10                   701  

                            11                   701  

                            12                   701  

                            13                   701  

                            14                   701  

                            15                   701  

                            16                   700  

                            17                   700  

                            18                   700  

                            19                   700  

                            20                   700  

                            21                   700  

                            22                   700  

                            23                   699  

 

                           Max                   701

                           Min                   699

                           Mean                  700

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   699  

                            01                   698  

                            02                   698  

                            03                   698  

                            04                   698  

                            05                   698  

                            06                   698  

                            07                   698  

                            08                   697  

                            09                   697  

                            10                   697  

                            11                   696  

                            12                   696  

                            13                   696  

                            14                   695  

                            15                   695  

                            16                   694  

                            17                   694  

                            18                   694  

                            19                   694  

                            20                   694  

                            21                   693  

                            22                   693  

                            23                   692  

 

                           Max                   699

                           Min                   692

                           Mean                  696

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   692  

                            01                   692  

                            02                   692  

                            03                   691  

                            04                   690  

                            05                   690  

                            06                   690  

                            07                   690  

                            08                   690  

                            09                   690  

                            10                   690  

                            11                   690  

                            12                   690  

                            13                   690  

                            14                   690  

                            15                   690  

                            16                   690  

                            17                   691  

                            18                   691  

                            19                   692  

                            20                   692  

                            21                   692  

                            22                   693  

                            23                   693  

 

                           Max                   693

                           Min                   690

                           Mean                  691

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   694  

                            01                   694  

                            02                   694  

                            03                   695  

                            04                   695  

                            05                   696  

                            06                   696  

                            07                   697  

                            08                   697  

                            09                   698  

                            10                   698  

                            11                   698  

                            12                   699  

                            13                   699  

                            14                   698  

                            15                   698  

                            16                   699  

                            17                   699  

                            18                   699  

                            19                   699  

                            20                   699  

                            21                   699  

                            22                   699  

                            23                   699  

 

                           Max                   699

                           Min                   694

                           Mean                  697

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   698  

                            01                   698  

                            02                   698  

                            03                   697  

                            04                   697  

                            05                   697  

                            06                   696  

                            07                   696  

                            08                   696  

                            09                   695  

                            10                   695  

                            11                   695  

                            12                   695  

                            13                   695  

                            14                   695  

                            15                   694  

                            16                   695  

                            17                   695  

                            18                   694  

                            19                   694  

                            20                   694  

                            21                   694  

                            22                   694  

                            23                   695  

 

                           Max                   698

                           Min                   694

                           Mean                  696

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   694  

                            01                   694  

                            02                   695  

                            03                   695  

                            04                   695  

                            05                   695  

                            06                   695  

                            07                   695  

                            08                   696  

                            09                   696  

                            10                   697  

                            11                   697  

                            12                   697  

                            13                   697  

                            14                   698  

                            15                   698  

                            16                   699  

                            17                   700  

                            18                   700  

                            19                   701  

                            20                   701  

                            21                   701  

                            22                   701  

                            23                   702  

 

                           Max                   702

                           Min                   694

                           Mean                  697

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   702  

                            01                   702  

                            02                   703  

                            03                   703  

                            04                   703  

                            05                   703  

                            06                   704  

                            07                   705  

                            08                   705  

                            09                   705  

                            10                   705  

                            11                   705  

                            12                   706  

                            13                   706  

                            14                   706  

                            15                   706  

                            16                   706  

                            17                   706  

                            18                   706  

                            19                   706  

                            20                   706  

                            21                   706  

                            22                   706  

                            23                   706  

 

                           Max                   706

                           Min                   702

                           Mean                  705

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   706  

                            01                   706  

                            02                   706  

                            03                   705  

                            04                   705  

                            05                   705  

                            06                   705  

                            07                   705  

                            08                   705  

                            09                   705  

                            10                   705  

                            11                   705  

                            12                   705  

                            13                   705  

                            14                   704  

                            15                   704  

                            16                   704  

                            17                   704  

                            18                   705  

                            19                   705  

                            20                   705  

                            21                   705  

                            22                   705  

                            23                   705  

 

                           Max                   706

                           Min                   704

                           Mean                  705

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    15  

                            02                    14  

                            03                     9  

                            04                     6  

                            05                     4  

                            06                     6  

                            07                     9  

                            08                     6  

                            09                     9  

                            10                     6  

                            11                     5  

                            12                     6  

                            13                     5  

                            14                     5  

                            15                     5  

                            16                     6  

                            17                     6  

                            18                     4  

                            19                     4  

                            20                     4  

                            21                     2  

                            22                     2  

                            23                     3  

 

                           Max                    15

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     5  

                            03                     7  

                            04                     4  

                            05                    -1  

                            06                     0  

                            07                     0  

                            08                    -1  

                            09                     2  

                            10                     4  

                            11                     3  

                            12                     4  

                            13                     5  

                            14                     5  

                            15                     3  

                            16                     4  

                            17                     3  

                            18                     1  

                            19                     3  

                            20                     4  

                            21                     3  

                            22                     3  

                            23                     3  

 

                           Max                     7

                           Min                    -1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     5  

                            03                     6  

                            04                     7  

                            05                     6  

                            06                     3  

                            07                     5  

                            08                     6  

                            09                     4  

                            10                     5  

                            11                     7  

                            12                     7  

                            13                     7  

                            14                     9  

                            15                     8  

                            16                     7  

                            17                     0  

                            18                    -7  

                            19                    -3  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     1  

 

                           Max                     9

                           Min                    -7

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     1  

                            01                     4  

                            02                     2  

                            03                     4  

                            04                     7  

                            05                     5  

                            06                     5  

                            07                     4  

                            08                     4  

                            09                     4  

                            10                     5  

                            11                     6  

                            12                     4  

                            13                     6  

                            14                       <

                            15                     7  

                            16                    10  

                            17                     3  

                            18                    -3  

                            19                     0  

                            20                     3  

                            21                     2  

                            22                     1  

                            23                     4  

 

                           Max                    10

                           Min                    -3

                           Mean                    4

                           Hours                  23

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     7  

                            02                    11  

                            03                    13  

                            04                    13  

                            05                    11  

                            06                     8  

                            07                     7  

                            08                     6  

                            09                     8  

                            10                     8  

                            11                     8  

                            12                     9  

                            13                     7  

                            14                    11  

                            15                     7  

                            16                     3  

                            17                     6  

                            18                     6  

                            19                     5  

                            20                     5  

                            21                     7  

                            22                     9  

                            23                    11  

 

                           Max                    13

                           Min                     3

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    12  

                            02                    10  

                            03                     8  

                            04                    12  

                            05                    12  

                            06                     9  

                            07                    11  

                            08                    11  

                            09                    10  

                            10                     8  

                            11                     8  

                            12                     7  

                            13                     8  

                            14                    11  

                            15                    15  

                            16                     9  

                            17                     6  

                            18                     4  

                            19                     3  

                            20                     4  

                            21                     5  

                            22                     2  

                            23                     3  

 

                           Max                    15

                           Min                     2

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                    -1  

                            02                     0  

                            03                     1  

                            04                     0  

                            05                    -1  

                            06                     1  

                            07                    -1  

                            08                    -4  

                            09                    -3  

                            10                    -3  

                            11                    -1  

                            12                     4  

                            13                    21  

                            14                     4  

                            15                     3  

                            16                     1  

                            17                     0  

                            18                    -5  

                            19                    -6  

                            20                    -5  

                            21                     0  

                            22                     5  

                            23                     6  

 

                           Max                    21

                           Min                    -6

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     7  

                            03                     5  

                            04                     5  

                            05                     3  

                            06                     2  

                            07                     6  

                            08                     5  

                            09                     3  

                            10                     3  

                            11                     3  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     4  

                            16                     2  

                            17                     1  

                            18                     2  

                            19                     3  

                            20                     2  

                            21                    -1  

                            22                    -6  

                            23                    -8  

 

                           Max                     7

                           Min                    -8

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    -2  

                            01                     5  

                            02                     3  

                            03                     3  

                            04                     4  

                            05                     4  

                            06                     5  

                            07                     7  

                            08                     5  

                            09                     1  

                            10                     1  

                            11                     6  

                            12                       D

                            13                       D

                            14                       D

                            15                     6  

                            16                     5  

                            17                     3  

                            18                     2  

                            19                     3  

                            20                     3  

                            21                     3  

                            22                     3  

                            23                     6  

 

                           Max                     7

                           Min                    -2

                           Mean                    4

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     4  

                            02                     3  

                            03                     3  

                            04                     2  

                            05                     2  

                            06                     2  

                            07                     2  

                            08                     3  

                            09                     2  

                            10                        

                            11                     4  

                            12                     3  

                            13                     3  

                            14                     5  

                            15                     5  

                            16                     5  

                            17                     5  

                            18                     7  

                            19                    10  

                            20                    10  

                            21                     8  

                            22                     8  

                            23                     7  

 

                           Max                    10

                           Min                     2

                           Mean                    5

                           Hours                  23

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     1  

                            03                     0  

                            04                    -1  

                            05                    -2  

                            06                     3  

                            07                     6  

                            08                     4  

                            09                     4  

                            10                     5  

                            11                     5  

                            12                     7  

                            13                     6  

                            14                     4  

                            15                     2  

                            16                     4  

                            17                     5  

                            18                     2  

                            19                     4  

                            20                     3  

                            21                     2  

                            22                     3  

                            23                     4  

 

                           Max                     7

                           Min                    -2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     8  

                            02                     6  

                            03                     6  

                            04                     8  

                            05                     6  

                            06                     7  

                            07                     7  

                            08                     7  

                            09                     8  

                            10                     8  

                            11                     7  

                            12                     5  

                            13                     6  

                            14                    11  

                            15                    10  

                            16                     5  

                            17                     5  

                            18                     5  

                            19                     1  

                            20                     2  

                            21                     3  

                            22                     0  

                            23                     2  

 

                           Max                    11

                           Min                     0

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     6  

                            02                     4  

                            03                     4  

                            04                     5  

                            05                     6  

                            06                     6  

                            07                     6  

                            08                     8  

                            09                    11  

                            10                    13  

                            11                    12  

                            12                    11  

                            13                    12  

                            14                    11  

                            15                     9  

                            16                     8  

                            17                     8  

                            18                    11  

                            19                    16  

                            20                    11  

                            21                    12  

                            22                    13  

                            23                    13  

 

                           Max                    16

                           Min                     4

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    13  

                            01                    14  

                            02                    12  

                            03                     8  

                            04                    10  

                            05                    11  

                            06                    10  

                            07                     8  

                            08                     8  

                            09                    13  

                            10                    11  

                            11                     9  

                            12                    10  

                            13                    10  

                            14                     8  

                            15                     9  

                            16                    11  

                            17                    12  

                            18                     9  

                            19                     8  

                            20                    10  

                            21                     8  

                            22                     8  

                            23                    10  

 

                           Max                    14

                           Min                     8

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     9  

                            02                    10  

                            03                     8  

                            04                     7  

                            05                     7  

                            06                     7  

                            07                     6  

                            08                     5  

                            09                     5  

                            10                     7  

                            11                     9  

                            12                    13  

                            13                    12  

                            14                     7  

                            15                     5  

                            16                     3  

                            17                     3  

                            18                     2  

                            19                     3  

                            20                     4  

                            21                     4  

                            22                     2  

                            23                     1  

 

                           Max                    13

                           Min                     1

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     3  

                            02                     2  

                            03                     0  

                            04                     1  

                            05                     1  

                            06                     2  

                            07                     3  

                            08                     1  

                            09                     2  

                            10                     4  

                            11                     6  

                            12                     8  

                            13                     6  

                            14                     0  

                            15                    -5  

                            16                    -2  

                            17                     3  

                            18                     5  

                            19                     7  

                            20                     9  

                            21                     7  

                            22                     5  

                            23                     7  

 

                           Max                     9

                           Min                    -5

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     7  

                            02                     7  

                            03                     5  

                            04                     3  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     4  

                            09                     5  

                            10                     3  

                            11                     6  

                            12                     7  

                            13                     4  

                            14                     4  

                            15                     7  

                            16                     8  

                            17                     6  

                            18                     5  

                            19                     5  

                            20                     3  

                            21                     4  

                            22                     6  

                            23                    10  

 

                           Max                    10

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    17  

                            01                    12  

                            02                    13  

                            03                    11  

                            04                     5  

                            05                     1  

                            06                     0  

                            07                     2  

                            08                     3  

                            09                     3  

                            10                     4  

                            11                     2  

                            12                    -1  

                            13                     0  

                            14                     2  

                            15                     3  

                            16                     2  

                            17                     0  

                            18                     0  

                            19                     3  

                            20                     3  

                            21                     2  

                            22                     4  

                            23                     4  

 

                           Max                    17

                           Min                    -1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     1  

                            01                     2  

                            02                     1  

                            03                     1  

                            04                     2  

                            05                     3  

                            06                    -3  

                            07                    -8  

                            08                     0  

                            09                     4  

                            10                     5  

                            11                     5  

                            12                     6  

                            13                     5  

                            14                     6  

                            15                     6  

                            16                     6  

                            17                     6  

                            18                     6  

                            19                     6  

                            20                     5  

                            21                     6  

                            22                     7  

                            23                     7  

 

                           Max                     7

                           Min                    -8

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     6  

                            03                     6  

                            04                     5  

                            05                     6  

                            06                     9  

                            07                     7  

                            08                     2  

                            09                     4  

                            10                     4  

                            11                     2  

                            12                     3  

                            13                     6  

                            14                    10  

                            15                     8  

                            16                     6  

                            17                     6  

                            18                     6  

                            19                     7  

                            20                     4  

                            21                     3  

                            22                     6  

                            23                     4  

 

                           Max                    10

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     2  

                            03                     4  

                            04                     7  

                            05                     7  

                            06                     6  

                            07                     6  

                            08                     6  

                            09                     5  

                            10                     7  

                            11                     6  

                            12                     5  

                            13                     6  

                            14                     7  

                            15                     7  

                            16                     7  

                            17                     6  

                            18                     6  

                            19                     5  

                            20                     2  

                            21                     4  

                            22                     4  

                            23                     3  

 

                           Max                     7

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     4  

                            02                     2  

                            03                     5  

                            04                     4  

                            05                     7  

                            06                     5  

                            07                     3  

                            08                     6  

                            09                     6  

                            10                     7  

                            11                     9  

                            12                     8  

                            13                     6  

                            14                     6  

                            15                     4  

                            16                     6  

                            17                     9  

                            18                     7  

                            19                     4  

                            20                     3  

                            21                     6  

                            22                     7  

                            23                     5  

 

                           Max                     9

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     8  

                            02                    11  

                            03                    10  

                            04                     8  

                            05                     8  

                            06                    10  

                            07                    11  

                            08                     8  

                            09                     8  

                            10                     5  

                            11                     2  

                            12                       D

                            13                       D

                            14                    12  

                            15                     9  

                            16                     5  

                            17                     6  

                            18                     6  

                            19                     7  

                            20                     8  

                            21                     6  

                            22                     6  

                            23                     7  

 

                           Max                    12

                           Min                     2

                           Mean                    8

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     6  

                            02                     5  

                            03                     6  

                            04                     9  

                            05                     8  

                            06                     6  

                            07                     5  

                            08                     7  

                            09                     7  

                            10                     5  

                            11                     5  

                            12                     8  

                            13                     7  

                            14                     8  

                            15                     6  

                            16                     6  

                            17                     7  

                            18                    10  

                            19                    12  

                            20                     9  

                            21                     5  

                            22                     4  

                            23                     6  

 

                           Max                    12

                           Min                     4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     8  

                            02                     8  

                            03                     9  

                            04                     9  

                            05                     5  

                            06                     5  

                            07                     9  

                            08                     8  

                            09                    10  

                            10                    12  

                            11                    12  

                            12                    10  

                            13                    10  

                            14                    10  

                            15                     5  

                            16                     5  

                            17                     7  

                            18                     8  

                            19                     9  

                            20                     8  

                            21                    12  

                            22                    14  

                            23                    21  

 

                           Max                    21

                           Min                     5

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    18  

                            01                    23  

                            02                    18  

                            03                    18  

                            04                    16  

                            05                    22  

                            06                    20  

                            07                    17  

                            08                    11  

                            09                    13  

                            10                    18  

                            11                    18  

                            12                    21  

                            13                    14  

                            14                    13  

                            15                    17  

                            16                    15  

                            17                    14  

                            18                    10  

                            19                     8  

                            20                     9  

                            21                    10  

                            22                     8  

                            23                     7  

 

                           Max                    23

                           Min                     7

                           Mean                   15

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    18  

                            02                    16  

                            03                    12  

                            04                    17  

                            05                    14  

                            06                    13  

                            07                    12  

                            08                    13  

                            09                    15  

                            10                    16  

                            11                    15  

                            12                    11  

                            13                    10  

                            14                    12  

                            15                    16  

                            16                    16  

                            17                    15  

                            18                    20  

                            19                    26  

                            20                    14  

                            21                    21  

                            22                    15  

                            23                    14  

 

                           Max                    26

                           Min                    10

                           Mean                   15

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                     8  

                            02                     6  

                            03                     7  

                            04                     9  

                            05                     9  

                            06                     7  

                            07                     9  

                            08                     9  

                            09                     4  

                            10                     1  

                            11                     3  

                            12                     6  

                            13                     5  

                            14                     5  

                            15                     4  

                            16                     1  

                            17                     1  

                            18                     3  

                            19                     4  

                            20                     4  

                            21                     1  

                            22                     4  

                            23                     4  

 

                           Max                    12

                           Min                     1

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    -1  

                            01                     7  

                            02                    11  

                            03                     9  

                            04                     8  

                            05                     8  

                            06                     8  

                            07                     9  

                            08                     8  

                            09                     9  

                            10                     8  

                            11                     9  

                            12                     8  

                            13                     8  

                            14                    10  

                            15                    10  

                            16                     7  

                            17                     9  

                            18                     7  

                            19                   -14  

                            20                    -2  

                            21                     4  

                            22                    10  

                            23                     8  

 

                           Max                    11

                           Min                   -14

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                    10  

                            02                    11  

                            03                    10  

                            04                     8  

                            05                     6  

                            06                     6  

                            07                     7  

                            08                     8  

                            09                     8  

                            10                     8  

                            11                    10  

                            12                     7  

                            13                     5  

                            14                     6  

                            15                     7  

                            16                     8  

                            17                     9  

                            18                     6  

                            19                     6  

                            20                     8  

                            21                     8  

                            22                    10  

                            23                    10  

 

                           Max                    11

                           Min                     5

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     7  

                            02                     5  

                            03                     3  

                            04                     5  

                            05                     8  

                            06                     9  

                            07                     7  

                            08                     6  

                            09                     7  

                            10                     6  

                            11                     7  

                            12                    10  

                            13                     7  

                            14                     5  

                            15                     7  

                            16                     6  

                            17                     7  

                            18                     7  

                            19                     5  

                            20                     6  

                            21                     7  

                            22                     5  

                            23                     6  

 

                           Max                    10

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                    10  

                            02                     9  

                            03                     7  

                            04                     9  

                            05                    11  

                            06                     9  

                            07                     7  

                            08                     7  

                            09                     5  

                            10                     7  

                            11                     9  

                            12                     6  

                            13                    16  

                            14                    15  

                            15                     6  

                            16                     6  

                            17                     6  

                            18                     8  

                            19                     1  

                            20                    -1  

                            21                     8  

                            22                     9  

                            23                     8  

 

                           Max                    16

                           Min                    -1

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     9  

                            02                    10  

                            03                    10  

                            04                     9  

                            05                     8  

                            06                    10  

                            07                    11  

                            08                    11  

                            09                    12  

                            10                    22  

                            11                    12  

                            12                     9  

                            13                     6  

                            14                     6  

                            15                     1  

                            16                    -4  

                            17                     3  

                            18                     8  

                            19                     6  

                            20                     7  

                            21                     7  

                            22                     7  

                            23                     8  

 

                           Max                    22

                           Min                    -4

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     4  

                            03                     5  

                            04                     8  

                            05                     7  

                            06                     6  

                            07                     3  

                            08                     1  

                            09                     2  

                            10                     3  

                            11                     3  

                            12                     3  

                            13                     7  

                            14                     6  

                            15                     4  

                            16                     5  

                            17                     4  

                            18                     5  

                            19                     1  

                            20                    -1  

                            21                     3  

                            22                     2  

                            23                    -1  

 

                           Max                     8

                           Min                    -1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     0  

                            01                     3  

                            02                     5  

                            03                     6  

                            04                     8  

                            05                     9  

                            06                     9  

                            07                     9  

                            08                     8  

                            09                    10  

                            10                     8  

                            11                     6  

                            12                     6  

                            13                     7  

                            14                     6  

                            15                     4  

                            16                     5  

                            17                     6  

                            18                     7  

                            19                     6  

                            20                     6  

                            21                     3  

                            22                     2  

                            23                     3  

 

                           Max                    10

                           Min                     0

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     1  

                            01                     3  

                            02                     4  

                            03                     5  

                            04                     5  

                            05                     6  

                            06                     6  

                            07                    10  

                            08                    12  

                            09                     9  

                            10                     8  

                            11                     7  

                            12                     9  

                            13                    10  

                            14                     8  

                            15                     5  

                            16                     3  

                            17                     5  

                            18                     6  

                            19                     5  

                            20                     5  

                            21                     4  

                            22                     4  

                            23                     6  

 

                           Max                    12

                           Min                     1

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     7  

                            02                     2  

                            03                     0  

                            04                     2  

                            05                     4  

                            06                     6  

                            07                     9  

                            08                    11  

                            09                     8  

                            10                     5  

                            11                     9  

                            12                       D

                            13                       D

                            14                       k

                            15                     3  

                            16                     7  

                            17                     9  

                            18                     8  

                            19                     5  

                            20                     2  

                            21                     3  

                            22                     5  

                            23                     8  

 

                           Max                    11

                           Min                     0

                           Mean                    6

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    19  

                            01                    15  

                            02                    15  

                            03                     8  

                            04                    11  

                            05                    13  

                            06                    11  

                            07                     9  

                            08                     8  

                            09                    10  

                            10                    16  

                            11                    20  

                            12                    19  

                            13                    16  

                            14                    22  

                            15                    18  

                            16                    16  

                            17                    12  

                            18                    10  

                            19                    11  

                            20                    14  

                            21                    17  

                            22                    12  

                            23                    12  

 

                           Max                    22

                           Min                     8

                           Mean                   14

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    12  

                            02                    12  

                            03                    11  

                            04                     8  

                            05                     4  

                            06                     5  

                            07                     9  

                            08                    12  

                            09                    14  

                            10                    10  

                            11                     6  

                            12                     3  

                            13                     4  

                            14                     6  

                            15                     6  

                            16                     6  

                            17                     9  

                            18                    10  

                            19                     8  

                            20                     5  

                            21                     3  

                            22                     5  

                            23                     9  

 

                           Max                    14

                           Min                     3

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     4  

                            02                     5  

                            03                     7  

                            04                     8  

                            05                     9  

                            06                     7  

                            07                     6  

                            08                    10  

                            09                    12  

                            10                     6  

                            11                     3  

                            12                     6  

                            13                     6  

                            14                     6  

                            15                     8  

                            16                    10  

                            17                     9  

                            18                    10  

                            19                    10  

                            20                     8  

                            21                     6  

                            22                     7  

                            23                     2  

 

                           Max                    12

                           Min                     2

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     7  

                            02                    11  

                            03                    10  

                            04                     9  

                            05                     9  

                            06                     9  

                            07                     9  

                            08                     8  

                            09                    10  

                            10                     9  

                            11                     7  

                            12                     7  

                            13                     8  

                            14                    10  

                            15                     9  

                            16                     8  

                            17                     9  

                            18                     8  

                            19                     8  

                            20                     8  

                            21                    10  

                            22                    10  

                            23                     9  

 

                           Max                    11

                           Min                     2

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     7  

                            02                     5  

                            03                     2  

                            04                     1  

                            05                     0  

                            06                     3  

                            07                     4  

                            08                     5  

                            09                     5  

                            10                     7  

                            11                     7  

                            12                     6  

                            13                     4  

                            14                     5  

                            15                     9  

                            16                    10  

                            17                     8  

                            18                     7  

                            19                     2  

                            20                    -5  

                            21                    -1  

                            22                     3  

                            23                     3  

 

                           Max                    10

                           Min                    -5

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     5  

                            05                     5  

                            06                     5  

                            07                     3  

                            08                     3  

                            09                     6  

                            10                     7  

                            11                     9  

                            12                    11  

                            13                    16  

                            14                    14  

                            15                    10  

                            16                     4  

                            17                     4  

                            18                     5  

                            19                     7  

                            20                     8  

                            21                     6  

                            22                     5  

                            23                     2  

 

                           Max                    16

                           Min                     1

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     4  

                            03                     4  

                            04                     5  

                            05                     5  

                            06                     2  

                            07                     4  

                            08                     5  

                            09                     2  

                            10                     3  

                            11                     6  

                            12                     5  

                            13                     6  

                            14                     6  

                            15                     3  

                            16                     5  

                            17                     7  

                            18                     6  

                            19                     8  

                            20                     9  

                            21                     9  

                            22                     8  

                            23                     4  

 

                           Max                     9

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     1  

                            01                     3  

                            02                     4  

                            03                     7  

                            04                     1  

                            05                    -8  

                            06                    -4  

                            07                     1  

                            08                     2  

                            09                     3  

                            10                     3  

                            11                     3  

                            12                     5  

                            13                     4  

                            14                     0  

                            15                     0  

                            16                     6  

                            17                     5  

                            18                     2  

                            19                     3  

                            20                     3  

                            21                     4  

                            22                     5  

                            23                     5  

 

                           Max                     7

                           Min                    -8

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     4  

                            03                     2  

                            04                     2  

                            05                     3  

                            06                     5  

                            07                     5  

                            08                     6  

                            09                     7  

                            10                     7  

                            11                     9  

                            12                     6  

                            13                     3  

                            14                     4  

                            15                     7  

                            16                     7  

                            17                     5  

                            18                     2  

                            19                     3  

                            20                     7  

                            21                     9  

                            22                     7  

                            23                     6  

 

                           Max                     9

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     8  

                            02                     5  

                            03                     4  

                            04                     7  

                            05                     7  

                            06                     6  

                            07                     2  

                            08                     0  

                            09                    -2  

                            10                     3  

                            11                    19  

                            12                     8  

                            13                     8  

                            14                     8  

                            15                     7  

                            16                     5  

                            17                     6  

                            18                     8  

                            19                     8  

                            20                     5  

                            21                     5  

                            22                    10  

                            23                     9  

 

                           Max                    19

                           Min                    -2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                    10  

                            02                     8  

                            03                     7  

                            04                     5  

                            05                     3  

                            06                     5  

                            07                     4  

                            08                     0  

                            09                     0  

                            10                     2  

                            11                     1  

                            12                     0  

                            13                     3  

                            14                     3  

                            15                     4  

                            16                     6  

                            17                     6  

                            18                     7  

                            19                     7  

                            20                     5  

                            21                     7  

                            22                     7  

                            23                     6  

 

                           Max                    10

                           Min                     0

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                    -1  

                            03                    -6  

                            04                    -3  

                            05                     2  

                            06                     4  

                            07                     5  

                            08                     3  

                            09                     1  

                            10                     3  

                            11                     3  

                            12                     7  

                            13                    10  

                            14                     7  

                            15                     4  

                            16                     3  

                            17                     3  

                            18                     3  

                            19                     3  

                            20                     4  

                            21                     4  

                            22                     5  

                            23                     5  

 

                           Max                    10

                           Min                    -6

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     3  

                            02                     5  

                            03                     6  

                            04                     5  

                            05                     4  

                            06                     3  

                            07                     4  

                            08                     6  

                            09                     7  

                            10                     6  

                            11                     3  

                            12                     3  

                            13                     5  

                            14                     4  

                            15                     4  

                            16                     5  

                            17                     4  

                            18                     6  

                            19                     6  

                            20                     6  

                            21                     7  

                            22                     7  

                            23                     7  

 

                           Max                     7

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     2  

                            02                     3  

                            03                     3  

                            04                     1  

                            05                     3  

                            06                     4  

                            07                     2  

                            08                     4  

                            09                     7  

                            10                     5  

                            11                     5  

                            12                       D

                            13                       D

                            14                       k

                            15                     7  

                            16                     5  

                            17                     2  

                            18                     5  

                            19                     6  

                            20                     1  

                            21                     2  

                            22                     5  

                            23                     6  

 

                           Max                     7

                           Min                     1

                           Mean                    4

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     7  

                            02                     6  

                            03                     7  

                            04                     6  

                            05                     7  

                            06                     8  

                            07                     7  

                            08                     7  

                            09                     9  

                            10                     9  

                            11                     9  

                            12                    10  

                            13                    10  

                            14                    12  

                            15                    14  

                            16                    12  

                            17                    16  

                            18                    14  

                            19                    13  

                            20                    12  

                            21                    10  

                            22                    10  

                            23                    11  

 

                           Max                    16

                           Min                     6

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                    17  

                            02                    15  

                            03                    16  

                            04                    16  

                            05                    12  

                            06                    14  

                            07                    17  

                            08                    18  

                            09                    16  

                            10                    15  

                            11                    17  

                            12                    20  

                            13                    27  

                            14                    15  

                            15                    17  

                            16                    10  

                            17                    10  

                            18                    11  

                            19                    16  

                            20                    17  

                            21                    10  

                            22                     8  

                            23                     7  

 

                           Max                    27

                           Min                     7

                           Mean                   15

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     7  

                            02                     7  

                            03                     6  

                            04                     8  

                            05                    10  

                            06                     7  

                            07                     8  

                            08                    10  

                            09                     8  

                            10                     7  

                            11                     8  

                            12                    10  

                            13                    13  

                            14                    12  

                            15                    10  

                            16                    10  

                            17                    10  

                            18                    12  

                            19                    12  

                            20                    10  

                            21                    11  

                            22                    13  

                            23                    14  

 

                           Max                    14

                           Min                     6

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                     8  

                            02                     5  

                            03                     3  

                            04                     1  

                            05                     0  

                            06                    -2  

                            07                     0  

                            08                     8  

                            09                    11  

                            10                    12  

                            11                    13  

                            12                    12  

                            13                    21  

                            14                    18  

                            15                     8  

                            16                     6  

                            17                     5  

                            18                     7  

                            19                     4  

                            20                    -7  

                            21                    -5  

                            22                     7  

                            23                     8  

 

                           Max                    21

                           Min                    -7

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     8  

                            02                     6  

                            03                     4  

                            04                     6  

                            05                     3  

                            06                     2  

                            07                     3  

                            08                     5  

                            09                     3  

                            10                     4  

                            11                     6  

                            12                    16  

                            13                     5  

                            14                     6  

                            15                     5  

                            16                     2  

                            17                     2  

                            18                     3  

                            19                     4  

                            20                     2  

                            21                     1  

                            22                     4  

                            23                     5  

 

                           Max                    16

                           Min                     1

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     4  

                            02                     1  

                            03                     6  

                            04                     7  

                            05                     5  

                            06                     7  

                            07                     4  

                            08                     3  

                            09                     5  

                            10                     8  

                            11                     9  

                            12                     9  

                            13                    10  

                            14                     8  

                            15                     6  

                            16                     7  

                            17                     7  

                            18                     4  

                            19                     4  

                            20                    -1  

                            21                     1  

                            22                     7  

                            23                     8  

 

                           Max                    10

                           Min                    -1

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    12  

                            02                    13  

                            03                    13  

                            04                    17  

                            05                    13  

                            06                     8  

                            07                     8  

                            08                     9  

                            09                     6  

                            10                     7  

                            11                     8  

                            12                     8  

                            13                     7  

                            14                     5  

                            15                     6  

                            16                     9  

                            17                    10  

                            18                    10  

                            19                     7  

                            20                     8  

                            21                    11  

                            22                    10  

                            23                     8  

 

                           Max                    17

                           Min                     5

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     7  

                            02                     6  

                            03                     5  

                            04                     6  

                            05                     4  

                            06                     4  

                            07                    10  

                            08                     9  

                            09                     8  

                            10                    10  

                            11                    11  

                            12                    12  

                            13                    12  

                            14                    12  

                            15                     9  

                            16                     8  

                            17                     8  

                            18                     3  

                            19                    -4  

                            20                    -3  

                            21                     3  

                            22                     7  

                            23                    11  

 

                           Max                    12

                           Min                    -4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    12  

                            02                    10  

                            03                     7  

                            04                     4  

                            05                     4  

                            06                     3  

                            07                     3  

                            08                     3  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     4  

                            13                     3  

                            14                     3  

                            15                     4  

                            16                     6  

                            17                     6  

                            18                     5  

                            19                     5  

                            20                     2  

                            21                     3  

                            22                     4  

                            23                     6  

 

                           Max                    12

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     3  

                            03                     3  

                            04                     4  

                            05                     3  

                            06                     3  

                            07                     5  

                            08                     3  

                            09                     4  

                            10                     6  

                            11                     5  

                            12                     5  

                            13                     6  

                            14                     4  

                            15                     4  

                            16                     5  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     3  

                            21                     2  

                            22                     5  

                            23                     3  

 

                           Max                     6

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     4  

                            02                     2  

                            03                     5  

                            04                     4  

                            05                     2  

                            06                     2  

                            07                     4  

                            08                     2  

                            09                     2  

                            10                     4  

                            11                     5  

                            12                     6  

                            13                    10  

                            14                     5  

                            15                    18  

                            16                    11  

                            17                     8  

                            18                     6  

                            19                     5  

                            20                     6  

                            21                     6  

                            22                     5  

                            23                     5  

 

                           Max                    18

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     4  

                            03                     5  

                            04                     5  

                            05                     4  

                            06                     6  

                            07                     5  

                            08                     5  

                            09                     4  

                            10                     5  

                            11                     6  

                            12                     8  

                            13                     6  

                            14                     9  

                            15                     6  

                            16                     9  

                            17                    10  

                            18                     8  

                            19                     8  

                            20                     9  

                            21                     8  

                            22                     9  

                            23                     8  

 

                           Max                    10

                           Min                     4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     6  

                            02                     7  

                            03                     7  

                            04                     8  

                            05                     8  

                            06                    15  

                            07                     9  

                            08                     7  

                            09                     8  

                            10                     9  

                            11                    11  

                            12                     8  

                            13                     6  

                            14                     7  

                            15                     6  

                            16                     5  

                            17                     8  

                            18                     6  

                            19                     7  

                            20                     5  

                            21                     7  

                            22                     7  

                            23                    11  

 

                           Max                    15

                           Min                     5

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     6  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     4  

                            06                     4  

                            07                     3  

                            08                     5  

                            09                     6  

                            10                     6  

                            11                     5  

                            12                     2  

                            13                     3  

                            14                     4  

                            15                     3  

                            16                     5  

                            17                     6  

                            18                     5  

                            19                     5  

                            20                     6  

                            21                     5  

                            22                     4  

                            23                     2  

 

                           Max                     9

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     4  

                            02                     3  

                            03                     5  

                            04                     2  

                            05                     2  

                            06                     2  

                            07                     3  

                            08                     3  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     4  

                            13                     4  

                            14                     4  

                            15                     5  

                            16                     6  

                            17                     7  

                            18                    11  

                            19                     8  

                            20                     6  

                            21                     5  

                            22                     4  

                            23                     4  

 

                           Max                    11

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     2  

                            02                     3  

                            03                     5  

                            04                     5  

                            05                    11  

                            06                     3  

                            07                     5  

                            08                     6  

                            09                     3  

                            10                     6  

                            11                     7  

                            12                     2  

                            13                     2  

                            14                     5  

                            15                     6  

                            16                     9  

                            17                     6  

                            18                     7  

                            19                    51  

                            20                    39  

                            21                    17  

                            22                    11  

                            23                     7  

 

                           Max                    51

                           Min                     2

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     3  

                            06                     1  

                            07                     4  

                            08                     4  

                            09                     5  

                            10                     5  

                            11                     6  

                            12                       D

                            13                       D

                            14                       c

                            15                       f

                            16                       f

                            17                       f

                            18                    -6  

                            19                     3  

                            20                     2  

                            21                    -1  

                            22                    -1  

                            23                     3  

 

                           Max                     6

                           Min                    -6

                           Mean                    3

                           Hours                  18

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    -1  

                            01                    -2  

                            02                    -2  

                            03                     0  

                            04                     1  

                            05                     0  

                            06                     2  

                            07                     1  

                            08                     4  

                            09                     4  

                            10                     3  

                            11                     2  

                            12                     4  

                            13                     2  

                            14                     2  

                            15                     5  

                            16                     4  

                            17                     5  

                            18                     6  

                            19                     5  

                            20                     5  

                            21                     3  

                            22                     4  

                            23                     2  

 

                           Max                     6

                           Min                    -2

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     3  

                            03                     4  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     3  

                            08                     3  

                            09                     4  

                            10                     3  

                            11                     3  

                            12                     1  

                            13                     4  

                            14                     2  

                            15                     5  

                            16                     8  

                            17                     5  

                            18                     5  

                            19                     4  

                            20                     3  

                            21                     2  

                            22                     6  

                            23                    10  

 

                           Max                    10

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     5  

                            02                     6  

                            03                     5  

                            04                     5  

                            05                     6  

                            06                     6  

                            07                     7  

                            08                     7  

                            09                     8  

                            10                     8  

                            11                     9  

                            12                     7  

                            13                     7  

                            14                    12  

                            15                     8  

                            16                    10  

                            17                     6  

                            18                     6  

                            19                     5  

                            20                     6  

                            21                     5  

                            22                     5  

                            23                     6  

 

                           Max                    12

                           Min                     5

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     5  

                            03                     5  

                            04                     1  

                            05                     2  

                            06                     3  

                            07                     6  

                            08                    10  

                            09                     8  

                            10                     8  

                            11                     8  

                            12                    11  

                            13                     9  

                            14                     9  

                            15                     9  

                            16                     8  

                            17                     8  

                            18                     8  

                            19                     7  

                            20                     9  

                            21                     8  

                            22                     8  

                            23                     8  

 

                           Max                    11

                           Min                     1

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     7  

                            02                     8  

                            03                     8  

                            04                     8  

                            05                     7  

                            06                     6  

                            07                     8  

                            08                     7  

                            09                     8  

                            10                     7  

                            11                     8  

                            12                     5  

                            13                     4  

                            14                     6  

                            15                     9  

                            16                    11  

                            17                    10  

                            18                     9  

                            19                    11  

                            20                    13  

                            21                    10  

                            22                    10  

                            23                     8  

 

                           Max                    13

                           Min                     4

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     7  

                            02                     5  

                            03                     7  

                            04                     6  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     6  

                            09                     4  

                            10                     4  

                            11                     3  

                            12                     4  

                            13                     2  

                            14                     5  

                            15                     4  

                            16                     3  

                            17                     2  

                            18                     3  

                            19                     4  

                            20                     2  

                            21                     4  

                            22                     2  

                            23                     3  

 

                           Max                     7

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     3  

                            03                     4  

                            04                     3  

                            05                     3  

                            06                     3  

                            07                     4  

                            08                     7  

                            09                     9  

                            10                     9  

                            11                     8  

                            12                     8  

                            13                     5  

                            14                     6  

                            15                     8  

                            16                     6  

                            17                     5  

                            18                     7  

                            19                     4  

                            20                     6  

                            21                     6  

                            22                     7  

                            23                     6  

 

                           Max                     9

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     7  

                            02                     7  

                            03                     7  

                            04                     5  

                            05                     5  

                            06                     5  

                            07                     5  

                            08                     3  

                            09                     4  

                            10                     5  

                            11                     3  

                            12                     4  

                            13                     6  

                            14                     6  

                            15                     2  

                            16                     3  

                            17                     3  

                            18                     3  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     4  

                            23                     9  

 

                           Max                     9

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     6  

                            03                     4  

                            04                     4  

                            05                     3  

                            06                     3  

                            07                     3  

                            08                     4  

                            09                     4  

                            10                     3  

                            11                     5  

                            12                     3  

                            13                     3  

                            14                     4  

                            15                     3  

                            16                     5  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     4  

                            21                     2  

                            22                     3  

                            23                     5  

 

                           Max                     6

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     4  

                            03                     5  

                            04                     6  

                            05                     5  

                            06                    24  

                            07                    27  

                            08                    13  

                            09                    25  

                            10                    45  

                            11                    34  

                            12                    15  

                            13                     7  

                            14                     6  

                            15                     5  

                            16                     6  

                            17                     4  

                            18                     5  

                            19                     4  

                            20                     5  

                            21                     4  

                            22                     3  

                            23                     4  

 

                           Max                    45

                           Min                     3

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     6  

                            02                     7  

                            03                     9  

                            04                     8  

                            05                     7  

                            06                    25  

                            07                    11  

                            08                    15  

                            09                    12  

                            10                    15  

                            11                    14  

                            12                    12  

                            13                    11  

                            14                     8  

                            15                    10  

                            16                    19  

                            17                     7  

                            18                     6  

                            19                     4  

                            20                     4  

                            21                     3  

                            22                     4  

                            23                     4  

 

                           Max                    25

                           Min                     3

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     3  

                            02                     3  

                            03                     3  

                            04                     4  

                            05                     4  

                            06                     3  

                            07                     5  

                            08                     5  

                            09                     5  

                            10                     4  

                            11                     5  

                            12                     5  

                            13                     4  

                            14                     6  

                            15                     5  

                            16                     5  

                            17                     5  

                            18                     6  

                            19                     4  

                            20                     6  

                            21                     4  

                            22                     5  

                            23                     5  

 

                           Max                     6

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     4  

                            03                     7  

                            04                     5  

                            05                     4  

                            06                     6  

                            07                     5  

                            08                     3  

                            09                     5  

                            10                    11  

                            11                    19  

                            12                    13  

                            13                    10  

                            14                     9  

                            15                     5  

                            16                     9  

                            17                     8  

                            18                     7  

                            19                     7  

                            20                     6  

                            21                     7  

                            22                     9  

                            23                    10  

 

                           Max                    19

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                    10  

                            02                     9  

                            03                     7  

                            04                     8  

                            05                     6  

                            06                     6  

                            07                     6  

                            08                     6  

                            09                     6  

                            10                     8  

                            11                     6  

                            12                       D

                            13                       D

                            14                     5  

                            15                     6  

                            16                     5  

                            17                     5  

                            18                     4  

                            19                     3  

                            20                     5  

                            21                     5  

                            22                     3  

                            23                     4  

 

                           Max                    10

                           Min                     3

                           Mean                    6

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     3  

                            02                     4  

                            03                     9  

                            04                    16  

                            05                    10  

                            06                    10  

                            07                     8  

                            08                    14  

                            09                    18  

                            10                    26  

                            11                    38  

                            12                    33  

                            13                    21  

                            14                    12  

                            15                    10  

                            16                     9  

                            17                    10  

                            18                    15  

                            19                    20  

                            20                    16  

                            21                    16  

                            22                    18  

                            23                    17  

 

                           Max                    38

                           Min                     3

                           Mean                   15

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    14  

                            01                     8  

                            02                     8  

                            03                     8  

                            04                     6  

                            05                     6  

                            06                     8  

                            07                     7  

                            08                     7  

                            09                     9  

                            10                     9  

                            11                    11  

                            12                     8  

                            13                     6  

                            14                     7  

                            15                     7  

                            16                    12  

                            17                    11  

                            18                     8  

                            19                    13  

                            20                    11  

                            21                    12  

                            22                    15  

                            23                    17  

 

                           Max                    17

                           Min                     6

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    15  

                            01                    14  

                            02                    13  

                            03                    14  

                            04                    13  

                            05                    14  

                            06                    13  

                            07                    12  

                            08                    11  

                            09                    11  

                            10                    14  

                            11                    14  

                            12                    12  

                            13                    11  

                            14                     9  

                            15                    10  

                            16                    12  

                            17                     8  

                            18                    10  

                            19                    10  

                            20                    10  

                            21                     9  

                            22                     9  

                            23                     9  

 

                           Max                    15

                           Min                     8

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                     8  

                            02                     5  

                            03                     8  

                            04                     7  

                            05                     8  

                            06                     7  

                            07                     6  

                            08                    13  

                            09                    15  

                            10                    17  

                            11                    10  

                            12                     9  

                            13                     6  

                            14                     9  

                            15                     9  

                            16                    11  

                            17                    12  

                            18                    15  

                            19                    24  

                            20                    12  

                            21                    15  

                            22                    15  

                            23                    13  

 

                           Max                    24

                           Min                     5

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     7  

                            02                     7  

                            03                     5  

                            04                     5  

                            05                     4  

                            06                     4  

                            07                     6  

                            08                     4  

                            09                     4  

                            10                     5  

                            11                     4  

                            12                     3  

                            13                     2  

                            14                     4  

                            15                     5  

                            16                     4  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     3  

                            21                     5  

                            22                     3  

                            23                     3  

 

                           Max                     9

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     3  

                            02                     3  

                            03                     5  

                            04                     6  

                            05                     9  

                            06                     6  

                            07                     6  

                            08                     8  

                            09                     8  

                            10                     9  

                            11                    10  

                            12                     9  

                            13                     6  

                            14                     8  

                            15                     8  

                            16                     8  

                            17                     9  

                            18                     9  

                            19                    20  

                            20                    20  

                            21                    15  

                            22                    19  

                            23                    11  

 

                           Max                    20

                           Min                     3

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    13  

                            01                    12  

                            02                     8  

                            03                     8  

                            04                     5  

                            05                     4  

                            06                     6  

                            07                     6  

                            08                     6  

                            09                     6  

                            10                     9  

                            11                    16  

                            12                    12  

                            13                     9  

                            14                     9  

                            15                     8  

                            16                    11  

                            17                     9  

                            18                     9  

                            19                    10  

                            20                    11  

                            21                    19  

                            22                    21  

                            23                    22  

 

                           Max                    22

                           Min                     4

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    18  

                            01                    13  

                            02                    10  

                            03                     9  

                            04                     9  

                            05                     8  

                            06                     7  

                            07                     8  

                            08                     7  

                            09                     8  

                            10                     9  

                            11                    12  

                            12                    10  

                            13                     8  

                            14                     5  

                            15                     5  

                            16                     5  

                            17                     3  

                            18                     5  

                            19                     4  

                            20                     6  

                            21                     6  

                            22                     6  

                            23                     7  

 

                           Max                    18

                           Min                     3

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     9  

                            02                    10  

                            03                     7  

                            04                     9  

                            05                    13  

                            06                     8  

                            07                    12  

                            08                     8  

                            09                     6  

                            10                     9  

                            11                    10  

                            12                     9  

                            13                     9  

                            14                    13  

                            15                    10  

                            16                     9  

                            17                     9  

                            18                    10  

                            19                     9  

                            20                     9  

                            21                     8  

                            22                     7  

                            23                     8  

 

                           Max                    13

                           Min                     6

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     7  

                            02                     8  

                            03                     6  

                            04                     9  

                            05                     7  

                            06                     7  

                            07                    10  

                            08                    15  

                            09                    11  

                            10                    10  

                            11                     7  

                            12                     5  

                            13                     8  

                            14                    12  

                            15                    11  

                            16                    13  

                            17                     7  

                            18                     6  

                            19                     7  

                            20                     5  

                            21                     4  

                            22                     5  

                            23                     2  

 

                           Max                    15

                           Min                     2

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     3  

                            03                     2  

                            04                     1  

                            05                     2  

                            06                     4  

                            07                     4  

                            08                     3  

                            09                     4  

                            10                     4  

                            11                     5  

                            12                     6  

                            13                     5  

                            14                    10  

                            15                     6  

                            16                     9  

                            17                     6  

                            18                     6  

                            19                     7  

                            20                     6  

                            21                     5  

                            22                     6  

                            23                     5  

 

                           Max                    10

                           Min                     1

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     7  

                            03                     5  

                            04                     8  

                            05                    10  

                            06                    11  

                            07                     7  

                            08                     7  

                            09                     7  

                            10                     6  

                            11                     4  

                            12                     5  

                            13                     5  

                            14                     5  

                            15                     3  

                            16                   -16  

                            17                     4  

                            18                     6  

                            19                     6  

                            20                     6  

                            21                     6  

                            22                     3  

                            23                     3  

 

                           Max                    11

                           Min                   -16

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     4  

                            03                     7  

                            04                     6  

                            05                     6  

                            06                     6  

                            07                    13  

                            08                    19  

                            09                    17  

                            10                     7  

                            11                     7  

                            12                     8  

                            13                     6  

                            14                     5  

                            15                     3  

                            16                     3  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     4  

                            21                     4  

                            22                     4  

                            23                     3  

 

                           Max                    19

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     2  

                            02                     1  

                            03                     2  

                            04                     2  

                            05                     3  

                            06                     4  

                            07                     7  

                            08                     6  

                            09                     5  

                            10                     8  

                            11                     9  

                            12                       D

                            13                       D

                            14                       k

                            15                     8  

                            16                    10  

                            17                    10  

                            18                     9  

                            19                    11  

                            20                    10  

                            21                     9  

                            22                    10  

                            23                    11  

 

                           Max                    11

                           Min                     1

                           Mean                    7

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    12  

                            02                    11  

                            03                    11  

                            04                     7  

                            05                     9  

                            06                     7  

                            07                     8  

                            08                     7  

                            09                    11  

                            10                    11  

                            11                    13  

                            12                    15  

                            13                    12  

                            14                    12  

                            15                    13  

                            16                    14  

                            17                    14  

                            18                    15  

                            19                    15  

                            20                    13  

                            21                    10  

                            22                     8  

                            23                     9  

 

                           Max                    15

                           Min                     7

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     7  

                            02                     7  

                            03                     5  

                            04                     4  

                            05                     3  

                            06                     2  

                            07                     6  

                            08                    11  

                            09                    12  

                            10                     8  

                            11                     4  

                            12                     3  

                            13                     3  

                            14                     4  

                            15                     4  

                            16                     5  

                            17                     6  

                            18                     6  

                            19                     4  

                            20                     4  

                            21                     5  

                            22                     5  

                            23                     6  

 

                           Max                    12

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     2  

                            02                     1  

                            03                     4  

                            04                     5  

                            05                     3  

                            06                     3  

                            07                     6  

                            08                     5  

                            09                     5  

                            10                     5  

                            11                     5  

                            12                     5  

                            13                     5  

                            14                     4  

                            15                     6  

                            16                     7  

                            17                     8  

                            18                     8  

                            19                    11  

                            20                     9  

                            21                    10  

                            22                     7  

                            23                     7  

 

                           Max                    11

                           Min                     1

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                    10  

                            02                    13  

                            03                     8  

                            04                     6  

                            05                     6  

                            06                     7  

                            07                     7  

                            08                     7  

                            09                     8  

                            10                     8  

                            11                     6  

                            12                     9  

                            13                     7  

                            14                    13  

                            15                    10  

                            16                    11  

                            17                    11  

                            18                     9  

                            19                    13  

                            20                    11  

                            21                    12  

                            22                    11  

                            23                     9  

 

                           Max                    13

                           Min                     6

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     4  

                            03                     3  

                            04                     3  

                            05                     3  

                            06                     2  

                            07                     4  

                            08                     5  

                            09                     6  

                            10                     6  

                            11                     6  

                            12                     9  

                            13                     4  

                            14                     0  

                            15                     9  

                            16                     8  

                            17                    10  

                            18                     7  

                            19                     9  

                            20                    12  

                            21                     9  

                            22                     5  

                            23                     4  

 

                           Max                    12

                           Min                     0

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     6  

                            03                     6  

                            04                     5  

                            05                     5  

                            06                     3  

                            07                     4  

                            08                     6  

                            09                     6  

                            10                     6  

                            11                     7  

                            12                     6  

                            13                     5  

                            14                     8  

                            15                     8  

                            16                     7  

                            17                     7  

                            18                     8  

                            19                     9  

                            20                     7  

                            21                     5  

                            22                     4  

                            23                     4  

 

                           Max                     9

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     4  

                            02                     3  

                            03                     4  

                            04                     3  

                            05                     3  

                            06                     5  

                            07                     4  

                            08                     4  

                            09                     5  

                            10                     5  

                            11                     7  

                            12                     9  

                            13                     9  

                            14                     5  

                            15                     6  

                            16                     9  

                            17                    11  

                            18                     8  

                            19                     7  

                            20                     7  

                            21                     8  

                            22                     5  

                            23                     6  

 

                           Max                    11

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     5  

                            03                     7  

                            04                     6  

                            05                     7  

                            06                     7  

                            07                     6  

                            08                     6  

                            09                     3  

                            10                     6  

                            11                     6  

                            12                     7  

                            13                     7  

                            14                    15  

                            15                     6  

                            16                     4  

                            17                     4  

                            18                     3  

                            19                     1  

                            20                     3  

                            21                     3  

                            22                     2  

                            23                     2  

 

                           Max                    15

                           Min                     1

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     8  

                            02                     5  

                            03                     4  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     3  

                            09                     4  

                            10                     6  

                            11                     9  

                            12                     5  

                            13                     4  

                            14                     6  

                            15                     3  

                            16                     6  

                            17                     5  

                            18                     6  

                            19                     5  

                            20                     7  

                            21                     7  

                            22                     8  

                            23                    12  

 

                           Max                    12

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     4  

                            02                     5  

                            03                     6  

                            04                     5  

                            05                     5  

                            06                     5  

                            07                     3  

                            08                     6  

                            09                     6  

                            10                     5  

                            11                     7  

                            12                     5  

                            13                     5  

                            14                     5  

                            15                     5  

                            16                     6  

                            17                     5  

                            18                     6  

                            19                     7  

                            20                     7  

                            21                     9  

                            22                     8  

                            23                     7  

 

                           Max                     9

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     4  

                            03                     2  

                            04                     2  

                            05                     3  

                            06                     3  

                            07                     4  

                            08                     3  

                            09                     5  

                            10                     5  

                            11                     4  

                            12                     5  

                            13                     3  

                            14                     6  

                            15                     7  

                            16                     6  

                            17                     8  

                            18                     9  

                            19                     8  

                            20                     8  

                            21                     8  

                            22                     8  

                            23                     8  

 

                           Max                     9

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     7  

                            02                     8  

                            03                     9  

                            04                     9  

                            05                     6  

                            06                     5  

                            07                     5  

                            08                     5  

                            09                     5  

                            10                     6  

                            11                     6  

                            12                     6  

                            13                     7  

                            14                     4  

                            15                     6  

                            16                     6  

                            17                     5  

                            18                     5  

                            19                     3  

                            20                     4  

                            21                     4  

                            22                     5  

                            23                     3  

 

                           Max                     9

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     3  

                            03                     3  

                            04                     3  

                            05                     4  

                            06                     2  

                            07                     3  

                            08                     5  

                            09                     8  

                            10                     5  

                            11                     4  

                            12                     7  

                            13                     4  

                            14                     5  

                            15                     6  

                            16                     9  

                            17                    12  

                            18                     2  

                            19                     4  

                            20                     6  

                            21                     6  

                            22                    14  

                            23                     5  

 

                           Max                    14

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     4  

                            03                     3  

                            04                     4  

                            05                     5  

                            06                     3  

                            07                     3  

                            08                     3  

                            09                     4  

                            10                     7  

                            11                    10  

                            12                       D

                            13                       D

                            14                     5  

                            15                     8  

                            16                    12  

                            17                     9  

                            18                     8  

                            19                    18  

                            20                     5  

                            21                     5  

                            22                     6  

                            23                     7  

 

                           Max                    18

                           Min                     3

                           Mean                    6

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                    10  

                            02                    10  

                            03                     9  

                            04                     7  

                            05                     7  

                            06                     7  

                            07                     7  

                            08                     8  

                            09                     8  

                            10                     9  

                            11                    11  

                            12                    15  

                            13                    14  

                            14                    11  

                            15                    10  

                            16                    12  

                            17                    18  

                            18                    13  

                            19                    11  

                            20                     9  

                            21                     9  

                            22                     9  

                            23                     9  

 

                           Max                    18

                           Min                     7

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     9  

                            02                     7  

                            03                     6  

                            04                     6  

                            05                     6  

                            06                     7  

                            07                     7  

                            08                     7  

                            09                     6  

                            10                     8  

                            11                     8  

                            12                     9  

                            13                    10  

                            14                    10  

                            15                     9  

                            16                     9  

                            17                    10  

                            18                     8  

                            19                     9  

                            20                     9  

                            21                     9  

                            22                     8  

                            23                     7  

 

                           Max                    10

                           Min                     6

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     5  

                            03                     6  

                            04                     5  

                            05                     5  

                            06                     6  

                            07                     5  

                            08                     6  

                            09                     6  

                            10                     6  

                            11                     8  

                            12                     9  

                            13                     8  

                            14                     8  

                            15                     9  

                            16                    10  

                            17                    10  

                            18                    10  

                            19                    10  

                            20                    10  

                            21                     9  

                            22                    10  

                            23                    11  

 

                           Max                    11

                           Min                     5

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     6  

                            02                     4  

                            03                     5  

                            04                     4  

                            05                     5  

                            06                     7  

                            07                     7  

                            08                     7  

                            09                     9  

                            10                     9  

                            11                    10  

                            12                    11  

                            13                     7  

                            14                     6  

                            15                     5  

                            16                     5  

                            17                     4  

                            18                     4  

                            19                     6  

                            20                     7  

                            21                     7  

                            22                     8  

                            23                     5  

 

                           Max                    11

                           Min                     4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     5  

                            03                     3  

                            04                     2  

                            05                     4  

                            06                     3  

                            07                     5  

                            08                     4  

                            09                     4  

                            10                     5  

                            11                     5  

                            12                     5  

                            13                     7  

                            14                     9  

                            15                    10  

                            16                    11  

                            17                    13  

                            18                    11  

                            19                     9  

                            20                     9  

                            21                     9  

                            22                     9  

                            23                    10  

 

                           Max                    13

                           Min                     2

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     9  

                            02                    10  

                            03                    10  

                            04                     9  

                            05                     9  

                            06                    10  

                            07                     9  

                            08                    10  

                            09                     9  

                            10                    11  

                            11                    14  

                            12                    11  

                            13                    10  

                            14                    12  

                            15                    14  

                            16                    10  

                            17                     8  

                            18                     7  

                            19                     8  

                            20                     9  

                            21                     8  

                            22                    10  

                            23                    12  

 

                           Max                    14

                           Min                     7

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    10  

                            02                     8  

                            03                    10  

                            04                     9  

                            05                     9  

                            06                     8  

                            07                     8  

                            08                     6  

                            09                     7  

                            10                     7  

                            11                     7  

                            12                     8  

                            13                     9  

                            14                     7  

                            15                     9  

                            16                     8  

                            17                     8  

                            18                     9  

                            19                     8  

                            20                     7  

                            21                     8  

                            22                     8  

                            23                     8  

 

                           Max                    12

                           Min                     6

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     8  

                            02                     9  

                            03                     8  

                            04                     8  

                            05                     7  

                            06                     8  

                            07                    10  

                            08                    10  

                            09                    11  

                            10                    12  

                            11                    13  

                            12                    10  

                            13                    11  

                            14                    11  

                            15                    12  

                            16                    15  

                            17                    11  

                            18                    13  

                            19                     9  

                            20                     7  

                            21                     9  

                            22                     9  

                            23                     8  

 

                           Max                    15

                           Min                     7

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                    11  

                            02                    10  

                            03                     7  

                            04                     4  

                            05                     3  

                            06                     3  

                            07                     3  

                            08                     3  

                            09                     4  

                            10                     4  

                            11                     3  

                            12                     4  

                            13                     3  

                            14                     3  

                            15                     4  

                            16                     6  

                            17                     5  

                            18                     5  

                            19                     5  

                            20                     2  

                            21                     3  

                            22                     4  

                            23                     6  

 

                           Max                    11

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     3  

                            03                     3  

                            04                     4  

                            05                     3  

                            06                     3  

                            07                     5  

                            08                     3  

                            09                     3  

                            10                     6  

                            11                     5  

                            12                     5  

                            13                     6  

                            14                     4  

                            15                     4  

                            16                     5  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     3  

                            21                     2  

                            22                     4  

                            23                     3  

 

                           Max                     6

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     4  

                            02                     2  

                            03                     5  

                            04                     4  

                            05                     2  

                            06                     2  

                            07                     4  

                            08                     2  

                            09                     2  

                            10                     3  

                            11                     5  

                            12                     5  

                            13                    10  

                            14                     5  

                            15                    18  

                            16                    11  

                            17                     8  

                            18                     6  

                            19                     5  

                            20                     5  

                            21                     6  

                            22                     5  

                            23                     4  

 

                           Max                    18

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     4  

                            03                     5  

                            04                     4  

                            05                     4  

                            06                     6  

                            07                     5  

                            08                     5  

                            09                     4  

                            10                     5  

                            11                     6  

                            12                     7  

                            13                     6  

                            14                     9  

                            15                     6  

                            16                     8  

                            17                     9  

                            18                     8  

                            19                     8  

                            20                     9  

                            21                     8  

                            22                     9  

                            23                     7  

 

                           Max                     9

                           Min                     4

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     6  

                            02                     6  

                            03                     7  

                            04                     7  

                            05                     8  

                            06                    14  

                            07                     9  

                            08                     7  

                            09                     8  

                            10                     8  

                            11                    11  

                            12                     7  

                            13                     6  

                            14                     7  

                            15                     6  

                            16                     5  

                            17                     8  

                            18                     6  

                            19                     7  

                            20                     5  

                            21                     7  

                            22                     7  

                            23                    10  

 

                           Max                    14

                           Min                     5

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     6  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     4  

                            06                     4  

                            07                     3  

                            08                     5  

                            09                     5  

                            10                     6  

                            11                     5  

                            12                     2  

                            13                     3  

                            14                     4  

                            15                     2  

                            16                     5  

                            17                     6  

                            18                     5  

                            19                     5  

                            20                     6  

                            21                     5  

                            22                     4  

                            23                     2  

 

                           Max                     9

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     3  

                            03                     5  

                            04                     2  

                            05                     2  

                            06                     2  

                            07                     3  

                            08                     3  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     4  

                            13                     4  

                            14                     4  

                            15                     5  

                            16                     6  

                            17                     6  

                            18                    11  

                            19                     8  

                            20                     6  

                            21                     5  

                            22                     4  

                            23                     4  

 

                           Max                    11

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     2  

                            02                     3  

                            03                     5  

                            04                     5  

                            05                    11  

                            06                     3  

                            07                     5  

                            08                     6  

                            09                     4  

                            10                     6  

                            11                     7  

                            12                     2  

                            13                     2  

                            14                     5  

                            15                     6  

                            16                     9  

                            17                     6  

                            18                     7  

                            19                    51  

                            20                    38  

                            21                    17  

                            22                    10  

                            23                     7  

 

                           Max                    51

                           Min                     2

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     3  

                            06                     1  

                            07                     4  

                            08                     4  

                            09                     5  

                            10                     5  

                            11                     5  

                            12                       D

                            13                       D

                            14                       c

                            15                       f

                            16                       f

                            17                       f

                            18                    -6  

                            19                     3  

                            20                     2  

                            21                    -1  

                            22                    -1  

                            23                     3  

 

                           Max                     5

                           Min                    -6

                           Mean                    3

                           Hours                  18

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    -1  

                            01                    -3  

                            02                    -2  

                            03                     0  

                            04                     1  

                            05                     0  

                            06                     2  

                            07                     1  

                            08                     4  

                            09                     4  

                            10                     3  

                            11                     3  

                            12                     4  

                            13                     2  

                            14                     2  

                            15                     5  

                            16                     4  

                            17                     5  

                            18                     6  

                            19                     5  

                            20                     4  

                            21                     3  

                            22                     4  

                            23                     2  

 

                           Max                     6

                           Min                    -3

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     3  

                            03                     4  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     3  

                            08                     3  

                            09                     4  

                            10                     3  

                            11                     3  

                            12                     1  

                            13                     4  

                            14                     2  

                            15                     5  

                            16                     8  

                            17                     4  

                            18                     4  

                            19                     3  

                            20                     3  

                            21                     2  

                            22                     6  

                            23                    10  

 

                           Max                    10

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     5  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     5  

                            06                     5  

                            07                     7  

                            08                     6  

                            09                     7  

                            10                     7  

                            11                     8  

                            12                     6  

                            13                     6  

                            14                    11  

                            15                     8  

                            16                     9  

                            17                     5  

                            18                     6  

                            19                     4  

                            20                     5  

                            21                     4  

                            22                     4  

                            23                     5  

 

                           Max                    11

                           Min                     4

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     5  

                            03                     4  

                            04                     1  

                            05                     2  

                            06                     3  

                            07                     6  

                            08                     9  

                            09                     7  

                            10                     7  

                            11                     8  

                            12                    10  

                            13                     9  

                            14                     9  

                            15                     8  

                            16                     7  

                            17                     8  

                            18                     8  

                            19                     6  

                            20                     9  

                            21                     7  

                            22                     7  

                            23                     8  

 

                           Max                    10

                           Min                     1

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     6  

                            02                     7  

                            03                     7  

                            04                     7  

                            05                     6  

                            06                     6  

                            07                     7  

                            08                     6  

                            09                     7  

                            10                     7  

                            11                     7  

                            12                     5  

                            13                     3  

                            14                     6  

                            15                     9  

                            16                    10  

                            17                     9  

                            18                     8  

                            19                    10  

                            20                    12  

                            21                    10  

                            22                     9  

                            23                     8  

 

                           Max                    12

                           Min                     3

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     5  

                            03                     6  

                            04                     6  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     5  

                            09                     4  

                            10                     4  

                            11                     3  

                            12                     4  

                            13                     2  

                            14                     5  

                            15                     4  

                            16                     3  

                            17                     2  

                            18                     3  

                            19                     4  

                            20                     2  

                            21                     4  

                            22                     2  

                            23                     3  

 

                           Max                     6

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     3  

                            03                     4  

                            04                     3  

                            05                     3  

                            06                     3  

                            07                     3  

                            08                     7  

                            09                     9  

                            10                     9  

                            11                     8  

                            12                     8  

                            13                     5  

                            14                     5  

                            15                     8  

                            16                     6  

                            17                     5  

                            18                     7  

                            19                     4  

                            20                     6  

                            21                     6  

                            22                     7  

                            23                     6  

 

                           Max                     9

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     7  

                            02                     6  

                            03                     7  

                            04                     5  

                            05                     5  

                            06                     4  

                            07                     5  

                            08                     3  

                            09                     4  

                            10                     5  

                            11                     3  

                            12                     4  

                            13                     6  

                            14                     5  

                            15                     2  

                            16                     3  

                            17                     3  

                            18                     3  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     4  

                            23                     9  

 

                           Max                     9

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     6  

                            03                     4  

                            04                     4  

                            05                     3  

                            06                     3  

                            07                     3  

                            08                     4  

                            09                     4  

                            10                     3  

                            11                     5  

                            12                     3  

                            13                     3  

                            14                     4  

                            15                     3  

                            16                     5  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     4  

                            21                     2  

                            22                     4  

                            23                     5  

 

                           Max                     6

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     4  

                            03                     5  

                            04                     6  

                            05                     5  

                            06                    23  

                            07                    25  

                            08                    13  

                            09                    24  

                            10                    42  

                            11                    31  

                            12                    14  

                            13                     7  

                            14                     5  

                            15                     4  

                            16                     6  

                            17                     4  

                            18                     4  

                            19                     4  

                            20                     5  

                            21                     3  

                            22                     3  

                            23                     4  

 

                           Max                    42

                           Min                     3

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     7  

                            03                     9  

                            04                     7  

                            05                     7  

                            06                    23  

                            07                    10  

                            08                    13  

                            09                    10  

                            10                    13  

                            11                    13  

                            12                    10  

                            13                    10  

                            14                     7  

                            15                     9  

                            16                    17  

                            17                     6  

                            18                     5  

                            19                     4  

                            20                     3  

                            21                     3  

                            22                     3  

                            23                     3  

 

                           Max                    23

                           Min                     3

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     2  

                            03                     3  

                            04                     3  

                            05                     3  

                            06                     3  

                            07                     4  

                            08                     4  

                            09                     4  

                            10                     4  

                            11                     5  

                            12                     5  

                            13                     3  

                            14                     5  

                            15                     5  

                            16                     5  

                            17                     5  

                            18                     6  

                            19                     4  

                            20                     5  

                            21                     4  

                            22                     4  

                            23                     4  

 

                           Max                     6

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     4  

                            03                     7  

                            04                     5  

                            05                     4  

                            06                     6  

                            07                     4  

                            08                     3  

                            09                     4  

                            10                    10  

                            11                    17  

                            12                    13  

                            13                     9  

                            14                     9  

                            15                     5  

                            16                     8  

                            17                     7  

                            18                     7  

                            19                     7  

                            20                     6  

                            21                     7  

                            22                     8  

                            23                     9  

 

                           Max                    17

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                    10  

                            02                     8  

                            03                     6  

                            04                     7  

                            05                     6  

                            06                     6  

                            07                     5  

                            08                     5  

                            09                     6  

                            10                     7  

                            11                     6  

                            12                       D

                            13                       D

                            14                     5  

                            15                     6  

                            16                     5  

                            17                     4  

                            18                     3  

                            19                     2  

                            20                     5  

                            21                     4  

                            22                     3  

                            23                     4  

 

                           Max                    10

                           Min                     2

                           Mean                    6

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     3  

                            02                     3  

                            03                     8  

                            04                    15  

                            05                     9  

                            06                     9  

                            07                     7  

                            08                    13  

                            09                    16  

                            10                    25  

                            11                    36  

                            12                    31  

                            13                    20  

                            14                    12  

                            15                    10  

                            16                     9  

                            17                    10  

                            18                    15  

                            19                    19  

                            20                    16  

                            21                    15  

                            22                    17  

                            23                    16  

 

                           Max                    36

                           Min                     3

                           Mean                   14

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    13  

                            01                     8  

                            02                     7  

                            03                     7  

                            04                     6  

                            05                     6  

                            06                     7  

                            07                     7  

                            08                     6  

                            09                     8  

                            10                     8  

                            11                    10  

                            12                     8  

                            13                     5  

                            14                     6  

                            15                     7  

                            16                    11  

                            17                    10  

                            18                     7  

                            19                    12  

                            20                    10  

                            21                    11  

                            22                    14  

                            23                    16  

 

                           Max                    16

                           Min                     5

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    14  

                            01                    13  

                            02                    13  

                            03                    13  

                            04                    12  

                            05                    13  

                            06                    13  

                            07                    12  

                            08                    10  

                            09                    11  

                            10                    13  

                            11                    14  

                            12                    12  

                            13                    11  

                            14                     9  

                            15                    10  

                            16                    11  

                            17                     7  

                            18                    10  

                            19                    10  

                            20                    10  

                            21                     9  

                            22                     8  

                            23                     9  

 

                           Max                    14

                           Min                     7

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                     8  

                            02                     5  

                            03                     8  

                            04                     7  

                            05                     8  

                            06                     7  

                            07                     6  

                            08                    12  

                            09                    15  

                            10                    16  

                            11                     9  

                            12                     8  

                            13                     6  

                            14                     8  

                            15                     9  

                            16                    11  

                            17                    12  

                            18                    14  

                            19                    24  

                            20                    12  

                            21                    14  

                            22                    15  

                            23                    13  

 

                           Max                    24

                           Min                     5

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     6  

                            02                     7  

                            03                     5  

                            04                     5  

                            05                     4  

                            06                     4  

                            07                     6  

                            08                     4  

                            09                     4  

                            10                     5  

                            11                     4  

                            12                     3  

                            13                     2  

                            14                     4  

                            15                     5  

                            16                     4  

                            17                     5  

                            18                     4  

                            19                     3  

                            20                     3  

                            21                     5  

                            22                     3  

                            23                     3  

 

                           Max                     9

                           Min                     2

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     3  

                            02                     3  

                            03                     5  

                            04                     6  

                            05                     8  

                            06                     5  

                            07                     6  

                            08                     8  

                            09                     8  

                            10                     8  

                            11                    10  

                            12                     9  

                            13                     6  

                            14                     8  

                            15                     7  

                            16                     8  

                            17                     8  

                            18                     9  

                            19                    18  

                            20                    19  

                            21                    14  

                            22                    17  

                            23                    10  

 

                           Max                    19

                           Min                     3

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    11  

                            02                     7  

                            03                     7  

                            04                     4  

                            05                     4  

                            06                     5  

                            07                     5  

                            08                     5  

                            09                     6  

                            10                     8  

                            11                    15  

                            12                    11  

                            13                     8  

                            14                     9  

                            15                     8  

                            16                    10  

                            17                     8  

                            18                     8  

                            19                     9  

                            20                    10  

                            21                    17  

                            22                    19  

                            23                    20  

 

                           Max                    20

                           Min                     4

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    16  

                            01                    11  

                            02                     9  

                            03                     8  

                            04                     7  

                            05                     7  

                            06                     6  

                            07                     7  

                            08                     6  

                            09                     7  

                            10                     8  

                            11                    10  

                            12                     9  

                            13                     7  

                            14                     4  

                            15                     4  

                            16                     5  

                            17                     3  

                            18                     5  

                            19                     4  

                            20                     5  

                            21                     5  

                            22                     5  

                            23                     6  

 

                           Max                    16

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     8  

                            02                     9  

                            03                     6  

                            04                     8  

                            05                    12  

                            06                     8  

                            07                    11  

                            08                     7  

                            09                     6  

                            10                     9  

                            11                    10  

                            12                     9  

                            13                     8  

                            14                    13  

                            15                     9  

                            16                     8  

                            17                     8  

                            18                     9  

                            19                     8  

                            20                     8  

                            21                     7  

                            22                     7  

                            23                     7  

 

                           Max                    13

                           Min                     6

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     6  

                            02                     7  

                            03                     5  

                            04                     8  

                            05                     6  

                            06                     7  

                            07                    10  

                            08                    15  

                            09                    11  

                            10                    10  

                            11                     7  

                            12                     4  

                            13                     8  

                            14                    11  

                            15                    11  

                            16                    12  

                            17                     7  

                            18                     6  

                            19                     7  

                            20                     5  

                            21                     4  

                            22                     4  

                            23                     1  

 

                           Max                    15

                           Min                     1

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     3  

                            03                     2  

                            04                     1  

                            05                     2  

                            06                     3  

                            07                     3  

                            08                     3  

                            09                     4  

                            10                     4  

                            11                     5  

                            12                     6  

                            13                     5  

                            14                    10  

                            15                     6  

                            16                     8  

                            17                     5  

                            18                     6  

                            19                     6  

                            20                     6  

                            21                     5  

                            22                     6  

                            23                     5  

 

                           Max                    10

                           Min                     1

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     7  

                            03                     5  

                            04                     8  

                            05                     9  

                            06                    10  

                            07                     7  

                            08                     7  

                            09                     7  

                            10                     6  

                            11                     4  

                            12                     5  

                            13                     5  

                            14                     5  

                            15                     3  

                            16                   -17  

                            17                     4  

                            18                     6  

                            19                     6  

                            20                     6  

                            21                     6  

                            22                     3  

                            23                     3  

 

                           Max                    10

                           Min                   -17

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     4  

                            03                     7  

                            04                     6  

                            05                     6  

                            06                     6  

                            07                    12  

                            08                    19  

                            09                    17  

                            10                     7  

                            11                     7  

                            12                     8  

                            13                     6  

                            14                     5  

                            15                     3  

                            16                     3  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     4  

                            21                     4  

                            22                     4  

                            23                     3  

 

                           Max                    19

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     2  

                            02                     1  

                            03                     2  

                            04                     2  

                            05                     3  

                            06                     4  

                            07                     7  

                            08                     5  

                            09                     5  

                            10                     7  

                            11                     9  

                            12                       D

                            13                       D

                            14                       k

                            15                     8  

                            16                     9  

                            17                    10  

                            18                     9  

                            19                    10  

                            20                     9  

                            21                     9  

                            22                    10  

                            23                    10  

 

                           Max                    10

                           Min                     1

                           Mean                    6

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                    11  

                            02                    10  

                            03                    11  

                            04                     7  

                            05                     9  

                            06                     7  

                            07                     7  

                            08                     7  

                            09                    11  

                            10                    11  

                            11                    12  

                            12                    14  

                            13                    12  

                            14                    12  

                            15                    12  

                            16                    13  

                            17                    14  

                            18                    15  

                            19                    15  

                            20                    13  

                            21                    10  

                            22                     8  

                            23                     9  

 

                           Max                    15

                           Min                     7

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     7  

                            02                     7  

                            03                     5  

                            04                     4  

                            05                     3  

                            06                     2  

                            07                     6  

                            08                    10  

                            09                    11  

                            10                     7  

                            11                     4  

                            12                     3  

                            13                     3  

                            14                     4  

                            15                     4  

                            16                     5  

                            17                     6  

                            18                     6  

                            19                     4  

                            20                     4  

                            21                     5  

                            22                     5  

                            23                     6  

 

                           Max                    11

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     2  

                            02                     1  

                            03                     4  

                            04                     4  

                            05                     3  

                            06                     3  

                            07                     6  

                            08                     5  

                            09                     5  

                            10                     5  

                            11                     5  

                            12                     5  

                            13                     5  

                            14                     4  

                            15                     6  

                            16                     7  

                            17                     8  

                            18                     8  

                            19                    11  

                            20                     9  

                            21                    10  

                            22                     6  

                            23                     7  

 

                           Max                    11

                           Min                     1

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                    10  

                            02                    13  

                            03                     8  

                            04                     6  

                            05                     6  

                            06                     7  

                            07                     6  

                            08                     7  

                            09                     8  

                            10                     7  

                            11                     6  

                            12                     8  

                            13                     6  

                            14                    13  

                            15                     9  

                            16                    10  

                            17                    11  

                            18                     9  

                            19                    13  

                            20                    11  

                            21                    11  

                            22                    10  

                            23                     8  

 

                           Max                    13

                           Min                     6

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     4  

                            03                     2  

                            04                     3  

                            05                     3  

                            06                     2  

                            07                     4  

                            08                     4  

                            09                     5  

                            10                     6  

                            11                     6  

                            12                     9  

                            13                     4  

                            14                     0  

                            15                     9  

                            16                     8  

                            17                    10  

                            18                     7  

                            19                     9  

                            20                    11  

                            21                     9  

                            22                     5  

                            23                     4  

 

                           Max                    11

                           Min                     0

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     5  

                            03                     6  

                            04                     4  

                            05                     5  

                            06                     3  

                            07                     4  

                            08                     6  

                            09                     6  

                            10                     6  

                            11                     7  

                            12                     6  

                            13                     5  

                            14                     8  

                            15                     8  

                            16                     7  

                            17                     7  

                            18                     8  

                            19                     9  

                            20                     7  

                            21                     5  

                            22                     4  

                            23                     4  

 

                           Max                     9

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     4  

                            02                     3  

                            03                     4  

                            04                     3  

                            05                     4  

                            06                     6  

                            07                     4  

                            08                     4  

                            09                     5  

                            10                     5  

                            11                     7  

                            12                     9  

                            13                     9  

                            14                     5  

                            15                     6  

                            16                     9  

                            17                    11  

                            18                     8  

                            19                     7  

                            20                     7  

                            21                     8  

                            22                     5  

                            23                     6  

 

                           Max                    11

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     5  

                            03                     7  

                            04                     5  

                            05                     7  

                            06                     7  

                            07                     6  

                            08                     6  

                            09                     3  

                            10                     6  

                            11                     6  

                            12                     7  

                            13                     7  

                            14                    15  

                            15                     6  

                            16                     4  

                            17                     4  

                            18                     3  

                            19                     1  

                            20                     3  

                            21                     3  

                            22                     2  

                            23                     2  

 

                           Max                    15

                           Min                     1

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     7  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     3  

                            09                     4  

                            10                     6  

                            11                     8  

                            12                     4  

                            13                     3  

                            14                     5  

                            15                     3  

                            16                     5  

                            17                     5  

                            18                     5  

                            19                     5  

                            20                     6  

                            21                     7  

                            22                     8  

                            23                    11  

 

                           Max                    11

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     4  

                            02                     5  

                            03                     6  

                            04                     5  

                            05                     5  

                            06                     4  

                            07                     3  

                            08                     6  

                            09                     6  

                            10                     5  

                            11                     7  

                            12                     5  

                            13                     5  

                            14                     5  

                            15                     5  

                            16                     6  

                            17                     5  

                            18                     6  

                            19                     7  

                            20                     7  

                            21                     9  

                            22                     8  

                            23                     7  

 

                           Max                     9

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     4  

                            03                     2  

                            04                     2  

                            05                     3  

                            06                     3  

                            07                     4  

                            08                     3  

                            09                     5  

                            10                     5  

                            11                     4  

                            12                     5  

                            13                     4  

                            14                     6  

                            15                     7  

                            16                     6  

                            17                     8  

                            18                     9  

                            19                     8  

                            20                     8  

                            21                     8  

                            22                     8  

                            23                     8  

 

                           Max                     9

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     7  

                            02                     8  

                            03                     8  

                            04                     9  

                            05                     6  

                            06                     5  

                            07                     5  

                            08                     4  

                            09                     5  

                            10                     5  

                            11                     6  

                            12                     6  

                            13                     7  

                            14                     4  

                            15                     6  

                            16                     6  

                            17                     5  

                            18                     4  

                            19                     3  

                            20                     3  

                            21                     3  

                            22                     5  

                            23                     2  

 

                           Max                     9

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     3  

                            03                     2  

                            04                     3  

                            05                     4  

                            06                     2  

                            07                     3  

                            08                     5  

                            09                     7  

                            10                     5  

                            11                     3  

                            12                     7  

                            13                     3  

                            14                     5  

                            15                     5  

                            16                     8  

                            17                    11  

                            18                     2  

                            19                     4  

                            20                     6  

                            21                     5  

                            22                    13  

                            23                     4  

 

                           Max                    13

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     3  

                            02                     3  

                            03                     2  

                            04                     4  

                            05                     5  

                            06                     3  

                            07                     2  

                            08                     3  

                            09                     4  

                            10                     6  

                            11                    10  

                            12                       D

                            13                       D

                            14                     5  

                            15                     8  

                            16                    11  

                            17                     8  

                            18                     8  

                            19                    17  

                            20                     5  

                            21                     5  

                            22                     6  

                            23                     7  

 

                           Max                    17

                           Min                     2

                           Mean                    6

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                    10  

                            02                    10  

                            03                     8  

                            04                     6  

                            05                     6  

                            06                     7  

                            07                     6  

                            08                     7  

                            09                     8  

                            10                     9  

                            11                    10  

                            12                    14  

                            13                    13  

                            14                    11  

                            15                    10  

                            16                    12  

                            17                    17  

                            18                    12  

                            19                    11  

                            20                     9  

                            21                     9  

                            22                     9  

                            23                     9  

 

                           Max                    17

                           Min                     6

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     9  

                            02                     7  

                            03                     6  

                            04                     6  

                            05                     6  

                            06                     7  

                            07                     7  

                            08                     6  

                            09                     6  

                            10                     8  

                            11                     7  

                            12                     8  

                            13                    10  

                            14                    10  

                            15                     9  

                            16                     9  

                            17                    10  

                            18                     8  

                            19                     9  

                            20                     9  

                            21                     9  

                            22                     8  

                            23                     7  

 

                           Max                    10

                           Min                     6

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     5  

                            06                     6  

                            07                     5  

                            08                     6  

                            09                     5  

                            10                     6  

                            11                     8  

                            12                     9  

                            13                     8  

                            14                     8  

                            15                     9  

                            16                    10  

                            17                    10  

                            18                    10  

                            19                    10  

                            20                    10  

                            21                     9  

                            22                    10  

                            23                    11  

 

                           Max                    11

                           Min                     5

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     6  

                            02                     4  

                            03                     5  

                            04                     4  

                            05                     4  

                            06                     7  

                            07                     7  

                            08                     7  

                            09                     9  

                            10                     9  

                            11                    10  

                            12                    11  

                            13                     7  

                            14                     6  

                            15                     5  

                            16                     5  

                            17                     4  

                            18                     4  

                            19                     5  

                            20                     7  

                            21                     7  

                            22                     8  

                            23                     5  

 

                           Max                    11

                           Min                     4

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     5  

                            03                     3  

                            04                     2  

                            05                     4  

                            06                     3  

                            07                     4  

                            08                     4  

                            09                     4  

                            10                     5  

                            11                     5  

                            12                     5  

                            13                     7  

                            14                     9  

                            15                    10  

                            16                    12  

                            17                    13  

                            18                    11  

                            19                     9  

                            20                    10  

                            21                     9  

                            22                     9  

                            23                    10  

 

                           Max                    13

                           Min                     2

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     8  

                            02                    10  

                            03                    10  

                            04                     8  

                            05                     9  

                            06                    10  

                            07                     8  

                            08                    10  

                            09                     9  

                            10                    11  

                            11                    13  

                            12                    11  

                            13                    10  

                            14                    12  

                            15                    14  

                            16                     9  

                            17                     8  

                            18                     7  

                            19                     8  

                            20                     9  

                            21                     7  

                            22                    10  

                            23                    12  

 

                           Max                    14

                           Min                     7

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    10  

                            02                     8  

                            03                    10  

                            04                     9  

                            05                     8  

                            06                     8  

                            07                     7  

                            08                     6  

                            09                     6  

                            10                     6  

                            11                     6  

                            12                     8  

                            13                     8  

                            14                     7  

                            15                     8  

                            16                     8  

                            17                     8  

                            18                     9  

                            19                     8  

                            20                     7  

                            21                     8  

                            22                     8  

                            23                     8  

 

                           Max                    12

                           Min                     6

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     7  

                            02                     8  

                            03                     7  

                            04                     7  

                            05                     7  

                            06                     8  

                            07                    10  

                            08                    10  

                            09                    10  

                            10                    12  

                            11                    13  

                            12                    10  

                            13                    11  

                            14                    11  

                            15                    12  

                            16                    14  

                            17                    11  

                            18                    12  

                            19                     9  

                            20                     7  

                            21                     9  

                            22                     9  

                            23                     8  

 

                           Max                    14

                           Min                     7

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     8  

                            01                     8  

                            02                     5  

                            03                     3  

                            04                     2  

                            05                     2  

                            06                     3  

                            07                     3  

                            08                     4  

                            09                     4  

                            10                     4  

                            11                     3  

                            12                     4  

                            13                     3  

                            14                     3  

                            15                     3  

                            16                     3  

                            17                     3  

                            18                     2  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     2  

 

                           Max                     8

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     1  

                            09                     3  

                            10                     3  

                            11                     1  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     1  

                            19                     2  

                            20                     1  

                            21                     1  

                            22                     0  

                            23                     0  

 

                           Max                     3

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            02                     0  
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                            04                     0  

                            05                     0  
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                            08                     2  

                            09                     3  

                            10                     3  

                            11                     4  

                            12                     4  

                            13                     4  

                            14                     4  

                            15                     4  

                            16                     5  

                            17                     4  

                            18                     4  

                            19                     4  

                            20                     3  

                            21                     3  

                            22                     2  

                            23                     2  

 

                           Max                     5

                           Min                     0

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     3  

                            02                     3  

                            03                     3  

                            04                     4  

                            05                     3  

                            06                     4  

                            07                     4  

                            08                     4  

                            09                     5  

                            10                     7  

                            11                     8  

                            12                     8  

                            13                    11  

                            14                    15  

                            15                    13  

                            16                    14  

                            17                    13  

                            18                    12  

                            19                    14  

                            20                    11  

                            21                     9  

                            22                     8  

                            23                     8  

 

                           Max                    15

                           Min                     2

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     7  

                            01                     4  

                            02                     5  

                            03                     6  

                            04                    13  

                            05                     5  

                            06                     3  

                            07                    12  

                            08                     8  

                            09                     6  

                            10                    11  

                            11                    19  

                            12                     4  

                            13                     5  

                            14                     3  

                            15                     4  

                            16                     5  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     4  

                            21                     4  

                            22                     7  

                            23                     7  

 

                           Max                    19

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    11  

                            01                     5  

                            02                     7  

                            03                    10  

                            04                     3  

                            05                     3  

                            06                     3  

                            07                     4  

                            08                     7  

                            09                     6  

                            10                     5  

                            11                     4  

                            12                     5  

                            13                     5  

                            14                     6  

                            15                     6  

                            16                     6  

                            17                     5  

                            18                     5  

                            19                     5  

                            20                     3  

                            21                     2  

                            22                     1  

                            23                     1  

 

                           Max                    11

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     2  

                            10                     2  

                            11                     3  

                            12                     4  

                            13                     3  

                            14                     3  

                            15                     3  

                            16                     4  

                            17                     8  

                            18                     6  

                            19                     4  

                            20                     4  

                            21                     4  

                            22                     4  

                            23                     5  

 

                           Max                     8

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     3  

                            06                     3  

                            07                     2  

                            08                     3  

                            09                     1  

                            10                     1  

                            11                     2  

                            12                     2  

                            13                     5  

                            14                     6  

                            15                     7  

                            16                     2  

                            17                     2  

                            18                     1  

                            19                     1  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     7

                           Min                     0

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     1  

                            05                     1  

                            06                     2  

                            07                     2  

                            08                     7  

                            09                     8  

                            10                     7  

                            11                     5  

                            12                       D

                            13                       D

                            14                     5  

                            15                     5  

                            16                     5  

                            17                     5  

                            18                     6  

                            19                     7  

                            20                     7  

                            21                     5  

                            22                     5  

                            23                     4  

 

                           Max                     8

                           Min                     0

                           Mean                    3

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     3  

                            03                     4  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     6  

                            08                     6  

                            09                     6  

                            10                     8  

                            11                    10  

                            12                     7  

                            13                     6  

                            14                     7  

                            15                     5  

                            16                     4  

                            17                     4  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     1  

                            23                     1  

 

                           Max                    10

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     0  

                            15                     0  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                     0

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     1  

                            03                     0  

                            04                     1  

                            05                     1  

                            06                     2  

                            07                     3  

                            08                     4  

                            09                     4  

                            10                     2  

                            11                     3  

                            12                     6  

                            13                    16  

                            14                     4  

                            15                     2  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     3  

                            20                     3  

                            21                     3  

                            22                     3  

                            23                     3  

 

                           Max                    16

                           Min                     0

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     4  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     4  

                            06                     5  

                            07                    12  

                            08                     9  

                            09                     8  

                            10                     8  

                            11                     6  

                            12                     5  

                            13                     6  

                            14                     7  

                            15                     3  

                            16                     3  

                            17                     3  

                            18                     3  

                            19                     3  

                            20                     4  

                            21                     6  

                            22                     8  

                            23                     6  

 

                           Max                    12

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     7  

                            02                     8  

                            03                     8  

                            04                     7  

                            05                     6  

                            06                     7  

                            07                     8  

                            08                    10  

                            09                    16  

                            10                    11  

                            11                     6  

                            12                     5  

                            13                     4  

                            14                    12  

                            15                     8  

                            16                     8  

                            17                     8  

                            18                     9  

                            19                     8  

                            20                     8  

                            21                     9  

                            22                     9  

                            23                     7  

 

                           Max                    16

                           Min                     4

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     7  

                            01                     7  

                            02                     7  

                            03                     6  

                            04                     6  

                            05                     5  

                            06                     5  

                            07                     6  

                            08                     6  

                            09                     7  

                            10                     7  

                            11                     7  

                            12                     6  

                            13                     7  

                            14                     5  

                            15                     4  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     7

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     2  

                            17                     2  

                            18                     3  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     1  

 

                           Max                     3

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     4  

                            02                     2  

                            03                     1  

                            04                     2  

                            05                     3  

                            06                     5  

                            07                     4  

                            08                     1  

                            09                     4  

                            10                     5  

                            11                     9  

                            12                     7  

                            13                     5  

                            14                     2  

                            15                     3  

                            16                     4  

                            17                     3  

                            18                     2  

                            19                     3  

                            20                     4  

                            21                     5  

                            22                     5  

                            23                     5  

 

                           Max                     9

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     6  

                            03                     5  

                            04                     3  

                            05                     2  

                            06                     2  

                            07                     2  

                            08                     2  

                            09                     4  

                            10                     4  

                            11                     3  

                            12                     6  

                            13                     5  

                            14                     5  

                            15                     4  

                            16                     4  

                            17                     2  

                            18                     3  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     6

                           Min                     2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     3  

                            06                     1  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     1  

                            12                     1  

                            13                     0  

                            14                     0  

                            15                     2  

                            16                     3  

                            17                    10  

                            18                     1  

                            19                     1  

                            20                     4  

                            21                     2  

                            22                     1  

                            23                     2  

 

                           Max                    10

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     6  

                            03                     1  

                            04                     1  

                            05                     2  

                            06                     1  

                            07                     1  

                            08                     3  

                            09                     6  

                            10                     8  

                            11                     4  

                            12                     1  

                            13                     4  

                            14                     1  

                            15                     1  

                            16                     0  

                            17                     0  

                            18                     0  

                            19                     0  

                            20                     1  

                            21                     1  

                            22                     0  

                            23                     0  

 

                           Max                     8

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     2  

                            07                     3  

                            08                     2  

                            09                     3  

                            10                     2  

                            11                     2  

                            12                     1  

                            13                     2  

                            14                     1  

                            15                     2  

                            16                     2  

                            17                     3  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     4  

                            03                     5  

                            04                     4  

                            05                     3  

                            06                     4  

                            07                     3  

                            08                     7  

                            09                    11  

                            10                    12  

                            11                     9  

                            12                     8  

                            13                     7  

                            14                     6  

                            15                     7  

                            16                     8  

                            17                     8  

                            18                     7  

                            19                     5  

                            20                    11  

                            21                     9  

                            22                     9  

                            23                     5  

 

                           Max                    12

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    11  

                            01                    13  

                            02                    10  

                            03                     8  

                            04                     4  

                            05                     3  

                            06                     2  

                            07                     3  

                            08                     3  

                            09                     2  

                            10                     2  

                            11                     3  

                            12                       D

                            13                       z

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     2  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     2  

                            23                     3  

 

                           Max                    13

                           Min                     1

                           Mean                    3

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     3  

                            02                     4  

                            03                     3  

                            04                     3  

                            05                     2  

                            06                     2  

                            07                     2  

                            08                     2  

                            09                     2  

                            10                     2  

                            11                     2  

                            12                     2  

                            13                     3  

                            14                     3  

                            15                     4  

                            16                     5  

                            17                     5  

                            18                     2  

                            19                     1  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     2  

 

                           Max                     5

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     6  

                            05                     8  

                            06                     6  

                            07                     3  

                            08                     2  

                            09                     3  

                            10                     3  

                            11                     3  

                            12                     4  

                            13                     4  

                            14                     3  

                            15                     5  

                            16                     5  

                            17                     5  

                            18                     4  

                            19                     2  

                            20                     3  

                            21                     4  

                            22                     5  

                            23                     6  

 

                           Max                     8

                           Min                     2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     6  

                            01                     7  

                            02                     7  

                            03                     7  

                            04                     9  

                            05                    10  

                            06                     9  

                            07                     8  

                            08                     9  

                            09                    10  

                            10                    11  

                            11                    13  

                            12                    14  

                            13                    12  

                            14                    11  

                            15                    12  

                            16                     7  

                            17                     7  

                            18                     7  

                            19                     7  

                            20                     6  

                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                    14

                           Min                     6

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     7  

                            01                     6  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     4  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     5  

                            13                     5  

                            14                     5  

                            15                     5  

                            16                     5  

                            17                     8  

                            18                    12  

                            19                     5  

                            20                     7  

                            21                     7  

                            22                     6  

                            23                    13  

 

                           Max                    13

                           Min                     4

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     3  

                            03                     3  

                            04                     3  

                            05                     3  

                            06                     3  

                            07                     4  

                            08                     4  

                            09                     4  

                            10                     7  

                            11                     7  

                            12                     6  

                            13                     8  

                            14                    13  

                            15                     8  

                            16                    11  

                            17                    14  

                            18                    14  

                            19                    14  

                            20                    16  

                            21                    17  

                            22                    15  

                            23                    15  

 

                           Max                    17

                           Min                     3

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     8  

                            01                     7  

                            02                     7  

                            03                     7  

                            04                     6  

                            05                     4  

                            06                     2  

                            07                     2  

                            08                     2  

                            09                     3  

                            10                     4  

                            11                     4  

                            12                     4  

                            13                     5  

                            14                     4  

                            15                     2  

                            16                     3  

                            17                     2  

                            18                     5  

                            19                     7  

                            20                     5  

                            21                     1  

                            22                     2  

                            23                     2  

 

                           Max                     8

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     1  

                            04                     1  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     4  

                            09                     7  

                            10                    37  

                            11                     7  

                            12                     2  

                            13                     4  

                            14                     6  

                            15                     6  

                            16                     6  

                            17                     7  

                            18                     5  

                            19                     7  

                            20                     8  

                            21                    10  

                            22                     3  

                            23                     1  

 

                           Max                    37

                           Min                     1

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     1  

                            03                     4  

                            04                     5  

                            05                     6  

                            06                     6  

                            07                     5  

                            08                     1  

                            09                     2  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     3  

                            22                     8  

                            23                     8  

 

                           Max                     8

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     7  

                            01                    12  

                            02                    10  

                            03                     8  

                            04                     8  

                            05                     7  

                            06                     6  

                            07                     6  

                            08                     7  

                            09                     7  

                            10                     8  

                            11                     3  

                            12                     2  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     3  

                            17                     4  

                            18                     6  

                            19                     9  

                            20                     5  

                            21                     4  

                            22                     4  

                            23                     4  

 

                           Max                    12

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     5  

                            03                     7  

                            04                     5  

                            05                     6  

                            06                    11  

                            07                     6  

                            08                     6  

                            09                     5  

                            10                     3  

                            11                     3  

                            12                     3  

                            13                     3  

                            14                     6  

                            15                     3  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     3  

                            23                     4  

 

                           Max                    11

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     2  

                            05                     1  

                            06                     2  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     2  

                            11                     1  

                            12                     1  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     2

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     6  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     5  

                            06                     6  

                            07                     7  

                            08                     6  

                            09                     5  

                            10                     3  

                            11                     5  

                            12                     5  

                            13                     5  

                            14                     4  

                            15                     4  

                            16                     3  

                            17                     4  

                            18                     4  

                            19                     3  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     1  

 

                           Max                     7

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     5  

                            03                     7  

                            04                     7  

                            05                     4  

                            06                     2  

                            07                     3  

                            08                     5  

                            09                     7  

                            10                     4  

                            11                     5  

                            12                     5  

                            13                     4  

                            14                     2  

                            15                     2  

                            16                     3  

                            17                     6  

                            18                     5  

                            19                     3  

                            20                     4  

                            21                     3  

                            22                     2  

                            23                     2  

 

                           Max                     7

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     3  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     3  

                            06                     4  

                            07                     3  

                            08                     4  

                            09                     3  

                            10                     3  

                            11                     2  

                            12                       D

                            13                       z

                            14                     2  

                            15                     3  

                            16                     2  

                            17                     2  

                            18                     2  

                            19                     3  

                            20                     4  

                            21                     4  

                            22                     4  

                            23                     4  

 

                           Max                     4

                           Min                     2

                           Mean                    2

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     3  

                            02                     3  

                            03                     3  

                            04                     4  

                            05                     3  

                            06                     3  

                            07                     3  

                            08                     3  

                            09                     4  

                            10                     3  

                            11                     3  

                            12                     4  

                            13                     4  

                            14                     4  

                            15                     4  

                            16                     4  

                            17                     5  

                            18                     5  

                            19                     5  

                            20                     4  

                            21                     4  

                            22                     4  

                            23                     4  

 

                           Max                     5

                           Min                     3

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     3  

                            03                     2  

                            04                     2  

                            05                     2  

                            06                     3  

                            07                     7  

                            08                     8  

                            09                     7  

                            10                     3  

                            11                     3  

                            12                     4  

                            13                     4  

                            14                     3  

                            15                     4  

                            16                     4  

                            17                     3  

                            18                     3  

                            19                     4  

                            20                     4  

                            21                     4  

                            22                     4  

                            23                     5  

 

                           Max                     8

                           Min                     2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     6  

                            06                     5  

                            07                     6  

                            08                     5  

                            09                     4  

                            10                     5  

                            11                     7  

                            12                     8  

                            13                    12  

                            14                    13  

                            15                    10  

                            16                    11  

                            17                    14  

                            18                    12  

                            19                     8  

                            20                     9  

                            21                     8  

                            22                     9  

                            23                     7  

 

                           Max                    14

                           Min                     4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    10  

                            01                     8  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     3  

                            06                     4  

                            07                     6  

                            08                     5  

                            09                     4  

                            10                     3  

                            11                     3  

                            12                     4  

                            13                     6  

                            14                     7  

                            15                     6  

                            16                     3  

                            17                     3  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     3  

                            22                     2  

                            23                     1  

 

                           Max                    10

                           Min                     1

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     2  

                            15                     2  

                            16                     4  

                            17                     4  

                            18                     4  

                            19                     4  

                            20                     5  

                            21                     3  

                            22                     2  

                            23                     1  

 

                           Max                     5

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     3  

                            04                     4  

                            05                     4  

                            06                     3  

                            07                     3  

                            08                     3  

                            09                     3  

                            10                     4  

                            11                     5  

                            12                     5  

                            13                     4  

                            14                     3  

                            15                     3  

                            16                     4  

                            17                     3  

                            18                     4  

                            19                     3  

                            20                     3  

                            21                     4  

                            22                     3  

                            23                     2  

 

                           Max                     5

                           Min                     2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     3  

                            04                     4  

                            05                     5  

                            06                     4  

                            07                     4  

                            08                     4  

                            09                     6  

                            10                     4  

                            11                     4  

                            12                     5  

                            13                     5  

                            14                     3  

                            15                     3  

                            16                     7  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     4  

                            21                     3  

                            22                     1  

                            23                     1  

 

                           Max                     7

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     3  

                            03                     1  

                            04                     1  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     2  

                            13                     2  

                            14                     3  

                            15                     1  

                            16                     1  

                            17                     2  

                            18                     5  

                            19                     4  

                            20                     5  

                            21                     2  

                            22                     0  

                            23                     5  

 

                           Max                     5

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     9  

                            01                     5  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     1  

                            09                     3  

                            10                     6  

                            11                     3  

                            12                     5  

                            13                     4  

                            14                     4  

                            15                     7  

                            16                    13  

                            17                     9  

                            18                     8  

                            19                    10  

                            20                    11  

                            21                    11  

                            22                     7  

                            23                     6  

 

                           Max                    13

                           Min                     0

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     6  

                            03                     5  

                            04                     6  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     4  

                            09                     5  

                            10                     6  

                            11                     7  

                            12                     6  

                            13                     6  

                            14                     6  

                            15                     4  

                            16                     5  

                            17                     5  

                            18                     5  

                            19                     6  

                            20                     8  

                            21                     6  

                            22                     6  

                            23                     7  

 

                           Max                     8

                           Min                     4

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     8  

                            01                     6  

                            02                     5  

                            03                     4  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     5  

                            09                     5  

                            10                     4  

                            11                     4  

                            12                     3  

                            13                     2  

                            14                     2  

                            15                     2  

                            16                     3  

                            17                     4  

                            18                     3  

                            19                     2  

                            20                     2  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     8

                           Min                     1

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     0  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     0  

                            10                     0  

                            11                     0  

                            12                     0  

                            13                     0  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     2  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     0  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     1  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     0  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     2  

                            18                     2  

                            19                     2  

                            20                     2  

                            21                     2  

                            22                     2  

                            23                     1  

 

                           Max                     2

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     1  

                            02                     0  

                            03                     1  

                            04                     0  

                            05                     1  

                            06                     1  

                            07                     1  

                            08                     1  

                            09                     2  

                            10                     3  

                            11                     2  

                            12                       z

                            13                       c

                            14                     2  

                            15                     2  

                            16                     2  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     2  

 

                           Max                     3

                           Min                     0

                           Mean                    1

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     2  

                            01                     2  

                            02                     2  

                            03                     2  

                            04                     2  

                            05                     2  

                            06                     2  

                            07                     3  

                            08                     3  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     4  

                            13                     4  

                            14                     3  

                            15                     4  

                            16                     5  

                            17                     6  

                            18                     7  

                            19                     6  

                            20                     6  

                            21                     7  

                            22                     5  

                            23                     6  

 

                           Max                     7

                           Min                     2

                           Mean                    3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     7  

                            01                     6  

                            02                     6  

                            03                     7  

                            04                     6  

                            05                     5  

                            06                     5  

                            07                     6  

                            08                     5  

                            09                     7  

                            10                    10  

                            11                    10  

                            12                    13  

                            13                    11  

                            14                    10  

                            15                    10  

                            16                    11  

                            17                     9  

                            18                     7  

                            19                     6  

                            20                     7  

                            21                     7  

                            22                     6  

                            23                     5  

 

                           Max                    13

                           Min                     5

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     5  

                            03                     5  

                            04                     5  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     4  

                            09                     5  

                            10                     5  

                            11                     5  

                            12                     6  

                            13                     5  

                            14                     6  

                            15                     6  

                            16                     8  

                            17                     6  

                            18                     6  

                            19                     7  

                            20                     9  

                            21                     9  

                            22                    10  

                            23                     9  

 

                           Max                    10

                           Min                     4

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     7  

                            01                     5  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     4  

                            08                     7  

                            09                    13  

                            10                     9  

                            11                    12  

                            12                     5  

                            13                     4  

                            14                     3  

                            15                     3  

                            16                     2  

                            17                     2  

                            18                     4  

                            19                     3  

                            20                     4  

                            21                     3  

                            22                     4  

                            23                     6  

 

                           Max                    13

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     4  

                            03                     5  

                            04                     3  

                            05                     3  

                            06                     3  

                            07                     3  

                            08                     3  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     4  

                            13                     4  

                            14                     3  

                            15                     3  

                            16                     4  

                            17                     3  

                            18                     5  

                            19                     4  

                            20                     5  

                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                     6

                           Min                     3

                           Mean                    4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     9  

                            01                     8  

                            02                    10  

                            03                     8  

                            04                     9  

                            05                    11  

                            06                    12  

                            07                    13  

                            08                    11  

                            09                    13  

                            10                    13  

                            11                    13  

                            12                     9  

                            13                     9  

                            14                    11  

                            15                     6  

                            16                     3  

                            17                     3  

                            18                     2  

                            19                     2  

                            20                     3  

                            21                     3  

                            22                     9  

                            23                     6  

 

                           Max                    13

                           Min                     2

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     4  

                            03                     5  

                            04                     5  

                            05                     4  

                            06                     2  

                            07                     2  

                            08                     1  

                            09                     2  

                            10                     1  

                            11                     1  

                            12                     1  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     1  

                            21                     1  

                            22                     1  

                            23                     1  

 

                           Max                     5

                           Min                     1

                           Mean                    2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NOX_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     1  

                            02                     1  

                            03                     1  

                            04                     1  

                            05                     2  

                            06                     1  

                            07                     2  

                            08                     3  

                            09                     2  

                            10                     1  

                            11                     1  

                            12                     2  

                            13                     1  

                            14                     1  

                            15                     1  

                            16                     1  

                            17                     1  

                            18                     1  

                            19                     1  

                            20                     3  

                            21                     3  

                            22                     3  

                            23                     2  

 

                           Max                     3

                           Min                     1

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .9  

                            01                   1.0  

                            02                   1.1  

                            03                   1.0  

                            04                   1.0  

                            05                    .9  

                            06                    .9  

                            07                    .9  

                            08                    .8  

                            09                    .9  

                            10                    .8  

                            11                    .8  

                            12                    .9  

                            13                    .9  

                            14                   1.1  

                            15                   1.1  

                            16                   1.2  

                            17                   1.3  

                            18                   1.4  

                            19                   1.4  

                            20                   1.2  

                            21                   1.1  

                            22                   1.1  

                            23                   1.0  

 

                           Max                   1.4

                           Min                    .8

                           Mean                  1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            18                       f

                            19                       f

                            20                       f

                            21                       f

                            22                       f

                            23                       f

 

                           Max                   1.0

                           Min                   1.0

                           Mean                  1.0

                           Hours                  02

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            18                       f

                            19                       f

                            20                       f

                            21                       f

                            22                       f

                            23                       f

 

                           Max                -999.0

                           Min                -999.0

                           Mean                  1.0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            16                       f

                            17                       f

                            18                       f

                            19                       f

                            20                       f

                            21                       f

                            22                       f

                            23                       f

 

                           Max                -999.0

                           Min                -999.0

                           Mean                  1.0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            18                       f

                            19                       f

                            20                       f

                            21                       f

                            22                       -

                            23                       -

 

                           Max                -999.0

                           Min                -999.0

                           Mean                  1.0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            20                       f

                            21                       f

                            22                       f

                            23                       f

 

                           Max                -999.0

                           Min                -999.0

                           Mean                  1.0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            21                       f

                            22                       f

                            23                       -

 

                           Max                -999.0

                           Min                -999.0

                           Mean                  1.0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            18                       f

                            19                       f

                            20                       f

                            21                       f

                            22                       f

                            23                       f

 

                           Max                -999.0

                           Min                -999.0

                           Mean                  1.0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                       f

                            20                       f

                            21                       f

                            22                       f

                            23                       f

 

                           Max                -999.0

                           Min                -999.0

                           Mean                  1.0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            19                       f

                            20                       f

                            21                       f

                            22                       f

                            23                       f

 

                           Max                -999.0

                           Min                -999.0

                           Mean                  1.0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            20                       f

                            21                       f

                            22                       f

                            23                       f

 

                           Max                -999.0

                           Min                -999.0

                           Mean                  1.0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                       f

                            01                       f

                            02                       f

                            03                       f

                            04                       f

                            05                       f

                            06                       f

                            07                       f

                            08                       -

                            09                       f

                            10                       f

                            11                       f

                            12                       -

                            13                       -

                            14                       -

                            15                       f

                            16                       f

                            17                       f

                            18                       f
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                            20                       f

                            21                       f

                            22                       f

                            23                       f

 

                           Max                -999.0

                           Min                -999.0

                           Mean                  1.0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            20                       f

                            21                       -

                            22                       -

                            23                       -

 

                           Max                -999.0

                           Min                -999.0

                           Mean                  1.0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            15                       -

                            16                       -

                            17                       -

                            18                       -

                            19                       -

                            20                       -

                            21                       f

                            22                       f

                            23                       f

 

                           Max                -999.0

                           Min                -999.0

                           Mean                  1.0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            15                       f

                            16                       f

                            17                       f

                            18                       f

                            19                       f

                            20                       f

                            21                       f

                            22                       f

                            23                       f

 

                           Max                -999.0

                           Min                -999.0

                           Mean                  1.0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average
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                            08                       z

                            09                       z

                            10                       z

                            11                       z

                            12                       z

                            13                   2.6  

                            14                   1.9  

                            15                   1.6  

                            16                   1.3  

                            17                   1.2  

                            18                   1.1  

                            19                   1.0  

                            20                   1.0  

                            21                   1.1  

                            22                   1.1  

                            23                   1.3  

 

                           Max                   2.6

                           Min                   1.0

                           Mean                  1.3

                           Hours                  11

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.3  

                            01                   1.3  

                            02                   1.2  

                            03                   1.1  

                            04                   1.0  

                            05                    .9  

                            06                    .8  

                            07                    .8  

                            08                    .6  

                            09                    .5  

                            10                    .7  

                            11                    .8  

                            12                    .8  

                            13                    .7  

                            14                    .7  

                            15                    .7  

                            16                    .8  

                            17                    .7  

                            18                    .7  

                            19                    .8  

                            20                   1.0  

                            21                   1.2  

                            22                   1.6  

                            23                   1.9  

 

                           Max                   1.9

                           Min                    .5

                           Mean                   .9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   2.1  

                            01                   2.3  

                            02                   2.3  

                            03                   2.1  

                            04                   1.8  

                            05                   1.5  

                            06                   1.3  

                            07                   1.2  

                            08                   1.2  

                            09                   1.2  

                            10                   1.2  

                            11                   1.2  

                            12                   1.3  

                            13                   1.4  

                            14                   1.5  

                            15                   1.5  

                            16                   1.5  

                            17                   1.4  

                            18                   1.3  

                            19                   1.3  

                            20                   1.2  

                            21                   1.2  

                            22                   1.2  

                            23                   1.2  

 

                           Max                   2.3

                           Min                   1.2

                           Mean                  1.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.2  

                            01                   1.2  

                            02                   1.2  

                            03                   1.3  

                            04                   1.2  

                            05                    .8  

                            06                    .5  

                            07                    .4  

                            08                    .4  

                            09                    .3  

                            10                    .2  

                            11                    .2  

                            12                    .2  

                            13                    .2  

                            14                    .2  

                            15                    .2  

                            16                    .2  

                            17                    .3  

                            18                    .2  

                            19                    .2  

                            20                    .3  

                            21                    .2  

                            22                    .2  

                            23                    .3  

 

                           Max                   1.3

                           Min                    .2

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                    .4  

                            03                    .3  

                            04                    .3  

                            05                    .3  

                            06                    .3  

                            07                    .2  

                            08                    .2  

                            09                    .2  

                            10                    .2  

                            11                    .2  

                            12                    .2  

                            13                    .2  

                            14                    .2  

                            15                    .2  

                            16                    .2  

                            17                    .1  

                            18                    .2  

                            19                    .2  

                            20                    .2  

                            21                    .1  

                            22                    .2  

                            23                    .1  

 

                           Max                    .4

                           Min                    .1

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .1  

                            01                    .2  

                            02                    .2  

                            03                    .1  

                            04                    .1  

                            05                    .2  

                            06                    .2  

                            07                    .2  

                            08                    .2  

                            09                    .3  

                            10                    .3  

                            11                    .3  

                            12                    .3  

                            13                    .3  

                            14                    .4  

                            15                    .4  

                            16                    .4  

                            17                    .3  

                            18                    .4  

                            19                    .4  

                            20                    .4  

                            21                    .4  

                            22                    .4  

                            23                    .4  

 

                           Max                    .4

                           Min                    .1

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .5  

                            01                    .5  

                            02                    .5  

                            03                    .6  

                            04                    .6  

                            05                    .6  

                            06                    .6  

                            07                    .6  

                            08                    .7  

                            09                    .8  

                            10                    .8  

                            11                    .7  

                            12                    .8  

                            13                    .7  

                            14                    .7  

                            15                    .8  

                            16                    .8  

                            17                    .8  

                            18                    .8  

                            19                    .8  

                            20                    .8  

                            21                    .7  

                            22                    .7  

                            23                    .7  

 

                           Max                    .8

                           Min                    .5

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .9  

                            01                   1.5  

                            02                       z

                            03                       z

                            04                       z

                            05                       z

                            06                       z

                            07                       z

                            08                       z

                            09                       z

                            10                       z

                            11                       z

                            12                       z

                            13                   2.2  

                            14                   1.7  

                            15                   1.5  

                            16                   1.1  

                            17                    .9  

                            18                   1.0  

                            19                    .9  

                            20                    .8  

                            21                    .8  

                            22                    .8  

                            23                    .9  

 

                           Max                   2.2

                           Min                    .8

                           Mean                  1.1

                           Hours                  13

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .8  

                            01                    .9  

                            02                    .9  

                            03                    .9  

                            04                    .9  

                            05                    .9  

                            06                    .9  

                            07                    .8  

                            08                    .8  

                            09                    .7  

                            10                    .6  

                            11                    .6  

                            12                    .5  

                            13                    .7  

                            14                   1.0  

                            15                   1.1  

                            16                   1.2  

                            17                   1.5  

                            18                   1.4  

                            19                   1.3  

                            20                   1.1  

                            21                    .9  

                            22                    .8  

                            23                    .8  

 

                           Max                   1.5

                           Min                    .5

                           Mean                   .9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .9  

                            01                   1.0  

                            02                   1.0  

                            03                   1.0  

                            04                   1.0  

                            05                    .9  

                            06                    .8  

                            07                    .6  

                            08                    .6  

                            09                    .6  

                            10                    .7  

                            11                    .7  

                            12                    .7  

                            13                    .7  

                            14                    .7  

                            15                    .7  

                            16                    .7  

                            17                    .7  

                            18                    .7  

                            19                    .6  

                            20                    .8  

                            21                   1.1  

                            22                   1.3  

                            23                   1.6  

 

                           Max                   1.6

                           Min                    .6

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.7  

                            01                   1.9  

                            02                   2.0  

                            03                   2.3  

                            04                   2.5  

                            05                   2.7  

                            06                   2.8  

                            07                   2.9  

                            08                   2.9  

                            09                   2.8  

                            10                   3.2  

                            11                   3.5  

                            12                   3.8  

                            13                   3.9  

                            14                   4.0  

                            15                   4.1  

                            16                   3.5  

                            17                   2.8  

                            18                   2.7  

                            19                   2.6  

                            20                   2.5  

                            21                   2.5  

                            22                   2.3  

                            23                   2.6  

 

                           Max                   4.1

                           Min                   1.7

                           Mean                  2.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   2.9  

                            01                   3.4  

                            02                   3.2  

                            03                   3.2  

                            04                   3.3  

                            05                   3.1  

                            06                   2.9  

                            07                   2.6  

                            08                   2.5  

                            09                   2.6  

                            10                   2.9  

                            11                   3.1  

                            12                   3.4  

                            13                   3.5  

                            14                   3.6  

                            15                   3.4  

                            16                   3.5  

                            17                   3.9  

                            18                   4.1  

                            19                   3.9  

                            20                   3.8  

                            21                   4.0  

                            22                   3.9  

                            23                   3.9  

 

                           Max                   4.1

                           Min                   2.5

                           Mean                  3.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   3.7  

                            01                   3.5  

                            02                   3.3  

                            03                   3.4  

                            04                   3.5  

                            05                   3.5  

                            06                   3.4  

                            07                   3.0  

                            08                   2.5  

                            09                   2.2  

                            10                   2.5  

                            11                   2.3  

                            12                   2.6  

                            13                   2.5  

                            14                   2.4  

                            15                   2.0  

                            16                   1.8  

                            17                   1.8  

                            18                   1.6  

                            19                   1.5  

                            20                   1.6  

                            21                   1.7  

                            22                   1.6  

                            23                   1.6  

 

                           Max                   3.7

                           Min                   1.5

                           Mean                  2.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.7  

                            01                   1.5  

                            02                   1.4  

                            03                   1.4  

                            04                   1.4  

                            05                   1.4  

                            06                   1.3  

                            07                   1.4  

                            08                   1.5  

                            09                   1.4  

                            10                   1.4  

                            11                   1.4  

                            12                   1.5  

                            13                   1.6  

                            14                   1.6  

                            15                   1.4  

                            16                   1.2  

                            17                   1.0  

                            18                    .7  

                            19                    .5  

                            20                    .3  

                            21                    .3  

                            22                    .2  

                            23                    .3  

 

                           Max                   1.7

                           Min                    .2

                           Mean                  1.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .2  

                            02                       f

                            03                       f

                            04                       f

                            05                       f

                            06                       f

                            07                       f

                            08                       f

                            09                       f

                            10                       f

                            11                       f

                            12                   2.6  

                            13                   1.9  

                            14                   1.5  

                            15                   1.4  

                            16                   1.1  

                            17                   1.0  

                            18                   1.0  

                            19                    .9  

                            20                    .9  

                            21                    .8  

                            22                    .5  

                            23                    .4  

 

                           Max                   2.6

                           Min                    .2

                           Mean                  1.0

                           Hours                  14

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .2  

                            02                    .2  

                            03                    .2  

                            04                    .2  

                            05                    .2  

                            06                    .1  

                            07                    .1  

                            08                    .1  

                            09                    .1  

                            10                    .1  

                            11                    .2  

                            12                    .2  

                            13                    .3  

                            14                    .2  

                            15                    .3  

                            16                    .4  

                            17                    .3  

                            18                    .3  

                            19                    .3  

                            20                    .3  

                            21                    .3  

                            22                    .5  

                            23                    .6  

 

                           Max                    .6

                           Min                    .1

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .6  

                            01                    .7  

                            02                    .7  

                            03                    .7  

                            04                    .7  

                            05                    .8  

                            06                    .7  

                            07                    .7  

                            08                    .7  

                            09                    .8  

                            10                    .9  

                            11                   1.0  

                            12                   1.0  

                            13                   1.1  

                            14                   1.1  

                            15                   1.2  

                            16                   1.2  

                            17                   1.3  

                            18                   1.4  

                            19                   1.3  

                            20                   1.2  

                            21                   1.1  

                            22                   1.0  

                            23                   1.0  

 

                           Max                   1.4

                           Min                    .6

                           Mean                   .9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.0  

                            01                    .9  

                            02                   1.0  

                            03                   1.0  

                            04                   1.0  

                            05                   1.0  

                            06                   1.0  

                            07                   1.0  

                            08                   1.2  

                            09                   1.8  

                            10                   2.2  

                            11                   2.2  

                            12                   1.7  

                            13                   1.3  

                            14                   1.1  

                            15                   1.0  

                            16                    .8  

                            17                    .7  

                            18                    .7  

                            19                    .7  

                            20                    .7  

                            21                    .7  

                            22                    .7  

                            23                    .7  

 

                           Max                   2.2

                           Min                    .7

                           Mean                  1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .7  

                            01                    .7  

                            02                    .7  

                            03                    .8  

                            04                    .9  

                            05                    .9  

                            06                    .9  

                            07                    .8  

                            08                    .8  

                            09                    .8  

                            10                    .8  

                            11                    .8  

                            12                    .8  

                            13                    .8  

                            14                    .8  

                            15                    .8  

                            16                    .7  

                            17                    .6  

                            18                    .7  

                            19                    .7  

                            20                    .7  

                            21                    .7  

                            22                    .6  

                            23                    .7  

 

                           Max                    .9

                           Min                    .6

                           Mean                   .7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .8  

                            01                    .8  

                            02                    .9  

                            03                   1.0  

                            04                   1.1  

                            05                   1.3  

                            06                   1.3  

                            07                   1.5  

                            08                   1.7  

                            09                   1.7  

                            10                   1.6  

                            11                   1.6  

                            12                   1.6  

                            13                   1.8  

                            14                   1.9  

                            15                   1.8  

                            16                   1.8  

                            17                   1.8  

                            18                   1.7  

                            19                   1.7  

                            20                   1.8  

                            21                   1.7  

                            22                   1.5  

                            23                   1.5  

 

                           Max                   1.9

                           Min                    .8

                           Mean                  1.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.4  

                            01                   1.4  

                            02                   1.3  

                            03                   1.4  

                            04                   1.5  

                            05                   1.5  

                            06                   1.5  

                            07                   1.6  

                            08                   1.6  

                            09                   1.5  

                            10                   1.4  

                            11                   1.3  

                            12                   1.2  

                            13                   1.2  

                            14                   1.2  

                            15                   1.2  

                            16                   1.3  

                            17                   1.1  

                            18                   1.0  

                            19                   1.0  

                            20                   1.0  

                            21                   1.0  

                            22                   1.0  

                            23                   1.1  

 

                           Max                   1.6

                           Min                   1.0

                           Mean                  1.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.1  

                            01                   1.0  

                            02                       z

                            03                       z

                            04                       z

                            05                       z

                            06                       z

                            07                       z

                            08                       z

                            09                       z

                            10                       z

                            11                       z

                            12                       z

                            13                       z

                            14                       z

                            15                       z

                            16                       z

                            17                       z

                            18                       z

                            19                       z

                            20                       z

                            21                   4.6  

                            22                   3.6  

                            23                   3.3  

 

                           Max                   4.6

                           Min                   1.0

                           Mean                  2.7

                           Hours                  05

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   3.2  

                            01                   2.9  

                            02                   2.7  

                            03                   2.5  

                            04                   2.3  

                            05                   2.2  

                            06                   2.2  

                            07                   2.1  

                            08                   1.9  

                            09                   1.9  

                            10                   2.0  

                            11                   2.1  

                            12                   2.3  

                            13                   2.3  

                            14                   2.4  

                            15                   2.4  

                            16                   2.4  

                            17                   2.3  

                            18                   2.1  

                            19                   2.1  

                            20                   2.1  

                            21                   2.0  

                            22                   2.0  

                            23                   2.1  

 

                           Max                   3.2

                           Min                   1.9

                           Mean                  2.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   2.2  

                            01                   2.3  

                            02                   2.4  

                            03                   2.5  

                            04                   2.4  

                            05                   2.4  

                            06                   2.2  

                            07                   2.3  

                            08                   2.4  

                            09                   2.4  

                            10                   2.3  

                            11                   2.3  

                            12                   2.3  

                            13                   2.3  

                            14                   2.5  

                            15                   2.4  

                            16                   2.4  

                            17                   2.2  

                            18                   2.2  

                            19                   2.0  

                            20                   1.9  

                            21                   1.9  

                            22                   2.0  

                            23                   2.2  

 

                           Max                   2.5

                           Min                   1.9

                           Mean                  2.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   2.1  

                            01                   1.9  

                            02                   1.9  

                            03                   2.1  

                            04                   2.3  

                            05                   2.1  

                            06                   1.9  

                            07                   2.2  

                            08                   2.5  

                            09                   2.5  

                            10                   2.7  

                            11                   2.7  

                            12                   2.7  

                            13                   2.7  

                            14                   2.6  

                            15                   2.6  

                            16                   2.5  

                            17                   2.4  

                            18                   2.1  

                            19                   2.0  

                            20                   2.1  

                            21                   2.3  

                            22                   2.2  

                            23                   2.4  

 

                           Max                   2.7

                           Min                   1.9

                           Mean                  2.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   2.5  

                            01                   2.5  

                            02                   2.5  

                            03                   2.4  

                            04                   2.4  

                            05                   2.5  

                            06                   2.5  

                            07                   2.5  

                            08                   2.5  

                            09                   2.3  

                            10                   2.2  

                            11                   1.9  

                            12                   1.7  

                            13                   1.6  

                            14                   1.6  

                            15                   1.6  

                            16                   1.9  

                            17                   2.0  

                            18                   1.8  

                            19                   1.7  

                            20                   1.6  

                            21                   1.5  

                            22                   1.4  

                            23                   1.2  

 

                           Max                   2.5

                           Min                   1.2

                           Mean                  2.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.1  

                            01                   1.0  

                            02                    .9  

                            03                    .9  

                            04                    .8  

                            05                    .7  

                            06                    .6  

                            07                    .6  

                            08                    .6  

                            09                    .6  

                            10                    .6  

                            11                    .5  

                            12                    .6  

                            13                    .6  

                            14                    .6  

                            15                    .5  

                            16                    .7  

                            17                    .6  

                            18                    .6  

                            19                    .7  

                            20                    .7  

                            21                    .7  

                            22                    .6  

                            23                    .6  

 

                           Max                   1.1

                           Min                    .5

                           Mean                   .6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .6  

                            01                    .6  

                            02                    .8  

                            03                   1.0  

                            04                   1.2  

                            05                   1.2  

                            06                   1.2  

                            07                   1.2  

                            08                   1.2  

                            09                   1.3  

                            10                   1.5  

                            11                   1.7  

                            12                   1.8  

                            13                   1.8  

                            14                   1.8  

                            15                   1.7  

                            16                   1.6  

                            17                   1.5  

                            18                   1.4  

                            19                   1.4  

                            20                   1.4  

                            21                   1.4  

                            22                   1.4  

                            23                   1.2  

 

                           Max                   1.8

                           Min                    .6

                           Mean                  1.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.2  

                            01                   1.2  

                            02                       f

                            03                       f

                            04                       f

                            05                       f

                            06                       f

                            07                       f

                            08                       f

                            09                       f

                            10                       f

                            11                       f

                            12                       f

                            13                   3.0  

                            14                   2.6  

                            15                   2.3  

                            16                   2.0  

                            17                   1.8  

                            18                   1.9  

                            19                   2.2  

                            20                   2.5  

                            21                   2.6  

                            22                   2.1  

                            23                   1.9  

 

                           Max                   3.0

                           Min                   1.2

                           Mean                  2.1

                           Hours                  13

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.7  

                            01                   1.6  

                            02                   1.7  

                            03                   1.6  

                            04                   1.2  

                            05                   1.0  

                            06                    .9  

                            07                    .8  

                            08                    .8  

                            09                    .7  

                            10                    .6  

                            11                    .7  

                            12                    .7  

                            13                    .8  

                            14                    .7  

                            15                    .7  

                            16                    .7  

                            17                    .7  

                            18                    .6  

                            19                    .6  

                            20                    .5  

                            21                    .6  

                            22                    .6  

                            23                    .4  

 

                           Max                   1.7

                           Min                    .4

                           Mean                   .8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .4  

                            01                    .5  

                            02                    .5  

                            03                    .5  

                            04                    .5  

                            05                    .5  

                            06                    .5  

                            07                    .5  

                            08                    .4  

                            09                    .4  

                            10                    .3  

                            11                    .4  

                            12                    .3  

                            13                    .5  

                            14                    .5  

                            15                    .6  

                            16                    .5  

                            17                    .5  

                            18                    .6  

                            19                    .8  

                            20                    .9  

                            21                    .9  

                            22                    .9  

                            23                    .9  

 

                           Max                    .9

                           Min                    .3

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .9  

                            01                   1.0  

                            02                   1.1  

                            03                   1.1  

                            04                   1.1  

                            05                   1.2  

                            06                   1.2  

                            07                   1.3  

                            08                   1.4  

                            09                   1.6  

                            10                   2.0  

                            11                   2.3  

                            12                   2.4  

                            13                   2.5  

                            14                   2.6  

                            15                   2.5  

                            16                   2.5  

                            17                   2.4  

                            18                   2.2  

                            19                   2.2  

                            20                   2.3  

                            21                   2.6  

                            22                   2.8  

                            23                   2.6  

 

                           Max                   2.8

                           Min                    .9

                           Mean                  1.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   2.9  

                            01                   2.8  

                            02                   2.6  

                            03                   2.3  

                            04                   2.2  

                            05                   2.2  

                            06                   2.1  

                            07                   2.0  

                            08                   1.8  

                            09                   1.8  

                            10                   1.8  

                            11                   1.9  

                            12                   2.0  

                            13                   2.0  

                            14                   2.0  

                            15                   2.0  

                            16                   2.0  

                            17                   1.9  

                            18                   1.9  

                            19                   1.8  

                            20                   1.6  

                            21                   1.5  

                            22                   1.2  

                            23                   1.0  

 

                           Max                   2.9

                           Min                   1.0

                           Mean                  1.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .9  

                            01                    .8  

                            02                    .7  

                            03                    .6  

                            04                    .5  

                            05                    .4  

                            06                    .5  

                            07                    .4  

                            08                    .4  

                            09                    .4  

                            10                    .3  

                            11                    .4  

                            12                    .4  

                            13                    .4  

                            14                    .4  

                            15                    .4  

                            16                    .4  

                            17                    .3  

                            18                    .2  

                            19                    .3  

                            20                    .2  

                            21                    .3  

                            22                    .3  

                            23                    .2  

 

                           Max                    .9

                           Min                    .2

                           Mean                   .4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .2  

                            01                    .2  

                            02                    .3  

                            03                    .3  

                            04                    .2  

                            05                    .2  

                            06                    .2  

                            07                    .1  

                            08                    .2  

                            09                    .2  

                            10                    .2  

                            11                    .2  

                            12                    .3  

                            13                    .3  

                            14                    .2  

                            15                    .3  

                            16                    .3  

                            17                    .3  

                            18                    .2  

                            19                    .3  

                            20                    .4  

                            21                    .4  

                            22                    .3  

                            23                    .3  

 

                           Max                    .4

                           Min                    .1

                           Mean                   .2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .3  

                            01                    .3  

                            02                       z

                            03                       z

                            04                       z

                            05                       z

                            06                       z

                            07                       z

                            08                       z

                            09                       z

                            10                       z

                            11                       z

                            12                       z

                            13                       z

                            14                   1.8  

                            15                   1.4  

                            16                   1.2  

                            17                   1.2  

                            18                   1.0  

                            19                   1.0  

                            20                   1.0  

                            21                    .9  

                            22                    .9  

                            23                   1.0  

 

                           Max                   1.8

                           Min                    .3

                           Mean                  1.0

                           Hours                  12

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.1  

                            01                   1.2  

                            02                   1.3  

                            03                   1.4  

                            04                   1.4  

                            05                   1.6  

                            06                   1.6  

                            07                   1.8  

                            08                   2.0  

                            09                   2.1  

                            10                   2.3  

                            11                   2.4  

                            12                   2.5  

                            13                   2.5  

                            14                   2.5  

                            15                   2.6  

                            16                   2.6  

                            17                   2.5  

                            18                   2.5  

                            19                   2.6  

                            20                   2.8  

                            21                   2.9  

                            22                   3.0  

                            23                   3.2  

 

                           Max                   3.2

                           Min                   1.1

                           Mean                  2.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   3.2  

                            01                   3.4  

                            02                   3.6  

                            03                   3.7  

                            04                   3.7  

                            05                   3.8  

                            06                   3.8  

                            07                   3.9  

                            08                   4.0  

                            09                   4.1  

                            10                   4.6  

                            11                   5.2  

                            12                   5.4  

                            13                   5.4  

                            14                   5.4  

                            15                   5.4  

                            16                   5.1  

                            17                   4.8  

                            18                   4.3  

                            19                   4.1  

                            20                   4.5  

                            21                   4.7  

                            22                   5.0  

                            23                   4.5  

 

                           Max                   5.4

                           Min                   3.2

                           Mean                  4.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   4.3  

                            01                   4.0  

                            02                   3.8  

                            03                   3.7  

                            04                   3.6  

                            05                   3.5  

                            06                   3.4  

                            07                   3.3  

                            08                   3.3  

                            09                   3.6  

                            10                   3.8  

                            11                   4.0  

                            12                   4.3  

                            13                   4.7  

                            14                   4.8  

                            15                   4.9  

                            16                   5.1  

                            17                   4.9  

                            18                   4.7  

                            19                   4.5  

                            20                   4.4  

                            21                   4.4  

                            22                   4.6  

                            23                   5.1  

 

                           Max                   5.1

                           Min                   3.3

                           Mean                  4.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   4.9  

                            01                   4.2  

                            02                   3.6  

                            03                   3.1  

                            04                   3.1  

                            05                   3.2  

                            06                   3.2  

                            07                   3.3  

                            08                   3.4  

                            09                   3.6  

                            10                   3.9  

                            11                   4.2  

                            12                   4.3  

                            13                   4.1  

                            14                   3.9  

                            15                   3.4  

                            16                   3.1  

                            17                   2.6  

                            18                   2.3  

                            19                   2.0  

                            20                   1.8  

                            21                   1.8  

                            22                   1.9  

                            23                   2.0  

 

                           Max                   4.9

                           Min                   1.8

                           Mean                  3.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   2.2  

                            01                   2.2  

                            02                   2.1  

                            03                   1.8  

                            04                   1.6  

                            05                   1.5  

                            06                   1.4  

                            07                   1.4  

                            08                   1.3  

                            09                   1.3  

                            10                   1.5  

                            11                   1.9  

                            12                   1.9  

                            13                   2.1  

                            14                   2.3  

                            15                   2.5  

                            16                   2.6  

                            17                   2.4  

                            18                   1.9  

                            19                   1.7  

                            20                   1.6  

                            21                   1.6  

                            22                   1.6  

                            23                   1.6  

 

                           Max                   2.6

                           Min                   1.3

                           Mean                  1.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   1.7  

                            01                   1.7  

                            02                   2.0  

                            03                   2.3  

                            04                   2.4  

                            05                   2.5  

                            06                   2.7  

                            07                   2.9  

                            08                   2.9  

                            09                   3.4  

                            10                   3.8  

                            11                   4.0  

                            12                   3.9  

                            13                   4.0  

                            14                   3.6  

                            15                   3.7  

                            16                   3.3  

                            17                   2.7  

                            18                   2.3  

                            19                   2.2  

                            20                   2.4  

                            21                   2.7  

                            22                   2.9  

                            23                   2.9  

 

                           Max                   4.0

                           Min                   1.7

                           Mean                  2.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                   2.9  

                            01                   2.9  

                            02                       f

                            03                       f

                            04                       f

                            05                       f

                            06                       f

                            07                       f

                            08                       f

                            09                       f

                            10                       f

                            11                       f

                            12                       f

                            13                   3.1  

                            14                   2.5  

                            15                   2.2  

                            16                   1.9  

                            17                   1.7  

                            18                   1.5  

                            19                   1.4  

                            20                   1.2  

                            21                   1.1  

                            22                   1.1  

                            23                    .9  

 

                           Max                   3.1

                           Min                    .9

                           Mean                  1.8

                           Hours                  13

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Lostwood NWR                                           

     Logger Id   : 13                                                      

     Parameter   : NH3_PPB 

     Units       : PPB     

 

                           Hour               Average

 

                            00                    .9  

                            01                    .8  

                            02                    .8  

                            03                    .8  

                            04                    .8  

                            05                    .6  

                            06                    .7  

                            07                    .7  

                            08                    .7  

                            09                    .9  

                            10                   1.0  

                            11                   1.1  

                            12                   1.2  

                            13                   1.2  

                            14                   1.2  

                            15                   1.2  

                            16                   1.1  

                            17                   1.1  

                            18                   1.0  

                            19                   1.1  

                            20                   1.1  

                            21                   1.4  

                            22                   1.5  

                            23                   1.6  

 

                           Max                   1.6

                           Min                    .6

                           Mean                  1.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.8  

                            01                   1.3  

                            02                   1.8  

                            03                   2.4  

                            04                   3.7  

                            05                   5.2  

                            06                   5.2  

                            07                   5.2  

                            08                   5.4  

                            09                   4.8  

                            10                   5.5  

                            11                   5.3  

                            12                   5.6  

                            13                   4.9  

                            14                   4.4  

                            15                   4.6  

                            16                   6.3  

                            17                   7.5  

                            18                   3.6  

                            19                   4.3  

                            20                   4.1  

                            21                   8.7  

                            22                  14.9  

                            23                  14.6  

 

                           Max                  14.9

                           Min                   1.3

                           Mean                  5.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  12.1  

                            01                  11.1  

                            02                  11.4  

                            03                  12.4  

                            04                  15.5  

                            05                  14.4  

                            06                  13.0  

                            07                  14.1  

                            08                  13.6  

                            09                  10.5  

                            10                  10.3  

                            11                  11.3  

                            12                  11.4  

                            13                   9.8  

                            14                   9.0  

                            15                   8.7  

                            16                   8.3  

                            17                   7.2  

                            18                   6.2  

                            19                   4.3  

                            20                   4.0  

                            21                   7.3  

                            22                   4.8  

                            23                   3.1  

 

                           Max                  15.5

                           Min                   3.1

                           Mean                  9.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.9  

                            01                   4.2  

                            02                   3.5  

                            03                   2.2  

                            04                   3.3  

                            05                   3.7  

                            06                   3.6  

                            07                   2.2  

                            08                   3.1  

                            09                   3.6  

                            10                   4.3  

                            11                   5.1  

                            12                   5.6  

                            13                   7.3  

                            14                   7.6  

                            15                   7.1  

                            16                   6.8  

                            17                   4.2  

                            18                   5.7  

                            19                   3.4  

                            20                   3.4  

                            21                   3.3  

                            22                   3.0  

                            23                   3.0  

 

                           Max                   7.6

                           Min                   2.2

                           Mean                  4.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.4  

                            01                   3.8  

                            02                   2.0  

                            03                   2.7  

                            04                   2.8  

                            05                   2.5  

                            06                   2.1  

                            07                   1.6  

                            08                   1.5  

                            09                   1.8  

                            10                   2.0  

                            11                   3.4  

                            12                   4.8  

                            13                   3.9  

                            14                   4.4  

                            15                   4.0  

                            16                   2.8  

                            17                   2.1  

                            18                   2.2  

                            19                   2.6  

                            20                   1.5  

                            21                   2.2  

                            22                   2.5  

                            23                   3.3  

 

                           Max                   4.8

                           Min                   1.5

                           Mean                  2.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   7.5  

                            01                   7.4  

                            02                  13.5  

                            03                  11.7  

                            04                   8.4  

                            05                   8.4  

                            06                   7.4  

                            07                   3.6  

                            08                   3.9  

                            09                   4.7  

                            10                   3.4  

                            11                   4.9  

                            12                   5.8  

                            13                   6.5  

                            14                   7.4  

                            15                   4.5  

                            16                   4.3  

                            17                   3.6  

                            18                   3.8  

                            19                   3.0  

                            20                   2.6  

                            21                   3.2  

                            22                   3.0  

                            23                   2.7  

 

                           Max                  13.5

                           Min                   2.6

                           Mean                  5.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.7  

                            01                   1.9  

                            02                   1.7  

                            03                   1.2  

                            04                   1.3  

                            05                    .8  

                            06                   1.5  

                            07                   1.0  

                            08                   1.6  

                            09                   1.8  

                            10                   2.0  

                            11                   2.2  

                            12                   3.5  

                            13                   5.4  

                            14                   6.4  

                            15                   5.1  

                            16                   4.7  

                            17                   4.8  

                            18                   3.1  

                            19                   4.5  

                            20                   3.3  

                            21                   5.2  

                            22                  10.7  

                            23                  11.0  

 

                           Max                  11.0

                           Min                    .8

                           Mean                  3.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  15.2  

                            01                  13.1  

                            02                  11.1  

                            03                  11.0  

                            04                  10.7  

                            05                  14.5  

                            06                  15.0  

                            07                  12.4  

                            08                   8.6  

                            09                   5.4  

                            10                   4.5  

                            11                   7.3  

                            12                   4.3  

                            13                   5.1  

                            14                   6.1  

                            15                   5.5  

                            16                   3.8  

                            17                   2.0  

                            18                   2.4  

                            19                   1.6  

                            20                   2.7  

                            21                   2.9  

                            22                   2.1  

                            23                   2.5  

 

                           Max                  15.2

                           Min                   1.6

                           Mean                  7.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.2  

                            01                   1.6  

                            02                   2.2  

                            03                   3.1  

                            04                   2.1  

                            05                   3.3  

                            06                   5.9  

                            07                  11.9  

                            08                  13.0  

                            09                  12.3  

                            10                  11.5  

                            11                  13.1  

                            12                  12.8  

                            13                  13.6  

                            14                  15.5  

                            15                  15.3  

                            16                  13.9  

                            17                  17.2  

                            18                  20.7  

                            19                  16.3  

                            20                  12.3  

                            21                   8.0  

                            22                   4.4  

                            23                   4.9  

 

                           Max                  20.7

                           Min                   1.6

                           Mean                  9.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   8.1  

                            01                   5.5  

                            02                   3.6  

                            03                   7.0  

                            04                   4.1  

                            05                   2.3  

                            06                   2.0  

                            07                   1.7  

                            08                   2.2  

                            09                   2.3  

                            10                   3.7  

                            11                   4.9  

                            12                   4.3  

                            13                   4.2  

                            14                   4.4  

                            15                   3.5  

                            16                   3.1  

                            17                   3.5  

                            18                   2.9  

                            19                   3.6  

                            20                   3.0  

                            21                   2.4  

                            22                   1.6  

                            23                   2.0  

 

                           Max                   8.1

                           Min                   1.6

                           Mean                  3.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.2  

                            01                   1.4  

                            02                   1.7  

                            03                   1.7  

                            04                   2.2  

                            05                   1.6  

                            06                   1.5  

                            07                   1.9  

                            08                   1.7  

                            09                   2.2  

                            10                   2.9  

                            11                   5.0  

                            12                   7.1  

                            13                  11.9  

                            14                   8.7  

                            15                  12.7  

                            16                  12.1  

                            17                  13.3  

                            18                  11.2  

                            19                  10.2  

                            20                  10.2  

                            21                  10.0  

                            22                  12.1  

                            23                  11.7  

 

                           Max                  13.3

                           Min                   1.4

                           Mean                  6.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  11.4  

                            01                  11.7  

                            02                  10.9  

                            03                  10.2  

                            04                   9.1  

                            05                   9.0  

                            06                   8.7  

                            07                   9.3  

                            08                   8.2  

                            09                  11.3  

                            10                  12.6  

                            11                  10.1  

                            12                  12.6  

                            13                  14.8  

                            14                  15.7  

                            15                  15.3  

                            16                  18.7  

                            17                  20.5  

                            18                  21.0  

                            19                  18.9  

                            20                  19.1  

                            21                  19.9  

                            22                  17.6  

                            23                  17.0  

 

                           Max                  21.0

                           Min                   8.2

                           Mean                 13.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  14.3  

                            01                  11.7  

                            02                  10.2  

                            03                  10.5  

                            04                  11.1  

                            05                  12.2  

                            06                   8.9  

                            07                   5.8  

                            08                   4.0  

                            09                   3.9  

                            10                   5.6  

                            11                   7.1  

                            12                   7.9  

                            13                   8.1  

                            14                   7.6  

                            15                   6.1  

                            16                   4.7  

                            17                   3.6  

                            18                   3.4  

                            19                   2.2  

                            20                   1.7  

                            21                   1.8  

                            22                   1.7  

                            23                   3.1  

 

                           Max                  14.3

                           Min                   1.7

                           Mean                  6.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   4.5  

                            01                   1.6  

                            02                   2.1  

                            03                   1.7  

                            04                   2.4  

                            05                   2.0  

                            06                   2.4  

                            07                   2.3  

                            08                   2.2  

                            09                   5.2  

                            10                   7.1  

                            11                   6.8  

                            12                   7.2  

                            13                   6.4  

                            14                   5.5  

                            15                   5.6  

                            16                   5.1  

                            17                   2.4  

                            18                   1.3  

                            19                   1.2  

                            20                   1.0  

                            21                   1.0  

                            22                   1.1  

                            23                   1.1  

 

                           Max                   7.2

                           Min                   1.0

                           Mean                  3.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.3  

                            01                   1.2  

                            02                   1.7  

                            03                   1.5  

                            04                   2.8  

                            05                   2.4  

                            06                   2.2  

                            07                   1.9  

                            08                   2.8  

                            09                   3.0  

                            10                   3.4  

                            11                   4.3  

                            12                   5.1  

                            13                   5.0  

                            14                   4.1  

                            15                   4.0  

                            16                   2.8  

                            17                   2.3  

                            18                   1.6  

                            19                   1.4  

                            20                   1.6  

                            21                   1.6  

                            22                   1.6  

                            23                   1.5  

 

                           Max                   5.1

                           Min                   1.2

                           Mean                  2.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.1  

                            01                   2.0  

                            02                   2.0  

                            03                   2.1  

                            04                   2.2  

                            05                   1.5  

                            06                   1.6  

                            07                   1.6  

                            08                   1.8  

                            09                   2.1  

                            10                   4.8  

                            11                   5.6  

                            12                   4.0  

                            13                   6.3  

                            14                  10.3  

                            15                  15.0  

                            16                  17.6  

                            17                  14.2  

                            18                  14.9  

                            19                  14.1  

                            20                  15.9  

                            21                  13.1  

                            22                  10.8  

                            23                  14.2  

 

                           Max                  17.6

                           Min                   1.1

                           Mean                  7.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  14.3  

                            01                  13.4  

                            02                  12.1  

                            03                  13.0  

                            04                  12.7  

                            05                  14.3  

                            06                  12.5  

                            07                  11.9  

                            08                  10.5  

                            09                  10.3  

                            10                  12.8  

                            11                  11.2  

                            12                   7.1  

                            13                   5.2  

                            14                   7.4  

                            15                   6.7  

                            16                   6.2  

                            17                   3.7  

                            18                   2.2  

                            19                   2.5  

                            20                   3.0  

                            21                   3.1  

                            22                   3.1  

                            23                   2.0  

 

                           Max                  14.3

                           Min                   2.0

                           Mean                  8.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.9  

                            01                   6.0  

                            02                   7.1  

                            03                   6.1  

                            04                   6.5  

                            05                   7.6  

                            06                   6.1  

                            07                   3.3  

                            08                   2.7  

                            09                   2.7  

                            10                   2.9  

                            11                   3.7  

                            12                   3.9  

                            13                   4.5  

                            14                   5.0  

                            15                   5.0  

                            16                   4.7  

                            17                   4.6  

                            18                   4.0  

                            19                   3.1  

                            20                   2.8  

                            21                   2.1  

                            22                   2.6  

                            23                   3.6  

 

                           Max                   7.6

                           Min                   2.1

                           Mean                  4.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.9  

                            01                   3.4  

                            02                   2.7  

                            03                   3.0  

                            04                   3.6  

                            05                   4.0  

                            06                   4.2  

                            07                   2.8  

                            08                   3.6  

                            09                   5.8  

                            10                   4.4  

                            11                   4.8  

                            12                   5.6  

                            13                  10.1  

                            14                  10.0  

                            15                   6.6  

                            16                   5.4  

                            17                   3.6  

                            18                   2.1  

                            19                   3.4  

                            20                   3.5  

                            21                   3.5  

                            22                   6.3  

                            23                   5.5  

 

                           Max                  10.1

                           Min                   2.1

                           Mean                  4.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   6.2  

                            01                   9.8  

                            02                  12.7  

                            03                  11.7  

                            04                  11.2  

                            05                  14.6  

                            06                  14.6  

                            07                   9.6  

                            08                  10.0  

                            09                  13.8  

                            10                  17.4  

                            11                  15.1  

                            12                  13.0  

                            13                  10.8  

                            14                   8.8  

                            15                   6.3  

                            16                   5.1  

                            17                   4.4  

                            18                   2.7  

                            19                   3.2  

                            20                   2.1  

                            21                   1.9  

                            22                   1.9  

                            23                   1.7  

 

                           Max                  17.4

                           Min                   1.7

                           Mean                  8.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.4  

                            01                   2.1  

                            02                   2.2  

                            03                   2.4  

                            04                   5.1  

                            05                   6.3  

                            06                   9.7  

                            07                  12.9  

                            08                  10.5  

                            09                   8.7  

                            10                   9.5  

                            11                   8.4  

                            12                  10.2  

                            13                  10.9  

                            14                  12.0  

                            15                  12.7  

                            16                  11.8  

                            17                  10.1  

                            18                  10.6  

                            19                  10.5  

                            20                  10.4  

                            21                   7.6  

                            22                   8.1  

                            23                   7.1  

 

                           Max                  12.9

                           Min                   1.4

                           Mean                  8.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   8.4  

                            01                   8.4  

                            02                   6.4  

                            03                   6.1  

                            04                   6.5  

                            05                   5.7  

                            06                   6.1  

                            07                   5.1  

                            08                   5.8  

                            09                   5.0  

                            10                   5.9  

                            11                   6.1  

                            12                   6.4  

                            13                   7.1  

                            14                   6.7  

                            15                   5.9  

                            16                   4.4  

                            17                   3.1  

                            18                   1.7  

                            19                   1.5  

                            20                   2.3  

                            21                   2.3  

                            22                   1.3  

                            23                   1.4  

 

                           Max                   8.4

                           Min                   1.3

                           Mean                  5.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.7  

                            01                   2.2  

                            02                   1.8  

                            03                   2.4  

                            04                   2.2  

                            05                   2.4  

                            06                   2.4  

                            07                   2.6  

                            08                   2.9  

                            09                   2.5  

                            10                   2.6  

                            11                   2.5  

                            12                   3.2  

                            13                   3.8  

                            14                   5.4  

                            15                   7.0  

                            16                   6.9  

                            17                   4.8  

                            18                   4.2  

                            19                   4.7  

                            20                   4.6  

                            21                   5.7  

                            22                   4.8  

                            23                   7.4  

 

                           Max                   7.4

                           Min                   1.7

                           Mean                  3.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   8.5  

                            01                   5.3  

                            02                   4.6  

                            03                   4.8  

                            04                   4.8  

                            05                   5.3  

                            06                   6.2  

                            07                   5.0  

                            08                   8.4  

                            09                   6.2  

                            10                   6.5  

                            11                   6.1  

                            12                   4.2  

                            13                   3.9  

                            14                   4.1  

                            15                   4.4  

                            16                   5.2  

                            17                   5.7  

                            18                   4.2  

                            19                   5.1  

                            20                   6.1  

                            21                   7.0  

                            22                   7.0  

                            23                   8.2  

 

                           Max                   8.5

                           Min                   3.9

                           Mean                  5.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   8.5  

                            01                   9.0  

                            02                   8.4  

                            03                   9.1  

                            04                   9.3  

                            05                   8.6  

                            06                   8.1  

                            07                   8.2  

                            08                   8.6  

                            09                   8.3  

                            10                   6.7  

                            11                   6.6  

                            12                   6.7  

                            13                   7.2  

                            14                   5.3  

                            15                   4.3  

                            16                   7.3  

                            17                   9.3  

                            18                   6.9  

                            19                   8.1  

                            20                   7.0  

                            21                   7.0  

                            22                   5.5  

                            23                   4.4  

 

                           Max                   9.3

                           Min                   4.3

                           Mean                  7.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   5.4  

                            01                   4.5  

                            02                   4.8  

                            03                   6.0  

                            04                   6.0  

                            05                   7.5  

                            06                   5.6  

                            07                   4.3  

                            08                   4.1  

                            09                   3.9  

                            10                   4.5  

                            11                   4.2  

                            12                   4.4  

                            13                   5.2  

                            14                   5.1  

                            15                   5.8  

                            16                   5.3  

                            17                   4.7  

                            18                   4.1  

                            19                   4.1  

                            20                   4.5  

                            21                   4.0  

                            22                   3.2  

                            23                   2.3  

 

                           Max                   7.5

                           Min                   2.3

                           Mean                  4.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.8  

                            01                   1.8  

                            02                   1.8  

                            03                   2.0  

                            04                   1.3  

                            05                   1.8  

                            06                   1.3  

                            07                   1.9  

                            08                   2.3  

                            09                   2.4  

                            10                   1.8  

                            11                   2.2  

                            12                   4.2  

                            13                   3.3  

                            14                   3.2  

                            15                   3.3  

                            16                   3.2  

                            17                   5.3  

                            18                   4.5  

                            19                   4.0  

                            20                   5.2  

                            21                   3.5  

                            22                   2.5  

                            23                   1.8  

 

                           Max                   5.3

                           Min                   1.3

                           Mean                  2.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.1  

                            01                   1.9  

                            02                   1.7  

                            03                   3.2  

                            04                   4.3  

                            05                   5.3  

                            06                   5.8  

                            07                   4.5  

                            08                   4.1  

                            09                   4.5  

                            10                   3.0  

                            11                   3.9  

                            12                   3.9  

                            13                   4.6  

                            14                   7.1  

                            15                   5.1  

                            16                   3.2  

                            17                   3.8  

                            18                   2.8  

                            19                   2.6  

                            20                   1.9  

                            21                   1.7  

                            22                   1.9  

                            23                   1.3  

 

                           Max                   7.1

                           Min                   1.3

                           Mean                  3.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.5  

                            01                   1.8  

                            02                   1.9  

                            03                   1.6  

                            04                   1.7  

                            05                   3.0  

                            06                   3.4  

                            07                   5.1  

                            08                   4.7  

                            09                   4.7  

                            10                   3.6  

                            11                   3.7  

                            12                   5.0  

                            13                   5.7  

                            14                   7.3  

                            15                   7.6  

                            16                   6.0  

                            17                   3.5  

                            18                   2.2  

                            19                   1.6  

                            20                   1.4  

                            21                   1.8  

                            22                   2.1  

                            23                   1.5  

 

                           Max                   7.6

                           Min                   1.4

                           Mean                  3.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.2  

                            01                   2.6  

                            02                   2.6  

                            03                   3.9  

                            04                   3.7  

                            05                   3.6  

                            06                   5.1  

                            07                   5.0  

                            08                   3.9  

                            09                   3.3  

                            10                   2.9  

                            11                   3.0  

                            12                   4.5  

                            13                   3.5  

                            14                   5.8  

                            15                   8.9  

                            16                  12.3  

                            17                  12.5  

                            18                  11.5  

                            19                  11.9  

                            20                   8.2  

                            21                   9.3  

                            22                   8.1  

                            23                   8.1  

 

                           Max                  12.5

                           Min                   1.2

                           Mean                  6.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   8.3  

                            01                   6.2  

                            02                   5.0  

                            03                   5.9  

                            04                   5.5  

                            05                   5.7  

                            06                   4.1  

                            07                   4.1  

                            08                   4.3  

                            09                   4.9  

                            10                   5.9  

                            11                   5.5  

                            12                   5.9  

                            13                   5.6  

                            14                   5.5  

                            15                   6.8  

                            16                   6.7  

                            17                   7.1  

                            18                   6.7  

                            19                   6.8  

                            20                   6.6  

                            21                   7.9  

                            22                   9.6  

                            23                  10.9  

 

                           Max                  10.9

                           Min                   4.1

                           Mean                  6.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  10.4  

                            01                   8.3  

                            02                   7.7  

                            03                   7.3  

                            04                   9.3  

                            05                   7.4  

                            06                   7.6  

                            07                   6.0  

                            08                   6.6  

                            09                   8.0  

                            10                   9.7  

                            11                   9.1  

                            12                   9.4  

                            13                   9.9  

                            14                   8.4  

                            15                   8.4  

                            16                   6.4  

                            17                   3.6  

                            18                   1.3  

                            19                   2.2  

                            20                   2.9  

                            21                   3.2  

                            22                   3.0  

                            23                   3.6  

 

                           Max                  10.4

                           Min                   1.3

                           Mean                  6.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   4.3  

                            01                   3.6  

                            02                   3.9  

                            03                   3.5  

                            04                   2.4  

                            05                   1.9  

                            06                   2.8  

                            07                   3.1  

                            08                   4.9  

                            09                   7.8  

                            10                   8.3  

                            11                   6.3  

                            12                   5.3  

                            13                   4.6  

                            14                   5.5  

                            15                   6.6  

                            16                   5.4  

                            17                   6.1  

                            18                   5.2  

                            19                   6.8  

                            20                   8.2  

                            21                   8.3  

                            22                   7.9  

                            23                   5.4  

 

                           Max                   8.3

                           Min                   1.9

                           Mean                  5.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.3  

                            01                   2.2  

                            02                   1.4  

                            03                   1.9  

                            04                   3.1  

                            05                   2.7  

                            06                   3.7  

                            07                   4.8  

                            08                   6.2  

                            09                  14.8  

                            10                  15.3  

                            11                  15.2  

                            12                  15.6  

                            13                  16.4  

                            14                  13.8  

                            15                  11.2  

                            16                   8.8  

                            17                   6.9  

                            18                   4.1  

                            19                   3.2  

                            20                   3.3  

                            21                   2.4  

                            22                   1.9  

                            23                   2.3  

 

                           Max                  16.4

                           Min                   1.4

                           Mean                  6.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.5  

                            01                   2.7  

                            02                   2.5  

                            03                   1.7  

                            04                   2.5  

                            05                   3.7  

                            06                   3.0  

                            07                   2.6  

                            08                   2.1  

                            09                   3.5  

                            10                   6.1  

                            11                   6.0  

                            12                   5.4  

                            13                   5.7  

                            14                   5.0  

                            15                   4.6  

                            16                   4.4  

                            17                   4.4  

                            18                   3.2  

                            19                   2.8  

                            20                   1.6  

                            21                   1.8  

                            22                   2.8  

                            23                   2.9  

 

                           Max                   6.1

                           Min                   1.6

                           Mean                  3.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.4  

                            01                   1.7  

                            02                   2.2  

                            03                   2.4  

                            04                   2.6  

                            05                   2.9  

                            06                   1.9  

                            07                   2.9  

                            08                   4.6  

                            09                   3.5  

                            10                   4.7  

                            11                   6.6  

                            12                   6.0  

                            13                   9.3  

                            14                  10.6  

                            15                   7.8  

                            16                   6.0  

                            17                   6.5  

                            18                  10.0  

                            19                  12.6  

                            20                   8.8  

                            21                   7.1  

                            22                  10.6  

                            23                  11.9  

 

                           Max                  12.6

                           Min                   1.4

                           Mean                  6.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  10.4  

                            01                  11.6  

                            02                  11.1  

                            03                  11.3  

                            04                   9.8  

                            05                   8.0  

                            06                   7.0  

                            07                   6.8  

                            08                   5.3  

                            09                   4.8  

                            10                   6.2  

                            11                   5.0  

                            12                   5.0  

                            13                   4.7  

                            14                   5.3  

                            15                   5.9  

                            16                   4.6  

                            17                   3.6  

                            18                   3.2  

                            19                   3.2  

                            20                   5.0  

                            21                   3.2  

                            22                   3.5  

                            23                   5.2  

 

                           Max                  11.6

                           Min                   3.2

                           Mean                  6.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   4.0  

                            01                   3.5  

                            02                   3.6  

                            03                   2.4  

                            04                   2.9  

                            05                   1.9  

                            06                   1.8  

                            07                   1.5  

                            08                   2.5  

                            09                   4.4  

                            10                   8.4  

                            11                   8.3  

                            12                   8.3  

                            13                   7.7  

                            14                   6.2  

                            15                   5.2  

                            16                   3.4  

                            17                   3.5  

                            18                   3.6  

                            19                   2.7  

                            20                   4.1  

                            21                   5.3  

                            22                   4.2  

                            23                   6.3  

 

                           Max                   8.4

                           Min                   1.5

                           Mean                  4.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   5.3  

                            01                   4.1  

                            02                   3.9  

                            03                   4.4  

                            04                   4.7  

                            05                   3.9  

                            06                   4.9  

                            07                   5.0  

                            08                   5.5  

                            09                   3.9  

                            10                   4.1  

                            11                   4.2  

                            12                   4.5  

                            13                   3.9  

                            14                   4.1  

                            15                   4.4  

                            16                   2.9  

                            17                   1.8  

                            18                   1.4  

                            19                   1.8  

                            20                   2.9  

                            21                   2.8  

                            22                   2.2  

                            23                   1.3  

 

                           Max                   5.5

                           Min                   1.3

                           Mean                  3.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.1  

                            01                   2.8  

                            02                   4.2  

                            03                   5.5  

                            04                   4.2  

                            05                   2.0  

                            06                   1.1  

                            07                   1.8  

                            08                   2.0  

                            09                   2.9  

                            10                   4.9  

                            11                   4.0  

                            12                   4.6  

                            13                   3.7  

                            14                   3.6  

                            15                   4.6  

                            16                   5.2  

                            17                   4.2  

                            18                   2.1  

                            19                   2.4  

                            20                   4.1  

                            21                   2.9  

                            22                   1.6  

                            23                   1.3  

 

                           Max                   5.5

                           Min                   1.1

                           Mean                  3.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.9  

                            01                   1.2  

                            02                   1.1  

                            03                   1.8  

                            04                   1.2  

                            05                   1.6  

                            06                   2.3  

                            07                   1.7  

                            08                   2.1  

                            09                   1.8  

                            10                   2.6  

                            11                   2.3  

                            12                   2.5  

                            13                   3.7  

                            14                   4.3  

                            15                   4.5  

                            16                   4.9  

                            17                   3.3  

                            18                   2.9  

                            19                   1.8  

                            20                   2.0  

                            21                   2.3  

                            22                   2.1  

                            23                   2.9  

 

                           Max                   4.9

                           Min                   1.1

                           Mean                  2.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.9  

                            01                   2.7  

                            02                   3.6  

                            03                   2.9  

                            04                   6.5  

                            05                   7.3  

                            06                   9.3  

                            07                  11.4  

                            08                  10.3  

                            09                  10.8  

                            10                  11.5  

                            11                  10.8  

                            12                  10.4  

                            13                  10.0  

                            14                  10.9  

                            15                   9.7  

                            16                   9.3  

                            17                   7.4  

                            18                   6.8  

                            19                   8.1  

                            20                   7.5  

                            21                   8.3  

                            22                   7.2  

                            23                   7.7  

 

                           Max                  11.5

                           Min                   1.9

                           Mean                  8.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   6.9  

                            01                   6.4  

                            02                   6.3  

                            03                   6.5  

                            04                   6.5  

                            05                   5.7  

                            06                   5.4  

                            07                   5.1  

                            08                   7.2  

                            09                   8.2  

                            10                   8.8  

                            11                   8.0  

                            12                   8.4  

                            13                   8.3  

                            14                   8.6  

                            15                   8.2  

                            16                   7.8  

                            17                   6.0  

                            18                   2.7  

                            19                   3.0  

                            20                   8.0  

                            21                   8.8  

                            22                   4.3  

                            23                   4.8  

 

                           Max                   8.8

                           Min                   2.7

                           Mean                  6.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   4.8  

                            01                   5.2  

                            02                   5.0  

                            03                   6.7  

                            04                   4.3  

                            05                   1.8  

                            06                   1.8  

                            07                   1.7  

                            08                   3.2  

                            09                   2.8  

                            10                   4.7  

                            11                   5.6  

                            12                   5.6  

                            13                   9.5  

                            14                  10.5  

                            15                   5.7  

                            16                   6.1  

                            17                   7.1  

                            18                   8.1  

                            19                   8.0  

                            20                  10.5  

                            21                   8.1  

                            22                   6.5  

                            23                   3.4  

 

                           Max                  10.5

                           Min                   1.7

                           Mean                  5.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.9  

                            01                   2.3  

                            02                   2.5  

                            03                   2.2  

                            04                   1.1  

                            05                   1.4  

                            06                   2.5  

                            07                   7.1  

                            08                   4.4  

                            09                   4.9  

                            10                   6.8  

                            11                   7.0  

                            12                   8.3  

                            13                   6.8  

                            14                   6.4  

                            15                   6.5  

                            16                   7.3  

                            17                   9.5  

                            18                  11.5  

                            19                  11.5  

                            20                  14.6  

                            21                  17.3  

                            22                  14.2  

                            23                  14.9  

 

                           Max                  17.3

                           Min                   1.1

                           Mean                  7.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  16.0  

                            01                  16.4  

                            02                  11.0  

                            03                  13.5  

                            04                  17.5  

                            05                  15.2  

                            06                  13.1  

                            07                  11.7  

                            08                   7.7  

                            09                   6.2  

                            10                   6.5  

                            11                   7.6  

                            12                   7.8  

                            13                   8.5  

                            14                  10.4  

                            15                  10.5  

                            16                   8.8  

                            17                   8.9  

                            18                   7.1  

                            19                   4.9  

                            20                   4.7  

                            21                   5.5  

                            22                   5.9  

                            23                   7.8  

 

                           Max                  17.5

                           Min                   4.7

                           Mean                  9.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   8.8  

                            01                   8.4  

                            02                   9.2  

                            03                   8.0  

                            04                   4.3  

                            05                   2.4  

                            06                   1.6  

                            07                   1.3  

                            08                   1.6  

                            09                   2.0  

                            10                   2.3  

                            11                   2.3  

                            12                   3.1  

                            13                   4.3  

                            14                   5.2  

                            15                   4.8  

                            16                   4.4  

                            17                   4.0  

                            18                   2.8  

                            19                   2.6  

                            20                   2.1  

                            21                   2.1  

                            22                   4.3  

                            23                   3.5  

 

                           Max                   9.2

                           Min                   1.3

                           Mean                  4.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.7  

                            01                   2.5  

                            02                   1.8  

                            03                   2.1  

                            04                   2.7  

                            05                   4.3  

                            06                   3.6  

                            07                   3.7  

                            08                   2.6  

                            09                   2.8  

                            10                   4.0  

                            11                   6.0  

                            12                   6.5  

                            13                   6.3  

                            14                   6.8  

                            15                   7.9  

                            16                   5.4  

                            17                   3.6  

                            18                   2.3  

                            19                   2.3  

                            20                   2.1  

                            21                   2.3  

                            22                   1.8  

                            23                   2.4  

 

                           Max                   7.9

                           Min                   1.8

                           Mean                  3.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   1.9  

                            01                   1.6  

                            02                   1.4  

                            03                   1.9  

                            04                   3.4  

                            05                   4.1  

                            06                   4.7  

                            07                   4.3  

                            08                   3.9  

                            09                   3.4  

                            10                   7.6  

                            11                   8.4  

                            12                   7.8  

                            13                  12.0  

                            14                   9.7  

                            15                   9.6  

                            16                  10.3  

                            17                   9.7  

                            18                  10.4  

                            19                  13.6  

                            20                  13.0  

                            21                  13.9  

                            22                  13.2  

                            23                  12.0  

 

                           Max                  13.9

                           Min                   1.4

                           Mean                  7.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  10.2  

                            01                  10.5  

                            02                   9.8  

                            03                   9.9  

                            04                   8.7  

                            05                   8.8  

                            06                   8.3  

                            07                   7.0  

                            08                   8.0  

                            09                   8.3  

                            10                   9.1  

                            11                  10.1  

                            12                  10.9  

                            13                  10.1  

                            14                   8.7  

                            15                   9.4  

                            16                   8.8  

                            17                   8.7  

                            18                   6.6  

                            19                   5.2  

                            20                   5.0  

                            21                   3.7  

                            22                   4.5  

                            23                   3.7  

 

                           Max                  10.9

                           Min                   3.7

                           Mean                  8.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.3  

                            01                   3.7  

                            02                   3.2  

                            03                   3.3  

                            04                   2.5  

                            05                   2.4  

                            06                   3.4  

                            07                   3.3  

                            08                   3.5  

                            09                   6.5  

                            10                   4.7  

                            11                   7.7  

                            12                   9.2  

                            13                   8.6  

                            14                   9.1  

                            15                  10.7  

                            16                  10.6  

                            17                  10.0  

                            18                   9.5  

                            19                   9.7  

                            20                   9.5  

                            21                   8.2  

                            22                   8.9  

                            23                   8.6  

 

                           Max                  10.7

                           Min                   2.3

                           Mean                  6.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                  10.3  

                            01                  10.1  

                            02                  10.3  

                            03                   9.1  

                            04                   8.4  

                            05                   7.7  

                            06                   7.1  

                            07                   6.5  

                            08                   6.4  

                            09                   6.2  

                            10                   7.8  

                            11                   7.5  

                            12                   7.3  

                            13                   6.6  

                            14                   7.2  

                            15                   7.2  

                            16                   6.2  

                            17                   5.3  

                            18                   4.5  

                            19                   6.1  

                            20                   4.8  

                            21                   3.4  

                            22                   3.0  

                            23                   2.6  

 

                           Max                  10.3

                           Min                   2.6

                           Mean                  6.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.3  

                            01                   4.0  

                            02                   4.4  

                            03                   4.7  

                            04                   3.9  

                            05                   2.8  

                            06                   1.3  

                            07                   1.9  

                            08                   2.6  

                            09                   2.5  

                            10                   4.0  

                            11                   4.0  

                            12                   4.1  

                            13                   4.3  

                            14                   4.6  

                            15                   4.3  

                            16                   4.5  

                            17                   4.8  

                            18                   3.9  

                            19                   3.3  

                            20                   3.6  

                            21                   4.7  

                            22                   4.7  

                            23                   3.5  

 

                           Max                   4.8

                           Min                   1.3

                           Mean                  3.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.4  

                            01                   3.9  

                            02                   3.8  

                            03                   3.3  

                            04                   3.1  

                            05                   1.9  

                            06                   2.0  

                            07                   1.5  

                            08                   2.0  

                            09                   3.1  

                            10                   4.2  

                            11                   4.0  

                            12                   5.0  

                            13                   5.3  

                            14                   5.9  

                            15                   5.1  

                            16                   4.9  

                            17                   4.5  

                            18                   3.2  

                            19                   2.0  

                            20                   1.4  

                            21                   1.9  

                            22                   2.8  

                            23                   2.5  

 

                           Max                   5.9

                           Min                   1.4

                           Mean                  3.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.3  

                            01                   2.5  

                            02                   3.1  

                            03                   2.9  

                            04                   3.0  

                            05                   1.9  

                            06                   2.1  

                            07                   1.8  

                            08                   2.9  

                            09                   3.9  

                            10                   4.0  

                            11                   4.3  

                            12                   4.5  

                            13                   4.4  

                            14                   4.3  

                            15                   4.0  

                            16                   4.1  

                            17                   4.2  

                            18                   3.1  

                            19                   2.3  

                            20                   2.5  

                            21                   4.1  

                            22                   3.0  

                            23                   1.9  

 

                           Max                   4.5

                           Min                   1.8

                           Mean                  3.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   3.9  

                            01                   5.4  

                            02                   4.8  

                            03                   5.9  

                            04                   7.2  

                            05                   6.7  

                            06                   7.5  

                            07                   6.5  

                            08                   4.9  

                            09                   5.8  

                            10                   7.5  

                            11                  10.1  

                            12                   8.8  

                            13                   8.7  

                            14                   9.2  

                            15                   8.5  

                            16                   8.7  

                            17                   5.0  

                            18                   2.5  

                            19                   2.1  

                            20                   1.7  

                            21                   2.6  

                            22                   3.0  

                            23                   2.5  

 

                           Max                  10.1

                           Min                   1.7

                           Mean                  5.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                   2.3  

                            01                   2.4  

                            02                   2.3  

                            03                   1.7  

                            04                   1.5  

                            05                   1.5  

                            06                   3.0  

                            07                   1.4  

                            08                   2.7  

                            09                   4.2  

                            10                   4.8  

                            11                   6.4  

                            12                   6.1  

                            13                   6.2  

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                   6.4

                           Min                   1.4

                           Mean                  3.3

                           Hours                  14

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                -999.0

                           Min                -999.0

                           Mean               -999.0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                -999.0

                           Min                -999.0

                           Mean               -999.0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WS      

     Units       : MPH     

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                -999.0

                           Min                -999.0

                           Mean               -999.0

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   165  

                            01                   351  

                            02                   162  

                            03                   202  

                            04                   230  

                            05                   240  

                            06                   227  

                            07                   224  

                            08                   231  

                            09                   222  

                            10                   223  

                            11                   221  

                            12                   223  

                            13                   229  

                            14                   235  

                            15                   225  

                            16                   255  

                            17                   278  

                            18                   231  

                            19                   238  

                            20                   234  

                            21                   279  

                            22                   296  

                            23                   298  

 

                           Max                   351

                           Min                   162

                           Mean                  236

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   302  

                            01                   301  

                            02                   298  

                            03                   293  

                            04                   296  

                            05                   291  

                            06                   282  

                            07                   298  

                            08                   299  

                            09                   317  

                            10                   325  

                            11                   339  

                            12                   343  

                            13                   338  

                            14                   341  

                            15                   344  

                            16                   347  

                            17                   337  

                            18                   330  

                            19                   317  

                            20                   288  

                            21                   308  

                            22                   322  

                            23                   265  

 

                           Max                   347

                           Min                   265

                           Mean                  313

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   262  

                            01                   266  

                            02                   215  

                            03                   224  

                            04                   218  

                            05                   207  

                            06                   222  

                            07                   192  

                            08                   211  

                            09                   205  

                            10                   203  

                            11                   216  

                            12                   237  

                            13                   235  

                            14                   233  

                            15                   240  

                            16                   231  

                            17                   232  

                            18                   244  

                            19                   225  

                            20                   220  

                            21                   228  

                            22                   216  

                            23                   218  

 

                           Max                   266

                           Min                   192

                           Mean                  224

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   222  

                            01                   250  

                            02                   170  

                            03                   198  

                            04                   199  

                            05                   188  

                            06                   174  

                            07                   178  

                            08                   184  

                            09                   218  

                            10                   179  

                            11                   231  

                            12                   237  

                            13                   197  

                            14                   199  

                            15                   222  

                            16                   197  

                            17                   183  

                            18                   185  

                            19                   172  

                            20                   177  

                            21                   199  

                            22                   232  

                            23                   260  

 

                           Max                   260

                           Min                   170

                           Mean                  201

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   298  

                            01                   308  

                            02                   300  

                            03                   322  

                            04                   330  

                            05                   334  

                            06                   336  

                            07                   290  

                            08                   290  

                            09                   261  

                            10                   230  

                            11                   259  

                            12                   254  

                            13                   252  

                            14                   261  

                            15                   254  

                            16                   257  

                            17                   234  

                            18                   232  

                            19                   218  

                            20                   202  

                            21                   253  

                            22                   202  

                            23                   189  

 

                           Max                   336

                           Min                   189

                           Mean                  264

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   266  

                            01                   250  

                            02                   140  

                            03                   153  

                            04                   145  

                            05                   241  

                            06                   130  

                            07                   211  

                            08                   234  

                            09                   179  

                            10                   210  

                            11                   255  

                            12                   222  

                            13                   203  

                            14                   217  

                            15                   235  

                            16                   234  

                            17                   216  

                            18                   203  

                            19                   215  

                            20                   205  

                            21                   171  

                            22                   278  

                            23                   282  

 

                           Max                   282

                           Min                   130

                           Mean                  213

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   282  

                            01                   291  

                            02                   289  

                            03                   267  

                            04                   289  

                            05                   282  

                            06                   283  

                            07                   293  

                            08                   284  

                            09                   241  

                            10                   232  

                            11                   261  

                            12                   233  

                            13                   251  

                            14                   252  

                            15                   234  

                            16                   241  

                            17                   211  

                            18                   170  

                            19                   163  

                            20                   167  

                            21                   154  

                            22                   180  

                            23                   158  

 

                           Max                   293

                           Min                   154

                           Mean                  241

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   176  

                            01                   205  

                            02                   166  

                            03                   161  

                            04                   234  

                            05                   197  

                            06                   223  

                            07                   277  

                            08                   286  

                            09                   284  

                            10                   284  

                            11                   285  

                            12                   285  

                            13                   283  

                            14                   284  

                            15                   272  

                            16                   273  

                            17                   271  

                            18                   277  

                            19                   286  

                            20                   283  

                            21                   281  

                            22                   267  

                            23                   262  

 

                           Max                   286

                           Min                   161

                           Mean                  259

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   269  

                            01                   268  

                            02                   271  

                            03                   263  

                            04                   232  

                            05                   178  

                            06                   131  

                            07                   101  

                            08                   137  

                            09                   111  

                            10                   160  

                            11                   164  

                            12                   174  

                            13                   185  

                            14                   175  

                            15                   173  

                            16                   180  

                            17                   178  

                            18                   200  

                            19                   156  

                            20                   164  

                            21                   154  

                            22                    74  

                            23                   254  

 

                           Max                   271

                           Min                    74

                           Mean                  179

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   234  

                            01                   184  

                            02                    34  

                            03                   191  

                            04                     5  

                            05                   210  

                            06                   259  

                            07                   296  

                            08                    73  

                            09                     6  

                            10                    34  

                            11                    35  

                            12                    44  

                            13                    26  

                            14                    44  

                            15                    21  

                            16                    18  

                            17                    23  

                            18                    27  

                            19                    40  

                            20                    38  

                            21                    29  

                            22                    28  

                            23                    28  

 

                           Max                   296

                           Min                     5

                           Mean                   24

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    27  

                            01                    29  

                            02                    30  

                            03                    29  

                            04                    33  

                            05                    37  

                            06                    35  

                            07                    30  

                            08                    31  

                            09                    18  

                            10                    15  

                            11                    13  

                            12                    16  

                            13                    11  

                            14                    13  

                            15                    14  

                            16                    15  

                            17                    14  

                            18                    13  

                            19                     8  

                            20                    10  

                            21                     9  

                            22                     8  

                            23                     8  

 

                           Max                    37

                           Min                     8

                           Mean                   19

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                     1  

                            01                   355  

                            02                   349  

                            03                   344  

                            04                   346  

                            05                   350  

                            06                   353  

                            07                   354  

                            08                   321  

                            09                   340  

                            10                   292  

                            11                   295  

                            12                   289  

                            13                   290  

                            14                   287  

                            15                   290  

                            16                   253  

                            17                   258  

                            18                   244  

                            19                   183  

                            20                   126  

                            21                   195  

                            22                   220  

                            23                   180  

 

                           Max                   355

                           Min                     1

                           Mean                  300

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   216  

                            01                   163  

                            02                   153  

                            03                   181  

                            04                   203  

                            05                   186  

                            06                   220  

                            07                   243  

                            08                   223  

                            09                   287  

                            10                   292  

                            11                   310  

                            12                   317  

                            13                   324  

                            14                   338  

                            15                   294  

                            16                   276  

                            17                   252  

                            18                   233  

                            19                   221  

                            20                   173  

                            21                   114  

                            22                   170  

                            23                   141  

 

                           Max                   338

                           Min                   114

                           Mean                  229

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   198  

                            01                   210  

                            02                   236  

                            03                   238  

                            04                   272  

                            05                   270  

                            06                   251  

                            07                   187  

                            08                   190  

                            09                   213  

                            10                   214  

                            11                   218  

                            12                   214  

                            13                   205  

                            14                   194  

                            15                   197  

                            16                   180  

                            17                   197  

                            18                   178  

                            19                   131  

                            20                   182  

                            21                   201  

                            22                   194  

                            23                   166  

 

                           Max                   272

                           Min                   131

                           Mean                  205

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   177  

                            01                   209  

                            02                   185  

                            03                   190  

                            04                   175  

                            05                   130  

                            06                   174  

                            07                   208  

                            08                   207  

                            09                   191  

                            10                   218  

                            11                   232  

                            12                   221  

                            13                   243  

                            14                   257  

                            15                   268  

                            16                   274  

                            17                   278  

                            18                   283  

                            19                   284  

                            20                   294  

                            21                   288  

                            22                   285  

                            23                   294  

 

                           Max                   294

                           Min                   130

                           Mean                  233

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   289  

                            01                   285  

                            02                   280  

                            03                   279  

                            04                   283  

                            05                   290  

                            06                   295  

                            07                   293  

                            08                   295  

                            09                   307  

                            10                    12  

                            11                    19  

                            12                    10  

                            13                   342  

                            14                    14  

                            15                    32  

                            16                    34  

                            17                    45  

                            18                    97  

                            19                   205  

                            20                   223  

                            21                   226  

                            22                   237  

                            23                   258  

 

                           Max                   342

                           Min                    10

                           Mean                  307

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   255  

                            01                   292  

                            02                   318  

                            03                   323  

                            04                   351  

                            05                    17  

                            06                    20  

                            07                    53  

                            08                    88  

                            09                   125  

                            10                   173  

                            11                   159  

                            12                   121  

                            13                   119  

                            14                   127  

                            15                   137  

                            16                   145  

                            17                   150  

                            18                   156  

                            19                   156  

                            20                   155  

                            21                   168  

                            22                   218  

                            23                   221  

 

                           Max                   351

                           Min                    17

                           Mean                  143

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   222  

                            01                   224  

                            02                   212  

                            03                   155  

                            04                   185  

                            05                   186  

                            06                   186  

                            07                   194  

                            08                   223  

                            09                   241  

                            10                   216  

                            11                   217  

                            12                   236  

                            13                   256  

                            14                   262  

                            15                   250  

                            16                   249  

                            17                   244  

                            18                   243  

                            19                   226  

                            20                   235  

                            21                   217  

                            22                   244  

                            23                   240  

 

                           Max                   262

                           Min                   155

                           Mean                  224

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   245  

                            01                   277  

                            02                   301  

                            03                   312  

                            04                   313  

                            05                   357  

                            06                    11  

                            07                     7  

                            08                   352  

                            09                   354  

                            10                     0  

                            11                   354  

                            12                   353  

                            13                     1  

                            14                     3  

                            15                   352  

                            16                   305  

                            17                   277  

                            18                   318  

                            19                    11  

                            20                   337  

                            21                   157  

                            22                   171  

                            23                   200  

 

                           Max                   357

                           Min                     0

                           Mean                  331

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    30  

                            01                   265  

                            02                   273  

                            03                   260  

                            04                   297  

                            05                   300  

                            06                   340  

                            07                   354  

                            08                   351  

                            09                   345  

                            10                   339  

                            11                   319  

                            12                   317  

                            13                   313  

                            14                   310  

                            15                   300  

                            16                   301  

                            17                   293  

                            18                   287  

                            19                   286  

                            20                   294  

                            21                   294  

                            22                   301  

                            23                   291  

 

                           Max                   354

                           Min                    30

                           Mean                  308

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   286  

                            01                   289  

                            02                   288  

                            03                   290  

                            04                   286  

                            05                   282  

                            06                   286  

                            07                   281  

                            08                   277  

                            09                   274  

                            10                   270  

                            11                   271  

                            12                   264  

                            13                   274  

                            14                   281  

                            15                   268  

                            16                   285  

                            17                   309  

                            18                   357  

                            19                    14  

                            20                    67  

                            21                    83  

                            22                   137  

                            23                   155  

 

                           Max                   357

                           Min                    14

                           Mean                  286

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   141  

                            01                   104  

                            02                   120  

                            03                   112  

                            04                    91  

                            05                    97  

                            06                   145  

                            07                   159  

                            08                   150  

                            09                   145  

                            10                   139  

                            11                   169  

                            12                   193  

                            13                   218  

                            14                   270  

                            15                   283  

                            16                   299  

                            17                   302  

                            18                   286  

                            19                   285  

                            20                   330  

                            21                     4  

                            22                   339  

                            23                     0  

 

                           Max                   339

                           Min                     0

                           Mean                  163

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   359  

                            01                   354  

                            02                   339  

                            03                   340  

                            04                   325  

                            05                   348  

                            06                     0  

                            07                   348  

                            08                     7  

                            09                    10  

                            10                    27  

                            11                    41  

                            12                    36  

                            13                     1  

                            14                    38  

                            15                    69  

                            16                    71  

                            17                   107  

                            18                   131  

                            19                   117  

                            20                   125  

                            21                   130  

                            22                   118  

                            23                   125  

 

                           Max                   359

                           Min                     0

                           Mean                   38

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   129  

                            01                   128  

                            02                   130  

                            03                   140  

                            04                   142  

                            05                   147  

                            06                   150  

                            07                   159  

                            08                   159  

                            09                   166  

                            10                   166  

                            11                   172  

                            12                   182  

                            13                   199  

                            14                   212  

                            15                   227  

                            16                   263  

                            17                   276  

                            18                   287  

                            19                   310  

                            20                   327  

                            21                   334  

                            22                   335  

                            23                   350  

 

                           Max                   350

                           Min                   128

                           Mean                  186

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   357  

                            01                     5  

                            02                    10  

                            03                     0  

                            04                    14  

                            05                    27  

                            06                    32  

                            07                    42  

                            08                    49  

                            09                    53  

                            10                    75  

                            11                    89  

                            12                   140  

                            13                   151  

                            14                   142  

                            15                   138  

                            16                   148  

                            17                   150  

                            18                   151  

                            19                   159  

                            20                   161  

                            21                   165  

                            22                   172  

                            23                   186  

 

                           Max                   357

                           Min                     0

                           Mean                   98

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   180  

                            01                   234  

                            02                   257  

                            03                    39  

                            04                   189  

                            05                    94  

                            06                   122  

                            07                    25  

                            08                    66  

                            09                   131  

                            10                   193  

                            11                    33  

                            12                    31  

                            13                    58  

                            14                   132  

                            15                   159  

                            16                    91  

                            17                    33  

                            18                    32  

                            19                    31  

                            20                    25  

                            21                    40  

                            22                    67  

                            23                   102  

 

                           Max                   257

                           Min                    25

                           Mean                   79

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    72  

                            01                   141  

                            02                    92  

                            03                    11  

                            04                    12  

                            05                    27  

                            06                    21  

                            07                    36  

                            08                    29  

                            09                     7  

                            10                    17  

                            11                   323  

                            12                   285  

                            13                   290  

                            14                   290  

                            15                   304  

                            16                   311  

                            17                   296  

                            18                   324  

                            19                    40  

                            20                   159  

                            21                   250  

                            22                   255  

                            23                   144  

 

                           Max                   324

                           Min                     7

                           Mean                  350

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   223  

                            01                   245  

                            02                   177  

                            03                   182  

                            04                   243  

                            05                   242  

                            06                   259  

                            07                   270  

                            08                   272  

                            09                   288  

                            10                   239  

                            11                   232  

                            12                   255  

                            13                   253  

                            14                   255  

                            15                   261  

                            16                   265  

                            17                   258  

                            18                   352  

                            19                    23  

                            20                    77  

                            21                    29  

                            22                    33  

                            23                     2  

 

                           Max                   352

                           Min                     2

                           Mean                  263

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   182  

                            01                    35  

                            02                    39  

                            03                    38  

                            04                    34  

                            05                    33  

                            06                    20  

                            07                    30  

                            08                    31  

                            09                    27  

                            10                     6  

                            11                    15  

                            12                     0  

                            13                   343  

                            14                   327  

                            15                   329  

                            16                   321  

                            17                   329  

                            18                   334  

                            19                   346  

                            20                   324  

                            21                   320  

                            22                   321  

                            23                   314  

 

                           Max                   346

                           Min                     0

                           Mean                  357

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   326  

                            01                   331  

                            02                   313  

                            03                   287  

                            04                   292  

                            05                   291  

                            06                   328  

                            07                   357  

                            08                     2  

                            09                     0  

                            10                    11  

                            11                     6  

                            12                     6  

                            13                     2  

                            14                   357  

                            15                     2  

                            16                   358  

                            17                   352  

                            18                   351  

                            19                   349  

                            20                   334  

                            21                   338  

                            22                   339  

                            23                   345  

 

                           Max                   358

                           Min                     0

                           Mean                  342

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   339  

                            01                   330  

                            02                   332  

                            03                   316  

                            04                   300  

                            05                   284  

                            06                   292  

                            07                   302  

                            08                   274  

                            09                   279  

                            10                   287  

                            11                   280  

                            12                   273  

                            13                   277  

                            14                   279  

                            15                   280  

                            16                   262  

                            17                   250  

                            18                   219  

                            19                   168  

                            20                   143  

                            21                   163  

                            22                   150  

                            23                   152  

 

                           Max                   339

                           Min                   143

                           Mean                  272

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   157  

                            01                   160  

                            02                   179  

                            03                   190  

                            04                   178  

                            05                   179  

                            06                   200  

                            07                   208  

                            08                   255  

                            09                   273  

                            10                   268  

                            11                   261  

                            12                   255  

                            13                   261  

                            14                   271  

                            15                   284  

                            16                   317  

                            17                   340  

                            18                   357  

                            19                     7  

                            20                    31  

                            21                    27  

                            22                    32  

                            23                    26  

 

                           Max                   357

                           Min                     7

                           Mean                  261

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    45  

                            01                    35  

                            02                   189  

                            03                   223  

                            04                   222  

                            05                   221  

                            06                   196  

                            07                   210  

                            08                   225  

                            09                   289  

                            10                   312  

                            11                   316  

                            12                   322  

                            13                   319  

                            14                   319  

                            15                   328  

                            16                   338  

                            17                   340  

                            18                     4  

                            19                   248  

                            20                   243  

                            21                   162  

                            22                   192  

                            23                   187  

 

                           Max                   340

                           Min                     4

                           Mean                  268

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   231  

                            01                   240  

                            02                     3  

                            03                    82  

                            04                    37  

                            05                    38  

                            06                    49  

                            07                    72  

                            08                    70  

                            09                    72  

                            10                    87  

                            11                   117  

                            12                   112  

                            13                    74  

                            14                    80  

                            15                    83  

                            16                    82  

                            17                    54  

                            18                    54  

                            19                    66  

                            20                    88  

                            21                   153  

                            22                   168  

                            23                   181  

 

                           Max                   240

                           Min                     3

                           Mean                   82

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   195  

                            01                   157  

                            02                   171  

                            03                   179  

                            04                   200  

                            05                   194  

                            06                   174  

                            07                   193  

                            08                   188  

                            09                   188  

                            10                   211  

                            11                   227  

                            12                   240  

                            13                   256  

                            14                   261  

                            15                   261  

                            16                   235  

                            17                   253  

                            18                   282  

                            19                   291  

                            20                   313  

                            21                   285  

                            22                   291  

                            23                   294  

 

                           Max                   313

                           Min                   157

                           Mean                  229

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   286  

                            01                   290  

                            02                   292  

                            03                   297  

                            04                   290  

                            05                   298  

                            06                   282  

                            07                   311  

                            08                   328  

                            09                   297  

                            10                   289  

                            11                   283  

                            12                   290  

                            13                   245  

                            14                   187  

                            15                   194  

                            16                   177  

                            17                   150  

                            18                   135  

                            19                   144  

                            20                   131  

                            21                   134  

                            22                   169  

                            23                   155  

 

                           Max                   328

                           Min                   131

                           Mean                  247

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   139  

                            01                   159  

                            02                   182  

                            03                   105  

                            04                   178  

                            05                   231  

                            06                   215  

                            07                   184  

                            08                   137  

                            09                   249  

                            10                   281  

                            11                   279  

                            12                   312  

                            13                   345  

                            14                   353  

                            15                     8  

                            16                    26  

                            17                   293  

                            18                     1  

                            19                    64  

                            20                   117  

                            21                   104  

                            22                   113  

                            23                   117  

 

                           Max                   353

                           Min                     1

                           Mean                  147

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   119  

                            01                   129  

                            02                   117  

                            03                   100  

                            04                   107  

                            05                   108  

                            06                   110  

                            07                   105  

                            08                   103  

                            09                   114  

                            10                   116  

                            11                   137  

                            12                   137  

                            13                   153  

                            14                   149  

                            15                   157  

                            16                   172  

                            17                   171  

                            18                     3  

                            19                    74  

                            20                   108  

                            21                   131  

                            22                   111  

                            23                    54  

 

                           Max                   172

                           Min                     3

                           Mean                  118

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   128  

                            01                   130  

                            02                   136  

                            03                   146  

                            04                   155  

                            05                   218  

                            06                   201  

                            07                   185  

                            08                   159  

                            09                   166  

                            10                   168  

                            11                   160  

                            12                   186  

                            13                   204  

                            14                   192  

                            15                   291  

                            16                   295  

                            17                   297  

                            18                   345  

                            19                   261  

                            20                   287  

                            21                   266  

                            22                   338  

                            23                    46  

 

                           Max                   345

                           Min                    46

                           Mean                  197

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    16  

                            01                   246  

                            02                   222  

                            03                   262  

                            04                   208  

                            05                   183  

                            06                   217  

                            07                   188  

                            08                   213  

                            09                   205  

                            10                   204  

                            11                   231  

                            12                   239  

                            13                   243  

                            14                   226  

                            15                   251  

                            16                   284  

                            17                   267  

                            18                   235  

                            19                   146  

                            20                   319  

                            21                   278  

                            22                   248  

                            23                   255  

 

                           Max                   319

                           Min                    16

                           Mean                  235

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   207  

                            01                   227  

                            02                   242  

                            03                   247  

                            04                   289  

                            05                   313  

                            06                   336  

                            07                   349  

                            08                   343  

                            09                   350  

                            10                   355  

                            11                   353  

                            12                   340  

                            13                   326  

                            14                   331  

                            15                   324  

                            16                   328  

                            17                   327  

                            18                   331  

                            19                   339  

                            20                   339  

                            21                   350  

                            22                   344  

                            23                   350  

 

                           Max                   355

                           Min                   207

                           Mean                  324

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   339  

                            01                   329  

                            02                   321  

                            03                   321  

                            04                   315  

                            05                   313  

                            06                   293  

                            07                   267  

                            08                   276  

                            09                   281  

                            10                   271  

                            11                   251  

                            12                   246  

                            13                   243  

                            14                   247  

                            15                   244  

                            16                   232  

                            17                   241  

                            18                   203  

                            19                   234  

                            20                   247  

                            21                   275  

                            22                   201  

                            23                   228  

 

                           Max                   339

                           Min                   201

                           Mean                  266

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   252  

                            01                   253  

                            02                   270  

                            03                   269  

                            04                   243  

                            05                   194  

                            06                   187  

                            07                   223  

                            08                   230  

                            09                   217  

                            10                   234  

                            11                   244  

                            12                   241  

                            13                   272  

                            14                   286  

                            15                   254  

                            16                   242  

                            17                   256  

                            18                   272  

                            19                   302  

                            20                   287  

                            21                   283  

                            22                   276  

                            23                   205  

 

                           Max                   302

                           Min                   187

                           Mean                  250

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   179  

                            01                   155  

                            02                   164  

                            03                   167  

                            04                   180  

                            05                   208  

                            06                   245  

                            07                   276  

                            08                   243  

                            09                   230  

                            10                   302  

                            11                   329  

                            12                   324  

                            13                   340  

                            14                   340  

                            15                   304  

                            16                   295  

                            17                   299  

                            18                   303  

                            19                   300  

                            20                   292  

                            21                   295  

                            22                   285  

                            23                   283  

 

                           Max                   340

                           Min                   155

                           Mean                  273

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   283  

                            01                   287  

                            02                   300  

                            03                   336  

                            04                    16  

                            05                    15  

                            06                    13  

                            07                     3  

                            08                   357  

                            09                   333  

                            10                   340  

                            11                   332  

                            12                   337  

                            13                   318  

                            14                   293  

                            15                   298  

                            16                   301  

                            17                   337  

                            18                   352  

                            19                   339  

                            20                   327  

                            21                   319  

                            22                   305  

                            23                   298  

 

                           Max                   357

                           Min                     3

                           Mean                  328

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   302  

                            01                   296  

                            02                   299  

                            03                   301  

                            04                   346  

                            05                    23  

                            06                   130  

                            07                   223  

                            08                   308  

                            09                   350  

                            10                   285  

                            11                   295  

                            12                   222  

                            13                   193  

                            14                   189  

                            15                   196  

                            16                   197  

                            17                   179  

                            18                   173  

                            19                   157  

                            20                   170  

                            21                   137  

                            22                   143  

                            23                   156  

 

                           Max                   350

                           Min                    23

                           Mean                  220

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   171  

                            01                   158  

                            02                   211  

                            03                   186  

                            04                   219  

                            05                   285  

                            06                   248  

                            07                   274  

                            08                   306  

                            09                   255  

                            10                   283  

                            11                   277  

                            12                   268  

                            13                   271  

                            14                   265  

                            15                   269  

                            16                   261  

                            17                   210  

                            18                   165  

                            19                   170  

                            20                   161  

                            21                   166  

                            22                   152  

                            23                   173  

 

                           Max                   306

                           Min                   152

                           Mean                  226

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   175  

                            01                   185  

                            02                   184  

                            03                   201  

                            04                   208  

                            05                   228  

                            06                   237  

                            07                   237  

                            08                   234  

                            09                   239  

                            10                   272  

                            11                   256  

                            12                   252  

                            13                   268  

                            14                   278  

                            15                   305  

                            16                   320  

                            17                   329  

                            18                   328  

                            19                   336  

                            20                   332  

                            21                   338  

                            22                   346  

                            23                   355  

 

                           Max                   355

                           Min                   175

                           Mean                  268

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   342  

                            01                   352  

                            02                   346  

                            03                   357  

                            04                   357  

                            05                   355  

                            06                   350  

                            07                   349  

                            08                     0  

                            09                     2  

                            10                   351  

                            11                   355  

                            12                   356  

                            13                   358  

                            14                     0  

                            15                   355  

                            16                     4  

                            17                    11  

                            18                     0  

                            19                     8  

                            20                    24  

                            21                    12  

                            22                    25  

                            23                    39  

 

                           Max                   358

                           Min                     0

                           Mean                    1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                    24  

                            01                    39  

                            02                    42  

                            03                    46  

                            04                    29  

                            05                    46  

                            06                    61  

                            07                    81  

                            08                    80  

                            09                   104  

                            10                   126  

                            11                   112  

                            12                   102  

                            13                   106  

                            14                   113  

                            15                   100  

                            16                   102  

                            17                    97  

                            18                   103  

                            19                   104  

                            20                   106  

                            21                   117  

                            22                   115  

                            23                   115  

 

                           Max                   126

                           Min                    24

                           Mean                   87

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   123  

                            01                   130  

                            02                   133  

                            03                   130  

                            04                   133  

                            05                   127  

                            06                   128  

                            07                   130  

                            08                   139  

                            09                   137  

                            10                   144  

                            11                   149  

                            12                   150  

                            13                   138  

                            14                   135  

                            15                   145  

                            16                   147  

                            17                   121  

                            18                   130  

                            19                   122  

                            20                   123  

                            21                   111  

                            22                   111  

                            23                   122  

 

                           Max                   150

                           Min                   111

                           Mean                  131

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   135  

                            01                   148  

                            02                   143  

                            03                   148  

                            04                   149  

                            05                   166  

                            06                   140  

                            07                    12  

                            08                     2  

                            09                     4  

                            10                   130  

                            11                   148  

                            12                   151  

                            13                   146  

                            14                   137  

                            15                   132  

                            16                   127  

                            17                   136  

                            18                   131  

                            19                   120  

                            20                   129  

                            21                   138  

                            22                   138  

                            23                   140  

 

                           Max                   166

                           Min                     2

                           Mean                  132

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   164  

                            01                   160  

                            02                   158  

                            03                   154  

                            04                   154  

                            05                   159  

                            06                   175  

                            07                   185  

                            08                   169  

                            09                   187  

                            10                   183  

                            11                   169  

                            12                   163  

                            13                   191  

                            14                   186  

                            15                   182  

                            16                   173  

                            17                   154  

                            18                   151  

                            19                   158  

                            20                   156  

                            21                   138  

                            22                   144  

                            23                   156  

 

                           Max                   191

                           Min                   138

                           Mean                  165

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   170  

                            01                   174  

                            02                   150  

                            03                   168  

                            04                   164  

                            05                   170  

                            06                   172  

                            07                   158  

                            08                   167  

                            09                   157  

                            10                   168  

                            11                   143  

                            12                   157  

                            13                   195  

                            14                   219  

                            15                   205  

                            16                   247  

                            17                   279  

                            18                   262  

                            19                   230  

                            20                   224  

                            21                   256  

                            22                   232  

                            23                   224  

 

                           Max                   279

                           Min                   143

                           Mean                  193

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   258  

                            01                   281  

                            02                   306  

                            03                   344  

                            04                   334  

                            05                   303  

                            06                   307  

                            07                   318  

                            08                   282  

                            09                   278  

                            10                   288  

                            11                   294  

                            12                   300  

                            13                   293  

                            14                   284  

                            15                   286  

                            16                   278  

                            17                   259  

                            18                   213  

                            19                   186  

                            20                   162  

                            21                   156  

                            22                   157  

                            23                   158  

 

                           Max                   344

                           Min                   156

                           Mean                  274

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                   164  

                            01                   155  

                            02                   164  

                            03                   211  

                            04                   151  

                            05                   199  

                            06                   230  

                            07                   182  

                            08                   188  

                            09                   215  

                            10                   213  

                            11                   214  

                            12                   227  

                            13                   228  

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                   230

                           Min                   151

                           Mean                  196

                           Hours                  14

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                 -999

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                 -999

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : WD      

     Units       : DEGREES 

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                 -999

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -10.2  

                            01                  -9.5  

                            02                  -8.9  

                            03                  -8.6  

                            04                  -7.9  

                            05                  -8.1  

                            06                  -8.8  

                            07                 -10.3  

                            08                 -11.7  

                            09                 -13.8  

                            10                 -13.1  

                            11                 -11.4  

                            12                 -10.6  

                            13                  -8.6  

                            14                  -7.5  

                            15                  -6.3  

                            16                  -4.6  

                            17                  -4.0  

                            18                  -4.9  

                            19                  -5.1  

                            20                  -6.1  

                            21                  -4.4  

                            22                  -2.0  

                            23                  -1.7  

 

                           Max                  -1.7

                           Min                 -13.8

                           Mean                 -7.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -1.6  

                            01                  -1.4  

                            02                  -1.6  

                            03                  -2.1  

                            04                  -2.3  

                            05                  -2.9  

                            06                  -3.7  

                            07                  -4.1  

                            08                  -4.2  

                            09                  -3.8  

                            10                  -3.3  

                            11                  -3.3  

                            12                  -3.6  

                            13                  -4.4  

                            14                  -4.5  

                            15                  -5.1  

                            16                  -5.7  

                            17                  -6.3  

                            18                  -7.6  

                            19                  -7.8  

                            20                  -7.8  

                            21                  -7.8  

                            22                  -8.1  

                            23                  -8.1  

 

                           Max                  -1.4

                           Min                  -8.1

                           Mean                 -4.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.6  

                            01                  -7.2  

                            02                  -7.4  

                            03                  -9.0  

                            04                  -9.6  

                            05                 -10.6  

                            06                 -11.3  

                            07                 -12.1  

                            08                 -12.3  

                            09                 -12.1  

                            10                 -10.7  

                            11                  -8.5  

                            12                  -6.9  

                            13                  -5.4  

                            14                  -4.8  

                            15                  -4.4  

                            16                  -4.8  

                            17                  -6.2  

                            18                  -7.2  

                            19                  -8.0  

                            20                  -8.8  

                            21                  -8.9  

                            22                  -9.8  

                            23                 -10.2  

 

                           Max                  -4.4

                           Min                 -12.3

                           Mean                 -8.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -10.1  

                            01                  -9.5  

                            02                 -11.5  

                            03                 -12.1  

                            04                 -12.2  

                            05                 -13.4  

                            06                 -13.5  

                            07                 -13.8  

                            08                 -14.0  

                            09                 -13.4  

                            10                 -10.1  

                            11                  -8.2  

                            12                  -6.5  

                            13                  -4.7  

                            14                  -4.2  

                            15                  -4.0  

                            16                  -5.0  

                            17                  -7.1  

                            18                  -8.4  

                            19                  -8.8  

                            20                 -10.2  

                            21                  -9.9  

                            22                 -10.1  

                            23                  -8.5  

 

                           Max                  -4.0

                           Min                 -14.0

                           Mean                 -9.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -6.3  

                            01                  -8.4  

                            02                  -8.4  

                            03                 -11.0  

                            04                 -11.7  

                            05                 -10.8  

                            06                 -10.7  

                            07                 -11.3  

                            08                 -11.3  

                            09                 -11.8  

                            10                  -9.8  

                            11                  -8.6  

                            12                  -7.3  

                            13                  -5.9  

                            14                  -5.3  

                            15                  -4.6  

                            16                  -5.1  

                            17                  -7.0  

                            18                  -8.1  

                            19                  -8.5  

                            20                  -8.4  

                            21                  -8.5  

                            22                  -9.3  

                            23                 -10.0  

 

                           Max                  -4.6

                           Min                 -11.8

                           Mean                 -8.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -10.3  

                            01                 -11.0  

                            02                 -11.9  

                            03                 -12.0  

                            04                 -12.3  

                            05                 -13.2  

                            06                 -13.6  

                            07                 -14.2  

                            08                 -12.9  

                            09                 -10.7  

                            10                  -8.8  

                            11                  -6.1  

                            12                  -4.0  

                            13                  -2.7  

                            14                   -.8  

                            15                  -1.4  

                            16                  -2.1  

                            17                  -3.0  

                            18                  -3.9  

                            19                  -3.8  

                            20                  -3.3  

                            21                  -2.3  

                            22                   -.6  

                            23                  -1.5  

 

                           Max                   -.6

                           Min                 -14.2

                           Mean                 -6.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -1.6  

                            01                  -2.5  

                            02                  -2.8  

                            03                  -2.3  

                            04                  -3.2  

                            05                  -3.2  

                            06                  -3.4  

                            07                  -4.0  

                            08                  -5.0  

                            09                  -4.9  

                            10                  -3.3  

                            11                  -2.9  

                            12                  -1.5  

                            13                  -1.2  

                            14                   -.9  

                            15                   -.2  

                            16                  -1.1  

                            17                  -3.4  

                            18                  -5.5  

                            19                  -7.0  

                            20                  -7.8  

                            21                  -7.9  

                            22                  -8.0  

                            23                  -7.3  

 

                           Max                   -.2

                           Min                  -8.0

                           Mean                 -3.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.9  

                            01                  -6.1  

                            02                  -4.8  

                            03                  -3.6  

                            04                  -3.2  

                            05                  -2.8  

                            06                  -1.6  

                            07                    .0  

                            08                    .1  

                            09                    .1  

                            10                    .8  

                            11                    .6  

                            12                   1.4  

                            13                   2.0  

                            14                   1.8  

                            15                   1.8  

                            16                   1.3  

                            17                    .3  

                            18                   -.3  

                            19                  -1.0  

                            20                  -2.4  

                            21                  -4.1  

                            22                  -5.3  

                            23                  -6.5  

 

                           Max                   2.0

                           Min                  -6.5

                           Mean                 -1.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -6.6  

                            01                  -6.9  

                            02                  -7.8  

                            03                  -6.9  

                            04                  -7.7  

                            05                  -8.6  

                            06                  -9.1  

                            07                  -9.6  

                            08                  -8.7  

                            09                  -6.9  

                            10                  -4.7  

                            11                  -3.1  

                            12                  -1.2  

                            13                   -.1  

                            14                    .3  

                            15                    .9  

                            16                   2.0  

                            17                   2.1  

                            18                   2.1  

                            19                   2.7  

                            20                   2.8  

                            21                   2.8  

                            22                   1.9  

                            23                    .7  

 

                           Max                   2.8

                           Min                  -9.6

                           Mean                 -2.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .8  

                            01                    .4  

                            02                   -.8  

                            03                   -.7  

                            04                  -1.2  

                            05                  -1.7  

                            06                  -1.6  

                            07                  -2.0  

                            08                  -2.1  

                            09                  -2.8  

                            10                  -1.6  

                            11                   -.8  

                            12                   -.3  

                            13                    .7  

                            14                    .9  

                            15                  -2.4  

                            16                  -3.0  

                            17                  -2.2  

                            18                  -1.6  

                            19                  -2.1  

                            20                  -3.6  

                            21                  -4.6  

                            22                  -5.5  

                            23                  -6.6  

 

                           Max                    .9

                           Min                  -6.6

                           Mean                 -1.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.7  

                            01                  -8.3  

                            02                  -8.9  

                            03                  -9.2  

                            04                  -9.1  

                            05                  -9.0  

                            06                  -9.1  

                            07                  -9.5  

                            08                  -9.9  

                            09                 -10.6  

                            10                 -11.0  

                            11                 -11.2  

                            12                 -11.5  

                            13                 -12.8  

                            14                 -13.5  

                            15                 -13.7  

                            16                 -14.0  

                            17                 -14.2  

                            18                 -14.7  

                            19                 -15.4  

                            20                 -15.9  

                            21                 -16.3  

                            22                 -16.2  

                            23                 -16.2  

 

                           Max                  -7.7

                           Min                 -16.3

                           Mean                -11.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -16.5  

                            01                 -17.1  

                            02                 -17.6  

                            03                 -17.7  

                            04                 -17.9  

                            05                 -18.1  

                            06                 -18.6  

                            07                 -19.0  

                            08                 -18.9  

                            09                 -18.1  

                            10                 -17.2  

                            11                 -17.4  

                            12                 -16.9  

                            13                 -15.7  

                            14                 -15.2  

                            15                 -15.0  

                            16                 -15.1  

                            17                 -16.3  

                            18                 -16.9  

                            19                 -17.9  

                            20                 -18.9  

                            21                 -18.8  

                            22                 -19.2  

                            23                 -20.1  

 

                           Max                 -15.0

                           Min                 -20.1

                           Mean                -17.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -20.0  

                            01                 -20.9  

                            02                 -21.2  

                            03                 -21.4  

                            04                 -20.7  

                            05                 -20.1  

                            06                 -19.8  

                            07                 -19.9  

                            08                 -19.3  

                            09                 -17.5  

                            10                 -16.4  

                            11                 -15.3  

                            12                 -14.5  

                            13                 -13.9  

                            14                 -14.0  

                            15                 -14.6  

                            16                 -15.2  

                            17                 -16.1  

                            18                 -17.1  

                            19                 -17.7  

                            20                 -18.4  

                            21                 -18.6  

                            22                 -18.6  

                            23                 -18.5  

 

                           Max                 -13.9

                           Min                 -21.4

                           Mean                -17.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -18.6  

                            01                 -18.5  

                            02                 -18.5  

                            03                 -19.1  

                            04                 -19.2  

                            05                 -19.7  

                            06                 -19.4  

                            07                 -19.9  

                            08                 -19.3  

                            09                 -18.7  

                            10                 -17.4  

                            11                 -16.1  

                            12                 -14.8  

                            13                 -13.2  

                            14                 -12.0  

                            15                 -11.7  

                            16                 -11.8  

                            17                 -12.2  

                            18                 -12.2  

                            19                 -11.7  

                            20                 -11.2  

                            21                 -11.2  

                            22                 -11.6  

                            23                 -12.8  

 

                           Max                 -11.2

                           Min                 -19.9

                           Mean                -15.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -13.2  

                            01                 -13.1  

                            02                 -13.0  

                            03                 -12.8  

                            04                 -12.5  

                            05                 -12.2  

                            06                 -10.9  

                            07                  -9.5  

                            08                  -8.3  

                            09                  -7.3  

                            10                  -5.3  

                            11                  -3.5  

                            12                  -1.9  

                            13                   -.5  

                            14                   1.0  

                            15                   1.6  

                            16                   2.1  

                            17                   2.2  

                            18                   2.7  

                            19                   2.5  

                            20                   2.8  

                            21                   2.6  

                            22                   2.8  

                            23                   3.0  

 

                           Max                   3.0

                           Min                 -13.2

                           Mean                 -4.1

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   3.1  

                            01                   2.9  

                            02                   2.5  

                            03                   2.3  

                            04                   2.5  

                            05                   2.8  

                            06                   2.7  

                            07                   2.7  

                            08                   2.4  

                            09                   3.1  

                            10                    .3  

                            11                  -1.3  

                            12                  -1.4  

                            13                  -1.0  

                            14                  -2.0  

                            15                  -3.2  

                            16                  -3.9  

                            17                  -4.4  

                            18                  -4.5  

                            19                  -4.6  

                            20                  -4.3  

                            21                  -4.4  

                            22                  -4.4  

                            23                  -4.5  

 

                           Max                   3.1

                           Min                  -4.6

                           Mean                  -.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -3.8  

                            01                  -2.0  

                            02                   -.6  

                            03                  -1.2  

                            04                  -2.2  

                            05                  -3.9  

                            06                  -5.3  

                            07                  -5.7  

                            08                  -5.8  

                            09                  -5.7  

                            10                  -4.9  

                            11                  -4.2  

                            12                  -3.5  

                            13                  -2.8  

                            14                  -2.6  

                            15                  -2.2  

                            16                  -1.8  

                            17                  -1.7  

                            18                  -1.6  

                            19                  -1.2  

                            20                  -1.1  

                            21                  -1.5  

                            22                   -.5  

                            23                    .4  

 

                           Max                    .4

                           Min                  -5.8

                           Mean                 -2.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .5  

                            01                    .6  

                            02                    .0  

                            03                    .0  

                            04                    .0  

                            05                    .3  

                            06                    .0  

                            07                    .1  

                            08                    .0  

                            09                    .4  

                            10                   2.0  

                            11                   3.4  

                            12                   3.3  

                            13                   3.2  

                            14                   3.3  

                            15                   3.2  

                            16                   2.7  

                            17                   2.4  

                            18                   2.1  

                            19                   2.6  

                            20                   2.6  

                            21                   2.2  

                            22                   2.1  

                            23                   1.8  

 

                           Max                   3.4

                           Min                    .0

                           Mean                  1.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   1.3  

                            01                   1.8  

                            02                   2.8  

                            03                   2.8  

                            04                   1.9  

                            05                  -3.2  

                            06                  -8.6  

                            07                 -10.2  

                            08                 -10.5  

                            09                 -11.1  

                            10                 -13.4  

                            11                 -14.5  

                            12                 -15.2  

                            13                 -16.0  

                            14                 -16.1  

                            15                 -15.7  

                            16                 -16.4  

                            17                 -17.0  

                            18                 -16.9  

                            19                 -16.5  

                            20                 -16.4  

                            21                 -16.3  

                            22                 -16.2  

                            23                 -16.0  

 

                           Max                   2.8

                           Min                 -17.0

                           Mean                -10.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -15.6  

                            01                 -15.3  

                            02                 -15.2  

                            03                 -14.8  

                            04                 -14.7  

                            05                 -14.8  

                            06                 -14.5  

                            07                 -17.5  

                            08                 -20.9  

                            09                 -21.6  

                            10                 -21.8  

                            11                 -21.4  

                            12                 -21.1  

                            13                 -21.2  

                            14                 -20.8  

                            15                 -20.4  

                            16                 -20.6  

                            17                 -21.8  

                            18                 -22.5  

                            19                 -22.3  

                            20                 -22.1  

                            21                 -22.4  

                            22                 -22.2  

                            23                 -22.5  

 

                           Max                 -14.5

                           Min                 -22.5

                           Mean                -19.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -22.6  

                            01                 -22.5  

                            02                 -22.1  

                            03                 -21.8  

                            04                 -21.5  

                            05                 -21.5  

                            06                 -21.2  

                            07                 -21.0  

                            08                 -20.7  

                            09                 -20.0  

                            10                 -19.2  

                            11                 -18.5  

                            12                 -17.8  

                            13                 -17.3  

                            14                 -16.8  

                            15                 -16.5  

                            16                 -16.6  

                            17                 -17.1  

                            18                 -16.9  

                            19                 -16.7  

                            20                 -16.7  

                            21                 -16.9  

                            22                 -16.9  

                            23                 -16.6  

 

                           Max                 -16.5

                           Min                 -22.6

                           Mean                -18.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -16.5  

                            01                 -16.8  

                            02                 -17.0  

                            03                 -16.6  

                            04                 -16.3  

                            05                 -16.0  

                            06                 -15.6  

                            07                 -15.3  

                            08                 -15.1  

                            09                 -14.4  

                            10                 -13.1  

                            11                 -11.3  

                            12                 -10.3  

                            13                  -9.6  

                            14                  -9.7  

                            15                  -9.5  

                            16                  -9.5  

                            17                  -9.8  

                            18                  -9.9  

                            19                 -10.1  

                            20                 -10.1  

                            21                 -11.1  

                            22                 -12.1  

                            23                 -12.9  

 

                           Max                  -9.5

                           Min                 -17.0

                           Mean                -12.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -13.7  

                            01                 -14.2  

                            02                 -14.4  

                            03                 -14.7  

                            04                 -14.9  

                            05                 -15.2  

                            06                 -15.8  

                            07                 -16.4  

                            08                 -16.9  

                            09                 -17.1  

                            10                 -17.3  

                            11                 -16.7  

                            12                 -15.6  

                            13                 -15.5  

                            14                 -15.7  

                            15                 -16.1  

                            16                 -16.3  

                            17                 -16.4  

                            18                 -16.4  

                            19                 -16.1  

                            20                 -15.7  

                            21                 -15.8  

                            22                 -16.0  

                            23                 -16.3  

 

                           Max                 -13.7

                           Min                 -17.3

                           Mean                -15.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -16.4  

                            01                 -16.4  

                            02                 -16.1  

                            03                 -15.7  

                            04                 -15.5  

                            05                 -15.3  

                            06                 -15.3  

                            07                 -14.5  

                            08                 -13.9  

                            09                 -13.0  

                            10                 -11.8  

                            11                 -11.1  

                            12                  -9.1  

                            13                  -6.9  

                            14                  -4.1  

                            15                  -2.8  

                            16                  -2.8  

                            17                  -3.3  

                            18                  -4.2  

                            19                  -4.0  

                            20                  -4.9  

                            21                  -5.5  

                            22                  -5.9  

                            23                  -6.3  

 

                           Max                  -2.8

                           Min                 -16.4

                           Mean                 -9.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.3  

                            01                  -7.9  

                            02                  -8.4  

                            03                  -9.5  

                            04                 -10.7  

                            05                 -13.0  

                            06                 -14.8  

                            07                 -15.2  

                            08                 -15.5  

                            09                 -15.0  

                            10                 -14.4  

                            11                 -13.2  

                            12                 -11.3  

                            13                 -11.1  

                            14                 -10.5  

                            15                  -9.4  

                            16                  -8.2  

                            17                  -8.3  

                            18                  -8.1  

                            19                  -8.0  

                            20                  -8.1  

                            21                  -8.0  

                            22                  -7.6  

                            23                  -7.2  

 

                           Max                  -7.2

                           Min                 -15.5

                           Mean                -10.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.3  

                            01                  -7.8  

                            02                  -8.5  

                            03                  -8.8  

                            04                  -9.0  

                            05                  -8.6  

                            06                  -8.6  

                            07                  -8.4  

                            08                  -8.4  

                            09                  -7.2  

                            10                  -5.6  

                            11                  -2.1  

                            12                  -1.1  

                            13                   -.2  

                            14                   2.5  

                            15                   2.4  

                            16                   2.4  

                            17                    .5  

                            18                  -1.6  

                            19                  -2.4  

                            20                  -3.3  

                            21                  -4.3  

                            22                  -4.3  

                            23                  -4.4  

 

                           Max                   2.5

                           Min                  -9.0

                           Mean                 -4.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -4.8  

                            01                  -5.0  

                            02                  -5.2  

                            03                  -6.2  

                            04                  -6.8  

                            05                  -6.9  

                            06                  -7.4  

                            07                  -8.0  

                            08                  -8.8  

                            09                  -7.7  

                            10                  -6.3  

                            11                  -5.3  

                            12                  -4.3  

                            13                  -3.6  

                            14                  -3.7  

                            15                  -3.0  

                            16                  -2.4  

                            17                  -2.4  

                            18                  -2.3  

                            19                  -2.3  

                            20                  -2.6  

                            21                  -2.5  

                            22                  -2.3  

                            23                  -2.3  

 

                           Max                  -2.3

                           Min                  -8.8

                           Mean                 -4.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -2.4  

                            01                  -2.5  

                            02                  -2.5  

                            03                  -2.3  

                            04                  -2.8  

                            05                  -2.9  

                            06                  -3.6  

                            07                  -4.5  

                            08                  -4.9  

                            09                  -4.7  

                            10                  -3.4  

                            11                  -1.9  

                            12                  -1.0  

                            13                    .1  

                            14                    .0  

                            15                    .6  

                            16                    .0  

                            17                  -1.2  

                            18                  -3.3  

                            19                  -5.1  

                            20                  -6.4  

                            21                  -7.6  

                            22                  -8.4  

                            23                 -10.0  

 

                           Max                    .6

                           Min                 -10.0

                           Mean                 -3.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -10.9  

                            01                 -12.3  

                            02                 -14.1  

                            03                 -14.5  

                            04                 -14.7  

                            05                 -14.9  

                            06                 -14.6  

                            07                 -14.3  

                            08                 -13.9  

                            09                 -13.1  

                            10                 -11.8  

                            11                 -10.1  

                            12                  -8.5  

                            13                  -7.9  

                            14                  -7.0  

                            15                  -7.2  

                            16                  -8.8  

                            17                 -12.0  

                            18                 -15.4  

                            19                 -17.3  

                            20                 -19.1  

                            21                 -20.2  

                            22                 -20.5  

                            23                 -20.5  

 

                           Max                  -7.0

                           Min                 -20.5

                           Mean                -13.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -22.0  

                            01                 -22.7  

                            02                 -22.6  

                            03                 -22.2  

                            04                 -22.1  

                            05                 -22.7  

                            06                 -23.5  

                            07                 -24.4  

                            08                 -25.0  

                            09                 -24.6  

                            10                 -24.0  

                            11                 -23.3  

                            12                 -22.4  

                            13                 -21.9  

                            14                 -21.4  

                            15                 -21.8  

                            16                 -22.1  

                            17                 -22.4  

                            18                 -22.8  

                            19                 -23.0  

                            20                 -23.2  

                            21                 -23.5  

                            22                 -24.2  

                            23                 -24.9  

 

                           Max                 -21.4

                           Min                 -25.0

                           Mean                -23.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -25.7  

                            01                 -26.1  

                            02                 -26.4  

                            03                 -27.1  

                            04                 -27.6  

                            05                 -28.0  

                            06                 -28.2  

                            07                 -28.4  

                            08                 -29.1  

                            09                 -28.5  

                            10                 -27.2  

                            11                 -26.1  

                            12                 -25.3  

                            13                 -24.6  

                            14                 -23.4  

                            15                 -22.7  

                            16                 -22.4  

                            17                 -23.0  

                            18                 -23.3  

                            19                 -22.4  

                            20                 -21.8  

                            21                 -21.1  

                            22                 -20.1  

                            23                 -19.2  

 

                           Max                 -19.2

                           Min                 -29.1

                           Mean                -24.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -17.9  

                            01                 -16.8  

                            02                 -16.0  

                            03                 -15.3  

                            04                 -14.7  

                            05                 -13.7  

                            06                 -12.7  

                            07                 -12.0  

                            08                 -10.8  

                            09                  -9.9  

                            10                  -9.2  

                            11                  -8.0  

                            12                  -5.9  

                            13                  -5.4  

                            14                  -4.7  

                            15                  -4.5  

                            16                  -3.9  

                            17                  -4.7  

                            18                  -5.5  

                            19                  -7.1  

                            20                 -10.8  

                            21                 -12.7  

                            22                 -14.4  

                            23                 -15.0  

 

                           Max                  -3.9

                           Min                 -17.9

                           Mean                -10.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -15.0  

                            01                 -14.9  

                            02                 -14.3  

                            03                 -13.9  

                            04                 -13.3  

                            05                 -12.5  

                            06                 -11.9  

                            07                 -11.0  

                            08                  -6.8  

                            09                    .0  

                            10                   1.2  

                            11                    .4  

                            12                  -2.5  

                            13                  -4.0  

                            14                  -4.4  

                            15                  -4.5  

                            16                  -5.0  

                            17                  -5.9  

                            18                  -7.1  

                            19                  -7.2  

                            20                  -6.3  

                            21                  -5.6  

                            22                  -5.0  

                            23                  -4.3  

 

                           Max                   1.2

                           Min                 -15.0

                           Mean                 -7.2

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -3.8  

                            01                  -3.4  

                            02                  -3.5  

                            03                  -4.6  

                            04                  -6.1  

                            05                  -7.1  

                            06                  -7.5  

                            07                  -7.8  

                            08                  -7.7  

                            09                  -6.6  

                            10                  -5.8  

                            11                  -5.0  

                            12                  -4.5  

                            13                  -4.3  

                            14                  -4.2  

                            15                  -4.3  

                            16                  -4.8  

                            17                  -5.6  

                            18                  -6.6  

                            19                  -7.0  

                            20                  -7.0  

                            21                  -7.2  

                            22                  -7.3  

                            23                  -7.4  

 

                           Max                  -3.4

                           Min                  -7.8

                           Mean                 -5.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.3  

                            01                  -7.1  

                            02                  -6.9  

                            03                  -6.6  

                            04                  -6.1  

                            05                  -5.5  

                            06                  -5.1  

                            07                  -4.0  

                            08                  -3.0  

                            09                  -2.5  

                            10                  -1.4  

                            11                    .8  

                            12                   1.3  

                            13                   2.7  

                            14                   2.7  

                            15                   2.7  

                            16                   2.7  

                            17                   2.0  

                            18                   1.7  

                            19                   1.7  

                            20                   1.8  

                            21                   1.5  

                            22                   1.0  

                            23                    .6  

 

                           Max                   2.7

                           Min                  -7.3

                           Mean                 -1.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.4  

                            01                  -1.3  

                            02                  -2.5  

                            03                  -3.1  

                            04                  -3.0  

                            05                  -2.2  

                            06                  -1.7  

                            07                  -1.4  

                            08                  -1.6  

                            09                  -2.5  

                            10                  -3.6  

                            11                  -2.0  

                            12                   -.8  

                            13                    .6  

                            14                    .8  

                            15                    .3  

                            16                   -.3  

                            17                   -.9  

                            18                  -1.2  

                            19                  -1.2  

                            20                  -1.2  

                            21                  -1.8  

                            22                  -1.4  

                            23                  -1.2  

 

                           Max                    .8

                           Min                  -3.6

                           Mean                 -1.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -1.4  

                            01                  -1.5  

                            02                  -1.6  

                            03                  -1.7  

                            04                  -2.4  

                            05                  -3.4  

                            06                  -4.2  

                            07                  -5.2  

                            08                  -5.2  

                            09                  -1.4  

                            10                   -.5  

                            11                    .0  

                            12                    .7  

                            13                    .1  

                            14                   -.8  

                            15                  -1.7  

                            16                  -1.7  

                            17                  -2.1  

                            18                  -2.5  

                            19                  -2.6  

                            20                  -2.9  

                            21                  -3.9  

                            22                  -4.2  

                            23                  -5.1  

 

                           Max                    .7

                           Min                  -5.2

                           Mean                 -2.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.4  

                            01                  -4.9  

                            02                  -4.5  

                            03                  -4.9  

                            04                  -5.1  

                            05                  -5.2  

                            06                  -5.4  

                            07                  -5.5  

                            08                  -5.7  

                            09                  -5.5  

                            10                  -5.2  

                            11                  -4.3  

                            12                  -3.3  

                            13                  -2.7  

                            14                  -2.3  

                            15                  -1.9  

                            16                  -1.5  

                            17                  -2.0  

                            18                  -3.1  

                            19                  -3.2  

                            20                  -2.6  

                            21                  -2.6  

                            22                  -2.8  

                            23                  -3.2  

 

                           Max                  -1.5

                           Min                  -5.7

                           Mean                 -3.8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -2.9  

                            01                  -3.0  

                            02                  -2.7  

                            03                  -2.1  

                            04                  -2.5  

                            05                  -3.2  

                            06                  -4.0  

                            07                  -4.7  

                            08                  -4.7  

                            09                  -3.7  

                            10                  -2.1  

                            11                   -.5  

                            12                    .7  

                            13                   1.8  

                            14                   2.7  

                            15                   1.7  

                            16                   1.0  

                            17                   -.2  

                            18                  -2.0  

                            19                  -3.9  

                            20                  -4.8  

                            21                  -6.2  

                            22                  -6.6  

                            23                  -6.9  

 

                           Max                   2.7

                           Min                  -6.9

                           Mean                 -2.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.5  

                            01                  -8.8  

                            02                  -9.9  

                            03                 -10.2  

                            04                 -11.4  

                            05                 -12.1  

                            06                 -11.9  

                            07                 -12.4  

                            08                 -12.4  

                            09                 -11.7  

                            10                 -10.1  

                            11                  -7.5  

                            12                  -4.3  

                            13                  -1.6  

                            14                   -.2  

                            15                    .7  

                            16                    .5  

                            17                   -.7  

                            18                  -2.2  

                            19                  -3.4  

                            20                  -4.3  

                            21                  -5.6  

                            22                  -5.7  

                            23                  -4.9  

 

                           Max                    .7

                           Min                 -12.4

                           Mean                 -6.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -4.5  

                            01                  -4.4  

                            02                  -4.0  

                            03                  -4.0  

                            04                  -2.8  

                            05                  -1.4  

                            06                  -1.2  

                            07                  -1.8  

                            08                  -2.4  

                            09                  -3.2  

                            10                  -3.6  

                            11                  -4.0  

                            12                  -4.7  

                            13                  -5.2  

                            14                  -5.5  

                            15                  -5.8  

                            16                  -6.0  

                            17                  -6.1  

                            18                  -5.9  

                            19                  -6.2  

                            20                  -6.3  

                            21                  -6.6  

                            22                  -6.6  

                            23                  -6.8  

 

                           Max                  -1.2

                           Min                  -6.8

                           Mean                 -4.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.0  

                            01                  -7.4  

                            02                  -7.9  

                            03                  -8.1  

                            04                  -8.2  

                            05                  -8.1  

                            06                  -8.2  

                            07                  -8.1  

                            08                  -7.7  

                            09                  -7.4  

                            10                  -6.7  

                            11                  -5.8  

                            12                  -4.9  

                            13                  -3.4  

                            14                  -2.3  

                            15                  -1.2  

                            16                   -.7  

                            17                   -.6  

                            18                  -2.3  

                            19                  -3.3  

                            20                  -3.3  

                            21                  -4.4  

                            22                  -5.1  

                            23                  -5.3  

 

                           Max                   -.6

                           Min                  -8.2

                           Mean                 -5.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.5  

                            01                  -6.4  

                            02                  -6.8  

                            03                  -7.0  

                            04                  -7.1  

                            05                  -7.7  

                            06                  -7.7  

                            07                  -7.6  

                            08                  -6.2  

                            09                  -4.6  

                            10                  -2.3  

                            11                   -.3  

                            12                    .0  

                            13                    .2  

                            14                   1.0  

                            15                   2.5  

                            16                   2.8  

                            17                   1.9  

                            18                    .9  

                            19                    .3  

                            20                    .3  

                            21                    .0  

                            22                   -.6  

                            23                   -.3  

 

                           Max                   2.8

                           Min                  -7.7

                           Mean                 -2.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.8  

                            01                  -1.1  

                            02                  -1.4  

                            03                  -1.4  

                            04                  -1.3  

                            05                  -1.2  

                            06                   -.6  

                            07                    .2  

                            08                    .3  

                            09                    .7  

                            10                   2.1  

                            11                   2.6  

                            12                   2.6  

                            13                   1.7  

                            14                   1.6  

                            15                   1.6  

                            16                   1.6  

                            17                   2.1  

                            18                   2.0  

                            19                   1.9  

                            20                   1.6  

                            21                    .0  

                            22                   -.4  

                            23                   -.8  

 

                           Max                   2.6

                           Min                  -1.4

                           Mean                   .5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.7  

                            01                   -.7  

                            02                   -.3  

                            03                  -1.6  

                            04                  -3.7  

                            05                  -4.7  

                            06                  -5.5  

                            07                  -5.4  

                            08                  -5.3  

                            09                  -4.8  

                            10                  -4.2  

                            11                  -3.6  

                            12                  -3.1  

                            13                  -2.8  

                            14                  -2.6  

                            15                  -2.1  

                            16                  -2.5  

                            17                  -3.3  

                            18                  -4.2  

                            19                  -4.8  

                            20                  -5.2  

                            21                  -5.2  

                            22                  -5.3  

                            23                  -5.7  

 

                           Max                   -.3

                           Min                  -5.7

                           Mean                 -3.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.1  

                            01                  -7.9  

                            02                  -8.2  

                            03                  -8.9  

                            04                  -9.8  

                            05                 -11.0  

                            06                 -12.2  

                            07                 -13.2  

                            08                 -12.6  

                            09                 -10.8  

                            10                  -8.9  

                            11                  -6.7  

                            12                  -4.9  

                            13                  -3.7  

                            14                  -2.8  

                            15                  -1.8  

                            16                  -1.6  

                            17                  -2.3  

                            18                  -3.1  

                            19                  -3.6  

                            20                  -3.3  

                            21                  -3.0  

                            22                  -2.8  

                            23                  -2.6  

 

                           Max                  -1.6

                           Min                 -13.2

                           Mean                 -6.3

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -2.3  

                            01                  -2.1  

                            02                  -2.2  

                            03                  -2.1  

                            04                  -1.7  

                            05                    .0  

                            06                   -.9  

                            07                  -1.6  

                            08                  -2.0  

                            09                  -1.0  

                            10                    .1  

                            11                   1.6  

                            12                   2.7  

                            13                   3.6  

                            14                   4.3  

                            15                   5.0  

                            16                   5.8  

                            17                   5.7  

                            18                   3.1  

                            19                   1.7  

                            20                   1.0  

                            21                    .4  

                            22                   -.1  

                            23                   -.3  

 

                           Max                   5.8

                           Min                  -2.3

                           Mean                   .7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                   -.7  

                            01                   -.9  

                            02                  -1.3  

                            03                  -1.6  

                            04                  -1.1  

                            05                   -.4  

                            06                   -.2  

                            07                    .2  

                            08                    .5  

                            09                   1.4  

                            10                   2.9  

                            11                   3.6  

                            12                   3.6  

                            13                   2.9  

                            14                   2.1  

                            15                   1.1  

                            16                    .9  

                            17                    .7  

                            18                    .5  

                            19                  -1.2  

                            20                  -4.3  

                            21                  -5.5  

                            22                  -6.2  

                            23                  -6.9  

 

                           Max                   3.6

                           Min                  -6.9

                           Mean                  -.4

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -7.3  

                            01                  -7.7  

                            02                  -8.4  

                            03                  -9.0  

                            04                  -9.1  

                            05                  -9.4  

                            06                  -9.8  

                            07                 -10.2  

                            08                 -10.2  

                            09                 -10.4  

                            10                 -10.4  

                            11                 -10.7  

                            12                 -10.9  

                            13                 -11.0  

                            14                 -11.3  

                            15                 -11.7  

                            16                 -12.5  

                            17                 -13.6  

                            18                 -14.8  

                            19                 -15.9  

                            20                 -16.6  

                            21                 -17.8  

                            22                 -18.5  

                            23                 -19.5  

 

                           Max                  -7.3

                           Min                 -19.5

                           Mean                -11.9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -20.4  

                            01                 -20.9  

                            02                 -21.7  

                            03                 -22.1  

                            04                 -22.8  

                            05                 -23.3  

                            06                 -23.1  

                            07                 -22.9  

                            08                 -22.3  

                            09                 -21.6  

                            10                 -19.6  

                            11                 -18.2  

                            12                 -17.0  

                            13                 -15.5  

                            14                 -14.9  

                            15                 -14.8  

                            16                 -15.3  

                            17                 -16.4  

                            18                 -17.1  

                            19                 -17.4  

                            20                 -17.6  

                            21                 -17.4  

                            22                 -17.2  

                            23                 -17.2  

 

                           Max                 -14.8

                           Min                 -23.3

                           Mean                -19.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                 -17.1  

                            01                 -16.9  

                            02                 -16.7  

                            03                 -16.5  

                            04                 -16.3  

                            05                 -16.4  

                            06                 -16.6  

                            07                 -16.6  

                            08                 -16.4  

                            09                 -15.5  

                            10                 -14.3  

                            11                 -12.6  

                            12                 -11.1  

                            13                 -10.1  

                            14                  -8.8  

                            15                  -7.2  

                            16                  -6.5  

                            17                  -6.9  

                            18                  -7.9  

                            19                  -9.2  

                            20                 -10.1  

                            21                 -10.5  

                            22                 -10.7  

                            23                 -10.7  

 

                           Max                  -6.5

                           Min                 -17.1

                           Mean                -12.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -9.9  

                            01                  -9.5  

                            02                  -9.3  

                            03                  -9.4  

                            04                 -10.4  

                            05                 -11.3  

                            06                 -11.8  

                            07                 -12.4  

                            08                 -12.2  

                            09                 -10.4  

                            10                  -6.6  

                            11                  -5.7  

                            12                  -4.4  

                            13                  -3.4  

                            14                  -3.2  

                            15                  -3.4  

                            16                  -3.6  

                            17                  -3.9  

                            18                  -4.5  

                            19                  -4.8  

                            20                  -4.6  

                            21                  -4.5  

                            22                  -4.7  

                            23                  -4.9  

 

                           Max                  -3.2

                           Min                 -12.4

                           Mean                 -7.0

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -5.0  

                            01                  -5.0  

                            02                  -5.5  

                            03                  -6.4  

                            04                  -7.2  

                            05                  -7.9  

                            06                  -8.6  

                            07                  -9.0  

                            08                  -8.7  

                            09                  -6.5  

                            10                  -4.4  

                            11                  -2.3  

                            12                  -1.0  

                            13                    .3  

                            14                   1.4  

                            15                   2.2  

                            16                   2.6  

                            17                   2.1  

                            18                    .0  

                            19                  -1.8  

                            20                  -2.9  

                            21                  -3.6  

                            22                  -3.9  

                            23                  -4.7  

 

                           Max                   2.6

                           Min                  -9.0

                           Mean                 -3.5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -4.2  

                            01                  -4.8  

                            02                  -5.4  

                            03                  -5.1  

                            04                  -5.7  

                            05                  -6.4  

                            06                  -6.2  

                            07                  -6.0  

                            08                  -4.9  

                            09                  -3.1  

                            10                   -.4  

                            11                   1.0  

                            12                   2.8  

                            13                   4.2  

                            14                   4.5  

                            15                   5.4  

                            16                   5.7  

                            17                   4.0  

                            18                   2.8  

                            19                   1.3  

                            20                   1.0  

                            21                    .8  

                            22                    .5  

                            23                    .3  

 

                           Max                   5.7

                           Min                  -6.4

                           Mean                  -.7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                    .1  

                            01                   -.2  

                            02                    .0  

                            03                  -1.1  

                            04                  -3.1  

                            05                  -3.8  

                            06                  -4.1  

                            07                  -4.6  

                            08                  -5.6  

                            09                  -4.5  

                            10                  -3.1  

                            11                  -1.5  

                            12                   -.5  

                            13                    .0  

                            14                    .7  

                            15                   1.2  

                            16                   1.5  

                            17                   1.8  

                            18                    .2  

                            19                  -1.3  

                            20                  -2.3  

                            21                  -2.9  

                            22                  -3.3  

                            23                  -3.6  

 

                           Max                   1.8

                           Min                  -5.6

                           Mean                 -1.6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                  -3.9  

                            01                  -4.3  

                            02                  -4.2  

                            03                  -5.3  

                            04                  -4.9  

                            05                  -5.3  

                            06                  -4.3  

                            07                  -4.9  

                            08                  -3.6  

                            09                  -1.7  

                            10                    .5  

                            11                   2.1  

                            12                   3.4  

                            13                   4.1  

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                   4.1

                           Min                  -5.3

                           Mean                 -2.3

                           Hours                  14

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                -999.0

                           Min                -999.0

                           Mean                 -2.3

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                -999.0

                           Min                -999.0

                           Mean                 -2.3

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : TEMPERAT

     Units       : DEG_C   

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                -999.0

                           Min                -999.0

                           Mean                 -2.3

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   711  

                            01                   711  

                            02                   711  

                            03                   711  

                            04                   711  

                            05                   711  

                            06                   710  

                            07                   710  

                            08                   710  

                            09                   709  

                            10                   709  

                            11                   709  

                            12                   709  

                            13                   708  

                            14                   708  

                            15                   708  

                            16                   708  

                            17                   708  

                            18                   708  

                            19                   708  

                            20                   708  

                            21                   708  

                            22                   708  

                            23                   708  

 

                           Max                   711

                           Min                   708

                           Mean                  709

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   708  

                            01                   708  

                            02                   709  

                            03                   709  

                            04                   709  

                            05                   709  

                            06                   709  

                            07                   709  

                            08                   709  

                            09                   710  

                            10                   711  

                            11                   712  

                            12                   712  

                            13                   713  

                            14                   713  

                            15                   714  

                            16                   715  

                            17                   715  

                            18                   716  

                            19                   716  

                            20                   716  

                            21                   717  

                            22                   717  

                            23                   717  

 

                           Max                   717

                           Min                   708

                           Mean                  712

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   716  

                            01                   716  

                            02                   715  

                            03                   715  

                            04                   715  

                            05                   714  

                            06                   714  

                            07                   713  

                            08                   713  

                            09                   713  

                            10                   712  

                            11                   712  

                            12                   711  

                            13                   711  

                            14                   710  

                            15                   710  

                            16                   710  

                            17                   710  

                            18                   710  

                            19                   711  

                            20                   711  

                            21                   711  

                            22                   711  

                            23                   711  

 

                           Max                   716

                           Min                   710

                           Mean                  712

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   711  

                            01                   711  

                            02                   711  

                            03                   711  

                            04                   711  

                            05                   711  

                            06                   711  

                            07                   711  

                            08                   711  

                            09                   711  

                            10                   711  

                            11                   711  

                            12                   710  

                            13                   709  

                            14                   709  

                            15                   709  

                            16                   709  

                            17                   708  

                            18                   708  

                            19                   708  

                            20                   708  

                            21                   707  

                            22                   707  

                            23                   707  

 

                           Max                   711

                           Min                   707

                           Mean                  710

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   707  

                            01                   708  

                            02                   708  

                            03                   709  

                            04                   710  

                            05                   711  

                            06                   711  

                            07                   712  

                            08                   713  

                            09                   714  

                            10                   714  

                            11                   713  

                            12                   713  

                            13                   713  

                            14                   712  

                            15                   712  

                            16                   713  

                            17                   713  

                            18                   713  

                            19                   713  

                            20                   713  

                            21                   713  

                            22                   713  

                            23                   713  

 

                           Max                   714

                           Min                   707

                           Mean                  712

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   713  

                            01                   712  

                            02                   712  

                            03                   712  

                            04                   711  

                            05                   710  

                            06                   709  

                            07                   709  

                            08                   708  

                            09                   707  

                            10                   707  

                            11                   706  

                            12                   705  

                            13                   704  

                            14                   703  

                            15                   703  

                            16                   703  

                            17                   703  

                            18                   703  

                            19                   703  

                            20                   702  

                            21                   702  

                            22                   702  

                            23                   702  

 

                           Max                   713

                           Min                   702

                           Mean                  706

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   702  

                            01                   703  

                            02                   703  

                            03                   703  

                            04                   703  

                            05                   703  

                            06                   703  

                            07                   704  

                            08                   704  

                            09                   705  

                            10                   705  

                            11                   705  

                            12                   705  

                            13                   705  

                            14                   705  

                            15                   705  

                            16                   704  

                            17                   704  

                            18                   704  

                            19                   704  

                            20                   703  

                            21                   702  

                            22                   702  

                            23                   701  

 

                           Max                   705

                           Min                   701

                           Mean                  704

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   700  

                            01                   700  

                            02                   700  

                            03                   699  

                            04                   698  

                            05                   698  

                            06                   697  

                            07                   698  

                            08                   699  

                            09                   700  

                            10                   700  

                            11                   701  

                            12                   701  

                            13                   701  

                            14                   702  

                            15                   703  

                            16                   703  

                            17                   704  

                            18                   704  

                            19                   705  

                            20                   706  

                            21                   707  

                            22                   707  

                            23                   708  

 

                           Max                   708

                           Min                   697

                           Mean                  702

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   708  

                            01                   709  

                            02                   709  

                            03                   710  

                            04                   710  

                            05                   709  

                            06                   709  

                            07                   709  

                            08                   708  

                            09                   708  

                            10                   708  

                            11                   708  

                            12                   707  

                            13                   706  

                            14                   706  

                            15                   706  

                            16                   706  

                            17                   705  

                            18                   705  

                            19                   704  

                            20                   704  

                            21                   703  

                            22                   703  

                            23                   701  

 

                           Max                   710

                           Min                   701

                           Mean                  707

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   701  

                            01                   701  

                            02                   701  

                            03                   701  

                            04                   700  

                            05                   700  

                            06                   699  

                            07                   699  

                            08                   699  

                            09                   699  

                            10                   699  

                            11                   698  

                            12                   697  

                            13                   697  

                            14                   698  

                            15                   698  

                            16                   698  

                            17                   698  

                            18                   698  

                            19                   698  

                            20                   699  

                            21                   699  

                            22                   699  

                            23                   700  

 

                           Max                   701

                           Min                   697

                           Mean                  699

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   700  

                            01                   701  

                            02                   701  

                            03                   701  

                            04                   701  

                            05                   701  

                            06                   701  

                            07                   702  

                            08                   703  

                            09                   702  

                            10                   702  

                            11                   703  

                            12                   704  

                            13                   704  

                            14                   704  

                            15                   704  

                            16                   705  

                            17                   705  

                            18                   705  

                            19                   706  

                            20                   707  

                            21                   707  

                            22                   708  

                            23                   708  

 

                           Max                   708

                           Min                   700

                           Mean                  704

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   709  

                            01                   710  

                            02                   710  

                            03                   711  

                            04                   711  

                            05                   711  

                            06                   712  

                            07                   712  

                            08                   713  

                            09                   713  

                            10                   714  

                            11                   714  

                            12                   714  

                            13                   713  

                            14                   714  

                            15                   714  

                            16                   714  

                            17                   714  

                            18                   714  

                            19                   714  

                            20                   713  

                            21                   713  

                            22                   713  

                            23                   713  

 

                           Max                   714

                           Min                   709

                           Mean                  713

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   713  

                            01                   713  

                            02                   713  

                            03                   713  

                            04                   713  

                            05                   712  

                            06                   712  

                            07                   713  

                            08                   713  

                            09                   714  

                            10                   714  

                            11                   714  

                            12                   714  

                            13                   714  

                            14                   714  

                            15                   714  

                            16                   714  

                            17                   714  

                            18                   714  

                            19                   714  

                            20                   714  

                            21                   714  

                            22                   713  

                            23                   713  

 

                           Max                   714

                           Min                   712

                           Mean                  713

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   713  

                            01                   713  

                            02                   713  

                            03                   713  

                            04                   713  

                            05                   713  

                            06                   713  

                            07                   713  

                            08                   713  

                            09                   713  

                            10                   713  

                            11                   713  

                            12                   712  

                            13                   711  

                            14                   711  

                            15                   711  

                            16                   711  

                            17                   710  

                            18                   710  

                            19                   709  

                            20                   709  

                            21                   709  

                            22                   708  

                            23                   708  

 

                           Max                   713

                           Min                   708

                           Mean                  711

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   708  

                            01                   707  

                            02                   707  

                            03                   707  

                            04                   706  

                            05                   705  

                            06                   705  

                            07                   705  

                            08                   705  

                            09                   705  

                            10                   705  

                            11                   704  

                            12                   703  

                            13                   702  

                            14                   702  

                            15                   701  

                            16                   701  

                            17                   701  

                            18                   701  

                            19                   701  

                            20                   702  

                            21                   702  

                            22                   702  

                            23                   702  

 

                           Max                   708

                           Min                   701

                           Mean                  704

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   703  

                            01                   703  

                            02                   703  

                            03                   703  

                            04                   702  

                            05                   703  

                            06                   703  

                            07                   704  

                            08                   705  

                            09                   706  

                            10                   707  

                            11                   709  

                            12                   709  

                            13                   710  

                            14                   710  

                            15                   711  

                            16                   712  

                            17                   712  

                            18                   713  

                            19                   713  

                            20                   713  

                            21                   713  

                            22                   713  

                            23                   713  

 

                           Max                   713

                           Min                   702

                           Mean                  708

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   714  

                            01                   714  

                            02                   715  

                            03                   715  

                            04                   716  

                            05                   717  

                            06                   717  

                            07                   717  

                            08                   717  

                            09                   717  

                            10                   716  

                            11                   716  

                            12                   715  

                            13                   714  

                            14                   712  

                            15                   711  

                            16                   711  

                            17                   710  

                            18                   709  

                            19                   708  

                            20                   707  

                            21                   706  

                            22                   705  

                            23                   705  

 

                           Max                   717

                           Min                   705

                           Mean                  713

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   704  

                            01                   704  

                            02                   704  

                            03                   704  

                            04                   704  

                            05                   704  

                            06                   704  

                            07                   704  

                            08                   704  

                            09                   704  

                            10                   704  

                            11                   704  

                            12                   703  

                            13                   703  

                            14                   702  

                            15                   702  

                            16                   702  

                            17                   702  

                            18                   702  

                            19                   703  

                            20                   703  

                            21                   703  

                            22                   703  

                            23                   703  

 

                           Max                   704

                           Min                   702

                           Mean                  703

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   704  

                            01                   704  

                            02                   705  

                            03                   706  

                            04                   706  

                            05                   708  

                            06                   710  

                            07                   712  

                            08                   713  

                            09                   714  

                            10                   716  

                            11                   716  

                            12                   717  

                            13                   718  

                            14                   718  

                            15                   718  

                            16                   718  

                            17                   718  

                            18                   717  

                            19                   717  

                            20                   717  

                            21                   717  

                            22                   716  

                            23                   716  

 

                           Max                   718

                           Min                   704

                           Mean                  713

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   716  

                            01                   716  

                            02                   717  

                            03                   717  

                            04                   718  

                            05                   719  

                            06                   719  

                            07                   720  

                            08                   721  

                            09                   722  

                            10                   723  

                            11                   723  

                            12                   723  

                            13                   723  

                            14                   722  

                            15                   722  

                            16                   722  

                            17                   721  

                            18                   721  

                            19                   721  

                            20                   721  

                            21                   721  

                            22                   720  

                            23                   720  

 

                           Max                   723

                           Min                   716

                           Mean                  720

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   720  

                            01                   720  

                            02                   719  

                            03                   719  

                            04                   719  

                            05                   718  

                            06                   718  

                            07                   718  

                            08                   718  

                            09                   718  

                            10                   718  

                            11                   718  

                            12                   717  

                            13                   717  

                            14                   716  

                            15                   716  

                            16                   716  

                            17                   715  

                            18                   715  

                            19                   715  

                            20                   715  

                            21                   714  

                            22                   714  

                            23                   714  

 

                           Max                   720

                           Min                   714

                           Mean                  717

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   714  

                            01                   714  

                            02                   714  

                            03                   714  

                            04                   713  

                            05                   713  

                            06                   713  

                            07                   712  

                            08                   712  

                            09                   712  

                            10                   712  

                            11                   712  

                            12                   711  

                            13                   711  

                            14                   711  

                            15                   711  

                            16                   711  

                            17                   711  

                            18                   712  

                            19                   712  

                            20                   712  

                            21                   712  

                            22                   713  

                            23                   714  

 

                           Max                   714

                           Min                   711

                           Mean                  712

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   714  

                            01                   714  

                            02                   715  

                            03                   715  

                            04                   716  

                            05                   717  

                            06                   717  

                            07                   717  

                            08                   718  

                            09                   719  

                            10                   720  

                            11                   720  

                            12                   720  

                            13                   720  

                            14                   720  

                            15                   720  

                            16                   719  

                            17                   719  

                            18                   719  

                            19                   718  

                            20                   718  

                            21                   718  

                            22                   717  

                            23                   717  

 

                           Max                   720

                           Min                   714

                           Mean                  718

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   715  

                            01                   714  

                            02                   713  

                            03                   713  

                            04                   712  

                            05                   711  

                            06                   710  

                            07                   709  

                            08                   709  

                            09                   708  

                            10                   708  

                            11                   707  

                            12                   706  

                            13                   705  

                            14                   705  

                            15                   705  

                            16                   706  

                            17                   707  

                            18                   708  

                            19                   708  

                            20                   709  

                            21                   709  

                            22                   709  

                            23                   710  

 

                           Max                   715

                           Min                   705

                           Mean                  709

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   710  

                            01                   710  

                            02                   711  

                            03                   711  

                            04                   711  

                            05                   711  

                            06                   712  

                            07                   712  

                            08                   712  

                            09                   712  

                            10                   713  

                            11                   713  

                            12                   712  

                            13                   712  

                            14                   711  

                            15                   711  

                            16                   710  

                            17                   710  

                            18                   709  

                            19                   709  

                            20                   708  

                            21                   708  

                            22                   708  

                            23                   707  

 

                           Max                   713

                           Min                   707

                           Mean                  711

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   707  

                            01                   707  

                            02                   706  

                            03                   706  

                            04                   706  

                            05                   706  

                            06                   705  

                            07                   706  

                            08                   706  

                            09                   706  

                            10                   706  

                            11                   706  

                            12                   706  

                            13                   705  

                            14                   705  

                            15                   705  

                            16                   705  

                            17                   705  

                            18                   705  

                            19                   705  

                            20                   705  

                            21                   705  

                            22                   705  

                            23                   704  

 

                           Max                   707

                           Min                   704

                           Mean                  706

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   704  

                            01                   704  

                            02                   703  

                            03                   703  

                            04                   702  

                            05                   703  

                            06                   703  

                            07                   703  

                            08                   702  

                            09                   703  

                            10                   703  

                            11                   703  

                            12                   703  

                            13                   703  

                            14                   703  

                            15                   703  

                            16                   703  

                            17                   703  

                            18                   704  

                            19                   703  

                            20                   703  

                            21                   704  

                            22                   704  

                            23                   703  

 

                           Max                   704

                           Min                   702

                           Mean                  703

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   703  

                            01                   703  

                            02                   704  

                            03                   704  

                            04                   703  

                            05                   703  

                            06                   704  

                            07                   704  

                            08                   704  

                            09                   704  

                            10                   704  

                            11                   704  

                            12                   704  

                            13                   704  

                            14                   703  

                            15                   703  

                            16                   703  

                            17                   703  

                            18                   703  

                            19                   703  

                            20                   703  

                            21                   703  

                            22                   702  

                            23                   702  

 

                           Max                   704

                           Min                   702

                           Mean                  703

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   702  

                            01                   702  

                            02                   702  

                            03                   701  

                            04                   701  

                            05                   702  

                            06                   703  

                            07                   703  

                            08                   704  

                            09                   704  

                            10                   706  

                            11                   706  

                            12                   707  

                            13                   707  

                            14                   708  

                            15                   709  

                            16                   710  

                            17                   711  

                            18                   712  

                            19                   713  

                            20                   714  

                            21                   714  

                            22                   714  

                            23                   714  

 

                           Max                   714

                           Min                   701

                           Mean                  707

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   713  

                            01                   712  

                            02                   712  

                            03                   711  

                            04                   711  

                            05                   710  

                            06                   710  

                            07                   710  

                            08                   709  

                            09                   709  

                            10                   709  

                            11                   709  

                            12                   709  

                            13                   708  

                            14                   708  

                            15                   708  

                            16                   708  

                            17                   709  

                            18                   709  

                            19                   710  

                            20                   710  

                            21                   711  

                            22                   711  

                            23                   712  

 

                           Max                   713

                           Min                   708

                           Mean                  710

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   713  

                            01                   714  

                            02                   714  

                            03                   715  

                            04                   715  

                            05                   716  

                            06                   717  

                            07                   717  

                            08                   717  

                            09                   717  

                            10                   718  

                            11                   718  

                            12                   717  

                            13                   717  

                            14                   716  

                            15                   716  

                            16                   715  

                            17                   715  

                            18                   714  

                            19                   714  

                            20                   713  

                            21                   712  

                            22                   712  

                            23                   711  

 

                           Max                   718

                           Min                   711

                           Mean                  715

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   710  

                            01                   710  

                            02                   709  

                            03                   708  

                            04                   707  

                            05                   707  

                            06                   706  

                            07                   706  

                            08                   706  

                            09                   707  

                            10                   707  

                            11                   708  

                            12                   708  

                            13                   708  

                            14                   708  

                            15                   708  

                            16                   708  

                            17                   709  

                            18                   709  

                            19                   710  

                            20                   711  

                            21                   711  

                            22                   711  

                            23                   711  

 

                           Max                   711

                           Min                   706

                           Mean                  708

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   711  

                            01                   711  

                            02                   711  

                            03                   711  

                            04                   710  

                            05                   710  

                            06                   709  

                            07                   708  

                            08                   708  

                            09                   708  

                            10                   708  

                            11                   709  

                            12                   711  

                            13                   712  

                            14                   713  

                            15                   713  

                            16                   714  

                            17                   713  

                            18                   714  

                            19                   713  

                            20                   713  

                            21                   712  

                            22                   712  

                            23                   711  

 

                           Max                   714

                           Min                   708

                           Mean                  711

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   711  

                            01                   710  

                            02                   709  

                            03                   709  

                            04                   708  

                            05                   708  

                            06                   708  

                            07                   707  

                            08                   706  

                            09                   706  

                            10                   706  

                            11                   705  

                            12                   705  

                            13                   705  

                            14                   705  

                            15                   705  

                            16                   706  

                            17                   706  

                            18                   707  

                            19                   707  

                            20                   708  

                            21                   708  

                            22                   708  

                            23                   707  

 

                           Max                   711

                           Min                   705

                           Mean                  707

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   708  

                            01                   707  

                            02                   707  

                            03                   706  

                            04                   705  

                            05                   705  

                            06                   705  

                            07                   704  

                            08                   703  

                            09                   702  

                            10                   701  

                            11                   701  

                            12                   701  

                            13                   700  

                            14                   700  

                            15                   700  

                            16                   700  

                            17                   700  

                            18                   700  

                            19                   700  

                            20                   701  

                            21                   701  

                            22                   701  

                            23                   702  

 

                           Max                   708

                           Min                   700

                           Mean                  703

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   703  

                            01                   703  

                            02                   704  

                            03                   705  

                            04                   705  

                            05                   706  

                            06                   706  

                            07                   707  

                            08                   708  

                            09                   708  

                            10                   708  

                            11                   708  

                            12                   708  

                            13                   708  

                            14                   707  

                            15                   706  

                            16                   706  

                            17                   705  

                            18                   705  

                            19                   705  

                            20                   704  

                            21                   703  

                            22                   703  

                            23                   702  

 

                           Max                   708

                           Min                   702

                           Mean                  706

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   702  

                            01                   702  

                            02                   701  

                            03                   701  

                            04                   700  

                            05                   701  

                            06                   701  

                            07                   701  

                            08                   702  

                            09                   702  

                            10                   703  

                            11                   704  

                            12                   704  

                            13                   705  

                            14                   705  

                            15                   706  

                            16                   706  

                            17                   707  

                            18                   708  

                            19                   708  

                            20                   708  

                            21                   709  

                            22                   709  

                            23                   709  

 

                           Max                   709

                           Min                   700

                           Mean                  704

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   710  

                            01                   710  

                            02                   710  

                            03                   710  

                            04                   710  

                            05                   711  

                            06                   711  

                            07                   711  

                            08                   711  

                            09                   711  

                            10                   711  

                            11                   712  

                            12                   711  

                            13                   711  

                            14                   711  

                            15                   711  

                            16                   711  

                            17                   710  

                            18                   711  

                            19                   711  

                            20                   710  

                            21                   710  

                            22                   710  

                            23                   709  

 

                           Max                   712

                           Min                   709

                           Mean                  711

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   709  

                            01                   709  

                            02                   708  

                            03                   708  

                            04                   708  

                            05                   708  

                            06                   708  

                            07                   708  

                            08                   708  

                            09                   708  

                            10                   708  

                            11                   708  

                            12                   708  

                            13                   707  

                            14                   707  

                            15                   707  

                            16                   707  

                            17                   707  

                            18                   707  

                            19                   707  

                            20                   707  

                            21                   707  

                            22                   708  

                            23                   707  

 

                           Max                   709

                           Min                   707

                           Mean                  708

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   707  

                            01                   707  

                            02                   707  

                            03                   707  

                            04                   707  

                            05                   707  

                            06                   707  

                            07                   707  

                            08                   707  

                            09                   706  

                            10                   706  

                            11                   706  

                            12                   706  

                            13                   705  

                            14                   705  

                            15                   705  

                            16                   705  

                            17                   705  

                            18                   705  

                            19                   705  

                            20                   705  

                            21                   705  

                            22                   705  

                            23                   705  

 

                           Max                   707

                           Min                   705

                           Mean                  706

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   705  

                            01                   705  

                            02                   705  

                            03                   705  

                            04                   705  

                            05                   705  

                            06                   705  

                            07                   705  

                            08                   706  

                            09                   706  

                            10                   707  

                            11                   707  

                            12                   708  

                            13                   708  

                            14                   708  

                            15                   708  

                            16                   708  

                            17                   708  

                            18                   709  

                            19                   709  

                            20                   710  

                            21                   710  

                            22                   710  

                            23                   711  

 

                           Max                   711

                           Min                   705

                           Mean                  707

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   711  

                            01                   711  

                            02                   711  

                            03                   711  

                            04                   711  

                            05                   711  

                            06                   711  

                            07                   711  

                            08                   710  

                            09                   710  

                            10                   709  

                            11                   709  

                            12                   709  

                            13                   708  

                            14                   707  

                            15                   706  

                            16                   706  

                            17                   706  

                            18                   705  

                            19                   705  

                            20                   705  

                            21                   705  

                            22                   705  

                            23                   705  

 

                           Max                   711

                           Min                   705

                           Mean                  708

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   705  

                            01                   705  

                            02                   705  

                            03                   705  

                            04                   706  

                            05                   706  

                            06                   706  

                            07                   706  

                            08                   707  

                            09                   707  

                            10                   707  

                            11                   707  

                            12                   707  

                            13                   707  

                            14                   706  

                            15                   705  

                            16                   705  

                            17                   705  

                            18                   705  

                            19                   705  

                            20                   705  

                            21                   704  

                            22                   704  

                            23                   704  

 

                           Max                   707

                           Min                   704

                           Mean                  706

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   703  

                            01                   702  

                            02                   701  

                            03                   701  

                            04                   700  

                            05                   699  

                            06                   699  

                            07                   699  

                            08                   699  

                            09                   699  

                            10                   700  

                            11                   701  

                            12                   701  

                            13                   701  

                            14                   701  

                            15                   702  

                            16                   702  

                            17                   703  

                            18                   703  

                            19                   704  

                            20                   704  

                            21                   704  

                            22                   705  

                            23                   705  

 

                           Max                   705

                           Min                   699

                           Mean                  702

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   705  

                            01                   705  

                            02                   705  

                            03                   706  

                            04                   708  

                            05                   710  

                            06                   711  

                            07                   713  

                            08                   714  

                            09                   714  

                            10                   715  

                            11                   716  

                            12                   716  

                            13                   716  

                            14                   716  

                            15                   716  

                            16                   716  

                            17                   716  

                            18                   716  

                            19                   716  

                            20                   716  

                            21                   716  

                            22                   716  

                            23                   716  

 

                           Max                   716

                           Min                   705

                           Mean                  713

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   717  

                            01                   717  

                            02                   717  

                            03                   717  

                            04                   717  

                            05                   717  

                            06                   717  

                            07                   718  

                            08                   718  

                            09                   718  

                            10                   718  

                            11                   718  

                            12                   718  

                            13                   717  

                            14                   716  

                            15                   716  

                            16                   715  

                            17                   714  

                            18                   713  

                            19                   712  

                            20                   711  

                            21                   711  

                            22                   710  

                            23                   708  

 

                           Max                   718

                           Min                   708

                           Mean                  715

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   708  

                            01                   707  

                            02                   707  

                            03                   707  

                            04                   707  

                            05                   707  

                            06                   707  

                            07                   707  

                            08                   707  

                            09                   707  

                            10                   708  

                            11                   708  

                            12                   707  

                            13                   707  

                            14                   706  

                            15                   706  

                            16                   705  

                            17                   705  

                            18                   705  

                            19                   704  

                            20                   703  

                            21                   703  

                            22                   702  

                            23                   701  

 

                           Max                   708

                           Min                   701

                           Mean                  706

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   701  

                            01                   700  

                            02                   699  

                            03                   699  

                            04                   698  

                            05                   698  

                            06                   697  

                            07                   697  

                            08                   697  

                            09                   697  

                            10                   696  

                            11                   697  

                            12                   697  

                            13                   696  

                            14                   697  

                            15                   697  

                            16                   697  

                            17                   698  

                            18                   699  

                            19                   700  

                            20                   701  

                            21                   702  

                            22                   703  

                            23                   705  

 

                           Max                   705

                           Min                   696

                           Mean                  699

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   705  

                            01                   706  

                            02                   707  

                            03                   708  

                            04                   709  

                            05                   709  

                            06                   710  

                            07                   710  

                            08                   711  

                            09                   711  

                            10                   712  

                            11                   712  

                            12                   713  

                            13                   713  

                            14                   713  

                            15                   714  

                            16                   714  

                            17                   715  

                            18                   715  

                            19                   715  

                            20                   716  

                            21                   716  

                            22                   716  

                            23                   717  

 

                           Max                   717

                           Min                   705

                           Mean                  712

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   717  

                            01                   717  

                            02                   717  

                            03                   717  

                            04                   717  

                            05                   717  

                            06                   717  

                            07                   717  

                            08                   717  

                            09                   717  

                            10                   717  

                            11                   717  

                            12                   717  

                            13                   716  

                            14                   716  

                            15                   715  

                            16                   715  

                            17                   714  

                            18                   714  

                            19                   714  

                            20                   714  

                            21                   714  

                            22                   714  

                            23                   714  

 

                           Max                   717

                           Min                   714

                           Mean                  716

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   713  

                            01                   712  

                            02                   712  

                            03                   712  

                            04                   711  

                            05                   711  

                            06                   711  

                            07                   711  

                            08                   711  

                            09                   711  

                            10                   711  

                            11                   711  

                            12                   711  

                            13                   710  

                            14                   710  

                            15                   709  

                            16                   709  

                            17                   709  

                            18                   709  

                            19                   709  

                            20                   709  

                            21                   709  

                            22                   709  

                            23                   710  

 

                           Max                   713

                           Min                   709

                           Mean                  710

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   710  

                            01                   710  

                            02                   710  

                            03                   710  

                            04                   710  

                            05                   711  

                            06                   711  

                            07                   711  

                            08                   711  

                            09                   711  

                            10                   711  

                            11                   711  

                            12                   711  

                            13                   711  

                            14                   711  

                            15                   710  

                            16                   710  

                            17                   710  

                            18                   709  

                            19                   709  

                            20                   709  

                            21                   709  

                            22                   709  

                            23                   709  

 

                           Max                   711

                           Min                   709

                           Mean                  710

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   708  

                            01                   708  

                            02                   708  

                            03                   708  

                            04                   708  

                            05                   708  

                            06                   708  

                            07                   708  

                            08                   707  

                            09                   707  

                            10                   707  

                            11                   707  

                            12                   706  

                            13                   706  

                            14                   705  

                            15                   705  

                            16                   704  

                            17                   704  

                            18                   704  

                            19                   704  

                            20                   703  

                            21                   703  

                            22                   702  

                            23                   702  

 

                           Max                   708

                           Min                   702

                           Mean                  706

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   701  

                            01                   701  

                            02                   701  

                            03                   700  

                            04                   700  

                            05                   700  

                            06                   700  

                            07                   699  

                            08                   699  

                            09                   699  

                            10                   699  

                            11                   699  

                            12                   700  

                            13                   700  

                            14                   700  

                            15                   700  

                            16                   700  

                            17                   701  

                            18                   702  

                            19                   702  

                            20                   703  

                            21                   703  

                            22                   704  

                            23                   704  

 

                           Max                   704

                           Min                   699

                           Mean                  701

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   705  

                            01                   705  

                            02                   705  

                            03                   706  

                            04                   707  

                            05                   707  

                            06                   708  

                            07                   709  

                            08                   709  

                            09                   710  

                            10                   711  

                            11                   711  

                            12                   711  

                            13                   711  

                            14                   710  

                            15                   710  

                            16                   710  

                            17                   711  

                            18                   710  

                            19                   710  

                            20                   710  

                            21                   710  

                            22                   709  

                            23                   709  

 

                           Max                   711

                           Min                   705

                           Mean                  709

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                   709  

                            01                   708  

                            02                   708  

                            03                   708  

                            04                   708  

                            05                   707  

                            06                   707  

                            07                   707  

                            08                   706  

                            09                   706  

                            10                   706  

                            11                   706  

                            12                   705  

                            13                   705  

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                   709

                           Min                   705

                           Mean                  707

                           Hours                  14

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                  707

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                  707

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : AMB_PRES

     Units       : MM(MERC)

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                  707

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    17  

                            02                    17  

                            03                    19  

                            04                    11  

                            05                    12  

                            06                    11  

                            07                     8  

                            08                     9  

                            09                    10  

                            10                    15  

                            11                    10  

                            12                    12  

                            13                    11  

                            14                     9  

                            15                     9  

                            16                     9  

                            17                     6  

                            18                     6  

                            19                     5  

                            20                     5  

                            21                     6  

                            22                     6  

                            23                     4  

 

                           Max                    19

                           Min                     4

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     4  

                            02                     5  

                            03                     7  

                            04                     9  

                            05                     6  

                            06                     5  

                            07                     5  

                            08                     5  

                            09                     5  

                            10                     7  

                            11                     6  

                            12                    10  

                            13                     7  

                            14                     8  

                            15                     7  

                            16                     9  

                            17                     8  

                            18                     7  

                            19                     6  

                            20                     4  

                            21                     5  

                            22                     6  

                            23                     5  

 

                           Max                    10

                           Min                     4

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     9  

                            02                     6  

                            03                     4  

                            04                     5  

                            05                     9  

                            06                    10  

                            07                    11  

                            08                    11  

                            09                    10  

                            10                    20  

                            11                    10  

                            12                       D

                            13                       D

                            14                     4  

                            15                     6  

                            16                     6  

                            17                     6  

                            18                     6  

                            19                     7  

                            20                    13  

                            21                     9  

                            22                     8  

                            23                     9  

 

                           Max                    20

                           Min                     4

                           Mean                    8

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     7  

                            02                     9  

                            03                    10  

                            04                    14  

                            05                    15  

                            06                    13  

                            07                    18  

                            08                    15  

                            09                    14  

                            10                    20  

                            11                    12  

                            12                    13  

                            13                    12  

                            14                     8  

                            15                     7  

                            16                     8  

                            17                    14  

                            18                    10  

                            19                    10  

                            20                    10  

                            21                    12  

                            22                    15  

                            23                    14  

 

                           Max                    20

                           Min                     7

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                     9  

                            02                    21  

                            03                    12  

                            04                    19  

                            05                    11  

                            06                    15  

                            07                    12  

                            08                    10  

                            09                     8  

                            10                     8  

                            11                     9  

                            12                    14  

                            13                    11  

                            14                    11  

                            15                    13  

                            16                    11  

                            17                    14  

                            18                    12  

                            19                    12  

                            20                    16  

                            21                    12  

                            22                    10  

                            23                    14  

 

                           Max                    21

                           Min                     8

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    13  

                            01                    15  

                            02                    18  

                            03                    23  

                            04                    20  

                            05                    21  

                            06                    20  

                            07                    19  

                            08                    21  

                            09                    14  

                            10                    13  

                            11                    11  

                            12                     9  

                            13                    13  

                            14                     7  

                            15                     3  

                            16                     6  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     4  

                            21                     8  

                            22                     8  

                            23                     6  

 

                           Max                    23

                           Min                     3

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     2  

                            01                     3  

                            02                     3  

                            03                     3  

                            04                     5  

                            05                     4  

                            06                     5  

                            07                     6  

                            08                     6  

                            09                     7  

                            10                     6  

                            11                     7  

                            12                     6  

                            13                     4  

                            14                     2  

                            15                     2  

                            16                     3  

                            17                     5  

                            18                    14  

                            19                     8  

                            20                    18  

                            21                    10  

                            22                     8  

                            23                     6  

 

                           Max                    18

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     7  

                            02                     6  

                            03                     6  

                            04                     7  

                            05                     7  

                            06                     8  

                            07                     6  

                            08                     5  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     2  

                            13                     2  

                            14                     3  

                            15                     2  

                            16                     5  

                            17                     6  

                            18                     3  

                            19                     8  

                            20                     7  

                            21                     9  

                            22                     6  

                            23                     6  

 

                           Max                     9

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                     6  

                            02                     4  

                            03                     4  

                            04                     6  

                            05                     4  

                            06                     7  

                            07                     6  

                            08                    14  

                            09                    15  

                            10                    15  

                            11                     9  

                            12                     8  

                            13                     7  

                            14                     4  

                            15                     3  

                            16                    11  

                            17                     7  

                            18                     4  

                            19                     4  

                            20                     3  

                            21                     3  

                            22                     4  

                            23                     6  

 

                           Max                    15

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     6  

                            03                     8  

                            04                     7  

                            05                     7  

                            06                     8  

                            07                     8  

                            08                    12  

                            09                    22  

                            10                    21  

                            11                    24  

                            12                    14  

                            13                    10  

                            14                    10  

                            15                     8  

                            16                     8  

                            17                    10  

                            18                     9  

                            19                    12  

                            20                    12  

                            21                    13  

                            22                    15  

                            23                    13  

 

                           Max                    24

                           Min                     5

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                    11  

                            02                     9  

                            03                     8  

                            04                     6  

                            05                     5  

                            06                    12  

                            07                    10  

                            08                     6  

                            09                     7  

                            10                     8  

                            11                     6  

                            12                     6  

                            13                     9  

                            14                     7  

                            15                     9  

                            16                     8  

                            17                     7  

                            18                     7  

                            19                     7  

                            20                     8  

                            21                     7  

                            22                     7  

                            23                     9  

 

                           Max                    12

                           Min                     5

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     8  

                            02                    12  

                            03                    10  

                            04                    10  

                            05                    12  

                            06                    13  

                            07                     9  

                            08                    11  

                            09                     8  

                            10                    10  

                            11                     8  

                            12                     7  

                            13                     7  

                            14                     6  

                            15                     6  

                            16                     7  

                            17                     9  

                            18                    10  

                            19                    10  

                            20                     9  

                            21                    12  

                            22                     9  

                            23                     9  

 

                           Max                    13

                           Min                     6

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                    13  

                            02                    15  

                            03                    17  

                            04                    16  

                            05                    13  

                            06                    14  

                            07                    14  

                            08                    18  

                            09                    14  

                            10                    11  

                            11                    13  

                            12                    11  

                            13                    10  

                            14                    14  

                            15                    12  

                            16                    16  

                            17                    16  

                            18                    18  

                            19                    17  

                            20                    18  

                            21                    18  

                            22                    23  

                            23                    28  

 

                           Max                    28

                           Min                     9

                           Mean                   15

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    32  

                            01                    19  

                            02                    15  

                            03                    18  

                            04                    28  

                            05                    19  

                            06                    20  

                            07                    13  

                            08                    16  

                            09                    22  

                            10                    21  

                            11                    23  

                            12                    14  

                            13                    15  

                            14                    12  

                            15                    13  

                            16                    10  

                            17                     9  

                            18                    12  

                            19                     8  

                            20                    10  

                            21                    12  

                            22                    14  

                            23                    12  

 

                           Max                    32

                           Min                     8

                           Mean                   16

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    13  

                            01                    16  

                            02                    18  

                            03                    14  

                            04                    11  

                            05                    16  

                            06                    10  

                            07                    12  

                            08                    13  

                            09                    11  

                            10                    10  

                            11                     7  

                            12                     5  

                            13                       k

                            14                       f

                            15                     4  

                            16                     3  

                            17                     6  

                            18                     6  

                            19                     4  

                            20                     2  

                            21                     3  

                            22                     4  

                            23                     3  

 

                           Max                    18

                           Min                     2

                           Mean                    9

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     3  

                            03                     4  

                            04                     6  

                            05                     5  

                            06                     6  

                            07                     5  

                            08                     3  

                            09                     3  

                            10                     4  

                            11                     7  

                            12                     9  

                            13                    11  

                            14                    11  

                            15                     8  

                            16                     9  

                            17                    11  

                            18                     9  

                            19                     8  

                            20                     8  

                            21                     6  

                            22                    13  

                            23                    13  

 

                           Max                    13

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    13  

                            01                    17  

                            02                     9  

                            03                     7  

                            04                     7  

                            05                     5  

                            06                     8  

                            07                     8  

                            08                     9  

                            09                     9  

                            10                     7  

                            11                     7  

                            12                     8  

                            13                     6  

                            14                     6  

                            15                     6  

                            16                     7  

                            17                     8  

                            18                     7  

                            19                     8  

                            20                    12  

                            21                     8  

                            22                    10  

                            23                     9  

 

                           Max                    17

                           Min                     5

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     8  

                            02                     7  

                            03                     8  

                            04                     4  

                            05                     7  

                            06                     6  

                            07                     4  

                            08                     8  

                            09                     7  

                            10                     4  

                            11                     5  

                            12                     3  

                            13                     2  

                            14                     2  

                            15                     3  

                            16                     9  

                            17                     8  

                            18                     8  

                            19                     7  

                            20                     6  

                            21                     5  

                            22                     4  

                            23                     4  

 

                           Max                     9

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     6  

                            03                     5  

                            04                     4  

                            05                     4  

                            06                     9  

                            07                     9  

                            08                     8  

                            09                     9  

                            10                     6  

                            11                     9  

                            12                     8  

                            13                     9  

                            14                     6  

                            15                     6  

                            16                     7  

                            17                     8  

                            18                     8  

                            19                     9  

                            20                     9  

                            21                    10  

                            22                     7  

                            23                     8  

 

                           Max                    10

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    15  

                            02                    14  

                            03                    13  

                            04                    10  

                            05                     9  

                            06                    11  

                            07                     8  

                            08                     7  

                            09                     9  

                            10                    10  

                            11                    10  

                            12                     8  

                            13                     8  

                            14                     9  

                            15                     7  

                            16                     7  

                            17                     6  

                            18                     6  

                            19                     8  

                            20                     8  

                            21                     7  

                            22                     6  

                            23                     6  

 

                           Max                    15

                           Min                     6

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     9  

                            02                     7  

                            03                     7  

                            04                     7  

                            05                     7  

                            06                     9  

                            07                     8  

                            08                     8  

                            09                     9  

                            10                     9  

                            11                     8  

                            12                     6  

                            13                     6  

                            14                     6  

                            15                     8  

                            16                     7  

                            17                     4  

                            18                     7  

                            19                     6  

                            20                     6  

                            21                    10  

                            22                    12  

                            23                    10  

 

                           Max                    12

                           Min                     4

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                    13  

                            02                    10  

                            03                    12  

                            04                    11  

                            05                    11  

                            06                    11  

                            07                    11  

                            08                     9  

                            09                    12  

                            10                    11  

                            11                     7  

                            12                     8  

                            13                     9  

                            14                     8  

                            15                     9  

                            16                    14  

                            17                    10  

                            18                     9  

                            19                     9  

                            20                     7  

                            21                     6  

                            22                     9  

                            23                     8  

 

                           Max                    14

                           Min                     6

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     6  

                            02                     8  

                            03                     7  

                            04                     9  

                            05                     9  

                            06                     8  

                            07                    12  

                            08                    15  

                            09                    12  

                            10                    13  

                            11                    12  

                            12                     9  

                            13                     9  

                            14                     6  

                            15                     7  

                            16                     7  

                            17                     8  

                            18                    11  

                            19                    11  

                            20                     9  

                            21                     6  

                            22                     8  

                            23                     9  

 

                           Max                    15

                           Min                     6

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    15  

                            01                    11  

                            02                    10  

                            03                     8  

                            04                     8  

                            05                    10  

                            06                     9  

                            07                     7  

                            08                    11  

                            09                     7  

                            10                    10  

                            11                    11  

                            12                     8  

                            13                     7  

                            14                     7  

                            15                     5  

                            16                     8  

                            17                     8  

                            18                    12  

                            19                    13  

                            20                    10  

                            21                    17  

                            22                    12  

                            23                    13  

 

                           Max                    17

                           Min                     5

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    11  

                            02                    13  

                            03                    15  

                            04                    15  

                            05                    13  

                            06                    15  

                            07                    11  

                            08                    16  

                            09                    19  

                            10                    18  

                            11                    14  

                            12                    14  

                            13                    11  

                            14                    13  

                            15                    12  

                            16                    14  

                            17                    12  

                            18                    17  

                            19                    12  

                            20                    16  

                            21                    14  

                            22                    14  

                            23                    14  

 

                           Max                    19

                           Min                    11

                           Mean                   14

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    16  

                            01                    14  

                            02                    15  

                            03                    19  

                            04                    24  

                            05                    20  

                            06                    25  

                            07                    23  

                            08                    24  

                            09                    23  

                            10                    24  

                            11                    24  

                            12                    26  

                            13                    26  

                            14                    24  

                            15                    16  

                            16                    16  

                            17                    17  

                            18                    24  

                            19                    20  

                            20                    25  

                            21                    23  

                            22                    27  

                            23                    20  

 

                           Max                    27

                           Min                    14

                           Mean                   21

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    21  

                            01                    21  

                            02                    19  

                            03                    31  

                            04                    21  

                            05                    25  

                            06                    27  

                            07                    24  

                            08                    29  

                            09                    24  

                            10                    23  

                            11                    20  

                            12                    26  

                            13                    23  

                            14                    20  

                            15                    19  

                            16                    24  

                            17                    27  

                            18                    29  

                            19                    23  

                            20                    29  

                            21                    29  

                            22                    30  

                            23                    30  

 

                           Max                    31

                           Min                    19

                           Mean                   25

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    32  

                            01                    26  

                            02                    26  

                            03                    24  

                            04                    11  

                            05                    14  

                            06                    11  

                            07                    10  

                            08                     8  

                            09                     8  

                            10                     9  

                            11                     8  

                            12                     6  

                            13                       k

                            14                       +

                            15                     3  

                            16                     5  

                            17                     6  

                            18                     7  

                            19                    10  

                            20                    13  

                            21                    12  

                            22                    15  

                            23                    18  

 

                           Max                    32

                           Min                     3

                           Mean                   13

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    14  

                            01                    16  

                            02                    12  

                            03                    13  

                            04                    19  

                            05                    19  

                            06                    15  

                            07                    15  

                            08                    12  

                            09                    12  

                            10                    14  

                            11                    16  

                            12                    15  

                            13                    14  

                            14                     8  

                            15                    13  

                            16                    10  

                            17                     8  

                            18                    14  

                            19                    11  

                            20                    10  

                            21                    12  

                            22                    11  

                            23                    11  

 

                           Max                    19

                           Min                     8

                           Mean                   13

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                    10  

                            02                    12  

                            03                    11  

                            04                     8  

                            05                     7  

                            06                    13  

                            07                     9  

                            08                    16  

                            09                    11  

                            10                     9  

                            11                    10  

                            12                     8  

                            13                     6  

                            14                    10  

                            15                     8  

                            16                    11  

                            17                     9  

                            18                    11  

                            19                    11  

                            20                    15  

                            21                    10  

                            22                    12  

                            23                    11  

 

                           Max                    16

                           Min                     6

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                    18  

                            02                    14  

                            03                    11  

                            04                    12  

                            05                    10  

                            06                    11  

                            07                    11  

                            08                     9  

                            09                     8  

                            10                    11  

                            11                     9  

                            12                     9  

                            13                    10  

                            14                     7  

                            15                     8  

                            16                    10  

                            17                    10  

                            18                    10  

                            19                    17  

                            20                    12  

                            21                     7  

                            22                     9  

                            23                    11  

 

                           Max                    18

                           Min                     7

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     6  

                            02                     4  

                            03                     3  

                            04                     4  

                            05                     6  

                            06                     8  

                            07                    11  

                            08                    10  

                            09                     9  

                            10                    12  

                            11                     9  

                            12                    10  

                            13                     8  

                            14                    10  

                            15                    10  

                            16                    14  

                            17                    13  

                            18                    13  

                            19                    12  

                            20                    10  

                            21                    16  

                            22                    16  

                            23                    13  

 

                           Max                    16

                           Min                     3

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    11  

                            02                    11  

                            03                    10  

                            04                    15  

                            05                    10  

                            06                    12  

                            07                    13  

                            08                    14  

                            09                    12  

                            10                     7  

                            11                     5  

                            12                     4  

                            13                     4  

                            14                     8  

                            15                     8  

                            16                     7  

                            17                     7  

                            18                    11  

                            19                    10  

                            20                     8  

                            21                    10  

                            22                     7  

                            23                     7  

 

                           Max                    15

                           Min                     4

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     8  

                            02                     6  

                            03                     7  

                            04                     7  

                            05                     7  

                            06                    12  

                            07                     9  

                            08                     7  

                            09                     8  

                            10                     8  

                            11                     9  

                            12                     9  

                            13                     6  

                            14                     5  

                            15                     5  

                            16                     9  

                            17                     9  

                            18                     6  

                            19                    12  

                            20                    10  

                            21                    10  

                            22                     9  

                            23                     7  

 

                           Max                    12

                           Min                     5

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    12  

                            02                     9  

                            03                    10  

                            04                    16  

                            05                    10  

                            06                    13  

                            07                    14  

                            08                    11  

                            09                     9  

                            10                     7  

                            11                     9  

                            12                     8  

                            13                     9  

                            14                     7  

                            15                     5  

                            16                     6  

                            17                     5  

                            18                     9  

                            19                     8  

                            20                     6  

                            21                     5  

                            22                     6  

                            23                     4  

 

                           Max                    16

                           Min                     4

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     6  

                            02                     6  

                            03                     5  

                            04                     7  

                            05                     7  

                            06                     8  

                            07                     5  

                            08                     4  

                            09                     6  

                            10                     7  

                            11                     8  

                            12                     6  

                            13                     4  

                            14                     3  

                            15                     1  

                            16                     2  

                            17                     6  

                            18                     7  

                            19                     6  

                            20                     9  

                            21                     6  

                            22                     8  

                            23                     7  

 

                           Max                     9

                           Min                     1

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     6  

                            03                     7  

                            04                    10  

                            05                     6  

                            06                     4  

                            07                     9  

                            08                    11  

                            09                    15  

                            10                    11  

                            11                     6  

                            12                     4  

                            13                     9  

                            14                     8  

                            15                    11  

                            16                    16  

                            17                    15  

                            18                    19  

                            19                    14  

                            20                    20  

                            21                    19  

                            22                    17  

                            23                    19  

 

                           Max                    20

                           Min                     4

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    21  

                            01                    17  

                            02                    16  

                            03                    21  

                            04                    23  

                            05                    24  

                            06                    25  

                            07                    20  

                            08                    27  

                            09                    27  

                            10                    31  

                            11                    26  

                            12                    25  

                            13                    25  

                            14                    21  

                            15                    22  

                            16                    23  

                            17                    13  

                            18                    13  

                            19                    11  

                            20                    21  

                            21                    17  

                            22                    18  

                            23                    14  

 

                           Max                    31

                           Min                    11

                           Mean                   21

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    13  

                            01                    12  

                            02                    14  

                            03                    11  

                            04                    10  

                            05                    11  

                            06                    13  

                            07                    12  

                            08                    13  

                            09                    10  

                            10                    10  

                            11                     6  

                            12                     7  

                            13                    11  

                            14                     9  

                            15                     6  

                            16                     7  

                            17                     9  

                            18                    11  

                            19                    15  

                            20                    17  

                            21                    13  

                            22                    16  

                            23                    16  

 

                           Max                    17

                           Min                     6

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    17  

                            01                    18  

                            02                    19  

                            03                    14  

                            04                    15  

                            05                    16  

                            06                    24  

                            07                    16  

                            08                    14  

                            09                    13  

                            10                    15  

                            11                    10  

                            12                    11  

                            13                    14  

                            14                    10  

                            15                    11  

                            16                    15  

                            17                    12  

                            18                    12  

                            19                    12  

                            20                    20  

                            21                    22  

                            22                    14  

                            23                     9  

 

                           Max                    24

                           Min                     9

                           Mean                   15

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                    12  

                            02                    13  

                            03                     9  

                            04                    13  

                            05                     9  

                            06                     8  

                            07                     8  

                            08                     8  

                            09                     9  

                            10                     9  

                            11                    11  

                            12                     9  

                            13                     9  

                            14                    13  

                            15                     8  

                            16                    12  

                            17                    13  

                            18                    19  

                            19                    15  

                            20                    14  

                            21                    14  

                            22                    11  

                            23                     9  

 

                           Max                    19

                           Min                     8

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     8  

                            02                     7  

                            03                     8  

                            04                     8  

                            05                     7  

                            06                     8  

                            07                    12  

                            08                    11  

                            09                     8  

                            10                     5  

                            11                     5  

                            12                       b

                            13                       k

                            14                       f

                            15                     6  

                            16                     8  

                            17                     7  

                            18                     7  

                            19                     7  

                            20                    13  

                            21                     9  

                            22                     9  

                            23                     7  

 

                           Max                    13

                           Min                     5

                           Mean                    8

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     5  

                            03                     4  

                            04                     4  

                            05                     6  

                            06                     6  

                            07                    11  

                            08                    10  

                            09                     8  

                            10                     7  

                            11                     7  

                            12                     5  

                            13                     5  

                            14                     4  

                            15                     5  

                            16                     5  

                            17                     5  

                            18                     7  

                            19                     6  

                            20                     8  

                            21                     7  

                            22                     5  

                            23                     9  

 

                           Max                    11

                           Min                     4

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     7  

                            02                     7  

                            03                     7  

                            04                     7  

                            05                     7  

                            06                     5  

                            07                     5  

                            08                     5  

                            09                     7  

                            10                     5  

                            11                     5  

                            12                     6  

                            13                    10  

                            14                    15  

                            15                    11  

                            16                    15  

                            17                    13  

                            18                     9  

                            19                     8  

                            20                    14  

                            21                    10  

                            22                     6  

                            23                     5  

 

                           Max                    15

                           Min                     5

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     8  

                            03                     6  

                            04                    11  

                            05                    15  

                            06                     7  

                            07                     7  

                            08                     5  

                            09                    11  

                            10                     9  

                            11                     7  

                            12                     5  

                            13                     6  

                            14                     7  

                            15                     8  

                            16                     7  

                            17                     6  

                            18                     5  

                            19                     5  

                            20                     8  

                            21                     9  

                            22                     9  

                            23                     6  

 

                           Max                    15

                           Min                     5

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                    11  

                            03                    16  

                            04                     8  

                            05                    10  

                            06                     8  

                            07                    10  

                            08                    13  

                            09                    13  

                            10                    14  

                            11                    11  

                            12                    13  

                            13                    10  

                            14                     8  

                            15                     7  

                            16                     6  

                            17                     7  

                            18                     8  

                            19                    14  

                            20                    10  

                            21                    13  

                            22                    12  

                            23                     9  

 

                           Max                    16

                           Min                     4

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                    11  

                            02                     8  

                            03                     6  

                            04                     9  

                            05                     7  

                            06                     7  

                            07                     8  

                            08                     8  

                            09                     9  

                            10                    11  

                            11                     8  

                            12                     5  

                            13                     8  

                            14                    10  

                            15                     6  

                            16                     6  

                            17                     7  

                            18                     7  

                            19                     8  

                            20                     9  

                            21                    11  

                            22                     9  

                            23                    10  

 

                           Max                    11

                           Min                     5

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     7  

                            02                     7  

                            03                     9  

                            04                     9  

                            05                     7  

                            06                     7  

                            07                     7  

                            08                    12  

                            09                     8  

                            10                    10  

                            11                     7  

                            12                     5  

                            13                     5  

                            14                     3  

                            15                    11  

                            16                    15  

                            17                    10  

                            18                     8  

                            19                     6  

                            20                     7  

                            21                     8  

                            22                     8  

                            23                    10  

 

                           Max                    15

                           Min                     3

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                     9  

                            02                     9  

                            03                     9  

                            04                    10  

                            05                     7  

                            06                     6  

                            07                     7  

                            08                    11  

                            09                    10  

                            10                     7  

                            11                     4  

                            12                     7  

                            13                    10  

                            14                     9  

                            15                     8  

                            16                     7  

                            17                    10  

                            18                    11  

                            19                     8  

                            20                     8  

                            21                    11  

                            22                    10  

                            23                    12  

 

                           Max                    12

                           Min                     4

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     9  

                            02                    10  

                            03                    11  

                            04                    15  

                            05                    17  

                            06                    10  

                            07                    15  

                            08                     9  

                            09                     8  

                            10                     9  

                            11                     7  

                            12                     6  

                            13                     5  

                            14                     4  

                            15                     8  

                            16                     8  

                            17                    10  

                            18                    10  

                            19                    12  

                            20                     9  

                            21                     8  

                            22                     7  

                            23                     9  

 

                           Max                    17

                           Min                     4

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                    46  

                            02                     9  

                            03                    10  

                            04                     7  

                            05                     6  

                            06                     5  

                            07                    19  

                            08                    11  

                            09                     8  

                            10                     9  

                            11                     8  

                            12                     7  

                            13                     4  

                            14                     8  

                            15                    12  

                            16                     8  

                            17                     6  

                            18                     9  

                            19                     9  

                            20                     8  

                            21                     8  

                            22                     9  

                            23                    11  

 

                           Max                    46

                           Min                     4

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    10  

                            02                     8  

                            03                     8  

                            04                     8  

                            05                    10  

                            06                     9  

                            07                    12  

                            08                    17  

                            09                    20  

                            10                    18  

                            11                    10  

                            12                    10  

                            13                    11  

                            14                    10  

                            15                    13  

                            16                    13  

                            17                    12  

                            18                    14  

                            19                    13  

                            20                    13  

                            21                    15  

                            22                    14  

                            23                     9  

 

                           Max                    20

                           Min                     8

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    14  

                            01                    11  

                            02                    16  

                            03                    12  

                            04                    12  

                            05                    13  

                            06                    12  

                            07                    14  

                            08                    13  

                            09                    14  

                            10                    16  

                            11                    13  

                            12                    11  

                            13                    12  

                            14                    12  

                            15                    11  

                            16                    12  

                            17                     8  

                            18                    10  

                            19                    12  

                            20                    12  

                            21                    21  

                            22                    17  

                            23                    16  

 

                           Max                    21

                           Min                     8

                           Mean                   13

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    18  

                            01                    15  

                            02                    12  

                            03                    14  

                            04                    13  

                            05                    12  

                            06                    12  

                            07                    10  

                            08                    10  

                            09                    12  

                            10                    11  

                            11                     9  

                            12                     7  

                            13                     6  

                            14                     5  

                            15                     4  

                            16                     7  

                            17                     6  

                            18                     6  

                            19                     8  

                            20                     9  

                            21                     7  

                            22                     6  

                            23                     7  

 

                           Max                    18

                           Min                     4

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     9  

                            02                     8  

                            03                     7  

                            04                     8  

                            05                    16  

                            06                    15  

                            07                    15  

                            08                    15  

                            09                    14  

                            10                    16  

                            11                    15  

                            12                    11  

                            13                    13  

                            14                    11  

                            15                     8  

                            16                     8  

                            17                    13  

                            18                    11  

                            19                     8  

                            20                    13  

                            21                    11  

                            22                    11  

                            23                    11  

 

                           Max                    16

                           Min                     5

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     8  

                            02                     6  

                            03                     6  

                            04                    10  

                            05                     8  

                            06                     7  

                            07                     9  

                            08                     8  

                            09                    10  

                            10                     7  

                            11                     4  

                            12                     6  

                            13                       k

                            14                       f

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                    10

                           Min                     4

                           Mean                    7

                           Hours                  13

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                    7

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                    7

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM25    

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                    7

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     8  

                            02                     9  

                            03                    10  

                            04                     8  

                            05                     6  

                            06                     4  

                            07                     2  

                            08                     3  

                            09                     6  

                            10                    10  

                            11                     8  

                            12                     6  

                            13                     4  

                            14                     6  

                            15                     7  

                            16                     9  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     5  

                            21                     4  

                            22                     3  

                            23                     6  

 

                           Max                    10

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     3  

                            03                     5  

                            04                     4  

                            05                     5  

                            06                     5  

                            07                     4  

                            08                     7  

                            09                     7  

                            10                     6  

                            11                    10  

                            12                     6  

                            13                     6  

                            14                     5  

                            15                     6  

                            16                     6  

                            17                     5  

                            18                     4  

                            19                     4  

                            20                     3  

                            21                     4  

                            22                     4  

                            23                     4  

 

                           Max                    10

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     4  

                            02                     3  

                            03                     4  

                            04                     6  

                            05                     5  

                            06                     5  

                            07                     4  

                            08                     4  

                            09                     8  

                            10                     8  

                            11                     7  

                            12                       D

                            13                       D

                            14                     9  

                            15                     8  

                            16                    12  

                            17                    11  

                            18                    13  

                            19                    20  

                            20                    16  

                            21                     9  

                            22                     7  

                            23                     8  

 

                           Max                    20

                           Min                     3

                           Mean                    7

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     7  

                            02                     6  

                            03                     8  

                            04                     9  

                            05                     9  

                            06                     7  

                            07                    10  

                            08                     9  

                            09                     8  

                            10                    16  

                            11                    13  

                            12                    11  

                            13                    14  

                            14                     5  

                            15                     7  

                            16                    16  

                            17                    16  

                            18                    10  

                            19                    15  

                            20                     9  

                            21                    14  

                            22                    12  

                            23                    15  

 

                           Max                    16

                           Min                     5

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    13  

                            01                     7  

                            02                     9  

                            03                    10  

                            04                    16  

                            05                    13  

                            06                    11  

                            07                     9  

                            08                     8  

                            09                     9  

                            10                     8  

                            11                     8  

                            12                    14  

                            13                    17  

                            14                    14  

                            15                    11  

                            16                    12  

                            17                    18  

                            18                    14  

                            19                    13  

                            20                    12  

                            21                     9  

                            22                     7  

                            23                     7  

 

                           Max                    18

                           Min                     7

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     5  

                            02                     7  

                            03                    11  

                            04                    11  

                            05                     8  

                            06                    10  

                            07                     9  

                            08                     9  

                            09                    10  

                            10                     7  

                            11                     5  

                            12                     7  

                            13                     6  

                            14                     3  

                            15                     6  

                            16                    10  

                            17                    12  

                            18                     7  

                            19                     8  

                            20                     8  

                            21                     6  

                            22                     4  

                            23                     3  

 

                           Max                    12

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     5  

                            02                     3  

                            03                     3  

                            04                     3  

                            05                     3  

                            06                     3  

                            07                     4  

                            08                     4  

                            09                     5  

                            10                     5  

                            11                     7  

                            12                    10  

                            13                    16  

                            14                    13  

                            15                    14  

                            16                     9  

                            17                    18  

                            18                    38  

                            19                    17  

                            20                    34  

                            21                    12  

                            22                     5  

                            23                     6  

 

                           Max                    38

                           Min                     3

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     9  

                            03                     6  

                            04                     3  

                            05                     4  

                            06                     4  

                            07                     5  

                            08                     5  

                            09                     5  

                            10                     5  

                            11                     5  

                            12                     5  

                            13                     5  

                            14                     5  

                            15                     6  

                            16                     6  

                            17                     5  

                            18                     8  

                            19                    11  

                            20                     6  

                            21                     8  

                            22                     5  

                            23                     6  

 

                           Max                    11

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     4  

                            02                     4  

                            03                     6  

                            04                     4  

                            05                     4  

                            06                     3  

                            07                     5  

                            08                    10  

                            09                    14  

                            10                    20  

                            11                    14  

                            12                     8  

                            13                     9  

                            14                     9  

                            15                     9  

                            16                    13  

                            17                     8  

                            18                     5  

                            19                     9  

                            20                     7  

                            21                     8  

                            22                     3  

                            23                     6  

 

                           Max                    20

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     8  

                            02                     9  

                            03                    10  

                            04                    10  

                            05                    10  

                            06                     9  

                            07                    10  

                            08                    15  

                            09                    16  

                            10                    22  

                            11                    20  

                            12                    20  

                            13                    13  

                            14                    12  

                            15                    10  

                            16                    10  

                            17                    10  

                            18                     7  

                            19                    10  

                            20                     8  

                            21                    10  

                            22                    13  

                            23                     9  

 

                           Max                    22

                           Min                     7

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     7  

                            02                     8  

                            03                     8  

                            04                     6  

                            05                     5  

                            06                     5  

                            07                     7  

                            08                     9  

                            09                    12  

                            10                     8  

                            11                     6  

                            12                    11  

                            13                    10  

                            14                    11  

                            15                    13  

                            16                    12  

                            17                    12  

                            18                    10  

                            19                    11  

                            20                    10  

                            21                    10  

                            22                     9  

                            23                     7  

 

                           Max                    13

                           Min                     5

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                     7  

                            02                     8  

                            03                     7  

                            04                     9  

                            05                     6  

                            06                     8  

                            07                     7  

                            08                     7  

                            09                     8  

                            10                     9  

                            11                    15  

                            12                     8  

                            13                    12  

                            14                     9  

                            15                    13  

                            16                    19  

                            17                    11  

                            18                    13  

                            19                    15  

                            20                     8  

                            21                     9  

                            22                     6  

                            23                     8  

 

                           Max                    19

                           Min                     6

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     9  

                            02                    10  

                            03                    11  

                            04                    10  

                            05                     7  

                            06                     8  

                            07                     8  

                            08                    12  

                            09                    10  

                            10                     8  

                            11                     9  

                            12                     8  

                            13                     8  

                            14                     8  

                            15                    11  

                            16                    11  

                            17                    11  

                            18                    14  

                            19                    21  

                            20                    19  

                            21                    15  

                            22                    16  

                            23                    18  

 

                           Max                    21

                           Min                     7

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    22  

                            01                    12  

                            02                    11  

                            03                    16  

                            04                    19  

                            05                     9  

                            06                     9  

                            07                    10  

                            08                    14  

                            09                    12  

                            10                    13  

                            11                    10  

                            12                     8  

                            13                     7  

                            14                     8  

                            15                     6  

                            16                    10  

                            17                     8  

                            18                     9  

                            19                     9  

                            20                     9  

                            21                     9  

                            22                     8  

                            23                     8  

 

                           Max                    22

                           Min                     6

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     7  

                            02                     8  

                            03                     7  

                            04                     6  

                            05                     5  

                            06                     7  

                            07                     7  

                            08                     8  

                            09                     9  

                            10                     8  

                            11                     7  

                            12                     6  

                            13                       k

                            14                       f

                            15                     4  

                            16                     3  

                            17                     4  

                            18                     5  

                            19                     5  

                            20                     4  

                            21                     5  

                            22                     4  

                            23                     3  

 

                           Max                     9

                           Min                     3

                           Mean                    5

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     3  

                            02                     4  

                            03                     3  

                            04                     3  

                            05                     4  

                            06                     4  

                            07                     5  

                            08                     6  

                            09                     7  

                            10                     7  

                            11                     8  

                            12                     8  

                            13                     6  

                            14                     6  

                            15                     8  

                            16                     9  

                            17                     9  

                            18                     6  

                            19                     5  

                            20                     7  

                            21                     6  

                            22                     9  

                            23                    12  

 

                           Max                    12

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    10  

                            02                     6  

                            03                     4  

                            04                     4  

                            05                     5  

                            06                     5  

                            07                     6  

                            08                     6  

                            09                     8  

                            10                     8  

                            11                     6  

                            12                     6  

                            13                     4  

                            14                     2  

                            15                     4  

                            16                     6  

                            17                     8  

                            18                     6  

                            19                     6  

                            20                     4  

                            21                     5  

                            22                     3  

                            23                     5  

 

                           Max                    10

                           Min                     2

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     5  

                            03                     6  

                            04                     4  

                            05                     5  

                            06                     3  

                            07                     4  

                            08                     4  

                            09                     4  

                            10                     5  

                            11                     5  

                            12                     8  

                            13                    12  

                            14                     9  

                            15                    10  

                            16                    10  

                            17                    13  

                            18                    12  

                            19                     6  

                            20                     6  

                            21                     5  

                            22                     5  

                            23                     5  

 

                           Max                    13

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     5  

                            03                     6  

                            04                     6  

                            05                     6  

                            06                     7  

                            07                    10  

                            08                    10  

                            09                    10  

                            10                    17  

                            11                    19  

                            12                    13  

                            13                    12  

                            14                    10  

                            15                     8  

                            16                     9  

                            17                    12  

                            18                     8  

                            19                    10  

                            20                    16  

                            21                    16  

                            22                    13  

                            23                    11  

 

                           Max                    19

                           Min                     5

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                     9  

                            02                    10  

                            03                    10  

                            04                     8  

                            05                     9  

                            06                     7  

                            07                    15  

                            08                    19  

                            09                    18  

                            10                     8  

                            11                    11  

                            12                     6  

                            13                     6  

                            14                     4  

                            15                     6  

                            16                     5  

                            17                     7  

                            18                     7  

                            19                     6  

                            20                     5  

                            21                     6  

                            22                     7  

                            23                     5  

 

                           Max                    19

                           Min                     4

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     4  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     5  

                            06                     6  

                            07                     8  

                            08                     9  

                            09                     8  

                            10                     9  

                            11                     9  

                            12                    10  

                            13                    12  

                            14                    12  

                            15                    12  

                            16                    15  

                            17                    13  

                            18                    14  

                            19                    23  

                            20                    18  

                            21                    20  

                            22                    21  

                            23                    17  

 

                           Max                    23

                           Min                     4

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    19  

                            01                    13  

                            02                    15  

                            03                    25  

                            04                    19  

                            05                    15  

                            06                    12  

                            07                    11  

                            08                     9  

                            09                    10  

                            10                    12  

                            11                     9  

                            12                     9  

                            13                     7  

                            14                     8  

                            15                     8  

                            16                     8  

                            17                     7  

                            18                     8  

                            19                    10  

                            20                    10  

                            21                     5  

                            22                     5  

                            23                     6  

 

                           Max                    25

                           Min                     5

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     6  

                            02                     6  

                            03                     7  

                            04                     6  

                            05                     5  

                            06                     6  

                            07                     9  

                            08                     8  

                            09                     9  

                            10                    12  

                            11                     7  

                            12                    10  

                            13                     9  

                            14                    13  

                            15                    10  

                            16                     9  

                            17                    14  

                            18                    11  

                            19                     9  

                            20                    11  

                            21                    11  

                            22                    10  

                            23                     8  

 

                           Max                    14

                           Min                     5

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    13  

                            01                    12  

                            02                     9  

                            03                     7  

                            04                    10  

                            05                     7  

                            06                     8  

                            07                    12  

                            08                    10  

                            09                    10  

                            10                    17  

                            11                    16  

                            12                    13  

                            13                     8  

                            14                     7  

                            15                     8  

                            16                    13  

                            17                    13  

                            18                    12  

                            19                    12  

                            20                    12  

                            21                    11  

                            22                    11  

                            23                    12  

 

                           Max                    17

                           Min                     7

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                    10  

                            02                    11  

                            03                    13  

                            04                    12  

                            05                    10  

                            06                    10  

                            07                    11  

                            08                     9  

                            09                    15  

                            10                    12  

                            11                    13  

                            12                    14  

                            13                    13  

                            14                    11  

                            15                    11  

                            16                    16  

                            17                    21  

                            18                    30  

                            19                    32  

                            20                    21  

                            21                    14  

                            22                    14  

                            23                    14  

 

                           Max                    32

                           Min                     9

                           Mean                   14

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    13  

                            01                    14  

                            02                    13  

                            03                    17  

                            04                    18  

                            05                    16  

                            06                    16  

                            07                    17  

                            08                    19  

                            09                    18  

                            10                    21  

                            11                    23  

                            12                    23  

                            13                    38  

                            14                    25  

                            15                    24  

                            16                    20  

                            17                    20  

                            18                    32  

                            19                    20  

                            20                    22  

                            21                    22  

                            22                    20  

                            23                    20  

 

                           Max                    38

                           Min                    13

                           Mean                   20

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    17  

                            01                    13  

                            02                    12  

                            03                    20  

                            04                    13  

                            05                    15  

                            06                    23  

                            07                    15  

                            08                    15  

                            09                    15  

                            10                    19  

                            11                    16  

                            12                    20  

                            13                    22  

                            14                    23  

                            15                    21  

                            16                    27  

                            17                    28  

                            18                    25  

                            19                    18  

                            20                    21  

                            21                    23  

                            22                    24  

                            23                    21  

 

                           Max                    28

                           Min                    12

                           Mean                   19

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    20  

                            01                    19  

                            02                    21  

                            03                    14  

                            04                     6  

                            05                     6  

                            06                     5  

                            07                     5  

                            08                     4  

                            09                     4  

                            10                     2  

                            11                     6  

                            12                     4  

                            13                       k

                            14                       f

                            15                     8  

                            16                     9  

                            17                    12  

                            18                    20  

                            19                    24  

                            20                    18  

                            21                    14  

                            22                    22  

                            23                    17  

 

                           Max                    24

                           Min                     2

                           Mean                   11

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    21  

                            01                    18  

                            02                    17  

                            03                    12  

                            04                     9  

                            05                     7  

                            06                     9  

                            07                     8  

                            08                     7  

                            09                     9  

                            10                    11  

                            11                    14  

                            12                    15  

                            13                     9  

                            14                     8  

                            15                     8  

                            16                    12  

                            17                    20  

                            18                    29  

                            19                    26  

                            20                    27  

                            21                    16  

                            22                    13  

                            23                    12  

 

                           Max                    29

                           Min                     7

                           Mean                   14

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                     6  

                            02                     6  

                            03                     6  

                            04                     5  

                            05                     7  

                            06                     8  

                            07                    10  

                            08                    13  

                            09                    16  

                            10                    13  

                            11                    11  

                            12                    13  

                            13                    12  

                            14                    13  

                            15                    13  

                            16                    16  

                            17                    15  

                            18                    19  

                            19                    19  

                            20                    20  

                            21                    12  

                            22                    17  

                            23                    16  

 

                           Max                    20

                           Min                     5

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    18  

                            01                    19  

                            02                    15  

                            03                    11  

                            04                     9  

                            05                     9  

                            06                     8  

                            07                    10  

                            08                     9  

                            09                    11  

                            10                    10  

                            11                    11  

                            12                    10  

                            13                     9  

                            14                    11  

                            15                    12  

                            16                    16  

                            17                    14  

                            18                    19  

                            19                    20  

                            20                    13  

                            21                     9  

                            22                     9  

                            23                     7  

 

                           Max                    20

                           Min                     7

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     5  

                            03                     4  

                            04                     6  

                            05                     6  

                            06                     6  

                            07                     6  

                            08                     7  

                            09                     9  

                            10                     9  

                            11                     8  

                            12                    10  

                            13                    13  

                            14                    10  

                            15                    12  

                            16                    10  

                            17                     9  

                            18                     8  

                            19                     8  

                            20                     6  

                            21                    11  

                            22                    14  

                            23                    11  

 

                           Max                    14

                           Min                     4

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     9  

                            02                     6  

                            03                     8  

                            04                     7  

                            05                     8  

                            06                     8  

                            07                     7  

                            08                     9  

                            09                    11  

                            10                     6  

                            11                    10  

                            12                    10  

                            13                    14  

                            14                    18  

                            15                    10  

                            16                     8  

                            17                     7  

                            18                     6  

                            19                     5  

                            20                     7  

                            21                     5  

                            22                     5  

                            23                     4  

 

                           Max                    18

                           Min                     4

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     3  

                            02                     3  

                            03                     3  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     5  

                            08                     3  

                            09                     5  

                            10                     4  

                            11                     5  

                            12                     3  

                            13                     4  

                            14                     6  

                            15                     5  

                            16                     9  

                            17                     6  

                            18                     9  

                            19                     9  

                            20                     8  

                            21                     9  

                            22                     8  

                            23                     6  

 

                           Max                     9

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     8  

                            02                     7  

                            03                     7  

                            04                     7  

                            05                     7  

                            06                     9  

                            07                     7  

                            08                     5  

                            09                     4  

                            10                     4  

                            11                     4  

                            12                     4  

                            13                     9  

                            14                     9  

                            15                     8  

                            16                     6  

                            17                     8  

                            18                     9  

                            19                     4  

                            20                     5  

                            21                     6  

                            22                     5  

                            23                     6  

 

                           Max                     9

                           Min                     4

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     3  

                            03                     6  

                            04                     7  

                            05                     6  

                            06                     6  

                            07                     6  

                            08                     5  

                            09                     4  

                            10                     7  

                            11                    11  

                            12                    10  

                            13                     4  

                            14                     8  

                            15                     7  

                            16                     5  

                            17                     5  

                            18                     4  

                            19                     5  

                            20                     7  

                            21                     4  

                            22                     7  

                            23                     5  

 

                           Max                    11

                           Min                     3

                           Mean                    5

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     6  

                            02                     3  

                            03                     5  

                            04                     5  

                            05                     4  

                            06                     7  

                            07                     7  

                            08                     9  

                            09                    21  

                            10                     6  

                            11                     8  

                            12                    11  

                            13                    11  

                            14                    12  

                            15                    13  

                            16                    12  

                            17                    16  

                            18                    21  

                            19                    17  

                            20                    25  

                            21                    19  

                            22                    14  

                            23                    12  

 

                           Max                    25

                           Min                     3

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    13  

                            02                    14  

                            03                    15  

                            04                    15  

                            05                    17  

                            06                    16  

                            07                    16  

                            08                    17  

                            09                    22  

                            10                    21  

                            11                    20  

                            12                    18  

                            13                    17  

                            14                    16  

                            15                    16  

                            16                    15  

                            17                     8  

                            18                     9  

                            19                    14  

                            20                    20  

                            21                    13  

                            22                     9  

                            23                     7  

 

                           Max                    22

                           Min                     7

                           Mean                   15

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     9  

                            02                     6  

                            03                     6  

                            04                     5  

                            05                     5  

                            06                     5  

                            07                     5  

                            08                     5  

                            09                     8  

                            10                     8  

                            11                     5  

                            12                     5  

                            13                     7  

                            14                     6  

                            15                     7  

                            16                    14  

                            17                    18  

                            18                    20  

                            19                    19  

                            20                    22  

                            21                    15  

                            22                    13  

                            23                    14  

 

                           Max                    22

                           Min                     5

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    18  

                            01                    15  

                            02                    14  

                            03                    13  

                            04                     9  

                            05                     9  

                            06                    11  

                            07                     6  

                            08                     5  

                            09                     5  

                            10                     6  

                            11                     7  

                            12                     9  

                            13                    14  

                            14                    12  

                            15                     9  

                            16                    18  

                            17                    23  

                            18                    24  

                            19                    27  

                            20                    38  

                            21                    32  

                            22                    20  

                            23                    12  

 

                           Max                    38

                           Min                     5

                           Mean                   14

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    12  

                            02                    14  

                            03                    11  

                            04                     7  

                            05                     7  

                            06                     7  

                            07                     7  

                            08                     5  

                            09                    11  

                            10                    17  

                            11                    10  

                            12                    10  

                            13                    11  

                            14                    13  

                            15                    14  

                            16                    16  

                            17                    17  

                            18                    17  

                            19                    12  

                            20                    10  

                            21                    12  

                            22                    10  

                            23                    14  

 

                           Max                    17

                           Min                     5

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     5  

                            03                     5  

                            04                     4  

                            05                     5  

                            06                     5  

                            07                     9  

                            08                     8  

                            09                     7  

                            10                     5  

                            11                     8  

                            12                       b

                            13                       k

                            14                       f

                            15                     6  

                            16                     8  

                            17                     6  

                            18                    17  

                            19                    23  

                            20                    22  

                            21                    13  

                            22                     9  

                            23                     1  

 

                           Max                    23

                           Min                     1

                           Mean                    8

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     7  

                            03                    10  

                            04                     4  

                            05                     6  

                            06                     7  

                            07                     7  

                            08                    13  

                            09                     8  

                            10                     9  

                            11                    14  

                            12                    26  

                            13                    19  

                            14                    14  

                            15                    17  

                            16                    18  

                            17                    20  

                            18                    20  

                            19                    15  

                            20                    11  

                            21                     4  

                            22                     5  

                            23                     5  

 

                           Max                    26

                           Min                     4

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     3  

                            02                     2  

                            03                     4  

                            04                     3  

                            05                     4  

                            06                     5  

                            07                     7  

                            08                     7  

                            09                     7  

                            10                     5  

                            11                    11  

                            12                    16  

                            13                    18  

                            14                    17  

                            15                    16  

                            16                    16  

                            17                    17  

                            18                     8  

                            19                     6  

                            20                     6  

                            21                     5  

                            22                     7  

                            23                     7  

 

                           Max                    18

                           Min                     2

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                    13  

                            02                    15  

                            03                     6  

                            04                    18  

                            05                    18  

                            06                     9  

                            07                     6  

                            08                     7  

                            09                     6  

                            10                     4  

                            11                    10  

                            12                     5  

                            13                     4  

                            14                     6  

                            15                     6  

                            16                     8  

                            17                    10  

                            18                     6  

                            19                     6  

                            20                     7  

                            21                     5  

                            22                     2  

                            23                     5  

 

                           Max                    18

                           Min                     2

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                    12  

                            02                     6  

                            03                     8  

                            04                     7  

                            05                     5  

                            06                     8  

                            07                    12  

                            08                    16  

                            09                    34  

                            10                    12  

                            11                    11  

                            12                    18  

                            13                    12  

                            14                     5  

                            15                     9  

                            16                     8  

                            17                    12  

                            18                    11  

                            19                    21  

                            20                    16  

                            21                    18  

                            22                    17  

                            23                    10  

 

                           Max                    34

                           Min                     4

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     5  

                            03                     5  

                            04                     6  

                            05                     5  

                            06                     7  

                            07                     6  

                            08                     6  

                            09                     6  

                            10                     7  

                            11                     8  

                            12                    10  

                            13                    10  

                            14                    13  

                            15                    13  

                            16                    16  

                            17                    20  

                            18                    13  

                            19                    20  

                            20                    16  

                            21                    17  

                            22                    18  

                            23                    13  

 

                           Max                    20

                           Min                     4

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     5  

                            02                     6  

                            03                     5  

                            04                     5  

                            05                     5  

                            06                     5  

                            07                     5  

                            08                     6  

                            09                     6  

                            10                     6  

                            11                     6  

                            12                    10  

                            13                     9  

                            14                     8  

                            15                     9  

                            16                    11  

                            17                     8  

                            18                     6  

                            19                     5  

                            20                     9  

                            21                    12  

                            22                    16  

                            23                    15  

 

                           Max                    16

                           Min                     5

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                    14  

                            02                    12  

                            03                    10  

                            04                     8  

                            05                     9  

                            06                     8  

                            07                     8  

                            08                     8  

                            09                     8  

                            10                     7  

                            11                     8  

                            12                     9  

                            13                    10  

                            14                    12  

                            15                    10  

                            16                    10  

                            17                    11  

                            18                    11  

                            19                    16  

                            20                    14  

                            21                    12  

                            22                    16  

                            23                    12  

 

                           Max                    16

                           Min                     7

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    12  

                            02                    12  

                            03                     8  

                            04                     9  

                            05                    13  

                            06                    12  

                            07                    12  

                            08                    14  

                            09                    15  

                            10                    16  

                            11                    12  

                            12                    14  

                            13                    21  

                            14                    26  

                            15                    21  

                            16                    32  

                            17                    24  

                            18                    21  

                            19                    18  

                            20                    18  

                            21                    18  

                            22                    14  

                            23                    12  

 

                           Max                    32

                           Min                     8

                           Mean                   16

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    40  

                            02                    14  

                            03                    11  

                            04                     6  

                            05                     7  

                            06                     6  

                            07                    13  

                            08                     9  

                            09                    11  

                            10                     9  

                            11                    12  

                            12                    14  

                            13                    16  

                            14                    17  

                            15                    17  

                            16                    18  

                            17                    20  

                            18                    23  

                            19                    25  

                            20                    17  

                            21                    13  

                            22                    11  

                            23                    13  

 

                           Max                    40

                           Min                     6

                           Mean                   14

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    12  

                            02                    11  

                            03                     9  

                            04                     9  

                            05                    10  

                            06                     9  

                            07                    10  

                            08                    51  

                            09                    88  

                            10                    59  

                            11                    32  

                            12                    17  

                            13                    16  

                            14                    19  

                            15                    21  

                            16                    22  

                            17                    22  

                            18                    23  

                            19                    19  

                            20                    18  

                            21                    16  

                            22                    10  

                            23                    10  

 

                           Max                    88

                           Min                     9

                           Mean                   21

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     8  

                            02                     7  

                            03                     6  

                            04                     7  

                            05                     6  

                            06                     7  

                            07                     8  

                            08                    10  

                            09                    12  

                            10                    11  

                            11                    10  

                            12                    17  

                            13                    23  

                            14                    22  

                            15                    23  

                            16                    22  

                            17                    19  

                            18                    22  

                            19                    26  

                            20                    21  

                            21                    21  

                            22                    16  

                            23                    14  

 

                           Max                    26

                           Min                     6

                           Mean                   14

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                     8  

                            02                     8  

                            03                     8  

                            04                     6  

                            05                     7  

                            06                     8  

                            07                     7  

                            08                    11  

                            09                    12  

                            10                    11  

                            11                    13  

                            12                    15  

                            13                    18  

                            14                    10  

                            15                    12  

                            16                    12  

                            17                    15  

                            18                    27  

                            19                    26  

                            20                    24  

                            21                    18  

                            22                    20  

                            23                     8  

 

                           Max                    27

                           Min                     6

                           Mean                   13

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     6  

                            02                     5  

                            03                     6  

                            04                     5  

                            05                     8  

                            06                     9  

                            07                     9  

                            08                     9  

                            09                    11  

                            10                    12  

                            11                    12  

                            12                    14  

                            13                    14  

                            14                    13  

                            15                    11  

                            16                    12  

                            17                    15  

                            18                    16  

                            19                    18  

                            20                    17  

                            21                    19  

                            22                    14  

                            23                    13  

 

                           Max                    19

                           Min                     5

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    13  

                            01                     8  

                            02                     6  

                            03                     5  

                            04                     7  

                            05                     7  

                            06                     7  

                            07                     6  

                            08                     7  

                            09                    11  

                            10                     9  

                            11                     9  

                            12                     8  

                            13                       k

                            14                       f

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                    13

                           Min                     5

                           Mean                    7

                           Hours                  13

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                    7

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                    7

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_LTP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                    7

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     8  

                            02                     9  

                            03                    10  

                            04                     8  

                            05                     6  

                            06                     5  

                            07                     2  

                            08                     4  

                            09                     6  

                            10                    10  

                            11                     8  

                            12                     6  

                            13                     5  

                            14                     6  

                            15                     8  

                            16                     9  

                            17                     6  

                            18                     4  

                            19                     5  

                            20                     5  

                            21                     4  

                            22                     4  

                            23                     6  

 

                           Max                    10

                           Min                     2

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     5  

                            02                     4  

                            03                     5  

                            04                     5  

                            05                     5  

                            06                     6  

                            07                     5  

                            08                     7  

                            09                     7  

                            10                     6  

                            11                    10  

                            12                     7  

                            13                     7  

                            14                     5  

                            15                     7  

                            16                     6  

                            17                     5  

                            18                     5  

                            19                     5  

                            20                     3  

                            21                     5  

                            22                     4  

                            23                     4  

 

                           Max                    10

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     5  

                            02                     3  

                            03                     4  

                            04                     6  

                            05                     5  

                            06                     5  

                            07                     4  

                            08                     4  

                            09                     8  

                            10                     8  

                            11                     7  

                            12                       D

                            13                       D

                            14                     9  

                            15                     8  

                            16                    12  

                            17                    11  

                            18                    13  

                            19                    20  

                            20                    16  

                            21                     9  

                            22                     7  

                            23                     8  

 

                           Max                    20

                           Min                     3

                           Mean                    8

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     7  

                            02                     6  

                            03                     8  

                            04                     9  

                            05                     8  

                            06                     7  

                            07                    10  

                            08                     9  

                            09                     8  

                            10                    15  

                            11                    12  

                            12                    11  

                            13                    14  

                            14                     5  

                            15                     8  

                            16                    16  

                            17                    16  

                            18                    10  

                            19                    14  

                            20                     9  

                            21                    14  

                            22                    12  

                            23                    15  

 

                           Max                    16

                           Min                     5

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    13  

                            01                     7  

                            02                     9  

                            03                    10  

                            04                    15  

                            05                    12  

                            06                    11  

                            07                     9  

                            08                     8  

                            09                     9  

                            10                     8  

                            11                     8  

                            12                    13  

                            13                    16  

                            14                    14  

                            15                    11  

                            16                    12  

                            17                    17  

                            18                    14  

                            19                    13  

                            20                    11  

                            21                     9  

                            22                     7  

                            23                     7  

 

                           Max                    17

                           Min                     7

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                     6  

                            02                     7  

                            03                    11  

                            04                    11  

                            05                     8  

                            06                    10  

                            07                     9  

                            08                     8  

                            09                     9  

                            10                     7  

                            11                     6  

                            12                     7  

                            13                     7  

                            14                     4  

                            15                     7  

                            16                    11  

                            17                    12  

                            18                     7  

                            19                     9  

                            20                     9  

                            21                     7  

                            22                     4  

                            23                     3  

 

                           Max                    12

                           Min                     3

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     5  

                            02                     4  

                            03                     3  

                            04                     3  

                            05                     3  

                            06                     3  

                            07                     4  

                            08                     4  

                            09                     5  

                            10                     6  

                            11                     7  

                            12                    11  

                            13                    16  

                            14                    14  

                            15                    14  

                            16                     9  

                            17                    18  

                            18                    37  

                            19                    17  

                            20                    33  

                            21                    12  

                            22                     6  

                            23                     6  

 

                           Max                    37

                           Min                     3

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     6  

                            02                     9  

                            03                     7  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     5  

                            08                     5  

                            09                     5  

                            10                     6  

                            11                     5  

                            12                     5  

                            13                     5  

                            14                     5  

                            15                     6  

                            16                     7  

                            17                     5  

                            18                     8  

                            19                    11  

                            20                     6  

                            21                     8  

                            22                     6  

                            23                     6  

 

                           Max                    11

                           Min                     4

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     5  

                            03                     6  

                            04                     4  

                            05                     4  

                            06                     4  

                            07                     5  

                            08                    10  

                            09                    14  

                            10                    20  

                            11                    14  

                            12                     9  

                            13                     9  

                            14                    10  

                            15                    10  

                            16                    13  

                            17                     8  

                            18                     5  

                            19                     9  

                            20                     7  

                            21                     9  

                            22                     4  

                            23                     7  

 

                           Max                    20

                           Min                     4

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     9  

                            02                     9  

                            03                    11  

                            04                    10  

                            05                    10  

                            06                    10  

                            07                    11  

                            08                    16  

                            09                    17  

                            10                    22  

                            11                    21  

                            12                    20  

                            13                    14  

                            14                    12  

                            15                    11  

                            16                    10  

                            17                    11  

                            18                     7  

                            19                    10  

                            20                     9  

                            21                    10  

                            22                    13  

                            23                    10  

 

                           Max                    22

                           Min                     7

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     7  

                            02                     8  

                            03                     8  

                            04                     6  

                            05                     5  

                            06                     5  

                            07                     7  

                            08                     9  

                            09                    12  

                            10                     8  

                            11                     6  

                            12                    11  

                            13                    10  

                            14                    10  

                            15                    13  

                            16                    11  

                            17                    12  

                            18                    10  

                            19                    10  

                            20                     9  

                            21                    10  

                            22                     9  

                            23                     7  

 

                           Max                    13

                           Min                     5

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                     7  

                            02                     8  

                            03                     7  

                            04                     9  

                            05                     6  

                            06                     8  

                            07                     7  

                            08                     7  

                            09                     8  

                            10                     8  

                            11                    14  

                            12                     8  

                            13                    12  

                            14                     8  

                            15                    13  

                            16                    18  

                            17                    10  

                            18                    13  

                            19                    14  

                            20                     7  

                            21                     9  

                            22                     6  

                            23                     7  

 

                           Max                    18

                           Min                     6

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     8  

                            02                     9  

                            03                    10  

                            04                     9  

                            05                     7  

                            06                     8  

                            07                     8  

                            08                    11  

                            09                     9  

                            10                     8  

                            11                     8  

                            12                     8  

                            13                     8  

                            14                     7  

                            15                    10  

                            16                    10  

                            17                    10  

                            18                    13  

                            19                    19  

                            20                    17  

                            21                    14  

                            22                    15  

                            23                    17  

 

                           Max                    19

                           Min                     7

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    21  

                            01                    12  

                            02                    11  

                            03                    15  

                            04                    18  

                            05                     9  

                            06                     8  

                            07                    10  

                            08                    13  

                            09                    11  

                            10                    13  

                            11                    10  

                            12                     8  

                            13                     7  

                            14                     8  

                            15                     6  

                            16                    10  

                            17                     8  

                            18                     9  

                            19                     9  

                            20                     9  

                            21                     9  

                            22                     8  

                            23                     8  

 

                           Max                    21

                           Min                     6

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     7  

                            02                     8  

                            03                     7  

                            04                     6  

                            05                     6  

                            06                     7  

                            07                     7  

                            08                     8  

                            09                     9  

                            10                     8  

                            11                     8  

                            12                       k

                            13                       f

                            14                    17  

                            15                     5  

                            16                     3  

                            17                     5  

                            18                     6  

                            19                     6  

                            20                     4  

                            21                     5  

                            22                     5  

                            23                     4  

 

                           Max                    17

                           Min                     3

                           Mean                    7

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     4  

                            02                     4  

                            03                     4  

                            04                     3  

                            05                     4  

                            06                     4  

                            07                     6  

                            08                     6  

                            09                     7  

                            10                     8  

                            11                     8  

                            12                     8  

                            13                     6  

                            14                     7  

                            15                     8  

                            16                     9  

                            17                     9  

                            18                     7  

                            19                     6  

                            20                     7  

                            21                     6  

                            22                     9  

                            23                    12  

 

                           Max                    12

                           Min                     3

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    11  

                            02                     6  

                            03                     5  

                            04                     5  

                            05                     6  

                            06                     5  

                            07                     6  

                            08                     6  

                            09                     8  

                            10                     8  

                            11                     6  

                            12                     7  

                            13                     4  

                            14                     3  

                            15                     4  

                            16                     6  

                            17                     8  

                            18                     6  

                            19                     7  

                            20                     5  

                            21                     5  

                            22                     3  

                            23                     5  

 

                           Max                    11

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     6  

                            02                     5  

                            03                     7  

                            04                     5  

                            05                     5  

                            06                     4  

                            07                     5  

                            08                     5  

                            09                     5  

                            10                     6  

                            11                     6  

                            12                     9  

                            13                    13  

                            14                    10  

                            15                    10  

                            16                    10  

                            17                    13  

                            18                    12  

                            19                     6  

                            20                     6  

                            21                     5  

                            22                     6  

                            23                     5  

 

                           Max                    13

                           Min                     4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     6  

                            02                     6  

                            03                     7  

                            04                     7  

                            05                     6  

                            06                     7  

                            07                    10  

                            08                     9  

                            09                    10  

                            10                    16  

                            11                    18  

                            12                    13  

                            13                    12  

                            14                     9  

                            15                     7  

                            16                     9  

                            17                    11  

                            18                     8  

                            19                     9  

                            20                    15  

                            21                    15  

                            22                    13  

                            23                    10  

 

                           Max                    18

                           Min                     6

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                     9  

                            02                    10  

                            03                    10  

                            04                     8  

                            05                     8  

                            06                     7  

                            07                    14  

                            08                    17  

                            09                    17  

                            10                     8  

                            11                    10  

                            12                     6  

                            13                     6  

                            14                     4  

                            15                     6  

                            16                     5  

                            17                     7  

                            18                     7  

                            19                     6  

                            20                     5  

                            21                     6  

                            22                     6  

                            23                     5  

 

                           Max                    17

                           Min                     4

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     4  

                            02                     4  

                            03                     4  

                            04                     4  

                            05                     5  

                            06                     6  

                            07                     8  

                            08                     8  

                            09                     7  

                            10                     8  

                            11                     9  

                            12                     9  

                            13                    12  

                            14                    11  

                            15                    11  

                            16                    14  

                            17                    12  

                            18                    13  

                            19                    21  

                            20                    17  

                            21                    19  

                            22                    19  

                            23                    16  

 

                           Max                    21

                           Min                     4

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    18  

                            01                    13  

                            02                    15  

                            03                    23  

                            04                    18  

                            05                    14  

                            06                    11  

                            07                    10  

                            08                     9  

                            09                     9  

                            10                    11  

                            11                     9  

                            12                     9  

                            13                     7  

                            14                     8  

                            15                     8  

                            16                     8  

                            17                     7  

                            18                     8  

                            19                     9  

                            20                    10  

                            21                     6  

                            22                     6  

                            23                     6  

 

                           Max                    23

                           Min                     6

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     6  

                            02                     6  

                            03                     7  

                            04                     6  

                            05                     5  

                            06                     6  

                            07                     8  

                            08                     8  

                            09                     8  

                            10                    11  

                            11                     7  

                            12                     9  

                            13                     8  

                            14                    13  

                            15                    10  

                            16                     9  

                            17                    13  

                            18                    11  

                            19                     9  

                            20                    10  

                            21                    11  

                            22                    10  

                            23                     8  

 

                           Max                    13

                           Min                     5

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    11  

                            02                     9  

                            03                     7  

                            04                    10  

                            05                     7  

                            06                     8  

                            07                    12  

                            08                    10  

                            09                     9  

                            10                    17  

                            11                    16  

                            12                    13  

                            13                     8  

                            14                     7  

                            15                     9  

                            16                    13  

                            17                    14  

                            18                    12  

                            19                    13  

                            20                    12  

                            21                    11  

                            22                    11  

                            23                    12  

 

                           Max                    17

                           Min                     7

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                    10  

                            02                    10  

                            03                    12  

                            04                    12  

                            05                    10  

                            06                    10  

                            07                    10  

                            08                     9  

                            09                    14  

                            10                    12  

                            11                    12  

                            12                    13  

                            13                    13  

                            14                    10  

                            15                    11  

                            16                    16  

                            17                    20  

                            18                    29  

                            19                    31  

                            20                    20  

                            21                    14  

                            22                    14  

                            23                    14  

 

                           Max                    31

                           Min                     9

                           Mean                   14

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    13  

                            01                    14  

                            02                    13  

                            03                    17  

                            04                    18  

                            05                    16  

                            06                    16  

                            07                    16  

                            08                    19  

                            09                    18  

                            10                    20  

                            11                    23  

                            12                    23  

                            13                    38  

                            14                    26  

                            15                    24  

                            16                    21  

                            17                    21  

                            18                    32  

                            19                    20  

                            20                    22  

                            21                    22  

                            22                    20  

                            23                    20  

 

                           Max                    38

                           Min                    13

                           Mean                   21

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    17  

                            01                    13  

                            02                    12  

                            03                    20  

                            04                    13  

                            05                    15  

                            06                    22  

                            07                    15  

                            08                    14  

                            09                    15  

                            10                    19  

                            11                    16  

                            12                    20  

                            13                    22  

                            14                    23  

                            15                    21  

                            16                    27  

                            17                    28  

                            18                    25  

                            19                    18  

                            20                    21  

                            21                    23  

                            22                    24  

                            23                    21  

 

                           Max                    28

                           Min                    12

                           Mean                   19

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    20  

                            01                    19  

                            02                    22  

                            03                    15  

                            04                     6  

                            05                     6  

                            06                     5  

                            07                     5  

                            08                     4  

                            09                     4  

                            10                     3  

                            11                     7  

                            12                     4  

                            13                       k

                            14                       f

                            15                     8  

                            16                     9  

                            17                    13  

                            18                    20  

                            19                    24  

                            20                    18  

                            21                    14  

                            22                    22  

                            23                    16  

 

                           Max                    24

                           Min                     3

                           Mean                   12

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    20  

                            01                    17  

                            02                    17  

                            03                    12  

                            04                     9  

                            05                     7  

                            06                     9  

                            07                     8  

                            08                     7  

                            09                     9  

                            10                    11  

                            11                    13  

                            12                    15  

                            13                     9  

                            14                     8  

                            15                     8  

                            16                    12  

                            17                    19  

                            18                    27  

                            19                    24  

                            20                    25  

                            21                    15  

                            22                    12  

                            23                    12  

 

                           Max                    27

                           Min                     7

                           Mean                   14

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                     6  

                            02                     6  

                            03                     6  

                            04                     5  

                            05                     7  

                            06                     8  

                            07                     9  

                            08                    12  

                            09                    15  

                            10                    12  

                            11                    10  

                            12                    12  

                            13                    11  

                            14                    12  

                            15                    12  

                            16                    15  

                            17                    14  

                            18                    17  

                            19                    18  

                            20                    18  

                            21                    11  

                            22                    16  

                            23                    15  

 

                           Max                    18

                           Min                     5

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    16  

                            01                    17  

                            02                    13  

                            03                    10  

                            04                     8  

                            05                     8  

                            06                     7  

                            07                     9  

                            08                     8  

                            09                    10  

                            10                     9  

                            11                    10  

                            12                     9  

                            13                     9  

                            14                    10  

                            15                    12  

                            16                    14  

                            17                    13  

                            18                    18  

                            19                    18  

                            20                    12  

                            21                     9  

                            22                     8  

                            23                     7  

 

                           Max                    18

                           Min                     7

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     5  

                            02                     5  

                            03                     5  

                            04                     6  

                            05                     6  

                            06                     7  

                            07                     6  

                            08                     7  

                            09                     9  

                            10                     9  

                            11                     8  

                            12                    10  

                            13                    13  

                            14                    10  

                            15                    12  

                            16                    10  

                            17                     9  

                            18                     8  

                            19                     8  

                            20                     7  

                            21                    11  

                            22                    14  

                            23                    11  

 

                           Max                    14

                           Min                     5

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     9  

                            02                     6  

                            03                     7  

                            04                     7  

                            05                     8  

                            06                     8  

                            07                     7  

                            08                     9  

                            09                    12  

                            10                     6  

                            11                    10  

                            12                    10  

                            13                    14  

                            14                    18  

                            15                    10  

                            16                     8  

                            17                     7  

                            18                     6  

                            19                     5  

                            20                     7  

                            21                     5  

                            22                     6  

                            23                     5  

 

                           Max                    18

                           Min                     5

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     3  

                            01                     4  

                            02                     4  

                            03                     3  

                            04                     5  

                            05                     5  

                            06                     5  

                            07                     5  

                            08                     3  

                            09                     5  

                            10                     4  

                            11                     5  

                            12                     4  

                            13                     5  

                            14                     6  

                            15                     5  

                            16                     9  

                            17                     6  

                            18                     9  

                            19                     9  

                            20                     8  

                            21                     9  

                            22                     8  

                            23                     6  

 

                           Max                     9

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     8  

                            02                     7  

                            03                     8  

                            04                     7  

                            05                     7  

                            06                     9  

                            07                     8  

                            08                     5  

                            09                     4  

                            10                     4  

                            11                     5  

                            12                     5  

                            13                     9  

                            14                     9  

                            15                     9  

                            16                     7  

                            17                     8  

                            18                     9  

                            19                     5  

                            20                     6  

                            21                     7  

                            22                     5  

                            23                     7  

 

                           Max                     9

                           Min                     4

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     3  

                            03                     6  

                            04                     7  

                            05                     6  

                            06                     6  

                            07                     6  

                            08                     5  

                            09                     4  

                            10                     7  

                            11                    11  

                            12                    10  

                            13                     5  

                            14                     8  

                            15                     7  

                            16                     5  

                            17                     5  

                            18                     4  

                            19                     6  

                            20                     7  

                            21                     5  

                            22                     8  

                            23                     5  

 

                           Max                    11

                           Min                     3

                           Mean                    6

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                     6  

                            02                     3  

                            03                     6  

                            04                     6  

                            05                     4  

                            06                     7  

                            07                     7  

                            08                     9  

                            09                    22  

                            10                     7  

                            11                     9  

                            12                    12  

                            13                    11  

                            14                    12  

                            15                    13  

                            16                    12  

                            17                    16  

                            18                    21  

                            19                    17  

                            20                    25  

                            21                    19  

                            22                    14  

                            23                    12  

 

                           Max                    25

                           Min                     3

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    13  

                            02                    14  

                            03                    15  

                            04                    15  

                            05                    17  

                            06                    16  

                            07                    16  

                            08                    17  

                            09                    21  

                            10                    20  

                            11                    20  

                            12                    18  

                            13                    17  

                            14                    16  

                            15                    16  

                            16                    15  

                            17                     8  

                            18                     9  

                            19                    14  

                            20                    20  

                            21                    13  

                            22                     9  

                            23                     7  

 

                           Max                    21

                           Min                     7

                           Mean                   15

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                    10  

                            02                     6  

                            03                     7  

                            04                     5  

                            05                     5  

                            06                     5  

                            07                     5  

                            08                     6  

                            09                     8  

                            10                     9  

                            11                     6  

                            12                     6  

                            13                     7  

                            14                     7  

                            15                     8  

                            16                    15  

                            17                    18  

                            18                    20  

                            19                    19  

                            20                    21  

                            21                    14  

                            22                    13  

                            23                    14  

 

                           Max                    21

                           Min                     5

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    18  

                            01                    15  

                            02                    14  

                            03                    13  

                            04                     9  

                            05                     9  

                            06                    11  

                            07                     6  

                            08                     5  

                            09                     6  

                            10                     6  

                            11                     7  

                            12                     9  

                            13                    14  

                            14                    13  

                            15                     9  

                            16                    18  

                            17                    23  

                            18                    24  

                            19                    27  

                            20                    38  

                            21                    31  

                            22                    20  

                            23                    12  

 

                           Max                    38

                           Min                     5

                           Mean                   15

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    10  

                            01                    12  

                            02                    14  

                            03                    11  

                            04                     8  

                            05                     8  

                            06                     7  

                            07                     7  

                            08                     5  

                            09                    11  

                            10                    17  

                            11                    10  

                            12                    10  

                            13                    12  

                            14                    13  

                            15                    14  

                            16                    16  

                            17                    17  

                            18                    17  

                            19                    12  

                            20                    10  

                            21                    12  

                            22                    10  

                            23                    14  

 

                           Max                    17

                           Min                     5

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     5  

                            02                     5  

                            03                     5  

                            04                     4  

                            05                     5  

                            06                     6  

                            07                     9  

                            08                     8  

                            09                     7  

                            10                     5  

                            11                     8  

                            12                       b

                            13                       k

                            14                       f

                            15                     6  

                            16                     8  

                            17                     6  

                            18                    17  

                            19                    23  

                            20                    22  

                            21                    13  

                            22                     9  

                            23                     2  

 

                           Max                    23

                           Min                     2

                           Mean                    9

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     7  

                            03                    10  

                            04                     5  

                            05                     7  

                            06                     8  

                            07                     7  

                            08                    13  

                            09                     8  

                            10                     9  

                            11                    14  

                            12                    26  

                            13                    19  

                            14                    14  

                            15                    18  

                            16                    19  

                            17                    20  

                            18                    20  

                            19                    15  

                            20                    11  

                            21                     5  

                            22                     5  

                            23                     6  

 

                           Max                    26

                           Min                     5

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     3  

                            02                     3  

                            03                     4  

                            04                     3  

                            05                     4  

                            06                     6  

                            07                     8  

                            08                     7  

                            09                     7  

                            10                     6  

                            11                    11  

                            12                    17  

                            13                    19  

                            14                    17  

                            15                    16  

                            16                    17  

                            17                    18  

                            18                     9  

                            19                     7  

                            20                     6  

                            21                     5  

                            22                     7  

                            23                     7  

 

                           Max                    19

                           Min                     3

                           Mean                    9

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                    13  

                            02                    15  

                            03                     6  

                            04                    18  

                            05                    18  

                            06                     9  

                            07                     6  

                            08                     7  

                            09                     6  

                            10                     4  

                            11                    10  

                            12                     5  

                            13                     4  

                            14                     6  

                            15                     6  

                            16                     8  

                            17                    10  

                            18                     6  

                            19                     6  

                            20                     7  

                            21                     5  

                            22                     3  

                            23                     5  

 

                           Max                    18

                           Min                     3

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     4  

                            01                    12  

                            02                     6  

                            03                     8  

                            04                     7  

                            05                     6  

                            06                     8  

                            07                    11  

                            08                    15  

                            09                    32  

                            10                    12  

                            11                    11  

                            12                    18  

                            13                    12  

                            14                     5  

                            15                     9  

                            16                     9  

                            17                    12  

                            18                    11  

                            19                    21  

                            20                    16  

                            21                    18  

                            22                    17  

                            23                    10  

 

                           Max                    32

                           Min                     4

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     5  

                            01                     5  

                            02                     5  

                            03                     6  

                            04                     7  

                            05                     5  

                            06                     7  

                            07                     6  

                            08                     6  

                            09                     7  

                            10                     7  

                            11                     8  

                            12                    10  

                            13                    10  

                            14                    13  

                            15                    14  

                            16                    17  

                            17                    21  

                            18                    13  

                            19                    20  

                            20                    16  

                            21                    18  

                            22                    18  

                            23                    13  

 

                           Max                    21

                           Min                     5

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     7  

                            01                     6  

                            02                     6  

                            03                     6  

                            04                     6  

                            05                     5  

                            06                     6  

                            07                     6  

                            08                     7  

                            09                     6  

                            10                     7  

                            11                     6  

                            12                    10  

                            13                    10  

                            14                     9  

                            15                     9  

                            16                    12  

                            17                     8  

                            18                     6  

                            19                     6  

                            20                     9  

                            21                    12  

                            22                    16  

                            23                    15  

 

                           Max                    16

                           Min                     5

                           Mean                    8

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     8  

                            01                    14  

                            02                    12  

                            03                    10  

                            04                     8  

                            05                     9  

                            06                     8  

                            07                     8  

                            08                     8  

                            09                     8  

                            10                     7  

                            11                     8  

                            12                     9  

                            13                    10  

                            14                    12  

                            15                    10  

                            16                    10  

                            17                    11  

                            18                    10  

                            19                    15  

                            20                    13  

                            21                    11  

                            22                    15  

                            23                    11  

 

                           Max                    15

                           Min                     7

                           Mean                   10

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                    11  

                            02                    11  

                            03                     8  

                            04                     8  

                            05                    12  

                            06                    11  

                            07                    12  

                            08                    13  

                            09                    14  

                            10                    15  

                            11                    12  

                            12                    13  

                            13                    20  

                            14                    25  

                            15                    20  

                            16                    30  

                            17                    22  

                            18                    20  

                            19                    16  

                            20                    17  

                            21                    17  

                            22                    14  

                            23                    12  

 

                           Max                    30

                           Min                     8

                           Mean                   15

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    11  

                            01                    37  

                            02                    13  

                            03                    10  

                            04                     6  

                            05                     7  

                            06                     6  

                            07                    12  

                            08                     9  

                            09                    10  

                            10                     9  

                            11                    12  

                            12                    13  

                            13                    15  

                            14                    16  

                            15                    16  

                            16                    18  

                            17                    19  

                            18                    22  

                            19                    24  

                            20                    17  

                            21                    12  

                            22                    11  

                            23                    13  

 

                           Max                    37

                           Min                     6

                           Mean                   14

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                    11  

                            02                    10  

                            03                     9  

                            04                     9  

                            05                     9  

                            06                     9  

                            07                     9  

                            08                    48  

                            09                    83  

                            10                    57  

                            11                    31  

                            12                    17  

                            13                    16  

                            14                    19  

                            15                    21  

                            16                    22  

                            17                    22  

                            18                    23  

                            19                    19  

                            20                    18  

                            21                    15  

                            22                    10  

                            23                    10  

 

                           Max                    83

                           Min                     9

                           Mean                   21

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     9  

                            01                     8  

                            02                     7  

                            03                     6  

                            04                     7  

                            05                     7  

                            06                     7  

                            07                     8  

                            08                    10  

                            09                    12  

                            10                    11  

                            11                    10  

                            12                    17  

                            13                    23  

                            14                    22  

                            15                    24  

                            16                    22  

                            17                    19  

                            18                    22  

                            19                    26  

                            20                    21  

                            21                    21  

                            22                    16  

                            23                    14  

 

                           Max                    26

                           Min                     6

                           Mean                   15

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    12  

                            01                     9  

                            02                     9  

                            03                     8  

                            04                     7  

                            05                     8  

                            06                     8  

                            07                     8  

                            08                    11  

                            09                    12  

                            10                    11  

                            11                    13  

                            12                    16  

                            13                    19  

                            14                    11  

                            15                    12  

                            16                    13  

                            17                    16  

                            18                    28  

                            19                    26  

                            20                    24  

                            21                    19  

                            22                    21  

                            23                     9  

 

                           Max                    28

                           Min                     7

                           Mean                   14

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                     6  

                            01                     6  

                            02                     6  

                            03                     6  

                            04                     6  

                            05                     9  

                            06                     9  

                            07                     9  

                            08                     9  

                            09                    11  

                            10                    12  

                            11                    12  

                            12                    14  

                            13                    14  

                            14                    13  

                            15                    11  

                            16                    12  

                            17                    15  

                            18                    16  

                            19                    18  

                            20                    17  

                            21                    19  

                            22                    14  

                            23                    13  

 

                           Max                    19

                           Min                     6

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                    13  

                            01                     8  

                            02                     6  

                            03                     6  

                            04                     7  

                            05                     7  

                            06                     7  

                            07                     6  

                            08                     8  

                            09                    11  

                            10                     9  

                            11                    10  

                            12                     9  

                            13                       k

                            14                       f

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                    13

                           Min                     6

                           Mean                    8

                           Hours                  13

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                    8

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                    8

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : PM10_STP

     Units       : UG/M3   

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                    8

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/01/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    11  

                            01                    11  

                            02                     5  

                            03                    14  

                            04                    21  

                            05                    30  

                            06                    30  

                            07                    27  

                            08                    24  

                            09                    18  

                            10                    20  

                            11                    21  

                            12                    19  

                            13                    23  

                            14                    22  

                            15                    22  

                            16                    25  

                            17                    28  

                            18                    24  

                            19                    24  

                            20                    20  

                            21                    31  

                            22                    36  

                            23                    35  

 

                           Max                    36

                           Min                     5

                           Mean                   23

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/02/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    35  

                            01                    35  

                            02                    36  

                            03                    36  

                            04                    35  

                            05                    35  

                            06                    34  

                            07                    35  

                            08                    36  

                            09                    35  

                            10                    36  

                            11                    36  

                            12                    35  

                            13                    34  

                            14                    34  

                            15                    33  

                            16                    32  

                            17                    31  

                            18                    31  

                            19                    28  

                            20                    26  

                            21                    33  

                            22                    34  

                            23                    32  

 

                           Max                    36

                           Min                    26

                           Mean                   34

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/03/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    31  

                            01                    34  

                            02                    27  

                            03                    22  

                            04                    18  

                            05                    12  

                            06                    22  

                            07                    19  

                            08                     8  

                            09                    14  

                            10                    25  

                            11                    28  

                            12                       D

                            13                       D

                            14                    32  

                            15                    30  

                            16                    29  

                            17                    22  

                            18                     9  

                            19                     6  

                            20                    12  

                            21                    18  

                            22                     8  

                            23                    10  

 

                           Max                    34

                           Min                     6

                           Mean                   20

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/04/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    13  

                            01                    25  

                            02                     9  

                            03                    12  

                            04                     7  

                            05                    14  

                            06                    10  

                            07                     6  

                            08                     2  

                            09                     3  

                            10                    15  

                            11                    21  

                            12                    24  

                            13                    29  

                            14                    29  

                            15                    27  

                            16                    23  

                            17                    12  

                            18                     4  

                            19                     9  

                            20                     0  

                            21                     3  

                            22                     0  

                            23                     4  

 

                           Max                    29

                           Min                     0

                           Mean                   13

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/05/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    30  

                            01                    28  

                            02                    31  

                            03                    29  

                            04                    28  

                            05                    30  

                            06                    30  

                            07                    26  

                            08                    21  

                            09                    19  

                            10                    25  

                            11                    28  

                            12                    31  

                            13                    33  

                            14                    35  

                            15                    33  

                            16                    29  

                            17                    23  

                            18                    16  

                            19                    14  

                            20                    17  

                            21                    22  

                            22                    19  

                            23                    16  

 

                           Max                    35

                           Min                    14

                           Mean                   26

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/06/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    17  

                            01                     9  

                            02                     0  

                            03                     0  

                            04                     1  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     1  

                            09                     9  

                            10                    20  

                            11                    19  

                            12                    24  

                            13                    32  

                            14                    34  

                            15                    33  

                            16                    28  

                            17                    22  

                            18                    22  

                            19                    20  

                            20                    17  

                            21                    29  

                            22                    37  

                            23                    37  

 

                           Max                    37

                           Min                     0

                           Mean                   17

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/07/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    36  

                            01                    36  

                            02                    35  

                            03                    35  

                            04                    35  

                            05                    36  

                            06                    35  

                            07                    33  

                            08                    30  

                            09                    27  

                            10                    31  

                            11                    33  

                            12                    31  

                            13                    32  

                            14                    32  

                            15                    33  

                            16                    24  

                            17                     1  

                            18                    14  

                            19                     5  

                            20                    13  

                            21                    20  

                            22                    21  

                            23                    22  

 

                           Max                    36

                           Min                     1

                           Mean                   27

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/08/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    19  

                            01                     5  

                            02                    15  

                            03                    26  

                            04                    18  

                            05                    22  

                            06                    27  

                            07                    27  

                            08                    32  

                            09                    31  

                            10                    31  

                            11                    30  

                            12                    31  

                            13                    33  

                            14                    34  

                            15                    34  

                            16                    35  

                            17                    37  

                            18                    38  

                            19                    36  

                            20                    36  

                            21                    35  

                            22                    32  

                            23                    27  

 

                           Max                    38

                           Min                     5

                           Mean                   29

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/09/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    32  

                            01                    31  

                            02                    27  

                            03                    30  

                            04                    28  

                            05                    22  

                            06                    13  

                            07                     0  

                            08                     4  

                            09                     9  

                            10                    26  

                            11                    30  

                            12                    29  

                            13                    29  

                            14                    29  

                            15                    26  

                            16                    24  

                            17                    22  

                            18                    18  

                            19                    18  

                            20                    23  

                            21                    25  

                            22                     3  

                            23                     3  

 

                           Max                    32

                           Min                     0

                           Mean                   21

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/10/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     3  

                            01                     2  

                            02                     0  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     0  

                            07                     0  

                            08                     0  

                            09                     1  

                            10                     2  

                            11                     4  

                            12                    10  

                            13                    17  

                            14                    22  

                            15                    22  

                            16                    21  

                            17                    24  

                            18                    21  

                            19                    26  

                            20                    27  

                            21                    25  

                            22                    28  

                            23                    27  

 

                           Max                    28

                           Min                     0

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/11/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    26  

                            01                    26  

                            02                    26  

                            03                    27  

                            04                    27  

                            05                    27  

                            06                    26  

                            07                    24  

                            08                    24  

                            09                    27  

                            10                    29  

                            11                    30  

                            12                    30  

                            13                    34  

                            14                    34  

                            15                    34  

                            16                    36  

                            17                    36  

                            18                    38  

                            19                    37  

                            20                    37  

                            21                    38  

                            22                    37  

                            23                    37  

 

                           Max                    38

                           Min                    24

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/12/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    36  

                            01                    36  

                            02                    35  

                            03                    35  

                            04                    36  

                            05                    37  

                            06                    35  

                            07                    34  

                            08                    31  

                            09                    32  

                            10                    35  

                            11                    35  

                            12                    35  

                            13                    35  

                            14                    35  

                            15                    34  

                            16                    27  

                            17                    16  

                            18                     6  

                            19                    17  

                            20                    10  

                            21                    19  

                            22                    14  

                            23                    13  

 

                           Max                    37

                           Min                     6

                           Mean                   28

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/13/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    15  

                            01                    17  

                            02                     8  

                            03                    16  

                            04                    11  

                            05                     4  

                            06                    18  

                            07                     4  

                            08                    13  

                            09                    23  

                            10                    27  

                            11                    26  

                            12                    29  

                            13                    32  

                            14                    31  

                            15                    30  

                            16                    28  

                            17                    16  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                    32

                           Min                     0

                           Mean                   15

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/14/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     2  

                            02                     0  

                            03                     0  

                            04                    10  

                            05                    21  

                            06                    15  

                            07                     0  

                            08                     4  

                            09                     7  

                            10                    15  

                            11                    25  

                            12                    26  

                            13                    29  

                            14                    33  

                            15                    35  

                            16                    33  

                            17                    30  

                            18                    26  

                            19                    12  

                            20                    19  

                            21                    19  

                            22                    20  

                            23                    15  

 

                           Max                    35

                           Min                     0

                           Mean                   17

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/15/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    14  

                            01                     8  

                            02                     9  

                            03                    14  

                            04                    20  

                            05                    11  

                            06                     6  

                            07                     1  

                            08                     4  

                            09                    12  

                            10                    20  

                            11                    27  

                            12                       z

                            13                       D

                            14                    30  

                            15                    33  

                            16                    34  

                            17                    33  

                            18                    34  

                            19                    33  

                            20                    34  

                            21                    33  

                            22                    33  

                            23                    34  

 

                           Max                    34

                           Min                     1

                           Mean                   22

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/16/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    34  

                            01                    34  

                            02                    32  

                            03                    31  

                            04                    32  

                            05                    33  

                            06                    31  

                            07                    29  

                            08                    30  

                            09                    32  

                            10                    27  

                            11                    26  

                            12                    27  

                            13                    27  

                            14                    28  

                            15                    29  

                            16                    30  

                            17                    28  

                            18                    30  

                            19                    26  

                            20                    25  

                            21                    19  

                            22                    10  

                            23                     9  

 

                           Max                    34

                           Min                     9

                           Mean                   27

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/17/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    14  

                            01                    26  

                            02                    29  

                            03                    30  

                            04                    30  

                            05                    25  

                            06                    22  

                            07                    20  

                            08                    19  

                            09                    16  

                            10                    28  

                            11                    28  

                            12                    27  

                            13                    24  

                            14                    26  

                            15                    23  

                            16                    23  

                            17                    22  

                            18                    21  

                            19                    20  

                            20                    19  

                            21                    16  

                            22                    17  

                            23                    24  

 

                           Max                    30

                           Min                    14

                           Mean                   23

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/18/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    21  

                            01                    21  

                            02                    17  

                            03                    27  

                            04                    31  

                            05                    30  

                            06                    29  

                            07                    27  

                            08                    26  

                            09                    26  

                            10                    27  

                            11                    30  

                            12                    30  

                            13                    32  

                            14                    32  

                            15                    31  

                            16                    23  

                            17                    23  

                            18                    24  

                            19                    29  

                            20                    30  

                            21                    28  

                            22                    29  

                            23                    31  

 

                           Max                    32

                           Min                    17

                           Mean                   27

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/19/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    29  

                            01                    34  

                            02                    37  

                            03                    38  

                            04                    36  

                            05                    30  

                            06                    29  

                            07                    28  

                            08                    29  

                            09                    28  

                            10                    29  

                            11                    30  

                            12                    31  

                            13                    33  

                            14                    35  

                            15                    35  

                            16                    34  

                            17                    31  

                            18                    30  

                            19                    25  

                            20                    23  

                            21                    21  

                            22                    21  

                            23                    15  

 

                           Max                    38

                           Min                    15

                           Mean                   30

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/20/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    15  

                            01                    15  

                            02                    13  

                            03                    19  

                            04                    20  

                            05                    24  

                            06                    28  

                            07                    29  

                            08                    32  

                            09                    31  

                            10                    33  

                            11                    33  

                            12                    34  

                            13                    35  

                            14                    36  

                            15                    36  

                            16                    37  

                            17                    34  

                            18                    33  

                            19                    35  

                            20                    36  

                            21                    34  

                            22                    34  

                            23                    33  

 

                           Max                    37

                           Min                    13

                           Mean                   30

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/21/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    34  

                            01                    33  

                            02                    33  

                            03                    32  

                            04                    31  

                            05                    30  

                            06                    28  

                            07                    26  

                            08                    28  

                            09                    28  

                            10                    32  

                            11                    33  

                            12                    33  

                            13                    34  

                            14                    34  

                            15                    32  

                            16                    31  

                            17                    28  

                            18                    21  

                            19                    20  

                            20                    17  

                            21                    22  

                            22                    14  

                            23                    13  

 

                           Max                    34

                           Min                    13

                           Mean                   28

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/22/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    22  

                            01                    19  

                            02                    12  

                            03                     6  

                            04                    11  

                            05                    11  

                            06                    18  

                            07                    23  

                            08                    23  

                            09                    23  

                            10                    25  

                            11                    26  

                            12                    28  

                            13                    28  

                            14                    28  

                            15                    29  

                            16                    30  

                            17                    28  

                            18                    21  

                            19                    24  

                            20                    28  

                            21                    32  

                            22                    32  

                            23                    35  

 

                           Max                    35

                           Min                     6

                           Mean                   23

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/23/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    34  

                            01                    33  

                            02                    32  

                            03                    35  

                            04                    35  

                            05                    33  

                            06                    29  

                            07                    26  

                            08                    26  

                            09                    28  

                            10                    32  

                            11                    35  

                            12                    35  

                            13                    35  

                            14                    35  

                            15                    34  

                            16                    31  

                            17                    29  

                            18                    26  

                            19                    27  

                            20                    27  

                            21                    29  

                            22                    29  

                            23                    28  

 

                           Max                    35

                           Min                    26

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/24/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    30  

                            01                    28  

                            02                    28  

                            03                    31  

                            04                    30  

                            05                    33  

                            06                    31  

                            07                    31  

                            08                    30  

                            09                    30  

                            10                    29  

                            11                    29  

                            12                    29  

                            13                    29  

                            14                    28  

                            15                    23  

                            16                    24  

                            17                    25  

                            18                    27  

                            19                    29  

                            20                    31  

                            21                    30  

                            22                    29  

                            23                    28  

 

                           Max                    33

                           Min                    23

                           Mean                   29

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/25/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    29  

                            01                    28  

                            02                    26  

                            03                    25  

                            04                    26  

                            05                    28  

                            06                    25  

                            07                    24  

                            08                    27  

                            09                    27  

                            10                    28  

                            11                    28  

                            12                    29  

                            13                    32  

                            14                    33  

                            15                    30  

                            16                    28  

                            17                    20  

                            18                    22  

                            19                    24  

                            20                    23  

                            21                    22  

                            22                    21  

                            23                    20  

 

                           Max                    33

                           Min                    20

                           Mean                   26

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/26/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    14  

                            01                    13  

                            02                     2  

                            03                     0  

                            04                     0  

                            05                     0  

                            06                     1  

                            07                     0  

                            08                     0  

                            09                     3  

                            10                     6  

                            11                    13  

                            12                    12  

                            13                    17  

                            14                    21  

                            15                    22  

                            16                    20  

                            17                     6  

                            18                     4  

                            19                     0  

                            20                     2  

                            21                     1  

                            22                     0  

                            23                     1  

 

                           Max                    22

                           Min                     0

                           Mean                    7

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/27/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     4  

                            01                     7  

                            02                     5  

                            03                     3  

                            04                     2  

                            05                     3  

                            06                     6  

                            07                     2  

                            08                     2  

                            09                    10  

                            10                    13  

                            11                    18  

                            12                    21  

                            13                    24  

                            14                    27  

                            15                    25  

                            16                    22  

                            17                    20  

                            18                    20  

                            19                    14  

                            20                     6  

                            21                     5  

                            22                     3  

                            23                     0  

 

                           Max                    27

                           Min                     0

                           Mean                   11

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/28/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     1  

                            01                     2  

                            02                     3  

                            03                    10  

                            04                     4  

                            05                     9  

                            06                     2  

                            07                    12  

                            08                    11  

                            09                    18  

                            10                    17  

                            11                    22  

                            12                       z

                            13                       D

                            14                       D

                            15                    30  

                            16                    26  

                            17                    15  

                            18                     0  

                            19                     0  

                            20                     0  

                            21                     0  

                            22                     0  

                            23                     0  

 

                           Max                    30

                           Min                     0

                           Mean                    9

                           Hours                  21

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/29/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     1  

                            02                     0  

                            03                     6  

                            04                    14  

                            05                    11  

                            06                    16  

                            07                    12  

                            08                    13  

                            09                    17  

                            10                    20  

                            11                    17  

                            12                    32  

                            13                    33  

                            14                    34  

                            15                    36  

                            16                    28  

                            17                    24  

                            18                    24  

                            19                    23  

                            20                    23  

                            21                    22  

                            22                    23  

                            23                    26  

 

                           Max                    36

                           Min                     0

                           Mean                   19

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/30/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    26  

                            01                    26  

                            02                    25  

                            03                    25  

                            04                    21  

                            05                    19  

                            06                    17  

                            07                    17  

                            08                    15  

                            09                    20  

                            10                    23  

                            11                    25  

                            12                    26  

                            13                    26  

                            14                    27  

                            15                    27  

                            16                    27  

                            17                    26  

                            18                    25  

                            19                    26  

                            20                    26  

                            21                    26  

                            22                    26  

                            23                    26  

 

                           Max                    27

                           Min                    15

                           Mean                   24

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   01/31/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    25  

                            01                    25  

                            02                    25  

                            03                    25  

                            04                    22  

                            05                    24  

                            06                    23  

                            07                    21  

                            08                    22  

                            09                    25  

                            10                    27  

                            11                    29  

                            12                    29  

                            13                    30  

                            14                    31  

                            15                    30  

                            16                    29  

                            17                    21  

                            18                     7  

                            19                    19  

                            20                    28  

                            21                    27  

                            22                    24  

                            23                    26  

 

                           Max                    31

                           Min                     7

                           Mean                   25

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/01/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    26  

                            01                    25  

                            02                    26  

                            03                    24  

                            04                    20  

                            05                    19  

                            06                    15  

                            07                    19  

                            08                    14  

                            09                    18  

                            10                    22  

                            11                    22  

                            12                    23  

                            13                    25  

                            14                    25  

                            15                    25  

                            16                    25  

                            17                    28  

                            18                    26  

                            19                    24  

                            20                    24  

                            21                    25  

                            22                    26  

                            23                    23  

 

                           Max                    28

                           Min                    14

                           Mean                   23

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/02/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    24  

                            01                    23  

                            02                    18  

                            03                    17  

                            04                    17  

                            05                    15  

                            06                    16  

                            07                     9  

                            08                    16  

                            09                    34  

                            10                    36  

                            11                    38  

                            12                    35  

                            13                    32  

                            14                    33  

                            15                    34  

                            16                    34  

                            17                    30  

                            18                    25  

                            19                    23  

                            20                    25  

                            21                    26  

                            22                    29  

                            23                    30  

 

                           Max                    38

                           Min                     9

                           Mean                   26

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/03/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    26  

                            01                    30  

                            02                    23  

                            03                     9  

                            04                     6  

                            05                    12  

                            06                    25  

                            07                    25  

                            08                    20  

                            09                    27  

                            10                    31  

                            11                    33  

                            12                    35  

                            13                    35  

                            14                    35  

                            15                    36  

                            16                    36  

                            17                    34  

                            18                    29  

                            19                    27  

                            20                    25  

                            21                    26  

                            22                    31  

                            23                    31  

 

                           Max                    36

                           Min                     6

                           Mean                   27

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/04/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    26  

                            01                    27  

                            02                    24  

                            03                    23  

                            04                    16  

                            05                    15  

                            06                    19  

                            07                    23  

                            08                    36  

                            09                    34  

                            10                    30  

                            11                    36  

                            12                    31  

                            13                    31  

                            14                    36  

                            15                    38  

                            16                    36  

                            17                    33  

                            18                    33  

                            19                    34  

                            20                    31  

                            21                    31  

                            22                    38  

                            23                    38  

 

                           Max                    38

                           Min                    15

                           Mean                   30

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/05/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    38  

                            01                    39  

                            02                    38  

                            03                    35  

                            04                    37  

                            05                    32  

                            06                    33  

                            07                    30  

                            08                    29  

                            09                    28  

                            10                    31  

                            11                    31  

                            12                    37  

                            13                    38  

                            14                    39  

                            15                    39  

                            16                    37  

                            17                    34  

                            18                    24  

                            19                    23  

                            20                    24  

                            21                    26  

                            22                    33  

                            23                    33  

 

                           Max                    39

                           Min                    23

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/06/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    31  

                            01                    30  

                            02                    28  

                            03                    25  

                            04                    24  

                            05                    11  

                            06                     0  

                            07                     0  

                            08                     1  

                            09                    18  

                            10                    28  

                            11                    31  

                            12                    33  

                            13                    35  

                            14                    35  

                            15                    33  

                            16                    28  

                            17                    24  

                            18                    26  

                            19                    23  

                            20                    25  

                            21                    29  

                            22                    29  

                            23                    30  

 

                           Max                    35

                           Min                     0

                           Mean                   24

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/07/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    30  

                            01                    27  

                            02                    27  

                            03                    27  

                            04                    28  

                            05                    25  

                            06                    24  

                            07                    19  

                            08                    19  

                            09                    20  

                            10                    22  

                            11                    23  

                            12                    25  

                            13                    25  

                            14                    25  

                            15                    25  

                            16                    27  

                            17                    21  

                            18                     2  

                            19                     1  

                            20                    12  

                            21                    17  

                            22                    16  

                            23                     7  

 

                           Max                    30

                           Min                     1

                           Mean                   21

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/08/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    10  

                            01                    15  

                            02                    15  

                            03                    18  

                            04                    19  

                            05                    16  

                            06                     5  

                            07                     4  

                            08                    11  

                            09                    14  

                            10                    23  

                            11                    24  

                            12                    25  

                            13                    25  

                            14                    26  

                            15                    23  

                            16                    23  

                            17                    19  

                            18                     7  

                            19                     5  

                            20                    14  

                            21                    15  

                            22                     8  

                            23                     1  

 

                           Max                    26

                           Min                     1

                           Mean                   15

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/09/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                     0  

                            01                     0  

                            02                     0  

                            03                    13  

                            04                    11  

                            05                     0  

                            06                     6  

                            07                     8  

                            08                     8  

                            09                    12  

                            10                    16  

                            11                    18  

                            12                    20  

                            13                    29  

                            14                    27  

                            15                    27  

                            16                    26  

                            17                    22  

                            18                     7  

                            19                     1  

                            20                     0  

                            21                     7  

                            22                    18  

                            23                    22  

 

                           Max                    29

                           Min                     0

                           Mean                   12

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/10/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    12  

                            01                     6  

                            02                    10  

                            03                    16  

                            04                    28  

                            05                    27  

                            06                    32  

                            07                    30  

                            08                    30  

                            09                    28  

                            10                    27  

                            11                    27  

                            12                    25  

                            13                    25  

                            14                    26  

                            15                    29  

                            16                    28  

                            17                    29  

                            18                    34  

                            19                    35  

                            20                    33  

                            21                    33  

                            22                    33  

                            23                    33  

 

                           Max                    35

                           Min                     6

                           Mean                   27

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/11/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    32  

                            01                    31  

                            02                    30  

                            03                    29  

                            04                    29  

                            05                    27  

                            06                    26  

                            07                    21  

                            08                    28  

                            09                    33  

                            10                    35  

                            11                    30  

                            12                       D

                            13                       D

                            14                    36  

                            15                    36  

                            16                    36  

                            17                    30  

                            18                    20  

                            19                    13  

                            20                    18  

                            21                    29  

                            22                    33  

                            23                    33  

 

                           Max                    36

                           Min                    13

                           Mean                   29

                           Hours                  22

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/12/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    27  

                            01                    27  

                            02                    32  

                            03                    33  

                            04                    29  

                            05                    14  

                            06                    11  

                            07                    11  

                            08                    13  

                            09                    20  

                            10                    27  

                            11                    31  

                            12                    33  

                            13                    35  

                            14                    36  

                            15                    34  

                            16                    32  

                            17                    30  

                            18                    28  

                            19                    29  

                            20                    29  

                            21                    32  

                            22                    30  

                            23                    28  

 

                           Max                    36

                           Min                    11

                           Mean                   27

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/13/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    28  

                            01                    25  

                            02                    24  

                            03                    21  

                            04                    19  

                            05                    10  

                            06                     7  

                            07                    20  

                            08                    23  

                            09                    24  

                            10                    29  

                            11                    30  

                            12                    32  

                            13                    33  

                            14                    32  

                            15                    32  

                            16                    30  

                            17                    31  

                            18                    32  

                            19                    35  

                            20                    39  

                            21                    42  

                            22                    40  

                            23                    41  

 

                           Max                    42

                           Min                     7

                           Mean                   28

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/14/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    38  

                            01                    35  

                            02                    32  

                            03                    36  

                            04                    37  

                            05                    34  

                            06                    34  

                            07                    35  

                            08                    36  

                            09                    36  

                            10                    38  

                            11                    37  

                            12                    37  

                            13                    37  

                            14                    37  

                            15                    37  

                            16                    35  

                            17                    37  

                            18                    37  

                            19                    35  

                            20                    36  

                            21                    37  

                            22                    33  

                            23                    33  

 

                           Max                    38

                           Min                    32

                           Mean                   36

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/15/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    32  

                            01                    33  

                            02                    28  

                            03                    31  

                            04                    35  

                            05                    27  

                            06                    12  

                            07                     3  

                            08                     6  

                            09                    19  

                            10                    31  

                            11                    31  

                            12                    33  

                            13                    38  

                            14                    38  

                            15                    39  

                            16                    40  

                            17                    36  

                            18                    29  

                            19                    24  

                            20                    19  

                            21                    12  

                            22                    19  

                            23                    28  

 

                           Max                    40

                           Min                     3

                           Mean                   27

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/16/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    32  

                            01                    30  

                            02                    20  

                            03                    18  

                            04                    28  

                            05                    26  

                            06                    28  

                            07                    28  

                            08                    20  

                            09                    23  

                            10                    29  

                            11                    32  

                            12                    36  

                            13                    37  

                            14                    39  

                            15                    38  

                            16                    33  

                            17                    36  

                            18                    24  

                            19                    21  

                            20                     9  

                            21                    13  

                            22                     7  

                            23                    13  

 

                           Max                    39

                           Min                     7

                           Mean                   26

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/17/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    17  

                            01                    12  

                            02                     8  

                            03                     6  

                            04                    13  

                            05                    11  

                            06                     8  

                            07                     5  

                            08                     8  

                            09                    12  

                            10                    23  

                            11                    27  

                            12                    28  

                            13                    29  

                            14                    30  

                            15                    31  

                            16                    40  

                            17                    39  

                            18                    38  

                            19                    36  

                            20                    37  

                            21                    37  

                            22                    37  

                            23                    36  

 

                           Max                    40

                           Min                     5

                           Mean                   24

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/18/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    37  

                            01                    39  

                            02                    37  

                            03                    36  

                            04                    36  

                            05                    33  

                            06                    30  

                            07                    28  

                            08                    28  

                            09                    29  

                            10                    30  

                            11                    31  

                            12                    32  

                            13                    33  

                            14                    35  

                            15                    34  

                            16                    34  

                            17                    33  

                            18                    34  

                            19                    28  

                            20                    26  

                            21                    25  

                            22                    23  

                            23                    20  

 

                           Max                    39

                           Min                    20

                           Mean                   31

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/19/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    13  

                            01                    15  

                            02                    20  

                            03                    15  

                            04                    11  

                            05                    10  

                            06                    14  

                            07                    21  

                            08                    19  

                            09                    32  

                            10                    34  

                            11                    36  

                            12                    38  

                            13                    38  

                            14                    38  

                            15                    38  

                            16                    37  

                            17                    35  

                            18                    33  

                            19                    34  

                            20                    34  

                            21                    33  

                            22                    33  

                            23                    33  

 

                           Max                    38

                           Min                    10

                           Mean                   28

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/20/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    33  

                            01                    34  

                            02                    34  

                            03                    35  

                            04                    35  

                            05                    33  

                            06                    30  

                            07                    27  

                            08                    30  

                            09                    35  

                            10                    37  

                            11                    38  

                            12                    37  

                            13                    36  

                            14                    37  

                            15                    38  

                            16                    36  

                            17                    35  

                            18                    32  

                            19                    29  

                            20                    28  

                            21                    27  

                            22                    25  

                            23                    24  

 

                           Max                    38

                           Min                    24

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/21/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    25  

                            01                    28  

                            02                    27  

                            03                    26  

                            04                    25  

                            05                    24  

                            06                    18  

                            07                     0  

                            08                     2  

                            09                     9  

                            10                    20  

                            11                    25  

                            12                    26  

                            13                    26  

                            14                    26  

                            15                    25  

                            16                    24  

                            17                    20  

                            18                    16  

                            19                    14  

                            20                    16  

                            21                    14  

                            22                    15  

                            23                    20  

 

                           Max                    28

                           Min                     0

                           Mean                   20

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/22/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    26  

                            01                    26  

                            02                    25  

                            03                    24  

                            04                    23  

                            05                    19  

                            06                    10  

                            07                     5  

                            08                    10  

                            09                    18  

                            10                    22  

                            11                    22  

                            12                    22  

                            13                    25  

                            14                    28  

                            15                    28  

                            16                    29  

                            17                    28  

                            18                    24  

                            19                    19  

                            20                    12  

                            21                     5  

                            22                     8  

                            23                    11  

 

                           Max                    29

                           Min                     5

                           Mean                   20

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/23/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    23  

                            01                    20  

                            02                    16  

                            03                    22  

                            04                    20  

                            05                    16  

                            06                    19  

                            07                     8  

                            08                    12  

                            09                    25  

                            10                    27  

                            11                    27  

                            12                    29  

                            13                    33  

                            14                    33  

                            15                    33  

                            16                    30  

                            17                    23  

                            18                    25  

                            19                    21  

                            20                    19  

                            21                    10  

                            22                    24  

                            23                    28  

 

                           Max                    33

                           Min                     8

                           Mean                   23

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/24/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    31  

                            01                    35  

                            02                    37  

                            03                    36  

                            04                    36  

                            05                    35  

                            06                    35  

                            07                    33  

                            08                    30  

                            09                    33  

                            10                    35  

                            11                    38  

                            12                    39  

                            13                    41  

                            14                    42  

                            15                    41  

                            16                    39  

                            17                    38  

                            18                    32  

                            19                    26  

                            20                    16  

                            21                    26  

                            22                    26  

                            23                    21  

 

                           Max                    42

                           Min                    16

                           Mean                   33

                           Hours                  24

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/25/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                    24  

                            01                    25  

                            02                    22  

                            03                    14  

                            04                    11  

                            05                     9  

                            06                    18  

                            07                    11  

                            08                    10  

                            09                    22  

                            10                    28  

                            11                    32  

                            12                       z

                            13                       D

                            14                       z

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                    32

                           Min                     9

                           Mean                   19

                           Hours                  12

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/26/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                   19

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/27/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                   19

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 

 

 

 Current Date : 03/08/13

 Current Time : 09:09

 

                    Daily Parameter Report  -  Hourly Averages

                                ND Dept. of Health

                                   02/28/13

 

     Logger Name :  Williston                                              

     Logger Id   : 15                                                      

     Parameter   : O3_PPB  

     Units       : PPB     

 

                           Hour               Average

 

                            00                        

                            01                        

                            02                        

                            03                        

                            04                        

                            05                        

                            06                        

                            07                        

                            08                        

                            09                        

                            10                        

                            11                        

                            12                        

                            13                        

                            14                        

                            15                        

                            16                        

                            17                        

                            18                        

                            19                        

                            20                        

                            21                        

                            22                        

                            23                        

 

                           Max                  -999

                           Min                  -999

                           Mean                   19

                           Hours                  00

 

 Data   : '<' - Less than ##% Data, 'P' - Power Fail,  'D' - Disabled,    'T' - Out-of-Control,      'F' - Boiler Off-Line,

 Flags  : 'B' - Bad Status,         'C' - Calibration, 'M' - Maintenance, 'O' - Analog Overrange,    'U' - Analog Underrange, 

          'A' - Arithmetic Error,   '+' - Maximum,     '-' - Minimum,     'R' - Rate of Change,      'H' - High-High Alarm,

          'L' - Low-Low Alarm,      'h' - High Alarm,  'l' - Low Alarm,   'J' - High Rate of Change, 'j' - Low Rate of Change,

          'V' - DIS #1 Obs,         'W' - DIS #2 Obs,  'X' - DIS #3 Obs,  'Y' - DIS #4 Obs,          'Z' - DIS #5 Obs,

          'f' - Floor Exceeded,     'c' - Ceiling Exc. 

 







